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Chapter 1 System Overview 


1.1 Address Mapping 


RK3568 boot from internal BootRom, which supports remap function by software 
programming. Remap is controlledbyPMU_SGRF_SOC_CON1[12:11]. When remap is set to 


2’b01, the BootRom is un-accessible and PMU_SRAM is mapped to address OxFFFFOOOO. 
When remap is set to 2’b10, the BootRom is un-accessible andSYSTEM_SRAM is mapped to 


address OxFFFFOOOO. 


Table 1-1 Address Mapping 


Module | Start Address | Size | Module | Start Address | Size 
PCIe3x2_S OxF0000000 32MB Reserved OxFE290000 64KB 
PCIe3x1_S OxF2000000 32MB GMACO OxFE2A0000 64KB 
PCIe2x1_S OxF4000000 32MB SDMMCO OxFE2B0000 64KB 
PCIe3x2_DBI OxF6000000 4MB SDMMC1 OxFE2C0000 64KB 
PCIe3x1_DBI OxF6400000 4MB Reserved OxFE2D0000 192KB 
PCIe2x1_DBI OxF6800000 4MB FSPI OxFE300000 64KB 
Reserved OxF6CO0000 84MB EMMC OxFE310000 64KB 
SATAO OxFCO00000 4MB Reserved OxFE320000 64KB 
SATA1 OxFC400000 4MB NANDC OxFE330000 64KB 
SATAx2 OxFC800000 4MB Reserved OxFE340000 128KB 
USB3_0 OxFCCO0000 4MB KEYLADDER_S OxFE360000 64KB 
USB3_1 OxFDO00000 4MB TRNG_S OxFE370000 64KB 
GIC600 OxFD400000 4MB CRYPTO_NS OxFE380000 32KB 
USB20HOSTO OxFD800000 512KB TRNG_NS OxFE388000 16KB 
USB20HOST1 OxFD880000 512KB OTP_NS OxFE38C000 16KB 
DAPLITE OxFD900000 512KB Reserved OxFE390000 64KB 
Rreserved OxFD980000 512KB OTP_S OxFE3A0000 32KB 
QSGMIT_PCS OxFDA00000 2MB DCF_S OxFE3A8000 32KB 
PMU_SGRF OxFDCO0000 64KB Reserved OxFE3B0000 32KB 
Reserved OxFDC10000 64KB KEY_READER OxFE3B8000 32KB 
PMU_GRF OxFDC20000 64KB WDT_S OxFE3C0000 64KB 
CPU_GRF OxFDC30000 64KB SEC_TRNG_CHK OxFE3D0000 64KB 
DDR_GRF OxFDC40000 64KB JBG_USR OxFE3E0000 64KB 
PIPE_GRF OxFDC50000 64KB JBG_OTP OxFE3FO000 64KB 
SYS_GRF OxFDC60000 64KB 12S0_8CH OxFE400000 64KB 
PIPE_PHY_GRFO OxFDC70000 64KB 12S1_8CH OxFE410000 64KB 
PIPE_PHY_GRF1 OxFDC80000 64KB 12S2_2CH OxFE420000 64KB 
PIPE_PHY_GRF2 OxFDC90000 64KB 12S3_2CH OxFE430000 64KB 
USBPHY_U3_GRF OxFDCA0000 32KB PDM OxFE440000 64KB 
USBPHY_U2_GRF OxFDCA8000 32KB VAD OxFE450000 64KB 
EDP_PHY_GRF OxFDCBO0000 32KB SPDIF_8CH OxFE460000 64KB 
PCIE30_PHY_GRF OxFDCB8000 32KB AUDPWM OxFE470000 32KB 
SYSTEM_SRAM(64k) OxFDCCO000 64KB DIG_ACODEC OxFE478000 32KB 
PMU_MEM OxFDCDO0000 128KB SDMMC_BUF OxFE480000 64KB 
USB_GRF OxFDCFO000 64KB Reserved OxFE490000 448KB 
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| Module / Start Address | Size Module | Start Address | Size 
PMU_CRU OxFDDO00000 64KB Reserved OxFE500000 64KB 
CRU_S OxFDD10000 32KB DMACO_S OxFE510000 64KB 
SYS_SGRF OxFDD18000 16KB Reserved OxFE520000 64KB 
Stimer OxFDD1C000 16KB DMACO_NS OxFE530000 64KB 
CRU_NS OxFDD20000 64KB DMAC1_S OxFE540000 64KB 
PMU_CRU_S OxFDD30000 64KB DMAC1_NS OxFE550000 64KB 
12CO OxFDD40000 64KB SCR OxFE560000 64KB 
UARTO OxFDD50000 64KB CANO OxFE570000 64KB 
GPIOO OxFDD60000 64KB CAN1 OxFE580000 64KB 
PWMO OxFDD70000 64KB CAN2 OxFE590000 64KB 
PVTM_PMU OxFDD80000 64KB 12C1 OxFE5A0000 64KB 
PMU_NS OxFDD90000 64KB 12C2 OxFE5B0000 64KB 
Reserved OxFDDAO0000 128KB 12C3 OxFE5C0000 64KB 
DDR_SCRAMBLE_KEY OxFDDCO000 32KB 12C4 OxFES5D0000 64KB 
OSC_CHK OxFDDC8000 32KB 12C5 OxFE5E0000 64KB 
Reserved OxFDDDO000 192KB TIMER_NS OxFE5FO000 64KB 
PVTM_CORE OxFDE00000 64KB WDT_NS OxFE600000 64KB 
Reserved OxFDE10000 128KB SPIO OxFE610000 64KB 
GIC600 OxFDE30000 OKB SPI1 OxFE620000 64KB 
SPINLOCK OxFDE30000 64KB SPI2 OxFE630000 64KB 
NPU OxFDE40000 128KB SPI3 OxFE640000 64KB 
MALIG52 OxFDE60000 128KB UART1 OxFE650000 64KB 
PVTM_GPU OxFDE80000 64KB UART2 OxFE660000 64KB 
PVTM_NPU OxFDE90000 64KB UART3 OxFE670000 64KB 
VDPU OxFDEA0000 64KB UART4 OxFE680000 64KB 
RGA OxFDEBO000 64KB UARTS5 OxFE690000 64KB 
EBC OxFDECO000 64KB UART6 OxFE6A0000 64KB 
JPEG_DEC OxFDEDO000 64KB UART7 OxFE6B0000 64KB 
JPEG_ENC OxFDEEO000 64KB UARTS8 OxFE6C0000 64KB 
IEP OxFDEFO000 64KB UART9 OxFE6D0000 64KB 
Eink OxFDFO0000 128KB PWM1 OxFE6E0000 64KB 
Reserved OxFDF20000 128KB PWM2 OxFE6FO000 64KB 
RKVENC OxFDF40000 128KB PWM3 OxFE700000 64KB 
Reserved OxFDF60000 128KB TSADC OxFE710000 64KB 
RKVDEC OxFDF80000 128KB SARADC OxFE720000 64KB 
CSI_RX_CTRLO OxFDFAO0000 64KB Reserved OxFE730000 64KB 
CSI_RX_CTRL1 OxFDFBO000 64KB GPIO1 OxFE740000 64KB 
Reserved OxFDFCO000 64KB GPIO2 OxFE750000 64KB 
VICAPO OxFDFDO000 64KB GPIO3 OxFE760000 64KB 
VICAP1 OxFDFEO000 64KB GPIO4 OxFE770000 64KB 
ISP OxFDFFOO0O0 64KB Mailbox OxFE780000 64KB 
SDMMC2 OxFE000000 64KB MCU_INTC OxFE790000 64KB 
GMAC1 OxFE010000 64KB Reserved OxFE7A0000 384KB 
Reserved OxFE020000 128KB DDR_PHY OxFE800000 64KB 
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voP | oxFEO40000 64KB | Reserved | oxFE810000 64KB 
HDCP_AHB OxFE050000 64KB PIPE_PHYO OxFE820000 64KB 
DSITXO OxFE060000 64KB PIPE_PHY1 OxFE830000 64KB 
DSITX1 0xFE070000 64KB PIPE_PHY2 OxFE840000 64KB 
HDCP_APB 0xFE080000 128KB DSI_TX_PHYO OxFE850000 64KB 
HDMI 0xFEOA0000 128KB DSI_TX_PHY1 OxFE860000 64KB 
eDP OxFEOCO000 64KB CSI_RX_PHY OxFE870000 64KB 
HDCP_KEY OxFEODO000 64KB OTP_PHY OxFE880000 64KB 
Reserved OxFEOE0000 128KB CPU_BOOST OxFE890000 64KB 
Reserved OxFE100000 1024KB USB2PHY_U30TG OxFE8A0000 64KB 
FIREWALL_DDR OxFE200000 64KB USB2PHY_U2HOST OxFE8B0000 64KB 
Reserved OxFE210000 64KB PCIE30_PHY OxFE8C0000 128KB 
DMA2DDR OxFE220000 64KB PCle2x1_S 0x300000000 1024MB 
DFIMON OxFE230000 64KB PCle3x1_S 0x340000000 1024MB 
DFICTRL OxFE240000 64KB PCle3x2_S 0x380000000 1024MB 
UPCTL2 OxFE250000 64KB PCle2x1_DBI 0x3C0000000 +| 4MB 
PCle2x1_APB OxFE260000 64KB PCle3x1_DBI 0x3C0400000 ‘| 4MB 
PCle3x1_APB OxFE270000 64KB PCle3x2_DBI 0x3C0800000 ‘| 4MB 
PCle3x2_APB OxFE280000 64KB 
The following table show the boot address when before remap and after remap 
Table 1-2 Address Remapping 
remap[1:0]=2'b00 remap[1:0]=2'bi1 remap[1:0]=2'b10 
not accessible | BootRom(20KB) not accessible | BootRom(20KB) 

OxFFFFO000 | BootRom(20KB) OxFFFFO000 | PMU_SRAM(8KB) | OxFFO00000 ao 

OxFDCD0000 | PMU_SRAM(8KB) OxFDCD0000 | PMU_SRAM(8KB) OxFDCD0000 | PMU_SRAM(8KB) 

oxFDCC0000 rot eal oxFDCC0000 a0 eal oxFDCC0000 Pe aia 


1.2 System Boot 


RK3568 provides system boot from off-chip devices such as SDMMC card, eMMC memory, 
serial Nandor Norflash. When boot code is not ready in these devices, also provide system 
code download into them by USB OTGinterface. All of the boot code will be stored in internal 
BootRom. The following is the whole boot procedure for boot code, which will be stored in 
BootRomin advance. 
The following features are supported. 
@ Support system boot from the following device: 


m Serial Nor Flash, 1bit or 4bits data width(device layout in FSPI IO) 
Serial Nand Flash, 1ibit data width(device layout in FSPI IO) 
Asynchronous Flash Interface, 8bits data width 
eMMC Interface, 8bits data width 
SDMMC Card, 4bits data width 


Copyright 2022 © Rockchip Electronics Co., Ltd. 


12 


RK3568 TRM-Part1 


@ Support system code download by USB OTG 
Following figure shows RK3568boot procedure flow. 
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CPU get first instruction from 
address OxFFFFOOOO, 


romcode start to run 
Check ID BLOCK from 
external SPI Nor Flash 
Yes 
ID BLOCK correct? 
No 
Check ID BLOCK from 
external SPI Nand Flash 
ID BLOCK correct? 
No 
1.Read SDRAM initialization image code to SYSTEM_SRAM 


Check ID BLOCK from 2.Run boot code to do DDR initialization 
3.Transfer boot code to DDR 
4.Run boot code 


external Nand Flash 


ID BLOCK correct? 


Check ID BLOCK from 
external eMMC Flash 


external SDMMC card 


1.Wait request for download DDR image code 

2.Download DDR image code to SYSTEM_SRAM 

3.Run DDR image code os, 
4.Wait request for download loader image code Boot or download end 
5.Download loader image code to DDR 


6.Run loader image 


Fig. 1-1 RK3568Boot Procedure Flow 
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1.3 System Interrupt Connection 


RK3568 provides an general interrupt controller (GIC) for CPU, which has 256 SPI (shared 
peripheral interrupts) interrupt sources and 3 PPI(Private peripheral interrupt) interrupt 
source and separately generates one nIRQ and one nFIQ to CPU. The triggered type for each 
interrupt is high level sensitive, not programmable. The detailed interrupt sources 
connection is in the following table. 

Table 1-3 RK3568 Interrupt Connection List 


gic_fault High level usb2host0_ohci High level 
gmac0_Ipi High level usb2host1_ehci High level 
gmac0O_pmt High level usb2host1_ohci High level 
gmacO_sbd_perch_rx High level usbphy0_grf High level 
gmac0O_sbd_perch_tx High level usbphy1_grf High level 
gmaci_pmt High level vdpu_xintdec High level 
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“High level vicap1 nner level 

High level vop_ddr High level 
hdmi_wakeup High level sdmmc2_detectn_grf High level 
| 8a | i2sO_8ch High level pcie30x2_legacy High level 
i2s1_8ch High level pcie30x2_msg_rx High level 
| 86 | i2s2_2ch High level pcie30x2_pmc High level 
i2s3_2ch High level pcie30x2_sys High level 
High level ecc_corrected_err_intr_fault High level 
Ifps_beacon_multi_phyO | High level ecc_uncorrected_err_intr_fault High level 
| 98 Ifps_beacon_multi_phy1 | High level derate_temp_limit_intr High level 
| 99 | Ifps_beacon_multi_phy2 | High level derate_temp_limit_intr_fault High level 
pcie20_legacy High level ahb2axi_d High level 
pcie20_msg_rx High level mailbox_ca55[0] High level 
pcie20_pmc High level mailbox_ca55[1] High level 
pcie20_sys High level mailbox_ca55[2] High level 
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mailbox_mcu[2] 


High level 


pvtm_gpu | High level 


mailbox_mcu[3] 
trng_chk 
xpcs_sbd 


High level | 259:226 | Reserved 


126 
27 
28 


129 
130 sdmmcoO 


221 
222 
223 
224 
225 
260 
261 
262 
263 
264 
265 
266 
267 
268 
269 
270 
271 
272 
273 
274 
275 
276 
277 
278 
279 
280 
281 
282 


ca55_pmuirq[0] 
ca55_pmuirq[1] 
ca55_pmuirq[2] 
ca55_pmuirq[3] 
nvcpumntirq[O 
nvcpumntirg[1 


nvcpumntirq[2] 


= 
361] 
262] 
= 
= 
= 
= 
[257 [mepurneratsy 
[289 [reommrao) 
[289 [neommratny 
[270 [neommratay 
271 reommrasy 
a2 [vaurraroy 
[273 [autre 
[276 [aurea 
[27s [vaueeatsy 
[276 [eurrarsy 
277 [nerraioy 
[278 ernratsy 
[279 [ernraay 
[280 [neatsy 
[281 [errata 
[282 [naeromare 


1.4 System DMA Hardware Request Connection 


RK3568 provides two DMA controller (DMAC) inside the system, the following table is the 
DMA hardware request list. 
Table 1-4 RK3568 DMAC Hardware Request Connection List 


High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 
High level 


PEE uuu gc 


Req Number Source Polarity Req Number Source Polarity 
0) Uart0O tx High level 0) I2S0O_8ch_tx High level 
1 uartO rx High level 1 spdif High level 
2 uart1 tx High level 2 I2S1_8ch_tx High level 
3 uarti1 rx High level 3 I2S1_8ch_rx High level 
4 uart2 tx High level 4 I2S2_2ch_tx High level 
5 uart2 rx High level 5 I2S2_2ch_rx High level 
6 uart3 tx High level 6 12S3_2ch_tx High level 
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mac nc 

Req Number Source Polarity Req Number Source Polarity 
7 uart3 rx High level 7 I2S3_2ch_rx High level 
8 uart4 tx High level 8 aupwm High level 
9 uart4 rx High level 9 pdm High level 
10 uart5 tx High level 10 sdmmc_buffer High level 
11 uart5 rx High level 11 can0O_tx High level 
12 uart6 tx High level 12 can0O_rx High level 
13 uart6 rx High level 13 cani_tx High level 
14 uart7 tx High level 14 cani_rx High level 
15 uart7 rx High level 15 can2_tx High level 
16 uart8 tx High level 16 can2_rx High level 
17 uart8 rx High level 17 Reserved 
18 uart9 tx High level 18 Reserved 
19 uart9 rx High level 19 Reserved 
20 spi0_tx High level 20 Reserved 
21 spi0_rx High level 21 Reserved 
22 spil_tx High level 22 Reserved 
23 spil_rx High level 23 Reserved 
24 spi2_tx High level 24 Reserved 
25 spi2_rx High level 25 Reserved 
26 spi3_tx High level 26 Reserved 
27 spi3_rx High level 27 Reserved 
28 pwm0 High level 28 Reserved 
29 pwm1i High level 29 Reserved 
30 pwm2 High level 30 Reserved 
31 pwm3 High level 31 Reserved 
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Chapter 2 Clock & Reset Unit (CRU) 


2.1 Overview 


The CRU is an APB slave module that is designed for generating all of the internal and 
system clocks, resets in the chip. CRU generates system clocks from PLL output clock or 
external clock source, and generates system reset from external power-on-reset, watchdog 
timer reset or software reset or temperature sensor. 
The CRU islocated at several addresses. 
@ PMUCRU, used for always on system, with base address OxFDDO0O000 
@ PMUSCRU, used for always on secure system, with base address 0OxFDD30000 
@ CRU, used for general system except always on system, with base address 
OxFDD20000 
@ SCRU, used for general secure system except always on system, with base address 
OxFDD10000 
The CRU supports the following features: 
@ Compliance with AMBA APB interface 
Embedded with 6 fractional PLLs and 3 integer PLLs 
Flexible selection of clock source 
Support dividing clock separately 
Support gatingclock separately 
Supportsoftware reset each module separately 


2.2 Block Diagram 
The CRU comprises with: 


@ PLL 
@ Register configuration unit 
@ Clock generate unit 
@ Reset generate unit 

apb_cru(CRU clk_gen(CGU) Gann 

Register Signal 
APB Groups) 
Interface 
Clock & 
PLL rst_gen(RGU) Reset 


Fig. 2-1 CRU Block Diagram 


2.3 Function Description 


2.3.1 System Clock Solution 

There are 6 fractional PLLs in RK3568: APLL, PPLL, HPLL, DPLL, CPLL and GPLL.There are 
also 3 integer PLLs: MPLL, NPLL and VPLL. Each PLL can only receive 24MHz oscillator as 
input reference clock and can be set to three work modes: normal mode, slow mode and 
deep slow mode. When power on or changing PLL setting, we must program PLL into slow 
mode or deep slow mode. 

To maximize the flexibility, some of clocks can select divider source from multiple PLLs.To 
provide some specific frequency, another solution is integrated: fractional divider. Divfree50 
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divider and divfreeNP5 divider are also provided for some modules.All clocks can be gated 
by software. 
The basic units for clock generation are: 
@ Gating 
@ MUX(multiplexer) 
@ Divfree(Glitch free divider) 
m~ clk_out_freq=clk_in_freg/divisor 
m When divisor is even, the clock duty cycle of clk_out is 50% 
m When divisor is odd, the clock duty cycle of clk_out is not 50% 
@ Fracdiv(Fractional divider) 
m= clk_out_freq=clk_in_freq*numerator/denominator, both numerator and 
denominator are 16 bits 
@ Divfree50(Glitch free divider for duty cycle 50%) 
m clk_out_freq=clk_in_freg/divisor 
m When divisor is even or odd, the clock duty cycle of clk_out is 50% 
@ DivFreeNP5(Glitch free divider for null point 5) 
m= clk_out_freq= 2*clk_in_freq/(2*div_con+3) 
m The clock duty cycle of clk_out is not 50% 
The settings of all basic units are controlled by CRU registers. 
2.3.2 System Reset Solution 
Almost all module have these reset source as the following figure shows. The ‘xxx’ in the 
figure is the module name. 


NPOR sysrstn chiprstn 
F ilter ? A . 
jellteth >>} chiprstcoun ter -—_—_— | tsth_p rstn_pre 
| yin counter -———> 
soc_wdt.stn 
sync 
soc_tsadc_rstn bgic 
ee Et ty! 
rstn_pre 


~xxx_softrstn_1eq 


re setn_xxx 
sync 


bgic 


gb_srtn_l 


gb_srwtn_2 


Fig. 2-2 Reset Architecture Diagram 
Reset source of each reset signal includes: 
@ NPOR: External power on reset 


@® soc_wdt_rstn: Reset from WDT module 

@® soc_tsadc_rstn:Reset from TSADCmodule 

@  softrstn_req:Software resetrequest by programming CRU_SOFTRST_CON 

@ glb_srstn_1:First global softwarereset by programming CRU_GLB_SRST_FST as 
Oxfdb9 

@ glb_srstn_2:Second global software reset by programming CRU_GLB_SRST_SNDas 
Oxeca8 


2.3.3 Fractional PLL Introduction 

The fractional PLLs inside RK3568 output clock’s frequency up to 3.8GHz. The PLLis a 
general purpose, high-performance PLL-based clock generator. The PLL is a multi-function, 
general purpose frequency synthesizer. Ultra-wide input and output ranges along with best- 
in-class jitter performance allow the PLL to be used for almost any clocking application. With 
excellent supply noise immunity, the PLL is ideal for use in noisy mixed signal SoC 
environments. 

The PLL supports the following features: 
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@ Inputfrequencyrange:1MHzto 1200MHz for integer modeand10MHzto 1200MHz for 
fractional mode 

@ PFD minimum reference frequency range: 1MHz for integer modeand1i0MHz for 
fractional mode 

@ Output frequency range: 19MHzto3.8GHz 

@ VCO output frequency range:950MHzto3.8GHz 

@ 24bitfractionalaccuracy,andfractionalmodejitterperformancetonearlymatchintegermodepe 
rformance. 

@ 4:1VCOfrequencyrangeallowsPLLtobeoptimizedforminimumjitterorminimumpower 

@ Isolatedanalogsupply(1.8V)allowsforexcellentsupplyrejectioninnoisySoCapplications 

@ Lock detect signalindicateswhenfrequencylockhasbeenachieved 

PLL block diagram is shown below. 


Fractional PLL 


VDDHV (10 Voltage) 
___ VDDPOST (Core Voltage) 
___ VDDREF (Core Voltage) 


POSTDIV1 POSTDIV2 


CLKSSCG 


Fig. 2-3 PLLBlockDiagram 
2.3.4 Integer PLL Introduction 
The integer PLLs inside RK3568 output clock’s frequency up to 1.9GHz. The PLL is a multi- 
function, general purpose frequency synthesizer optimized for low power digital clocking. 
Wide input and output ranges along with best-in-class jitter performance allow the PLL to be 
used for a variety of different application. With excellent supply noise immunity, the PLL is 
ideal for use in noisy SoC environments. 
The PLL supports the following features: 
@ Inputfrequencyrange: 10MHzto800MHz 
@ PFD minimum reference frequency range: 10MHz 
@® Output frequency range:9MHzto1.9GHz 
@ VCO output frequency range:475MHztol.9GHz 
@ 4:1VCOfrequencyrangeallowsPLLtobeoptimizedforminimumjitterorminimumpower 
@ Low period jitter provides maximum timing margin in high frequency designs 
@ Lock detect signalindicateswhenfrequencylockhasbeenachieved 
PLL block diagram is shown below. 
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Low Area Integer PLL 


Lock Detect 


FOUTPOSTDIV 


D 3b BYPASS 
POSTDIV1 POSTDIV2 


Analog circuits 
Feedback Divide Post divider rate circuits 


Reference rate circuits 


Fig. 2-4 PLLBlockDiagram 


2.4 CRU Register Description 


2.4.1 Registers Summary 
Value 

ICRU_APLL CONO | 

CRU_APLL_CON1 

CRU_APLL_CON4 


CRU _APLL_CONO 0x0000 
0x00000007 |DPLL configuration register3 


CRU_APLL_CON1 0x0004 
CRU_APLL_CON2 0x0008 


ICRU DPLL_CON2 


CRU GPLL CON1 0x0044 0x00001041 |GPLL configuration register1 


| 
| 
| 
| 
| 
| 
| 


CRU GPLL CONO 0x0040 0x00001032 |GPLL configuration registerO 


ICRU GPLL_CON3 
ICRU_GPLL_CON4 
ICRU CPLL_CON2 
ICRU NPLL_CONO 
ICRU _NPLL_CON1 
ICRU MODE CONGO _| 


0x0000107D |CPLL configuration registerO 


0x00001043 |CPLL configuration register1 
0x00000000 |CPLL configuration register2 
0x00000007 |CPLL configuration register3 
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CRU_MISC _CON2 0x00CC 


Ww | 
CRU_GLB_CNT_TH (Ox0ODO = |W_sé* 
Ww 
Ww | 
Ww 


CRU_GLB_SRST_FST 0x00D4 
CRU_GLB_SRST_SND 0x00D8 
CRU_GLB_ RST CON Ox00DC 


CRU_GLB_RST ST OxO0OEO |W [0x00000000 |GLB_RST_ST 


GRU CLREEL. CONGO 0x0100 w_ |oxoo000000 Internal clock select and division 


register O 

Internal clock select and division 
CRU CLKSEL CONO1 0x0104 x00000000 register 1 
CRU CLKSEL CONO2 0x0108 


0 
0x00000000 Internal clock select and division 
register 2 
CRU _CLKSEL_CONO3 0x010C ) 
0 


x00000303 Internal clock select and division 
register 3 
CRU_CLKSEL CON04 0x0110 OO000a0S  teeknay Glock selectiand.division 
register 4 
Internal clock select and division 
CRU_CLKSEL_CONOS __oxo114 w_ foxooooon14 


CRU ERICRICONL ee aloe select and division 
RacLicceR- conte 10x0130 fw |ox00000000 | ae elek select and division 
CRO-CLKSELCONTS 0x0134 fw oxooo08113 neg dak select and division 
cath ChicCcRLcOnia 10x0138 fw |ox00000000 | ne elpek select and division 
Gre cncce Conde ox013¢ fw oxoo08113 ee eer select and division 
w 
we 
we 
we 
we 


Internal clock select and division 
CRU CLKSEL CONi8 0x0148 0x00000000 
Internal clock select and division 
CRU CLKSEL CONi19 0x014C 0x00008113 eanicker 19 
0x00000000 Internal clock select and division 
register 20 
Internal clock select and division 
Internal clock select and division 
CRU CLKSEL_ CON22 0x0158 WwW 0x00000000 


CRU_CLKSEL_CON20 0x0150 


W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
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Reset aio 
offset |size| Ystue | Description 
Internal clock select and division 
CRU_CLKSEL_CON23 _Joxo15c jw. |oxooo00013 
Internal clock select and division 
0x0000000B Internal clock select and division 
register 25 
Internal clock select and division 
0x00000000 Internal clock select and division 
register 27 
Internal clock select and division 
0x00000000 register 28 
0x00000030 Internal clock select and division 
register 29 
Internal clock select and division 
0x00000020 register 30 
0x00000000 Internal clock select and division 
register 31 
Internal clock select and division 
0x00000000 Internal clock select and division 
register 33 


CRU _CLKSEL_CON24 0x0160 


CRU_CLKSEL_CON25 0x0164 


CRU_CLKSEL_CON26 
CRU_CLKSEL_CON27 
CRU_CLKSEL_CON28 
CRU_CLKSEL_CON29 
CRU_CLKSEL_CON30 
CRU_CLKSEL_CON31 
CRU_CLKSEL_CON32 
CRU_CLKSEL_CON33 


W 
; 


Internal clock select and division 
Internal clock select and division 
CRU CLKSEL CON38 0x0198 0x00000001 
Internal clock select and division 
CRU CLKSEL CON39 0x019C 0x00000000 
Internal clock select and division 
CRU CLKSEL CON40 0x01A0 0x00000001 eapickara 
Internal clock select and division 
CRU CLKSEL CON41 0x01A4 0x00000003 register 41 
Internal clock select and division 
CRU CLKSEL _CON42 0x01A8 0x00000103 baaicter ao 
Internal clock select and division 
Internal clock select and division 
Internal clock select and division 
0x00000102 Internal clock select and division 
register 47 
0x00000003 Internal clock select and division 
register 48 
0x00000301 Internal clock select and division 
register 49 


CRU_CLKSEL_CON47 0x01BC 


CRU_CLKSEL_CON48 0x01CO 


CRU _CLKSEL_CON49 0x01C4 


Copyright 2022 © Rockchip Electronics Co., Ltd. 24 


RK3568 TRM-Part1 


Reset aio 
offset |size| Ystue | Description 
Internal clock select and division 
CRU CLKSEL CON50 0x01C8 w_ |oxoo000000 
Internal clock select and division 
0x0000200B Internal clock select and division 
register 52 
Internal clock select and division 
0x0000200B Internal clock select and division 
register 54 
Internal clock select and division 
0x00000000 register 55 
0x0000200B Internal clock select and division 
register 56 
Internal clock select and division 
0x00000000 register 57 
0x0000200B Internal clock select and division 
register 58 
Internal clock select and division 
0x0000200B Internal clock select and division 
register 60 


CRU_CLKSEL_CON51 0x01CC 


CRU_CLKSEL_CON52 0x01D0 


CRU_CLKSEL_CON53 
CRU_CLKSEL_CON54 
CRU_CLKSEL_CON55 
CRU_CLKSEL_CON56 
CRU_CLKSEL_CON57 
CRU_CLKSEL_CON58 
CRU_CLKSEL_CON59 
CRU_CLKSEL_CON60 


W 


Internal clock select and division 
CRU CLKSEL CON64 0x0200 x0000200B 
Internal clock select and division 
CRU CLKSEL CON65 0x0204 0x00000000 
Internal clock select and division 
CRU CLKSEL CON66 0x0208 0x0000200B 
Internal clock select and division 
CRU CLKSEL CON67 0x020C 0x00000000 regictar 67 
Internal clock select and division 
CRU CLKSEL CON68 0x0210 0x0000200B register 68 
Internal clock select and division 
CRU CLKSEL CON69 0x0214 0x00000000 reaicter 69 
Internal clock select and division 
CRU CLKSEL _CON70 0x0218 0x00000303 
Internal clock select and division 
Internal clock select and division 
0x00000000 Internal clock select and division 
register 73 
0x0000001F Internal clock select and division 
register 74 
0x00000302 Internal clock select and division 
register 75 


CRU_CLKSEL_CON73 0x0224 


CRU_CLKSEL_CON74 0x0228 


CRU_CLKSEL_CON75 0x022C 
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Reset woo 
offset |size| Ystue | Description 
Internal clock select and division 
CRU_CLKSEL_CON76 _|ox0230 w_ |oxo0000705 
Internal clock select and division 
0x0000013B Internal clock select and division 
register 78 
Internal clock select and division 
0x00000F07 Internal clock select and division 
register 80 
Internal clock select and division 
0x00002713 register 81 
0x00001F09 Internal clock select and division 
register 82 
Internal clock select and division 
0x00008113 register 83 
0x00000000 Internal clock select and division 
register 84 
Internal clock gate and division 
0x00000000 Internal clock gate and division 
register 1 


CRU_CLKSEL_CON77 0x0234 


CRU_CLKSEL_CON78 0x0238 


CRU_CLKSEL_CON79 
CRU_CLKSEL_CON80 
CRU_CLKSEL_CON81 
CRU_CLKSEL_CON82 
CRU_CLKSEL_CON83 
CRU_CLKSEL_CON84 
CRU_GATE CONOO 
CRU_GATE CONO1 


W 


Internal clock gate and division 
CRU GATE CONO5 0x0314 x00000000 
Internal clock gate and division 
CRU_GATE CONO06 0x0318 0x00000000 
Internal clock gate and division 
CRU GATE CONO7 0x031C 0x00000000 
CRU_GATE_CONO8 0x0320 axdooooon,| Mens) Cock gate ana division 
register 8 
Internal clock gate and division 
CRU_ GATE CONO9 0x0324 0x00000000 
Internal clock gate and division 
CRU_GATE CON10 0x0328 0x00000000 Reactor 10 
Internal clock gate and division 
CRU GATE CON11 0x032C 0x00000000 
Internal clock gate and division 
CRU_GATE CON12 0x0330 0x00000000 
Internal clock gate and division 
CRU _ GATE CON13 0x0334 0x00000000 
0x00000000 Internal clock gate and division 
register 14 
0x00000000 Internal clock gate and division 
register 15 
0x00000000 Internal clock gate and division 
register 16 


CRU_GATE _CON14 0x0338 


CRU_GATE CON15 0x033C 


CRU_GATE CON16 0x0340 
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Reset LY = iz 
ee ee 
CRU GATE CON17 0x0344 w_ |oxoo000000 Internal clock gate and division 

register 17 

Internal clock gate and division 
CRU GATE CON18 0x0348 w_ oxoo000000 
CRU GATE CON19 0x034C oxoo0o0000 [Internal clock gate and division 

register 19 

Internal clock gate and division 
CRU GATE CoNz0 —_[oxo3s0_|w_|oxo0000000 
CRU GATE CON21 0x0354 w_ |oxoo000000 interna’ clock gate anasdivision 

register 21 

Internal clock gate and division 
CRU GATE CON22 0x0358 w_ |oxo0000000 pais 
CRU GATE CON23 0x035C oxoo0o0000 [Internal clock gate and division 

register 23 


Internal clock gate and division 
CRU GATE CON24 0x0360 0x00000000 register 24 
CRU_GATE_CON25 0x0364 pxogooosne |teme Coc gate ane eNision 

register 25 

Internal clock gate and division 
CRU GATE CON26 0x0368 0x00000000 


CRU GATE CON27 0x036C oxo0000000 |Lternal clock gate and division 
<2. = register 27 
CRU GATE CON28 0x0370 oxoo0o0000 |!nternal clock gate and division 

register 28 

Internal clock gate and division 
CRU GATE CON29 0x0374 w_ |oxo0000000 
CRU GATE CON30 0x0378 |w_ loxoooc0000 internal clock gate and division 

register 30 

Internal clock gate and division 
CRU GATE CON31 0x037C 0x00000000 


CRU GATE CON32 0x0380 ox00000000 {Internal clock gate and division 
register 32 


Internal clock gate and division 
CRU GATE CON33 0x0384 0x00000000 register 33 
CRU_GATE_CON34 0x0388 axdoocoonn | Mens Cock gate ana division 

register 34 

Internal clock gate and division 
CRU GATE CON35 0x038C w_ |ox00000000 register 35 


[CRU_SOFTRST CONOO | 
[CRU_SOFTRST CONO1 | 10x00000000 [Internal clock reset register 1 
1(0x00000000 [Internal clock reset register 2 
[(0x00000000 [Internal clock reset register 3 
[CRU_SOFTRST _CON04 | 1(0x00000000 |Internal clock reset register 4 

I 

I 

I 


Ww 
Ww _| 
Ww 
Ww 
Ww 
ICRU_SOFTRST _CONOS  |0x0414___|W__|0x00000000 |Internal clock reset register 5 
ICRU_SOFTRST_CONO6  |0x0418 |W __|0x00000000 |Internal clock reset register 6 
ICRU _SOFTRST CONO7 _|0x041C__[W__|0x00000000 [Internal clock reset register 7 
Ww 
Ww 
Ww 
Ww | 
Ww 
Ww 
Ww | 


[CRU_SOFTRST_CON10 | [(0x00000000 |Internal clock reset register 10 
[CRU_SOFTRST CON11 | 1(0x00000000 [Internal clock reset register 11 
[(0x00000000 [Internal clock reset register 12 
[CRU_SOFTRST_CON14 _|0x0438 |W 


W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
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Value 
1(0x00000000 |Internal clock reset register 16 
[(0x00000000 [Internal clock reset register 17 
[CRU_SOFTRST CONi8 | 1(0x00000000 |Internal clock reset register 18 
I 
I 
I 


ICRU_SOFTRST CON19 | nternal clock reset register 19 
nternal clock reset register 20 
ICRU _SOFTRST_CON22 _| 
ICRU _SOFTRST CON25 _| 
ICRU_SOFTRST CON26 __| 
ICRU _SOFTRST_CON28 _| 
|CRU_SOFTRST CON29__| 
ICRU SSGTBL8 11 
ICRU SSGTBL20 23 | 
ICRU SSGTBL24 27 


nternal clock reset register 21 
10x00000000 |Internal clock reset register 24 
10x00000000 |Internal clock reset register 27 


xternal wave table register0 
xternal wave table register1 
xternal wave table register2 
xternal wave table register3 
xternal wave table register4 
xternal wave table register5 
xternal wave table register6 


ICRU SSGTBL32 35 
ICRU _SSGTBL36_39 
ICRU SSGTBL48 51 
ICRU SSGTBL52 55 
ICRU SSGTBL60 63 
ICRU_SSGTBL64 67 
ICRU SSGTBL76_79 | 
ICRU SSGTBL88_91 
ICRU SSGTBL92 95 
ICRU SSGTBL100_103 | 
ICRU_SSGTBL104 107 _| 
ICRU SSGTBL116 119 | 


E 
E 
E 
E 
E 
E 
E 
E 
External wave table register8 
External wave table register9 
External wave table register10 
E 
E 
E 
E 
E 
E 
E 
E 
E 
E 


xternal wave table register11 
xternal wave table register12 
xternal wave table register13 
xternal wave table register14 
xternal wave table register15 
xternal wave table register16 
xternal wave table register17 
xternal wave table register18 
xternal wave table register19 
xternal wave table register20 


0x00000000 |External wave table register23 
0x00000000 /External wave table register24 


E 
E 
External wave table register25 
External wave table register26 
External wave table register27 
E 
E 
E 
E 


xternal wave table register28 
xternal wave table register29 
xternal wave table register30 
xternal wave table register31 


(ae ee 0x0500 w_ Joxooo40020 Pdcore auto clock swith control 0 
a AUTOCS CORE CON |y, 0504 w_ |ox00000000 pdecre-Auko clock Swith control 
0 


CRU AUTOCS GPU CONO |0x0508 x00040020 |Pdgpu auto clock swith control 0 


xternal wave table register? 
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CRU_AUTOCS_ GPU _CON1 |0x050C W___|0x00000000 |Pdgpu auto clock swith control 1 


CRU AUTOCS BUS CONO |0x0510 W 0x00040020 |Pdbus auto clock swith control 0 
CRU AUTOCS BUS CON] |0x0514 W 0x00000000 |Pdbus auto clock swith control 1 


Reser Description 
Value P 


CRU_AUTOCS GPU _CON1 Ww 
lw | 
Ww 
CRU_AUTOCS TOP CONO |0x0518 |W |0x00040020 |Top auto clock swith control 0 
CRU_AUTOCS TOP CON1 |0x051C |W |0x00000000 |Top auto clock swith control 1 
Ww 
Ww 
lw | 
Ww 


CRU AUTOCS RKVDEC C 

ALTERS RATES lyosoo | 
cau AUTOCS RKVDEC CJ). 0.54 

CRU AUTOCS RKVENC C 

CRU AUTOCS RKVENC C |p. 9.56 we | 


0x00040020 |Rkvdec auto clock swith control 0 


0x00000000 |Rkvdec auto clock swith control 1 
0x00040020 |Rkvenc auto clock swith control 0 


0x00000000 |Rkvenc auto clock swith control 1 


CRU AUTOCS VPU_CONO |0x0530 W_ {0x00040020 |Vpu auto clock swith control 0 
CRU _AUTOCS VPU_CON1 |0x0534 W_ _{0x00000000 |Vpu auto clock swith control 1 


ARES ES ov es 


CRU_EMMC_CONO 0x0598 |W [0x00000004 |EMMC controlO 
CRU_EMMC _CON1 0x059C [|W __|0x00000000 |EMMC controll 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


2.4.2 Detail Registers Description 
CRU APLL CONO 
Address: Operational Base + offset (0x0000) 


| Bit |Attr| Reset Value 


write_enable 
f Write enable for lower 16 bits, each bit is individual. 
31 :16/RW' |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


bypass 

15 Rw lox0 Eo Bypass. FREF bypasses PLL to FOUTPOSTDIV 
1'bO: No bypass 
1'b1: B 


; postdiv1 
ta12|Rw foxt | First Post Divide Value, (1-7) 
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| Bit |Attr|ResetValue| SS Ci@eescription 


fbdiv 

Feedback Divide Value, valid divider settings are: 
11:0 |RW |0Ox07d [16, 2500] in integer mode 

[20, 500] in fractional mode 

Tips: No plus one operation 


CRU_APLL _CON1 

Address: Operational Base + offset (0x0004) 

| Bit |Attr| Reset Value 

write_enable 

Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 

1'b1: Write access enable 

pllpdsel 

PLL global power down source selection 

If pllpdsel == 1, PLL can be power down only by pllpdi, 
otherwise pll is power down when any one of refdiv/fbdiv/fracdiv 
is changed or pllpdO is asserted 

pllpdi 

PLL global power down request 

1'bO: No power down 

1'b1: Power down 

pllpdo 

PLL global power down request 

1'bO: No power down 

1'b1: Power down 

dsmpd 

PLL delta sigma modulator enable 

1'bO: Modulator is enable 

1'b1: Modulator is disabled 


reserved 


PLL lock status 
1'bO: Unlock 
STF Lock 


9 [RO [0x0 sreserved 


postdiv2 
i i eee Post Divide Value, 
refdiv 
5:0 |rw |oxos Reference Clock Divide Value, (1-63) 


CRU_APLL CON2 

Address: Operational Base + offset (0x0008) 

| Bit [Attr|ResetValue| Ci‘ Scritiom 
31:28|RO [Oxo reserved 


fout4phasepd 

Power down 4-phase clocks and 2X, 3X, 4X clocks 
=a BOs 1'bO: No power down 

1'bi: Power down 


0x0000 


foutvcopd 

Power down buffered VCO clock 
-o BY One 1'bO: No power down 

1'b1i: Power down 
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| Bit |Attr|ResetValue| Ci@eescription 


foutpostdivpd 

Power down all outputs except for buffered VCO clock 
a BW OKe 1'bO: No power down 

1'b1: Power down 


dacpd 
Power down quantization noise cancellation DAC 
1'b1: Power down 
fracdiv 
23:0 |RW |0x000000 Fractional part of feedback divide 
fraction = FRAC/2“24 


CRU APLL CON3 
Address: Operational Base + offset (OxO000C 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
SLT6IRW: |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


115:13|RO [Oxo si reserved 
i a ssmod_spread 
0x00 spread amplitude 

% = 0. 1 * SPREAD[4: 0] 

Divider required to set the modulation frequency 


ssmod_downspread 

Selects center spread or downs pread 
1'bO: Down spread 

1'b1: Center spread 


ssmod_reset 

ai Reset modulator state 
1'bO: No reset 
1i'bi: Reset 


ssmod_disable_sscg 
Bypass SSMOD by module 
1'bO: No bypass 


Bypass SSMOD by integration 
1'bO: No bypass 
1'b1: Bypass 


CRU APLL CON4 
Address: Operational Base + offset (0x0010 


[Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
ST16IRW' |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


ssmod_ext_maxaddr 
RW |0Ox7f External wave table data inputs 
(0-255) 


7:1 |RO_|ox0O reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


ssmod_sel_ext_wave 
select external wave 

RW: //Ox0 1'bO: No select ext_wave 
1'bi: Select ext_wave 


CRU _DPLL_CONO 
Address: Operational Base + offset (0x0020) 


| Bit |Attr| Reset Value, 


Po eseription 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 

SE AtO RW |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
bypass 
PLL Bypass. FREF bypasses PLL to FOUTPOSTDIV 

i BM Oxe 1'bO: No bypass 
1'b1: Bypass 


: postdiv1 
a:t2|rw fox2 | First Post Divide Value, (1-7 


fbdiv 

Feedback Divide Value, valid divider settings are: 
11:0 |RW |Ox0c8 [16, 2500] in integer mode 

[20, 500] in fractional mode 

Tips: No plus one operation 


CRU DPLL CON1 
Address: Operational Base + offset (0x0024 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


pllpdsel 
PLL global power down source selection 
0x0 If pllpdsel == 1, PLL can be power down only by pllpd1, 
otherwise pll is power down when any one of refdiv/fbdiv/fracdiv 
is changed or pllpdO is asserted 
pllpdi 
PLL global power down request 
1'bO: No power down 
1'b1: Power down 


pllpdo 

PLL global power down request 
[RO_| 
[RO_| 


1'bO: No power down 
1'b1: Power down 
dsmpd 
PLL delta sigma modulator enable 
1'bO: Modulator is enable, 
1'b1i: Modulator is disabled 
Oxo -——sédireserved——“Ci‘“‘“‘“‘“‘;C*d 
pll_lock 
PLL lock status 
1'bO: Unlock 


(x0 __|reserved 
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| Bit |Attr| Reset Value, 


postdiv2 
RW |0x2 Second Post Divide Value 
(1-7) 


refdiv 
5:0 |RW |0x03 Reference Clock Divide Value 
1-63 


CRU DPLL CON2 
Address: Operational Base + offset (0x0028 


| Bit [Attr/ResetValue| SC‘ ecription 
31:28[RO_ [Oxo si freserved 
fout4phasepd 

Power down 4-phase clocks and 2X, 3X, 4X clocks 
1'bO: No power down 

1'b1: Power down 

foutvcopd 

Power down buffered VCO clock 

1'bO: No power down 

1'b1: Power down 

foutpostdivpd 

Power down all outputs except for buffered VCO clock 
1'bO: No power down 

1'b1: Power down 

dacpd 

Power down quantization noise cancellation DAC 
1'bO: No power down 

1'b1: Power down 

fracdiv 

Fractional part of feedback divide 

(fraction = FRAC/2%24) 


0x0 


CRU_DPLL_CON3 


Address: Operational Base + offset (0Ox002C) 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 
15:13 
ssmod_spread 
2:8 |RW |0x00 spread amplitude 
% = 0.1 * SPREAD[4: 0] 
ssmod_divval 


12: 


Divider required to set the modulation frequency 
ssmod_downspread 

Selects center spread or downs pread 

1'b0O: Down spread 

1'b1: Center spread 


ssmod_reset 

Reset modulator state 
1'bO: No reset 

1'b1: Reset 
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| Bit |Attr|ResetValue| Ci@eescription 


ssmod_disable_sscg 

Bypass SSMOD by module 
. peal ha 1'bO: No bypass 

1'b1: Bypass 


ssmod_bp 

Bypass SSMOD by integration 
RM (Ox 1'bO: No bypass 

1'b1: Bypass 


CRU DPLL CON4 
Address: Operational Base + offset (0x0030) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
SL: 1O/RW | 0x0000 1'bO: Write access disable 

1'b1: Write access enable 

ssmod_ext_maxaddr 
ee 15:8 | Rw | em eee wave table data ee 0-255 
7:1 [RO [0x00 ——ifreserved ——“(i‘“‘“‘“‘“‘éC(C*d 

ssmod_sel_ext_wave 

select external wave 


1'bO: No select ext_wave 
1'bi: Select ext_wave 


CRU _ GPLL CONO 
Address: Operational Base + offset (0x0040) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16 bits, each bit is individual. 
St PO RW OxOOUe 1'bO: Write access disable 
1'b1: Write access enable 
bypass 
PLL Bypass. FREF bypasses PLL to FOUTPOSTDIV 
‘ RW |OXe 1'bO: No bypass 


. postdiv1 
ta:12|Rw foxt | First Post Divide Value, (1-7) 


Feedback Divide Value, valid divider settings are: 
11:0 |RW |0x032 [16, 2500] in integer mode 

[20, 500] in fractional mode 

Tips: No plus one operation 


CRU_GPLL_ CON1 
Address: Operational Base + offset (0x0044) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
; Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


pllpdsel 
PLL global power down source selection 

15 RW {0x0 If pllpdsel == 1, PLL can be power down only by pllpd1, 
otherwise pll is power down when any one of refdiv/fbdiv/fracdiv 
is changed or pllpdO is asserted 
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| Bit |Attr|ResetValue| Ci@eescription 


pllpdi 

PLL global power down request 
ae Rone 1'bO: No power down 

1'b1: Power down 

pllpdo 

PLL global power down request 
ee Oe 1'bO: No power down 

1'b1: Power down 

dsmpd 

PLL delta sigma modulator enable 
- RW: Oxt 1'bO: Modulator is enable 

1'b1: Modulator is disabled 

reserved 


41 |RO_|oxo______—reserved 


pll_lock 

PLL lock status 
elo 1'bO: Unlock 

1'bi: Lock 


vii. cer 


postdiv2 
ee fru Ox1 ras Post Divide Value 
ae 
5:0 RW |0x01 Reference Clock Divide Value 
(1-63) 


CRU GPLL CON2 
Address: Operational Base + offset (0x0048 


| Bit |Attr|/ResetValue| Ci eescription 
31:28/RO_ [Oxo 


fout4phasepd 
Power down 4-phase clocks and 2X, 3X, 4X clocks 
Be KD 1'bO: No power down 
1'bi: Power down 
foutvcopd 
Power down buffered VCO clock 
2 BE ORE 1'bO: No power down 
1'bi: Power down 


foutpostdivpd 

Power down all outputs except for buffered VCO clock 
as RYE Ox? 1'bO: No power down 

1'b1: Power down 

dacpd 

Power down quantization noise cancellation DAC 
on RYOKO 1'bO: No power down 

1'b1: Power down 

fracdiv 
23:0 |RW |0x000000 Fractional part of feedback divide 

(fraction = FRAC/2%24) 


CRU GPLL CONS3 
Address: Operational Base + offset (0x004C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
30 Te RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:13/RO_|OxO_ reserved 


ssmod_spread 
12:8 |RW |0x00 spread amplitude 
% = 0.1 * SPREAD[4: 0] 


ssmod_divval 
Divider required to set the modulation frequency 


ssmod_downspread 
RW Selects center spread or downs pread 
1'bO: Down spread 
1'b1: Center spread 
ssmod_reset 
RW Reset modulator state 
1'bO: No reset 
1'b1: Reset 
ssmod_disable_sscg 
RW Bypass SSMOD by module 
1'bO: No bypass 
1'b1: Bypass 
RW 


ssmod_bp 
Ox4 Bypass SSMOD by integration 
1'bO: No bypass 


CRU GPLL CON4 
Address: Operational Base + offset (0x0050) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31 -T6IRW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


Ox1 


ssmod_ext_maxaddr 
ew Ox7f External wave table data inputs 
0-255 


7:1 |RO_| 


ssmod_sel_ext_wave 

0 select external wave 
1'bO: No select ext_wave 
1'b1: Select ext_wave 


CRU CPLL CONO 
Address: Operational Base + offset (0x0060) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
S1:16/RW’ |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


bypass 

15 Rw lox0 Pee Bypass. FREF bypasses PLL to FOUTPOSTDIV 
1'bO: No bypass 
1'b1: Bypass 
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ceadew fon RR 


postdiv1 
oo 14:12 RW loxt Post Post Divide Value, 


fbdiv 

Feedback Divide Value, valid divider settings are: 
11:0 |RW |0x07d [16, 2500] in integer mode 

[20, 500] in fractional mode 

Tips: No plus one operation 


CRU CPLL CON1 

Address: Operational Base + offset (0x0064) 

| Bit [Attr|ResetValue|  ——— ———C‘iScription = 
write_enable 

Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 

1'b1: Write access enable 

pllpdsel 

PLL global power down source selection 

If pllpdsel == 1, PLL can be power down only by pllpdi, 
otherwise pll is power down when any one of refdiv/fbdiv/fracdiv 
is changed or pllpdO is asserted 

pllpdi 

PLL global power down request 

1'bO: No power down 

1'b1: Power down 

pllpdo 

PLL global power down request 

1'bO: No power down 

1'b1: Power down 

dsmpd 

PLL delta sigma modulator enable 

1'bO: Modulator is enable 

1'b1: Modulator is disabled 


0x0000 


9 [RO loxO.—'iresewed ~~ SOC=“S~*~S*~*~—“—s~S~C—‘“<“‘<;7<XCS; SSCS” 


postdiv2 
el Second Post Divide Value, (1-7) 
: refdiv 
Reference Clock Divide Value, (1-63) 


CRU CPLL CON2 
Address: Operational Base + offset (0x0068) 

| Bit |Attr|ResetValue| CC‘ Scriptom — 
31:28[RO_ [Oxo si [reserved 


fout4phasepd 

Rw loxo Power down 4-phase clocks and 2X, 3X, 4X clocks 
1'bO: No power down 
1'bi: Power down 


foutvcopd 

Power down buffered VCO clock 
26 padi else 1'bO: No power down 

1'bi: Power down 
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| Bit |Attr|ResetValue| Ci escription 


foutpostdivpd 

Power down all outputs except for buffered VCO clock 
a BW OKe 1'bO: No power down 

1'b1: Power down 


dacpd 
Power down quantization noise cancellation DAC 
1'b1: Power down 
fracdiv 
23:0 |RW |0x000000 Fractional part of feedback divide 
fraction = FRAC/2“24 


CRU CPLL CONS3 
Address: Operational Base + offset (OxO06C 


| Bit _|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
SLT6IRW: |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


115:13|RO [Oxo reserved 
i a ssmod_spread 
0x00 spread amplitude 

% = 0. 1 * SPREAD[4: 0] 

Divider required to set the modulation frequency 


ssmod_downspread 

Selects center spread or downs pread 
1'bO: Down spread 

1'b1: Center spread 


ssmod_reset 

ai Reset modulator state 
1'bO: No reset 
1i'bi: Reset 


ssmod_disable_sscg 
Bypass SSMOD by module 
1'bO: No bypass 


Bypass SSMOD by integration 
1'bO: No bypass 
1'b1: Bypass 


CRU CPLL CON4 
Address: Operational Base + offset (0x0070 


[Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
ST1GIRW' |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


ssmod_ext_maxaddr 
RW |0Ox7f External wave table data inputs 
(0-255) 


7:1 |RO_|oxoo [reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


ssmod_sel_ext_wave 
select external wave 

RW: //Ox0 1'bO: No select ext_wave 
1'bi: Select ext_wave 


CRU _NPLL_CONO 
Address: Operational Base + offset (0x0080) 


| Bit |Attr| Reset Value, 


Po eseription 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 

SE AtO RW |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
bypass 
PLL Bypass. FREF bypasses PLL to FOUTPOSTDIV 

i EN Oxe 1'bO: No bypass 
1'b1: Bypass 


: postdiv1 
a:12|rw for | First Post Divide Value, (1-7 


fbdiv 

Feedback Divide Value, valid divider settings are: 
11:0 |RW |0x032 [16, 2500] in integer mode 

[20, 500] in fractional mode 

Tips: No plus one operation 


CRU NPLL CON1 
Address: Operational Base + offset (0x0084 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


pllpdsel 

PLL global power down source selection 

If pllpdsel == 1, PLL can be power down only by pllpd1, 
otherwise pll is power down when any one of refdiv/fbdiv/fracdiv 
is changed or pllpdO is asserted 

pllpdi 

PLL global power down request 

1'bO: No power down 

1'b1: Power down 


a 
pllpdo 
0x0 PLL global power down request 
1'bO: No power down 
1'b1: Power down 
ER 


dsmpd 

PLL delta sigma modulator enable 
1'bO: Modulator is enable 

1'b1i: Modulator is disabled 
foutvcopd 

Power down buffered VCO clock 
1'bO: No power down 

1'b1: Power down 


Copyright 2022 © Rockchip Electronics Co., Ltd. 39 


RK3568 TRM-Part1 


| Bit |Attr|ResetValue| Ci@eescription 


pll_lock 

PLL lock status 
10 Rav 1070 1'bO: Unlock 

1'bi: Lock 


foutpostdivpd 
rw loxo Power down all outputs except for buffered VCO clock 

1'bO: No power down 
1'b1: Power down 
postdiv2 

8:6 [Rw fot Second Post Divide Value, (1-7) 

: refdiv 
Reference Clock Divide Value, (1-63) 


CRU _ VPLL_ CONO 
Address: Operational Base + offset (Ox00A0) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 

St SORW /Ox0008 1'bO: Write access disable 

1'b1: Write access enable 

bypass 

PLL Bypass. FREF bypasses PLL to FOUTPOSTDIV 
- Oe. 1'bO: No bypass 

1'b1: Bypass 


‘ postdiv1 
va12|rw fos | First Post Divide Value, (1-7) 


fbdiv 

Feedback Divide Value, valid divider settings are: 
11:0 |RW |0Ox07d [16, 2500] in integer mode 

[20, 500] in fractional mode 

Tips: No plus one operation 


CRU_VPLL_CON1 
Address: Operational Base + offset (Ox00A4) 


ResetValue| Ci esscription 


write_enable 

0x0000 Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 
1'bi: Write access enable 


pllpdsel 
PLL global power down source selection 

0x0 If pllpdsel == 1, PLL can be power down only by pllpd1, 
otherwise pll is power down when any one of refdiv/fbdiv/fracdiv 


is changed or pllpdO is asserted 
pllpdi 

PLL global power down request 
1'bO: No power down 

1'b1: Power down 


pllpdoO 

PLL global power down request 
1'bO: No power down 

1'b1: Power down 
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| Bit [Attr|ResetValue| ss ——“‘SSCéi scription =— 
dsmpd 
PLL delta sigma modulator enable 
1'bO: Modulator is enable 
1'b1: Modulator is disabled 
foutvcopd 
Power down buffered VCO clock 
1'bO: No power down 
1'b1: Power down 
pll_lock 
PLL lock status 
1'bO: Unlock 
1'b1: Lock 
foutpostdivpd 
Power down all outputs except for buffered VCO clock 
1'bO: No power down 
1'b1: Power down 


Second Post Divide Value, (1-7) 
Reference Clock Divide Value, (1-63) 
CRU MODE CONOO 


Address: Operational Base + offset (OxO0CO 


Reset Value 


write_enable 

0x0000 Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 
1'bi: Write access enable 


usbphy480m_pll_mode 

usbphy480m_mux clock mux. 
0x0 2'bO0: xin_oscO_func_mux 

2'b01: usbphy480m 

2'b10: clk_rtc_32k 

clk_vpll_mode 

clk_vpll_mux clock mux. 

2'bO0: xin_oscO_func_mux 

2'bO1: clk_vpll 

2'b10: clk_rtc_32k 


clk_npll_mode 
clk_npll_mux clock mux. 
2'bO0: xin_oscO_func_mux 
2'bO1: clk_npll 

2'b10: clk_rtc_32k 


clk_gpll_mux clock mux. 
2'bO0: xin_oscO_func_mux 
2'bO1: clk_gpll 

2'b10: clk_rtc_32k 
clk_cpll_mode 
clk_cpll_mux clock mux. 
2'bO0: xin_oscO_func_mux 
2'bO1: clk_cpll 

2'b10: clk_rtc_32k 
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| Bit |Attr[ResetValue| ss ——C(iti‘“C;C*C‘~Ci escrito 
clk_dpll_mode 
clk_dpll_mux clock mux. 
2'bO0: xin_oscO_func_mux 
2'bO1: clk_dpll 


2'b10: clk_rtc_32k 
clk_apll_mode 
clk_apll_mux clock mux. 
2'bO0: xin_oscO_func_mux 
2'bO1: clk_apll 

2'b10: clk_rtc_32k 


CRU _ MISC CONO 
Address: Operational Base + offset (0Ox00C4) 


| Bit |Attr|/ResetValue| Ci eescription = 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


gpu_clk_gate_ema_ena 

When enable, gate gpu clock when change pd_gpu ema value 
1'b1: enable 

1'bO: disable 

cpu_clk_gate_ema_ena 

When enable, gate cpu clock when change pd_core ema value 
1'b1: enable 

1'bO: disable 

hwffc_clk_switch2cru_ena 

DDR hwffc clock switch enable 

1'b1: enable 

1'bO: disable 

dbgrst_en 

core dbgrst request enable 

1'b1: enable 

1'bO: disable 


qchannel_gating_enable 

When enable, clock will be gated when q-channel handshake 
0x0 completed 

1'b1: enable clock gating 

1'bO: only q-channel handshake occurs, clock will not be gated 


qchannel_ena_clk_gic600 

clk_gic600 q-channel handshake enable 

1'b1: enable clock q-channel 

1'bO: disable clock g-channel 
qchannel_ena_clk_pdgic_gic2core 
clk_pdgic_gic2core q-channel handshake enable 
1'b1: enable clock q-channel 

1'b0O: disable clock q-channel 
qchannel_ena_clk_pdgic_core2gic 
clk_pdgic_core2gic q-channel handshake enable 
1'b1: enable clock q-channel 

1'bO: disable clock q-channel 
qchannel_ena_clk_pdcore_gic2core 
clk_pdcore_gic2core q-channel handshake enable 
1'b1: enable clock q-channel 

1'bO: disable clock q-channel 


RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 


7 
3 
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| Bit [Attr|ResetValue| —Ci@Deescription 
qchannel_ena_clk_pdcore_core2gic 
clk_pdcore_core2gic q-channel handshake enable 
1'b1: enable clock q-channel 
1'bO: disable clock q-channel 
qchannel_ena_clk_gpu 
clk_gpu q-channel handshake enable 
1'b1: enable clock q-channel 
1'bO: disable clock q-channel 
qchannel_ena_pdbgclk_core 
Pdbgclk_core q-channel handshake enable 
1'b1: enable clock q-channel 
1'bO: disable clock g-channel 
qchannel_ena_gicclk_core 
Gicclk_core q-channel handshake enable 
1'b1: enable clock q-channel 
1'bO: disable clock q-channel 
qchannel_ena_atclk_core 
Atclk_core q-channel handshake enable 
1'b1: enable clock q-channel 
1'bO: disable clock q-channel 
qchannel_ena_pclk_core 
Pclk_core q-channel handshake enable 
1'b1: enable clock q-channel 
1'bO: disable clock q-channel 
qchannel_ena_sclk_core 
Sclk_core q-channel handshake enable 
1'b1: enable clock q-channel 
1'bO: disable clock q-channel 


CRU MISC CON1 
Address: Operational Base + offset (Ox00C8) 


Reset Value 


write_enable 

0x0000 Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 
1'b1i: Write access enable 


pd_bus_dwn_clk_en_mask 

0x0 Clock on when power domain is power off 
1'b1: clock on when power off 
1'bO: clock off when power off 
pd_rkvdec_dwn_clk_en_mask 


Clock on when power domain is power off 
1'b1: clock on when power off 
1'bO: clock off when power off 


pd_rkvenc_dwn_clk_en_mask 

Clock on when power domain is power off 
1'b1: clock on when power off 

1'bO: clock off when power off 
pd_vpu_dwn_clk_en_mask 

Clock on when power domain is power off 
1'b1: clock on when power off 

1'bO: clock off when power off 
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| Bit |Attr|ResetValue| Ci@eescription 


pd_rga_dwn_clk_en_mask 

Clock on when power domain is power off 
- Bone 1'b1: clock on when power off 

1'bO: clock off when power off 


pd_vo_dwn_clk_en_mask 

10 rw loxo Clock on when power domain is power off 
1'b1: clock on when power off 
1'bO: clock off when power off 


pd_vi_dwn_clk_en_mask 

Clock on when power domain is power off 
1'b1: clock on when power off 

1'bO: clock off when power off 
pd_usb_dwn_clk_en_mask 

Clock on when power domain is power off 
1'b1: clock on when power off 

1'bO: clock off when power off 
pd_pipe_dwn_clk_en_mask 

Clock on when power domain is power off 
1'b1: clock on when power off 

1'bO: clock off when power off 
pd_peri_dwn_clk_en_mask 

Clock on when power domain is power off 
1'b1: clock on when power off 

1'bO: clock off when power off 
pd_ddr_dwn_clk_en_mask 

Clock on when power domain is power off 
1'b1: clock on when power off 

1'bO: clock off when power off 
pd_npu_dwn_clk_en_mask 

Clock on when power domain is power off 
1'b1: clock on when power off 

1'bO: clock off when power off 
pd_gpu_dwn_clk_en_mask 

Clock on when power domain is power off 
1'b1: clock on when power off 

1'bO: clock off when power off 
pd_core_dwn_clk_en_mask 

Clock on when power domain is power off 
1'b1: clock on when power off 

1'bO: clock off when power off 


0x0 


RB N WwW A ul N 
(o>) 


CRU MISC CON2 
Address: Operational Base + offset (OxOOCC 


[Attr| Reset Value 
RW 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
oi it6 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


usbphy480m_src_sel 

usbphy480m source select 
RM | ON? 1'b1: usbphy! 

1'bO: usbph 


14:10)RO_|0x0o_ reserved 


Copyright 2022 © Rockchip Electronics Co., Ltd. 44 


RK3568 TRM-Part1 


| Bit |Attr|ResetValue| ss —“‘SW OCD eScription =— ss CCCid 
clk_rkvdec_hevc_ca_idle_enable 
clock will be gated when idle 
1'b1i: enable 
1'bO: disable 
clk_rkvdec_ca_idle_enable 
clock will be gated when idle 
1'b1i: enable 
1'bO: disable 
clk_rkvdec_core_idle_enable 
clock will be gated when idle 
1'bi: enable 
1'bO: disable 
aclk_rkvdec_idle_enable 
clock will be gated when idle 
1'b1: enable 
1'bO: disable 


clk_rkvenc_core_idle_enable 
clock will be gated when idle 
1'b1: enable 


1'bO: disable 
hclk_rkvenc_idle_enable 
clock will be gated when idle 
1'b1: enable 

1'bO: disable 
aclk_rkvenc_idle_enable 
clock will be gated when idle 
1'b1: enable 

1'bO: disable 
aclk_vpu_idle_enable 

clock will be gated when idle 
1'b1: enable 

1'bO: disable 
clk_iep_core_idle_enable 
clock will be gated when idle 
1'b1: enable 

1'bO: disable 
clk_rga_core_idle_enable 
clock will be gated when idle 
1'b1: enable 

1'bO: disable 


CRU GLB CNT TH 
Address: Operational Base + offset (OxOODO 


31:16 


global_reset_counter_threshold 
15:0 |RW |0x0064 Global soft reset, wdt reset or tsadc_shut reset asserted time 
counter threshold. Measured in OSC clock cycles 


CRU_GLB SRST FST 
Address: Operational Base + offset (Ox00D4) 


|Attr|ResetValue| —Cieescription 
31:16]RO_|0x0000 
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| Bit |Attr| Reset Value, 


Po eseription 
; GLB_SRST_FST 
gues The first global software reset config value 


CRU GLB SRST SND 

Address: Operational Base + offset (Ox00D8) 

| Bit [Attr|ResetValue| CC‘ Scriptom = 
[31:16[RO_|0x0000_ reserved 


: GLB_SRST_SND 
eoune The second global software reset config value 


CRU GLB RST CON 
Address: Operational Base + offset (OxOODC) 


pmusgrf_crc_chk_glb_srst_ctrl 

1'bO: Pmusgrf crc chk trigger second global reset 
1'b1: Pmusgrf crc chk trigger first global reset 
effective when glb_rst_con[11] enable 
sgrf_crc_chk_glb_srst_ctrl 

1'bO: Sgrf crc chk trigger second global reset 
1'b1: Sgrf cre chk trigger first global reset 
effective when glb_rst_con[10] enable 
osc_chk_glb_srst_ctrl 

1'bO: Osc chk trigger second global reset 

1'b1: Osc chk trigger first global reset 
effective when glb_rst_con[9] enable 
jdb_glb_srst_ctrl 

1'bO: Jdb trigger second global reset 

1'b1: Jdb trigger first global reset 

effective when glb_rst_con[8] enable 
pmusgrf_crc_chk_glb_srst_ctrl_enable 

1'bO: Pmusgrf crc chk dont trigger global reset 
1'b1: Pmusgrf crc chk trigger global reset 
sgrf_crc_chk_glb_srst_ctrl_enable 

1'bO: Sgrf crc chk dont trigger global reset 
1'b1: Sgrf cre chk trigger global reset 
osc_chk_glb_srst_ctrl_enable 

1'bO: Osc chk dont trigger global reset 

1'b1: Osc chk trigger global reset 
jdb_glb_srst_ctrl_enable 

1'bO: Jdb dont trigger global reset 

1'b1: Jdb trigger global reset 
wdt_reset_ext_en 

1: Enable wdt reset extend, reset extend time depend on bit15~0 
of GLB_CNT_TH 

0: Disable wdt reset extend 
tsadc_shut_reset_ext_en 

1: Enable tsadc_shut reset extend, reset extend time depend on 
bit15~0 of GLB_CNT_TH 

0: Disable tsadc_shut reset extend 


5 |RO_|0x0_ [reserved 


pmu_srst_wdt_en 
4 RW |0x0 0: Enable Wdt reset as pmu reset source 


1: Disable Wdt reset as pmu reset source 
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(aa : 
oxo (bor hbase 
5 few po 1'bO: global reset trigger pmu reset 
1'b1: global reset dont trigger pmu reset 


pmu_srst_glb_ctrl 

Rw loxo 0: Enable first global reset as pmu reset source 
1: Enable second global reset as pmu reset source 
effective when glb_rst_con[3] enable 


wdt_glb_srst_ctrl 
1 RW |0x0 1'bO: Wdt trigger second global reset 
1'b1: Wdt trigger first global reset 
tsadc_glb_srst_ctrl 
RW |0x0 1'bO: tsadc trigger second global reset 
1'b1: tsadc trigger first global reset 


CRU GLB RST ST 
Address: Operational Base + offset (OxOOEO) 


glb_pmusgrf_crc_rst_st 

global PMUSGRF CRC CHK triggered reset flag 

1'bO: Last hot reset is not global PMUSGRF CRC CHK triggered 
reset 

1'b1: Last hot reset is global PMUSGRF CRC CHK triggered reset 
glb_sgrf_crc_rst_st 

global SGRF CRC CHK triggered reset flag 

1'bO: Last hot reset is not global SGRF CRC CHK triggered reset 
1'b1: Last hot reset is global SGRF CRC CHK triggered reset 
glb_osc_chk_rst_st 

global OSC CHK triggered reset flag 

1'bO: Last hot reset is not global OSC CHK triggered reset 
1'b1: Last hot reset is global OSC CHK triggered reset 
glb_jdb_rst_st 

global JDB triggered reset flag 

1'bO: Last hot reset is not global JDB triggered reset 

1'b1: Last hot reset is global JDB triggered reset 
snd_glb_wdt_rst_st 

sencond global WDT triggered reset flag 

1'bO: Last hot reset is not sencond global WDT triggered reset 
1'b1: Last hot reset is sencond global WDT triggered reset 
fst_glb_wdt_rst_st 

first global WDT triggered reset flag 

1'bO: Last hot reset is not first global WDT triggered reset 
1'b1: Last hot reset is first global WDT triggered reset 
snd_glb_tsadc_rst_st 

sencond global TSADC triggered reset flag 

1'bO: Last hot reset is not sencond global TSADC triggered reset 
1'b1: Last hot reset is sencond global TSADC triggered reset 
fst_glb_tsadc_rst_st 

first global TSADC triggered reset flag 

1'bO: Last hot reset is not first global TSADC triggered reset 
1'b1: Last hot reset is first global TSADC triggered reset 
snd_glb_rst_st 

second global rst flag 

1'bO: Last hot reset is not sencond global reset 

1'b1: Last hot reset is sencond global reset 
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| Bit |Attr|ResetValue| Ci@eescription 


fst_glb_rst_st 


first global rst flag 
1'bO: Last hot reset is not first global reset 
1'b1: Last hot reset is first global reset 


CRU _CLKSEL CONOO 
Address: Operational Base + offset (0x0100) 


| Bit |Attr| Reset Value, 


Pit iéecription sd 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


clk_core_ndft_mux_sel 
clk_core_ndft_mux clock mux. 
1'bO: clk_core 

1'b1: core_pvtpll_out 
clk_corel1_div 

Divide clk_corei by (div_con + 1) 
clk_core_ndft_sel 
clk_core_ndft clock mux. 

1'bO: clk_core_i 

1'b1: clk_apll_core 
clk_core_i_sel 

clk_core_i clock mux. 

1'bO: clk_apll_mux 


5 [RO [0x0 —ireseved = OOCOC~—SSOSOCC;<SCCC 
: clk_coreO_div 
Divide clk_coreO by (div_con + 1) 


CRU _CLKSEL CONO1 
Address: Operational Base + offset (0x0104) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1' aa =< Write access enable 


Sale reserved 


clk_core3_div 
us 12:8 | Rw | loxoo (BK clk_core3 ed (div_con + 1) 


7:5 |RO [Oxo freserved 
: clk_core2_div 
Divide clk_core2 by (div_con + 1) 


CRU _CLKSEL CONO2 
Address: Operational Base + offset (0x0108) 


| Bit |Attr| Reset Value, 


Pf —C—i“‘;éeScription sd 
write_enable 
f Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr|ResetValue| Ci eescription 


sclk_core_pre_sel 
sclk_core_pre clock mux. 

" RY One 1'bO: sclk_core_src 
1'b1: clk_npll_core 


114:10/RO_|Ox0O_ [reserved 


sclk_core_src_sel 
sclk_core_src clock mux. 
RW |0x0 2'bO0: clk_apll_mux 
2'b01: clk_gpll_mux 
2'b10: clk_npll_mux 


30 ew foo etre 
sclk_core_src_div 
3:0 aw | cre sclk_core_src by (div_con + 1) 


CRU _CLKSEL CONO3 
Address: Operational Base + offset (0x010C) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


ize pw ows Beet eom 


gicclk_core_div 
ia 12:8 | Divide ese core by (div_con + 1) 


TB_JRO J0x) reserved t—<“OCOOOOCOCOCOCOCSC‘“(SNSCNCONCSd 
atclk_core_div 
Divide atclk_core by (div_con + 1) 


CRU CLKSEL CONO4 
Address: Operational Base + offset (0x0110) 


| Bit |Attr| Reset Value 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
Eee (Ox 000 1'bO: Write access disable 
1'b1i: Write access enable 
12.8 fw [ows Ppnecewe ea 
periphclk_core_pre_div 
sa 12:8 | Rw | cere periphclk_core_pre by (div_con + 1) 
reserved 


7:5 |RO [0x0 _—__—ireserved 
; pclk_core_pre_div 
Divide pclk_core_pre by (div_con + 1 


CRU CLKSEL CONOS5 
Address: Operational Base + offset (0x0114) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16/RW. |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


aclk_core_biu2bus_ sel 
aclk_core_biu2bus clock mux. 
é 2'bO0: clk_gpll_div_150m 
ee aa ease 2'b01: clk_gpll_div_100m 
2'b10: clk_gpll_div_75m 
2'b11: xin_oscO_func_mux 
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| Bit |Attr|/ResetValue| Ci escription 
143 |RO_|OxO_sreserved 


: aclk_core_ndft_div 
roe Divide aclk_core_ndft by (div_con + 1) 


CRU CLKSEL CONO6 
Address: Operational Base + offset (0x0118) 


| Bit_|Attr/ Reset Value 
write_enable 
; Write enable for lower 16 bits, each bit is individual. 
SL 1OIRW '/0x0000 1'bO: Write access disable 
1'b1: Write access enable 


clk_gpu_pre_mux_sel = 

clk_gpu_pre_mux clock mux. 
11 RW 0x0 1'bO: clk_gpu_pre 

1'b1: gpu_pvtpll_out 


be ew oxo oR oboe 


oc ae 
9:8 aw | oxo Divide aclk_gpu_pre by (div_con + 1) 


clk_gpu_pre_sel 
clk_gpu_pre clock mux. 
2'b00: clk_mpll_mux 
Bex 2'b01: clk_gpll_mux 
2'b10: clk_cpll_mux 
2'b1i1: clk_npll_mux 


ime reserved 
oe 
3:0 | 0 Rw | on | Divide clk_gpu_pre by (div_con + 1) 


CRU _CLKSEL_ CONO7 
Address: Operational Base + offset (0x011C) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
BEE LS) RW: Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
clk_npu_pre_mux_sel 
clk_npu_pre_mux clock mux. 
= ene 1'bO: clk_npu_pre 
1'b1: npu_pvtpll_out 


14:9 |RO_|Ox0O [reserved 


clk_npu_pre_ndft_sel 
clk_npu_pre_ndft clock mux. 
RU OXe 1'bO: clk_npu_src 

1'b1: clk_npu_np5 
clk_npu_np5_sel 
clk_npu_np5 clock mux. 

7 BW xe 1'bO: clk_npll_mux 
1'b1: clk_gpll_mux 
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| Bit |Attr|ResetValue| Ci@eescription 


clk_npu_src_sel 

clk_npu_src clock mux. 
RW | Ox0 1'bO: clk_npll_mux 

1'b1: clk_gpll_mux 


‘ clk_npu_np5_div 

Divide clk_npu_np5 by (div_con + 1 
. clk_npu_src_div 

Divide clk_npu_src by (div_con + 1) 


CRU CLKSEL CONO8 
Address: Operational Base + offset (0x0120) 


| Bit |Attr| Reset Value 


write_enable 
Write enable for lower 16 bits, each bit is individual. 

o1:16/RW’ /0x0000 1'bO: Write access disable 
1'b1: Write access enable 

raw ows et 
pclk_npu_pre_div 

7:4 {Rw | xs PCE pclk_npu_pre by (div_con + 1) 

hclk_npu_pre_div 

oe Divide hclk_npu_pre by (div_con + 1) 


CRU _CLKSEL_CONO9 
Address: Operational Base + offset (0x0124 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
Bree RM /ORO000 1'bO: Write access disable 
1'b1: Write access enable 
clk_ddrphy1x_sel 
clk_ddrphy1ix clock mux. 
oo RE 0x0 1'bO: clk_ddrphy1x_src 
1'b1: clk_dpll_ddr 


14:8 |RO |0x0o_ reserved 


clk_ddrphy1ix_src_sel 

clk_ddrphyix_src clock mux. 
RW {0x0 2'bO0: clk_dpll_mux 

2'b01: clk_gpll_mux 

2'b10: clk_cpll_mux 


fico aw owoo eRe er a 
clk_ddrphy1ix_src_div 
_ 4:0 | Rw | joxoo clk_ddrphyix_src by (div_con + 1 


CRU CLKSEL CON10 
Address: Operational Base + offset (0x0128 


| Bit _|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
SETS IRE (Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


i5:14]/RO_|OxO [reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


dclk_sdmmc_buffer_sel 
dclk_sdmmc_buffer clock mux. 
13:12/RW 2'bO0: clk_gpll_div_100m 
2'bO1: clk_gpll_div_75m 
2'b10: clk_cpll_div_50m 
hclk_gic_audio_sel 
hclk_gic_audio clock mux. 
; 2'b00: clk_gpll_div_150m 
er as 2'b01: clk_gpll_div_100m 
2'b10: clk_gpll_div_75m 
2'b11: xin_oscO_func_mux 


aclk_gic_audio_sel 
aclk_gic_audio clock mux. 
2'bO0: clk_gpll_div_200m 
2'b0O1: clk_gpll_div_150m 
2'b10: clk_gpll_div_100m 
2'b1i1: xin_oscO_func_mux 
hclk_perimid_sel 
hclk_perimid clock mux. 
2'bOO: clk_gpll_div_150m 
2'bO1: clk_gpll_div_100m 
2'b10: clk_gpll_div_75m 
2'b1i1: xin_oscO_func_mux 
aclk_perimid_sel 
aclk_perimid clock mux. 
2'bO0: clk_gpll_div_300m 
2'bO1: clk_gpll_div_200m 
2'b10: clk_gpll_div_100m 
2'b1i1: xin_oscO_func_mux 


3:2 [RO [Oxo ——sifreserved ——(s—‘“—s“‘“‘“‘“‘;NC(C*d 
. clk_msch_div 
Divide clk_msch by (div_con + 1 


CRU CLKSEL CONi11 
Address: Operational Base + offset (0x012C 


| Bit_|Attr| Reset Value 


write_enable 
i Write enable for lower 16 bits, each bit is individual. 
31 -16/RW"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
i2sO_mclkout_tx_sel 
i2sO_mclkout_tx clock mux. 
fos RE Exe 1'bO: mclk_i2s0_8ch_tx 
1'b1: xin_oscO_half 


14:12|RO_|OxoO_ reserved 


mclk_i2sO_8ch_tx_sel 
mclk_i2sO_8ch_tx clock mux. 
. 2'b00: clk_i2sO_8ch_tx_src 
pe O RN) 1 Oxe 2'b01: clk_i2s0_8ch_tx_frac 
2'b10: i2sO_mclkin 
2'b1i1: xin_oscO_half 
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| Bit |Attr|ResetValue| SS Ci@eescription 


clk_i2sO_8ch_tx_src_sel 

clk_i2sO_8ch_tx_src clock mux. 
RW /|0x1 2'b00: clk_gpll_mux 

2'b01: clk_cpll_mux 

2'b10: clk_npll_mux 


0 ew ows RS BR 
clk_i2sO_8ch_tx_src_div 
6:0 [rw | ae Se clk_i2sO_8ch_tx_src by (div_con + 1) 


CRU CLKSEL CON12 
Address: Operational Base + offset (0x0130) 


| Bit |Attr| Reset Value 


clk_i2sO_8ch_tx_frac_div 
. clk_i2sO_8ch_tx_frac fraction division register. 
SOF RW 1Bx00000000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU _CLKSEL CON1i3 
Address: Operational Base + offset (0x0134) 


| Bit |Attr| Reset Value, 


PC escription sd 
write_enable 
: Write enable for lower 16 bits, each bit is individual. 

31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
i2sO_mclkout_rx_sel 
i2sO_mclkout_rx clock mux. 

PS! RE OXE 1'bO: mclk_i2s0_8ch_rx 
1'b1: xin_oscO_half 


114:12/RO_|OxO_ [reserved 


mclk_i2sO_8ch_rx_sel 

melk_i2sO_8ch_rx clock mux. 

2'bOO: clk_i2sO_8ch_rx_src 
PLEO DRO 2'bO1: clk_i2s0_8ch_rx_frac 

2'b10: i2sO_mclkin 

2'b1i1: xin_oscO_half 

clk_i2sO_8ch_rx_src_sel 

clk_i2sO_8ch_rx_src clock mux. 

RW /0x1 2'b00: clk_gpll_mux 
2'b0O1: clk_cpll_mux 
2'b10: clk_npll_mux 


0 ew ous RB 
clk_i2sO_8ch_rx_src_div 
6:0 |rw otis ee clk_i2sO_8ch_rx_src by (div_con + 1 


CRU CLKSEL CON14 
Address: Operational Base + offset (0x0138 


| Bit _|Attr| Reset Value 


clk_i2sO_8ch_rx_frac_div 
. clk_i2sO_8ch_rx_frac fraction division register. 
Seem RW Dxgeoeooe High 16-bit for numerator 
Low 16-bit for denominator 


CRU CLKSEL CONi5 
Address: Operational Base + offset (0x013C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ot Te RW 0x0000 1'bO: Write access disable 
1'b1: Write access enable 
i2s1_mclkout_tx_sel 
i2s1_mclkout_tx clock mux. 
RW: Oxt 1'bO: mclk_i2s1_8ch_tx 
1'b1: xin_oscO_half 


14:12/RO_|OxO_ [reserved 


mclk_i2si_8ch_tx_sel 

melk_i2s1_8ch_tx clock mux. 

2'bOO: clk_i2si_8ch_tx_src 
Bra RW: Ox 2'bO1: clk_i2s1_8ch_tx_frac 

2'b10: i2s1_mclkin 

2'b1i1: xin_oscO_half 

clk_i2s1_8ch_tx_src_sel 

clk_i2s1_8ch_tx_src clock mux. 

RW /0x1 2'b00: clk_gpll_mux 
2'bO1: clk_cpll_mux 
2'b10: clk_npll_mux 


eo pw fous RS BR 
clk_i2s1_8ch_tx_src_div 
6:0 [rw | igs Tee clk_i2s1_8ch_tx_src by (div_con + 1) 


CRU _ CLKSEL_ CON16 
Address: Operational Base + offset (0x0140) 


| Bit |Attr| Reset Value, 


Po eseription 
clk_i2s1_8ch_tx_frac_div 
. clk_i2s1_8ch_tx_frac fraction division register. 
BPO RW O00000000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU _ CLKSEL_ CON1i7 
Address: Operational Base + offset (0x0144) 


| Bit |Attr| Reset Value, 


Pt eseription 
write_enable 
: Write enable for lower 16 bits, each bit is individual. 

31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
i2s1_mclkout_rx_sel 
i2s1_mclkout_rx clock mux. 

Bor (BWV: Oxet 1'bO: mclk_i2s1_8ch_rx 
1'b1: xin_oscO_half 


114:12|RO_|OxO_ reserved 


mclk_i2si_8ch_rx_sel 

mclk_i2si_8ch_rx clock mux. 

2'bOO: clk_i2si1_8ch_rx_src 
SEEM OKO 2'b01: clk_i2s1_8ch_rx_frac 

2'b10: i2s1_mclkin 

2'b1i1: xin_oscO_half 

clk_i2s1_8ch_rx_src_sel 

clk_i2s1_8ch_rx_src clock mux. 

RW |0x1 2'b00: clk_gpll_mux 
2'bO1: clk_cpll_mux 
2'b10: clk_npll_mux 
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| Bit |Attr/ResetValue| Ci escription 
7 |RO_|0xO_ si reserved 


clk_i2si_8ch_rx_src_div 
6:0 aw fois Divide clk_i2si_8ch_rx_src by (div_con + 1) 


CRU_ CLKSEL CON18 
Address: Operational Base + offset (0x0148) 


| Bit |Attr| Reset Value 


clk_i2s1_8ch_rx_frac_div 
: clk_i2s1_8ch_rx_frac fraction division register. 
31:0 [RW /0x00000000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU _ CLKSEL_ CON1i9 
Address: Operational Base + offset (0x014C) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 

31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
i2s2_mclkout_sel 
i2s2_mclkout clock mux. 

15° | RW | Oxd 1'bO: mclk_i2s2_2ch 
1'b1: xin_oscO_half 


114:12/RO_|Oxo_ reserved 


mclk_i2s2_2ch_sel 
melk_i2s2_2ch clock mux. 
2'bOO: clk_i2s2_2ch_src 
BEC RW: ORG 2'b01: clk_i2s2_2ch_frac 
2'b10: i2s2_mclkin 
2'b11: xin_oscO_half 
clk_i2s2_2ch_src_sel 
clk_i2s2_2ch_src clock mux. 
RW |0x1 2'bO0: clk_gpll_mux 
2'bO1: clk_cpll_mux 
2'b10: clk_npll_mux 


eo pw fous Re 
clk_i2s2_2ch_src_div 
6:0 |Rw eas. ee clk_i2s2_2ch_src by (div_con + 1 


CRU CLKSEL CON20 
Address: Operational Base + offset (0x0150 


| Bit_|Attr| Reset Value 


clk_i2s2_2ch_frac_div 
’ clk_i2s2_2ch_frac fraction division register. 
S20 | RN OXO BORN 000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU CLKSEL CON21 
Address: Operational Base + offset (0x0154) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
SETS RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr|ResetValue| SCi@eescription 


i2s3_mclkout_tx_sel 

i2s3_ mclkout_tx clock mux. 
Hos 1 RWS 0xt 1'bO: mclk_i2s3_2ch_tx 

1'b1: xin_oscO_half 


14:12/RO_|OxO_ si reserved 


mcelk_i2s3_2ch_tx_sel 
mcelk_i2s3_2ch_tx clock mux. 
‘ 2'b00: clk_i2s3_2ch_tx_src 
tL TORE | Ox 2'b01: clk_i2s3_2ch_tx_frac 
2'b10: i2s3_mclkin 
2'b1i1: xin_oscO_half 


clk_i2s3_2ch_tx_src_sel 

clk_i2s3_2ch_tx_src clock mux. 
RW /0x1 2'b00: clk_gpll_mux 

2'bO1: clk_cpll_mux 

2'b10: clk_npll_mux 


cow fous RES 
clk_i2s3_2ch_tx_src_div 
6:0 [rw | eas Sia clk_i2s3_tx_2ch_src by (div_con + 1) 


CRU _ CLKSEL_CON22 
Address: Operational Base + offset (0x0158) 


| Bit |Attr| Reset Value, 


Po eseription 
clk_i2s3_2ch_tx_frac_div 
; clk_i2s3_2ch_tx_frac fraction division register. 
ab0h RW /0x00000000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU CLKSEL CON23 
Address: Operational Base + offset (0x015C 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31: 16/RW /0x0000 1'bO: Write access disable 
1'b1: Write access enable 
mclk_spdif_8ch_sel 
mclk_spdif_8ch clock mux. 
3 IRE 1'bO: mclk_spdif_8ch_src 
1'b1: mclk_spdif_8ch_frac 


mclk_spdif_8ch_src_sel 

mclk_spdif_8ch_src clock mux. 
pee BNE OR 1'bO: clk_cpll_mux 

1'b1: clk_gpll_mux 


113:12/RO_|OxO_ [reserved 


clk_acdcdig_i2c_sel 
clk_acdcdig_i2c clock mux. 
; 2'bOO: clk_gpll_div_200m 
SE AGI: x8 2'b01: clk_gpll_div_100m 
2'b10: xin_oscO_func_mux 
2'b11: clk_cpll_div_100m 
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| Bit |Attr|ResetValue| Ci@eescription 


mclk_pdm_sel 

mclk_pdm clock mux. 

2'bOO: clk_gpll_div_300m 
RE One 2'bO1: clk_cpll_div_250m 

2'b10: clk_gpll_div_200m 

2'b1i1: clk_gpll_div_100m 


0 ew ous ese Ra 
mclk_spdif_8ch_src_div 
6:0 |aw | eas mclk_spdif_8ch_src by (div_con + 1) 
CRU _CLKSEL CON24 
Address: Operational Base + offset (0x0160) 


| Bit |Attr| Reset Value, 


Po Ciescription 
mclk_spdif_8ch_frac_div 
‘ mclk_spdif_8ch_frac fraction division register. 
21207) RW: /0x00000000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU CLKSEL_CON25 
Address: Operational Base + offset (0x0164 


| Bit _|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 

Stereo RW ex8000 1'bO: Write access disable 
1'b1: Write access enable 
sclk_audpwm_sel 
sclk_audpwm clock mux. 

I BYE xe 1'bO: sclk_audpwm_src 
1'b1: sclk_audpwm_frac 
sclk_audpwm_src_sel 
sclk_audpwm_src clock mux. 

AWE 0x8 1'bO: clk_gpll_mux 
1'b1: clk_cpll_mux 


5:0. ew owe ete upnmsea 
sclk_audpwm_src_div 
s:0 Rw | oxo = SK sclk_audpwm_src by (div_con + 1) 


CRU _CLKSEL CON26 
Address: Operational Base + offset (0x0168) 


| Bit |Attr|/ResetValue| Ci eescription = 


sclk_audpwm_frac_div 
: sclk_audpwm_frac fraction division register. 
Sa a al pace High 16-bit for numerator 
Low 16-bit for denominator 


CRU CLKSEL CON27 
Address: Operational Base + offset (0x016C 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 |RO 0x00 __—reserved 
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| Bit |Attr|ResetValue| Ci eescription 


clk_crypto_ns_pka_sel 
clk_crypto_ns_pka clock mux. 
2'bO0: clk_gpll_div_300m 
2'bO1: clk_gpll_div_200m 
2'b10: clk_gpll_div_100m 
clk_crypto_ns_core_sel 
clk_crypto_ns_core clock mux. 
2'bO0: clk_gpll_div_200m 
2'bO1: clk_gpll_div_150m 
2'b10: clk_gpll_div_100m 
hclk_secure_flash_sel 
hclk_secure_flash clock mux. 
2'bO0: clk_gpll_div_150m 
2'bO1: clk_gpll_div_100m 
2'b10: clk_gpll_div_75m 
2'b11: xin_oscO_func_mux 
aclk_secure_flash_sel 
aclk_secure_flash clock mux. 
2'bO0: clk_gpll_div_200m 
2'b0O1: clk_gpll_div_150m 
2'b10: clk_gpll_div_100m 
2'b11: xin_oscO_func_mux 


CRU CLKSEL CON28 
Address: Operational Base + offset (0x0170 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
3LTOIRW. | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


a5 |RO_|0xo_ si reserved 


cclk_emmc_sel 
cclk_emmce clock mux. 
3'b000: xin_oscO_func_mux 
3'b001: clk_gpll_div_200m 
Spee EXP 3'b010: clk_gpll_div_150m 
3'bO11: clk_cpll_div_100m 
3'b100: clk_cpll_div_50m 
3'b101: clk_oscO_div_375k 
reserved 


11:10/RO_|0x0____—|reserved 


bclk_emmc_sel 
bclk_emme clock mux. 
RW |0x0 2'b00: clk_gpll_div_200m 
2'bO1: clk_gpll_div_150m 
2'b10: clk_cpll_div_125m 


7 |RO_|0x0_ [reserved 


reserved —“‘“CS*S*S*S*™S™C™CTCCOCidC 
sclk_sfc_sel 
sclk_sfc clock mux. 
3'b000: xin_oscO_func_mux 
. 3'bO001: clk_cpll_div_50m 

See See OR 3'b010: clk_gpll_div_75m 
3'bO11: clk_gpll_div_100m 
3'b100: clk_cpll_div_125m 
3'b101: clk_gpll_div_150m 
reserved 


3:2 |RO |0x0___—reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


nclk_nandc_sel 
nclk_nandc clock mux. 
: 2'bO0: clk_gpll_div_200m 
BD RW Oxe 2'b01: clk_gpll_div_150m 
2'b10: clk_cpll_div_100m 
2'b1i1: xin_oscO_func_mux 


CRU _CLKSEL_CON29 
Address: Operational Base + offset (0x0174 


| Bit_|Attr| Reset Value 


write_enable 
, Write enable for lower 16 bits, each bit is individual. 
SLT RW. |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
15:14[RO_|Oxo_—sédreserved se ——“‘“(‘“(C‘C*S™S™*™~™~™C‘dC 


clk_xpcs_eee_sel 

clk_xpcs_eee clock mux. 
BO EN: OES 1'bO: clk_gpll_div_200m 

1'b1: clk_cpll_div_125m 


12:10/RO_|Oxo_ si reserved 


clk_usb30tg1_suspend_sel 

clk_usb3o0tg1_suspend clock mux. 
Rye 10K 1'bO: xin_oscO_func_mux 

1'b1: clk_rtc_32k 

clk_usb30tg0_suspend_sel 

clk_usb30tg0O_suspend clock mux. 
RYE /0Re 1'bO: xin_oscO_func_mux 

1'b1: clk_rtc_32k 


pclk_ pipe_ div 


5a Roo reserved sC—“—*S*s“(“CS*s*s*s‘“‘“‘“SOSOC(‘*dC 


aclk_pipe_sel 
aclk_pipe clock mux. 
: 2'bO0: clk_gpll_div_400m 
BO 73 BME OX0 2'b01: clk_gpll_div_300m 
2'b10: clk_gpll_div_200m 
2'b1i1: xin_oscO_func_mux 


CRU CLKSEL CON30 
Address: Operational Base + offset (0x0178 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
S31iT6/RW' |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15 |RO_|0x0_ [reserved 


reserved ——i—“‘“‘CSOCSCS™C™OCCOOOCCSC‘izCOY 
clk_sdmmci_sel 
clk_sdmmcO clock mux. 
3'b000: xin_oscO_func_mux 
: 3'b001: clk_gpll_div_400m 

BTA RW Ox8 3'b010: clk_gpll_div_300m 
3'bO11: clk_cpll_div_100m 
3'b100: clk_cpll_div_50m 
3'b101: clk_oscO_div_750k 
reserved 


41 |RO_|oxo_____reserved 
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| Bit |Attr|ResetValue| ss Ci@eescription 


clk_sdmmc0O_sel 
clk_sdmmc0O clock mux. 
3'b000: xin_oscO_func_mux 
3'bO01: clk_gpll_div_400m 
peal atl ee 3'b010: clk_gpll_div_300m 
3'bO11: clk_cpll_div_100m 
3'b100: clk_cpll_div_50m 
3'b101: clk_oscO_div_750k 


pclk_ php_div 


hclk_php_sel 
hclk_php clock mux. 
. 2'b00: clk_gpll_div_150m 
a RW ee 2'b01: clk_gpll_div_100m 
2'b10: clk_gpll_div_75m 
2'b11: xin_oscO_func_mux 
aclk_php_sel 
aclk_php clock mux. 
. 2'b00: clk_gpll_div_300m 
pti aceieel hebia 2'b01: clk_gpll_div_200m 
2'b10: clk_gpll_div_100m 
2'b11: xin_oscO_func_mux 


CRU CLKSEL CON31 
Address: Operational Base + offset (0x017C 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16/RW" |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


clk_mac0O_out_sel 
clk_macO_out clock mux. 
, 2'b00: clk_cpll_div_125m 
OT EKG 2'b01: clk_cpll_div_50m 
2'b10: clk_cpll_div_25m 
2'b1i1: xin_oscO_func_mux 


clk_gmacO_ptp_ref_sel 
clk_gmacO_ptp_ref clock mux. 
: 2'bO0: clk_cpll_div_62p5 
Bare RW: OO 2'b01: clk_gpll_div_100m 
2'b10: clk_cpll_div_50m 
2'b1i1: xin_oscO_func_mux 


]41:10/RO_|OxO_ [reserved 


clk_macO_2top_sel 
clk_macO_2top clock mux. 
2'bO0: clk_cpll_div_125m 
Rie 2'b01: clk_cpll_div_50m 
2'b10: clk_cpll_div_25m 
2'b11: clk_ppll_ mux 


7:6 |RO |Oxo_ reserved 
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| Bit [Attr/ResetValue| —CéDeescription 
rgmiiO_clk_sel 
clock speed in rgmii mode 
2'b00: 125M 
2'b01: 125M 
2'b10: 2.5M 
2'b11: 25M 


rmiiO_clk_sel 
clock speed in rmii mode 
1'bO: 2.5M 


1'bi: 25M 

rmiiO_extclk_sel 
rmiiO_extclk_sel 

1'bO: macO clock from SOC 
1'bi: macO clock from IO 
rmiiO_mode 

rmiiO_mode 

2'b00: rgmii mode 

2'b01: rmii mode 

2'b10: gmii mode 


CRU CLKSEL CON32 
Address: Operational Base + offset (0x0180) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved ——“—si—“Cs‘“‘“‘SNC*d 


15:11]RO_|0x00___—[reserved 


clk_sdmmc2_sel 
clk_sdmmcO clock mux. 
3'b000: xin_oscO_func_mux 
. 3'b001: clk_gpll_div_400m 
BOLO RMN OXO 3'b010: clk_gpll_div_300m 
3'b011: clk_cpll_div_100m 
3'b100: clk_cpll_div_50m 
3'b101: clk_oscO_div_750k 


: pclk_usb_div 
Divide pclk_usb by (div_con + 1 


hclk_usb_sel 
hclk_usb clock mux. 
: 2'b00: clk_gpll_div_150m 
Fret RM ORE 2'b01: clk_gpll_div_100m 
2'b10: clk_gpll_div_75m 
2'b11: xin_oscO_func_mux 
aclk_usb_sel 
aclk_usb clock mux. 
; 2'bOO: clk_gpll_div_300m 
ma mel banal cies 2'b01: clk_gpll_div_200m 
2'b10: clk_gpll_div_100m 
2'b11: xin_oscO_func_mux 


CRU CLKSEL CON33 
Address: Operational Base + offset (0x0184) 
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| Bit |Attr|ResetValue| ss Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
BEES RW |OXDONC 1'bO: Write access disable 
1'b1: Write access enable 
clk_maci_out_sel 
clk_maci_out clock mux. 
: 2'b00: clk_cpll_div_125m 
Peete Ae 0x8 2'b01: clk_cpll_div_50m 
2'b10: clk_cpll_div_25m 
2'b1i1: xin_oscO_func_mux 
clk_gmaci1_ptp_ref_sel 
clk_gmaci1_ptp_ref clock mux. 
. 2'bOO: clk_cpll_div_62p5 
Foe be RV EXG 2'b01: clk_gpll_div_100m 
2'b10: clk_cpll_div_50m 
2'b1i1: xin_oscO_func_mux 


f11:10[RO_|OxO_ si freserved 
clk_maci_2top_sel 
clk_maci_2top clock mux. 
2'bO0: clk_cpll_div_125m 
2'bO1: clk_cpll_div_50m 
2'b10: clk_cpll_div_25m 


rgmii1_clk_sel 
clock speed in rgmii mode 


rmiii_clk_sel 
clock speed in rmii mode 


rmiil_extclk_sel 
rmiil_extclk_sel 

1'bO: maci clock from SOC 
1'bi: maci clock from IO 
rmiil_mode 

rmiil_mode 

2'b00: rgmii mode 

2'b01: rmii mode 

2'b10: gmii mode 


CRU _CLKSEL CON34 


Address: Operational Base + offset (0x0188) 

| Bit [Attr|ResetValue|  ———ss——“(;‘“;C™C~CiS scription — Cd 
write_enable 

Write enable for lower 16 bits, each bit is individual. 

1'bO: Write access disable 

1'b1i: Write access enable 


31:16};RW |0x0000 
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| Bit |Attr|ResetValue| Ci@eescription 


dclk_vicap1_sel 
dclk_vicap1i clock mux. 
15:14;/RW |0x0 2'bO0: clk_cpll_div_333m 
2'bO1: clk_gpll_div_300m 
2'b10: clk_gpll_div_200m 


te pw foo eke 


pclk_vi_div 
11: 1:8 | pw | joxs PC pclk_vi by (div_con + 1) 


ot ey 
7:4 | 4 Rw | xt Divide hclk_vi by (div_con + 1) 


3:2 |RO |0x0 [reserved 


aclk_vi_sel 

aclk_vi clock mux. 

2'bO0: clk_gpll_div_400m 
Oe 2'b01: clk_gpll_div_300m 

2'b10: clk_gpll_div_200m 

2'b1i1: xin_oscO_func_mux 


CRU CLKSEL CON35 
Address: Operational Base + offset (0x018C) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
tate RW” 0x00 1'bO: Write access disable 

1'b1i: Write access enable 

clk_cif_out_sel 

clk_cif_out clock mux. 
15:14/RW {0x3 2'bO0: clk_gpll_mux 

2'b01: usbphy480m_mux 

2'b10: xin_oscO_func_mux 


. clk_cif_out_div 
Divide clk_cif_out by (div_con + 1 


clk_isp_sel 

clk_isp clock mux. 
RW |0x0 2'bO0: clk_cpll_mux 

2'b01: clk_gpll_mux 

2'b10: clk_hpll_mux 


ow foo eee 
clk_isp_div 
4: 4:0 | Rw | loxor SS clk_isp by (div_con + 1) 


CRU CLKSEL_ CON36 
Address: Operational Base + offset (0x0190 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


clk_cam1i_out_sel 
clk_cami_out clock mux. 
15:14/RW {0x3 2'bO0O: clk_gpll_mux 
2'b01: usbphy480m_mux 
2'b10: xin_oscO_func_mux 
clk_cami_out_div 
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| Bit |Attr|ResetValue| Ci@eescription 


clk_camO_out_sel 
clk_camO_out clock mux. 
7:6 |RW [0x3 2'b00: clk_gpll_mux 
2'b01: usbphy480m_mux 
2'b10: xin_oscO_func_mux 


. clk_cam0O_out_div 
Divide clk_cam0O_out by (div_con + 1 


CRU CLKSEL CON37 
Address: Operational Base + offset (0x0194) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


pclk_ vo_div 


eae RC vo div 
11:8 few | ot Divide hclk_vo by (div_con + 1) 


Fhe a — reserved 


aclk_vo_sel 

aclk_vo clock mux. 

2'bO0: clk_gpll_div_300m 
RE 0Re 2'b01: clk_cpll_div_250m 

2'b10: clk_gpll_div_100m 

2'b11: xin_oscO_func_mux 


CRU_CLKSEL_ CON38 
Address: Operational Base + offset (0x0198 


| Bit |Attr|/ResetValue| Ci eescription = 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:10/RO_|0x00 reserved 


clk_edp_200m_sel 
clk_edp_200m clock mux. 
RW {0x0 2'bO0: clk_gpll_div_200m 
2'b01: clk_gpll_div_150m 
2'b10: clk_cpll_div_125m 


aclk_vop_pre_sel 
aclk_vop_pre clock mux. 
2'bOO: clk_cpll_mux 
Rox 2'b01: clk_gpll_mux 
2'b10: clk_hpll_mux 
2'b1i1: clk_vpll_mux 


ico ew owt eet 
aclk_vop_pre_div 
aa 4:0 | RW loxor (PRICY aclk_vop_pre by (div_con + 1) 


CRU CLKSEL CON39 
Address: Operational Base + offset (0x019C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ot, Le Rw- (0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:12/RO_|OxO_ reserved 


dclkO_vop_sel 
dclkO_vop clock mux. 
2'bO0O: clk_hpll_mux 
EE ORE EXO 2'bO1: clk_vpll_mux 
2'b10: clk_gpll_mux 
2'b11: clk_cpll_mux 


7.0 ew oxo Rc 
dclkO_vop_div 
7:0 |Rw | loxoo [ACK dclkO_vop by (div_con + 1) 


CRU _CLKSEL_ CON40 
Address: Operational Base + offset (0x01A0) 


| Bit |Attr| Reset Value, 


Pi eseription 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:12|RO_ |0x0___—_—|reserved 


dclk1_vop_sel 
dclk1_vop clock mux. 
2'bOO: clk_hpll_mux 
ee oe 2'bO1: clk_vpll_mux 
2'b10: clk_gpll_mux 
2'b11: clk_cpll_mux 


7.0 ew ovo ecto 
dclk1_vop_div 
7:0. aw | rem core dclk1_vop by (div_con + 1) 


CRU CLKSEL CON41 
Address: Operational Base + offset (0x01A4) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
SETGIRW! |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


}15:12/RO_|OxO_ [reserved 


dclk2_vop_sel 
dclk2_vop clock mux. 
2'bO0: clk_hpll_mux 
LE LO RW |Gx0 2'bO1: clk_vpll_mux 
2'b10: clk_gpll_mux 
2'b11: clk_cpll_mux 


i ee 
delk2 _vop_div 


CRU CLKSEL_ CON42 
Address: Operational Base + offset (0x01A8) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ot Fe) Rv/0x0000 1'bO: Write access disable 
1'b1: Write access enable 


tn aw or Reape 
hclk_vpu_pre_div 
Divide hclk_vpu_pre by (div_con + 1 


aclk_vpu_pre_sel 

aclk_vpu_pre clock mux. 
Re Ox 1'bO: clk_gpll_mux 

1'b1: clk_cpll_mux 


0 ew ows ees emepre 
aclk_vpu_pre_div 
os 4:0 | Divide aclk_vpu_pre by (div_con + 1) 


CRU CLKSEL CON43 

Address: Operational Base + offset (Ox01AC 

| Bit |Attr[ResetValue| = —<s ——“‘S™SCéiescription — 
write_enable 

Write enable for lower 16 bits, each bit is individual. 

1'bO: Write access disable 

1'bi: Write access enable 


Divide pclk_ rga_ pre by (div_con + 1) 
Divide helk_ rga_ pre by (div_con + 1 


dclk_ebc_sel 
dclk_ebc clock mux. 
2'bO0: clk_gpll_div_400m 
2'bO1: clk_cpll_div_333m 
2'b10: clk_gpll_div_200m 


asazjaw foo 
a8 |aw joa | 
daa 
clk_iep_core_sel 
clk_iep_core clock mux. 
RW {0x0 2'bO0: clk_gpll_div_300m 
2'bO1: clk_gpll_div_200m 
2'b10: clk_cpll_div_100m 
Cth 
oa 


i 11:8 | Rw | Ox1 


31:16};RW |0x0000 


clk_rga_core_sel 
clk_rga_core clock mux. 
2'b00: clk_gpll_div_300m 
2'bO1: clk_gpll_div_200m 
2'b10: clk_cpll_div_100m 
aclk_rga_pre_sel 
aclk_rga_pre clock mux. 
2'bO0: clk_gpll_div_300m 
2'bO1: clk_cpll_div_250m 
2'b10: clk_gpll_div_100m 
2'b1i1: xin_oscO_func_mux 


CRU CLKSEL CON44 
ar EG IREEEEY Base + offset (0x01BO) 


Attr/ Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
oh TS RW: |0x0000 1'bO: Write access disable 

1'b1: Write access enable 
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_Bit_|attr| Reset Value|________Deseription 
tn fw oo eRe pre 


hclk_rkvenc_pre_div 
as 8 pw | eee hclk_rkvenc_pre by (div_con + 1) 


aclk_rkvenc_pre_sel 

aclk_rkvenc_pre clock mux. 
RW {0x0 2'b00: clk_gpll_mux 

2'bO1: clk_cpll_mux 

2'b10: clk_npll_mux 


coe ows oR veep 
aclk_rkvenc_pre_div 
oe 4:0 pw | exes. «ee aclk_rkvenc_pre by (div_con + 1) 


CRU CLKSEL CON45 
Address: Operational Base + offset (0x01B4) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
SE 1O/RW) /0x0000 1'bO: Write access disable 
1'b1: Write access enable 
clk_rkvenc_core_sel 
clk_rkvenc_core clock mux. 
2'b00: clk_gpll_mux 
Pere T RW 0x0 2'bO1: clk_cpll_mux 
2'b10: clk_npll_mux 
2'b1i1: clk_vpll_mux 


fo aw ows Rene 
Ce eee 
a: 4:0 | Rw | 0x03 Divide clk_rkvenc_core by (div_con + 1) 


CRU CLKSEL CON47 
Address: Operational Base + offset (0x01BC) 


| Bit |Attr| Reset Value 


write_enable 
“ Write enable for lower 16 bits, each bit is individual. 
SLTGIRW: |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


ta aw oo keep 


hclk_rkvdec_pre_div 
a 8 pw | xt ROE hclk_rkvdec_pre by (div_con + 1) 


aclk_rkvdec_pre_sel 

aclk_rkvdec_pre clock mux. 
il a 1'bO: clk_gpll_mux 

1'b1: clk_cpll_mux 


0 ew ow oe eSB 
aclk_rkvdec_pre_div 
oe 4:0 pw | oxo PCE aclk_rkvdec_pre by (div_con + 1 


CRU CLKSEL CON48 
Address: Operational Base + offset (0x01C0 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 |RO 0x00 ___—reserved 
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| Bit |Attr|ResetValue| ss Ci@escription 


clk_rkvdec_ca_sel 
clk_rkvdec_ca clock mux. 
: 2'bO0: clk_gpll_mux 
120s ORE 2'b01: clk_cpll_mux 
2'b10: clk_npll_mux 
2'b11: clk_vpll_mux 


[5 [RO [Oxo si freserved 
. clk_rkvdec_ca_div 
Divide clk_rkvdec_ca by (div_con + 1) 


CRU_CLKSEL_CON49 


Address: Operational Base + offset (0x01C4) 
|Attr| Reset Value 


write_enable 
31:16|RW |lox0000 Write enable for lower 16 bits, each bit is individual. 


1'bO: Write access disable 
1'b1i: Write access enable 
clk_rkvdec_core_sel 
clk_rkvdec_core clock mux. 
2'b00: clk_gpll_mux 
2'b01: clk_cpll_mux 

2'b10: clk_npll_mux 


15:14/RW |0x0 


13 
12 


CRU _CLKSEL CON50 
Address: Operational Base + offset (0x01C8) 


Reset Value[ Ci essscription 


[Attr| 
write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:6 |RO_ |0x000 


5 


pclk_bus_sel 
pclk_bus clock mux. 
; 2'bOO: clk_gpll_div_100m 
ee UNE Ke 2'b01: clk_gpll_div_75m 
2'b10: clk_cpll_div_50m 
2'b1i1: xin_oscO_func_mux 
reserved 


3:2 |RO [0x0 __—[reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


aclk_bus_ sel 
aclk_bus clock mux. 
: 2'bOO: clk_gpll_div_200m 
BD RW Oxe 2'b01: clk_gpll_div_150m 
2'b10: clk_gpll_div_100m 
2'b1i1: xin_oscO_func_mux 


CRU _CLKSEL CONS51 
Address: Operational Base + offset (0Ox01CC 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
SLTG RW. |}Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


cae fw fous eee 


clk_tsadc_div 
ee sa | Rw | as eae clk_tsadc  ———————— — ——_ (div_con + 1) 


7:6 [RO [Oxo ——sireserved — —“‘“C;‘(;SCOC~™COCO 


clk_tsadc_tsen_sel 
clk_tsadc_tsen clock mux. 
RW {0x0 2'bOO0: xin_oscO_func_mux 
2'b0O1: clk_gpll_div_100m 
2'b10: clk_cpll_div_100m 


no ew fw Ree Ry 
clk_tsadc_tsen_div 
2:0. |Rw oer clk_tsadc_tsen by (div_con + 1) 
CRU _CLKSEL_ CON52 
Address: Operational Base + offset (0x01D0 


| Bit _|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ot Te) |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_|0x0____—|reserved 


reserved —i—“‘“‘“‘CS*S*™*™CCCCCCCisdC 
sclk_uarti_sel 
sclk_uart1 clock mux. 
13:12/RW |0x2 2'bOO: clk_uart1_src 
2'bO1: clk_uarti_frac 
2'b10: xin_oscO_func_mux 
reserved —(i‘“‘CS™SCSC™COCCCCSCSCSC‘sCY 


111:10/RO_|0x0_ [reserved 


clk_uart1_src_sel 
clk_uart1_src clock mux. 
RW |0x0 2'b00: clk_gpll_mux 
2'bO1: clk_cpll_mux 
2'b10: usbphy480m_mux 


0 aw Jowoo ekstor 


clk_uart1l_src_div 
6:0 |aw | loxop NE clk_uart1_src by (div_con + 1) 


CRU_ CLKSEL_ CON53 
Address: Operational Base + offset (0x01D4) 
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| Bit |Attr|ResetValue| Ci@eescription 


clk_uart1_frac_div 
. clk_uart1_frac fraction division register. 
etek) Rs OxOD0n0oe” High 16-bit for numerator 
Low 16-bit for denominator 


CRU CLKSEL CON54 
Address: Operational Base + offset (0x01D8) 


| Bit |Attr| Reset Value, 


Pi esecription sd 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_ 0x0 [reserved 


reserved —i—‘“‘“‘SOSCSC*™COCCCSC‘iCY 
sclk_uart2_ sel 
sclk_uart2 clock mux. 
13:12/RW |0x2 2'bOO: clk_uart2_src 
2'bO1: clk_uart2_frac 
2'b10: xin_oscO_func_mux 
reserved —(i‘“‘“‘CS*™S™S™S™S™CCCOCOC~C~C‘zCY 


11:10/RO_|0x0___—_—reserved 


clk_uart2_src_sel 
clk_uart2_src clock mux. 
RW |0x0 2'bOO0: clk_gpll_mux 
2'bO1: clk_cpll_mux 
2'b10: usbphy480m_mux 


fo aw fos Yeteuer Se 
clk_uart2_src_div 
6:0 |rw joxoo GN clk_uart2_src by (div_con+ 1 
CRU CLKSEL CON55 
Address: Operational Base + offset (Ox01DC 


| Bit_|Attr| Reset Value 


clk_uart2_frac_div 
: clk_uart2_frac fraction division register. 
SE 02) RW? |OxOD000000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU CLKSEL CON56 
Address: Operational Base + offset (0x01E0) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ST:16IRW' |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘—sSsSSSCSY 


15:14/RO_|0x0_ [reserved 


sclk_uart3_ sel 

sclk_uart3 clock mux. 
13:12;/RW |Ox2 2'bOO: clk_uart3_src 

2'bO1: clk_uart3_ frac 

2'b10: xin_oscO_func_mux 


]11:10/RO_|Oxo_ [reserved 


clk_uart3_src_sel 
clk_uart3_src clock mux. 
RW |0x0 2'bO0: clk_gpll_mux 
2'bO1: clk_cpll_mux 
2'b10: usbphy480m_mux 
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| Bit |Attr/ResetValue| Ci escription 
7 |RO_|Ox0_sreserved 


clk_uart3_src_div 
6:0 rw joxoo | Divide clk_uart3_src by (div_con + 1) 


CRU _ CLKSEL_ CON57 
Address: Operational Base + offset (0x01E4) 


| Bit _|Attr| Reset Value 


clk_uart3_frac_div 
: clk_uart3_frac fraction division register. 
31:0 |RW /0x00000000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU _CLKSEL_ CON58 
Address: Operational Base + offset (0x01E8) 


| Bit |Attr| Reset Value, 


Pi escription sd 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0___—_—|reserved 


sclk_uart4_sel 

sclk_uart4 clock mux. 
13:12;|RW |Ox2 2'bOO: clk_uart4_src 

2'bO1: clk_uart4_frac 

2'b10: xin_oscO_func_mux 


]11:10/RO_|OxO_ [reserved 


clk_uart4_src_sel 
clk_uart4_src clock mux. 
RW /|0x0 2'b00: clk_gpll_mux 
2'b0O1: clk_cpll_mux 
2'b10: usbphy480m_mux 


ive 7 reserved 
clk_uart4_src_div 
6:0 |aw | O0x0b Divide clk_uart4_src by (div_con + 1) 


CRU CLKSEL CON59 
Address: Operational Base + offset (Ox01EC) 


| Bit |Attr| Reset Value 


clk_uart4_frac_div 
; clk_uart4_frac fraction division register. 
SB Oe) ROWS |OxOB000000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU _CLKSEL_ CON60 
Address: Operational Base + offset (0x01F0) 


| Bit |Attr| Reset Value, 


Pit téecription sd 
write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14]RO_ |0x0____—reserved 
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| Bit |Attr|ResetValue| Ci escription 


sclk_uart5_ sel 
sclk_uart5 clock mux. 
13:12;/RW |Ox2 2'bOO: clk_uart5_src 
2'bO1: clk_uart5_ frac 
2'b10: xin_oscO_func_mux 
reserved —“‘“CS*S*S*S™S™C™CCCidC 


111:10/RO_|0x0_ [reserved 


clk_uart5_src_sel 
clk_uart5_ src clock mux. 
RW |0x0 2'b00: clk_gpll_mux 
2'bO1: clk_cpll_mux 
2'b10: usbphy480m_mux 


a reserved 
clk_uart5_src_div 
6:0 |aw | Ox0b Divide clk_uart5_src by (div_con + 1) 


CRU _CLKSEL CON61 
Address: Operational Base + offset (0x01F4) 


| Bit |Attr| Reset Value, 


Po eseription 
clk_uart5_frac_div 
‘ clk_uart5_frac fraction division register. 
B10) RW) |Ox00080000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU CLKSEL CON62 
Address: Operational Base + offset (0Ox01F8 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
SE T6IRW! |}Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|OxoO_ si reserved 


sclk_uart6_sel 
sclk_uart6 clock mux. 
13:12;/RW |Ox2 2'bOO: clk_uart6_src 
2'bO1: clk_uart6_ frac 
2'b10: xin_oscO_func_mux 
reserved s—“‘“‘“C*C*‘“*‘“‘“(C;S*S*S*”™C™CC*dzr 


11:10/RO_|0x0_ [reserved 


clk_uart6_src_sel 
clk_uart6_src clock mux. 
RW /|0x0O 2'bO0: clk_gpll_mux 
2'b0O1: clk_cpll_mux 
2'b10: usbphy480m_mux 


0 ew ows estes 
oro ee ied 
6:0 {aw | oxo Divide clk_uart6_src by (div_con + 1) 
CRU _ CLKSEL _CON63 
Address: Operational Base + offset (Ox01FC) 


| Bit |Attr| Reset Value, 


Po eseription 
clk_uart6_frac_div 
: clk_uart6_frac fraction division register. 
B20.) RW: /Ox00000000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU_CLKSEL_CON64 
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Address: Operational Base + offset (0x0200 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved —“—si—‘“CSs—“—s—‘“‘“‘C‘*”d 
sclk_uart7_sel 
sclk_uart7 clock mux. 
13:12}/RW |0x2 2'bOO: clk_uart7_src 
2'bO1: clk_uart7_ frac 
2'b10: xin_oscO_func_mux 
reserved —Csi‘“Ss—“—‘—‘“‘“‘“‘i‘s* 


111:10/RO_|0x0_ [reserved 


clk_uart7_src_sel 
clk_uart7_src clock mux. 
RW {0x0 2'bOO0: clk_gpll_mux 
2'bO1: clk_cpll_mux 
2'b10: usbphy480m_mux 


a a a 
clk_uart7_src_div 
6:0 |rwe ca ore clk_uart7_src by (div_con + 1 
CRU CLKSEL CON65 
Address: Operational Base + offset (0x0204 


| Bit_|Attr| Reset Value 


clk_uart7_frac_div 
: clk_uart7_frac fraction division register. 
eds 0h Re OxCBounoN High 16-bit for numerator 
Low 16-bit for denominator 


CRU CLKSEL CON66 
Address: Operational Base + offset (0x0208) 


| Bit _|Attr| Reset Value 


write_enable 
‘ Write enable for lower 16 bits, each bit is individual. 
31-16/RW' | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0 [reserved 


reserved ——“‘“‘(‘CS*S*S*S*S*™S™S™C™COCCCCOCisdC 
sclk_uart8_ sel 
sclk_uart8 clock mux. 
13:12;RW |Ox2 2'bOO: clk_uart8_src 
2'bO1: clk_uart8_ frac 
2'b10: xin_oscO_func_mux 
reserved ——“‘“‘“CS*C*S*S*™*™*™C™CCCC‘isdC 


111:10/RO_|0x0 [reserved 


clk_uart8_src_sel 
clk_uart8_src clock mux. 
RW |0x0 2'bO0: clk_gpll_mux 
2'b01: clk_cpll_mux 
2'b10: usbphy480m_mux 


0 ew ows kt 


clk_uart8_src_div 
6:0 |rw loxoo (SKM clk_uart8_src by (div_con + 1) 


CRU _CLKSEL CON67 
Address: Operational Base + offset (0x020C) 
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| Bit |Attr|ResetValue| Ci eescription 


clk_uart8_frac_div 
. clk_uart8_frac fraction division register. 
etek) RW OxOD0n0oN” High 16-bit for numerator 
Low 16-bit for denominator 


CRU CLKSEL_ CON68 
Address: Operational Base + offset (0x0210) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_ 0x0 [reserved 


reserved ——i—‘“‘“‘CS*™*™S™CCCOCSC‘izCO 
sclk_uart9_sel 
sclk_uart9 clock mux. 
13:12;/RW |Ox2 2'bOO: clk_uart9_src 
2'bO1: clk_uart9_ frac 
2'b10: xin_oscO_func_mux 
reserved 


11:10|RO_|0x0___—_—reserved 


clk_uart9_src_sel 
clk_uart9_src clock mux. 
RW |0x0 2'bO0: clk_gpll_mux 
2'b0O1: clk_cpll_mux 
2'b10: usbphy480m_mux 


0 aw fos YeReuar 
clk_uart9_src_div 
6:0 |rw joxoo (GN clk_uart9_src by (div_con+ 1 
CRU CLKSEL CON69 
Address: Operational Base + offset (0x0214 


| Bit_|Attr| Reset Value 


clk_uart9_frac_div 
: clk_uart9_frac fraction division register. 
SE Oe RW? |OxOB00000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU CLKSEL CON70 
Address: Operational Base + offset (0x0218) 


| Bit _|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
clk_cani_sel 
clk_cani clock mux. 
ee ene 1'bO: clk_gpll_mux 
1'b1: clk_cpll_mux 


shales ee 


ee 
12: 12:8 | Rw | x03 Divide clk_can1 by (div_con + 1 


clk_canQO_ sel 

clk_canO clock mux. 
Re ORE 1'bO: clk_gpll_mux 

1'b1: clk_cpll_ mux 


6:5 |RO |OxO_ reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


. clk_canO_div 
Divide clk_canO by (div_con + 1) 


CRU CLKSEL CON71 
Address: Operational Base + offset (0x021C) 


| Bit _|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
or Te RW. Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


}15:10/RO_|Ox0O_ [reserved 


clk_i2c_sel 
clk_i2c clock mux. 
2'bOO: clk_gpll_div_200m 
RM Oxe 2'b01: clk_gpll_div_100m 
2'b10: xin_oscO_func_mux 
2'b1i1: clk_cpll_div_100m 
clk_can2_sel 
clk_can2 clock mux. 
Br eae 1'bO: clk_gpll_mux 
1'b1: clk_cpll_mux 


fo ew ows ee 
clk_can2_div 
= 40 | Divide clk_can2 by (div_con + 1) 


CRU CLKSEL _CON72 
Address: Operational Base + offset (0x0220) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


dbclk_gpio_sel 
dbclk_gpio clock mux. 
1'bO: xin_oscO_func_mux 
1'b1: clk_rtc_32k 


clk_pwm3_sel 

clk_pwm3 clock mux. 
2'bOO: clk_gpll_div_100m 
2'b01: xin_oscO_func_mux 
2'b10: clk_cpll_div_100m 


0x0 


clk_pwm2_sel 

clk_pwm2 clock mux. 
2'bO0: clk_gpll_div_100m 
2'b0O1: xin_oscO_func_mux 
2'b10: clk_cpll_div_100m 


clk_pwm1_sel 
clk_pwm1 clock mux. 

0 2'b00: clk_gpll_div_100m 
2'b01: xin_oscO_func_mux 
2'b10: clk_cpll_div_100m 


Copyright 2022 © Rockchip Electronics Co., Ltd. 75 


Ox1 
Ox1 
x1 


RK3568 TRM-Part1 


| Bit [Attr|ResetValue| ss ——“‘S:éCéi scription — 
clk_spi3_sel 
clk_spi3 clock mux. 
2'bO0: clk_gpll_div_200m 
2'bO1: xin_oscO_func_mux 
2'b10: clk_cpll_div_100m 
clk_spi2_sel 
clk_spi2 clock mux. 
2'bO0: clk_gpll_div_200m 
2'b0O1: xin_oscO_func_mux 
2'b10: clk_cpll_div_100m 
clk_spii_sel 
clk_spii clock mux. 
2'bO0: clk_gpll_div_200m 
2'bO1: xin_oscO_func_mux 
2'b10: clk_cpll_div_100m 
clk_spiO_sel 
clk_spiO clock mux. 
2'bO0: clk_gpll_div_200m 
2'b0O1: xin_oscO_func_mux 
2'b10: clk_cpll_div_100m 


CRU _ CLKSEL CON73 
BE rae (REESE Base + offset (0x0224) 


[Attr|Reset Value| Ciescription 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
S3T:16/RW' |0x0000 1'bO: Write access disable 
1'b1i: Write access enable 
clk_otpc_arb_sel 
clk_optc_arb clock mux. 
RY exo 1'bO: xin_oscO_func_mux 
1'b1: clk_cpll_div_100m 


114 |RO oxo [reserved 


reserved 
pclk_top_sel 
pclk_top clock mux. 
: 2'b00: clk_gpll_div_100m 

Pore RW 2'b01: clk_gpll_div_75m 
2'b10: clk_cpll_div_50m 
2'b11: xin_oscO_func_mux 
reserved 


11:10/RO_|0x0_____—|reserved 


hclk_top_sel 

hclk_top clock mux. 

2'bO0: clk_gpll_div_150m 
RO Re 2'b01: clk_gpll_div_100m 

2'b10: clk_gpll_div_75m 

2'b1i1: xin_oscO_func_mux 


7:6 |RO_|0x0 [reserved 


reserved 
aclk_top_low_sel 
aclk_top_low clock mux. 
: 2'bOO: clk_gpll_div_400m 

Bits lo ose 2'b01: clk_gpll_div_300m 
2'b10: clk_gpll_div_200m 
2'b1i1: xin_oscO_func_mux 
reserved 


3:2 |RO 0x0 __—reserved 
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| Bit [Attr|ResetValue| —C(@Deescription 
aclk_top_high_sel 
aclk_top_high clock mux. 


2'b00: 
2'bO1: 
2'b10: 
2'b11: 


clk_cpll_div_500m 
clk_gpll_div_400m 
clk_gpll_div_300m 
xin_oscO_func_mux 


CRU CLKSEL CON74 
Address: Operational Base + offset (0x0228 


| Bit |Attr| Reset Value 
1'bO: Write access disable 


write_enable 
31:16/RW |0x0000 
1'bi: Write access enable 


Write enable for lower 16 bits, each bit is individual. 
}15:13[RO [Oxo [reserved 


clk_testout_div 
7:0 jaw fox | Divide clk_testout by (div_con + 1) 


CRU _CLKSEL CON75 


clk_testout_sel 
clk_testout clock mux. 
5'dO : xin_ a ay 
5'd1: _rtc_ 
5'd2: a si 
5'd3: oy  pre_| 
5'd4 : = _pre_ 
5'd5: af | pre_ 
5'd6: 7 
5'd7: _Vpu_pre_| 
5'd8: _isp_ cal 
5'd9: _Vvop_pre_ 
5'd10: | VOp_ 
5'd11: . ips osc 
5'd12: 
5'd13: 
5'd14: ol 24 
12:8 |RW |0x00 5'di5: clk_ zm 
5'd16: 
5'di7: a ua 
5'd1i8: clk_npu_ 
5'd19: —_bus_ 
5'd20: gic i 
5'd21: = ai 
5'd22: aclk_ Be 
5'd23: a a 
5'd24: i 
5'd25: _ = 
5'd26: < ri 
5'd27: pi be 
5'd28: _pi 7 
5'd29: pi rai 
5'd30: 
5'd31: 


xin_oscO_func_mux 
clk_rtc_32k 
clk_core_ndft 
sclk_core_pre_ndft 
clk_gpu_pre_ndft 
clk_npu_pre_ndft 
clk_ddrphy1x 
aclk_vpu_pre_ndft 
clk_isp_core_ndft 
aclk_vop_pre_ndft 
dclkO_vop_ndft 
otp_ips_osc_out 
clk_rkvenc_core_ndft 
clk_rkvdec_hevc_ca_ndft 
clk_macO_top 


clk_maci_top 
clk_core_pvtpll_out 
clk_gpu_pvtpll_out 
clk_npu_pvtpll_out 
aclk_bus_ndft 
aclk_gic_audio_ndft 
aclk_php_ndft 
clk_secure_flash_ndft 
mclk_pdm_ndft 
mclk_i2sO_8ch_rx_ndft 
sclk_uarti_ndft 
cclk_emmc_ndft 
clk_pipephyO_pipe_ndft 
clk_pipephy1_pipe_ndft 
clk_pipephyO_ref 
clk_usbphyO_ref 
usbphy480m_i 


Address: Operational Base + offset (0x022C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
ot; Le Rw (0x0000 1'bO: Write access disable 

1'b1: Write access enable 


12. aw ows ets gD 


clk_gpll_div_300m_div 
ie: 12:8 | Rw | loxos (SKE ee ee pIl_div_300m by (div_con + 1 


7:5 [RO [Oxo [reserved 
: clk_gpll_div_400m_div 


CRU CLKSEL CON76 
Address: Operational Base + offset (0x0230 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
ST TLS RW' «| 0x0000 1'bO: Write access disable 

1'b1: Write access enable 


2 aw ow eRe gon a 


clk_gpll_div_150m_div 
aa 12:8 fv foror [vie pc 380m by (cones) clk_gpll_div_150m by (div_con + 1 


7:5 [RO [oxo [reserved 
: clk_gpll_div_200m_div 
Divide clk_gpll_div_200m by (div_con + 1) 


CRU CLKSEL CON77 
Address: Operational Base + offset (0x0234 


| Bit _|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 

1' a Write access enable 


Pa ane reserved 


clk_gpll_div_75m_div 
12: 12:8 | Rw | loxor (OSE clk Povereagd opt 78m BY (ety _con 2) div_75m by (div_con + 1) 


7:5 [RO [0x0 ——sitreserved ee —“—sSOSOOC(‘(SC™C LY 
2 clk_gpll_div_100m_div 
Divide clk_gpll_div_100m by (div_con + 1) 


CRU _CLKSEL CON78 
Address: Operational Base + offset (0x0238) 


| Bit |Attr| Reset Value, 


Pi‘ éescription sd 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


12.8 aw own ERS SOR 


clk_cpll_div_500m_div 
pe 12:8 | Divide clk = div_500m by (div_con + 1) 


7:6 |RO [oxo ——ireserved — ——“‘“(‘(‘(‘(‘(‘(S;™SCCOOOCd 
. clk_gpll_div_20m_div 
Divide clk_gpll_div_20m by (div_con + 1) 


CRU _ CLKSEL CON79 
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Address: Operational Base + offset (0Ox023C 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


12.8 fw ows RSS ROR 


clk_cpll_div_250m_div 
ne 12:8 | pw | joxos (KR clk Bae ee div_250m by (div_con + 1) 


7:5 [RO [Oxo ——sifreserved 
. clk_cpll_div_333m_div 
Divide clk_cpll_div_333m by (div_con + 1) 


CRU CLKSEL CONS80O 
Address: Operational Base + offset (0x0240) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


2. aw oor ete SRR a 


clk_cpll_div_62p5_div 
$e 12:8 Rw | Prot [etic 6 by (du cone) clk_cpll_ div_62p5 by (div_con + 1 


7:5 [RO |OxO_—sifreserved 
: clk_cpll_div_125m_div 
Divide clk_cpll_div_125m by (div_con + 1 


CRU CLKSEL CONS81 
Address: Operational Base + offset (0x0244 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16)RW" |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


13.8 pw oor Reo RS 


clk_cpll_div_25m_div 
13:8 | ° Rw | prz7 [bide 25m by (dy cone) clk_cpll_div_25m by (div_con + 1 


7:5 |RO [Oxo reserved 
. clk_cpll_div_50m_div 
Divide clk_cpll_div_50m by (div_con + 1) 


CRU_CLKSEL_ CON82 
Address: Operational Base + offset (0x0248 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


oie reserved 


reserved 
clk_oscO_div_750k_div 
13:8 | Rw | oat Ge clk_oscO_div_750k ae (div_con + 1) 


5_JRO__/Ox0___ reserved’. 8 eee 


clk_cpll_div_100m_div 
Divide clk_oscO_div_750k by (div_con + 1) 
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CRU CLKSEL CONS83 
Address: Operational Base + offset (0Ox024C 


| Bit |Attr|/ResetValue| Ci escription 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
i2s3_mclkout_rx_sel 
i2s3_ mclkout_rx clock mux. 
fos BYE 0x8 1'bO: mclk_i2s3_2ch_rx 
1'b1: xin_oscO_half 


114:12/RO_|OxO_ [reserved 


mclk_i2s3_2ch_rx_sel 

mclk_i2s3_2ch_rx clock mux. 

2'bOO: clk_i2s3_2ch_rx_src 
PESTO RYE (0X0 2'bO1: clk_i2s3_2ch_rx_frac 

2'b10: i2s3_mclkin 

2'b11: xin_oscO_half 

clk_i2s3_2ch_rx_src_sel 

clk_i2s3_2ch_rx_src clock mux. 

RW |0x1 2'b00: clk_gpll_mux 
2'b0O1: clk_cpll_mux 
2'b10: clk_npll_mux 


co pw fous RS 
clk_i2s3_2ch_rx_src_div 
6:0 |rw ois. clk_i2s3_rx_2ch_src by (div_con + 1) 


CRU _CLKSEL CON84 
Address: Operational Base + offset (0x0250 


| Bit_|Attr| Reset Value 


clk_i2s3_2ch_rx_frac_div 
: clk_i2s3_2ch_rx_frac fraction division register. 
3120 RW 10x00000000 High 16-bit for numerator 
Low 16-bit for denominator 


CRU GATE CONOO 
Address: Operational Base + offset (0x0300) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
etete RW Ox0000 1'bO: Write access disable 

1'b1i: Write access enable 

cntclk_core_en 
15 RW {0x0 cntclk_core clock gating control. 

When high, disable clock 


tsclk_core_en 

14 RW /|0x0 tsclk_core clock gating control. 
When high, disable clock 
periphclk_core_en 

13 RW {0x0 periphclk_core clock gating control. 
When high, disable clock 
pclk_core_en 

12 RW |0x0 pclk_core clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po C—“‘C*é@DeScription 
periphclk_core_pre_en 
11 RW /0x0 periphclk_core_pre clock gating control. 
When high, disable clock 
pclk_core_pre_en 
10 RW |0x0O pclk_core_pre clock gating control. 
When high, disable clock 
gicclk_core_en 
RW |0x0 gicclk_core clock gating control. 
When high, disable clock 
atclk_core_en 
RW |0x0 atclk_core clock gating control. 
When high, disable clock 
sclk_core_en 
7 RW /0x0 sclk_core clock gating control. 
When high, disable clock 
clk_npll_core_en 
RW |0x0 clk_npll_core clock gating control. 
When high, disable clock 


sclk_core_src_en 

5 RW |0x0 sclk_core_src clock gating control. 
When high, disable clock 
clk_core3_en 

4 RW /0x0 clk_core3 clock gating control. 
When high, disable clock 
clk_core2_en 

3 RW {0x0 clk_core2 clock gating control. 
When high, disable clock 
clk_corel_en 

2 RW |0x0O clk_core1 clock gating control. 
When high, disable clock 
clk_coreO_en 

1 RW |0x0 clk_coreO clock gating control. 
When high, disable clock 
clk_core_en 

RW |0x0O clk_core_ndft clock gating control. 

When high, disable clock 


CRU GATE CONOi1 
Address: Operational Base + offset (0x0304) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
oT 10 BW: | Ox0000 1'bO: Write access disable 

1'b1i: Write access enable 
15 RW {0x0 clk_jtag clock gating control. 

When high, disable clock 


clk_apll_core_en 

14 RW {0x0 clk_apll_core clock gating control. 
When high, disable clock 
clk_core_div2_en 

13 RW {0x0 clk_core_div2 clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po CCiescription 
clk_core_pvtpll_en 
12 RW /|0x0 clk_core_pvtpll clock gating control. 
When high, disable clock 
clk_core_pvtm_core_en 
11 RW /|0x0O clk_core_pvtm_core clock gating control. 
When high, disable clock 
clk_core_pvtm_en 
10 RW {0x0 clk_core_pvtm clock gating control. 
When high, disable clock 
pclk_core_pvtm_en 
RW {0x0 pclk_core_pvtm clock gating control. 
When high, disable clock 
pclk_core_grf_en 
RW {0x0 pclk_core_grf clock gating control. 
When high, disable clock 
aclk_adb400_gic2core_en 
7 RW /|0x0 aclk_adb400_gic2core clock gating control. 
When high, disable clock 


aclk_adb400_core2gic_en 
RW /|0x0 aclk_adb400_core2gic clock gating control. 
When high, disable clock 


pclk_dbg_daplite_en 

5 RW {0x0 pclk_dbg_daplite clock gating control. 
When high, disable clock 
pclk_dbg_en 

4 RW {0x0 pclk_dbg clock gating control. 
When high, disable clock 


pclk_dbg_biu_en 
RW |0x0 pclk_dbg_biu clock gating control. 
When high, disable clock 


3 
aclk_core_biu2bus_en 

2 RW /|0x0 aclk_core_biu2bus clock gating control. 
When high, disable clock 
aclk_core_biu2ddr_en 

1 RW |0x0 aclk_core_biu2ddr clock gating control. 
When high, disable clock 
aclk_core_en 

RW |0x0 aclk_core_ndft clock gating control. 

When high, disable clock 


CRU GATE CONO2 
Address: Operational Base + offset (0x0308 


| Bit_|Attr| Reset Value 


write_enable 
“ Write enable for lower 16 bits, each bit is individual. 
SLT RW. |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:12|RO_|OxO si reserved 


aclk_gpu_pre_en 

11 RW {0x0 aclk_gpu_pre clock gating control. 
When high, disable clock 
clk_gpu_div2_en 

10 RW {0x0 clk_gpu_div2 clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po escription 
clk_gpu_pvtpll_en 

RW {0x0 clk_gpu_pvtpll clock gating control. 
When high, disable clock 
clk_gpu_pvtm_core_en 

RW {0x0 clk_gpu_pvtm_core clock gating control. 
When high, disable clock 
clk_gpu_pvtm_en 

7 RW {0x0 clk_gpu_pvtm clock gating control. 

When high, disable clock 

RW {0x0 pclk_gpu_pvtm clock gating control. 
When high, disable clock 


pclk_gpu_biu_en 

5 RW {0x0 pclk_gpu_biu clock gating control. 
When high, disable clock 
aclk_gpu_biu_en 

4 RW {0x0 aclk_gpu_biu clock gating control. 
When high, disable clock 
aclk_gpu_en 

3 RW {0x0 clk_gpu clock gating control. 
When high, disable clock 
pclk_gpu_pre_en 

2 RW {0x0 pclk_gpu_pre clock gating control. 
When high, disable clock 


i |RO_|oxo_ [reserved 


clk_gpu_src_en 
RW |0x0 clk_gpu_src clock gating control. 
When high, disable clock 


CRU _ GATE CONO3 
Address: Operational Base + offset (0x030C) 


| Bit |Attr| Reset Value, 


Pt eseription 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO [0x0 [reserved 
clk_npu_div2_en 
RW |0x0 clk_npu_div2 clock gating control. 
When high, disable clock 


13 
clk_npu_pvtpll_en 

12 RW {0x0 clk_npu_pvtpll clock gating control. 
When high, disable clock 


clk_npu_pvtm_core_en 
11 RW {0x0 clk_npu_pvtm_core clock gating control. 
When high, disable clock 
clk_npu_pvtm_en 
10 RW {0x0 clk_npu_pvtm clock gating control. 
When high, disable clock 
pclk_npu_pvtm_en 
RW {0x0 pclk_npu_pvtm clock gating control. 
When high, disable clock 
hclk_npu_en 
RW |0x0 hclk_npu clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


pw foo Sak nou 

7 RW /|0x0 aclk_npu clock gating control. 

When high, disable clock 
pclk_npu_biu_en 

RW {0x0 pclk_npu_biu clock gating control. 

When high, disable clock 
hclk_npu_biu_en 

5 RW {0x0 hclk_npu_biu clock gating control. 
When high, disable clock 


aclk_npu_biu_en 
RW |0x0 aclk_npu_biu clock gating control. 


When high, disable clock 


4 
pclk_npu_pre_en 

3 RW {0x0 pclk_npu_pre clock gating control. 
When high, disable clock 
hclk_npu_pre_en 

2 RW {0x0 hclk_npu_pre clock gating control. 
When high, disable clock 
clk_npu_np5_en 

1 RW {0x0 clk_npu_np5 clock gating control. 
When high, disable clock 
clk_npu_src_en 

RW {0x0 clk_npu_src clock gating control. 

When high, disable clock 


CRU GATE CON0O4 
Address: Operational Base + offset (0x0310 


| Bit |Attr|/ResetValue| Ci eescription = 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
eB ACI RW. | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 
5 fw foo clk24_ddrmon_en 
15 RW {0x0 clk24_ddrmon clock gating control. 
When high, disable clock 
114 |RO [0x0 —_—ireserved 


clk_ddrmon_en 
13 RW {0x0 clk_ddrmon clock gating control. 
When high, disable clock 


12 |RO_|0x0 [reserved 


reserved 
pw foo aclk_dma2ddr_en 
11 RW |0x0 aclk_dma2ddr clock gating control. 
When high, disable clock 
10 [RO [oxo reserved 
pw foo clk_ddrdfi_ctl_en 
RW |0x0 clk_ddrdfi_ctl clock gating control. 
When high, disable clock 
Bw foo aclk_ddrsplit_en 
RW /|0x0 aclk_ddrsplit clock gating control. 
When high, disable clock 
7 |RO [0x0 reserved 


reserved 
clk_ddr_alwayson_en 

RW /|0x0 clk_ddr_alwayson clock gating control. 
When high, disable clock 


Copyright 2022 © Rockchip Electronics Co., Ltd. 84 


RK3568 TRM-Part1 


| Bit |Attr| Reset Value, 


aclk_msch_en 

5 RW /|0x0 aclk_msch clock gating control. 
When high, disable clock 
aclk_ddrscramble_en 

4 RW /|0x0O aclk_ddrscramble clock gating control. 
When high, disable clock 
clk_hwffc_ctrl_en 

3 RW |0x0 clk_hwffc_ctrl clock gating control. 
When high, disable clock 


aclk_msch_div2_en 

2 RW |0x0 clk_msch clock gating control. 
When high, disable clock 
clk_dpll_ddr_en 

1 RW /0x0 clk_dpll_ddr clock gating control. 
When high, disable clock 
clk_ddrphy1x_en 

RW |0x0 clk_ddrphyix_src clock gating control. 

When high, disable clock 


CRU _ GATE CONO5 
Address: Operational Base + offset (0x0314) 


| Bit [Attr/ResetValue| Ci escription 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
operon | Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
mclk_pdm_en 
15 RW {0x0 mclk_pdm clock gating control. 
When high, disable clock 
hclk_pdm_en 
14 RW |0x0 hclk_pdm clock gating control. 
When high, disable clock 
hclk_i2s3_2ch_en 
13 RW /|0x0 hcelk_i2s3_2ch clock gating control. 
When high, disable clock 
helk_i2s2_2ch_en 
12 RW {0x0 helk_i2s2_2ch clock gating control. 
When high, disable clock 


helk_i2si_8ch_en 
RW {0x0 hclk_i2s1_8ch clock gating control. 
When high, disable clock 


11 
hcelk_i2sO_8ch_en 
10 RW /0x0O hclk_i2sO_8ch clock gating control. 
When high, disable clock 
dclk_sdmmc_buffer_en 
RW /|0x0 dclk_sdmmc_buffer clock gating control. 
When high, disable clock 
hclk_sdmmc_buffer_en 
RW /|0x0 hclk_sdmmc_buffer clock gating control. 
When high, disable clock 
aclk_spinlock_en 
7 RW |0x0 aclk_spinlock clock gating control. 
When high, disable clock 


Copyright 2022 © Rockchip Electronics Co., Ltd. 85 


RK3568 TRM-Part1 


| Bit |Attr[ResetValue| ————C(its—“C;*C—C*C‘~Ci scription 
aclk_gicadb_gic2core_en 
RW /|0x0 aclk_gicadb_gic2core clock gating control. 


When high, disable clock 


aclk_gicadb_core2gic_en 

5 RW {0x0 aclk_gicadb_core2gic clock gating control. 
When high, disable clock 
aclk_gic600_en 

4 RW |0x0 aclk_gic600 clock gating control. 
When high, disable clock 
hclk_gic_audio_biu_en 

3 RW {0x0 hclk_gic_audio_biu clock gating control. 
When high, disable clock 
aclk_gic_audio_biu_en 

2 RW /|0x0 aclk_gic_audio_biu clock gating control. 
When high, disable clock 
hclk_gic_audio_en 

1 RW /|0x0 hclk_gic_audio clock gating control. 
When high, disable clock 
aclk_gic_audio_en 

RW /|0x0 aclk_gic_audio clock gating control. 

When high, disable clock 


CRU GATE CONO6 
Address: Operational Base + offset (0x0318) 


| Bit [Attr|ResetValue|  —— ———Ci‘CiScription = 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
SLPS RW: |OXDOOE 1'bO: Write access disable 
1'b1: Write access enable 
xo fast maou 
RW oo i2s1_mclkout_rx clock gating control. 
When high, disable clock 
he mclk_i2s1_8ch_rx_en 
14 RW {0x0 mclk_i2s1_8ch_rx clock gating control. 
When high, disable clock 
3 fw foo clk_i2s1_8ch_rx_frac_en 
13 RW {0x0 clk_i2s1_8ch_rx_frac clock gating control. 
When high, disable clock 


clk_i2si_8ch_rx_src_en 
12 RW |0x0 clk_i2si_8ch_rx_src clock gating control. 
When high, disable clock 
i2s1_mclkout_tx_en 
11 RW {0x0 i2s1_mclkout_tx clock gating control. 
When high, disable clock 
mclk_i2s1_8ch_tx_en 
10 RW {0x0 mclk_i2s1_8ch_tx clock gating control. 
When high, disable clock 
clk_i2s1_8ch_tx_frac_en 
RW {0x0 clk_i2s1_8ch_tx_frac clock gating control. 
When high, disable clock 
clk_i2s1_8ch_tx_src_en 
RW |0x0 clk_i2si_8ch_tx_src clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po C—“‘(CC(*éDeScription 
pw foo i2sO_mclkout_rx_en 
7 RW /|0x0 i2sO_mclkout_rx clock gating control. 
When high, disable clock 
mclk_i2sO_8ch_rx_en 
RW /|0x0 mclk_i2sO_8ch_rx clock gating control. 
When high, disable clock 
5 few foo eh i2sO_8ch_rx_frac_en 
5 RW {0x0 clk_i2sO_8ch_rx_frac clock gating control. 
When high, disable clock 
¢ frw foo fe i2sO_8ch_rx_src_en 
4 RW |0x0 clk_i2sO_8ch_rx_src clock gating control. 
When high, disable clock 


i2sO_mclkout_tx_en 

3 RW {0x0 i2sO_mclkout_tx clock gating control. 
When high, disable clock 
mclk_i2sO_8ch_tx_en 

2 RW |0x0 mclk_i2sO_8ch_tx clock gating control. 
When high, disable clock 
clk_i2sO_8ch_tx_frac_en 

1 RW |0x0 clk_i2sO_8ch_tx_frac clock gating control. 
When high, disable clock 
clk_i2sO_8ch_tx_src_en 

RW /0x0 clk_i2sO_8ch_tx_src clock gating control. 

When high, disable clock 


CRU_GATE CONO7 
Address: Operational Base + offset (0x031C 


| Bit [Attr/ResetValue| Ci escription 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
SEt 6) RW: | Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
5 frw foo mclk_spdif_8ch_frac_en 
15 RW {0x0 mclk_spdif_8ch_frac clock gating control. 
When high, disable clock 
4 faw foo mclk_spdif_8ch_src_en 
14 RW |0x0 mclk_spdif_8ch_src clock gating control. 
When high, disable clock 
hclk_spdif_8ch_en 
13 RW {0x0 hclk_spdif_8ch clock gating control. 
When high, disable clock 


i2s3_mclkout_rx _en 
RW /|0x0 i2s3_mclkout_rx clock gating control. 
When high, disable clock 


mclk_i2s3_2ch_rx_en 
10 RW |0x0 mclk_i2s3_2ch_rx clock gating control. 
When high, disable clock 
clk_i2s3_2ch_rx_frac_en 
RW /|0x0 clk_i2s3_2ch_rx_frac clock gating control. 
When high, disable clock 


hclk_vad_en 

12 RW |0x0O hclk_vad clock gating control. 
When high, disable clock 

11 
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| Bit |Attr| Reset Value, 


Po escription 
clk_i2s3_2ch_rx_src_en 

RW {0x0 clk_i2s3_2ch_rx_src clock gating control. 
When high, disable clock 


i2s3_mclkout_tx _en 
RW {0x0 i2s3_mclkout_tx clock gating control. 


When high, disable clock 


7 

mclk_i2s3_2ch_tx_en 
RW {0x0 mclk_i2s3_2ch_tx clock gating control. 

When high, disable clock 
clk_i2s3_2ch_tx_frac_en 

5 RW {0x0 clk_i2s3_2ch_tx_frac clock gating control. 
When high, disable clock 
clk_i2s3_2ch_tx_src_en 

4 RW /|0x0 clk_i2s3_2ch_tx_src clock gating control. 
When high, disable clock 
i2s2_mclkout_en 

3 RW {0x0 i2s2_mclkout clock gating control. 
When high, disable clock 
mclk_i2s2_2ch_en 

2 RW {0x0 mclk_i2s2_2ch clock gating control. 
When high, disable clock 
clk_i2s2_2ch_frac_en 

1 RW |0x0 clk_i2s2_2ch_frac clock gating control. 
When high, disable clock 
clk_i2s2_2ch_src_en 

RW /|0x0 clk_i2s2_2ch_src clock gating control. 

When high, disable clock 


CRU GATE CONO8 
Address: Operational Base + offset (0x0320) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
3t:19/RW /0x0000 1'bO: Write access disable 

1'b1: Write access enable 

clk_crypto_ns_rng_en 
15 RW /|0x0 clk_crypto_ns_rng clock gating control. 

When high, disable clock 


clk_crypto_ns_pka_en 
14 RW |0x0 clk_crypto_ns_pka clock gating control. 
When high, disable clock 


clk_crypto_ns_core_en 

13 RW |0x0 clk_crypto_ns_core clock gating control. 
When high, disable clock 
hclk_crypto_ns_en 

12 RW {0x0 hclk_crypto_ns clock gating control. 
When high, disable clock 
aclk_crypto_ns_en 

11 RW {0x0 aclk_crypto_ns clock gating control. 
When high, disable clock 


hclk_secure_flash_biu_en 
10 RW {0x0 hclk_secure_flash_biu clock gating control. 
When high, disable clock 
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| Bit |Attr|ResetValue| Ci escription 


aclk_secure_flash_biu_en 
RW /|0x0 aclk_secure_flash_biu clock gating control. 
When high, disable clock 


hclk_secure_flash_en 
RW /|0x0 hclk_secure_flash clock gating control. 
When high, disable clock 
aclk_secure_flash_en 
7 RW |0x0 aclk_secure_flash clock gating control. 
When high, disable clock 


clk_acdcdig_adc_en 
RW |0x0 clk_acdcdig_adc clock gating control. 
When high, disable clock 


clk_acdcdig_dac_en 
5 RW |0x0 clk_acdcdig_dac clock gating control. 
When high, disable clock 


clk_acdcdig_i2c_en 
RW /0x0 clk_acdcdig_i2c clock gating control. 
When high, disable clock 


hclk_acdcdig_en 
RW |0x0 hclk_acdcdig clock gating control. 
When high, disable clock 
sclk_audpwm_frac_en 
2 RW |0x0 sclk_audpwm_frac clock gating control. 
When high, disable clock 
sclk_audpwm_src_en 
1 RW |0x0 sclk_audpwm_src clock gating control. 
When high, disable clock 
hclk_audpwm_en 
RW /0x0 hclk_audpwm clock gating control. 
When high, disable clock 


CRU GATE CONO9 
Address: Operational Base + offset (0x0324 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


}15:12/RO_|OxO_ [reserved 


clk_trng_ns_en 
11 RW clk_trng_ns clock gating control. 
When high, disable clock 


hclk_trng_ns_en 

hclk_trng_ns clock gating control. 
When high, disable clock 
tclk_emmc_en 

tclk_emmce clock gating control. 
When high, disable clock 
cclk_emmc_en 

cclk_emmce clock gating control. 
When high, disable clock 
bclk_emmc_en 

bclk_emmce clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


hclk_emmc_en 
RW {0x0 hclk_emmce clock gating control. 

When high, disable clock 
aclk_emmc_en 

5 RW {0x0 aclk_emmce clock gating control. 
When high, disable clock 

4 RW |0x0 sclk_sfc clock gating control. 
When high, disable clock 


hclk_sfc_xip_en 

3 RW {0x0 hclk_sfc_xip clock gating control. 
When high, disable clock 
hclk_sfc_en 

2 RW /|0x0 hclk_sfc clock gating control. 
When high, disable clock 
nclk_nandc_en 

1 RW /|0x0 nclk_nandc clock gating control. 
When high, disable clock 
hclk_nandc_en 

RW {0x0 hcelk_nandc clock gating control. 

When high, disable clock 


CRU GATE CON10 
Address: Operational Base + offset (0x0328) 


| Bit [Attr/ResetValue| ——Céiescription 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
SLPS RW: |OXDOOE 1'b0O: Write access disable 
1'b1: Write access enable 
oo fetuses 1_pipe_en 
5 frw foo 0x0 clk_usb3o0tg1_pipe_dft clock gating control. 
When high, disable clock 
4 frw foo clk_usb30tg1_suspend_en 
14 RW /|0x0O clk_usb3o0tg1_suspend clock gating control. 
When high, disable clock 
clk_usb3o0tg1_ref_en 
13 RW {0x0 clk_usb3o0tg1_ref clock gating control. 
When high, disable clock 


aclk_usb3otg1i_en 
12 RW |0x0 aclk_usb3otg1 clock gating control. 
When high, disable clock 


clk_usb3o0tg0O_pipe_en 
RW |0x0 clk_usb3o0tg0_pipe_dft clock gating control. 
When high, disable clock 


clk_usb30tg0_suspend_en 

RW |0x0 clk_usb30tg0_suspend clock gating control. 
When high, disable clock 
clk_usb3o0tgO_ref_en 

RW |0x0 clk_usb3o0tgO_ref clock gating control. 
When high, disable clock 
aclk_usb3o0tgO_en 

RW {0x0 aclk_usb3otg0 clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po escription 

RW {0x0 pclk_pipe_grf clock gating control. 
When high, disable clock 
clk_xpcs_tx_div10_en 

RW {0x0 clk_xpcs_tx_divi0 clock gating control. 
When high, disable clock 
clk_xpcs_rx_div10_en 

5 RW {0x0 clk_xpcs_rx_div10 clock gating control. 

When high, disable clock 

RW |0x0 clk_xpcs_eee clock gating control. 
When high, disable clock 


pclk_pipe_biu_en 

RW {0x0 pclk_pipe_biu clock gating control. 
When high, disable clock 
aclk_pipe_biu_en 

RW |0x0 aclk_pipe_biu clock gating control. 
When high, disable clock 


pclk_pipe_en 

RW |0x0 pclk_pipe clock gating control. 
When high, disable clock 
aclk_pipe_en 

RW /0x0 aclk_pipe clock gating control. 
When high, disable clock 


CRU GATE CONi11 
Address: Operational Base + offset (0Ox032C 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:12/RO_|0xO reserved 
clk_sata2_pipe_en 
RW {0x0 clk_sata2_pipe_dft clock gating control. 
When high, disable clock 


clk_sata2_rxoob_en 
RW |0x0 clk_sata2_rxoob clock gating control. 
When high, disable clock 


clk_sata2_pmalive_en 
RW {0x0 clk_sata2_pmalive clock gating control. 
When high, disable clock 
aclk_sata2_en 
RW {0x0 aclk_sata2 clock gating control. 
When high, disable clock 
clk_satal_pipe_en 
7 RW {0x0 clk_satal_pipe_dft clock gating control. 
When high, disable clock 
clk_satail_rxoob_en 
RW /|0x0 clk_satai_rxoob clock gating control. 
When high, disable clock 
clk_satal_pmalive_en 
5 RW {0x0 clk_sata1l_pmalive clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


aclk_satal_en 
RW {0x0 aclk_satal1 clock gating control. 
When high, disable clock 
clk_sataO_pipe_en 
3 RW {0x0 clk_sataO_pipe_dft clock gating control. 
When high, disable clock 
clk_sata0O_rxoob_en 
2 RW |0x0 clk_sataO_rxoob clock gating control. 
When high, disable clock 
clk_sata0_pmalive_en 
1 RW |0x0 clk_sataO_pmalive clock gating control. 
When high, disable clock 
RW {0x0 aclk_sataO clock gating control. 
When high, disable clock 


CRU GATE CONi2 
Address: Operational Base + offset (0x0330 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
aL Te RW, Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_|0x0___—_—reserved 


clk_pcie30x1_pipe_en 
RW |0x0 clk_pcie30x1_pipe_dft clock gating control. 
When high, disable clock 


clk_pcie30x1_aux_en 
RW |0x0 clk_pcie30x1_aux_ndft clock gating control. 
When high, disable clock 
pclk_pcie30x1_en 
11 RW |0x0 pclk_pcie30x1 clock gating control. 
When high, disable clock 
aclk_pcie30x1_dbi_en 


RW {0x0 aclk_pcie30x1_dbi clock gating control. 
When high, disable clock 


aclk_pcie30x1_slv_en 
RW {0x0 aclk_pcie30x1_slv clock gating control. 
When high, disable clock 
aclk_pcie30x1_mst_en 
RW {0x0 aclk_pcie30x1_mst clock gating control. 
When high, disable clock 
reserved 


7:6 [RO [0x0 [reserved 
clk_pcie20_pipe_en 
RW |0x0 clk_pcie20_pipe_dft clock gating control. 


When high, disable clock 


clk_pcie20_aux_en 
RW /|0x0 clk_pcie20_aux_ndft clock gating control. 

When high, disable clock 
pclk_pcie20_en 

3 RW {0x0 pclk_pcie20 clock gating control. 
When high, disable clock 
aclk_pcie20_dbi_en 

2 RW |0x0 aclk_pcie20_dbi clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po Ciescription 
aclk_pcie20_slv_en 

1 RW /|0x0 aclk_pcie20_slv clock gating control. 
When high, disable clock 


aclk_pcie20_mst_en 
RW /|0x0 aclk_pcie20_mst clock gating control. 
When high, disable clock 


CRU GATE CON13 
Address: Operational Base + offset (0x0334 


| Bit |Attr/ResetValue| —Ciéeescription 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
Sir L eG RW-//Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
clk_xpcs_miii_rx_en 
15 RW {0x0 clk_xpcs_miii_rx clock gating control. 
When high, disable clock 
clk_xpcs_miii_tx_en 
14 RW {0x0 clk_xpcs_miii_tx clock gating control. 
When high, disable clock 
clk_xpcs_miiO_rx_en 
13 RW {0x0 clk_xpcs_miiO_rx clock gating control. 
When high, disable clock 
clk_xpcs_mii0O_tx_en 
12 RW |0x0 clk_xpcs_miiO_tx clock gating control. 
When high, disable clock 
clk_xpcs_xgxs_rx_en 
11 RW |0x0 clk_xpcs_xgxs_rx clock gating control. 
When high, disable clock 
10 [RO [Oxo sreserved 


clk_xpcs_xgxs_tx_en 
RW {0x0 clk_xpcs_xgxs_tx clock gating control. 
When high, disable clock 


clk_xpcs_qsgmii_rx_en 
RW |0x0 clk_xpcs_qsgmii_rx clock gating control. 
When high, disable clock 


clk_xpcs_qsgmii_tx_en 

7 RW {0x0 clk_xpcs_qsgmii_tx clock gating control. 
When high, disable clock 
pclk_xpcs_en 

RW /|0x0 pclk_xpcs clock gating control. 

When high, disable clock 
clk_pcie30x2_pipe_en 

5 RW {0x0 clk_pcie30x2_pipe_dft clock gating control. 
When high, disable clock 
clk_pcie30x2_aux_en 

4 RW /0x0 clk_pcie30x2_aux_ndft clock gating control. 
When high, disable clock 
pclk_pcie30x2_en 

3 RW {0x0 pclk_pcie30x2 clock gating control. 
When high, disable clock 


aclk_pcie30x2_dbi_en 
2 RW |0x0 aclk_pcie30x2_dbi clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po Ciescription 
aclk_pcie30x2_slv_en 

RW {0x0 aclk_pcie30x2_slv clock gating control. 
When high, disable clock 


aclk_pcie30x2_mst_en 
RW {0x0 aclk_pcie30x2_mst clock gating control. 
When high, disable clock 


CRU GATE CON14 
Address: Operational Base + offset (0x0338 


| Bit _|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
of Fe) (0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0xO reserved 
pclk_php_biu_en 
RW {0x0 pclk_php_biu clock gating control. 
When high, disable clock 


hclk_php_biu_en 
RW {0x0 hclk_php_biu clock gating control. 
When high, disable clock 
aclk_php_biu_en 
11 RW |0x0 aclk_php_biu clock gating control. 
When high, disable clock 
pclk_php_en 
10 RW {0x0 pclk_php clock gating control. 
When high, disable clock 
hclk_php_en 
RW {0x0 hclk_php clock gating control. 
When high, disable clock 
aclk_php_en 
RW {0x0 aclk_php clock gating control. 
When high, disable clock 


7:4 [RO [0x0 [reserved 
hclk_perimid_biu_en 
RW /|0x0 hclk_perimid_biu clock gating control. 
When high, disable clock 
aclk_perimid_biu_en 


RW |0x0O aclk_perimid_biu clock gating control. 
When high, disable clock 


hclk_perimid_en 

RW {0x0 hclk_perimid clock gating control. 
When high, disable clock 
aclk_perimid_en 

RW /|0x0 aclk_perimid clock gating control. 
When high, disable clock 


CRU GATE CON15 
Address: Operational Base + offset (0x033C) 


| Bit |Attr| Reset Value 


write_enable 
, Write enable for lower 16 bits, each bit is individual. 
SLATGIRW: |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:13/RO_|OxO [reserved 
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| Bit |Attr| Reset Value, 


Po CC—C—“‘CCC(*é@WeScription 

2 fw foo ek macO_refout_en 

12 RW |0x0 clk_macO_refout clock gating control. 

When high, disable clock 

11:9 [RO [Oxo [reserved 
clk_macO_out_en 


RW /|0x0 clk_macO_out clock gating control. 
When high, disable clock 


clk_macO_2top_en 

7 RW |0x0 clk_macO_2top clock gating control. 
When high, disable clock 
pclk_gmacO_en 

RW {0x0 pclk_gmacO clock gating control. 

When high, disable clock 
aclk_gmacO_en 

5 RW {0x0 aclk_gmacoO clock gating control. 
When high, disable clock 
clk_gmacO_ptp_ref_en 

4 RW {0x0 clk_gmacO_ptp_ref clock gating control. 
When high, disable clock 
clk_sdmmci_en 

3 RW {0x0 clk_sdmmci clock gating control. 
When high, disable clock 
hclk_sdmmci_en 

2 RW |0x0O hclk_sdmmci clock gating control. 
When high, disable clock 
clk_sdmmcO_en 

1 RW |0x0 clk_sdmmco0O clock gating control. 
When high, disable clock 
hclk_sdmmcO_en 

RW {0x0 hclk_sdmmcoO clock gating control. 

When high, disable clock 


CRU GATE CON16 
Address: Operational Base + offset (0x0340) 


| Bit |Attr[ResetValue| —— ——“‘é‘éiScription 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
Shobe RW: | Ox0008 1'bO: Write access disable 
1'b1: Write access enable 
5 fw foo hclk_usb2host1_arb_en 
15 RW {0x0 hclk_usb2host1_arb clock gating control. 
When high, disable clock 
4 frw foo hclk_usb2host1_en 
14 RW /|0x0 hclk_usb2hosti clock gating control. 
When high, disable clock 


3 fw foo hclk_usb2hostO_arb_en 
13 RW {0x0 hclk_usb2hostO_arb clock gating control. 
When high, disable clock 
2 fw foo hclk_usb2host0_en 
12 RW |0x0 hclk_usb2host0O clock gating control. 
When high, disable clock 
[11:7 [RO [OxoO. reserved 


pclk_usb_grf_en 
RW /|0x0 pclk_usb_grf_en clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


|p C—“‘ONOWesScription Cd 
pclk_usb_biu_en 

5 RW |0x0 pclk_usb_biu clock gating control. 
When high, disable clock 


hclk_usb_biu_en 
RW /|0x0O hclk_usn_biu clock gating control. 
When high, disable clock 


4 
aclk_usb_biu_en 

3 RW {0x0 aclk_usb_biu clock gating control. 
When high, disable clock 


pclk_usb_en 
2 RW |0x0 pclk_usb clock gating control. 
When high, disable clock 
hclk_usb_en 
1 RW /|0x0 hclk_usb clock gating control. 
When high, disable clock 
aclk_usb_en 
RW /|0x0 aclk_usb clock gating control. 
When high, disable clock 


CRU _GATE CON1i17 
Address: Operational Base + offset (0x0344) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


145:11/RO |ox0O [reserved 
clk_maci_refout_en 

10 RW {0x0 clk_maci_refout clock gating control. 
When high, disable clock 

9:7, [RO |oxo reserved 
clk_maci_out_en 

RW /|0x0 clk_maci_out clock gating control. 

When high, disable clock 
clk_maci_2top_en 

5 RW /|0x0 clk_maci_2top clock gating control. 
When high, disable clock 


pclk_gmaci_en 

4 RW {0x0 pclk_gmaci clock gating control. 
When high, disable clock 
aclk_gmaci_en 

3 RW |0x0 aclk_gmaci clock gating control. 
When high, disable clock 
clk_gmaci_ptp_ref_en 

2 RW |0x0 clk_gmaci1_ptp_ref clock gating control. 
When high, disable clock 
clk_sdmmc2_en 

1 RW |0x0 clk_sdmmcz2 clock gating control. 
When high, disable clock 
hclk_sdmmc2_en 

RW /|0x0 hclk_sdmmcz2 clock gating control. 

When high, disable clock 


CRU GATE CON18 
Address: Operational Base + offset (0x0348) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ot Fe) /0x0000 1'bO: Write access disable 
1'b1: Write access enable 


}15:12/RO_|OxO_ [reserved 


dclk_vicap1_en 

RW /|0x0 dclk_vicap1 clock gating control. 
When high, disable clock 
hclk_vicap1_en 

10 RW /|0x0 hclk_vicap1 clock gating control. 

When high, disable clock 
aclk_vicap1_en 

RW |0x0 aclk_vicap1 clock gating control. 
When high, disable clock 
reserved 


8:6 |RO |0x0 ___—[reserved 


pclk_vi_biu_en 
RW |0x0 pclk_vi_biu clock gating control. 
When high, disable clock 


hcelk_vi_biu_en 
RW |0x0 hcelk_vi_biu clock gating control. 
When high, disable clock 


aclk_vi_biu_en 
RW |0x0 aclk_vi_biu clock gating control. 
When high, disable clock 


pclk_vi_en 
RW |0x0 pclk_vi clock gating control. 
When high, disable clock 
helk_vi_en 
1 RW {0x0 hclk_vi clock gating control. 
When high, disable clock 
aclk_vi_en 
RW |0x0 aclk_vi clock gating control. 
When high, disable clock 


CRU GATE CON19 
Address: Operational Base + offset (0Ox034C 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:11/RO [0x00 reserved 
clk_cami_out_en 
RW /|0x0 clk_cami_out clock gating control. 
When high, disable clock 


clk_cam0O_out_en 

RW /|0x0 clk_camO_out clock gating control. 
When high, disable clock 
clk_cif_out_en 

RW /|0x0 clk_cif_out clock gating control. 
When high, disable clock 


7:5 [RO [0x0 [reserved 
pclk_csi2host1_en 


4 RW /0x0 pclk_csi2host1 clock gating control. 
When high, disable clock 
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| Bit |Attr/ResetValue| Ci escription 
3 |RO_|0xO_ reserved 


clk_isp_en 
2 RW |0x0 clk_isp clock gating control. 
When high, disable clock 


hclk_isp_en 
1 RW /|0x0 hclk_isp clock gating control. 
When high, disable clock 
aclk_isp_en 
RW |0x0 aclk_isp clock gating control. 
When high, disable clock 


CRU GATE CON20 
Address: Operational Base + offset (0x0350 


| Bit _|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|OxO_—sireserved 


clk_vop_pwm_en 
RW {0x0 clk_vop_pwm clock gating control. 
When high, disable clock 


13 

12 RW |0x0 dclk2_vop clock gating control. 
When high, disable clock 
dclk1_vop_en 

11 RW |0x0 dclk1_vop clock gating control. 
When high, disable clock 
dclkO_vop_en 

10 RW {0x0 dclkO_vop clock gating control. 
When high, disable clock 
hclk_vop_en 

RW |0x0 hclk_vop clock gating control. 

When high, disable clock 


aclk_vop_en 
RW /|0x0 aclk_vop clock gating control. 

When high, disable clock 
aclk_vop_biu_en 

7 RW |0x0 aclk_vop_biu clock gating control. 
When high, disable clock 
aclk_vop_pre_en 

RW /|0x0 aclk_vop_pre clock gating control. 

When high, disable clock 
pclk_vo_biu_en 

5 RW {0x0 pclk_vo_biu clock gating control. 
When high, disable clock 
hclk_vo_biu_en 

4 RW /|0x0 hclk_vo_biu clock gating control. 
When high, disable clock 
aclk_vo_biu_en 

3 RW {0x0 aclk_vo_biu clock gating control. 
When high, disable clock 
pclk_vo_en 

2 RW |0x0 pclk_vo clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


RW |0x0 hclk_vo clock gating control. 
When high, disable clock 
jo [RO [oxo [reserved 


CRU_GATE CON21 
Address: Operational Base + offset (0x0354) 


| Bit |Attr| Reset Value, 


Po eseription 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
SE 16) BW | Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
115:10[RO_|OxOO_ si [reserved 
clk_edp_200m_en 
RW |0x0 clk_edp_200m clock gating control. 
When high, disable clock 
pclk_edp_ctrl_en 
RW {0x0 pclk_edp_ctrl clock gating control. 
When high, disable clock 


pclk_dsitx_1_en 
RW |0x0 pclk_dsitx_1 clock gating control. 
When high, disable clock 


pclk_dsitx_O_en 

RW |0x0 pclk_dsitx_0O clock gating control. 
When high, disable clock 
clk_hdmi_cec_en 

RW /|0x0O clk_hdmi_cec clock gating control. 
When high, disable clock 


clk_hdmi_sfr_en 
RW |0x0 clk_hdmi_sfr clock gating control. 
When high, disable clock 


pclk_hdmi_host_en 

3 RW {0x0 pclk_hdmi_host clock gating control. 
When high, disable clock 
pclk_hdcp_en 

2 RW /|0x0 pclk_hdcp clock gating control. 
When high, disable clock 
hclk_hdcp_en 

1 RW |0x0 hclk_hdcp clock gating control. 
When high, disable clock 
aclk_hdcp_en 

RW |0x0 aclk_hdcp clock gating control. 

When high, disable clock 


CRU_GATE CON22 
Address: Operational Base + offset (0x0358) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


hclk_eink_en 
15 RW {0x0 hclk_eink clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


pclk_eink_en 
14 RW /|0x0 pclk_eink clock gating control. 
When high, disable clock 


pclk_rga_biu_en 
13 RW {0x0 pclk_rga_biu clock gating control. 
When high, disable clock 


pclk_rga_pre_en 

12 RW |0x0 pclk_rga_pre clock gating control. 
When high, disable clock 

[11:6 [RO [0x00 [reserved 
hclk_vpu_en 

5 RW {0x0 hclk_vpu clock gating control. 
When high, disable clock 
aclk_vpu_en 

4 RW |0x0 aclk_vpu clock gating control. 
When high, disable clock 
hclk_vpu_biu_en 

3 RW {0x0 hclk_vpu_biu clock gating control. 
When high, disable clock 
aclk_vpu_biu_en 

2 RW /|0x0 aclk_vpu_biu clock gating control. 
When high, disable clock 
hclk_vpu_pre_en 

1 RW /|0x0 hclk_vpu_pre clock gating control. 
When high, disable clock 
aclk_vpu_pre_en 

RW |0x0 aclk_vpu_pre clock gating control. 

When high, disable clock 


CRU_ GATE CON23 
Address: Operational Base + offset (0x035C) 


| Bit [Attr|ResetValue| CC‘ ecritiom 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
ohare Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
15 RW |0x0 hcelk_jenc clock gating control. 
When high, disable clock 
pa fa fox Sk frei 
14 RW |0x0 aclk_jenc clock gating control. 
When high, disable clock 


hclk_jdec_en 

13 RW |0x0 hclk_jdec clock gating control. 
When high, disable clock 
aclk_jdec_en 

12 RW |0x0O aclk_jdec clock gating control. 
When high, disable clock 
dclk_ebc_en 

11 RW |0x0 dclk_ebc clock gating control. 
When high, disable clock 
hclk_ebc_en 

10 RW |0x0 hclk_ebc clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po Ciescription 
pw foo clk_iep_core_en 
RW /|0x0 clk_iep_core clock gating control. 
When high, disable clock 
hclk_iep_en 
RW /|0x0 hclk_iep clock gating control. 
When high, disable clock 
7 RW |0x0 aclk_iep clock gating control. 
When high, disable clock 
RW |0x0 clk_rga_core clock gating control. 
When high, disable clock 
hclk_rga_en 
5 RW {0x0 hclk_rga clock gating control. 
When high, disable clock 


aclk_rga_en 
4 RW {0x0 aclk_rga clock gating control. 
When high, disable clock 


hclk_rga_biu_en 
RW |0x0 hclk_rga_biu clock gating control. 
When high, disable clock 


aclk_rga_biu_en 
RW {0x0 aclk_rga_biu clock gating control. 
When high, disable clock 
hclk_rga_pre_en 
1 RW {0x0 hclk_rga_pre clock gating control. 
When high, disable clock 
aclk_rga_pre_en 
RW {0x0 aclk_rga_pre clock gating control. 
When high, disable clock 


CRU GATE CON24 
Address: Operational Base + offset (0x0360 


| Bit_|Attr| Reset Value 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
ot: 16) RW |OxG000 1'bO: Write access disable 
1'b1: Write access enable 
15:9 [RO [0x00 si [reserved 
pw foo clk_rkvenc_core_en 
RW /0x0 clk_rkvenc_core clock gating control. 
When high, disable clock 
7 RW |0x0 hclk_rkvenc clock gating control. 
When high, disable clock 


aclk_rkvenc_en 
RW |0x0 aclk_rkvenc clock gating control. 
When a disable clock 


[5 |RO_|OxO_sreserved 


hclk_rkvenc_biu_en 
RW /|0x0 hclk_rkvenc_biu clock gating control. 
When high, disable clock 


aclk_rkvenc_biu_en 
RW |0x0 aclk_rkvenc_biu clock gating control. 
When high, disable clock 
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| Bit |Attr|/ResetValue| Ci eescription 
2 |RO_|0x0_ reserved 


hclk_rkvenc_pre_en 
1 RW {0x0 hclk_rkvenc_pre clock gating control. 
When high, disable clock 


aclk_rkvenc_pre_en 
RW |0x0 aclk_rkvenc_pre clock gating control. 
When high, disable clock 


CRU GATE CON25 

Address: Operational Base + offset (0x0364) 

| Bit [Attr/ResetValue| —Céiescription 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 
clk_rkvdec_hevc_ca_en 
clk_rkvdec_hevc_ca clock gating control. 
When high, disable clock 
clk_rkvdec_core_en 
clk_rkvdec_core clock gating control. 
When high, disable clock 
clk_rkvdec_ca_en 
clk_rkvdec_ca clock gating control. 
When high, disable clock 
hcelk_rkvdec_en 
hclk_rkvdec clock gating control. 
When high, disable clock 
aclk_rkvdec_en 
aclk_rkvdec clock gating control. 
When high, disable clock 
hcelk_rkvdec_biu_en 
hclk_rkvdec_biu clock gating control. 
When high, disable clock 
aclk_rkvdec_biu_en 
aclk_rkvdec_biu clock gating control. 
When high, disable clock 
hclk_rkvdec_pre_en 
hclk_rkvdec_pre clock gating control. 
When high, disable clock 
aclk_rkvdec_pre_en 
aclk_rkvdec_pre clock gating control. 
When high, disable clock 


CRU_ GATE CON26 
Address: Operational Base + offset (0x0368) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


a5 [RO |oxo reserved 
tclk_wdt_ns_en 

14 RW |0x0 tclk_wdt_ns clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po CCiescription 
pclk_wdt_ns_en 
13 RW {0x0 pclk_wdt_ns clock gating control. 
When high, disable clock 
pclk_scr_en 
12 RW |0x0O pclk_scr clock gating control. 
When high, disable clock 
clk_otpc_ns_usr_en 
11 RW |0x0 clk_otpc_ns_usr clock gating control. 
When high, disable clock 
clk_otpc_ns_sbpi_en 
10 RW {0x0 clk_otpc_ns_sbpi clock gating control. 
When high, disable clock 
pclk_otpc_ns_en 
RW /|0x0 pclk_otpc_ns clock gating control. 
When high, disable clock 
clk_saradc_en 
RW /0x0 clk_saradc clock gating control. 
When high, disable clock 
pclk_saradc_en 
7 RW /|0x0 pclk_saradc clock gating control. 
When high, disable clock 
clk_tsadc_en 
RW {0x0 clk_tsadc clock gating control. 
When high, disable clock 
clk_tsadc_tsen_en 
5 RW {0x0 clk_tsadc_tsen clock gating control. 
When high, disable clock 
pclk_tsadc_en 
4 RW |0x0 pclk_tsadc clock gating control. 
When high, disable clock 
pclk_bus_biu_en 
3 RW {0x0 pclk_bus_biu clock gating control. 
When high, disable clock 
aclk_bus_biu_en 
2 RW /|0x0 aclk_bus_biu clock gating control. 
When high, disable clock 
pclk_bus_en 
1 RW |0x0 pclk_bus clock gating control. 
When high, disable clock 
aclk_bus_en 
RW |0x0 aclk_bus clock gating control. 
When high, disable clock 


CRU_GATE CON27 
Address: Operational Base + offset (0Ox036C) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
F Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


sclk_uarti_en 
15 RW {0x0 sclk_uart1 clock gating control. 
When high, disable clock 
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| Bit [Attr|ResetValue| —C(@Deescription 
clk_uart1_frac_en 
14 RW /|0x0 clk_uart1_frac clock gating control. 
When high, disable clock 
clk_uart1l_en 
13 RW {0x0 clk_uart1_src clock gating control. 
When high, disable clock 
pclk_uarti_en 
12 RW |0x0 pclk_uart1 clock gating control. 
When high, disable clock 
fii [RO [oxo [reserved 
clk_can2_en 
10 RW {0x0 clk_can2 clock gating control. 
When high, disable clock 
pclk_can2_en 
RW |0x0 pclk_can2 clock gating control. 
When high, disable clock 
clk_cani_en 
RW |/0x0O clk_cani1 clock gating control. 
When high, disable clock 
pclk_cani_en 
7 RW /|0x0 pclk_cani1 clock gating control. 
When high, disable clock 
clk_canO_en 
RW /|0x0 clk_canO clock gating control. 
When high, disable clock 
5 RW {0x0 pclk_canO clock gating control. 
When high, disable clock 
pclk_dft2apb_en 
4 RW |0x0 pclk_dft2apb clock gating control. 
When high, disable clock 
pclk_grf_vccio567_en 
3 RW {0x0 pclk_grf_vccio567 clock gating control. 
When high, disable clock 
pclk_grf_vccio34_en 
2 RW {0x0 pclk_grf_vccio34 clock gating control. 
When high, disable clock 
pclk_grf_vccio12_en 
1 RW {0x0 pclk_grf_vccio12 clock gating control. 
When high, disable clock 
pclk_grf_en 
RW {0x0 pclk_grf clock gating control. 
When high, disable clock 


CRU GATE CON28 
Address: Operational Base + offset (0x0370 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
op LO RWs Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


sclk_uart5_en 
15 RW {0x0 sclk_uart5 clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po Ciescription 
clk_uart5_frac_en 
14 RW /|0x0 clk_uart5_frac clock gating control. 
When high, disable clock 
clk_uart5_en 
13 RW {0x0 clk_uart5_src clock gating control. 
When high, disable clock 
pclk_uart5_en 
12 RW |0x0 pclk_uart5 clock gating control. 
When high, disable clock 
sclk_uart4_en 
11 RW |0x0 sclk_uart4 clock gating control. 
When high, disable clock 
clk_uart4_frac_en 
10 RW /|0x0 clk_uart4_frac clock gating control. 
When high, disable clock 
clk_uart4_en 
RW /0x0 clk_uart4_src clock gating control. 
When high, disable clock 
pclk_uart4_en 
RW |0x0 pclk_uart4 clock gating control. 
When high, disable clock 
sclk_uart3_en 
7 RW |0x0 sclk_uart3 clock gating control. 
When high, disable clock 
clk_uart3_frac_en 
RW |0x0 clk_uart3_frac clock gating control. 
When high, disable clock 
clk_uart3_en 
5 RW {0x0 clk_uart3_src clock gating control. 
When high, disable clock 
pclk_uart3_en 
4 RW |0x0 pclk_uart3 clock gating control. 
When high, disable clock 
sclk_uart2_en 
3 RW {0x0 sclk_uart2 clock gating control. 
When high, disable clock 
clk_uart2_frac_en 
2 RW |0x0 clk_uart2_frac clock gating control. 
When high, disable clock 
clk_uart2_en 
1 RW |0x0 clk_uart2_src clock gating control. 
When high, disable clock 
pclk_uart2_en 
RW /|0x0 pclk_uart2 clock gating control. 
When high, disable clock 


CRU GATE CON29 
Address: Operational Base + offset (0x0374) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16 bits, each bit is individual. 
31-16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr| Reset Value, 


sclk_uart9_en 
15 RW {0x0 sclk_uart9 clock gating control. 
When high, disable clock 


clk_uart9_frac_en 
14 RW /|0x0 clk_uart9_frac clock gating control. 
When high, disable clock 


clk_uart9_en 
13 RW {0x0 clk_uart9_src clock gating control. 
When high, disable clock 
pclk_uart9_en 
12 RW |0x0 pclk_uart9 clock gating control. 
When high, disable clock 
sclk_uart8_en 
11 RW |0x0 sclk_uart8 clock gating control. 
When high, disable clock 
clk_uart8_frac_en 
10 RW {0x0 clk_uart8_frac clock gating control. 
When high, disable clock 
clk_uart8_en 
RW |0x0 clk_uart8_src clock gating control. 
When high, disable clock 
pclk_uart8_en 
RW |0x0 pclk_uart8 clock gating control. 
When high, disable clock 
sclk_uart7_en 
7 RW |0x0 sclk_uart7 clock gating control. 
When high, disable clock 
clk_uart7_frac_en 
RW |0x0 clk_uart7_frac clock gating control. 
When high, disable clock 
clk_uart7_en 
5 RW {0x0 clk_uart7_src clock gating control. 
When high, disable clock 
pclk_uart7_en 
4 RW /|0x0 pclk_uart7 clock gating control. 
When high, disable clock 
sclk_uart6_en 
3 RW {0x0 sclk_uart6 clock gating control. 
When high, disable clock 
clk_uart6_frac_en 
2 RW |0x0 clk_uart6_frac clock gating control. 
When high, disable clock 
clk_uart6_en 
1 RW /|0x0 clk_uart6_src clock gating control. 
When high, disable clock 
pclk_uart6_en 
RW /|0x0 pclk_uart6 clock gating control. 
When high, disable clock 


CRU_ GATE CON30 
Address: Operational Base + offset (0x0378) 
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| Bit [Attr|ResetValue| —Ci@Deescription 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
BbahS RW OXD000 1'bO: Write access disable 
1'b1: Write access enable 
clk_spi2_en 
15 RW {0x0 clk_spi2 clock gating control. 
When high, disable clock 
pclk_spi2_en 
14 RW {0x0 pclk_spi2 clock gating control. 
When high, disable clock 
clk_spiil_en 
13 RW {0x0 clk_spi1 clock gating control. 
When high, disable clock 
pclk_spii_en 
12 RW |0x0 pclk_spii clock gating control. 
When high, disable clock 
clk_spi0_en 
11 RW /|0x0 clk_spiO clock gating control. 
When high, disable clock 
10 RW {0x0 pclk_spiO clock gating control. 
When high, disable clock 
clk_i2c5_en 
RW |0x0 clk_i2c5 clock gating control. 
When high, disable clock 
pclk_i2c5_en 
RW /0x0 pclk_i2c5 clock gating control. 
When high, disable clock 
clk_i2c4_en 
7 RW |0x0 clk_i2c4 clock gating control. 
When high, disable clock 
pclk_i2c4_en 
RW /|0x0 pclk_i2c4 clock gating control. 
When high, disable clock 
clk_i2c3_en 
5 RW {0x0 clk_i2c3 clock gating control. 
When high, disable clock 
pclk_i2c3_en 
4 RW /|0x0 pclk_i2c3 clock gating control. 
When high, disable clock 
clk_i2c2_en 
3 RW |0x0 clk_i2c2 clock gating control. 
When high, disable clock 
pclk_i2c2_en 
2 RW /0x0 pclk_i2c2 clock gating control. 
When high, disable clock 
clk_i2c1_en 
1 RW |0x0O clk_i2c1 clock gating control. 
When high, disable clock 
pclk_i2c1_en 
RW {0x0 pclk_i2c1 clock gating control. 
When high, disable clock 


CRU GATE CON31 
Address: Operational Base + offset (0x037C) 
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| Bit [Attr|ResetValue| C(@Deescription 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
Srl RW=Oxp0N0 1'bO: Write access disable 
1'b1: Write access enable 
clk_pwm2_capture_en 
15 RW {0x0 clk_pwm2_capture clock gating control. 
When high, disable clock 
clk_pwm2_en 
14 RW {0x0 clk_pwm2 clock gating control. 
When high, disable clock 
pclk_pwm2_en 
13 RW {0x0 pclk_pwm2 clock gating control. 
When high, disable clock 
clk_pwm1_capture_en 
12 RW |0x0 clk_pwm1_capture clock gating control. 
When high, disable clock 
clk_pwmi_en 
11 RW |0x0O clk_pwm1 clock gating control. 
When high, disable clock 
pclk_pwmi_en 
10 RW {0x0 pclk_pwmi clock gating control. 
When high, disable clock 
dbclk_gpio4_en 
RW |0x0 dbclk_gpio4 clock gating control. 
When high, disable clock 
pclk_gpio4_en 
RW {0x0 pclk_gpio4 clock gating control. 
When high, disable clock 
dbclk_gpio3_en 
7 RW /|0x0 dbclk_gpio3 clock gating control. 
When high, disable clock 
pclk_gpio3_en 
RW |0x0 pclk_gpio3 clock gating control. 
When high, disable clock 
dbclk_gpio2_en 
5 RW {0x0 dbclk_gpio2 clock gating control. 
When high, disable clock 
pclk_gpio2_en 
4 RW {0x0 pclk_gpio2 clock gating control. 
When high, disable clock 
dbclk_gpiol_en 
3 RW {0x0 dbclk_gpioi clock gating control. 
When high, disable clock 
pclk_gpio1_en 
2 RW {0x0 pclk_gpiol clock gating control. 
When high, disable clock 
clk_spi3_en 
1 RW |0x0O clk_spi3 clock gating control. 
When high, disable clock 
pclk_spi3_en 
RW /|0x0 pclk_spi3 clock gating control. 
When high, disable clock 


CRU_ GATE CON32 
Address: Operational Base + offset (0x0380) 
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| Bit [Attr|ResetValue| CiDeescription 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
eB EtO RW OXDON@ 1'bO: Write access disable 
1'b1: Write access enable 
pclk_mailbox_en 
15 RW {0x0 pclk_mailbox clock gating control. 
When high, disable clock 
pclk_intmux_en 
14 RW {0x0 pclk_intmux clock gating control. 
When high, disable clock 
aclk_mcu_en 
13 RW {0x0 aclk_mcu clock gating control. 
When high, disable clock 
clk_timer_en 
12 RW /|0x0 clk_timer clock gating control. 
When high, disable clock 
dbclk_gpio_en 
11 RW |0x0 dbclk_gpio clock gating control. 
When high, disable clock 
clk_i2c_en 
10 RW {0x0 clk_i2c clock gating control. 
When high, disable clock 
clk_timer5_en 
RW |0x0O clk_timer5 clock gating control. 
When high, disable clock 
clk_timer4_en 
RW {0x0 clk_timer4 clock gating control. 
When high, disable clock 
clk_timer3_en 
7 RW |0x0O clk_timer3 clock gating control. 
When high, disable clock 
clk_timer2_en 
RW {0x0 clk_timer2 clock gating control. 
When high, disable clock 
clk_timeri_en 
5 RW {0x0 clk_timer1 clock gating control. 
When high, disable clock 
clk_timerO_en 
4 RW /|0x0 clk_timerO clock gating control. 
When high, disable clock 
pclk_timer_en 
3 RW |0x0 pclk_timer clock gating control. 
When high, disable clock 
clk_pwm3_capture_en 
2 RW /0x0 clk_pwm3_capture clock gating control. 
When high, disable clock 
clk_pwm3_en 
1 RW |0x0O clk_pwm3 clock gating control. 
When high, disable clock 
pclk_pwm3_en 
RW {0x0 pclk_pwm3 clock gating control. 
When high, disable clock 


CRU_ GATE CON33 
Address: Operational Base + offset (0x0384) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
eB EtO RW OXDON@ 1'bO: Write access disable 
1'b1: Write access enable 
5 fw foo pclk_mipidsiphy1_en 
15 RW {0x0 pclk_mipidsiphy1 clock gating control. 
When high, disable clock 
a pclk_mipidsiphyO_en 
14 RW |0x0 pclk_mipidsiphyO clock gating control. 
When high, disable clock 


pclk_mipicsiphy_en 
RW {0x0 pclk_mipicsiphy clock gating control. 
When high, disable clock 


pclk_top_cru_en 
Db pclk_top_cru clock gating control. 

When high, disable clock 
(11:10/RO [0x0 reserved 

clk_otpc_arb_en 


RW /|0x0O clk_otpc_arb clock gating control. 
When high, disable clock 


pclk_pcie30phy_en 
RW {0x0 pclk_pcie30phy clock gating control. 
When high, disable clock 


pclk_top_biu_en 
RW {0x0 pclk_top_biu clock gating control. 
When high, disable clock 


hclk_top_biu_en 

RW |0x0 hclk_top_biu clock gating control. 
When high, disable clock 
aclk_top_low_biu_en 

RW {0x0 aclk_top_low_biu clock gating control. 
When high, disable clock 


aclk_top_high_biu_en 
RW |0x0 aclk_top_high_biu clock gating control. 
When high, disable clock 


pclk_top_en 
RW {0x0 pclk_top clock gating control. 
When high, disable clock 
hclk_top_en 
2 RW |0x0 hclk_top clock gating control. 
When high, disable clock 
aclk_top_low_en 
1 RW |0x0 aclk_top_low clock gating control. 
When high, disable clock 
aclk_top_high_en 
RW {0x0 aclk_top_high clock gating control. 
When high, disable clock 


CRU _ GATE CON34 
Address: Operational Base + offset (0x0388) 


| Bit |Attr| Reset Value, 


Pp ——“‘lséOScription 
write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr| Reset Value, 


clk_testout_en 
15 RW /|0x0 clk_testout clock gating control. 
When high, disable clock 


pclk_edpphy_grf_en 
14 RW /|0x0 pclk_edpphy_grf clock gating control. 
When high, disable clock 


pclk_otpphy_en 
13 RW {0x0 pclk_otpphy clock gating control. 
When high, disable clock 
clk_cpu_boost_en 
12 RW |0x0 clk_cpu_boost clock gating control. 
When high, disable clock 
pclk_cpu_boost_en 
11 RW {0x0 pclk_cpu_boost clock gating control. 
When high, disable clock 
clk_ddrphy_en 
10 RW {0x0 clk_ddrphy clock gating control. 
When high, disable clock 
pclk_ddrphy_en 
RW |0x0 pclk_ddrphy clock gating control. 
When high, disable clock 
pclk_usb2phy1_grf_en 
RW {0x0 pclk_usb2phy1_grf clock gating control. 
When high, disable clock 
pclk_usb2phy0_grf_en 
7 RW {0x0 pclk_usb2phy0_grf clock gating control. 
When high, disable clock 
pclk_pipephy2_en 
RW {0x0 pclk_pipephy2 clock gating control. 
When high, disable clock 
pclk_pipephy1_en 
5 RW {0x0 pclk_pipephy1 clock gating control. 
When high, disable clock 
pclk_pipephyO_en 
4 RW {0x0 pclk_pipephyO clock gating control. 
When high, disable clock 


pclk_asb2apb_chip_bottom_en 


RW |0x0 pclk_asb2apb_chip_bottom clock gating control. 


When high, disable clock 


3 
pclk_asb2apb_chip_left_en 

2 RW {0x0 pclk_asb2apb_chip_left clock gating control. 
When high, disable clock 


pclk_apb2asb_chip_bottom_en 
1 RW |0x0 pclk_apb2asb_chip_bottom clock gating control. 
When high, disable clock 


pclk_apb2asb_chip_left_en 
RW |0x0 pclk_apb2asb_chip_left clock gating control. 
When high, disable clock 


CRU _ GATE CON35 
Address: Operational Base + offset (0x038C) 
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| Bit [Attr/ResetValue| CéDeescription 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
Srl RW=Oxp0N0 1'bO: Write access disable 
1'b1: Write access enable 
clk_oscO_div_750k_en 
15 RW {0x0 clk_oscO_div_750k clock gating control. 
When high, disable clock 
clk_cpll_div_25m_en 
14 RW {0x0 clk_cpll_div_25m clock gating control. 
When high, disable clock 
clk_cpll_div_50m_en 
13 RW {0x0 clk_cpll_div_50m clock gating control. 
When high, disable clock 
clk_cpll_div_62p5_en 
12 RW |0x0 clk_cpll_div_62p5 clock gating control. 
When high, disable clock 
clk_cpll_div_100m_en 
11 RW |0x0O clk_cpll_div_100m clock gating control. 
When high, disable clock 
clk_cpll_div_125m_en 
10 RW /|0x0 clk_cpll_div_125m clock gating control. 
When high, disable clock 
clk_cpll_div_250m_en 
RW {0x0 clk_cpll_div_250m clock gating control. 
When high, disable clock 
clk_cpll_div_333m_en 
RW /|0x0 clk_cpll_div_333m clock gating control. 
When high, disable clock 
clk_cpll_div_500m_en 
7 RW /|0x0 clk_cpll_div_500m clock gating control. 
When high, disable clock 
clk_gpll_div_20m_en 
RW {0x0 clk_gpll_div_20m clock gating control. 
When high, disable clock 
clk_gpll_div_75m_en 
5 RW {0x0 clk_gpll_div_75m clock gating control. 
When high, disable clock 
clk_gpll_div_100m_en 
4 RW {0x0 clk_gpll_div_100m clock gating control. 
When high, disable clock 
clk_gpll_div_150m_en 
3 RW {0x0 clk_gpll_div_150m clock gating control. 
When high, disable clock 
clk_gpll_div_200m_en 
2 RW {0x0 clk_gpll_div_200m clock gating control. 
When high, disable clock 
clk_gpll_div_300m_en 
1 RW {0x0 clk_gpll_div_300m clock gating control. 
When high, disable clock 
clk_gpll_div_400m_en 
RW {0x0 clk_gpll_div_400m clock gating control. 
When high, disable clock 


CRU_SOFTRST CONOO 
Address: Operational Base + offset (0x0400) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable . aac 
hares ee each bit is individual. 

1'b1: Write access enable 
115:14{RO_ [0x0 sreserved 
[rw foo Mihen igh, reset relative loge 
srw joo Whe Rahs reset relative logic 
Iiheh nigh each ate iagi 
S _ [rw foro ivfemighy reset relative lngic 
ichinigty ead isival 
orm foro ivnen igh, reset relative lois 


CRU SOFTRST CONO1 
Address: Operational Base + offset (0x0404) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16 bits, each bit is individual. 
STTGIRW' /0x0000 1'bO: Write access disable 
1'b1: Write access enable 


}15:12/RO_|OxO_ [reserved 


resetn_core_pvtpll 
When high, reset relative logic 


1 
resetn_core_pvtm 
: 
presetn_core_pvtm 
presetn_core_grf 
When high, reset relative logic 
aresetn_adb400_core2gic 
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| Bit |Attr[ResetValue| C(eescription 
2 fate reset relative logic 
BcanieR cack relative logic 


Sinen igh reset relative ie 
o_|rw Joo men nigh vesoteatweogle 
CRU_SOFTRST_CONO2 


Address: Operational Base + offset (0x0408) 


| Bit |Attr| Reset Value, 


Po eseription 
write_enable . Waren 
HS ee each bit is individual. 
1'b1: Write access enable 
Whe ees relative logic 
eat ae relative logic 
fp _|rw foxo men hig east relative loc 
je [rw foo ivnen gh rset relative lngic 


7:6 [RO [Oxo ——ireserved = iC“ (C~—“‘“‘“(‘“(‘#‘“‘;‘'?!W'N’$’YN’Y.N’K$'’_ 

Sw foxo _MithenBign-esetrelatveloge 
law [ow men igh ess reatve age 
> |w foxo tenn resetrelatve loge 
o_|rw foo nen igh, eset reatveogle 


CRU_SOFTRST CONO3 
Address: Operational Base + offset (0x040C) 
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| Bit |Attr|ResetValue| —Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ot Le Rw (0x0000 1'bO: Write access disable 
1'b1: Write access enable 


}15:10/RO_|Ox0O_ [reserved 


aresetn_dma2ddr 
9 rw foo When high, reset relative logic 


is |RO_|Oxo_ si reserved 


resetn_ddrdfi_ctl 
“ When high, reset relative logic 


6 Jaw foo men igh east retatve age 


2:0 |RO |oxo_ reserved 


CRU SOFTRST CONO4 
Address: Operational Base + offset (0x0410) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
SLES RW Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
15 Ox 


a5 [RO [oxo reserved 
14 Wcities logic 


x 
dresetn_sdmmc_buffer 
oi 
When high, reset relative logic 
aresetn_spinlock 
When high, reset relative logic 


aresetn_gicadb_gic2core 
When high, reset relative logic 


0 = : 
aresetn_gicadb_core2gic 
Rw [oxo When high, reset relative logic 
0 = 


aresetn_gic600_debug 
When high, reset relative logic 


rw [os 
aresetn_gic600 
When high, reset relative logic 


hresetn_gic_audio_biu 

Rw oxo When high, reset relative logic 
aresetn_gic_audio_biu 

Rw oxo When high, reset relative logic 
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| Bit |Attr|ResetValue| Ci eescription 


hresetn_perimid_biu 
: When high, reset relative logic 


aresetn_perimid_biu 
jo aw joxo When high, reset relative logic 
CRU_SOFTRST_CONO5 


Address: Operational Base + offset (0x0414) 


| Bit |Attr| Reset Value, 


Po escription 
write_enable . Pan 
aa laa Neen ae each bit is individual. 
1'b1: Write access enable 
S_ [pw fox then hide reset relative lone 
few foro ivnen ghyreset relative logic 
Gncn ig eek relative logic 
6 [rw fox 
few foro ivnen gh, reset lative lic 
CRU_SOFTRST CONO6 


Address: Operational Base + offset (0x0418) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —C—‘“Cs—s—“‘“‘“‘sOC*d 


15:14/RO_|0x0_ [reserved 
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| Bit |Attr|ResetValue| Ci@eescription 
: 
p _|pw foxo inom Bigesesetvelatve loge 


hresetn_crypto_ns 

srw oxo When high, reset relative logic 
aresetn_crypto_ns 

7 |rwfoxo ae high, reset relative logic 


6:2 [RO [ox0O.——si[reserved ——“—sSsSSOSOSOSC“‘(S(S”C 
a 
CRU _SOFTRST CONO7 

Address: Operational Base + offset (0x041C) 


| Bit |Attr| Reset Value 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
SEO RN OxIORe 1'bO: Write access disable 
1'b1: Write access enable 
Daw ooo feesetemme 
tresetn_emmc 
9 |Rw oxo ‘res high, reset relative logic 
cresetn_emmc 
saw joo | When high, reset relative logic 
bresetn_emmc 
When high, reset relative logic 
hresetn_emmc 
6 |aw joo When high, reset relative logic 


ia ates 
o IRW lhe nena eerie. 


CRU SOFTRST CONOS8 
Address: Operational Base + offset (0x0420) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ot Le Rw (Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


i5:14/RO_|OxO reserved 


resetn_satal_rxoob 
When high, reset relative logic 


resetn_satal_pmalive 
When high, reset relative logic 
resetn_satal_pipe 


When high, reset relative logic 
aresetn_satal 
When high, reset relative logic 
oxo eset high, reset relative logic 


resetn_sata0_pipe 
When high, reset relative logic 


When high, reset relative logic 
presetn_pipe_grf 
When high, reset relative logic 


4:3 |RO [Oxo reserved 
presetn_pipe_biu 
7 When high, reset relative logic 


|i |RO_ [oxo reserved 


aresetn_pipe_biu 
RW exe: eles high, reset relative logic 


CRU SOFTRST CONO9 
Address: Operational Base + offset (0x0424) 
| Bit [Attr| Reset Value | 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 


te 
When high, reset relative logic 
When high, reset relative logic 


When high, reset relative logic 
resetn_xpcs 
When high, reset relative logic 


When high, reset relative logic 
pe [ie Swelnge 
When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 
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| Bit |Attr|ResetValue| —Ci@eescription 


resetn_sata2_pipe 
: When high, reset relative logic 


aresetn_sata2 
jo aw jowo | When high, reset relative logic 


CRU _SOFTRST CON10 
Address: Operational Base + offset (0x0428) 


| Bit |Attr| Reset Value, 


Po escription 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 

S16 RW Ox0008 1'bO: Write access disable 
1'b1: Write access enable 

15:11/RO |0x0O_ [reserved 
pwr_rst_pcie20_req 

When high, reset relative logic 
x0 sticky_rst_pcie20_req 
When high, reset relative logic 
0x0 nsticky_rst_pcie20_req 

When high, reset relative logic 
core_rst_pcie20_req 
When high, reset relative logic 


perst_pcie20_req 
When high, reset relative logic 


0x0 breset_pcie20_req 

When high, reset relative logic 
dbi_areset_pcie20_req 

When high, reset relative logic 
slv_areset_pcie20_req 

When high, reset relative logic 
mstr_areset_pcie20_req 

When high, reset relative logic 
resetn_pcie20_powerup_req 
When high, reset relative logic 
presetn_pcie20 

jo rw oxo When high, reset relative logic 


CRU SOFTRST CON11 
Address: Operational Base + offset (0x042C) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
SL aT RW” |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:11/RO_|Ox0O_ [reserved 


pwr_rst_pcie30x1_req 
When high, reset relative logic 


x0 
x0 
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| Bit |Attr/ResetValue| Ci eescription 


mstr_areset_pcie30x1_req 

When high, reset relative logic 
resetn_pcie30x1_powerup_req 

‘ When high, reset relative logic 
presetn_pcie30x1 

When high, reset relative logic 


CRU SOFTRST CON12 

Address: Operational Base + offset (0x0430) 

|Attr| Reset Value 

write_enable 

Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 

1'b1i: Write access enable 


ib:1i 
pwr_rst_pcie30x2_req 

10 aw exe ene high, reset relative logic 

sticky_rst_pcie30x2_req 

When high, reset relative logic 


nsticky_rst_pcie30x2_req 
When high, reset relative logic 


core_rst_pcie30x2_req 
When high, reset relative logic 


31:16;RW |0x0000 


perst_pcie30x2_req 
When high, reset relative logic 


When high, reset relative logic 
dbi_areset_pcie30x2_req 
slv_areset_pcie30x2_req 
mstr_areset_pcie30x2_req 
When high, reset relative logic 
resetn_pcie30x2_powerup_req 


When high, reset relative logic 
presetn_pcie30x2 
jo aw joxo When high, reset relative logic 


CRU SOFTRST CONi3 
Address: Operational Base + offset (0x0434) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16 bits, each bit is individual. 
31-16)/RW: | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


WW 


15:9 |RO_|Ox0O_ [reserved 


resetn_gmac0O_timestamp 
8 |aw joxo | When high, reset relative logic 
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| Bit |Attr|ResetValue| Ci@eescription 
6 _|aw foo men igh eset restive loge 


o_|rw Joo men igh ress restive ogle 


CRU SOFTRST CON14 
Address: Operational Base + offset (0x0438) 


| Bit [Attr|ResetValue| ss ———“i;i‘“;C™C*C~CiS scription — Cd 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 
1'bi: Write access enable 


pv foo erin 
When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 


hresetn_sdmmc2 
When high, reset relative logic 


When high, reset relative logic 
When high, reset relative logic 


When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 
Rw | hresetn_usb_biu 

When high, reset relative logic 


0 aresetn_usb_biu 
When high, reset relative logic 


hresetn_usb2host1 
When high, reset relative logic 


RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
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CRU SOFTRST CON15 
Address: Operational Base + offset (0x043C 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
Ss hia cence 1'bO: Write access disable 
1'b1: Write access enable 
presetn_csi2host1 
When high, reset relative logic 


114 |RO_|OxO_sfreserved 


E 
Sw foo Iitnen nigh rest reatveloge 
e_|pw [ow imam igh eset reatveogle 


6:3 |RO [oxo ss [reserved 
Jaw foo _imen'igh eset reatve age 


CRU _SOFTRST CON16 
Address: Operational Base + offset (0x0440) 


| Bit |Attr| Reset Value, 


Po eseription 
write_enable . es 

aa alpen erste each bit is individual. 
1'b1: Write access enable 


RO_|0xO.s reserved 
presetn_hdcp 

Rw oxo When high, reset relative logic 
hresetn_hdcp 

When high, reset relative logic 


aresetn_hdcp 
When high, reset relative logic 


x0 
x0 
x0 resetn_vop_pwm 
When high, reset relative logic 
x0 dresetn2_vop 
When high, reset relative logic 


0 
0 
0 


0 
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| Bit |Attr|ResetValue| Ci@eescription 
6 _|aw [ow nen nigh eset ate ogie 


o_|rw foo _men'igh, reset reatve age 
CRU_SOFTRST _CON17 


Address: Operational Base + offset (0x0444) 


| Bit |Attr| Reset Value 


write_enable . a an 
oe aes RE Reaees each bit is individual. 

1'b1: Write access enable 
eee 


eee er reserved C—“‘(‘“(CS;SC*C*C*C*C*™C™C*™;C;C~és«C' 
p> _|pw foo _imen igh resstretatve age 
ew foro Mitnennigh reset reatveloge 


7:4 [RO [Oxo si reserved —‘“‘“‘“C*S™S™CC*d 

p_|pw [ow imen igh esatetatveogle 
2 _|w foxo Rien rset relatve loge 
2 |pw foo ine igh eset rate age 
ow foro neni eet relative loge 


CRU SOFTRST CONi8 
Address: Operational Base + offset (0x0448 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
St TSI RWE |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr/ResetValue| Ci escription 
: 
pw foxo _Iithen igh, reset relative loge 
fe _|pw Joo imen igh eset rate age 
6 Jew foo _imen igh eset rate age 
Sw foo nen nigh reset reatve loge 
ffi poten resetreuvetoge 


a reserved C—‘“‘CSSOCOCOCOC*#CSC“‘(‘®SNSN’N’N’CC:COC 
pw po tae rege 
ow Joxo _Sitnen nigh fest relative loge 


CRU SOFTRST CONi19 
Address: Operational Base + offset (0x044C 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
SETS RW. |Ox0000 1'bO: Write access disable 

1'b1: Write access enable 


5 ew foo eset 


resetn_rkvenc_core 
saw Ge. ieee high, reset relative logic 


hresetn_rkvenc 

+ a When high, reset relative logic 
aresetn_rkvenc 

3 rw joxo a —— high, reset relative logic 


[2 [RO [oxo —“‘ifreserved = eC ( C~—“‘“‘“‘“(“(“(;:C#CS*S*C*C*C*C*C™C™C™C™C™C™C~*CS 
hresetn_venc_biu 
: When high, reset relative logic 
aresetn_venc_biu 
jo aw joxo When high, reset relative logic 


CRU SOFTRST CON20 
Address: Operational Base + offset (0x0450) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 

SEES RW: | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 

[15:7 [RO |0x000 
resetn_rkvdec_hevc_ca 

6 rw joxo When high, reset relative logic 
resetn_rkvdec_core 

When high, reset relative logic 


resetn_rkvdec_ca 
i When high, reset relative logic 


eno ied 
3 
2. RW [OR OSs cerca 
! 
CRC. ie eceniee. | 
CRU SOFTRST CON21 


Address: Operational Base + offset (0x0454 


| Bit_|Attr| Reset Value 


write_enable . aon 
Hates as olor enti each bit is individual. 
1'b1: Write access enable 
6 _|rw [oxo men highs reset relative loge 


3 |RO_|oxo si freserved 


presetn_bus_biu 
When high, reset relative logic 
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| Bit |Attr/ResetValue| Ci escription 
|d_|RO_|OxO_sreserved 


aresetn_bus_biu 
jo aw joxo When high, reset relative logic 


CRU SOFTRST CON22 
Address: Operational Base + offset (0x0458) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


reserved 


resetn_otpc_ns_usr 


14 


When high, reset relative logic 
resetn_otpc_ns_sbpi 

When high, reset relative logic 
presetn_otpc_ns 

When high, reset relative logic 


[RO_| 
RW 
RW resetn_i2c5 
When high, reset relative logic 
RW presetn_i2c5 
When high, reset relative logic 
RW resetn_i2c4 
When high, reset relative logic 
RW presetn_i2c4 
When high, reset relative logic 
When high, resetreatwvelogic 
RW 


15 
13 
12 
11 
10 


resetn_i2c3 

When high, reset relative logic 
presetn_i2c3 

When high, reset relative logic 


resetn_i2c2 
When high, reset relative logic 


7 0 

0 

5 0 re 

4 [RW foo ithen high resetrelatve logic 
When high, reset relative logic 

o_ [rw foxo hen Rit reset relative oie 


CRU SOFTRST CON23 
Address: Operational Base + offset (0x045C 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


i5:14/RO_|OxO reserved 


resetn_spi3 
When high, reset relative logic 
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| Bit |Attr/ResetValue| Ci eescription 
2 
[rw foro ivhen ah, reset relative logic 
fe frw [oxo men high eset relative logic 
eas reset relative logic 


OG Renee 
a a oye cere 


CRU_SOFTRST_CON24 


Address: Operational Base + offset (0x0460) 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 

1'bi: Write access enable 


15:12|/RO_|Ox0 


15:12 
sresetn_uart1 

When high, reset relative logic 

10 presetn_uart1 
When high, reset relative logic 

7 

5 

3 


resetn_timer4 


resetn_timer5 
When high, reset relative logic 


When high, reset relative logic 
resetn_timer3 


When high, reset relative logic 
When high, reset relative logic 


4 


resetn_timerO 
When high, reset relative logic 


presetn_timer 


10 few 
pew 
a few 
7 |rw oxo When high, reset relative logic 
fam 
5 fw 
4 few 
aw 


When high, reset relative logic 
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| Bit |Attr|ResetValue| —Ci@eescription 


resetn_tsadc 
When high, reset relative logic 


presetn_tsadc 

When high, reset relative logic 
presetn_saradc 

jo Rw joo When high, reset relative logic 


CRU SOFTRST CON25 
Address: Operational Base + offset (0x0464 


| Bit_|Attr| Reset Value 


write_enable a cus 
aoe ie sce eta eniat each bit is individual. 
1'b1: Write access enable 
13 Rw |ox0 eae et relative logic 
ne Wipes ign ees relative logic 
es RW [oxo RCA HGR relative logic 


presetn_uart7 
10 Rw |ox0 When high, reset relative logic 


sresetn_uart6 
When high, reset relative logic 
presetn_uart6 
When high, reset relative logic 
sresetn_uart5 


When high, reset relative logic 
presetn_uart5 
When high, reset relative logic 


0 sresetn_uart4 
When high, reset relative logic 
presetn_uart4 
When high, reset relative logic 
3 W sresetn_uart3 
When high, reset relative logic 
presetn_uart3 
When high, reset relative logic 
sresetn_uart2 
When high, reset relative logic 
presetn_uart2 
jo [aw foxo When high, reset relative logic 


CRU SOFTRST CON26 
Address: Operational Base + offset (0x0468 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr/ResetValue| Ci escription 
}15:13/RO_|OxO_ reserved 


presetn_mailbox 

ne When high, reset relative logic 
presetn_intmux 

When high, reset relative logic 


When high, reset relative logic 


9:8 [RO [oxo reserved 
presetn_dft2apb 

o When high, reset relative logic 
tresetn_wdt_ns 

6 |aw joo When high, reset relative logic 


presetn_wdt_ns 
When high, reset relative logic 
presetn_scr 


a i 
When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 
CN 
When high, reset relative logic 


CRU_SOFTRST_CON27 


Address: Operational Base + offset (0x046C) 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 

1'b1i: Write access enable 


When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 
oxo (ivmentnign, eset tative gic 
When high, reset relative logic 


When high, reset relative logic 
presetn_mipicsiphy 
When high, reset relative logic 


RO_|OxO_sfreserved 
resetn_ddrphy 

When high, reset relative logic 
presetn_ddrphy 

When high, reset relative logic 

0x0 presetn_top_cru 


When high, reset relative logic 


5:4 |RO |0xO_ reserved 


presetn_top_biu 
When high, reset relative logic 
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| Bit |Attr|ResetValue| Ci@eescription 


hresetn_top_biu 
: When high, reset relative logic 


aresetn_top_low_biu 

When high, reset relative logic 
aresetn_top_high_biu 

jo rw oxo When high, reset relative logic 


CRU SOFTRST CON28 
Address: Operational Base + offset (0x0470 


| Bit _|Attr| Reset Value 


write_enable . ae 
pl eee lias eat each bit is individual. 
1'b1: Write access enable 
BING nite Ree ab ea 
fe _|rw foo [fine high vote relative tai 
& |r foo nenthign rear relative log 
[rw foo nen nighereset relative loge 
[rw foo nen highyreset etve logic 


CRU _SOFTRST CON29 
Address: Operational Base + offset (0x0474 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr/ResetValue| Ci escription 
Ji5:14/RO_|OxO [reserved 


presetn_pipephy2_grf 
3 
presetn_pipephy1_agrf 
presetn_pipephyO_grf 
resetn_otpc_arb 
When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 
po Aeris Renae 
When high, reset relative logic 
resetn_usb2phy0_usb3otg1 
When high, reset relative logic 
pea ene 
When high, reset relative logic 
CRU _SSGTBLO 3 


Address: Operational Base + offset (0x0480) 


Reset Value 


| Bit_|Attr| Pt —i—“‘ééOScription 
ssgtbl0O_3 
Extern wave table 0-3 
7-0: tabled 
31:0 |RW |0x00000000 15-8: tablel 
23-16: table2 
31-24: table3 


CRU SSGTBL4 7 
Address: Operational Base + offset (0x0484) 


| Bit |Attr| Reset Value 


ssgtbl4_7 
Extern wave table 4-7 
7-0: table4 
31:0 |RW |0x00000000 15-8: tables 
23-16: table6 
31-24: table7 


CRU SSGTBL8 11 
Address: Operational Base + offset (0x0488) 
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| Bit |Attr|ResetValue| Ci@eescription 


ssgtbl8_11 
Extern wave table 8-11 
: 7-0: tables 
31:0 |RW |0x00000000 15-8: table9 
23-16: table10 
31-24: table11 


CRU SSGTBL12 15 
Address: Operational Base + offset (0x048C 


| Bit_|Attr| Reset Value 


ssgtbli2_15 
Extern wave table 12-15 
: 7-0: table12 
31:0 |RW |0x00000000 15-8: table13 
23-16: table14 
31-24: tablei5 


CRU _SSGTBL1i6 19 
Address: Operational Base + offset (0x0490) 


| Bit |Attr| Reset Value 


ssgtbl16_19 
Extern wave table 16-19 
: 7-0: table16 
31:0 |RW |0x00000000 15-8: table17 
23-16: table18 
31-24: table19 


CRU SSGTBL20 23 
Address: Operational Base + offset (0x0494 


| Bit_|Attr| Reset Value 


ssgtbl20_23 
Extern wave table 20-23 
; 7-0: table20 
31:0 |RW |0x00000000 15-8: table21 
23-16: table22 
31-24: table23 


CRU _ SSGTBL24 27 
Address: Operational Base + offset (0x0498) 


| Bit |Attr| Reset Value, 


fi escription sd 
ssgtbl24_ 27 
Extern wave table 24-27 
: 7-0: table24 
31:0 |RW |0x00000000 15-8: table25 
23-16: table26 
31-24: table27 


CRU SSGTBL28 31 
Address: Operational Base + offset (0x049C) 
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| Bit |Attr|ResetValue| Ci@eescription 


ssgtbl28_ 31 
Extern wave table 28-31 
: 7-0: table28 
31:0 |RW |0x00000000 15-8: table29 
23-16: table30 
31-24: table31 


CRU_SSGTBL32_ 35 
Address: Operational Base + offset (Ox04A0 


| Bit_|Attr| Reset Value 


ssgtbI32_35 
Extern wave table 32-35 
; 7-0: table32 
31:0 |RW |0x00000000 15-8: table33 
23-16: table34 
31-24: table35 


CRU_ SSGTBL36_ 39 
Address: Operational Base + offset (0x04A4) 


| Bit |Attr| Reset Value 


ssgtbl36_39 
Extern wave table 36-39 
: 7-0: table36 
31:0 |RW |0x00000000 15-8: table37 
23-16: table38 
31-24: table39 


CRU SSGTBL40 43 
Address: Operational Base + offset (Ox04A8 


| Bit_|Attr| Reset Value 


ssgtbl40_43 
Extern wave table 40-43 
; 7-0: table40 
31:0 |RW |0x00000000 15-8: table41 
23-16: table42 
31-24: table43 


CRU _SSGTBL44 47 
Address: Operational Base + offset (Ox04AC) 


| Bit |Attr| Reset Value, 


| eseription sd 
ssgtbl44_47 
Extern wave table 44-47 
7-0: table44 
31:0 |RW |0x00000000 |i. 9. tableas 
23-16: table46 
31-24: table47 


CRU SSGTBL48 51 
Address: Operational Base + offset (0x04B0) 
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| Bit |Attr|ResetValue| —Ci@eescription 


ssgtbl48_51 
Extern wave table 48-51 
: 7-0: table48 
31:0 |RW |0x00000000 15-8: table49 
23-16: table50 
31-24: table51 


CRU_SSGTBL52_ 55 
Address: Operational Base + offset (0x04B4 


| Bit_|Attr| Reset Value 


ssgtbI52_ 55 
Extern wave table 52-55 
; 7-0: table52 
31:0 |RW |0x00000000 15-8: table53 
23-16: table54 
31-24: table55 


CRU SSGTBL56_59 
Address: Operational Base + offset (0x04B8) 


| Bit |Attr| Reset Value 


ssgtbI56_59 
Extern wave table 56-59 
: 7-0: table56 
31:0 |RW |0x00000000 15-8: tableS7 
23-16: table58 
31-24: table59 


CRU SSGTBL60 63 
Address: Operational Base + offset (Ox04BC 


| Bit_|Attr| Reset Value 


ssgtbl60_63 
Extern wave table 60-63 
; 7-0: table60 
31:0 |RW |0x00000000 15-8: table61 
23-16: table62 
31-24: table63 


CRU _SSGTBL64_ 67 
Address: Operational Base + offset (0x04CO0) 


| Bit |Attr| Reset Value, 


Pt esecription sd 
ssgtbl64_67 
Extern wave table 64-67 
: 7-0: table64 
31:0 |RW |0x00000000 15-8: table65 
23-16: table66 
31-24: table67 


CRU SSGTBL68 71 
Address: Operational Base + offset (0x04C4) 
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| Bit |Attr|ResetValue| —Ci@eescription 


ssgtbl68_71 
Extern wave table 68-71 
: 7-0: table68 
31:0 |RW |0x00000000 15-8: table69 
23-16: table70 
31-24: table71 


CRU SSGTBL72 75 
Address: Operational Base + offset (0Ox04C8 


| Bit_|Attr| Reset Value 


ssgtbl72_75 
Extern wave table 72-75 
: 7-0: table72 
31:0 |RW |0x00000000 15-8: table73 
23-16: table74 
31-24: table75 


CRU _SSGTBL76_79 
Address: Operational Base + offset (0Ox04CC) 


| Bit |Attr| Reset Value 


ssgtbl76_79 
Extern wave table 76-79 
: 7-0: table76 
31:0 |RW |0x00000000 15-8: table77 
23-16: table78 
31-24: table79 


CRU SSGTBL80O 83 
Address: Operational Base + offset (0x04D0 


| Bit_|Attr| Reset Value 


ssgtbl80_83 
Extern wave table 76-79 
; 7-0: table80 
31:0 |RW |0x00000000 15-8: table81 
23-16: table82 
31-24: table83 


CRU_ SSGTBL84 87 
Address: Operational Base + offset (0x04D4) 


| Bit |Attr| Reset Value, 


fi escription sd 
ssgtbl84_87 
Extern wave table 84-87 
: 7-0: table84 
31:0 |RW |0x00000000 15-8: table85 
23-16: table86 
31-24: table87 


CRU SSGTBL88 91 
Address: Operational Base + offset (0x04D8) 
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| Bit |Attr|ResetValue| Ci@eescription 


ssgtbl88_91 
Extern wave table 88-91 
: 7-0: table88 
31:0 |RW |0x00000000 15-8: tableg9o 
23-16: table90 
31-24: table91 


CRU_SSGTBL92 95 
Address: Operational Base + offset (Ox04DC 


| Bit_|Attr| Reset Value 


ssgtbl92_95 
Extern wave table 92-95 
; 7-0: table92 
31:0 |RW |0x00000000 15-8: table93 
23-16: table94 
31-24: table95 


CRU_ SSGTBL96_ 99 
Address: Operational Base + offset (0x04E0) 


| Bit |Attr| Reset Value 


ssgtbl96_99 
Extern wave table 96-99 
: 7-0: table96 
31:0 |RW |0x00000000 15-8: table97 
23-16: table98 
31-24: table99 


CRU SSGTBLi00 103 
Address: Operational Base + offset (Ox04E4 


| Bit_|Attr| Reset Value 


ssgtbl100_103 
Extern wave table 100-103 
. 7-0: table100 
31:0 |RW |0x00000000 15-8: table101 
23-16: table102 
31-24: table103 


CRU _SSGTBL104 107 
Address: Operational Base + offset (Ox04E8) 


| Bit |Attr| Reset Value, 


Pi‘ éescription sd 
ssgtbl104_107 
Extern wave table 104-107 
¥ 7-0: table104 
31:0 |RW |0x00000000 15-8: table105 
23-16: table106 
31-24: table107 


CRU SSGTBL108 111 
Address: Operational Base + offset (Ox04EC) 
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| Bit |Attr|ResetValue| —Ci@eescription 


ssgtbl108_111 
Extern wave table 108-111 
: 7-0: table108 
31:0 |RW /|0x00000000 15-8: table109 
23-16: table110 
31-24: table111 


CRU SSGTBL1i1i2 115 
Address: Operational Base + offset (OxO04FO 


| Bit_|Attr| Reset Value 


ssgtbl112_115 
Extern wave table 112-115 
: 7-0: table112 
31:0 |RW |0x00000000 15-8: table113 
23-16: table114 
31-24: table115 


CRU _SSGTBL116 119 
Address: Operational Base + offset (Ox04F4) 


| Bit |Attr| Reset Value 


ssgtbl116_119 
Extern wave table 116-119 
: 7-0: table116 
31:0 |RW |0x00000000 15-8: table117 
23-16: table118 
31-24: table119 


CRU SSGTBLi20 123 
Address: Operational Base + offset (Ox04F8 


| Bit_|Attr| Reset Value 


ssgtbl120_123 
Extern wave table 120-123 
. 7-0: table120 
31:0 |RW |0x00000000 15-8: table121 
23-16: table122 
31-24: table123 


CRU _SSGTBL124 127 
Address: Operational Base + offset (Ox04FC) 


| Bit |Attr| Reset Value, 


| t—“‘C‘SSC‘#é scription —isCidz 
ssgtbl124_ 127 
Extern wave table 124-127 
: 7-0: table124 
31:0 |RW |0x00000000 15-8: table125 
23-16: table126 
31-24: table127 


CRU AUTOCS CORE CONO 
Address: Operational Base + offset (0x0500) 


| Bit |Attr| Reset Value 


pdcore_wait_th 
ot sol cos pdcore wait time threshold, measured by original clk_core 


pdcore_idle_th 
pated pdcore idle time threshold, measured by original clk_core 
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CRU AUTOCS CORE CONi 
Address: Operational Base + offset (0x0504 


| Bit |Attr|/Reset Value| Ci eescription 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
3116 /RW: 10x0000 1'bO: Write access disable 

1'b1: Write access enable 

clksel_cfg 

pdcore auto switch clock selection as clk_core 
15:14;RW |0x0 2'bO00: original clk_core 

2'b01: xin_oscO_func_div 

2'b10: clk_rtc_32k 


]13:11]RO_|OxO_ [reserved 


step 
. change core_div by step when clk_core automatically switched 
BORO RWS 0X0 to higher frequency. 
acs_div = (pre_div+1)<<step -1 
reserved 


7 |RO 0x0 [reserved 


biu_active_en 
RW |0x0 1'b1: enable pdcore biu active signals as pdcore active status 
1'bO: disable 


vfigirgq_en 

5 RW {0x0 1'b1: enable core vFIQ or vIRQ as pdcore active status 
1'bO: disable 
fiqirq_en 

4 RW {0x0 1'b1: enable core FIQ or IRQ as pdcore active status 
1'bO: disable 
wfil3_en 

3 RW |0x0O 1'b1: enable standby_wfi as pdcore active/inactive status 
1'bO: disable 
wfi_en 

2 RW |0x0 1'b1: enable standby_wfi as pdcore active/inactive status 
1'bO: disable 


Pfr pe pot 

1'b1: enable sclk_core automatically switched to lower frequency 

1 RW |0x0 ai 

when pdcore is inactive 

1'b0O: disable 
cpu_switch_en 

Rw loxo 1'b1: enable clk_core automatically switched to lower frequency 

when pdcore is inactive 
1'b0O: disable 


CRU AUTOCS GPU CONO 
Address: Operational Base + offset (0x0508 


| Bit_|Attr| Reset Value 


wait_th 
ot ee od moe wait time threshold, measured by original clk 


idle_th 
oxouee idle time threshold, measured by original clk 


CRU AUTOCS GPU CON1 
Address: Operational Base + offset (0x050C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
| Ben} RWS OR000 1'bO: Write access disable 

1'b1i: Write access enable 

clksel_cfg 

auto switch clock selection 
15:14;/RW |0x0 2'b00: original clk 

2'bO1: xin_oscO_func_div 

2'b10: clk_rtc_32k 


i: ann) 

po fib 
2 few po 1'b1: enable clk_gpu switch to lower frequency 

1'bO: disable 
switch_en 
1'b1: enable clk_gpu automatically switched to lower frequency 
when pdgpu is inactive 
1'bO: disable auto switch function 


CRU AUTOCS BUS CONO 
Address: Operational Base + offset (0x0510) 


| Bit |Attr| Reset Value 


wait_th 

ote sot wait time threshold, measured by original clk 
idle_th 

expe idle time threshold, measured by original clk 


CRU _AUTOCS BUS CON1 
Address: Operational Base + offset (0x0514) 


| Bit |Attr| Reset Value, 


| CC escription sd 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
ee EG RW: Gx0000 1'bO: Write access disable 
1'b1i: Write access enable 
clksel_cfg 
auto switch clock selection 
15:14;/RW |0x0 2'b00: original clk 
2'bO1: xin_oscO_func_div 
2'b10: clk_rtc_32k 
13:8 [RO |OxoO_——sireserved ——s—“‘“‘“(‘“‘(“(CS*S*SSCCSCSCSC‘isCS 


dmac_m_en 

1'b1: enable dmac axi master active signals as pdbus 
Z A |bxe active/inactive status 

1'bO: disable 


6 |RO_|0xo_ si reserved 


slave_en 

5 rw loxo 1'b1: enable biu slave active signals as pdbus active/inactive 
status 
1'bO: disable 


master_en 
4 Rw loxo 1'b1: enable biu master active signals as pdbus active/inactive 
status 
1'bO: disable 
pclk_en 
3 RW /|0x0 1'b1: enable pclk_bus switch to lower frequency 
1'bO: disable 
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| Bit |Attr/ResetValue| Ci ecription 
[oa mn | 


aclk_en 
2 few 0x0 1'b1: enable aclk_bus switch to lower frequency 


1'bO: disable 


switch_en 

1'b1: enable aclk_bus/pclk_bus automatically switched to lower 
RW |0x0O mae : 

frequency when pdbus is inactive 

1'bO: disable auto switch function 


CRU AUTOCS TOP CONO 
Address: Operational Base + offset (0x0518) 


| Bit |Attr| Reset Value 


wait_th 

we so al aoa wait time threshold, measured by original clk 
idle_th 

pxotee idle time threshold, measured by original clk 


CRU _AUTOCS TOP CON1 
Address: Operational Base + offset (0x051C 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 

1'bi: Write access enable 

clksel_cfg 

auto switch clock selection 
15:14;RW |0x0 2'bO0: original clk 
=a 2'bO1: xin_oscO_func_div 

2'b10: clk_rtc_32k 


13:8 |RO_ |0x00__—|reserved 


dmac_m_en 

rw loxo 1'b1: enable dmac axi master active signals as active/inactive 
status 
1'bO: disable 


hee reserved 


slave_en 
5 few 0x0 1'b1: enable biu slave active signals as active/inactive status 


1'bO: disable 


master_en 
RW /|0x0 1'b1: enable biu master active signals as active/inactive status 
1'bO: disable 


pclk_en 
RW |0x0 1'b1: enable pclk_top switch to lower frequency 
1'bO: disable 
hclk_en 
2 RW |0x0 1'b1: enable hclk_top_biu switch to lower frequency 
1'bO: disable 


aclk_en 

1'b1: enable aclk_top_high_biu/aclk_top_low_biu switch to lower 
1 pial eo frequency 

1'bO: disable 

switch_en 

1'b1: enable aclk_top/hclk_top/pclk_top automatically switched 

RW |0x0 ae ; 
to lower frequency when top is inactive 
1'bO: disable auto switch function 
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CRU AUTOCS RKVDEC CONO 
Address: Operational Base + offset (0x0520) 


Reset Value 


wait_th 

sass wait time threshold, measured by original clk 
idle_th 

Dose idle time threshold, measured by original clk 


CRU AUTOCS RKVDEC CONi 
Address: Operational Base + offset (0x0524) 


ResetValue| Ci escription 


write_enable 

0x0000 Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 
1'b1i: Write access enable 


aclksel_cfg 

auto switch clock selection 
0x0 2'b00: original clk 

2'b01: xin_oscO_func_div 

2'b10: clk_rtc_32k 

clk_hevc_sel_cfg 

auto switch clock selection 

2'b00: original clk 

2'b01: xin_oscO_func_div 

2'b10: clk_rtc_32k 

clk_core_sel_cfg 

auto switch clock selection 

2'b00: original clk 

2'b01: xin_oscO_func_div 

2'b10: clk_rtc_32k 

clk_ca_sel_cfg 


3 


1:16)RW 
15:0 |RW 


W 
= 
Ov 
Dv 
= 


auto switch clock selection 


2'b00: original clk 

2'bO1: xin_oscO_func_div 

2'b10: clk_rtc_32k 

rkvdec_clk_hevc_en 

1'b1: enable clk_rkvdec_hevc switch to lower frequency 
1'bO: disable 

rkvdec_clk_core_en 

1'b1: enable clk_rkvdec_core switch to lower frequency 
1'bO: disable 

rkvdec_clk_ca_en 

1'b1: enable clk_rkvdec_ca switch to lower frequency 
1'bO: disable 


rkvdec_aclk_en 
1 RW /|0x0 1'b1: enable aclk_rkvdec switch to lower frequency 
1'bO: disable 
switch_en 
1'b1: enable pdrkvdec clock automatically switched to lower 
RW /|0x0 oe 2 
frequency when pd_rkvdec is inactive 
1'bO: disable auto switch function 


CRU AUTOCS RKVENC CONO 
Address: Operational Base + offset (0x0528) 
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| Bit |Attr|ResetValue| Ci@eescription 


; wait_th 
31:16RW |ox0004 wait time threshold, measured by original clk 


: idle_th 
Oxo020 idle time threshold, measured by original clk 


CRU _AUTOCS RKVENC CON1 
Address: Operational Base + offset (0x052C) 


| Bit _|Attr| Reset Value, 


pC escription 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
31-16 /RW/0x0000 1'bO: Write access disable 
1'b1i: Write access enable 
clksel_cfg 
auto switch clock selection 
15:14;/RW |0x0 2'b00: original clk 
2'bO1: xin_oscO_func_div 
2'b10: clk_rtc_32k 


(ie ane | 

po fib 
2 few po 1'b1: enable aclk_rkvenc switch to lower frequency 

1'bO: disable 
switch_en 
1'b1: enable aclk_rkvenc automatically switched to lower 
frequency when pd_rkvenc is inactive 
1'bO: disable auto switch function 


CRU AUTOCS VPU CONO 
Address: Operational Base + offset (0x0530) 


| Bit |Attr| Reset Value, 


Po escription 
wait_th 
a tel wait time threshold, measured by original clk 
idle_th 
poten idle time threshold, measured by original clk 


CRU AUTOCS VPU CON1 
Address: Operational Base + offset (0x0534 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
Stato RW: Ox0000 1'bO: Write access disable 

1'b1i: Write access enable 

clksel_cfg 

auto switch clock selection 
15:14;/RW |0x0 2'b00: original clk 

2'bO1: xin_oscO_func_div 

2'b10: clk_rtc_32k 


a. ade 

po fbi 
2 few po 1'b1: enable aclk_vpu switch to lower frequency 

1'b0: disable 
switch_en 
1'b1: enable aclk_vpu automatically switched to lower frequency 
when pd_vpu is inactive 
1'bO: disable auto switch function 
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CRU AUTOCS PERI CONO 
Address: Operational Base + offset (0x0538 


| Bit |Attr|/ResetValue| Ci eescription 


wait_th 
ua al ee wait time threshold, measured by original clk 


idle_th 
Oxoe20 idle time threshold, measured by original clk 


CRU AUTOCS PERI CON1 
Address: Operational Base + offset (0x053C 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
2 Bek6)| RW: | Ox0000 1'bO: Write access disable 

1'b1i: Write access enable 

clksel_cfg 

auto switch clock selection 
15:14;/RW |0x0 2'b00: original clk 

2'bO1: xin_oscO_func_div 

2'b10: clk_rtc_32k 


ne Eanes | 


dcf_m_en 
2 few 0x0 1'b1: enable dcf master active signals as active/inactive status 
1'bO: disable 


sf_hclk_en 
RW |0x0 1'b1: enable hclk_secure_flash switch to lower frequency 
1'bO: disable 
sf_aclk_en 
10 RW {0x0 1'b1: enable aclk_secure_flash switch to lower frequency 
1'bO: disable 


sf_switch_en 
Rw loxo 1'b1: enable aclk_secure_flash/hclk_secure_flash automatically 
switched to lower frequency when pd_secure_flash is inactive 
1'bO: disable auto switch function 
ga_hclk_en 
RW /|0x0 1'b1: enable hclk_gic_audio switch to lower frequency 
1'bO: disable 
ga_aclk_en 
1'b1: enable aclk_gic_audio switch to lower frequency 
1'bO: disable 
ga_switch_en 
Rw lox0 1'b1: enable aclk_gic_audio/hclk_gic_audio automatically 
switched to lower frequency when pd_gic_audio is inactive 
1'bO: disable auto switch function 
php_hclk_en 
5 RW |0x0 1'b1: enable hclk_php switch to lower frequency 
1'bO: disable 
php_aclk_en 
1'b1: enable aclk_php switch to lower frequency 
1'bO: disable 


php_switch_en 

1'b1: enable aclk_php/hclk_php automatically switched to lower 
3 RW {0x0 nae ! 

frequency when pdphp is inactive 

1'bO: disable auto switch function 
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| Bit |Attr[ResetValue| ————Cti—“;Cs*C*C‘~Ci scription 
peri_hclk_en 
RW /0x0 1'b1: enable hclk_peri switch to lower frequency 
1'bO: disable 


peri_aclk_en 
RW |0x0 1'b1: enable aclk_peri switch to lower frequency 
1'bO: disable 
peri_switch_en 
Rw lox0 1'b1: enable aclk_peri/hclk_peri automatically switched to lower 
frequency when pdperi is inactive 
1'bO: disable auto switch function 


CRU _AUTOCS GPLL_CONO 
Address: Operational Base + offset (0x0540 


| Bit |Attr| Reset Value, 


Po eseription 
wait_th 
ca aia seas wait time threshold, measured by original clk 
idle_th 
Oxoue0 idle time threshold, measured by original clk 


CRU _AUTOCS GPLL CON1 
Address: Operational Base + offset (0x0544) 


| Bit |Attr| Reset Value 


write_enable 
4 Write enable for lower 16 bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:6 [RO [0x00O.—ifreserved 
vfigirg_en 
RW |0x0 1'b1: enable core vFIQ or vIRQ as pdcore active status 
1'bO: disable 


fiqirq_en 
RW |0x0 1'b1: enable core FIQ or IRQ as pdcore active status 
1'bO: disable 


wfil3_en 

RW |0x0 1'b1: enable standby_wfi as pdcore active/inactive status 
1'bO: disable 
wfi_en 

RW |0x0 1'b1: enable standby_wfi as pdcore active/inactive status 
1'bO: disable 


|i |RO_|OxO_sreserved 


switch_en 

1'b1: enable GPLL automatically switched to lower frequency 
RW /0x0 ae : 

when pdcore is inactive 

1'bO: disable 


CRU AUTOCS CPLL CONO 
Address: Operational Base + offset (0x0548) 


| Bit |Attr| Reset Value 


wait_th 
eke so wait time threshold, measured by original clk 


idle_th 
oxpeee idle time threshold, measured by original clk 


CRU AUTOCS CPLL CON1 
Address: Operational Base + offset (0x054C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ot Le RW (0x0000 1'bO: Write access disable 
1'b1: Write access enable 
[15:6 |RO |0x000 


vfigirgq_en 

RW {0x0 1'b1: enable core vFIQ or vIRQ as pdcore active status 
1'bO: disable 
fiqirq_en 

RW |0x0 1'b1: enable core FIQ or IRQ as pdcore active status 
1'bO: disable 


wfil3_en 

RW |0x0O 1'b1: enable standby_wfi as pdcore active/inactive status 
1'bO: disable 
po [toa 

2 few po 1'b1: enable standby_wfi as pdcore active/inactive status 
1'bO: disable 


|i |RO_|OxO_sreserved 


switch_en 

1'b1: enable CPLL automatically switched to lower frequency 
RW |0x0 Eas : 

when pdcore is inactive 

1'bO: disable 


CRU SDMMCO CONO 
Address: Operational Base + offset (0x0580) 


| Bit |Attr| Reset Value 


write_enable 
Write enable for lower 16 bits, each bit is individual. 

31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 

a ie ee 
drv_sel 

a1 fpw 

drv_ _delaynum 

eee 

: drv_degree 

init_state 

b fw be 


CRU SDMMCO CONi 
Address: Operational Base + offset (0x0584 


| Bit_|Attr| Reset Value 


write_enable 
31:16|RW lox0000 Write enable for lower 16 bits, each bit is individual. 


1'bO: Write access disable 
1'bi: Write access enable 


sample_sel 


eae a 
sample_delaynum 
sample_degree 
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CRU SDMMCi CONO 
Address: Operational Base + offset (0x0588 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


[oxo _—reserved 


drv_sel 
a 
drv_. delaynum 
drv_ _degree 
init_state 


CRU SDMMC1 CON1 
Address: Operational Base + offset (0Ox058C 


| Bit_|Attr| Reset Value 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
[0 aw oo pemes 
po_ fw 
sample _ sel 
Rw |lox00 sample_delaynum 
sample_delaynum 
sample_degree 
CRU SDMMC2 CONO 
Address: Operational Base + offset (0x0590 


| Bit_|Attr| Reset Value 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
atte) RW OxQ008 1'bO: Write access disable 
1'bi: Write access enable 
a pw oo eee 
drv_ sel 
Rw |0x00 drv_delaynum 
drv_delaynum 
drv_degree 
init_state 
pw po eee 
CRU SDMMC2 CON1 
Address: Operational Base + offset (0x0594) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ST 16/RW'./0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr/ResetValue| Ci escription = 
}U5:11/RO_|Ox0O_ [reserved 


sample_sel 


. sample_delaynum 
F sample_degree 

CRU EMMC CONO 

Address: Operational Base + offset (0x0598) 


| Bit |Attr| Reset Value 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
tt pw foo ees 
oxo sel 
po dee _delaynum 
. drv_degree 
init_state 
b fw pe 
CRU _EMMC CON1 
Address: Operational Base + offset (0Ox059C 


| Bit_|Attr| Reset Value 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
SE tO|RW 0x0000 1'bO: Write access disable 
il $< Write access enable 
ae reserved 
sample_sel 
so few 
9:2. |Irw loxoo sample_delaynum 
sample_delaynum 
F sample_degree 


2.5 SCRU Register Description 


2.5.1 Registers Summary 
Reset ee 
Size| Value Description 


SCRU_MPLL_CONO 0x0000 |W [0x00003096 |MPLL configuration register0O 
SCRU_MPLL_CON1 0x0004 |W  [0x00001042 |MPLL configuration register1 


SCRU_ MODE CONOO 0x0020 w_ |oxoo000000 Internal clock select and division 
register O 

SCRU CLKSEL CONOO |0x0100 w_ Joxo0000302 Internal clock select and division 

pease. aay ae = ae register O 

SCRU_CLKSEL CONO1  |0x0104 w_ |oxooo00005 ae oo select and division 
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Reset aio 


SCRU_CLKSEL CONO4 _|0x0110 w_ |oxoo000305 Internal clock select and division 
register 4 
SCRU_CLKSEL CONO5  |0x0114 w_ |oxoo000005 Internal clock select and division 
eo reas register 5 
SCRU_GATE CONOO 0x0180 w_ Joxo0000000 Internal clock gate and division 
register O 
W 


SCRU_GATE CONO2 —_|oxo1ss ‘ox00000000 [interna clock gate and division 
register 2 

SCRU_SOFTRST_CONOO 

SCRU_SOFTRST_CONO1 

SCRU_SOFTRST_CONO2 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 

2.5.2 Detail Registers Description 

SCRU_ MPLL CONO 

Address: Operational Base + offset (0x0000) 


| Bit |Attr| Reset Value Description 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
at DEIR ORGO0E 1'bO: Write access disable 
1'b1: Write access enable 
bypass 
PLL Bypass. FREF bypasses PLL to FOUTPOSTDIV 
Bex’ 1'bO: No bypass 
1'b1: Bypass 
; postdiv1 
a:12|rw fos | First Post Divide Value, (1-7) 


fbdiv 

Feedback Divide Value, valid divider settings are: 
11:0 |RW |0x096 [16, 2500] in integer mode 

[20, 500] in fractional mode 

Tips: No plus one operation 


SCRU MPLL CON1 
Address: Operational Base + offset (0x0004 


| Bit _|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


pllpdsel 
PLL global power down source selection 
15 RW {0x0 If pllpdsel == 1, PLL can be power down only by pllpd1, 
otherwise pll is power down when any one of refdiv/fbdiv/fracdiv 
is changed or pllpdO is asserted 
pllpdi 
PLL global power down request 
i RW |Gx0 1'bO: No power down 
1'b1: Power down 
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| Bit |Attr[ResetValue| ss ———C—i‘“‘;C™C‘~Ci scription 
pllpd0O 
PLL global power down request 
1'bO: No power down 
1'b1: Power down 
dsmpd 
PLL delta sigma modulator enable 
1'bO: Modulator is enable 
1'b1: Modulator is disabled 


foutvcopd 
Power down buffered VCO clock 
1'bO: No power down 


1'b1: Power down 

pll_lock 

PLL lock status 

1'bO: Unlock 

1'b1: Lock 

foutpostdivpd 

Power down all outputs except for buffered VCO clock 
1'bO: No power down 

1'b1: Power down 


Ox1 postdiv2 
Second Post Divide Value, 
refdiv 
Reference Clock Divide Value, (1-63) 
SCRU MODE CONOO 


Address: Operational Base + offset (0x0020) 


| Bit |Attr|ResetValue| Ci escription 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
S216) RW: /0x0000 1'bO: Write access disable 

1'b1i: Write access enable 

clk_spll_mode 

clk_spll_mux clock mux. 
a 1'bO: clk_mpll_mux 

1'b1: clk_gpll_mux 


14:2 [RO [0x0000 


clk_mpll_mode 

clk_mpll_mux clock mux. 
1:0 |RW |0x0 2'bO0: xin_oscO_func_mux 

2'b0O1: clk_mpll 

2'b10: clk_rtc_32k 


SCRU_ CLKSEL_ CONOO 
Address: Operational Base + offset (0x0100 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
SLES RW, |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


12. aw ows Rei See RaR 
hclk_secure_flash_s_div 
Bee 12:8 | Rw | pres [Biudecl see fash by (vcs) hclk_secure_flash_s by (div_con + 1 


Zed = ‘|RO /|Ox0: —___[resetved <= "=e 
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| Bit |Attr|ResetValue| —Ci@eescription 


; aclk_secure_flash_s_div 
Divide aclk_secure_flash_s by (div_con + 1) 


SCRU CLKSEL CONO1 
Address: Operational Base + offset (0x0104) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
ot Te RW. Ox0000 1'bO: Write access disable 

1'b1: Write access enable 


f.0 ew ows ee sem FOSS 
pclk_secure_flash_s_ div 
5: 4:0 | Rw | loxos PC pclk_secure_flash_s by (div_con + 1) 


SCRU_ CLKSEL CONO4 
Address: Operational Base + offset (0x0110) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
ob; LO) RW. (Ox0000 1'bO: Write access disable 

1'b1: Write access enable 


tz aw ows Reigress 


hclk_vo_s_ div 
eae 1238 RW pres [Buda by Gin cone ay) hclk_vo_s by (div_con + 1 


7:5. [RO [oxo —sifreserved 
. pclk_top_s_ div 
Divide pclk_top_s by (div_con+ 1 


SCRU_ CLKSEL CONO5 
Address: Operational Base + offset (0x0114 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
SL tO RW. Ox0000 1'bO: Write access disable 

1'b1: Write access enable 


0 ew ows ee oO 
pclk_ddr_div 
= 4:0 | RW joxos (Plc pclk_ddr by (div_con + 1 


SCRU_ GATE CONOO 
Address: Operational Base + offset (0x0180 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31 -16/RW"|0x0000 1'bO: Write access disable 

1'b1: Write access enable 


pclk_sgrf_en 
5 few 0x0 pclk_sgrf clock gating control. 
When aa disable clock 


14:8 [RO |oxoo. [reserved 


clk_trng_s_en 
7 RW {0x0 clk_trng_s clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po C—“‘CCC*éeScription 
hcelk_trng_s_en 
RW {0x0 hclk_trng_s clock gating control. 

When high, disable clock 
pclk_secure_flash_s_biu_en 

5 RW {0x0 pclk_secure_flash_s_biu clock gating control. 
When high, disable clock 
hclk_secure_flash_s_biu_en 

4 RW |0x0 hclk_secure_flash_s_biu clock gating control. 
When high, disable clock 

5 fw foo aclk_secure_flash_s_biu_en 

3 RW {0x0 aclk_secure_flash_s_biu clock gating control. 
When high, disable clock 
pclk_secure_flash_s_en 

2 RW /|0x0 pclk_secure_flash_s clock gating control. 
When high, disable clock 
hclk_secure_flash_s_en 

1 RW /|0x0 hclk_secure_flash_s clock gating control. 
When high, disable clock 

p frw foo aclk_secure_flash_s_en 

RW /0x0 aclk_secure_flash_s clock gating control. 

When high, disable clock 


SCRU GATE CONO1 
Address: Operational Base + offset (0x0184) 


| Bit [Attr|ResetValue| CC‘ scription = 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
SETS RW |Ox0008 1'bO: Write access disable 
1'b1: Write access enable 
pclk_dcf_en 
pclk_dcf clock gating control. 
When high, disable clock 
aclk_dcf_en 
When high, disable clock 
hclk_ahbrom_en 
13 RW {0x0 hclk_ahbrom clock gating control. 
When high, disable clock 


aclk_intmem_en 
12 RW |0x0 aclk_intmem clock gating control. 
When high, disable clock 
clk_trng_en 
11 RW /|0x0 clk_trng clock gating control. 
When high, disable clock 
pclk_trng_en 
10 RW {0x0 pclk_trng clock gating control. 
When high, disable clock 
clk_jdb_en 
RW |0x0 clk_jdb clock gating control. 
When high, disable clock 
pclk_jdb_en 
RW {0x0 pclk_jdb clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po Ciescription 
clk_otpc_s_usr_en 

7 RW /|0x0 clk_otpc_s_usr clock gating control. 
When high, disable clock 
clk_otpc_s_sbpi_en 

RW /|0x0 clk_otpc_s_sbpi clock gating control. 

When high, disable clock 

5 RW {0x0 pclk_otpc_s clock gating control. 
When high, disable clock 
clk_stimeri1_en 

4 RW {0x0 clk_stimer1 clock gating control. 
When high, disable clock 


clk_stimerO_en 
3 RW {0x0 clk_stimerO clock gating control. 
When high, disable clock 
pclk_stimer_en 
2 RW |0x0 pclk_stimer clock gating control. 
When high, disable clock 
tclk_wdt_s_en 
1 RW |0x0 tclk_wdt_s clock gating control. 
When high, disable clock 
pclk_wdt_s_en 
RW /0x0 pclk_wdt_s clock gating control. 
When high, disable clock 


SCRU_GATE CONO2 
Address: Operational Base + offset (0x0188 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


145 [RO _|0xO reserved 
pclk_ddrdfi_ctl_en 
RW {0x0 pclk_ddrdfi_ctl clock gating control. 
When high, disable clock 


14 
pclk_dma2ddr_en 

13 RW {0x0 pclk_dma2ddr clock gating control. 
When high, disable clock 


pclk_ddrmon_en 
12 RW |0x0 pclk_ddrmon clock gating control. 
When high, disable clock 
pclk_ddrgrf_en 
11 RW |0x0 pclk_ddrgrf clock gating control. 
When high, disable clock 
pclk_ddr_upctl_en 
10 RW {0x0 pclk_ddr_upctl clock gating control. 
When high, disable clock 
pclk_msch_en 
RW /|0x0 pclk_msch clock gating control. 
When high, disable clock 
pclk_ddr_en 
RW |0x0 pclk_ddr clock gating control. 
When high, disable clock 
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| Bit |Attr| Reset Value, 


Po escription 
pclk_hwffc_ctrl_en 
RW {0x0 pclk_hwffc_ctrl clock gating control. 
When high, disable clock 
hclk_hdcp_key_en 
2 hclk_hdcp_key clock gating control. 
When high, disable clock 


hclk_vo_s_biu_en 
RW |0x0 hclk_vo_s_biu clock gating control. 
When high, disable clock 


hclk_vo_s_en 
4 RW |0x0 hclk_vo_s clock gating control. 
When high, disable clock 


pclk_top_scru_en 
RW /0x0 pclk_top_scru clock gating control. 
When high, disable clock 


pclk_top_s_biu_en 
RW |0x0 pclk_top_s_biu clock gating control. 
When high, disable clock 


pclk_top_s_en 
1 RW |0x0 pclk_top_s clock gating control. 
When high, disable clock 
pclk_key_reader_en 
RW {0x0 pclk_key_reader clock gating control. 
When high, disable clock 


SCRU_SOFTRST CONOO 
Address: Operational Base + offset (0x0200 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable . a 
cent ee ee each bit is individual. 

1'b1: Write access enable 
13 [rw Joo inom Rah, reset relative lnic 
Pa fo fp _ lien igh reseteuvetoge 


(11:3 [RO |oxo00_ reserved 

a 
pfowbe Vining 
SCRU_ SOFTRST CONO1 

Address: Operational Base + offset (0x0204) 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr|ResetValue| —Ci@eescription 
: 
pw foxo _Mitnennighresetrelatve loge 
fe _|pw foo _imen igh eset eatve loge 
6 |ew foo _imen igh reset ative loge 
o_|rw Joo ine igh reset rate ogle 


SCRU_ SOFTRST CONO2 
Address: Operational Base + offset (0x0208) 


| Bit |Attr| Reset Value 


write_enable 
‘ Write enable for lower 16 bits, each bit is individual. 
ete TO RW. | OxG008 1'bO: Write access disable 
1'b1i: Write access enable 
i —— a 
resetn_trng_s 
When high, reset relative logic 
0x0 hresetn_trng_s 
When high, reset relative logic 
hresetn_hdcp_key 
When high, reset relative logic 


RO [0x0 ~—sireserved — —“—sS~*~—~—CsCSSCSC‘C 
presetn_hwffc_ctrl 

When high, reset relative logic 
presetn_ddrdfi_ctl 

When high, reset relative logic 


hresetn_vo_s_biu 
pipe. When ss reset relative logic 
= 
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| Bit |Attr[ResetValue| —— ——C(i‘“‘;Ci scription 
presetn_dma2ddr 

: When high, reset relative logic 
presetn_ddrmon 

When high, reset relative logic 


presetn_ddrorf 

When high, reset relative logic 
presetn_ddr_upctl 

When high, reset relative logic 
presetn_msch 

jo rw oxo When high, reset relative logic 


2.6 PMUCRU Register Description 


2.6.1 Registers Summary 


[ore [ome] tee [omen 
Value 

[PMUCRU_PPLL_CON1 | 
[PMUCRU_PPLL_CON2 | 
[PMUCRU_PPLL_CON4 | 
[PMUCRU_HPLL_CONO | 
[PMUCRU_HPLL_CON3 __| 


PMUCRU MODE CONOO |0x0080 w_ |oxo0000000 lee ia SeleclaniG Avision 
PMUCRU PMUCLKSEL CO 0x0100 0x00000080 he oo select and division 
PMUCRU PMUCLKSEL CO 0x0104 0x00000000 oe aes select and division 
PMUCRU PMUCLKSEL CO 0x0108 0x00008001 Internal clock select and division 
NUZ register 2 

PMUCRU PMUCLKSEL CO 0x010C 


N 
N 
N 
: 
N 
N 


0 

0x00000800 Internal clock select and division 
register 4 
Internal clock select and division 


ee PMUCLKSEL CO 0x011C 
ae PMUCLKSEL CO 0x0120 
co PMUCLKSEL CO 0x0124 
PMUCRU_ PMUGATE CONO 

PMUCRU PMUGATE CONO Internal clock gate and division 


PMUCRU_PMUGATE CONO|,. 0106 w_ |oxo0000000 none cee gate and division 
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Internal clock select and division 
0x0000058F Internal clock select and division 

register 8 

Internal clock select and division 


Internal clock gate and division 


00 

Oi 

o 

03 

04 
need geek select and division 
NOZ 

08 

09 
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Reset oe 
name | otek [sce] Este | Dessiton 


onuge 0x0200 w_ |oxo0000000 Internal clock reset register 0 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


2.6.2 Detail Registers Description 
PMUCRU_ PPLL _CONO 
Address: Operational Base + offset (0x0000) 


| Bit |Attr| Reset Value, 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 

ote Ws | Ox0008 1'bO: Write access disable 

1'b1: Write access enable 

bypass 

PLL Bypass. FREF bypasses PLL to FOUTPOSTDIV 
2 RW 0X8 1'bO: No bypass 

1'b1: Bypass 


. postdiv1 
fbdiv 
Feedback Divide Value, valid divider settings are: 
11:0 |RW |0x064 [16, 2500] in integer mode 
[20, 500] in fractional mode 
Tips: No plus one operation 


PMUCRU PPLL CON1 
Address: Operational Base + offset (0x0004 


| Bit _|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


PLL global power down source selection 

If pllpdsel == 1, PLL can be power down only by pllpd1, 
otherwise pll is power down when any one of refdiv/fbdiv/fracdiv 
is changed or pllpdO is asserted 


= 


PLL global power down request 
1'bO: No power down 
1'b1: Power down 


= 


PLL global power down request 
1'bO: No power down 
1'b1: Power down 


PLL delta sigma modulator enable 
1'b0O: Modulator is enable 
1'b1: Modulator is disabled 


reserved 


PLL lock status 
1'bO: Unlock 
'b1: Lock 


joxo_—__—freserved 


= 


BS) eS) eS) eS) 
= 


RW 


ie 
a2: 
ge 
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| Bit |Attr|ResetValue| Ci@eescription 


postdiv2 
Second Post Divide Value, (1-7 


; refdiv 
Reference Clock Divide Value, (1-63) 


PMUCRU_ PPLL_CON2 

Address: Operational Base + offset (0x0008) 

| Bit [Attr|ResetValue|  —————i‘CiD@Scritiom 
31:28|RO [Oxo si reserved 


fout4phasepd 
27 rw loxo Bowe! down 4-phase clocks and 2X, 3X, 4X clocks 
1'bO: No power down 
1'b1: Power down 
foutvcopd 
Power down buffered VCO clock 
a Re eae 1'bO: No power down 
1'b1: Power down 
foutpostdivpd 
Power down all outputs except for buffered VCO clock 
= RYE Exe 1'bO: No power down 
1'b1: Power down 
dacpd 
24 rw loxo pons. down quantization noise cancellation DAC 
1'bO: No power down 
1'b1: Power down 
fracdiv 
23:0 |RW |0x000000 Fractional part of feedback divide 
(fraction = FRAC/2%24) 


PMUCRU PPLL CONS3 
Address: Operational Base + offset (Ox000C) 


| Bit |Attr| Reset Value 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
31-16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 
x0 


15:13[RO_|OxO_ si [reserved 
ssmod_spread 

12:8 0x00 spread amplitude 
% = 0.1 * SPREAD[4: 0] 


ssmod_divval 
Divider required to set the modulation frequency 


ssmod_downspread 
Selects center spread or downs pread 
1'bO: Down spread 

1'b1: Center spread 
ssmod_reset 

Reset modulator state 
1'bO: No reset 

1'b1: Reset 
ssmod_disable_sscg 
Bypass SSMOD by module 
1'bO: No bypass 

1'b1: Bypass 
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| Bit |Attr|ResetValue| Ci@eescription 


ssmod_bp 

Bypass SSMOD by integration 
RW 0x2 1'bO: No bypass 

1'b1: Bypass 


PMUCRU_ PPLL_CON4 
Address: Operational Base + offset (0x0010) 


| Bit |Attr| Reset Value, 


pC escription sd 
write_enable 
Write enable for lower 16 bits, each bit is individual. 

SE 1O/RW, /0x0000 1'bO: Write access disable 
1'b1i: Write access enable 
ssmod_ext_maxaddr 

15: 58 rw Ox7f External wave table data inputs 

(0-255) 


7:1 |RO_|0x00__—[reserved 


ssmod_sel_ext_wave 
select external wave 

RW | Ox 1'bO: No select ext_wave 
1'b1i: Select ext_wave 


PMUCRU_ HPLL_CONO 
Address: Operational Base + offset (0x0040) 


| Bit |Attr| Reset Value, 


Po escription 
write_enable 
: Write enable for lower 16 bits, each bit is individual. 
eb: 16) RW: 1 Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
bypass 
PLL Bypass. FREF bypasses PLL to FOUTPOSTDIV 
+ ica hee 1'bO: No bypass 
1'b1: Bypass 
: postdiv1 
14:12|rw fox2 | First Post Divide Value, (1-7 


fbdiv 

Feedback Divide Value, valid divider settings are: 
11:0 |RW |0x063 [16, 2500] in integer mode 

[20, 500] in fractional mode 

Tips: No plus one operation 


PMUCRU HPLL CON1 
Address: Operational Base + offset (0x0044 


| Bit _|Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
SLES IR: |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


pllpdsel 
PLL global power down source selection 

15 RW {0x0 If pllpdsel == 1, PLL can be power down only by pllpd1, 
otherwise pll is power down when any one of refdiv/fbdiv/fracdiv 
is changed or pllpdO is asserted 
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| Bit |Attr|ResetValue| —Ci@eescription 


pllpdi 

PLL global power down request 
aS RW OKe 1'bO: No power down 

1'b1: Power down 

pllpdoO 

PLL global power down request 
ts oe 1'bO: No power down 

1'b1: Power down 

dsmpd 

PLL delta sigma modulator enable 
= BYE eee 1'bO: Modulator is enable, 

1'b1: Modulator is disabled 

reserved 


11 |RO_|0x0____—freserved 


pll_lock 

PLL lock status 
RYE |OXO 1'bO: Unlock 

1'bi: Lock 


hdc Siti: 


postdiv2 
ee fru 0x2 a Post Divide Value 
an 
5:0 RW {0x01 Reference Clock Divide Value 
(1-63) 


PMUCRU HPLL CON2 
Address: Operational Base + offset (0x0048 


| Bit |Attr/ResetValue| Ci eescription 
31:28/RO_ [Oxo 


fout4phasepd 
Power down 4-phase clocks and 2X, 3X, 4X clocks 
BW ORD 1'bO: No power down 
1'bi: Power down 
foutvcopd 
Power down buffered VCO clock 
2 BE ORE 1'bO: No power down 
1'bi: Power down 


foutpostdivpd 

Power down all outputs except for buffered VCO clock 
as RYE Ox? 1'bO: No power down 

1'b1: Power down 

dacpd 

Power down quantization noise cancellation DAC 
on RYOKO 1'bO: No power down 

1'b1: Power down 

fracdiv 
23:0 |RW |0x000000 Fractional part of feedback divide 

(fraction = FRAC/2%24) 


PMUCRU HPLL CON3 
Address: Operational Base + offset (0x004C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
30 Te RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


}15:13/RO_|OxO_ reserved 


ssmod_spread 
12:8 |RW |0x00 spread amplitude 
% = 0.1 * SPREAD[4: 0] 
pa fw poe eesaemenieiniena 
Divider required to set the modulation frequency 


ssmod_downspread 

Selects center spread or downs pread 
1'bO: Down spread 

1'b1: Center spread 


ssmod_reset 

RW Reset modulator state 
1'bO: No reset 
1'b1: Reset 


ssmod_disable_sscg 
RW Bypass SSMOD by module 
1'bO: No bypass 


1'b1: Bypass 

ssmod_bp 

Bypass SSMOD by integration 
1'bO: No bypass 


RW 


RW 


PMUCRU HPLL CON4 
Address: Operational Base + offset (0x0050) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31 -T6/RW> |0x0000 1'bO: Write access disable 

1'b1: Write access enable 

ssmod_ext_maxaddr 
ae 15:8 | Rw | ee | ee wave table data ae (0-255) 


2 RO: 0X00: > S| heseweds 


ssmod_sel_ext_wave 
select external wave 

RYE 1OX0 1'bO: No select ext_wave 
1'bi: Select ext_wave 


PMUCRU MODE CONOO 
Address: Operational Base + offset (0Ox0080 


| Bit_|Attr| Reset Value 


write_enable 
; Write enable for lower 16 bits, each bit is individual. 
31-16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


[15:4 |RO [0x000 reserved 


clk_hpll_mode 

clk_hpll_mux clock mux. 
3:2 |RW |Ox0 2'bO0: xin_oscO_func 

2'bO1: clk_hpll 

2'b10: clk_rtc_32k 
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| Bit |Attr|ResetValue| ss Ci@eescription 


clk_ppll_mode 

clk_ppll_mux clock mux. 
1:0 |RW |0x0 2'bO0: xin_oscO_func 

2'bO1: clk_ppll 

2'b10: clk_rtc_32k 


PMUCRU_ PMUCLKSEL CONOO 
Address: Operational Base + offset (0x0100) 


| Bit |Attr| Reset Value, 


PC escription 
write_enable 
; Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved ——‘“—s—sSSSSC“‘SCd 


15:8 |RO |0x00___—[reserved 


clk_rtc_32k_sel 
clk_rtc_32k clock mux. 

RW |0x2 2'bO0: clk_32k_from_pvtm 
2'bO1: clk_32k_from_io 
2'b10: clk_oscO_div32k 


soe owoo ese 


ee ecg 
Be 4:0 | Rw | 0x00 Divide xin_oscO_div by (div_con + 1 


PMUCRU PMUCLKSEL CONO1 
Address: Operational Base + offset (0x0104 


| Bit_|Attr| Reset Value 


clk_oscO_div32k_div 
: clk_oscO_div32k fraction division register. 
SE Os | RW |OxOB000000 High 16-bit for numerator 
Low 16-bit for denominator 


PMUCRU PMUCLKSEL CONO2 
Address: Operational Base + offset (0x0108) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 

pike RW Te xQeue 1'bO: Write access disable 
1'b1: Write access enable 
clk_pdpmu_mux_sel 
clk_pdpmu_mux clock mux. 

BN OAs 1'bO: clk_ppll_mux 

1'b1: clk_gpll_mux 


fo aw owon Peper 


Ce Shoe 
A: 4:0 | Rw | oxot Divide pclk_pd 


PMUCRU PMUCLKSEL CONO3 
Address: Operational Base + offset (0x010C) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16/RW' |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved ——Csi—‘“CSs—“‘“‘“‘sSSC*z 


[15:7 [RO [0x000 reserved 
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| Bit |Attr|ResetValue| SS Ci@eescription 


clk_i2cO_div 
6:0 rw foxor Divide clk_i2cO by (div_con + 1) 


PMUCRU PMUCLKSEL CONO4 
Address: Operational Base + offset (0x0110) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
pL Le RW. Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


}15:12/RO_|OxO_ [reserved 


sclk_uart0O_sel 
sclk_uartO clock mux. 

11:10;/RW |0Ox2 2'bOO: sclk_uartO_div 
2'bO1: sclk_uartO_fracdiv 
2'b10: xin_oscO_func 
sclk_uartO_div_sel 
sclk_uartO_div clock mux. 
2'bOO: clk_ppll_mux 

RW 0x0 2'b01: usbphy_clk480m_mux 

2'b10: clk_cpll_mux 
2'b1i1: clk_gpll_mux 


0 ew [oso ett 
Ce ee 
6:0 [rw | oxoo Divide sclk_uartO_div by (div_con + 1) 


PMUCRU PMUCLKSEL_CONOS 
Address: Operational Base + offset (0x0114) 


| Bit |Attr| Reset Value, 


Po eseription 
sclk_uartO_fracdiv_div 
: sclk_uartO_fracdiv fraction division register. 
BOs RW: Cx00000000 High 16-bit for numerator 
Low 16-bit for denominator 


PMUCRU PMUCLKSEL CONO6 
Address: Operational Base + offset (0x0118 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31 T6/RW: |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
dbclk_gpioO_sel 
dbclk_gpioO clock mux. 
15 RW 0x0 1'bO: xin_oscO_func 
1'bi: clk_rtc_32k 


14:8 |RO |0xoo_ reserved 


clk_pwm0_sel 

clk_pwm0O clock mux. 
f BMY 0x8 1'bO: xin_oscO_func 

1'b1i: clk_pdpmu_mux 


clk_pwm0_div 


PMUCRU_ PMUCLKSEL_CONO7 
Address: Operational Base + offset (0x011C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
ot Le RW (0x0000 1'bO: Write access disable 

1'b1: Write access enable 


a Sa 
clk_ref24m_div 
5:0 aw | locos GH clk_ref24m by (div_con + 1) 


PMUCRU PMUCLKSEL CONO8 

Address: Operational Base + offset (0x0120) 

| Bit [Attr|ResetValue| ss ——“‘“;CSC~éiS scription =— Cd 
write_enable 

Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 

1'b1i: Write access enable 

clk_wifi_sel 

clk_wifi clock mux. 

1'bO: clk_wifi_oscO 

1'b1i: clk_wifi_div 


reserved 


GOS lace 
13:8 Rw | oxo Divide clk_wifi_div by (div_con + 1 


clk_hdmiphy_ref_sel 
clk_hdmiphy_ref clock mux. 
1'bO: clk_hpll 

1'b1: clk_hpll_phO 
clk_mipidsiphy1_ref_sel 
clk_mipidsiphy1_ref clock mux. 
1'bO: clk_ref24m 

1'b1: xin_oscO_mipidsiphy1_q 
clk_mipidsiphyO_ref_sel 
clk_mipidsiphyO_ref clock mux. 
1'bO: clk_ref24m 

1'b1: xin_oscO_mipidsiphyO_g 
clk_usbphy1_ref_sel 
clk_usbphy1_ref clock mux. 
1'bO: clk_ref24m 

1'b1: xin_oscO_usbphy1_g 
clk_usbphyO_ref_sel 
clk_usbphyO_ref clock mux. 
1'bO: clk_ref24m 

1'b1: xin_oscO_usbphy0O_g 


31:16};RW |0x0000 


ye) 
= 


re) 
= 
(o) 
x< 

a 


IS 
7S) v9) 
= = 
je) je) 
x< x< 
= = 


PMUCRU PMUCLKSEL CONO9 

Address: = REGEEVEIIG Base + offset (0x0124) 

| Bit [Attr| Reset Value | 
write_enable 

Write enable for lower 16 bits, each bit is individual. 

1'bO: Write access disable 

1'b1i: Write access enable 


reserved 


31:16;RW |0x0000 
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| Bit |Attr|ResetValue| Ci@eescription 


clk_pciephy2_ref_sel 

clk_pciephy2_ref clock mux. 
- Ree 1'bO: clk_pciephy2_oscO 

1'b1: clk_pciephy2_div 


. clk _Ppciephy2_div_div 


clk ~ pciephy1_ ref_ sel 

clk_pciephy1_ref clock mux. 
i Be ile 1'bO: clk_pciephy1_oscO 

1'b1: clk_pciephy1_div 


. clk _pciephy1_div_div 


clk ~ pciephy0_ ref_ sel 

clk_pciephyO_ref clock mux. 

Ree 1' po: clk_pciephyO_ osc 
ieph 

joxs. aaienyOe div_ div 


RW foxs Divide clk_pciephyO_div by (div_con + 1) 


PMUCRU_ PMUGATE CONOO 
SBA Operational Base + offset (0x0180) 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 

1'b1i: Write access enable 


31:16;RW |0x0000 


clk_pmu_en 

clk_pmu clock gating control. 

When high, disable clock 
pclk_pmu_en 

pclk_pmu clock gating control. 

When high, disable clock 
pclk_pmugrf_en 

pclk_pmugrf clock gating control. 
When high, disable clock 
pclk_pmucru_en 

pclk_pmucru clock gating control. 
When high, disable clock 
pclk_pdpmu_biu_en 

pclk_pdpmu_biu clock gating control. 
When high, disable clock 
pclk_pdpmu_en 

pclk_pdpmu_pre clock gating control. 
When high, disable clock 
clk_oscO_div32k_en 
clk_oscO_div32k clock gating control. 
When high, disable clock 
xin_oscO_div_en 

xin_oscO_div clock gating control. 
When high, disable clock 


PMUCRU PMUGATE CONO1 
Address: Operational Base + offset (0x0184) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ob Te RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


i5:14/RO_|OxO reserved 


clk_core_pmupvtm_en 
RW {0x0 clk_core_pmupvtm clock gating control. 
When high, disable clock 
clk_pmupvtm_en 
12 RW {0x0 clk_pmupvtm clock gating control. 
When high, disable clock 


pclk_pmupvtm_en 

0x0 one pmupvtm clock gating control. 
When high, disable clock 
dbclk_gpioO_en 
dbclk_gpioO clock gating control. 
When high, disable clock 
pclk_gpioO_en 
pclk_gpioO clock gating control. 
When high, disable clock 


clk_capture_pwm0O_en 
clk_capture_pwm0O_ndft clock gating control. 
When high, disable clock 


clk_pwm0O_en 
clk_pwm0 clock gating control. 
When high, disable clock 
pclk_pwm0_en 
pclk_pwm0 clock gating control. 
When high, disable clock 
sclk_uartO_en 
sclk_uartO clock gating control. 
When high, disable clock 
sclk_uartO_fracdiv_en 

RW /|0x0 sclk_uartO_fracdiv clock gating control. 
When high, disable clock 


sclk_uartO_div_en 

RW /0x0 sclk_uartO_div clock gating control. 
When high, disable clock 
pclk_uartO_en 

RW {0x0 pclk_uartO clock gating control. 
When high, disable clock 
clk_i2cO_en 

1 RW |0x0 clk_i2cO clock gating control. 

When high, disable clock 
pclk_i2cO_en 

RW /|0x0O pclk_i2cO clock gating control. 
When high, disable clock 


PMUCRU PMUGATE CONO2 
Address: Operational Base + offset (0x0188) 


| Bit |Attr| Reset Value, 


Pit iéecription sd 
write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr| Reset Value, 


Po CCiescription 
xin_oscO_edpphy_en 

15 RW {0x0 xin_oscO_edpphy clock gating control. 
When high, disable clock 


clk_pcie30phy_ref_n_en 
14 RW /|0x0 clk_pcie30phy_ref_n clock gating control. 
When high, disable clock 
clk_pcie30phy_ref_m_en 
13 RW |0x0 clk_pcie30phy_ref_m clock gating control. 
When high, disable clock 
clk_pciephy2_oscO_en 
12 RW |0x0 clk_pciephy2_oscO clock gating control. 
When high, disable clock 
clk_pciephy2_div_en 
11 RW |0x0 clk_pciephy2_div clock gating control. 
When high, disable clock 
clk_pciephy1_oscO_en 
10 RW {0x0 clk_pciephy1_oscO clock gating control. 
When high, disable clock 
clk_pciephy1_div_en 
RW {0x0 clk_pciephy1_div clock gating control. 
When high, disable clock 
clk_pciephyO_oscO_en 
RW |0x0 clk_pciephyO_oscO clock gating control. 
When high, disable clock 
clk_pciephyO_div_en 
7 RW |0x0 clk_pciephyO_div clock gating control. 
When high, disable clock 
clk_wifi_oscO_en 
RW |0x0 clk_wifi_oscO clock gating control. 
When high, disable clock 
clk_wifi_div_en 
5 RW {0x0 clk_wifi_div clock gating control. 
When high, disable clock 


xin_oscO_mipidsiphy1_en 

4 RW {0x0 xin_oscO_mipidsiphy1_g clock gating control. 
When high, disable clock 
xin_oscO_mipidsiphyO_en 

3 RW {0x0 xin_oscO_mipidsiphyO_g clock gating control. 
When high, disable clock 


xin_oscO_usbphy1i_en 

2 RW {0x0 xin_oscO_usbphyi_g clock gating control. 
When high, disable clock 
xin_oscO_usbphy0O_en 

1 RW {0x0 xin_oscO_usbphy0O_g clock gating control. 
When high, disable clock 


clk_ref24m_en 
RW {0x0 clk_ref24m clock gating control. 
When high, disable clock 


PMUCRU_ PMUSOFTRST CONOO 
Address: Operational Base + offset (0x0200) 
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| Bit |Attr|ResetValue| —Ci@eescription 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
2 B18) RW: Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
15:13[RO_|OxO_ si [reserved 
resetn_pmupvtm 
presetn_pmupvtm 
When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 
0x0 presetn_pwm0 . 
When high, reset relative logic 


When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 
When high, reset relative logic 


presetn_pmugrf 
When high, reset relative logic 


presetn_pmucru 

When high, reset relative logic 
presetn_pdpmu_biu 

jo [aw oxo When high, reset relative logic 


2.7 PMUSCRU Register Description 


2.7.1 Registers Summary 


Reset uated 
[ame | ont [ie] Sane [Perron 
PMUSCRU PMUCLKSEL C Internal clock select and division 
PMUSCRU PMUGATE CON 0x0180 w__|ox00000000 Internal clock gate and division 
{exe} register O 
onaG PMUSOFTRST_ |9,q200 w_ |oxoo000000 Internal clock reset register 0 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


2.7.2 Detail Registers Description 
PMUSCRU PMUCLKSEL CONOO 
Address: Operational Base + offset (0x0100 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31-16/WO. |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘“—sSsSSSC( 


115:13/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| ss Ci@eescription 


: hclk_pdpmu_s_div 


7:5 |RO [Oxo si reserved 
: pclk_pdpmu_s_div 


PMUSCRU_ PMUGATE CONOO 
Address: Operational Base + offset (0x0180 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
SLT TOW O | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:10/RO_|0x00 reserved 


pclk_osc_ck_en 

RW /|0x0 pclk_osc_ck clock gating control. 
When high, disable clock 
pclk_scrkeygen_en 

RW /|0x0 pclk_scrkeygen clock gating control. 
When high, disable clock 
pclk_pmusgrf_en 

7 RW |0x0 pclk_pmusgrf clock gating control. 

When high, disable clock 


6 [RO _|0x0_ [reserved 


reserved 
pclk_pmucru_s_en 

RW |0x0O pclk_pmucru_s clock gating control. 
When high, disable clock 


pclk_pmu_s_biu_en 
RW |0x0 pclk_pmu_s_biu clock gating control. 
When high, disable clock 


hclk_pmumem_en 
RW |0x0 hclk_pmumem clock gating control. 
When high, disable clock 


hclk_pmu_s_biu_en 
RW /|0x0 hclk_pmu_s_biu clock gating control. 
When high, disable clock 


hclk_pdpmu_s_en 

RW {0x0 hclk_pdpmu_s clock gating control. 
When high, disable clock 
pclk_pdpmu_s_en 

RW {0x0 pclk_pdpmu_s clock gating control. 
When high, disable clock 


PMUSCRU PMUSOFTRST CONOO 
Address: Operational Base + offset (0x0200) 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


ew wo eset sp 
resetn_ddr_fail_safe 
7 |pw ee. = ee high, reset relative logic 
presetn_osc_ck 
a When high, reset relative logic 
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ao 
fw [nose nn 
it ore 


presetn_pdpmu_biu 
When high, reset relative logic 
hresetn_pmumem 
When high, reset relative logic 
hresetn_pdpmu_biu 
jo aw joxo | When high, reset relative logic 


2.8 Application Notes 


2.8.1 Fractional PLL Usage 

2.8.1.1 PLL Frequency Configuration 

FBDIV, POSTDIV1, BYPASS can be configured by programming CRU_xPLL_CONO. 
DSMPD, REFDIV, POSTDIV2 can be configured by programming CRU_xPLL_CON1. 

FRAC can be configured by programming CRU_xPLL_CON2.(x=A,D,C,P,H,G) 

If DSMPD = 1 (DSM is disabled, "integer mode") 

FOUTVCO = (FREF / REFDIV) * FBDIV 

FOUTPOSTDIV = FOUTVCO / (POSTDIV1*POSTDIV2) 

When FREF is 24MHz, and if 7OOMHz FOUTPOSTDIV is needed. The configuration can be: 


DSMPD = 1 

REFDIV = 6 

FBDIV = 175 

POSTDIV1=1 

POSTDIV2=1 
And then 


FOUTVCO = (FREF / REFDIV) * FBDIV = 24/6*175=700 

FOUTPOSTDIV = FOUTVCO / (POSTDIV1*POSTDIV2)=700/1/1=700 

If DSMPD = 0 (DSM is enabled, "fractional mode") 

FOUTVCO = (FREF / REFDIV) * (FBDIV + FRAC / (2%24)) 

FOUTPOSTDIV = FOUTVCO / (POSTDIV1*POSTDIV2) 

When FREF is 24MHz, and if 491.52MHz FOUTPOSTDIV is needed. The configuration can be: 


DSMPD = 0 
REFDIV = 1 
FBDIV = 40 
FRAC = 24’hf5c28f 
POSTDIV1=2 
POSTDIV2=1 

And then 


FOUTVCO = (FREF / REFDIV) * (FBDIV + FRAC / (2%24)) = 983.04 
FOUTPOSTDIV = FOUTVCO / (POSTDIV1*POSTDIV2)=983.04/(2*1)=491.52 
POSTDIV1=0, POSTDIV2=0 are unused. We should make sure that POSTDIV1>=POSTDIV2. 
2.8.1.2 PLL Setting Consideration 
@ If the POSTDIV value is changed during operation, a short pulse (glitch) may occur on 
FOUTPOSTDIV. The minimum width of the short pulse will be equal to twice the period 
of the VCO. Therefore, if the circuitry clocked by the PLL is sensitive to short pulses, 
the new divide value should be re-timed so that it is synchronous with the rising edge 
of the output clock (FOUTPOSTDIV). Glitches cannot occur on any of the other 
outputs. 
@ For lowest power operation, the minimum VCO and FREF frequencies should be used. 
For minimum jitter operation, the highest VCO and FREF frequencies should be used. 
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The normal operating range for the VCO is described above in. 

@ The supply rejection will be worse at the low end of the VCO range so care should be 
taken to keep the supply clean for low power applications. 

@ The feedback divider is not capable of dividing by all possible settings due to the use 
of a power-saving architecture. The following settings are valid for FBDIV: 

m@ DSMPD=1 (Integer Mode) 
m DSMPD=0 (Fractional Mode) 

@ The PD input places the PLL into the lowest power mode. In this case, all analog 
circuits are turned off and FREF will be "ignored". The FOUTPOSTDIV and FOUTVCO 
pins are forced to logic low (OV). 

@ The BYPASS pin controls FREF to be passed to the FOUTPOSTDIV when active high. 
However, the PLL continues to run as it normally would if bypass were low. This is a 
useful feature for PLL testing since the clock path can be verified without the PLL being 
required to work. Also, the effect that the PLL induced supply noise has on the output 
buffering can be evaluated. It is not recommended to switch between BYPASS mode 
and normal mode for regular chip operation since this may result in a glitch. Also, 
FOUTPOSTDIVPD should be set low if the PLL is to be used in BYPASS mode. 

2.8.1.3. PLL Frequency Change And Lock Check 

The PLL programming supports changed on-the-fly and the PLL will simply slew to the new 
frequency. 

PLL lock state can be checked in CRU_xPLL_CON1[10] (x=A,D,C,P,H,G) register. The lock 
state is high when both original hardware PLL lock and PLL counter lock are high. 

The max delay time is 500*REFDIV/FREF. 

PLL locking consists of three phases. 

@ Phase 1 is control voltage slewing. During this phase one of the clocks (reference or 
divide) is much faster than the other, and the PLL frequency adjusts almost 
continuously. When locking from power down, the divide clock is initially very slow and 
steadily increases frequency. It will take slightly longer for faster VCO settings when 
locking from power down, since the PLL must slew further. 

@ Phase 2 is small signal phase acquisition. During this phase, the internal up/down 
signals alternate semi-chaotically as the phase slowly adjusts until the two signals are 
aligned. The duration of this phase depends on the loop bandwidth and is faster with 
higher bandwidth. Bandwidth can be estimated as FREF / REFDIV / 20 for integer 
mode and FREF /REFDIV / 40 for fractional mode. The duration of small signal locking 
is about 1/Bandwidth. 

@ Phase 3 is the digital cycle count. After the last cycle slip is detected, an internal 
counter waits 128 FREF / REFDIV cycles before the lock signal goes high. This is 
frequently the dominant factor in lock time — especially for slower reference clock 
signals or large reference divide settings. This time can be calculated as 
128*REFDIV/FREF. 

2.8.2 Integer PLL Usage 


2.8.2.1. PLL Frequency Configuration 
FBDIV, POSTDIV1, BYPASS can be configured by programming CRU_xPLL_CONO. 
DSMPD, REFDIV, POSTDIV2 can be configured by programming CRU_xPLL_CON1(x=M,N,V). 


DSMPD should always be set to 1 (CLKSSCG is power down), and REFDIV can only be 1 or 
2. 

FOUTVCO = (FREF / REFDIV) * FBDIV 

FOUTPOSTDIV = FOUTVCO / (POSTDIV1*POSTDIV2) 

POSTDIV1=0, POSTDIV2=0 are unused. We should make sure that POSTDIV1>=POSTDIV2. 


2.8.2.2 PLL Frequency Change And Lock Check 


The PLL programming supports changed on-the-fly and the PLL will simply slew to the new 
frequency. 

PLL lock state can be checked in CRU_xPLL_CON1[10] (x=M,N,V) register. The lock state is 
high when both original hardware PLL lock and PLL counter lock are high. 

The max delay time is 1500*REFDIV/FREF. 
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2.8.3 Divider Usage 
CRU supports multi-dividers for different clock requirement. 
@ Divider free divider 
@ Fractional divider 
@ Divfree50 divider 
@ DivfreeNP5 divider 
2.8.3.1 Fractional Divider Usage 
To get specific frequency, clocks of I2S, audioPWM, UARTand SPDIF can be generated by 
fractional divider. Generally you should set that denominator 20 times larger than numerator 
to generate precise clock frequency. So the fractional divider applies only to generate low 
frequency clock. For implementation issue, the input source clocks of fractional divider 
should limit to less than 1200MHz. 
2.8.3.2 Divfree50 Divider Usage 
Some moduleslikePDM, EMMC, SDIO, SDMMC, FSPI and NANDC need clock of 50% duty 
cycle, divfree50 can generate clock of 50% duty cycle even in odd value divisor. 
2.8.3.3 DivFreeNP5 Divider Usage 
Some modules likeNPU, ISPP and ISP need some special frequency can use this divider. 
Frequency of this divider=clk_src/((2*n+1)/2). 
2.8.4 Global Software Reset 
Two global software resets are designed in RK3568, you can program 
CRU_GLB_SRST_FST_VALUE[15:0] as Oxfdb9 to assert the first global software reset 
glb_srstn_1 and program CRU_GLB_SRST_SND_VALUE[15:0] as Oxeca8 to assert the 
second global software reset glb_srstn_2. These two software resets are self-de-asserted by 
hardware. Resetting hold timing of global software reset (glb_srstn_1, glb_srstn_2, 
wdt_rstn, tsadc_rstn) can be programed up to 1ms. 
glb_srstn_1i resets almost all logic except some registers just supporting hardware reset. 
glb_srstn_2 resets almost all logic except GRFs and GPIOs. 
Reset for IP in PD_PMU can be hold if its reset_hold_enable in PMUGRF_PMU_SOC_CON1 or 
PMUGRF_PMU_SOC_CON2 is high even if glb_srstn_1 or glb_srstn_2 active. 
2.8.5 SSCG Usage 
There are some scenes where SSCG should be enabled. One scene is in communication 
where a fixed frequency is required. Another scene is a system requiring a clock with low 
long-term jitter. When SSCG is used, the PLL should be configured to fractional mode firstly 
for spread spectrum capability. 
2.8.5.1 SSCG Use InternalPoint Table 
User can use SSCG with internal point table as following steps: 
@ Setting ssmod_spread(CRU_XPLL_CON3[12:8]) 
andssmod_downspread(CRU_XPLL_CON3[3]) 
The modulation amplitude is controlled by the value of ssmod_spread. A ssmod_spread 
value of5’dO turns off the modulation. A ssmod_spread value of 5’d31 (5’b11111) gives 
maximummodulation while a value of 5’digives minimum modulation. 
The modulation amplitude can be calculated from the value of modulation by: 
Modulation Amplitude = +5’d(ssmod_spread)*0.1% 
The modulation direction is determined by thessmod_downspread bit. 
™ ssmod_downspread=1'b1, down spread mode is used. If ssmod_spread = 5’d29, 
the maximum PLL frequency is the nominallyprogrammed value FNOM, and the 
minimumvalue is given by FNOM* (1-0.029). 
™ ssmod_downspread=1’b0,center spread modeis used. If ssmod_spread = 5’d29, 
the maximum PLL frequency would be determined by FNOM*(1+0.029) and 
theminimum frequency by FNOM* (1-0.029). 
Setting the style of modulation (center versus down) and the modulation amplitude depend 
on the amount of EMI reduction desired and the timing margin for circuits running on the 
spread clock domain. The larger the spread value, the greater the reduction in EMI 
amplitude. However, the larger the spread value, the more timing margin needed for correct 
circuit operation. 
@ Setting ssmod_sel_ext_wave (CRU_XPLL_CON4[0])=1’b0 
When use internal point table, the frequency will change as following during 128 point: 
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m™ Change from minimum value to maximum value uniformly within 64 points 

m Change from maximum value to minimum value uniformly within 64 points 
Spread spectrum modulator is implemented by repeating as above. 
@ Setting ssmod_divval(CRU_XPLL_CON3[7:4]) 
The frequency of modulation FMOD= FREF / (Point number*REFDIV*ssmod_divval). The 
FMOD is typically set above 32KHz and below the maximum frequency for modulation 
fidelity, which isdetermined by the PLL bandwidth. The maximum modulation frequency is 
conservativelyset at FREF/(200*REFDIV). 
When FREF=24MHz and REFDIV= 1, the value of ssmod_divval can be 5, then the FMOD is 
37.5KHz. 
@ Setting ssmod_bp(CRU_XPLL_CON3[0])=1’b0O 
@ Setting ssmod_disable_sscg(CRU_XPLL_CON3[1])=1’b0 
@ Setting ssmod_reset(CRU_XPLL_CON3[2])=1’b0O 
2.8.5.2 SSCG Use External Point Table 
In addition to the internal shape table, an external shape table can be used. 
This enables customization tables in both shape and the number of sample points for 
theenvelope wave formup to 128 data points. The external table of 128 data points can be 
configured from CRU_SSCGTBL_CONO~CRU_SSCGTBL_CON31. 
User can use SSMOD with external point table as following steps: 
@ Setting ssmod_spread(CRU_XPLL_CON3[12:8]) 

andssmod_downspread(CRU_XPLL_CON3[3]), same with internal point table usage. 
@ Setting ssmod_sel_ext_wave (CRU_XPLL_CON4[0])=1’b1 
@ Setting ssmod_ext_maxaddr(CRU_XPLL_CON4[15:8]) and 
tableO~table127(CRU_SSCGTBL_CONO~CRU_SSCGTBL_CON31) 

ssmod_ext_maxaddr is the maximum table address. For example, if the number of points 
describing the envelope shape is 128, the ssmod_ext_maxaddr should be configured to 127. 
The table address circulate over the range 0 to 127. 
The tableO~table127 must be 8 bit numbers in the form of sign and magnitude. 

m 1.00 is represented by 8’b01111111, it is corresponded to maximum frequency. 

m -1.00 is represented in the table by8’b11111111, it is corresponded to minimum 

frequency. 

m 0.5 is represented in the table by 8’b00111111. 

m -0.5is represented in the table by 8’b10111111. 
The frequency will change base tableO~table127 within 128 points, and then repeat. 
@ Setting ssmod_divval(CRU_XPLL_CON3[7:4]) 
The frequency of modulation FMOD= FREF/(Point number*REFDIV*ssmod_divval). The point 
number equals to ssmod_ext_maxaddr+1. 
@ Setting ssmod_bp(CRU_XPLL_CON3[0])=1’b0O 
@ Setting ssmod_disable_sscg(CRU_XPLL_CON3[1])=1’b0 
@ Setting ssmod_reset(CRU_XPLL_CON3[2])=1’b0O 
2.8.6 NIU Clock gating reliance 
A part of niu clocks have a dependence on another niu clock in order to sharing the internal 
bus. When these clocks are in use, another niu clock must be opened, and cannot be gated. 
These clocks and the special clock on which they are relied are as following: 

Table 2-1 NIU Clocks dependency 
Clocks which have dependency The clock which can not be gated 

hclk_secure_flash_s_niu 
pclk_secure_flash_s_niu 


hclk_secure_flash_niu 
aclk_secure_flash_s_niu 


aclk_secure_flash_niu 


pclk_npu_niu hclk_npu_niu 
pclk_pipe_niu aclk_pipe_niu 
pclk_php_niu hclk_php_niu 
clk_vo_niu a 

Pyeee ate hel ve.hiy 
hclk_ga_niu aclk_ga_niu 
pclk_rga_niu hclk_rga_niu 
pclk_gpu_niu aclk_gpu_niu 
pclk_core_niu hclk_core_niu 
pclk_usb_niu hclk_usb_niu 
pclk_vi_niu helk_vi_niu 
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Clocks which have dependency 


The clock which can not be gated 


hclk_pmu_niu 
pclk_pmu_s_niu 


pclk_pmu_niu 


pclk_top_niu_s 


pclk_top_niu 


pclk_bus_niu 


aclk_bus_niu 


Copyright 2022 © Rockchip Electronics Co., Ltd. 


173 


RK3568 TRM-Part1 


Chapter 3 General Register Files (GRF) 


3.1 Overview 


The general register file will be used to do static setting by software, which is composed of 
many registers for system control. The GRF is located at several addresses. 

PMU_GRF, used for always on logic control 

CPU_GRF, used for always on system 

DDR_GRF, used for DDR system 


PIPE_GRF, used for pipe interface controller - 


SYS_GRF, used for general system 
PIPEPHY_GRF,used for pipe interface phy 
USBPHY_U3_GRF,used for usb3 phy 
USBPHY_U2_GRF,used for usb2 phy 
EDP_PHY_GRF,used for eDP PHY control 
PCIEPHY_GRF,used for pcie3.0 phy 
USB_GRF,used for usb2 host controller 


3.2 Function Description 


The function of general register file is: 
@ GPIO IOMUX control 
@ GPIO PAD pull down and pull up control 
@ Common system control 
@ Record the system state 
Table 3-1 GRF Adress Mapping Table 


PMU_GRF OxFDC20000 
CPU_GRF OxFDC30000 
DDR_GRF OxFDC40000 
PIPE_GRF OxFDC50000 
Sy 5 GRE OxFDC60000 
PIPE_PHY_GRFO OxFDC70000 
PIPE_PHY_GRF1 OxFDC80000 
PIPE_PHY_GRF2 OxFDC90000 
USBPHY_U3_GRF OxFDCA0000 
USBPHY_U2_GRF OxFDCA8000 
EDP_PHY_GRF OxFDCB0000 
PCIE30_PHY_GRF OxFDCB8000 
USB_GRF OxFDCFO000 


3.3 PMU_GRF Register Description 


3.3.1 Registers Summary 


Reset ee 
et 
Wi GRF_GPIOOA IOMU |o, 9000 w_ |oxo0000000 GPIOOA IOMUX control low bits 


an GRF_GPIOOA_IOMU |, 0004 w_ |oxo0001000 GPIOOA IOMUX control high bits 
3 een GRF_GPIOOB IOMU |9, 9008 w_ |oxoo000000 GPIOOB IOMUX control low bits 
ri GRF_GPIOOB_IOMU |9,900c w_ |oxoo000000 GPIOOB IOMUX control high bits 
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name [ovat [Sos] Gains | Petrino 
Value P 


W 


W 
W 
W 
W 
W 
W 
W 
W 


GPIOOA PAD open drain 
PMU GRF GPIOOA OPD  |0x0040 w_ |oxo0000000 F nconaity Seabic 
PMU GRE GPIOOB opp |ox0044 |w_ Joxo0000000 |CP!O0B PAD open drain 
functionality enable 
PMU _GRF_GPIOOC opD Joxoo4s |w_ |loxoo000000 |GPIOOC PAD open drain 
functionality enable 
PMU GRF GPIOOD opp |ox004c w_ oxo0000000 GPIOOD PAD open drain 
Se functionality enable 
PMU _GRF GPIOOA SUS |0x0050 w_ |oxo0000000 Sey PAD weak Pull Keeper 
PMU _GRF GPIOOB SUS |0x0054 w_ |oxo0000000 eg PAD weak Pull Keeper 
PMU _GRF GPIOOC SUS |0x0058 ww |oxoo000000 sabato PAD weak Pull Keeper 
PMU_GRF GPIOOD SUS |0x005C w_ |oxo0000000 Bee Bn De aicak Ful Keeper 
PMU _GRF GPIOOA SL. |oxoo60 |w_ |loxoooorrrr |S!&W Rate Control for the driver 
secton while driving PAD 
Slew Rate Control for the driver 
PMU GRF GPIOOB SL |0x0064 Ww |oxooooFFFF Coane anne Ok 
PMU _GRF GPIOOC SL |0x0068 Ww |oxooooFFFF Slew Rate Control for the driver 
secton while driving PAD 
Slew Rate Control for the driver 
PMU GRF GPIOOD SL |0x006C w_ |oxooo0FFFF Sern dn Renee 


[PMU_GRF_GPIOOA DS _0 | 
|PMU_GRF_GPIOOA DS 1 | 
Ww 
Ww 


[PMU_GRF_GPIOOA_DS_2 |0x0078 |W 

[PMU_GRF_GPIOOA_DS_3 |0x007C __[W 

[PMU_GRF_GPIOOB DS 0 |0x0080___[W__|0x00000101 
[PMU_GRF_GPIOOB DS 3 | 
|PMU_GRF_GPIOOC_DS 0 | 
[PMU_GRF_GPIOOC_DS_2 | 
[PMU_GRF_GPIOOC_DS_3 | 
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[PMU_GRF_SOC_STATUS |0x0120_[R_ 


Reset ae 
0x00000000 {SOC control registerO 
0x00000000 |SOC control register1 


S 
10x00000000 |SOC control register2 
10x0000821C |SOC control register3 

S 

S 

S 


0x0000401B |SOC control register4 
0x0000081B |SOC control register5 


0x00000000 


0x00000000 |IO voltage seletion register0O 


OxOOOOOOFF |IO voltage seletion registerO 


0x00000030 |IO voltage seletion registerO 


MU_GRF OS REGO 0x0200 0x00000000 |PMU GRF OS register0 
MU_GRF_OS_ REG1 0x0204 


0x00000000 |PMU GRF OS register1 


0x00000000 {PMU GRF OS register2 
MU_GRF OS _ REG3 0x020C 0x00000000 |PMU GRF OS register3 
MU_GRF_ OS REG4 0x0210 


MU_GRF_OS_REG5 0x0214 


0x00000000 |PMU GRF OS register4 


0x00000000 |PMU GRF OS register5 


MU_GRF_ OS REG6 0x0218 0x00000000 |PMU GRF OS register6 


MU_GRF_OS_REG7 0x021C 
MU_GRF_OS_REG8 0x0220 


0x00000000 


MU GRF OS register8 


MU_GRF OS _ REG9 0x0224 0x00000000 {PMU GRF OS register9 


MU_GRF OS REG10 0x0228 
MU_GRF_ OS REG11 0x022C 


P 
P 
P 

10x00000000 |PMU GRF OS register7 
P 
P 

10x00000000 |PMU GRF OS register10 
P 


0x00000000 |PMU GRF OS register11 


PMU _GRF RESET FUNCTI ; 


P 
P 
Pp 
P 
P 
P 
P 
Pp 
P 
P 
P 
P 
PMU _GRF OS REG2 _[0x0208 __| 
P 
P 
P 
P 
P 
Pp 
P 
P 
P 
e) 
fe) 


P 

= = _ S 

N_CLR 

BT GRF_SIG_DETECT_C 0x0380 x00000000 |sdmmc detect control reg 
PMU _GRF SIG DETECT S : 

TATUS CLEAR 0x03A0 w_ |oxo0000000 sdmmcirg clear reg 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 

3.3.2 Detail Registers Description 

PMU _GRF GPIOOA IOMUX L 


Address: Operational Base + offset (0x0000) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


reserved 


RO_| 
: gpio0a3_sel 
4:12|RW [oxo 3'h0: GPIOO_A3 
RO [Oxo si 


0 


reserved 


gpio0a2_sel 
3'hO: GPIOO_A2 

a 0x8 3'h1: PMIC_ SLEEP 
3'h2: TSADC_SHUTM1 
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| Bit |Attr/ResetValue| Ci escription 
7 |RO_|0xO_sreserved 


gpio0ai_sel 
3'hO: GPIOO_Al 
Oe RW 0X0 3'h1: TSADC_SHUTMO 
3'h2: TSADC_SHUTORG 


3 |RO_|oxo_ reserved 


gpio0a0_ sel 
2:0 |RW |0Ox0 3'hO: GPIOO_AO 
3'h1: REFCLK_OU 


PMU _GRF GPIOOA IOMUX _H 
Address: Operational Base + offset (0x0004) 


| Bit |Attr| Reset Value 


write_enable 
f Write enable for lower 16bits, each bit is individual. 
31 16/RW''|0x0000 1'bO: Write access disable 
1'b1: Write access enable 


aon Oete 


oa Sho er 
14: pasta rw oo 3'hO: GPIOO_A7 
3'h1: FLASH_VOLSEL 


41 |RO_|0x0_ [reserved 


reserved ——Cs—SSSSSC 
gpio0a6_sel 
3'hO: GPIOO_A6 
3'h1: SATA_CPPOD 
10:8 |RW |0x0 3'h2: PCIE30X2_CLKREQNMO 
3'h3: PMU_DEBUG1 
3'h4: GPU_PWREN 


7 |RO_|0xo_ si reserved 


gpio0a5_ sel 
3'hO: GPIOO_AS 
3'hl: SDMMCO_PWREN 
Oat RNS 1x9 3'h2: SATA_MPSWITCH 
3'h3: PCIE20_CLKREQNMO 
3'h4: PMU_DEBUGO 


3 |RO_|OxO_sreserved 


gpio0a4_sel 
3'hO: GPIOO_A4 
2:0 |RW |Ox0 3'h1: SDMMCO_DET 
3'h2: SATA_CPDET 
3'h3: PCIE30X1_CLKREQNMO 


PMU GRF GPIOOB IOMUX L 
Address: Operational Base + offset (0x0008 


| Bit_|Attr| Reset Value 


write_enable 
‘ Write enable for lower 16bits, each bit is individual. 
S116 RW: | Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —C—s—‘CSs—“‘“‘“‘“‘SC*d 


15 |RO_ |0x0 [reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpioOb3_ sel 
3'hO: GPIOO_B3 
3'h1: I2C1_ SCL 
1d 2 RAN 0X0 3'h2: CANO_TXMO 
3'h3: PCIE30X1_ BUTTONRSTN 
3'h4: MCU_JTAGTDO 


oe 


gpioOb2_ sel 
pos 8 rw 0x0 3'hO: GPIOO_B2 
3'h1: Sreewed 


ra reserved —“‘“Cs*s“‘“‘CSCSC#C#C*SC(“‘(‘NSNSNCNYNCSO 


gpioOb1_ sel 
ea law 0x0 3'hO: GPIOO_B1 
3'h1: I2CO_SCL 


3 |RO_|oxo_ ss freserved 


gpioOb0_ sel 
3'hO: GPIOO_BO 
RW {0x0 3'h1: CLK32K_IN 
3'h2: CLK32K_OUTO 
3'h3: PCIE30X2_BUTTONRSTN 


PMU_GRF GPIOOB IOMUX_H 
Address: Operational Base + offset (Ox000C) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


a5 |RO_|oxo_ ss reserved 


gpio0b7_sel 
3'hO: GPIOO_B7 
14:12|RW |0x0 3'h1: PWMO_MO 
3'h2: CPU_AVS 


41 |RO_|Oxo_ si reserved 


gpioOb6é_ sel 
3'hO: GPIOO_ B6 
3'h1: I2C2_ SDAMO 
1028 + RW | Oxe 3'h2: SPIO_MOSIMO 
3'h3: PCIE20_ PERSTNMO 
3'h4: PWM2 M1 


7 |RO_|OxO_ reserved 


gpioOb5_ sel 
3'hO: GPIOO_B5 
3'h1: I2C2_SCLMO 
ete i Ws 0X0 3'h2: SPIO_CLKMO 
3'h3: PCIE20_ WAKENMO 
3'h4: PWM1_ M1 


3 |RO_|oxo_ reserved 


gpio0b4_sel 
3'hO: GPIOO_B4 
3'h1: 12C1_ SDA 
220 | RW 10x0 3'h2: CANO. RXMO 
3'h3: PCIE20. BUTTONRSTN 
3'h4: MCU_JTAGTCK 
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PMU GRF GPIOOC IOMUX L 
Address: Operational Base + offset (0x0010 


| Bit |Attr|/ResetValue| Ci eescription = 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —Csi—‘“s—“‘s‘“‘“‘SC*d 


5 |RO_|0x0 [reserved 


gpio0c3_sel 
3'h0O: GPIOO_C3 
3'h1: PWM4 
AGehe RW: (0x0 3'h2: VOP_PWMMO 
3'h3: PCIE30X1_PERSTNMO 
3'h4: MCU_JTAGTRSTN 


di |RO_|OxO_ reserved 


gpio0c2_sel 
3'hO: GPIOO_C2 
3'hl: PWM3 
TO: S BNE 0X0 3'h2: EDPDP_HPDINM1 
3'h3: PCIE30X1_WAKENMO 
3'h4: MCU_JTAGTMS 


7 |RO_|oxo_ si reserved 


gpioOc1_sel 
3'hO: GPIOO_Ci 
3'h1: PWM2_MO 
Sr RAE OR 3'h2: NPU_AVS 
3'h3: UARTO_TX 
3'h4: MCU_JTAGTDI 


3 |RO_|oxo_ si reserved 


gpioOc0_sel 
3'hO: GPIOO_CO 
2:0 |RW |Ox0 3'h1i: PWM1i_MO 
3'h2: GPU_AVS 
3'h3: UARTO_RX 


PMU GRF GPIOOC IOMUX H 
Address: Operational Base + offset (0x0014 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31 -16/RW. |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15 |RO_ |0x0___—__—freserved 


gpio0c7_sel 
3'hO: GPIOO_C7 
. 3'h1: HDMITX_CECM1 
14:12/RW |0x0 3'h2: PWMO_M1 
3'h3: UARTO_CTSN 
3'h4: PMU_DEBUGS5 


di |RO_|OxO_ reserved 


gpioO0c6_sel 
3'h0O: GPIOO_C6 
3'h1: PWM7 
10-8. 1] RW 0x0 3'h2: SPIO_CSOMO 
3'h3: PCIE30X2_PERSTNMO 
3'h4: PMU_DEBUG4 
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| Bit |Attr/ResetValue| Ci escription 
7 |RO_|OxO_sreserved 


gpioO0c5_sel 
3'hO: GPIOO_C5 
3'h1: PWM6 
Ged, RW) /Ox0 3'h2: SPIO_MISOMO 
3'h3: PCIE30X2_WAKENMO 
3'h4: PMU_DEBUG3 


3 |RO_|0xo_ si reserved 


gpio0c4_sel 
3'hO: GPIOO_C4 
. 3'hl: PWMS5 
2:0 |RW |0x0 3'h2: SPIO_CS1MO 
3'h3: UARTO_RTSN 
3'h4: PMU_DEBUG2 


PMU GRF GPIOOD IOMUX L 
Address: Operational Base + offset (0x0018 


| Bit_|Attr| Reset Value 


write_enable 
Write enable for lower 16bits, each bit is individual. 
ot TST RVE | Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
tajew foo eRe 
gpio0d3_sel 
wis 4:12 Rw | pro (herein og hO: GPIOO_D3 
11:7 [RO _|OxoO——sireserved es —“‘“(“(‘“‘“(“(CS*S™S™C™*™C™C™C~SY 
gpioOd1_sel 
RW {0x0 3'h0: GPIOO_ D1 
3'h1i: UART2_TXMO 


3 |RO_|0x0____—reserved 


gpioOd0_sel 
2:0 |RW |Ox0 3'hO: GPIOO_DO 
3'h1i: UART2_RXMO 


PMU GRF GPIOOD IOMUX H 
Address: Operational Base + offset (Ox001C) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
SL TO RW. Ox0000 1'bO: Write access disable 

1'b1: Write access enable 


10-8 fw foo pete 


gpioOd6_sel 
10:8 | : rw joo h0: GPIO0_D6 


Se ee CCC 
gpio0d5 _ sel 
a reserved OSOC—SSOCOC“‘S3ST™SCSC™C~C~S 


: gpio0d4_sel 


PMU_GRF GPIOOA P 
Address: Operational Base + offset (0x0020) 
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| Bit |Attr|ResetValue| —Ci@eescription 


write_enable 
Write enable for lower 16bits, each bit is individual. 
BEES RW OXD000 1'bO: Write access disable 
1'b1: Write access enable 
gpio0a7_p 
2'b00: Z(Normal operation); 
15:14;RW /Ox1 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio0a6_p 
2'b00: Z(Normal operation); 
3:12|}RW 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio0a5_p 
2'b00: Z(Normal operation); 
1:10;RW 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


gpio0a4_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio0a3_p 

2'b00: Z(Normal operation); 


13: 

11: 

7:6 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio0a2_p 
2'b00: Z(Normal operation); 

5:4 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio0al_p 
2'b00: Z(Normal operation); 

3:2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 

1:0 


gpio0a0_p 

2'b00: Z(Normal operation); 
RW 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 


PMU GRF GPIOOB P 
Address: Operational Base + offset (0x0024 


| Bit |Attr|/ResetValue| Ci escription = 
31:16|RW 


write_enable 

0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'bi: Write access enable 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpioO0b7_p 
2'b00: Z(Normal operation); 
15:14;RW |Ox2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio0b6_p 
2'b00: Z(Normal operation); 
13:12;RW |Ox1 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
1: “t 


gpioO0b5_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio0b4_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpioO0b3_p 

2'b00: Z(Normal operation); 


x1 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpioOb2_p 
2'b00: Z(Normal operation); 
x1 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpioObi_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpioObO_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


Et 
rs 
rt 


PMU GRF GPIOOC P 
Address: Operational Base + offset (0x0028 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


gpioO0c7_p 

2'b00: Z(Normal operation); 
15:14/R 0x2 2'b0O1: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpioOc6_p 

2'b00: Z(Normal operation); 
13:12)/RW |Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b11: Reserved; 

gpioOc5_p 

2'b00: Z(Normal operation); 
11:10)/RW |Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 


gpio0c4_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 

gpio0c3_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


pe ee 
gpioO0c2_p 
2'b00: Z(Normal operation); 
5:4 |IRW |Ox2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


gpioOc1_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpioOc0O_p 

2'b00: Z(Normal operation); 
2'bO1: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


PMU _GRF GPIOOD P 

Address: Operational Base + offset (Ox002C 

| Bit |Attr[ResetValue|  —=———s<s——“(;‘“;C™ Ci escription 
write_enable 

Write enable for lower 16bits, each bit is individual. 

1'bO: Write access disable 

1'b1i: Write access enable 


Reserved; 


31:16};RW |0x0000 


Reserved; 

gpio0d6_p 

2'b00: Z(Normal operation); 
13:12}RW |0x2 2'b01: Reserved; 

2'b10: Weak O(pull-down); 

2'b11: Weak 1(pull-up); 

gpioO0d5_p 

2'b00: Z(Normal operation); 
11:10;RW |0x2 2'b01: Reserved; 

2'b10: Weak O(pull-down); 

2'b11: Weak 1(pull-up); 
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| Bit |Attr|ResetValue| CC Ci@eescription 


gpio0d4_p 
2'b00: Z(Normal operation); 
RW |Ox2 2'b01: Reserved; 

2'b10: Weak O(pull-down); 

2'b11: Weak 1(pull-up); 

gpioO0d3_p 

2'b00: Z(Normal operation); 
7:6 |RW JOx2 2'b01: Reserved; 

2'b10: Weak O(pull-down); 

2'b11: Weak 1(pull-up); 

Reserved; 


Reserved; 
gpioOdi_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpioO0d0O_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


PMU GRF GPIOOA IE 
Address: Operational Base + offset (0x0030) 


| Bit _|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


gpio0a7_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 

gpio0a6_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpio0a5_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpio0a4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
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| Bit [Attr/ResetValue| —Céeescription 
gpio0a3_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio0a2_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 


2'bi1: Reserved 

gpio0al_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpio0a0_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


PMU_GRF GPIOOB IE 
Address: Operational Base + offset (0x0034) 


Reset Value[ Ci esscription 


write_enable 

0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1i: Write access enable 


gpioOb7_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpioO0b6é_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpioOb5_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
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gpio0b4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 

gpio0b3_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpioOb2_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpioOb1_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpioOb0_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


PMU _GRF GPIOOC IE 
Address: Operational Base + offset (0x0038 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31 16/RW' |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


gpioOc7_ie 
GPIO PAD input enable 
2'b00: Disable 

POET RW DS 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


gpioO0c6_ie 
GPIO PAD input enable 
. 2'b00: Disable 
ES ene RW |OXS 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpioOc5_ie 
GPIO PAD input enable 
: 2'b00: Disable 
ATO e | Oxe 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio0c4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpioO0c3_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpioOc2_ie 
GPIO PAD input enable 
2'b00: Disable 
oa RW Ox? 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpioOc1_ie 
GPIO PAD input enable 
2'b00: Disable 
eee RW OXS 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpioOc0_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


PMU _GRF GPIOOD IE 

Address: Operational Base + offset (Ox003C 

| Bit |Attr[ResetValue|  ——<s —“(;‘“;C Ci scription 
write_enable 

Write enable for lower 16bits, each bit is individual. 

1'bO: Write access disable 

1'bi: Write access enable 


15:4 |RW |0 


31:16};RW |0x0000 


gpioOd1_ie 
GPIO PAD input enable 
2'b00: Disable 

Ry OK 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpioOd0_ie 
GPIO PAD input enable 


2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


PMU _GRF GPIOOA OPD 
Address: Operational Base + offset (0x0040) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
SLAG RW. |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 |RO [0x00 reserved 
gpio0a7_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 
gpio0a6_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio0a5_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio0a4_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio0a3_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio0a2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio0ai_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio0aO_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


PMU_GRF_GPIOOB_OPD 


Address: Operational Base + offset (0x0044 

| Bit |Attr[ResetValue| =< ——(‘;S Ci escription — 
write_enable 

Write enable for lower 16bits, each bit is individual. 

1'bO: Write access disable 

1'bi: Write access enable 


31:16};RW |0x0000 
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| Bit [Attr|ResetValue| —Ci@Deescription 
15:8 |RO [0x00 reserved 

gpio0b7_opd 

GPIO PAD open drain functionality enable 

1'bO: Disable 

1'b1: Enable 

gpioO0b6_opd 

GPIO PAD open drain functionality enable 

1'bO: Disable 

1'b1: Enable 

gpio0b5_opd 

GPIO PAD open drain functionality enable 

1'bO: Disable 

1'b1: Enable 


gpio0b4_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 


1'b1: Enable 
gpio0b3_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 
gpioOb2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioOb1_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioOb0_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


PMU GRF GPIOOC OPD 
BeTRGr IRSEEUEIIE Base + offset (0x0048 


[Attr| Reset Value| 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31 -T6/RW. |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


gpioOc7_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 


1'bi: Enable 


gpioO0c6_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioO0c5_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
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| Bit [Attr|ResetValue| —C(@Deescription 
gpio0c4_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio0c3_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioOc2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioOc1_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioOc0O_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


PMU _GRF GPIOOD OPD 

Address: Operational Base + offset (Ox004C) 

| Bit [Attr|ResetValue| ss ———“‘;‘“;C™C~CiS scription =— Cd 
write_enable 

Write enable for lower 16bits, each bit is individual. 

1'bO: Write access disable 

1'bi: Write access enable 


[15:2 [RO |0x0000 reserved 


reserved 
gpioOd1_opd 
GPIO PAD open drain functionality enable 
Be BYE 0x0 1'b0: Disable 
1'b1: Enable 
gpio0d0_opd 
GPIO PAD open drain functionality enable 
ee 1'b0: Disable 
1'bi: Enable 


PMU _GRF GPIOOA SUS 
Address: Operational Base + offset (0x0050 


| Bit _|Attr| Reset Value 


write_enable 
‘ Write enable for lower 16bits, each bit is individual. 
SLTGIRW: |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 |RO |0x0O_ reserved 


31:16;RW |0x0000 


gpio0a7_sus 
GPIO PAD weak Pull Keeper enable 
CORE 1'b0: Disable 
1'b1: Enable 
gpio0a6_sus 
GPIO PAD weak Pull Keeper enable 
RYE One 1'bO: Disable 
1'b1: Enable 
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| Bit |Attr[ResetValue| ss ——“(;i‘“;C™C‘Céi scription 
gpio0a5_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio0a4_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio0a3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio0a2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio0ai_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio0aO_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


PMU _GRF GPIOOB SUS 
ar Operational Base + offset (0x0054 


write_enable 

Write enable for lower i6bits, each bit is individual. 
1'bO: Write access disable 

1'b1i: Write access enable 


gpioOb7_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioOb6_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioOb5_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio0b4_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio0b3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
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| Bit |Attr[ResetValue| ss ——C—i—“‘;C*C*C‘~i critic 
gpioOb2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioObi_sus 


GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioObO_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


PMU _GRF GPIOOC SUS 
Address: Operational Base + offset (0x0058) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 [RO [0x00 ——i[reserved 
gpioOc7_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioOc6_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioOc5_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


15:8 | 
gpio0c4_sus 

4 GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio0c3_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioOc2_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioOci_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioOcO_sus 

7 GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


PMU_GRF GPIOOD SUS 
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Address: Operational Base + offset (Ox005C 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —s—‘“CsSs~s—“‘“‘“‘SC*d 


15:2 |RO_ |0x00___—[reserved 


gpioOd1i_sus 


GPIO weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioOdO_sus 
GPIO weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


PMU GRF GPIOOA SL 
Address: Operational Base + offset (0x0060 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
SU TG RW: |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


gpio0a7_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 

gpio0aé_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 


gpio0a5_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 


gpio0a4_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO0: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 

gpio0a3_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO0: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 
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| Bit [Attr|ResetValue| —Ci@Deescription 
gpio0a2_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b00: Level 0 
2'b0O1: Level 1 
2'b10: Level 2 
2'b11: Level 3 


gpio0ai_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 


2'bOO: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 

gpio0a0_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b0O0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 


PMU_GRF GPIOOB SL 
Address: Operational Base + offset (0x0064) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


gpioOb7_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO0: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'bil1: Level 3 

gpioOb6_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 


2'b01: Level 1 
2'b10: Level 2 
2'b11: Level 3 


gpioOb5_ sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b11: Level 3 

gpio0b4_ sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
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| Bit [Attr|ResetValue| —C(@Deescription 
gpioO0b3_ sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO0: Level 0 
2'bO1: Level 1 
2'b10: Level 2 
2'b1i1: Level 3 


gpioOb2_ sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 

2'bO1: Level 1 

2'b10: Level 2 


2'b1i1: Level 3 

gpioOb1_ sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'bi1: Level 3 

gpioOb0_ sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO0: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 


PMU_GRF GPIOOC SL 
Address: Operational Base + offset (0x0068) 


| Bit |Attr|ResetValue| Cieescription 


write_enable 
Write enable for lower 16bits, each bit is individual. 

ete RW /8x0000 1'bO: Write access disable 
1'b1: Write access enable 
gpioOc7_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO00: Level 0 

Be RO 2'b01: Level 1 

2'b10: Level 2 
2'bi1: Level 3 


15: 
gpioOcé_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b00: Level 0 
Beene RM OXe 2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 
gpioOc5_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO0: Level 0 
Ep Re Ox? 2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 
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ResetValue[ Cieescription 


gpio0c4_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 
RE OKe 2'bO1: Level 1 
2'b10: Level 2 
2'b1i1: Level 3 


gpioOc3_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
0x3 2'b00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 

gpioOc2_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
0x3 2'b00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 

gpioOc1_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
0x3 2'b00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b11: Level 3 

gpioOc0_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
0x3 2'bOO: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 


PMU _GRF GPIOOD SL 

Address: Operational Base + offset (Ox006C 

| Bit |Attr[ResetValue| ss —“‘;S™~SC*éi scription — 
write_enable 

Write enable for lower 16bits, each bit is individual. 

1'bO: Write access disable 

1'b1i: Write access enable 


OxFFF reserved 


31:16};RW |0x0000 


reserved 
gpioOd1_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO0O: Level 0 
ones | ROS 2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 
gpioOd0_ sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO0O: Level 0 
Beue sve WOxe 2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 


PMU _GRF GPIOOA DS O 
Address: Operational Base + offset (0x0070) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
SETS) Rue (Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


i5:14/RO_|OxO [reserved 


gpio0ai_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW {0x01 develo 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 _|RO |0x0 [reserved 


gpio0a0_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
Sas IEW exo 6'b000111: Level 2 
6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


PMU _GRF GPIOOA DS 1 
Address: Operational Base + offset (0x0074) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31: 16)RW" |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


i5:14/RO_|OxO reserved 


gpio0a3_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 

13:8 |RW {0x01 evel 

: Level 3 
: Level 4 

6'b111111: Level 5 

All other setting are reserved 


7:6 |RO [0x0 reserved 
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| Bit |Attr|ResetValue| Ci eescription 


gpio0a2_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 

5:0 |RW |Ox01 bevel? 

: Level 3 
: Level 4 
: Level 5 

All other setting are reserved 


PMU GRF GPIOOA DS 2 
Address: Operational Base + offset (0x0078 


| Bit_|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31-16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_|0x0__—_—reserved 


gpio0a5_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 

13:8 |RW {0x01 > evel 2 

: Level 3 
: Level 4 
: Level 5 

All other setting are reserved 


7:6 |RO_|OxO reserved 


gpio0a4_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
220s RAS |Oxoe 6'b000111: Level 2 
6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


PMU GRF GPIOOA DS 3 
Address: Operational Base + offset (Ox007C 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14]RO_ |ox0___—_—reserved 
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| Bit |Attr|ResetValue| ——Ci@eescription 


gpio0a7_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW {0x01 bevel? 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 _|RO_ |0x0 [reserved 


gpio0a6_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
eel aie cies 6'b000111: Level 2 
6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


PMU _GRF GPIOOB DS O 
Address: Operational Base + offset (0x0080) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


i5:14/RO_|OxO [reserved 


gpioOb1_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
ciel hace hati 6'b000111: Level 2 
6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


7:6 |RO |OxO reserved 


gpioOb0O_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 

5:0 |RW |Ox01 2 eveRD 

: Level 3 
: Level 4 
: Level 5 

All other setting are reserved 


PMU _GRF GPIOOB DS 1 
Address: Operational Base + offset (0x0084) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
SETS) Rue (Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


i5:14/RO_|OxO [reserved 


gpio0b3_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW {0x01 develo 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 _|RO_|0x0 [reserved 


gpioOb2_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
ae baa cata 6'b000111: Level 2 
6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


PMU _GRF GPIOOB DS 2 
Address: Operational Base + offset (0x0088) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31: 16)RW" |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


i5:14/RO_|OxO reserved 


gpioOb5_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 

13:8 |RW {0x01 evel 

: Level 3 
: Level 4 

6'b111111: Level 5 

All other setting are reserved 


7:6 |RO [0x0 reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio0b4_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 

5:0 |RW |Ox01 bevel? 

: Level 3 
: Level 4 
: Level 5 

All other setting are reserved 


PMU GRF GPIOOB DS 3 
Address: Operational Base + offset (OxO08C 


| Bit _|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW" |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0__—_—reserved 


gpioOb7_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 

13:8 |RW {0x01 > level 2 

: Level 3 
: Level 4 
: Level 5 

All other setting are reserved 


7:6 |RO |OxO [reserved 


gpioOb6_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
220s RAS |Oxoe 6'b000111: Level 2 
6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


PMU GRE GPIOOC DS O 
Address: Operational Base + offset (0x0090 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14]RO_ |ox0___—_—reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpioOc1_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW {0x01 bevel? 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_ |0x0 [reserved 


gpioOc0O_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
eel aie cies 6'b000111: Level 2 
6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


PMU _GRF GPIOOC DS 1 
Address: Operational Base + offset (0x0094) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


}15:14/RO_|OxO [reserved 


gpio0c3_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
ciel hace hati 6'b000111: Level 2 
6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


7:6 |RO |OxO reserved 


gpioOc2_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 

5:0 |RW |Ox01 2 eveRD 

: Level 3 
: Level 4 
: Level 5 

All other setting are reserved 


PMU _GRF GPIOOC DS 2 
Address: Operational Base + offset (0x0098) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
SETS) Rue (Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


i5:14/RO_|OxO reserved 


gpioOc5_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW {0x01 develo 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_ |0x0 [reserved 


gpio0c4_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
ae baa cata 6'b000111: Level 2 
6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


PMU _GRF GPIOOC DS 3 
Address: Operational Base + offset (Ox009C) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31: 16)RW" |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


i5:14/RO_|OxO reserved 


gpioOc7_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 

13:8 |RW {0x01 evel 

: Level 3 
: Level 4 

6'b111111: Level 5 

All other setting are reserved 


7:6 |RO [0x0 reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpioOc6_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 

5:0 |RW |Ox01 bevel? 

: Level 3 
: Level 4 
: Level 5 

All other setting are reserved 


PMU GRF GPIOOD DS 0 
Address: Operational Base + offset (OxOOAO 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW" |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_ |0x0___—_—reserved 


gpioOd1_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 

13:8 |RW {0x01 > level 2 

: Level 3 
: Level 4 
: Level 5 

All other setting are reserved 


7:6 |RO_|OxO si freserved 


gpioOd0_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
220s RAS |Oxoe 6'b000111: Level 2 
6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


PMU _GRF SOC CONO 
Address: Operational Base + offset (0x0100 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0___—__—reserved 


ddrphy_bufferen_core 
13 RW {0x0 1'bO: Enable ddrphy io retention; 
1'b1: Disable ddrphy io retention; 


ddrphy_bufferen_sel 
12 RW {0x0 1'bO: Ddrphy_bufferen from pmu and ddr_fail_safe 
1'b1i: Ddrphy_bufferen from ddrphy_bufferen_core 
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| Bit |Attr/ResetValue| Ci escription 
11:8 |RO_|OxO reserved 


grf_con_pmic_sleep_sel 
pmic sleep function selection 
7 RW |0x0 1'bO: From reset pulse generator, can reset external PMIC 
noo 1'b1: From pmu block, only suppport sleep function for external 
PMIC 
uartO_cts_sel 
uartO_cts polarity selection 
RW | Ox0 1'b0O: Low asserted 
1'b1: High asserted 
uart0O_rts_sel 
uartO_rts polarity selection 
° RW 0x8 1'b0O: Low asserted 
1'b1: High asserted 


4 |RO_|Oxo_sfreserved 


dpll_osc_source_sel 
DPLL osc input source select 

2 BW De 1'bO: from more clock buffer path 
1'b1: from less clock buffer path 
apll_osc_source_sel 
APLL osc input source select 

2 RW exe 1'bO: from more clock buffer path 
1'b1: from less clock buffer path 
i2cO_iomux_sel 
i2cO IO controller select 

ES D0 1'bO: from acdcdig 
1'b1: from i2cO controller 
con_32k_ioe 

RW |0x0 1'bO: Output mode 

1'b1: Input mode; 


PMU GRF SOC CON1 
Address: Operational Base + offset (0x0104) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
SOIR | OXROUE 1'bO: Write access disable 
1'b1: Write access enable 
; resetn_hold 
nee Please refer to pmucru_softrst_conO. Each bit has a hold 


PMU_GRF SOC CON2 
Address: Operational Base + offset (0x0108) 


| Bit |Attr| Reset Value, 


Pt esecription sd 
write_enable 
Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


7:0. Rw | 0x00 resetn_hold 
Please refer to pmucru_s_softrst_conO[7:0]. Each bit has a hold 


PMU GRF SOC CONS3 
Address: Operational Base + offset (0x010C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 

Srl RW-Sxp0N0 1'bO: Write access disable 
1'b1: Write access enable 
dsu_pactive_en 
dsu_ret_en 

cpudsu retention enable 
dsu_off_en 

12 RW |0x0 core_pactive_en 
cpu core pactive enable 
core_ret_en 

cpu core retention enable 
core_off_en 
core_wfi_en 


upctl_c_sysreq_cfg 
1'bO: After ddr failsafe module enters self-refresh status, then 
RW |0x0 request DDR controller to enter low power state 
1'b1: Always enable requesting DDR controller to enter low power 
state, when ddr failsafe module is working 
ddr_io_ret_oen_cfg 
ddr_io_ret_oen_cfg bit control 
a ee 1'bO: ddr_io_ret output enable 
1'b1: ddr_io_ret_output disable 
ddr_io_ret_cfg 
RW |0x0 1'bO: DDR io retention managed by hardware automatically; 
1'b1: Enable ddr io retention manuall 
ddr_io_ret_de_reg 
Request to enter retention, during system failure 
a RY Ox 1'bO: Disable 
1'b1: Enable 
ddrc_gating_en 
4 RW |0x1 1'bO: Disable ddr clock gating during system failure 
1'b1: Enable ddr clock gating during system failure 
sref_enter_en 
3 RW /|0x1 1'bO: Disable ddr self-refresh enter when system is failed 
1'b1: Enable ddr self-refresh enter when system is failed 
ddrio_ret_en 
2 RW |Ox1 1'bO: Remain ddr io status when system is failed 
1'b1: Enable ddr io retension when system is failed 
wdt_shut_reset_trigger_en 
Enable failsafe wdt input 
ROX 1'bO: Disable: 
1'bi: Enable; 
tsadc_shut_reset_trigger_en 
Enable failsafe tsadc input 
ER Oxe 1'bO: Disable; 
1'b1i: Enable; 


PMU _GRF SOC CON4 
Address: Operational Base + offset (0x0110) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable Penne 
ae: st aid ea ata each bit is individual. 
1'b1: Write access enable 
Seine ac eaen setting for debug purpose 


gpu_pwren_pol 
. gpu power control polariy control 
PO RM Ox 1'bO: high power down asserted 
1'b1: low power down asserted 
ineserveds eS 


9:6 |RO |0x0____—reserved 


pwm2_iomux_sel 
PWM2 IO mux selection 
2'b00:MO mux solution 
Pe RS XS 2'b01:M1 mux solution 
2'b10: Reserved 
2'b1i1: Reserved 
pwm1_iomux_sel 
PWM1 IO mux selection 
2'b00:MO mux solution 
ae BW Oke 2'b01:M1 mux solution 
2'b10: Reserved 
2'bi1: Reserved 
pwm0O_iomux_sel 
PWMO IO mux selection 
2'b00:MO mux solution 
Be Or (Rs 0X8 2'b01:M1 mux solution 
2'b10: Reserved 
2'bi1: Reserved 


PMU _GRF SOC CON5 
Address: Operational Base + offset (0x0114) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


12.0 fw [ower eszeie RE 
out2chip_rst_init 
ae 12:0, RW Ox08? out2chip rst counter initial value 
PMU GRF SOC STATUS 
Address: Operational Base + offset (0x0120 
| Bit |Attr| Reset Value 
4 ce 


: wfi status 
PMU_GRF IO VSELO 
Address: Operational Base + offset (0x0140) 
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| Bit |Attr|ResetValue| SS Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ob Te Rw: Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


ji5 [RO |OxO_——si reserved —i‘“‘“‘“‘(‘“‘“‘(Cd 

poc_vccio7_sel25 
VCCIO7 2.5V control 
1'bO: Disable 

1'b1: Enable 
poc_vccio6_sel25 
VCCIO6 2.5V control 
1'bO: Disable 

1'b1: Enable 
poc_vccio5_sel25 
VCCIO5 2.5V control 
1'bO: Disable 

1'b1: Enable 
poc_vccio4_sel25 
VCCIO4 2.5V control 
1'bO: Disable 

1'b1: Enable 
poc_vccio3_sel25 
VCCIO3 2.5V control 
1'bO: Disable 

1'b1: Enable 


poc_vccio2_sel25 


VCCIO2 2.5V control 
1'bO: Disable 

1'b1: Enable 
poc_vcciol_sel25 
VCCIO1 .25V control 
1'bO: Disable 

1'b1: Enable 
poc_vccio7_sel18 
VCCIO7 1.8V control 
1'bO: Disable 

1'b1i: Enable 
poc_vccio6_sel18 
VCCIO6 1.8V control 
1'bO: Disable 

1'b1: Enable 
poc_vccio5_sel18 
VCCIO5 1.8V control 
1'bO: Disable 

1'b1: Enable 
poc_vccio4_sel18 
VCCIO4 1.8V control 
1'bO: Disable 

1'b1: Enable 
poc_vccio3_sel18 
VCCIO3 1.8V control 
1'bO: Disable 

1'b1i: Enable 
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| Bit |Attr[ResetValue| ————i‘“‘;C™C‘Ci scription 
poc_vccio2_sel18 
VCCIO2 1.8V control 
1'bO: Disable 
1'b1: Enable 
poc_vcciol_sel18 


VCCIO1 1.8V control 

1'bO: Disable 

1'b1: Enable 

vccio2 voltage control select 
VCCIO2 voltage control selection 
1'bO: from GPIO_OA7 

1'b1: from GRF 


PMU_GRF IO VSELi 
Address: Operational Base + offset (0x0144) 


| Bit |Attr| Reset Value, 


Pt eseription sd 
write_enable 
Write enable for lower 16bits, each bit is individual. 
1:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


3 
RO |OxO si freserved 
poc_vccio7_iddq 

1 VCCIO7 iddq control 

1'bO: Disable 

1'b1: Enable 

poc_vccio6_iddq 

1 VCCIO6 iddgq control 

1'bO: Disable 

1'b1: Enable 

poc_vccio5_iddq 

1 VCCIO5 iddgq control 

1'bO: Disable 

1'b1: Enable 

1 

1 


7 
poc_vccio4_iddq 
VCCIO4 iddgq control 
1'bO: Disable 
1'b1: Enable 


poc_vccio3_iddq 
VCCIO3 iddgq control 
1'bO: Disable 

1'b1: Enable 
poc_vccio2_iddq 
VCCIO2 iddgq control 
1'bO: Disable 

1'b1: Enable 
poc_vcciol_iddq 
VCCIO1 iddgq control 
1'bO: Disable 

1'b1: Enable 


poc_vccio7_sel33 

7 VCCIO7 3.3V control 
1'bO: Disable 
1'b1: Enable 
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| Bit |Attr|ResetValue| ss —C—“‘(‘S;; CD eScription =—— Cid 

poc_vccio6_sel33 
VCCIO6 3.3V control 
1'bO: Disable 

1'b1: Enable 
poc_vccio5_sel33 
VCCIO5 3.3V control 
1'bO: Disable 

1'b1: Enable 
poc_vccio4_sel33 
VCCIO4 3.3V control 
1'bO: Disable 

1'b1: Enable 
poc_vccio3_sel33 
VCCIO3 3.3V control 
1'bO: Disable 

1'b1: Enable 
poc_vccio2_sel33 
VCCIO2 3.3V control 
1'bO: Disable 

1'b1: Enable 
poc_vcciol_sel33 
VCCIO1 3.3V control 
1'bO: Disable 

1'b1: Enable 


PMU GRF IO VSEL2 
Address: Operational Base + offset (0x0148) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 -T6/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —C—si‘“CsSs—s—‘“‘“‘SC*r 


15:8 |RO |0x00___—[reserved 


poc_pmuio2_iddq 

PMUIO2 iddq control 
ZR OX 1'b0: Disable 

1'b1: Enable 


poc_pmuiol_iddq 
PMUIO1_ iddgq control 
oe 1'bO: Disable 
1'b1: Enable 
poc_pmuio2_sel33 
PMUIO2 3.3V control 
Be GBA Oe 1'bO: Disable 
1'b1: Enable 


poc_pmuio2_sel25 

PMUIO2 2.5V control 
a RW: | Ox8 1'bO: Disable 

1'b1: Enable 
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| Bit |Attr|ResetValue| Ci ecription 


poc_pmuio2_sel18 

PMUIO2 1.8V control 
BRM Ox8 1'bO: Disable 

1'b1: Enable 


jo RW oxo reserved 


PMU GRF DLL CONO 
Address: Operational Base + offset (0x0180) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:12/RO [Oxo ——sireserved) ee s—“(s‘“‘(‘“‘“‘“‘;OCCC(*dr 
: pvtm_clkout_div 
pee px0ue pvtmclkout divider value 


PMU_GRF OS REGO 
Address: Operational Base + offset (0x0200) 


| Bit [Attr/ResetValue| Ci escription 
: pmu_os_regO 


PMU GRF OS REG1 
Address: Operational Base + offset (0x0204) 


Reset Value 


: pmu_os_regl 


PMU GRF OS REG2 
Address: Operational Base + offset (0x0208) 


| Bit |Attr| Reset Value, 


Po eseription 
: pmu_os_reg2 


PMU GRF OS REG3 
Address: Operational Base + offset (Ox020C 


Reset Value 


: pmu_os_reg3 
1:0 /RW |0x00000000 JO. register 


PMU _GRF OS REG4 
Address: Operational Base + offset (0x0210) 


Reset Value 


; pmu_os_reg4 


PMU_GRF OS REG5 
Address: Operational Base + offset (0x0214) 


[Attr|ResetValue| Ci escription 
. pmu_os_reg5 


PMU_GRF OS REG6 
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Address: Operational Base + offset (0x0218 


[Attr| Reset Value 
RW 


31:0 


pmu_os_reg6 
0x00000000 OS register 


PMU GRF OS REG7 
Address: Operational Base + offset (0x021C 


ResetValue[ Ci essscription 


‘ pmu_os_reg7 
1:0 |RW |0x00000000 OS register 


PMU GRF OS REG8& 
Address: Operational Base + offset (0x0220) 


Reset Value 


OS register 


PMU_GRF OS REG9 
Address: Operational Base + offset (0x0224) 


| Bit |Attr| Reset Value, 


Po Ceescription 
: pmu_os_reg9 


PMU GRF OS REG10 
Address: Operational Base + offset (0x0228 


Reset Value 


; pmu_os_regi0 
1:0 |RW |Ox00000000 OS register 


PMU GRF OS REG11 
Address: Operational Base + offset (0x022C) 


Reset Value 


1:0 |Rw |oxoo000000 |PMU_os_reg11 
OS register 


PMU GRF RESET FUNCTION STATUS 
Address: Operational Base + offset (0x0230 
ResetValue| —— ——“‘“CSC‘éiScription =—— “Cd 


ddr_fail_safe_src 
ddr_fail_ safe is active 


Reset by wdt trigger 


first_reset_src 
jo rw oxo Reset by first reset trigger 


PMU_GRF_RESET FUNCTION CLR 


Add 


ress: Operational Base + offset (0x0234 
| Bit [Attr[ResetValue| —“i*i‘“;CCéi scription — Cd 
[31:4 [RO [0x0000000 
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| Bit |Attr[ResetValue| —_— —“‘CSW OCC esScription — Cid 
ddr_fail_safe_src_clr 
Clear bit for ddr_fail_safe is active 
1'b1i: Clear enable 
1'bO: Clear disable 
tsadc_shut_reset_src_clr 
Clear bit for reset by tsadc shut trigger 
1'b1i: Clear enable 
1'bO: Clear disable 
wdt_reset_src_clr 
Clear bit for reset by wdt trigger 
1'b1: Clear enable 
1'bO: Clear disable 
first_reset_src_clr 
Clear bit for reset by first reset trigger 
1'b1: Clear enable 
1'bO: Clear disable 


PMU GRF SIG DETECT CON 
Address: Operational Base + offset (0x0380) 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'b1i: Write access enable 


sdmmc2_detectn_neg_irq_msk 
Enable sdmmcdetectnnegedgeirq 
1'bO: Disable 

1'bi: Enable 
sdmmc2_detectn_pos_irq_msk 
Enable sdmmcdetectnposedgeirq 
1'bO: Disable 

1'b1: Enable 
sdmmc1i_detectn_neg_irq_msk 
Enable sdmmcdetectnnegedgeirq 
1'bO: Disable 

1'bi: Enable 
sdmmci_detectn_pos_irq_msk 
Enable sdmmcdetectnposedgeirq 
1'bO: Disable 

1'b1: Enable 
sdmmc0O_detectn_neg_irq_msk 
Enable sdmmcdetectnnegedgeirq 
1'bO: Disable 

1'b1: Enable 
sdmmc0O_detectn_pos_irq_msk 
Enable sdmmcdetectnposedgeirq 
1'bO: Disable 

1'b1: Enable 


PMU GRF SIG DETECT STATUS 
Address: Operational Base + offset (0x0390) 


| Bit |Attr/ResetValue| Ci eescription 
[RO_|0x0000000 
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| Bit |Attr|ResetValue| Ci@eescription 


sdmmc2_detectn_neg_irq 
RW /|0x0 1'b1: Irq asserted; 
1'bO: No irq 


sdmmc2_detectn_pos_irq 
RW /|0x0O 1'b1: Irq asserted; 
1'bO: No ira 
sdmmci_detectn_neg_irgq 
3 RW |0x0 1'b1: Irq asserted; 
1'bO: No irq 


sdmmci_detectn_pos_irq 
2 RW |0x0 1'b1: Irq asserted; 
1'b0: No irq 
sdmmcO_detectn_neg_irq 
1 RW /|0x0 1'b1: Irq asserted; 
1'bO: No irq 
sdmmcO_detectn_pos_irq 
RW /|0x0 1'b1: Irq asserted; 
1'bO: No irq 


PMU GRF SIG DETECT STATUS CLEAR 
Address: Operational Base + offset (Ox03A0 


| Bit |Attr|ResetValue| s/s ———C‘i scription = 
31:6 |RO_|0x0000000 


fp |ew foo etree 
few foo Per etarirg 
pew foo tere 
Jew foo Peretearing 


PMU GRF SDMMC DET COUNTER 
Address: Operational Base + offset (Ox03BO0 


| Bit |Attr| Reset Value 
31:20/RO |0x000 reserved 


reserved 
: sdmmc_detectn_count 
wee? sdmmc_detectn_count bit register 


3.4 CPU_GRF Register Description 


3.4.1 Registers Summary 


Reset Loe 
aoe ol | 
am CPU _COREPVTPLL € |9,.0010 w_ |oxoo000000 CORE PVIPLL control register0 


oi ee CPU _COREPVTPLL C lo.0014 w_ |oxo0000000 CORE PVTPLL control register1 
an fll CORDES 0x0018 w_ Joxoo000000 CORE PVTPLL control register0O 


Copyright 2022 © Rockchip Electronics Co., Ltd. 214 


RK3568 TRM-Part1 


name [omer [sce] Sate | __Deerinton 
Value P 


1 ae 0x001C w_ |oxoo000000 CORE PVTPLL control register3 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 
3.4.2 Detail Registers Description 
GRF_CPU COREPVTPLL_CONO 
Address: Operational Base + offset (0x0010) 
| Bit |Attr| Reset Value, 
write_enable 
Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 
reserved 
$e pvtpll clock out divided nuber 
Ox0__tteserved —__ 
osc_ring selection. 
2'b00: osc_ring O 
2'bO1: osc_ring 1 
2'b10: osc_ring 2 
2'b11: osc_ring 3 
core_pvtpll_ring_length_sel 
core pvtpll delay cell element number control 
5'bO0000: 
5'b00001: 
5'b00010: 
5'b00011: 
5'b00100: 
5'b00101: 
5'b00110: 
5'b00111: 


31:16;RW |0x0000 


RW |0x00 


5! b11111:320 

core_pvtpll_out_polar 

PVTPLL output polarity 

core_pvtpll_osc_en 

Set high to enable the osc_ring in the PVTPLL 


1 

core_pvtpll_start 
GRE CPU COREPVTPLL CON1 
Address: Operational Base + offset (0x0014 


[ Bit [Attr| Reset Value 
31:0 IRW loxoo000000 |6re_Pvtpll_cal_cnt 
Dvtpll calculation counter 


GRF_CPU COREPVTPLL_CON2 
Address: Operational Base + offset (0x0018) 


| Bit |Attr| Reset Value 


. core_pvtpll_threshold 
0x00000000 | cat high to start PVTPLL 


GRF_CPU_COREPVTPLL_CON3 
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Address: Operational Base + offset (Ox001C 


| Bit_|Attr| Reset Value 


. core_pvtpll_ref_cnt 
pxoogooene Reference clock frequency counter value. 


3.5 DDR_GRF Register Description 


3.5.1 Registers Summary 


Reset Description 


DDR_GRF_CONO [W___|0x00000000 [DDR Control RegisterO 

DDR_GRF_CON1 0x0004 _|W__|0x00000600 |DDR Control Registert 

DDR_GRF_CON2 [W__|OxOOOOFBFF |DDR Control Register2 

DDR_GRF_CON3 [W__|0x0000E410 [DDR Control Register3_ 
W___[0x00000000 | 


DDR _GRF CON4 x00000000 |DDR Control Register4 
DDR_GRF_ SPLIT CON x0014_ |W __|0x00000110 [DDR AXI SPLIT Control Register 


DDR GRF LP CON 0x0020 w_ foxoooo1101 DDR PHY Lower Power Control 


Register 
DDR _GRF STATUSO 0x0100 


x00000000 |DDR Status RegisterO 
DDR_GRF_STATUS1 0x0104 x00000000 |DDR Status Register1 
DDR_GRF STATUS2 0x0108 


DDR_GRF_STATUS3 0x010C 
DDR_GRF_STATUS4 0x0110 


Ww 
Ww | 
Ww 
Wo 
Ww 
DDR_GRF_STATUS5 10x0114 |w_si 
Ww 
Wo 
Ww 
Ww 
Ww 


DDR _GRF STATUS6 
DDR_GRF_STATUS7 
DDR_GRF_ STATUS8 
DDR _GRF STATUS9 
DDR_GRF_STATUS10 
[DDR_GRF_STATUS12 
Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 

3.5.2 Detail Registers Description 

DDR _GRF CONO 

Address: Operational Base + offset (0x0000) 


| Bit |Attr| Reset Value 


write_enable 
31:16IRW Write enable for lower 16bits, each bit is individual. 
15 


W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 


1'bO: Write access disable 
1'bi: Write access enable 


15 |RO_| 


awpoison 
AXI write poison control 


awurgent 


AXI write urgent control 
arpoison 
AXI read poison control 


arurgent 

AXI bus read urgent control 

pa_wmask 

When asserted(active high), it will prevent the corresponding 
write to PA 
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| Bit_[Attr| Reset Value| p 
pa_rmask 
RW {0x0 When asserted(active high), it will prevent the corresponding 
read to PA 


ee ee 
7 rw foxo xe AXI auto-precharge signal for read command. 


awautopre 
RW {0x0 AXI auto-precharge signal for write command 
csysreq_upctl_ddrstdby 
5 RW |0x0 1'bO: Disable stdby controls upctlcsysreq_ddrc 
1'b1: Enable stdby control upctlcsysreq_ddrc 
reserved 


4 |RO oxo [reserved 


csysreq_aclk 
RW |0x0 1'bO: Request upctlaclk enter low power 
1'b1: Request upctlaclk exit low power 


dfi_init_start 
dfi_init start value 
dfi_init_start_sel 


RW |0x0 1'bO: Upctl controls dfi_init_start 
1'bi: Grf_dfi_init_start controls dfi_init_start 


upctl_slverr_enable 
RW /|0x0 1'bO: Disable upctlapbslverr response 
1'b1: Enable upcttlapbslverr response 


DDR GRF CON1 
Address: Operational Base + offset (0x0004 


| Bit_|Attr| Reset Value 


write_enable 
I Write enable for lower 16bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


Galilee Plow WN ge 


ddrc_auto_sr_dly 
a 1:8 | Rw | xs ‘fs (2 cc of auto gated ddrc_core_clk. It should be to be 0x6 


7:6 [RO [Oxo reserved —“‘“‘“‘“C;C*™*™;™C~*C 


upctl2_pdsrlip_cg_en 

Rw lox0 DDR_ clock gating control after enter PD/SR state 
1'bO: Enable clock gating 
1'b1: Disable clock gating 


upctl2_syscreq_cg_en 
1'bO: Disable force ddrc_core_clkungating when external 
4 RW |0x0 ddrc_csysreq asserted 
1'b1: Enable force ddrc_coreungating when external 
ddrc_csysreq asserted 
selfref_type2_en 
3 RW {0x0 1'bO: Disable ddrc_core_clk auto gating in type2 selfrefresh 
1'b1: Enable ddrc_core_clk auto gating in type2 selfrefresh 
upctl_core_cg_en 
2 RW |0x0 1'bO: Disable ddrc_core_clk auto gating 
1'b1: Enable ddrc_core_clk auto gating 
upctl_apb_cg_en 
1'bO: Disable function of force aclk/ddrc_core_clk ungated when 
1 RW /|0x0 apb access is going 
1'b1: Enable function of force aclk/ddrc_core_clk ungated when 
apb access is going 
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| Bit |Attr|ResetValue| —Ci@eescription 


upctl_axi_cg_en 
RW {0x0 1'bO: Disable aclk auto gating 
1'b1: Enable aclk auto gating 
DDR_GRF_ CON2 
Address: Operational Base + offset (0x0008 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 

Write enable for lower 16bits, each bit is individual. 
et to WO | OxG008 1'bO: Write access disable 

1'b1: Write access enable 

ddrc_Ipi_cg_en 
1'bO enable ddrc LPI auto gating function 

1'b1 disable ddrc LPI auto gating function 


dfi_phymstr_cs_state 
DFI PHY Master CS State: Indicates the state of the DRAM when 
the PHY becomes the master: 

14:11/RW |Oxf 1'bO: The PHY specifies the required state, using the 
dfi_phymstr_state_sel signal 
1'b1: The PHY does not specify the state 
ee memory rank uses one bit. 


10 |RO_|oxo_sireserved 


ddr_clk_gate 

each bit is dedicated for a subblock auto gating function inside 
RW |Ox3ff ddr control 

1'bO enable auto gating 

1'b1 disable auto gating 


DDR_GRF_ CON3 
Address: Operational Base + offset (Ox000C) 


| Bit |Attr| Reset Value, 


Po eseription 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
S16) WO | Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
dq_swap_sel3 
select which dfidq byte is used for dq byte 0 in IO 
: 2'bOO dfidq byte O is used for byte3 
pete Ws 0X8 2'bO1 dfidq byte 1 is used for byte3 
2'b10 dfidq byte 2 is used for byte3 
2'b11 dfidg byte 3 is used for byte3 


dq_swap_sel2 
select which dfidq byte is used for dq byte 0 in IO 
: 2'bOO dfidq byte O is used for byte2 
gone RW ONS 2'bO1 dfidg byte 1 is used for byte2 
2'b10 dfidq byte 2 is used for byte2 
2'bi1 dfidq byte 3 is used for byte2 
dq_swap_sel1 
select which dfidq byte is used for dq byte 0 in IO 
7 2'bOO dfidq byte O is used for byte1 
PEER | Om 2'bO1 dfidg byte 1 is used for byte1 
2'b10 dfidq byte 2 is used for byte1 
2'bii1 dfidq byte 3 is used for bytel 
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[Attr|Reset Value| ——“‘“CSC‘éieScription =— Cd 
dq_swap_selO 

select which dfidq byte is used for dq byte 0 in IO 
2'bOO dfidq byte O is used for byteO 

2'bO1 dfidq byte 1 is used for byteO 

2'b10 dfidq byte 2 is used for byteO 

2'bi1 dfidq byte 3 is used for byteO 

dq_swap_en 

ddrdfidq swap enable 

1'b1 enable 

1'bO disalbe 


= 


csysreq_ddrc_sel 
csysreq_ddrc source select 
2'bO0: grf_con_csysreq_ddrc 
2'b0O1: csysreq_upctl_pmu 
2'b10: csysreq_ddrc_autogate 
2'bi1: hwffc_csysreq_ddrc 


= 


csysreq_ddrc 

DDRC Hardware Low-Power Request. Request from the system 
clock controller for the peripheral (DDRC) to enter a low-power 
state. 

dfi_phymstr_type 

DFI PHY Master Type: Indicates which of the 4 types of PHY 
master interface times the dfi_phymstr_req signal is requesting: 
2'b00: tphymstr_typeO 

2'b01: tphymstr_typel 

2'b10: tphymstr_type2 

2'b1i1: tphymstr_type3 

dfi_phymstr_state_sel 

DFI PHY Master State Select: Indicates the state requested by 
the PHY: 

1'bO: IDLE 

1'b1: Self-Refresh 


joxo_ reserved 


DDR_GRF_ CON4 
car Operational Base + offset (0x0010) 


[Reset Value| Ci esccription 


write_enable 
0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'bi: Write access enable 
silent_threshold 
silent threshold for how many idle cycles before LPI machin send 
15:0 |RW |0x0000 request to DDRC 


DDR _GRF SPLIT CON 
Address: Operational Base + offset (0x0014 


| Bit_|Attr| Reset Value 


N 


be bo BS oO N 
uo 
5) 5) 5) 5) 
= 


= 


31:16}W 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:11]RO_ |0x00__—|reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


SPMODE 
Split mode select. 
2'b00:DDR controller and phy works at 32 bits mode. Low 16 bits 
are valid if access address is above split address. 

10:9 IRW loxo 2'b01:DDR controller and phy works at 32 bits mode. High 16 

, bits are valid if access address is above split address. 

2'b10:DDR controller and phy works at 16 bits mode. Low 8 bits 
are valid if access address is above split address. 
2'b11:DDR controller and phy works at 16 bits mode. High 8 bits 
are valid if access address is above split address 


BYPASS 
RW |Ox1 1'bO: Enable axi split 
1'b1: Bypass axi split 


SPADDR 
Split address high 8 bits of 32bit address. For example, if 

7:0 |RW {0x10 SPADDR=0x10, then the split address is Ox10000000. The 
axi_split module will be bypassed if reading or writing DDR below 
split address, otherwise axi burst will be split 


DDR_GRF_ LP_CON 
Address: Operational Base + offset (0x0020) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —si‘“—sSs—“‘—s‘“‘“‘sSCSC‘*zr 


|15:14|RO [0x0 reserved 
sr_ctl_en 

13 RW {0x0 1'bO: Disable sr exit/enter reload/inverse Ipckdis_ini 
1'b1: Enable sr exit/eneter reload/inverse Ipckdis_ini 
pd_ctl_en 

12 RW |0x1 1'bO: Disable pd exit/enter reload/inverse Ipckdis_ini 
1'b1: Enable pd exit/eneter reload/inverse Ipckdis_ini 

[11:10|RO [0x0 reserved 
Ipckdis_en 

RW |0x0 1'bO: Disable ddrphy low power fuction 

1'b1: Enable ddrphy low power function 


Ipckdis_ini 

saw fo Ipckdisintial value 

7:3 [RO |0x00__—__—[reserved 
Ip23_mode 

2 RW |0x0 1'b0O: Disable LPDDR2/LPDDR3 mode 
1'bi: Enable LPDDR2/LPDDR3 mode 


i |RO_|oxo [reserved 


ddr23_mode 
RW /0x1 1'b0O: Disable DDR2/DDR3 mode 
1'bi: Enable DDR2/DDR3 mode 


DDR _ GRF STATUSO 
Address: Operational Base + offset (0x0100) 


| Bit |Attr| Reset Value 


mrr_data0[31:0] 
; DDR_STATUSO~DDR_STATUS7 are Mode Register Read Data. 
31:0 0x00000000 mrr_data0[31:0] data status. 
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DDR _GRF STATUS1 
Address: Operational Base + offset (0x0104) 


| Bit |Attr| Reset Value, 


PC escription sd 
; mrr_data0[63:32] 
ear RO |ox00000000 mrr_data0[63:32] data status. See DDR_STATUSO 


DDR _ GRF STATUS2 
Address: Operational Base + offset (0x0108) 


| Bit [Attr/Reset Value|  —————————Ss—Ss——sSOiesecription — i sd 
; mrr_data0[95:64] 
31:0 fro | 0x00000000 |_.-+ data0[95:64] data status. See DDR_STATUSO 


DDR_GRF STATUS3 
Address: Operational Base + offset (0x010C) 


| Bit |Attr[ResetValue|—“‘“;C™SC‘éecription =— (sd 
‘ mrr_data0[127:96] 
31:0 |ro | 0x00000000 |. data0[127:96] data status. See DDR_STATUSO 


DDR GRF STATUS4 
Address: Operational Base + offset (0x0110 


| Bit |Attr| Reset Value 
1:0 


31:0 |Ro |ox00000000 mrr_data0[159:128] 


mrr_data0[159:128] data status. See DDR_STATUSO 
DDR GRF STATUSS 


Address: Operational Base + offset (0x0114) 


| Bit |Attr[ResetValue| ————“‘CiScription 
: mrr_data1[31:0] 
ok RO |ox00000000 mrr_data1[31:0] data status. See DDR_STATUSO 


DDR_GRF STATUS6 
Address: Operational Base + offset (0x0118) 


| Bit |Attr/ResetValue| Ci eescription 


31:0 Ro | oxoo000000 | Mr—datal [63:32] 


mrr_data1[63:32] data status. See DDR_STATUSO 


DDR _GRF STATUS7 
Address: Operational Base + offset (0x011C) 


| Bit [Attr/Reset Value|  —————————Ss—Ss——S Description — i sd 
; mrr_data1[95:64] 
ak RO ox00000000 mrr_data1[95:64] data status. See DDR_STATUSO 


DDR_GRF_ STATUSS8 
Address: Operational Base + offset (0x0120) 


0x000000 


0x0 


dfi_scramble_shift_ready 
The status of dfi_scramble_shift_ready 


; ddrc_reg_selfref_type 
7:6 |ro foxo The status of ddrc_reg_selfref_type 
5 Ox0 cactive_aclk 
The status of cactive_aclk 
csysaclk_aclk 
4 fro joxo | The status of csysaclk_aclk 
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So ee 
po po emiiencamen 
The < status of con _csysreq_aclk 
fe pe Hee ceases 
The status of external cactive_ddrc 


fo oR malcom ie 
The status of external csysack_ddrc 

po oo RES esoricomen die 
The status of external csysreq_ddrc 


DDR GRF STATUS9S 
Address: Operational Base + offset (0x0124 
a CO 
ee Ro joxo CO eee 
Teeehad poner OF ee AY status of low power of ddrph 


30:23/RO_|0x0O [reserved 


wr_credit_cnt 
Indicates the number of available write CAM slots (free 
positions). 

2216 0x00 Each slots holds a DRAM burst. 
Value is decremented/incremented as the commands flow in out 
of the write CAM. 


i5_ |RO_|OxO_ si freserved 


hpr_credit_cnt 
Indicates the number of available High priority read CAM slots 
: (free positions). 
ie neue Each slots holds a DRAM burst (Channel 1). 
Value is decremented/incremented as the commands flow in out 
of the read CAM (HPR store). 
reserved 


7 [RO [oxo [reserved 
lpr_credit_cnt 
Indicates the number of available Low priority read CAM slots 
(free positions). 
Each slots holds a DRAM burst (Channel 1). 
Value is decremented/incremented as the commands flow in out 
of the read CAM (LPR store). 


DDR _GRF STATUS10 
Address: Operational Base + offset (0x0130) 


| Bit |Attr[ResetValue| —“‘;‘“C;™C*éi scription =— sd 
; mrr_data1[127:96] 
31:0 |ro | 0x00000000 |..++ datal[127:96] data status. See DDR_STATUSO 


DDR GRF STATUS11 
Address: Operational Base + offset (0x0134) 


| Bit |Attr| Reset Value 


; mrr_data1[159:128] 
PEONNOONOE mrr_data1[159:128] data status. See DDR_STATUSO 


DDR _GRF STATUS12 
Address: Operational Base + offset (0x0138) 


| Bit |Attr|/ResetValue| Ci eescription = 
31:19|RO_|0x0000 
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| Bit |Attr|ResetValue| Ci eescription 


hif_refresh_req_bank 
Indicates the next bank that is refreshed; for multi-rank 

18:7 0x000 configurations, the bank number is reported independently for 
each rank, and the information for all ranks is concatenated to 
form this signal. 


wrecc_credit_cnt 
Indicates the number of available write ECC CAM slots (free 
positions). 

0x00 Each slots holds a DRAM burst. 
Value is decremented/incremented as the commands flow in out 
of the write ECC CAM 


3.6 PIPE_GRF Register Description 


3.6.1 Registers Summary 


Reset oe 
[onset [sis] Geiss | Descrnon 


PIPE GRE SATA CON1 | 


PIPE _GRF_XPCS STATUS |o,Q0980 w_ |oxoo000000 XPCS status register 


PIPE _GRF_USB3OTGO CO |9,9100 00002000 |usb3otgO control register0 
PIPE GRF USB30TGO CO|5, 9104 00001100 |usb3otgO control register1 


0 
0 
PIPE GRF_USB3OTGO CO |5,9108 0x00000000 |usb3otg0 control register2 
PIPE _GRF USB30TGO ST 
ATUS LATO OxOETC 0 


0 
NO e 
Ni....t—<Ci~C‘Cié‘UT X 
N2 
cos 
AUS: = a 

NO 

Ni...ti<“Ci=C‘sSSSS X 

N2 : 


rar 
We 
ie pane |W |p 


x00000000 |usb3o0tgO status_cb register 

00000000 |usb3otg0 status register 
PIPE _GRF_USB3OTG1 CO lq, 9449 0x00002000 |usb3otg1 control register0 
PIPE “GRE USB3OTG1 CO lpxei44 0x00001100 |usb3otg1 control register1 
PIPE _GRF_USB3OTG1 CO |y 148 0x00000000 |usb3otg1 control register2 
PIPE _GRF USB30TG1 ST ; 
ATUS LATO 0x0150 0x00000000 |usb3otg1 status_latO register 
PIPE _GRF USB30TG1 ST ; 
ATUS LATI 0x0154 0x00000000 |usb3otg1 status_lat1 register 
PIPE GRF USB30TG1 ST ; 
ATUS CB 0x0158 0x00000000 |usb3otg1 status_cb register 
Fg ac (07 0 w_ Joxoo000000 usb3otg1 status register 
Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 
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3.6.2 Detail Registers Description 
PIPE GRF PIPE CONO 
Address: Operational Base + offset (0x0000) 


| Bit |Attr| Reset Value 


write_enable 
y Write enable for lower 16bits, each bit is individual. 
pike vO Texcoue 1'bO:Write access disable 
1'b1: Write access enable 
sata2_pclkreq_n 
sata2_pclkreg_n input port control 
sata2 phy_rx_err input control 


sata2_phy_spdmode 
sata2 phy_spdmode input control 
; 2'bO0: 1.5Gb/s 
| 2'b01: 3.0Gb/s 
2'b10: 6.0Gb/s 
2'b11: Reserved 


satai_pclkreq_n 
satal_pclkreg_n input port control 
Swelowd satal_phy_rx_err, 

satal phy_rx_err input control 


satal_phy_spdmode 
satal phy_spdmode input control 
2'bO0: 1.5Gb/s 
RMD xt 2'b01: 3.0Gb/s 
2'b10: 6.0Gb/s 
2'b11: Reserved 


sataO_pclkreq_n 

sataO_pclkreq_n input port control 
sataO_phy_rx_err 
sataO phy_rx_err input control 
sataO_phy_spdmode 


sataO phy_spdmode input control, 
2'b00: 1.5Gb/s 


pcie30x2_link_rst_grt 
PCIe30x2 link rest grant control 
pcie30x1_link_rst_grt 


PCTe30x1 link rest grant control 
pcie20_link_rst_grt 
jo few | 0x0 PCTe20 link rest grant control 


PIPE GRF SATA CONO 
Address: Operational Base + offset (0x0010 


| Bit _|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16)WO |0x0000 1'bO:Write access disable 
1'b1: Write access enable 


sataO_txcommonmode_ disable 
1s aw joxo |S common mode disable 
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aia Reset Value| = Description  ———sS| 
sataO_rxelecidle_disable 
14 awe oxo «LS output to electrical idle disable 
sataO_txmargin 
13:11}/RW |Ox0 TX_SWING and TX_MARGIN[2:0] are combined together to 
control TX output amplitude 


. sataO_txdeemph 
10:9 Jaw jox1 ——_—fgataO_bxde de-emphasis level configuration 


sataO_txswing 

phy TX_SWING control 

When TX_SWING =1, transmitter is in low swing mode, the 
output amplitude can achieve 
500mV,600mV,700mv,800mV,900mV,1000mV,1100mV and 
1200mV,the 800mvV to 1200mvV output has no difference with the 
cases when TX_SWING =0. 

sataO_txoneszeros 

This signal is used in USB3.0 mode for transmitting compliance 
pattern CP7 and CP8. 

When set to high, it causes the transmitter to transmit an 
alternating sequence of Os and 1s, regardless the states of 
TX_DATA. 

In PCIE and SATA mode, this signal should be tied to low 


sataO_compliance 
This signal is used in PCIE mode only; in other application it 
should be tied to low. 
TX_COMPLIANCE become high will set the running disparity to 
negative. 

RW {0x0 The lowest byte of 16bits transmitted data will be the byte that 
running disparity set to negative. 
When TX_COMPLIANCE and TX_ELECIDLE are both set to low, 
PHY IP is power 
down completely. 
Refer to PIPE spec for detail description 

aoe 


sataO_rxtermination 

Connect/Remove of receiver termination resistor. 

O C RX termination removed 

1 C RX termination connected 

This signal is used in USB3.0 mode only, in other application it 
should be tied to high 

sata0_rxpolarity 

PHY RX polarity inversion control 

When this signal set to high, it instructs a polarity inversion in 
RX_DATA. 

RX_POLAR applies to USB3.0 and PCIE mode only, in SATA mode 
it should be tied to low 

sataO_rxeqtrain 

RX EQ training mode enable signal: 

This signal is used to instruct the receiver to bypass normal 
operation and perform equalization training. This signal is used in 
USB3.0 mode only, should be set to low in any other application. 
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| Bit |Attr|ResetValue| —Ci@eescription 


sataO_lisub_entreg 
Li sub-state entry request. When set to high, it instructs PHY to 
do power transition to L1 

2 RW {0x0 This signal is used in PCIE mode only, in other application it 
should be tied to low 
This signal could connected to the L1 sub-state enable/request 
signal from controller 


sataO_encodedecodebypass 
Controls whether the PHY performs 8b/10b encode and decode. 
1 Rw loxo 1'bO : 8b/10b encode/decode performed normally by the PHY. 
1'b1 : 8b/10b encode/decode bypassed, 20bit 
8b/10b encode/decode bypass mode works only when 
BUS _WIDTH=2b01 
sataO_elasbuffermode 
RW /|0x0O 1'bO: Nominal half-full buffer mode 
1'b1: Nominal empty buffer mode 


PIPE GRF SATA CON1 
Address: Operational Base + offset (0x0014) 


| Bit |Attr| Reset Value 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
ai EC WO | Ox0000 1'bO:Write access disable 
1'b1: Write access enable 
satail_txcommonmode_disable 
15 aw joxo 88 common mode disable 
sata1_rxelecidle_disable 
14 rw joxo (S output to electrical idle disable 
satal_txmargin 
13:11}RW |Ox0 TX_SWING and TX_MARGIN[2:0] are combined together to 
control TX output amplitude 
: satal_txdeemph 
10:9 Jaw joxr =a Bede de-emphasis level configuration 


satal_txswing 
phy TX_SWING control 
When TX_SWING =1, transmitter is in low swing mode, the 
RW {0x0 output amplitude can achieve 

500mV,600mV,700mv,800mV,900mV,1000mV,1100mV and 
1200mV,the 800mV to 1200mvV output has no difference with the 
cases when TX_SWING =0. 
sata1_txoneszeros 
This signal is used in USB3.0 mode for transmitting compliance 
pattern CP7 and CP8. 

7 RW {0x0 When set to high, it causes the transmitter to transmit an 
alternating sequence of Os and is, regardless the states of 
TX_DATA. 
In PCIE and SATA mode, this signal should be tied to low 
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satai_compliance 
This signal is used in PCIE mode only; in other application it 
should be tied to low. 
TX_COMPLIANCE become high will set the running disparity to 
negative. 
The lowest byte of 16bits transmitted data will be the byte that 
running disparity set to negative. 
When TX_COMPLIANCE and TX_ELECIDLE are both set to low, 
PHY IP is power 
down completely. 
Refer to PIPE spec for detail description 
sata1_rxtermination 
Connect/Remove of receiver termination resistor. 
0 C RX termination removed 
1 C RX termination connected 
This signal is used in USB3.0 mode only, in other application it 
should be tied to high 
satal_rxpolarity 
PHY RX polarity inversion control 
When this signal set to high, it instructs a polarity inversion in 
RX_DATA. 
RX_POLAR applies to USB3.0 and PCIE mode only, in SATA mode 
it should be tied to low 
sata1_rxeqtrain 
RX EQ training mode enable signal: 
This signal is used to instruct the receiver to bypass normal 
operation and perform equalization training. This signal is used in 
USB3.0 mode only, should be set to low in any other application. 
satai_lisub_entreg 
Li sub-state entry request. When set to high, it instructs PHY to 
do power transition to L1 
This signal is used in PCIE mode only, in other application it 
should be tied to low 
This signal could connected to the L1 sub-state enable/request 
signal from controller 


satal_encodedecodebypass 

Controls whether the PHY performs 8b/10b encode and decode. 
1'bO : 8b/10b encode/decode performed normally by the PHY. 
1'b1 : 8b/10b encode/decode bypassed, 20bit 

8b/10b encode/decode bypass mode works only when 


BUS_WIDTH=2b01 


satal_elasbuffermode 
RW |0x0 1'b0O: Nominal half-full buffer mode 
1'b1: Nominal empty buffer mode 


PIPE GRF SATA CON2 
ar mee Race Base + offset (0x0018) 


[Attr|ResetValue| —Ciescription 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31:16)WO |0x0000 1'bO:Write access disable 

1'b1: Write access enable 


0x0 
0x0 
0x0 
0x0 
0x0 


Rw lox0 sata2_txcommonmode_disable 
TX common mode disable 
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aia Reset Value| = ~———~—~————CO Description a iss 
sata2_rxelecidle_disable 
14 awe oxo «SS output to electrical idle disable 
sata2_txmargin 
13:11}/RW |Ox0 TX_SWING and TX_MARGIN[2:0] are combined together to 
control TX output amplitude 


. sata2_txdeemph 
10:9 |rw jox1 ———_—(fsata2_ Bede de-emphasis level configuration 


sata2_txswing 

phy TX_SWING control 

When TX_SWING =1, transmitter is in low swing mode, the 
output amplitude can achieve 
500mV,600mV,700mv,800mV,900mV,1000mV,1100mV and 
1200mV,the 800mvV to 1200mvV output has no difference with the 
cases when TX_SWING =0. 

sata2_txoneszeros 

This signal is used in USB3.0 mode for transmitting compliance 
pattern CP7 and CP8. 

When set to high, it causes the transmitter to transmit an 
alternating sequence of Os and 1s, regardless the states of 
TX_DATA. 

In PCIE and SATA mode, this signal should be tied to low 


sata2_compliance 
This signal is used in PCIE mode only; in other application it 
should be tied to low. 
TX_COMPLIANCE become high will set the running disparity to 
negative. 

RW {0x0 The lowest byte of 16bits transmitted data will be the byte that 
running disparity set to negative. 
When TX_COMPLIANCE and TX_ELECIDLE are both set to low, 
PHY IP is power 
down completely. 
Refer to PIPE spec for detail description 

aoe 


sata2_rxtermination 

Connect/Remove of receiver termination resistor. 

0 C RX termination removed 

1 C RX termination connected 

This signal is used in USB3.0 mode only, in other application it 
should be tied to high 

sata2_rxpolarity 

PHY RX polarity inversion control 

When this signal set to high, it instructs a polarity inversion in 
RX_DATA. 

RX_POLAR applies to USB3.0 and PCIE mode only, in SATA mode 
it should be tied to low 

sata2_rxeqtrain 

RX EQ training mode enable signal: 

This signal is used to instruct the receiver to bypass normal 
operation and perform equalization training. This signal is used in 
USB3.0 mode only, should be set to low in any other application. 
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| Bit |Attr|ResetValue| —Ci@eescription 


sata2_lisub_entreg 
Li sub-state entry request. When set to high, it instructs PHY to 
do power transition to L1 

2 RW {0x0 This signal is used in PCIE mode only, in other application it 
should be tied to low 
This signal could connected to the L1 sub-state enable/request 
signal from controller 


sata2_encodedecodebypass 
Controls whether the PHY performs 8b/10b encode and decode. 
1 Rw loxo 1'bO : 8b/10b encode/decode performed normally by the PHY. 
1'b1 : 8b/10b encode/decode bypassed, 20bit 
8b/10b encode/decode bypass mode works only when 
BUS _WIDTH=2b01 
sata2_elasbuffermode 
RW |0x0 1'bO: Nominal half-full buffer mode 
1'b1: Nominal empty buffer mode 


PIPE GRF XPCS CONO 
Address: Operational Base + offset (0x0040) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)WO |0x0000 1'bO:Write access disable 
1'b1: Write access enable 
[RO_| 


xpcs_miii_rx_clk_gate_en 
auto-clock gating control 

RYE Oxt 1'bO: Auto-clock gating disable 
1'b1: Auto-clock agting enable 


xpcs_miiO_rx_clk_gate_en 
auto-clock gating control 

1'bO: Auto-clock gating disable 
1'b1: Auto-clock agting enable 
xpcs_qsgmii_rx_clk_gate_en 
auto-clock gating control 

1'bO: Auto-clock gating disable 
1'b1: Auto-clock agting enable 


xpcs_xgxs_rx_clk_gate_en 
auto-clock gating control 

1'bO: Auto-clock gating disable 
1'b1: Auto-clock agting enable 


xpcs_qsgmii_tx_clk_gate_en 
auto-clock gating control 

1'bO: Auto-clock gating disable 
1'b1: Auto-clock agting enable 
xpcs_xgxs_tx_clk_gate_en 
auto-clock gating control 

1'bO: Auto-clock gating disable 
1'b1: Auto-clock agting enable 


W 10x0 


RO [Oxo si freserved 
xpcs_phy_rdy_i 
Input indicating all clocks from PHY are stable 


sgmii_mac_sel 
1'b0: gmaci be selected to used as SGMII controller 
1'b1: gmacO be_ selected to used as SGMII controller 
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| Bit |Attr|ResetValue| Ci@eescription 


xpcs_los 
It indicates the loss of signal from the PCS-X PHY. 
RW |0x0 1'bO: Link restored. 
1'b1: Receive side is unable to receive data, indicating loss of 
signal. 


PIPE GRF XPCS STATUSO 
Address: Operational Base + offset (0x0080) 


| Bit _|Attr| Reset Value 
31:30|RO_ [Oxo si freserved 


xpcs_Ipirx_quiet 
Receive Path in Quiet State. 

29 RW {0x0 It is asserted when the EEE controller in Rx path is in the Quiet 
(power-save) state. When it is asserted, you can disable the Rx 
path of the PHY or the PMD. 
xpcs_Irx_active 
Receive Path in EEE Mode. 

28 RW {0x0 It is asserted when the DWC_xpcs receives LPI Idle the Rx path. 
It is deactivated when it receives the normal Idle or Data. It 
provides an additional status to the PHY or the PMD. 
xpcs_lIpitx_quite 
Transmit Path in Quiet State. 

27 Rw lox0 It is asserted when the EEE controller in Tx path is in the Quiet 
(power-save) state. When it is asserted, you can disable the Tx 
data path of the PHY or the PMD. In addition, you can use this 
signal to stop the Transmit clocks to the DWC_xpcs and the PHY. 
xpcs_qsgmii3_full_duplex 

26 Rw loxo QSGMII full duplex of port3. 

It signal indicates the whether QSGMII supports full duplex or 
halfduplex 


xpcs_qsgmii3_link_sts 
QSGMII Link Status of port3 


xpcs_mii3_ctrl 

MII Data Width Control of port3. 

This signal controls the data width of the MII interface.This signal 
24 RW {0x0 is applicable only if the MAC is working at 10 Mbps or 100Mbps 

speed. The following is the encoded data width: 

1'bO: 4-bit MII 

1'b1: 8-bit MII 


xpcs_link3_speed 

SGMII MAC Speed Control of port3. 

It indicates the current operating speed of the DWC_xpcs in the 

SGMII mode. This signal is used for selecting the frequency of the 

clk_mii_tx_i and clk_mii_rx_i signals. This signal is derived from 
23:22/RW |Ox0 the Speed Select bits (Bit 13 and Bit 6) of the SR MII MMD 

Control Register. 

The following is the encoded speed: 

2'b00: 10 Mbps 

2'b01: 100 Mbps 

2'b10: 1000 Mbps 


xpcs_qsgmii2_full_duplex 

71 Rw lox0 QSGMII full duplex of port2. 
It signal indicates the whether QSGMII supports full duplex or 
halfduplex 
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ow foo SIA 


Co eee 
20 |Rw x0 QSGMII Link Status of port2 


xpcs_mii2_ctrl 

MII Data Width Control of port2. 

This signal controls the data width of the MII interface.This signal 
RW {0x0 is applicable only if the MAC is working at 10 Mbps or 100Mbps 

speed. The following is the encoded data width: 

1'bO: 4-bit MII 

1'b1: 8-bit MII 


xpcs_link2_speed 

SGMII MAC Speed Control of Port2. 

It indicates the current operating speed of the DWC_xpcs in the 

SGMII mode. This signal is used for selecting the frequency of the 

clk_mii_tx_i and clk_mii_rx_i signals. This signal is derived from 
18:17/RW |0x0 the Speed Select bits (Bit 13 and Bit 6) of the SR MII MMD 

Control Register. 

The following is the encoded speed: 

2'b00: 10 Mbps 

2'b01: 100 Mbps 

2'b10: 1000 Mbps 


xpcs_qsgmiil_full_ duplex 
QSGMII full duplex. 

te RN Gxt It signal indicates the whether QSGMII supports full duplex or 
halfduplex 


xpcs_qsgmii1_link_sts 


xpcs_miii_ctrl_p1 
MII Data Width Control along Port1. 
This signal controls the data width of the MII interface when 
14 RW {0x0 operating in 1OMbps/100Mbps.The following is the encoded data 
width: 
1'bO: 4-bit MII 
1'b1i: 8-bit MII 
xpcs_link1_speed_p1 
QSGMII MAC Speed Control along Port1. 
It indicates the current operating speed of the DWC_xpcs in the 
QSGMII mode. It is used for selecting the frequency of the 
13:12IRW loxo clk_mii_tx_p1_i and clk_mii_rx_p1_i signals. It is derived from 
, the Speed Select bits (Bit 13 and Bit 6) of the SR MII MMD P1 
Control Register. The following is the encoded speed: 
2'b00: 10 Mbps 
2'b01: 100 Mbps 
2'b10: 1000 Mbps 


xpcs_sgmiiO_full_ duplex 
11 RW /|0x0 SGMII full duplex. 
It indicates the whether SGMII supports full duplex or halfduplex. 


ee eee ULC 
20 Jaw joxo | oe Cee UY Link Status. 


xpcs_miiO_ctrl 

MII Data Width Control. 

This signal controls the data width of the MII interface.This signal 
RW {0x0 is applicable only if the MAC is working at 10 Mbps or 100Mbps 

speed. The following is the encoded data width: 

1'bO: 4-bit MII 

1'b1: 8-bit MII 
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[Attr|Reset Value| (Description 
xpcs_linkO_speed 
SGMII MAC Speed Control. 
It indicates the current operating speed of the DWC_xpcs in the 
SGMII mode. This signal is used for selecting the frequency of the 
clk_mii_tx_i and clk_mii_rx_i signals. This signal is derived from 
the Speed Select bits (Bit 13 and Bit 6) of the SR MII MMD 
Control Register. 
The following is the encoded speed: 
2'b00: 10 Mbps 
2'b01: 100 Mbps 
2'b10: 1000 Mbps 
xpcs_loopback_en_o 
Enable Loopback (Tx-to-Rx) in the PHY 
This signal indicates that software wants to enable loopback 
mode. 


xpcs_pdown_o 

Power-Down Enable. 

It indicates that the host programmed the device for the power- 
down mode. 


xpcs_qsgmii_mode 

QSGMII mode control output 

1'b0: Not QSGMII mode 

1'b1: QSGMII mode 

xpcs_2pt5g_mode 

2.5G GMII Mode Control. 

This signal is used to switch between 1G and 2.5G GMII Modes. 
When this signal is set, it indicates that current mode of 
operation is 2.5G.This signal can be used for clock multiplexing to 
enable switching between 1G and 2.5G Modes. 

xpcs_link_status 

PCS Receive Link Status. 

This signal indicates whether the receive link of the PCS is up or 


Enable Receive Data 

xpcs_tx_en_o 

Transmit Lane Enable or Disable Control Status. 
Values: 

1'bO: Corresponding Transmit lane is disabled. 


1'b1: Corresponding Transmit lane is enabled (default). 


PIPE GRF USB3OTGO CONO 
Address: Operational Base + offset (0x0100 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
S116)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


usb3o0tgO_host_u2_port_disable 
USB2.0 Port Disable control. 
1'bO: Port Enabled 

a RN Re 1'b1: Port Disabled When 1, this signal stops reporting 
connect/disconnect events the port and keeps the port in disabled 
state 
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| Bit |Attr|ResetValue| —Ci@eescription 


usb3o0tgO_host_port_power_control_present 
This indicates whether the host controller implementation 
14 RW |0x0 includes port power control. 
1'bO: Indicates that the port does not have port power switches. 
1'b1: Indicates that the port has port power switches 


: usb30tg0_fladj_30mhz_reg 
usb3o0tg_fladj_30mhz_reg bit control 


usb3o0tgO_hub_port_perm_attach 
Indicates if the device attached to a downstream port is 
: permanently attached or not. 

POE RN IORG 1'b0O: Not permanently attached 

1'b1: Permanently attached 

BitO is for USB2.0 port and bit1 are for USB 3.0 SS port 

usb3otgO_hub_port_overcurrent 

This is the per port Overcurrent indication of the root-hub ports: 
5:4 |RW |0x0 1'bO: No Overcurrent 

1'b1: Overcurrent 

BitO is for USB 2.0 port and biti are for USB 3.0 SS port 


usb30tg0_bus_filter_bypass 
It is expected that this signal is set or reset at power-on reset 
and is not changed during the normal 
operation of the core. The function of each bit is: 
bus_filter_bypass[3]: Bypass the filter for utmiotg_iddig 
bus_filter_bypass[2]: Bypass the filters for utmisrp_bvalid and 
utmisrp_sessend 

3:0 |RW |Ox0 bus_filter_bypass[1]: Bypass the filter for pipe3_PowerPresent all 
U3 ports 
bus_filter_bypass[0]: Bypass the filter for utmiotg_vbusvalid all 
U2 ports 
In non-OTG Host-only mode, internal bus filters are not needed. 
Values: 
1'bO: Bus filter(s) enabled 
1'b1i: Bus filter(s) disabled (b 


PIPE GRF USB30OTGO CONI1 
Address: Operational Base + offset (0x0104) 


| Bit |Attr| Reset Value 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
St TORE /Ox0008 1'bO:Write access disable 
1'b1: Write access enable 
: usb30tgO_host_num_u3_port 
is:t2|rw foxt XxHCI usb3 port number, default as 1 
. usb3o0tgO_host_num_u2_port 
xHCI host USB2 Port number, default as 1 


usb3o0tgO_pipe_clk_sel 

7 Rw loxo usb3o0tgO_pipe3_rx_pclk/tx_pclk input source clk select 
1'bO: select clk_usb3o0tgO_pipe for source clk 
1'bO: select clk_usb3o0tgO_utmi for source clk 


6 [RO [oxo si reserved 
usb30tgO_host_legacy_smi_bar 

5 rw loxo Use this register to support SMI on BAR defined in xHCI spec. 
SW must set this register, then clear this register to indicate Base 
Address Register written 
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| Bit |Attr|ResetValue| Ci ecription 


usb3o0tgO_host_legacy_smi_pci_cmd 

Use this register to support SMI on PCI Command defined in xHCI 
4 RW /|0x0 spec. 

SW must set this register, then clear this register to indicate PCI 

command register written 

usb3o0tgO_pipe_rate 

2'b00: Use 5.0GT/s signaling rate 
3:2 |RW |0x0 2'b01: Not allowed 

2'b10: Not allowed 

2'b11: Not allowed 


usb3o0tgO_pme_en 
Enable signal for the pme_generation. Enable the core to assert 
pme_generation 
usb3o0tgO_host_u3_port_disable 
USB 3.0 SS Port Disable control. 
poe 1'bO: Port Enabled 
1'b1: Port Disabled 


PIPE GRF USB3O0TGO CON2 
Address: Operational Base + offset (0x0108) 


| Bit |Attr| Reset Value, 


Pp —i—“‘é‘é(éOScription 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1: Write access enable 
reserved —i‘“‘“s‘“‘“‘“SNC*d 


15:2 |RO |0x0000 reserved 


usb3o0tgO_pme_generation_irq_en 

usb3o0tgO_pme_generation_irgq_en 
‘. pal as 1'bO: irq disable 

1'b1: irqenableable 

usb3o0tgO_host_sys_err_irq_en 

usb3o0tgO_host_sys_err_irq_en 

RYE OXO 1'bO: irq disable 
1'b1: irqenableable 


PIPE GRF USB3OTGO STATUS LATO 
Address: Operational Base + offset (0x0110) 


| Bit [Attr/ResetValue| Ci escription 
. usb3otg_logic_analyzer_traceO 

OO 0000000 usb3o0tg_logic_analyzer_trace[31:0] bit status 

PIPE GRF USB3OTGO STATUS LATi 

Address: Operational Base + offset (0x0114) 


a en 
usb3otg_logic_analyzer_trace1 

Ox00080800 usb3otg_logic_analyzer_trace[63:32] bit status 

PIPE GRF USB3OTGO STATUS CB 

Address: Operational Base + offset (0x0118 


| Bit |Attr|ResetValue| —C*‘ieScritiom 
31:12/RO |0x00000 reserved 


reserved 
; usb30tg_host_current_belt[11:0] 
11:0 |ro | Ox000 usb3o0tg_host_current_belt[11:0] bit status 


PIPE _GRF_USB30TGO STATUS 
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Address: Operational Base + offset (0x011C 


| Bit [Attr|Reset Value|  ——————s—S—SCS Description — i 
[31:2 [RO [0x00000000 


usb3o0tgO_pme_generation 
: Used to generate the pme. 
p fe bo sai an 
usb3o0tgO host system error status 
PIPE GRF USB3OTG1 CONO 
Address: Operational Base + offset (0x0140) 


| Bit |Attr| Reset Value, 


Po eseription 
write_enable 
Write enable for lower 16bits, each bit is individual. 

Shere O |\Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
usb3o0tg1_host_u2_port_disable 
USB2.0 Port Disable control. 
1'bO: Port Enabled 

2 BR [0X0 1'b1: Port Disabled When 1, this signal stops reporting 
connect/disconnect events the port and keeps the port in disabled 
state 
usb3o0tg1_host_port_power_control_present 
This indicates whether the host controller implementation 

14 RW /|0x0 includes port power control. 
1'bO: Indicates that the port does not have port power switches. 
1'b1: Indicates that the port has port power switches 


. usb30tg1_fladj_30mhz_reg 
usb3otg_fladj_30mhz_reg bit control 


usb3o0tg1_hub_port_perm_attach 
Indicates if the device attached to a downstream port is 
: permanently attached or not. 
Oe RW ORE 1'bO: Not permanently attached 
1'b1: Permanently attached 
BitO is for USB2.0 port and bit1 are for USB 3.0 SS port 


usb3o0tg1_hub_port_overcurrent 

This is the per port Overcurrent indication of the root-hub ports: 
5:4 |RW |0x0 1'bO: No Overcurrent 

1'b1: Overcurrent 

BitO is for USB 2.0 port and bit1 are for USB 3.0 SS port 


usb30tg1_bus_filter_bypass 
It is expected that this signal is set or reset at power-on reset 
and is not changed during the normal 
operation of the core. The function of each bit is: 
bus_filter_bypass[3]: Bypass the filter for utmiotg_iddig 
bus_filter_bypass[2]: Bypass the filters for utmisrp_bvalid and 
utmisrp_sessend 

3:0 |RW |Ox0O bus_filter_bypass[1]: Bypass the filter for pipe3_PowerPresent all 
U3 ports 
bus_filter_bypass[0]: Bypass the filter for utmiotg_vbusvalid all 
U2 ports 
In non-OTG Host-only mode, internal bus filters are not needed. 
Values: 
1'bO: Bus filter(s) enabled 
1'b1: Bus filter(s) disabled (bypassed) 


PIPE GRF_ USB30TG1 CON1 
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Address: Operational Base + offset (0x0144 


| Bit_|Attr| Reset Value 


write_enable beden cnet te 

PH elev ei nce each bit is individual. 
1'b1: Write access enable 

xHCLusb3 port number, default as 1 


usb3o0tg1_pipe_clk_sel 
7 Rw lox0 usb3o0tg1_pipe3_rx_pclk/tx_pclk input source clk select 
1'bO: select clk_usb3o0tgO_pipe for source clk 
1'bO: select clk_usb3o0tgO_utmi for source clk 
6 [RO [Oxo —sfreserved 
usb3o0tg1_host_legacy_smi_bar 
5 Rw lox0 Use this register to support SMI on BAR defined in xHCI spec. 
SW must set this register, then clear this register to indicate Base 
Address Register written 
usb3o0tg1_host_legacy_smi_pci_cmd 
Use this register to support SMI on PCI Command defined in xHCI 
4 RW |0x0 spec. 
SW must set this register, then clear this register to indicate PCI 
command register written 
usb3otg1_pipe_rate 
2'b00: Use 5.0GT/s signaling rate 
3:2 |RW |0x0 2'b01: Not allowed 
2'b10: Not allowed 
2'b11: Not allowed 
usb3o0tg1_pme_en 
1 RW |0x0 Enable signal for the pme_generation. Enable the core to assert 
pme_generation 
usb3o0tg1_host_u3_port_disable 
USB 3.0 SS Port Disable control. 
RW: || Ox0 1'bO: Port Enabled 
1'b1: Port Disabled 


PIPE GRF USB3OTG1 CON2 
Address: Operational Base + offset (0x0148) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16 IRW: |0x0000 1'bO:Write access disable 
1'b1: Write access enable 
reserved —s—‘“—sCs—‘“‘“‘“‘SC*d 


15:2 |RO |0x0000 reserved 


usb3o0tg1_pme_generation_irg_en 

usb3o0tg1_pme_generation_irq_en 
pa ara 1'bO: irq disable 

1'b1: irqenableable 

usb3o0tg1_host_sys_err_irq_en 

usb3o0tg1_host_sys_err_irq_en 

BW Oxe 1'bO: irq disable 
1'b1: irqenableable 


PIPE GRF USB3OTG1 STATUS LATO 
Address: Operational Base + offset (0x0150) 
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| Bit |Attr|ResetValue| Ci@eescription 


: usb3otg_logic_analyzer_traceO 
Oxpanen gee usb3o0tg_logic_analyzer_trace[31:0] bit status 
PIPE GRF USB30OTG1 STATUS LATi 
Address: Operational Base + offset (0x0154) 


| Bit [Attr/ResetValue| —Céiescription 
. usb3otg_logic_analyzer_trace1 

oxconnenee usb3o0tg_logic_analyzer_trace[63:32] bit status 

PIPE GRF USB3O0TG1 STATUS CB 

Address: Operational Base + offset (0x0158 

| Bit |Attr[ResetValue| ——sCi@eescription = 

31:12/RO_|0x00000 


usb3otg_host_current_belt[11:0] 
usb3o0tg_host_current_belt[11:0] bit status 


0x000 


PIPE GRF USB3OTG1 STATUS 
Address: Operational Base + offset (0x0160) 


usb3o0tgO_pme_generation 
Used to generate the pme. 
usb3o0tgO_host_sys_err 


usb3o0tgO host system error status 


3.7 SYS_GRF Register Description 


3.7.1 Registers Summary 


name | oment [site] Gane | _ ews 
Value P 


GRF_GPIO1A IOMUX_L 
IGRF_GPIO1A IOMUX_H _ | 
IGRF_GPIO1C IOMUX L | 
IGRF_GPIO1D IOMUX_H _| 
IGRF_GPIO2A IOMUX L _| 
IGRF_GPIO2B IOMUX_H _ | 
IGRF_GPIO2D IOMUX L | 
IGRF_GPIO2D_IOMUX_H _| 
IGRF_GPIO3A IOMUX_H _ | 
IGRF_GPIO3B IOMUX _L | 
|GRF_GPIO3C IOMUX_H _ | 
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ian 
W 
Ww 
Ww 
Ww 
Ww 
W 3 


i 


GRF_GPIO3D IOMUX L_ |0x0058 
GRF_GPIO3D_IOMUX_H 
GRF_GPIO4A_IOMUX_L 
GRF_GPIO4A IOMUX_H  |0x0064 
GRF_GPIO4B IOMUX _L 
GRF_GPIO4B_IOMUX_H 
GRF_GPIO4C IOMUX_L  |0x0070 
GRF_GPIO4C IOMUX_H 


[o) 


Ww 
Ww 

GRF_GPIO4D_ IOMUX_L [0x0078 |W 
0x0080 |W 
loxo0s4 —_[w 
GRF_GPIO1C P loxooss |W 
GRF_GPIO1D_P Ox008C_ |W 
GRF_GPIO2A P loxo090 [|W 
GRF_GPIO2B P loxo094 |W 
GRF_GPIO2C P 0x0098 |W 
GRF_GPIO2D_P loxoo9c |W 
GRF_GPIO3A_P lOx00AO [|W 
GRF_GPIO3B P Ox00A4 |W 
GRF_GPIO3C_P lOx00A8 |W 
GRF_GPIO3D_P Ox00AC_ |W 
lox0OBO |W 

0x00B4 |W 
GRF_GPIO4C P lox00B8__ |W 
Ox00BC |W 
GRF_GPIO1A_IE loxooco_[w 
GRF_GPIO1B_IE Ox00C4 |W 
GRF_GPIO1C_IE loxoocs _[w 
GRF_GPIO1D_IE Ox00cc |W 
GRF_GPIO2A_IE lox0ODO_ [|W 
GRF_GPIO2B_IE Ox00D4 |W 

; 


GRF_GPIO2C_IE lox0oDs8__ |W 
GRF_GPIO2D_IE Ox00DC [|W 
GRF_GPIO3A_IE lOxOOEO |W 
GRF_GPIO3B_IE Ox00E4 |W 
GRF_GPIO3C_IE lOxO0ES |W 
GRF_GPIO4A_IE 
GRF_GPIO4B _IE Ox00F4 |W 
GRF_GPIO4C_IE loxooFs |W 


GRF_GPIO3D_IE Ox00EC W 
W 


IGRF_GPIO3D_IOMUX_H __| 
IGRF_GPIO4A IOMUX_L _| 
IGRF_GPIO4B_ IOMUX_H _ | 
IGRF_GPIO4C_IOMUX_L | 
IGRE_GPIO4D IOMUX L | 
GRF_GPIO1A_P 

GRF_GPIO1B_P 

IGRE_GPIOID P| 
IGRF_GPIO2ZC P| 
IGRF_GPIO2D P| 
GRE GPIO3B P| 
IGRF_GPIO3C P| 
GRF_GPIO4A_P 

GRF_GPIO4B_P 

GRF_GPIO4D_P 

GRE GPIOIA IE 
IGRF_GPIOIB IE 
IGRF_GPIO2ZA IE 
IGRF_GPIO2D IE 
IGRF_GPIO3A JE 
GRE GPIO3C IE 
IGRF_GPIO3D_ JE 
IGRF_GPIO4C IE 


GRF _GPIO4D IE lOx00FC |W 
- | 
W 


GPIO1D PAD open drain 
GRF_GPIO1D OPD Ox010C w_ |oxoo000000 functionality enable 

GPIO2A PAD open drain 
GRF_GPIO2A_ OPD 0x0110 jw |oxoo000000 functionality enable 
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GPIO2B PAD open drain 

GRF_GPIO2B_OPD Ox0114 w_ |oxoo000000 functionality enable 
GPIO2C PAD open drain 

0x00000000 functionality enable 


GRF_GPIO2C OPD 0x0118 


Reset oe 
offset |size| Ystue | Description 


GRF_GPIO3A_ OPD 
GRF_GPIO3B_OPD 
GRF_GPIO3C OPD 
GRF_GPIO3D_OPD 
GRF_GPIO4A OPD 
GRF_GPIO4B_OPD 
GRF_GPIO4C OPD 


GRF_GPIO4D_ OPD 0x013C 


GPIO4A PAD open drain 
0x00000000 |ruinctionality enable 
GPIO4B PAD open drain 
0x00000000 |r unctionality enable 
0 


W 
wf 


GRF_GPIO1D SUS 0x014C x00000000 Saas PAD weak Pull Keeper 
GRF_GPIO2A SUS 0x0150 0x00000000 sae PAD weak Pull Keeper 
GRF_GPIO2B SUS 0x0154 0x00000000 Se PAD weak Pull Keeper 
GRF_GPIO2C SUS 0x0158 0x00000000 sles PAD weak Pull Keeper 
GRF_GPIO2D SUS Ox015C 0x00000000 oe PAD weak Pull Keeper 
GRF_GPIO3A_ SUS 0x0160 0x00000000 Sie PAD weak Pull Keeper 
GRF_GPIO3B SUS 0x0164 0x00000000 cil as PAD weak Pull Keeper 
GRF_GPIO3C_SUS 0x0168 0x00000000 ee PAD weak Pull Keeper 
GRF_GPIO3D SUS 0x016C 0x00000000 Sea PAD weak Pull Keeper 
0x00000000 GPIO4A PAD weak Pull Keeper 
enable 
0x00000000 GPIO4B PAD weak Pull Keeper 
enable 
0x00000000 GPIO3C PAD weak Pull Keeper 
enable 


GRF_GPIO4A SUS 0x0170 


GRF_GPIO4B_ SUS 0x0174 


GRF_GPIO4C SUS 0x0178 
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Reset 2g 
name [one [sc] Gets | Deserion 
GRF_GPIO4D_SUS 0x017C w_ |oxoo000000 Sere RAD Weak. Pull Keeper 

Slew Rate Control for the driver 
GRF _GPIO1A SL 0x0180 w_ oxoo000000 secton while driving PAD. 
GRF_GPIOiB SL 0x0184 w_ |oxoo000000 Slew Rate Control for the driver 

secton while driving PAD. 

Slew Rate Control for the driver 
GRF _GPIO1C SL 0x0188 w_ |oxo0000000 secton while driving PAD. 
GRF_GPIO1D_ SL 0x018C w_ |oxoo000000 Slew Rate Control for the driver 

secton while driving PAD. 

Slew Rate Control for the driver 
GRF GPIO2A SL 0x0190 w_ |oxo0000000 secton while driving PAD. 
GRF_GPIO2B SL 0x0194 w_ oxo0000000 Slew Rate Control for the driver 

secton while driving PAD. 

Slew Rate Control for the driver 
GRF GPIO2C SL 0x0198 w_ |ox00000000 secton while driving PAD. 


GRF_GPIO2D SL 0x019C 0x00000000 |S/€ Rate Control for the driver 

secton while driving PAD. 

Slew Rate Control for the driver 
GRF GPIO3A SL 0x01A0 0x00000000 secton while driving PAD. 
GRF_GPIO3B_SL 0x01A4 0x00000000 |S! Rate Control for the driver 

secton while driving PAD. 
GRF_GPIO3C_SL 0x01A8 0x00000000 |S!ew Rate Control for the driver 

secton while driving PAD. 

Slew Rate Control for the driver 
GRF GPIO3D SL 0x01AC 0x00000000 secton while driving PAD. 
GRF_GPIO4A_SL ox01B0 |w  |loxoo000000 |S!€w Rate Control for the driver 

secton while driving PAD. 

Slew Rate Control for the driver 
GRF GPIO4B SL 0x01B4 0x00000000 secton while driving PAD. 


GRF_GPIO4C_SL 0x01B8 0x00000000 |S!ew Rate Control for the driver 
secton while driving PAD 
Slew Rate Control for the driver 
GRF GPIO4D SL 0x01BC w_ |oxoo000000 secton while driving PAD 


IGRF_GPIOIA DSO _—|0x0200__[W__|0x00000101 |GPIO1A driver strength control___ 
IGRF GPIOIA DS 1‘ |0x0204__|W_[0x00000303 |GPIO1A driver strength control__ 
IGRF_GPIO1A DS 2‘ |0x0208 |W __|0x00000303 |GPIO1A driver strength control 
IGRF_GPIO1A DS 3 |0x020C__[W__|0x00000303 |GPIO1A driver strength control__ 
IGRF GPIO1B DS 0 __|0x0210__|W_|0x00000303 |GPIO1B driver strength control__ 
IGRF_GPIO1B DS 1 _-|0x0214__ [W__|0x00000103 |GPIO1B driver strength control 
IGRF_GPIO1B DS 2 |0x0218  [W_|0x0QQ00FOF |GPIO1B driver strength control __ 
IGRF_GPIO1B DS 3 |0x021C__[W__|0x00000FOF |GPIO1B driver strength control__ 

Ww 

Ww 

Ww 

Ww | 

Ww 

Ww 

Ww 

Ww 

Ww | 

Ww | 

Ww | 


IGRF GPIOIC DS 3 


IGRF GPIO1D DS 2 | 
IGRF GPIO2ZA DS 1 
IGRF GPIO2ZA DS 2 | 


W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
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Reset : 
OxOOOOOFOF |GPIOZ2A driver strength control 


0x0000030F |GPIO2B driver strength control 
Ox00000F03 |GPIO2B driver strength control 


GRF_GPIO2A DS _3 0x024C 


GRF_GPIO2B DS 0 
GRF_GPIO2B DS 1 
GRF_GPIO2B DS 2 
GRF_GPIO2B DS 3 
GRF_GPIO2C DS 0 
GRF_GPIO2C DS 1 
GRF_GPIO2C DS 2 
GRF_GPIO2C DS 3 
GRF_GPIO2D DS 0 
GRF_GPIO2D DS 1 
GRF_GPIO2D DS 2 
GRF_GPIO2D DS 3 
GRF_GPIO3A DS 0 
GRF_GPIO3A_ DS 1 
GRF_GPIO3A DS 2 
GRF_GPIO3A_DS 3 
GRF_GPIO3B_DS 0 
GRF_GPIO3B_DS 1 
GRF_GPIO3B_DS_2 
GRF_GPIO3B DS 3 
GRF_GPIO3C_DS_0 


0x00000303 |GPIO2D driver strength control 
0x00000303 |GPIO3A driver strength control 
0x00000303 |GPIO3A driver strength control 


0x00000303 |GPIO3A driver strength control 


0x00000303 |GPIO3A driver strength control 
0x00000303 |GPIO3B driver strength control 


0x00000303 |GPIO3B driver strength control 


GRF_GPIO3C€_DS_1 
GRF_GPIO3C_DS 2 
GRF_GPIO3C DS 3 
GRF_GPIO3D DS 0 
GRF_GPIO3D DS 1 
GRF_GPIO3D DS 2 
GRF_GPIO3D DS 3 
GRF_GPIO4A DS 0 
GRF_GPIO4A DS 1 
GRF_GPIO4A DS 2 
GRF_GPIO4A DS 3 
GRF_GPIO4B DS 0 
GRF_GPIO4B DS 1 
GRF_GPIO4B DS 2 
GRF_GPIO4B DS 3 
GRF_GPIO4C DS 0 
GRF_GPIO4C DS 1 
GRF_GPIO4C DS 2 
GRF_GPIO4C_ DS 3 


GRF_GPIO4D_ DS 0 Ox02FO 


GRF_GPIO4D_DS_1 Ox02F4 


0x00000303 |GPIO3D driver strength control 


0x00000303 |GPIO3D driver strength control 


GRF_GPIO4D_DS_2 
GRF_GPIO4D_DS 3 


GRF_IOFUNC_SELO 0x0300 w_ |ox00000000 pee Daun celen contre: 
registerO 

GRF_IOFUNC_SEL1 0x0304 w_ |oxo0000000 ee eer 

GRE_IOFUNC_SEL2 0x0308 w_ |ox00000000 Se OU A Deter cannttet 
register2 
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Reset a 
| Name | offset [Size) Yatue | —__—Deseription 
GRF_IOFUNC_SEL3 0x030C w_ |oxoo000000 pee LeU UN et an Caneel 
register3 
GRF_IOFUNC_SEL4 0x0310 w_ |oxoo000000 La Ne ae ea ce 
register4 
0x0314 w_ |oxoo000000 muti-IOMUX function control 
register4 


10x0340__ |W 
10x0344 |W 
10x0348 |W 
Ww 
W 
10x0368___ |W 
W 
W 
Ww 
W 

0 

0 

0 

0 


W 
W 
W 
W 
W 
W 
W 
W 
Ww _|0x00000300 |SOC control register0O 
10x0420 |W 
W 
Ww _|0x00000188 |SOC control register1 
Ww 
W 
Ww _[0x00000000 |Register0000 Description 
W 
GRF_SOC_CON6 lOx0518 |W 
GRF_SOC_STATUSO 10x0580 |W |0x00000000 |SOC status registerO 
GRF_RAM_CON 1OxO5CO |W |0x00005401 |SRAM control register 
GRF_ CORE RAM CON 10ox05C4 |W |0x00000044 |CORE SRAM control register 
GRF_TSADC_CON 10x0600 [|W 
GRF_SARADC_CON 1Ox0610 |W 
GRF_GPUPVTPLL_CONO |0x0700__[W 
GRF_GPUPVTPLL_CON1 [0x0704__[W 


GRF_GPUPVTPLL_CON2 [0x0708 |W 
GRF_GPUPVTPLL_CON3 [0x070C___|W 
GRF_NPUPVTPLL_CONO  [0x0740 |W 
GRF_NPUPVTPLL_CON1 [0x0744 |W 
GRF_NPUPVTPLL_CON2 |0x0748 |W 
GRF_NPUPVTPLL_CON3 _[0x074C |W 
GRF_CHIP_ID loxos00 |W 
lox0840__ |W 
lox0844 [Ww 
loxos48 |W 
loxos4c [|W 
GRF_GPIO3A6_DS loxos50_—[W 
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Size] Ysiue 
Value 
GRF_GPIO4A0_DS loxoss54 |W __[0x00000001 
dma control register3 
x00005555 |dma control register4 
IGRF_DMACO CONS __—*([0x0914_ ~—|[W__[0x00005555 [dma control register5 
Ww | 

Ww | 

Ww | 

Ww | 

Ww 

Ww 

Ww | 

Ww | 

Ww | 

Ww | 


W 
IGRF_DMACO CONS _—*|0x0924 |W 
IGRF DMAC1_ CONO __—*|0x0940 __ |W 
W 
IGRF_DMAC1 CON2 _—*|0x0948 |W 
IGRF_DMAC1_CON3 __—*|0x094C__ |W 
W 
W 
IGRF_DMAC1 CON6 __—*|0x0958 |W 
Ww 
IGRF DMAC1 COND | 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


3.7.2 Detail Registers Description 


GRF GPIOI1A IOMUX L 
Address: Operational Base + offset (0x0000 


| Bit_|Attr| Reset Value 


write_enable 
f Write enable for lower 16bits, each bit is individual. 
31 -16/RW" |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —Csi—‘“SsSs—sSSSSCSd 


15 |RO 0x0 [reserved 


gpiola3_sel 

3'hO: GPIO1_A3 

3'h1: I2S1_SCLKTXMO 
14:12}RW |0x0 3'h2: UART3_CTSNMO 

3'h3: SCR_IO 

3'h4: PCIE30X1_WAKENM2 

3'h5: ACODEC_DACCLK 


41 |RO_|oxo [reserved 


gpiola2_sel 
3'hO: GPIO1_A2 
3'h1: 12S1_MCLKMO 
pec areal 3'h2: UART3_RTSNMO 
3'h3: SCR_CLK 
3'h4: PCIE30X1_PERSTNM2 


7 |RO_ [0x0 sreserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpiolai_sel 
3'hO: i 
3'h1: ie 
3'h2: 
RW |0x0 3'h3: 2 
3'h4: 
3'h5: 
3'h6: AUDIOpwmLOUTN 


GPIO1_A1 
I2C3_SCLMO 
UART3_TXMO 
CAN1_TXMO 
AUDIOpwmROUT 
ACODEC_ADCCLK 


3 |RO_|oxo_ si reserved 


gpiola0_sel 
3'hO: ad 
3'hl: me 
3'h2: 
2:0 |RW {0x0 3'h3: - 
3'h4: 
3'hS: = 
3'h6: AUDIOpwmLOUTP 


GRF_ GPIOi1A IOMUX_H 


GPIO1_A0O 
I2C3_SDAMO 
UART3_RXMO 
CAN1_RXMO 
AUDIOpwmLOUT 
ACODEC_ADCDATA 


Address: Operational Base + offset (0x0004) 


| Bit |Attr| Reset Value 


write_enable 
“ Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


a5 |RO_|0xo_ ss reserved 


gpiola7_sel 

3'hO: GPIO1_A7 

3'h1: I2S1_SDOOMO 
14:12}RW |0x0 3'h2: UART4_CTSNMO 

3'h3: SCR_DET 

3'h4: AUDIOpwmROUTN 

3'h5: ACODEC_DAC_DATAL 


di |RO_|OxO_ reserved 


gpiola6_sel 
3'hO: GPIO1_A6 
3'h1: 12S1_LRCKRXMO 
£022} || DXO 3'h2: UART4_TXMO 
3'h3: PDM_CLKOMO 
3'h4: AUDIOpwmROUTP 


7 |RO_|0x0 [reserved 


reserved 
gpiola5_sel 
3'hO: GPIO1_A5 
3'h1: I2S1_LRCKTXMO 
RW |0x0 3'h2: UART4_RTSNMO 
3'h3: SCR_RST 
3'h4: PCIE30X1_CLKREQNM2 
3'h5: ACODEC_DACSYNC 


3 |RO_|OxO_ si freserved 


gpiola4_sel 
3'hO: a 

. 3'hl: ee 

2:0 |RW {0x0 3'h2: Z 
3'h3: a 
3'h4: SPDIF_TXMO 
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GRF_GPIO1B IOMUX_L 
Address: Operational Base + offset (0x0008) 


| Bit |Attr| Reset Value, 


Pe C—“‘é#@OScription 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


5 |RO |0x0____—reserved 


gpiolb3_sel 

3'hO: GPIO1_B3 
14:12}RW |0x0 3'h1: I2S1_SDIOMO 

3'h2: PDM_SDIOMO 


di |RO_|oxo_ si reserved 


gpioib2_sel 

3'hO: GPIO1_B2 

3'h1: I12S1_SDO3M0 
10:8 |RW |0x0 3'h2: I12S1_SDIiMO 

3'h3: PDM_SDI1MO 

3'h4: PCIE20_PERSTNM2 


7 —||RO_|0xO_ si reserved 


gpiolb1_sel 
3'h0: 
3'h1: 
3'h2: 
6:4 |RW |0x0 3'h3: 
3'h4: 
3'h5: 


GPIO1_B1 
I2S1_SDO2M0 
12S1_SDI2M0 
PDM_SDI2M0O 
PCIE20_WAKENM2 
ACODEC_ADC_SYNC 


3 |RO_|0xO_sfreserved 


gpio1b0_sel 
3'h0: 
3'hl: 
3'h2: 
2:0 |RW /0x0 3'h3: 
3'h4: 
3'h5: 


GRF_ GPIOiB IOMUX _H 


GPIO1_BO 
I2S1_SDO1M0 
I2S1_SDI3M0 
PDM_SDI3M0 
PCIE20_CLKREQNM2 
ACODEC_DAC_DATAR 


Address: Operational Base + offset (Ox000C) 


| Bit _|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31i16/RW' |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —Csi‘“CSsSSSSCSCsS 


15 |RO 0x0 [reserved 


gpiolb7_sel 
3'hO: GPIO1_ B7 
14:12)RW 0x0 3'h1: EMMC_D3 
3'h2: FLASH_D3 


ii |RO_|oxo reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio1b6_sel 
. 3'hO: GPIO1_B6 
10:8 |RW |0x0 3'h1: EMMC_D2 
3'h2: FLASH_D2 


7 |RO_|OxO_sreserved 


gpiolb5_sel 
3'hO: GPIO1_ BS 
Gotr  RWE 10X0 3'h1: EMMC_D1 
3'h2: FLASH D1 


3 |RO_|0x0_ reserved 


gpio1b4_sel 
. 3'hO: GPIO1_B4 
2:0 |RW {0x0 3'h1: EMMC_DO 
3'h2: FLASH_DO 


GRF GPIO1IC IOMUX L 
Address: Operational Base + offset (0x0010) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —Csi‘“CsSs—s—‘“‘—s—s—~*Y 


15 |RO_|0x0 [reserved 


gpioic3_sel 

3'hO: GPIO1_C3 
14:12}RW |0x0 3'h1: EMMC_D7 

3'h2: FLASH_D7 


di |RO_|OxO_ reserved 


gpiolc2_sel 
. 3'hO: GPIO1_C2 
10:8 |RW |0xO 3'h1: EMMC_D6 
3'h2: FLASH_D6 


7 |RO_|OxO_sreserved 


gpioic1_sel 
3'hO: GPIO1 C1 
eb. R028 3'h1: EMMC_D5 
3'h2: FLASH_D5 


3 |RO_|0xO_ reserved 


gpioicO_sel 
3'hO: GPIO1_CO 
220) RW 1028 3'h1: EMMC_D4 
3'h2: FLASH D4 


GRF GPIOiIC IOMUX H 
Address: Operational Base + offset (0x0014 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —s—‘“Cs—“‘“‘“‘C*t 


15 |RO |0x0 [reserved 


Copyright 2022 © Rockchip Electronics Co., Ltd. 246 


RK3568 TRM-Part1 


| Bit |Attr|ResetValue| —Ci@eescription 


gpiolc7_sel 

3'hO: GPIO1_C7 
14:12}RW |0x0 3'h1: EMMC_RSTN 

3'h2: FSPI_D2 

3'h3: FLASH_WPN 


di |RO_ [Oxo reserved 


gpioic6_sel 
3'hO: GPIO1_C6 
10:8 |RW |0x0 3'h1: EMMC_DATASTROBE 
3'h2: FSPI_CS1N 
3'h3: FLASH_CLE 


7 |RO_|oxo_sreserved 


gpioic5_sel 
. 3'hO: GPIO1_C5 
6:4 |RW |0x0 3'h1: EMMC_CLKOUT 
3'h2: FLASH_DQS 


3 |RO_|0xO_sreserved 


gpioic4_sel 
3'hO: GPIO1_C4 
2:0 |RW |0x0 3'h1: EMMC_CMD 
3'h2: FLASH_WRN 


GRF_GPIO1D IOMUX_L 
Address: Operational Base + offset (0x0018) 


| Bit |Attr| Reset Value, 


Pi‘ éescription sd 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved ——“‘—‘“‘“‘“‘S;NC*d 


5 |RO_|0x0 [reserved 


gpioid3_sel 
. 3'hO: GPIO1_D3 
14:12)/RW [0x0 3'h1: FSPI_CSON 
3'h2: FLASH_CSON 


41 |RO_|oxo_ si reserved 


gpiold2_sel 
3'hO: GPIO1_ D2 
10:8 |RW 0x0 3'hi: FSPL D1 
3'h2: FLASH_RDN 


7 —||RO_|0xO_ si reserved 


gpiold1_sel 
3'hO: GPIO1. D1 
Gad, RW 0x0 3'h1: FSPI_DO 
3'h2: FLASH. RDY 


3 |RO_|0xo_ si reserved 


gpiol1d0_sel 
3'hO: GPIO1_ DO 
220) RYE 10x0 3'h1: FSPL_CLK 
3'h2: FLASH ALE 


GRF_GPIO1D IOMUX_H 
Address: Operational Base + offset (0x001C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ot Te RYE 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


i5_ |RO_|OxO_ reserved 


gpiold7_sel 
3'hO: GPIO1_D7 
14:12|}RW |Ox2 3'h1: SDMMCO_D2 
3'h2: JTAG_TCK 
3'h3: UART5_CTSNMO 
reserved 


41 |RO_|oxo [reserved 


gpio1d6_sel 
3'hO: GPIO1_D6 
3'h1: SDMMCO_D1 
10:8 |RW |0x0 3'h2: UART2_RXM1 
3'h3: UART6_RXM1 
3'h4: PWM9_M1 


7 —«|RO_|0xo_sireserved 


gpioid5_sel 

3'hO: GPIO1_D5 

3'h1: SDMMCO_DO 
6:4 |RW |0Ox0 3'h2: UART2_TXM1 

3'h3: UART6_TXM1 

3'h4: PWM8_M1 


3 |RO_|0xO_ reserved 


gpioid4_sel 
3'hO: GPIO1._D4 
2705 || RW" 0x0 3'h1: FSPI_D3 
3'h2: FLASH_CS1N 


GRF GPIO2A IOMUX L 
Address: Operational Base + offset (0x0020 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31 -16/RW" |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘—“‘“‘“‘SC*d 


15 |RO_|0x0 [reserved 


gpio2a3_sel 

3'hO: GPIO2_A3 
14:12}RW |0x0 3'h1: SDMMC1_DO 

3'h2: GMACO_RXD2 

3'h3: UART6_RXMO 


di |RO_|OxO_ si freserved 


gpio2a2_sel 
3'hO: GPIO2_A2 
3'h1: SDMMCO_ CLK 
10:8) |RW" 10x 3'h2: TEST_CLKOUT 
3'h3: UART5_ TXMO 
3'h4: CANO. RXM1 


7 |RO_|oxo_ si reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio2a1_sel 
3'hO: GPIO2_ Al 
3'h1: SDMMCO_ CMD 
ee RE 0x0 3'h2: PWM10_M1 
3'h3: UART5. RXMO 
3'h4: CANO. TXM1 


3 |RO_|oxo_ si freserved 


gpio2a0_sel 
3'hO: GPIO2_A0 

2:0 |RW |Ox2 3'h1: SDMMCO_D3 
3'h2: JTAG_TMS 
3'h3: UART5_RTSNMO 


GRF_GPIO2A IOMUX_H 
Address: Operational Base + offset (0x0024) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


5 |RO_|ox0 [reserved 


reserved 
gpio2a7_sel 
3'hO: GPIO2_A7 
14:12}RW |0x0 3'h1: SDMMC1_CMD 
3'h2: GMACO_TXD3 
3'h3: UART9_RXMO 
reserved 


41 |RO_|0x0_____—reserved 


gpio2a6_sel 

3'hO: GPIO2_A6 
10:8 |RW |0x0 3'h1: SDMMC1_D3 

3'h2: GMACO_TXD2 

3'h3: UART7_TXMO 


7 |RO_|Ox0_ reserved 


gpio2a5_sel 

3'hO: GPIO2_A5 

3'h1: SDMMC1_D2 
6:4 |RW |0x0 3'h2: GMACO_RXCLK 

3'h3: UART7_RXMO 


3 |RO_|OxO_ reserved 


gpio2a4_sel 
3'hO: GPIO2_A4 
20 RS 3'h1: SDMMC1_D1 
3'h2: GMACO_ RXD3 
3'h3: UART6. TXMO 


GRF GPIO2B IOMUX L 
Address: Operational Base + offset (0x0028 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
Slate RW »/Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


5 |RO |ox0____—reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio2b3_sel 
3'hO: GPIO2_B3 
Pee RN 0X0 3'h1: GMACO_TXDO 
3'h2: UART1_RXMO 


41 |RO_|OxO_ reserved 


gpio2b2_sel 
3'h0: 
3'hl: 
10:8 |RW {0x0 3'h2: 
3'h3: 
3'h4: 


GPIO2_B2 
SDMMC1_DET 
12C4_SCLM1 
UART8_CTSNMO 
CAN2_TXM1 


7 |RO_|oxo_sfreserved 


gpio2b1_sel 

3'hO: GPIO2_Bi 

3'h1: SDMMC1_PWREN 
6:4 |RW |0x0 3'h2: 12C4_SDAM1 

3'h3: UART8_RTSNMO 

3'h4: CAN2_RXM1 


3 |RO_|oxo reserved 


gpio2b0_sel 
3'hO: GPIO2_BO 

2:0 |RW |Ox0 3'h1: SDMMC1_CLK 
3'h2: GMACO_TXCLK 
3'h3: UART9_TXMO 


GRF_GPIO2B IOMUX_H 
Address: Operational Base + offset (Ox002C) 


| Bit |Attr| Reset Value, 


PC esecription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘“—s—‘—‘“‘“‘S;NC*d 


5 |RO oxo [reserved 


gpio2b7_sel 
3'hO: GPIO2_B7 
3'h1: 12S2_SCLKRXMO 
fate RY Exe 3'h2: GMACO_RXD1 
3'h3: UART6_RTSNMO 
3'h4: SPI1_MOSIMO 


di |RO_|OxO_ reserved 


gpio2b6_sel 
3'hO: GPIO2_B6 

10:8 |RW |0Ox0 3'h1: GMACO_RXDO 
3'h2: UART1_CTSNMO 
3'h3: SPI1_MISOMO 


7 |RO_|0xo_ si reserved 


gpio2b5_sel 
3'hO: GPIO2_B5 

6:4 |RW |0x0 3'h1: GMACO_TXEN 
3'h2: UART1_RTSNMO 
3'h3: SPI1_CLKMO 


3 |RO_|oxo_ si reserved 
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| Bit |Attr|ResetValue| Cieescription 


gpio2b4_sel 
3'hO: GPIO2. B4 
20" RW |Ox0 3'h1: GMACO_TXD1 
3'h2: UART1._ TXMO 


GRF GPIO2C IOMUX L 
Address: Operational Base + offset (0x0030 


| Bit _|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


5 |RO_ |0x0____—reserved 


gpio2c3_sel 
3'hO: GPIO2_C3 
3'h1: 1282. LRCKTXMO 
Ae) RNS 0X0 3'h2: GMACO_ MDC 
3'h3: UART9_RTSNMO 
3'h4: SPI2_ MOSIMO 


di |RO_|OxO_ reserved 


gpio2c2_sel 

3'hO: GPIO2_C2 

3'h1: I2S2_SCLKTXMO 
10:8 |RW |0x0 3'h2: GMACO_MCLKINOUT 

3'h3: UART7_CTSNMO 

3'h4: SPI2_MISOMO 


7 |RO_|Oxo_sireserved 


gpio2c1_sel 
3'hO: GPIO2_C1 
3'h1: 12S2_MCLKMO 
Gade RW Ox0 3'h2: ETHO_REFCLKO25M 
3'h3: UART7_RTSNMO 
3'h4: SPI2_CLKMO 


3 |RO_|OxO_ reserved 


gpio2cO0_sel 

3'hO: GPIO2_CO 

3'h1: I2S2_LRCKRXMO 
2:0 |RW |0Ox0 3'h2: GMACO_RXDVCRS 

3'h3: UART6_CTSNMO 

3'h4: SPI1_CSOMO 


GRF GPIO2C IOMUX H 

Address: Operational Base + offset (0x0034 

| Bit [Attr|ResetValue| ss ——“‘S™#Cé@S @Scription =— 
[31:11[RO |0x000000__—i[reserved tC s—“‘“‘“(‘“‘“(“(#®S#C*C*C*C*C*C*C*C*C*C*C*C*C*C*CSC‘idC 


gpio2c6_sel 

3'hO: GPIO2_C6 
10:8 |RW |0x0 3'h1: CLK32K_OUT1 

3'h2: UART8_RXMO 

3'h3: SPI1_CS1MO 


7 |RO_|oxo_ si freserved 
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| Bit |Attr|ResetValue| Ci eescription 


gpio2c5_sel 
3'h0: GPIO2_C5 
3'h1: 12S2_SDIMO 
6:4 |RW |0x0 3'h2: GMACO_RXER 
3'h3: UART8_TXMO 
3'h4: SPI2_CS1MO 


3 |RO_|oxo_ ss reserved 


gpio2c4_sel 
3'hO: GPIO2_C4 
. 3'h1: 12S2_SDOMO 
2:0 |RW |0x0 3'h2: GMACO_MDIO 
3'h3: UART9_CTSNMO 
3'h4: SPI2_CSOMO 


GRF_GPIO2D IOMUX_L 
Address: Operational Base + offset (0x0038) 


| Bit |Attr| Reset Value, 


Pi‘ éescription sd 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


5 |RO_|0x0_____—reserved 


gpio2d3_sel 

3'hO: od 

3'h1: i 
14:12/RW |0x2 3'h2: fe 

3'h3: es 

3'h4: 

3'h5: I12S1_ SDIOM2 


GPIO2_D3 

LCDC_D3 
BT656_D3M0 
SPIO_CLKM1 
PCIE30X1_WAKENM1 


di |RO_|OxO_ reserved 


gpio2d2_sel 
3'h0: 
3'h1: 
3'h2: 

10:8 |RW |Ox0 3'h3: be 
3'h4: 
3'h5: = 


GPIO2_D2 
LCDC_D2 
BT656_D2M0 
SPIO_CSOM1 


PCIE30X1_CLKREQNM1 
I2S1_LRCKTXM2 


7 —||RO_|0xO_sireserved 


gpio2d1_sel 
3'hO: ) 
3'h1: - 
RW |0x0 3'h2: 7 
3'h3: ha 
3'h4: 
3'h5: I2S1_ SCLKTXM2 


GPIO2_D1 
LCDC_D1 
BT656_D1M0O 
SPIO_MOSIM1 
PCIE20_WAKENM1 


3 |RO_|0xO_ reserved 


gpio2d0_sel 
3'hO: a 
3'h1: ae 

2:0 |RW |Ox0 3'h2: es 
3'h3: is 
3'h4: hd 
3'h5S: I2S1_ MCLKM2 
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GRF GPIO2D IOMUX H 
Address: Operational Base + offset (Ox003C 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved ——s—CSsSSSSC“‘CSC*d 


i5_ |RO_|0xo [reserved 


gpio2d7_sel 

3'h0: 

3'h1: 
14:12}RW |0x0 3'h2: 

3'h3: - 

3'h4: 

3 h5: 


GPIO2_D7 
LCDC_D7 
BT656_D7M0O 
SPI2_MISOM1 
UART8_TXM1 
12S1_SDO0OM2 


di |RO_|OxO_ reserved 


gpio2d6_sel 
3'h0: Ms 
3'h1: - 
10:8 |RW |0x2 3'h2: a 
3'h3: ns. 
3'h4: 
3'h5: 12S1_ SDI3M2 


GPIO2_D6 

LCDC_D6 
BT656_D6MO 
SPI2_MOSIM1 
PCIE30X2_PERSTNM1 


7 —*||RO_|0xo_sireserved 


gpio2d5_sel 
3'hO: 
3'h1: 
3'h2: 

6:4 |IRW |0x2 3'h3: a 
3'h4: 
3'h5: as, 


GPIO2_D5 

LCDC_D5 
BT656_D5MO0O 
SPI2_CSOM1 
PCIE30X2_WAKENM1 
12S1_SDI2M2 


3 |RO_|OxO_ reserved 


gpio2d4_sel 
3'hO: = 
3'h1: = 

2:0 |RW |Ox2 3'h2: iy) 
3'h3: x 
3'h4: a 
3'h5: I12S1_ SDIiIM2 


GRF_GPIO3A_IOMUX_L 


GPIO2_D4 

LCDC_D4 
BT656_D4M0 
SPI2_CS1M1 
PCIE30X2_CLKREQNM1 


Address: Operational Base + offset (0x0040) 


| Bit |Attr/ResetValue| Ci escription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


a5 |RO_|0xo_ si freserved 


gpio3a3_sel 

3'hO: 

3'h1: 
14:12}RW |Ox0 3'h2: 

3'h3: 

3'h4: ea 

3'hS: 
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LCDC_D10 
BT1120 D2 
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| Bit |Attr/ResetValue| Ci escription 
di |RO_|OxO_ reserved 


gpio3a2_sel 
3'hO: ny 
3'h1: i 
10:8 |RW |0x0 3'h2: ia) 
3'h3: = 
3'h4: 
3'hS5: SDMMC2_D1M1 


GPIO3_A2 
LCDC_D9 
BT1120_D1 
GMAC1_TXD2M0 
I2S3_MCLKMO 


7 |RO_|OxO_sreserved 


gpio3ai_sel 
3'hO: is 
3'h1: i 
RW |0x0 3'h2: is 
3'h3: os 
3'h4: 
3'h5: SDMMC2_DOM1 


GPIO3_A1 


LCDC_D8 

BT1120 DO 
SPI1_CSOM1 
PCIE30X1_PERSTNM1 


iB. -(RO™|Ox0'.— _ —_|resenved = 


gpio3a0_sel 
3'hO: ea 
3'hl: mn 

2:0 |RW |Ox0 3'h2: i 
3'h3: oF 
3'h4: it 
3'h5: I12S1_ SDO1M2 


GRF_GPIO3A_ IOMUX_H 


GPIO3_A0O 
LCDC_CLK 
BT656_CLKMO 
SPI2_CLKM1 
UART8_RXM1 


Address: Operational Base + offset (0x0044 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31 16)RW: | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —Csi‘“—sSs—‘“‘“‘sSSC*”d 


15 |RO 0x0 [reserved 


gpio3a7_sel 
3'hO: GPIO3_A7 
; 3'h1: LCDC_D14 
SES ORG 3'h2: BT1120_D5 
3'h3: GMAC1_RXCLKMO 
3'h4: SDMMC2_DETM1 


ii |RO_|oxo_ reserved 


gpio3a6_sel 

3'hO: GPIO3_AG 

3'h1: LCDC_D13 

3'h2: BT1120_CLK 
10:8 |RW |0x0 3'h3: GMAC1_TXCLKMO 

3'h4: 12$3_SDIMO 

3'h5: SDMMC2_CLKM1 


7 |RO_|OxO_—si reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio3a5_sel 
3'hO: 
3'h1: 

6:4 |RW /|0x0 3'h2: 
3'h3: 
3'h4: ae 
3'hS: 


GPIO3_A5 
LCDC_D12 
BT1120_D4 
GMAC1_RXD3M0 
12S3_SDOMO 
SDMMC2_CMDM1 


3 |RO_|0x0__—__—freserved 


reserved 
gpio3a4_sel 
3'hO: es 
3'hl: a 
2:0 |RW |Ox0 3'h2: 
3'h3: = 
3'h4: a 
3'hS5: SDMMC2_D3M1 


GRF_GPIO3B_IOMUX L 


GPIO3_A4 
LCDC_D11 
BT1120_ D3 
GMAC1_RXD2M0 
12S3_LRCKMO 


Address: Operational Base + offset (0x0048 


| Bit_|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
S1-16/RW: |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —s—‘“CsCs—‘“‘“‘C*r 


15 |RO 0x0 [reserved 


gpio3b3_sel 

3'hO: 

3'h1: 

3'h2: 
14:12;}RW |0x0 3'h3: 

3'h4: “3 

3'hS: ee 


GPIO3_B3 
LCDC_D18 
BT1120_D9 
GMAC1_RXDVCRSMO 
I2C5_SCLMO 
PDM_SDIOM2 


di |RO_ [Oxo reserved 


gpio3b2_sel 
3'hO: 
3'h1: 
3'h2: 
10:8 |RW |0x0 3'h3: 
3'h4: 
3'hS: 


GPIO3_B2 
LCDC_D17 
BT1120 D8 
GMAC1_RXD1M0 
UART4_TXM1 
PWM9_MO 


7 —||RO_|0xo_ si reserved 


gpio3b1_sel 

3'h0: ea 

3'h1: - 
RW |0x0 3'h2: a 

3'h3: _ 

3'h4: 

3'h5: PWM8_MO 


GPIO3_B1 
LCDC_D16 
BT1120_ D7 
GMAC1_RXDOMO 
UART4_RXM1 


3 |RO_|oxo reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio3b0_sel 
3'hO: GPIO3_ BO 
; 3'h1: LCDC_D15 
20 RW ORO 3'h2: BT1120._D6 
3'h3: ETH1_REFCLKO25MMO 
3'h4: SDMMC2_ PWRENM1 


GRF GPIO3B IOMUX _H 
Address: Operational Base + offset (Ox004C) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
SLTG RW. |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


a5 |RO_|OxO_ reserved 


gpio3b7_sel 

3'h0: is 

3'h1: ee 
14:12}RW |0x0 3'h2: 2 

3'h3: i 

3'h4: 

3'h5: PDM_SDI2M2 


GPIO3_B7 
LCDC_D22 
PWM12_MO 
GMAC1_TXENMO 
UART3_TXM1 


41 |RO_|Oxo_ si reserved 


gpio3b6_sel 
3'hO: 
3'h1: 
3'h2: 

10:8 |RW |0x0 3'h3: 
3'h4: im 
3'hS: 


GPIO3_B6 
LCDC_D21 
BT1120_ D12 
GMAC1_TXD1M0 
I2C3_SDAM1 
PWM11_MO 


7 |RO_|OxO_ reserved 


gpio3b5_sel 
3'hO: a 
3'h1: _ 

RW |0x0 3'h2: ey 
3'h3: i 
3'h4: 
3'hS5: PWM10_MO 


GPIO3_B5 
LCDC_D20 
BT1120_D11 
GMAC1_TXDOMO 
12C3_SCLM1 


3 |RO_|0xo_ si reserved 


gpio3b4_sel 
3'hO: 
3'h1: 
3'h2: 

2:0 |RW {0x0 3'h3: 
3'h4: te 
3'hS: ie 


GRF_ GPIO3C IOMUX_ L 


GPIO3_B4 


LCDC_D19 
BT1120_D10 
GMAC1_RXERMO 
I2C5_SDAMO 
PDM_SDI1M2 


Address: Operational Base + offset (0x0050) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ot Te) Re /0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115 |RO_|OxO_ [reserved 


GPIO3_C3 
LCDC_DEN 
BT1120_ D15 
SPI1_CLKM1 
UART5_RXM1 


gpio3c3_sel 
3'hO: i 
3'hl: i 
14:12;}RW {0x0 3'h2: bee 
3'h3: A 
3'h4: Ed 
3'h5: I12S1_ SCLKRXM2 
reserved 


41 |RO_|ox0___—__—freserved 


gpio3c2_sel 
3'hO: ia 
3'h1: at 
10:8 |RW |0x0 3'h2: i 
3'h3: et 
3'h4: 
3'h5: I12S1_ SDO3M2 


GPIO3_C2 
LCDC_VSYNC 
BT1120_D14 
SPI1_MISOM1 
UART5_TXM1 


7 |RO_|oxo_ ss reserved 


gpio3c1_sel 
3'hO: 
3'h1: 

RW /|0x0 3'h2: 
3'h3: a 
3'h4: 
3'h5: 


GPIO3_C1 
LCDC_HSYNC 
BT1120_D13 
SPI1_MOSIM1 
PCIE20_PERSTNM1 
I2S1_SDO2M2 


3 |RO_|0xo_ reserved 


gpio3c0_sel 
3'hO: Eel 
3'h1: - 

2:0 |RW |Ox0 3'h2: 2 
3'h3: _ 
3'h4: oy 
3'h5: PDM_SDI3M2 


GRF_ GPIO3C_ IOMUX _H 


GPIO3_CO 

LCDC_D23 
PWM13_MO 
GMAC1_MCLKINOUTMO 
UART3_RXM1 


Address: Operational Base + offset (0x0054) 


| Bit _|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —Cs—‘“Cs—s—‘“‘“‘SC‘*d 


15 |RO 0x0 [reserved 


gpio3c7_sel 

3'hO: GPIO3_C7 

3'h1: CIF_D1 
14:12;}RW |0x0 3'h2: EBC_SDDO1 

3'h3: SDMMC2_D1M0 

3'h4: I12S1_SCLKTXM1 

3'hS: BT656_DiM1 


ii |RO_ [0x0 reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio3c6_sel 
3'hO: in 
3'h1: ei 

10:8 |RW |0x0 3'h2: z 
3'h3: at 
3'h4: 
3'hS5: BT656_DOM1 


GPIO3_C6 
CIF_DO 
EBC_SDDOO 
SDMMC2_DOMO 
I2S1_MCLKM1 


7 |RO_|oxo ss reserved 


gpio3c5_sel 
3'hO: ia 
3'h1: ie 
6:4 RW |0x0 3'h2: i 
3'h3: im 
3'h4: ah 
3'h5: I12S1_ LRCKRXM2 


GPIO3_C5 
PWM15_MO 
SPDIF_TXM1 
GMAC1_MDIOMO 
UART7_RXM1 


3 |RO_|0xO_ reserved 


gpio3c4_sel 

3'hO: 

3'h1: 

3'h2: a 
2:0 |RW |0x0 3'h3: 

3'h4: 

3'hS: ra 


GRF_ GPIO3D_IOMUX_L 


GPIO3_C4 
PWM14_MO 
VOP_PWMM1 
GMAC1_MDCMO 
UART7_TXM1 
PDM_CLK1M2 


Address: Operational Base + offset (0x0058 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ole RYE | Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


a5 |RO_|OxO_ reserved 


gpio3d3_sel 

3'hO: 

3'hl: a 

3'h2: 
14:12}RW |0x0 3'h3: 

3'h4: = 

3'hS: 


GPIO3_D3 
CIF_D5 
EBC_SDDO5 
SDMMC2_CLKMO 
12S1_SDI1M1 


BT656_D5M1 


di |RO_|OxO_ ss reserved 


gpio3d2_sel 
3'hO: a 
3'h1: ad 

10:8 |RW |0x0 3'h2: = 
3'h3: 4 
3'h4: 
3'h5: BT656_D4M1 


GPIO3_D2 
CIF_D4 
EBC_SDDO4 
SDMMC2_CMDMO 
I2S1_SDIOM1 


7 |RO_ [0x0 reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio3d1_sel 

3'h0: 

3'h1: i 
RW |0x0 3'h2: ck 

3'h3: 

3'h4: 

3'h5: 


GPIO3_D1 
CIF_D3 
EBC_SDDO3 
SDMMC2_D3M0 
I2S1_SDO0OM1 
BT656_D3M1 


3 |RO_|0xO_sreserved 


gpio3d0_sel 
3'hO: 2 
3'h1: a 

2:0 |RW |Ox0 3'h2: cf 
3'h3: a 
3'h4: 7 
3'h5: BT656_D2M1 


GRF_GPIO3D_IOMUX_H 


GPIO3_DO 
CIF_D2 
EBC_SDDO2 
SDMMC2_D2M0 
I2S1_LRCKTXM1 


Address: Operational Base + offset (Ox005C 


| Bit _|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 T6/RW: | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —C—‘“—s—‘“‘“‘SC*d 


15 |RO_|0x0 [reserved 


gpio3d7_sel 

3'h0: cl 

3'h1: iB 
14:12}RW |0x0 3'h2: ne 

3'h3: y 

3'h4: 

3'hS5: PDM_SDIOM1 


GPIO3_D7 
CIF_D9 
EBC_SDDO9 
GMAC1_TXD3M1 
UART1_RXM1 


41 |RO_|oxo_ si reserved 


gpio3d6_sel 
3'h0: eo 
3'h1: a 
10:8 |RW |0x0 3'h2: wa 
3'h3: 
3'h4: 
3'hS: PDM_CLKOM1 


GPIO3_D6 
CIF_D8 
EBC_SDDO8 
GMAC1_TXD2M1 
UART1_TXM1 


7 |RO_|OxO_sreserved 


gpio3d5_sel 
3'hO: on 
3'h1: | 

RW |0x0 3'h2: a 
3'h3: st 
3'h4: 
3'h5: BT656_D7M1 


GPIO3_D5 


CIF_D7 
EBC_SDDO7 
SDMMC2_PWRENMO 
I2S1_SDI3M1 


3 |RO_|0xo_sireserved 


gpio3d4_sel 
3'hO: a 
3'hl: | 

2:0 |RW |0Ox0 3'h2: = 
3'h3: Bs 
3'h4: ‘be 
3'hS5: BT656_D6M1 
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GRF_GPIO4A IOMUX_L 
Address: Operational Base + offset (0x0060) 


| Bit |Attr| Reset Value, 


P —“‘“‘ié‘é(éOScription CS 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


5 |RO_ |0x0____—freserved 


gpio4a3_sel 

3'hO: GPIO4_A3 

3'h1: CIF_D13 
14:12;}RW |0x0 3'h2: EBC_SDDO13 

3'h3: GMAC1_RXCLKM1 

3'h4: UART7_RXM2 

3'hS5: PDM_SDI3M1 


41 |RO_|OxO_ reserved 


gpio4a2_sel 
3'hO: GPIO4_A2 
3'h1: CIF_D12 

10:8 |RW |0x0 3'h2: EBC_SDDO12 
3'h3: GMAC1_RXD3M1 
3'h4: UART7_TXM2 
3'hS5: PDM_SDI2M1 


7 —«|RO_|0xo_ si reserved 


gpio4ai_sel 
3'hO: GPIO4_Al 
3'h1i: CIF_D11 

6:4 |RW |0Ox0 3'h2: EBC_SDDO11 
3'h3: GMAC1_RXD2M1 
3'h4: PDM_SDI1M1 


3 |RO_|OxO_sreserved 


gpio4a0_sel 
3'hO: GPIO4_AO 
3'h1: CIF_D10 
Zee RMON 3'h2: EBC_SDDO10 
3'h3: GMACL_TXCLKM1 
3'h4: PDM_CLK1M1 


GRF GPIO4A IOMUX H 
Address: Operational Base + offset (0x0064) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —Csi‘“CSsSSSCSY 


15 |RO_|0x0 [reserved 


gpio4a7_sel 

3'hO: GPIO4_A7 

3'h1: CAM_CLKOUTO 
14:12;}RW |0x0 3'h2: EBC_SDCE1 

3'h3: GMAC1_RXDOM1 

3'h4: SPI3_CS1MO 

3'h5: I12S1_ LRCKRXM1 


41 JRO _|oxo_ reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio4a6_sel 

3'hO: 

3'h1: as 
10:8 |RW |0x0 3'h2: oe 

3'h3: 

3'h4: ra 

3'hS: = 


GPIO4_A6 
ISP_FLASHTRIGOUT 
EBC_SDCEO 
GMAC1_TXENM1 
SPI3_CSOMO 
I2S1_SCLKRXM1 


7 —|RO_|0x0____— reserved 


reserved 
gpio4a5_ sel 
3'hO: fs 
3'h1: - 
RW /|0x0 3'h2: _ 
3'h3: - 
3'h4: 
3'h5: I2S2_LRCKRXM1 


3 |RO_|0xO_ reserved 


gpio4a4_sel 
3'hO: - 
3'h1: | 
2:0 |RW |Ox0 3'h2: ny 
3'h3: -_ 
3'h4: NS 
3'h5S: I2S2_LRCKTXM1 


GRF_GPIO4B_IOMUX_L 


GPIO4_A5 
CIF_D15 


EBC_SDDO15 
GMAC1_TXD1M1 
UART9_RXM2 


GPIO4_A4 
CIF_D14 
EBC_SDDO14 
GMAC1_TXDOM1 
UART9_TXM2 


Address: Operational Base + offset (0x0068) 


| Bit |Attr| Reset Value, 


Pi éescription sd 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15 |RO_ |0x0_____—reserved 


gpio4b3_ sel 

3'hO: of 

3'h1: : 
14:12;}RW |0x0 3'h2: a 

3'h3: = 

3'h4: 

3'h5: I2S2_SDOM1 


GPIO04_B3 
12C4_SCLMO 
EBC_GDOE 
ETH1_REFCLKO25MM1 
SPI3_CLKMO 


ii |RO_|OxO_ reserved 


gpio4b2_ sel 
3'hO: at 
3'h1: a 

10:8 |RW |0x0 3'h2: int 
3'h3: Zz 
3'h4: 
3'h5: I2S2_SDIM1 


GPIO4_B2 
12C4_SDAMO 
EBC_VCOM 
GMAC1_RXERM1 
SPI3_MOSIMO 


7 —(|RO_|0x0_ si reserved 


gpio4b1_ sel 
3'h0: S) 
. 3'h1: = 
6:4 |RW |0x0 3'h2: i 
3'h3: - 
3'h4: I12S1_ SDO2M1 


GPIO4_B1 
ISP_PRELIGHTTRIG 
EBC_SDCE3 
GMAC1_RXDVCRSM1 


3 |RO_|oxo reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio4b0_ sel 

3'hO: GPIO4_BO 

3'h1: CAM_CLKOUT1 
2:0 |RW |0Ox0 3'h2: EBC_SDCE2 

3'h3: GMAC1_RXD1M1 

3'h4: SPI3_MISOMO 

3'h5: I12S1_ SDO1M1 


GRF_GPIO4B IOMUX_H 
Address: Operational Base + offset (Ox006C) 


| Bit |Attr| Reset Value, 


ft escription 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —i‘“s‘Cs‘“‘“‘SéNC*d 


15 |RO_|oxo [reserved 


gpio4b7_sel 
3'hO: GPIO4_ B7 
3'h1: CIF_VSYNC 
AEE RE 0x0 3'h2: EBC_SDOE 
3'h3: GMAC1. MDIOM1 
3'h4: 12S2_ SCLKTXM1 


41 |RO_|oxo_ si reserved 


gpio4b6_ sel 
3'hO: GPIO4_B6 
3'h1: CIF_HREF 

10:8 |RW |0x0 3'h2: EBC_SDLE 
3'h3: GMAC1_MDCM1 
3'h4: UART1_RTSNM1 
3'h5: I2S2_MCLKM1 


7 |RO_|oxo reserved 


gpio4b5_ sel 
3'hO: GPIO4_ BS 
3'h1: 12C2_SCLM1 
6:4 |RW |0x0 3'h2: EBC_SDSHR 
3'h3: CAN2_TXMO 
3'h4: 12S1. SDO3M1 


3 |RO_|0xo_sreserved 


gpio4b4_sel 

3'hO: 

3'h1: z 
2:0 |RW |Ox0 3'h2: ie 

3'h3: 

3'h4: ae 

3'hS: 


GRF_ GPIO4C ITOMUX L 


GPIO4_B4 
I2C2_SDAM1 
EBC_GDSP 
CAN2_RXMO 
ISP_FLASHTRIGIN 
BT656_CLKM1 


Address: Operational Base + offset (0x0070) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16) RW. |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


a5 |RO_ [0x0 reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio4c3_sel 

3'hO: 

3'h1: 
14:12;RW {0x0 3'h2: aS 

3'h3: 

3'h4: 

3'hS: fs 


GPIO4_C3 
PWM15_M1 
SPI3_MOSIM1 
CAN1_TXM1 
PCIE30X2_WAKENM2 
12S3_SCLKM1 


11 |RO_|oxo_____—freserved 


GPIO4_C2 

PWM14_M1 
SPI3_CLKM1 
CAN1_RXM1 
PCIE30X2_CLKREQNM2 


reserved 
gpio4c2_sel 
3'h0: fu 
3'h1: a 
10:8 |RW |0x0 3'h2: aa 
3'h3: = 
3'h4: 
3'h5: 12S3_MCLKM1 


7 |RO_|OxO_ reserved 


gpio4c1_sel 
3'hO: 
3'hl: ie 
3'h2: 

6:4 |RW |0Ox0 3'h3: 
3'h4: 
3'hS: Us 


GPIO4_C1 

CIF_CLKIN 
EBC_SDCLK 
GMAC1_MCLKINOUTM1 
UART1_CTSNM1 
I2S2_SCLKRXM1 


3 [RO _|oxo_ si reserved 


gpio4c0_sel 
3'hO: i 
2:0 RW |0x0 3'hl: nA 
3'h2: mi 
3'h3: PWM11_ Mi 


GRF_GPIO4C_IOMUX_H 


GPIO4_CO 
CIF_CLKOUT 
EBC_GDCLK 


Address: Operational Base + offset (0x0074) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


5 |RO_ |0x0____—reserved 


gpio4c7_sel 

3'hO: GPIO4_C7 
14:12/}RW |0x0 3'h1: HDMITX_SCL 

3'h2: I2C5_SCLM1 


di |RO_|Oxo_ reserved 


gpio4c6_sel 

3'hO: GPIO4_C6 

3'h1: PWM13_M1 
10:8 |RW |0x0 3'h2: SPI3_CSOM1 

3'h3: SATAO_ACTLED 

3'h4: UART9_RXM1 

3'h5: I2S3_ SDIM1 


7 |RO [0x0 sreserved 
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| Bit |Attr|ResetValue| Ci@Deescription 


3'h0: 
3'hl: 
3'h2: 
3'h3: 
3'h4: 
3'h5: 


gpio4c5_sel 


GPIO4_C5 
PWM12_ M1 
SPI3_MISOM1 
SATA1_ACTLED 
UART9_TXM1 
12S3_SDOM1 


3 |RO_|oxo_ si reserved 


3'h0: 
3'hl: 
3'h2: 
3'h3: 
3'h4: 
3'h5: 


gpio4c4_sel 


GPIO4_C4 
EDPDP_HPDINMO 
SPDIF_TXM2 
SATA2_ACTLED 
PCIE30X2_PERSTNM2 
I2S3_LRCKM1 


| Bit [Attr|/ResetValue| ss ——“‘“CSCéS eScription — 
1'bO: Write access disable 
gpio4d2_sel 

10:8 : RW po (Berens op hO: GPIO4_D2 

3'h0O: GPIO4_ D1 

[3 [RO |OxO _—_—i| reserved 
3'h1: HDMITX_SDA 

Address: Operational Base + offset (0x0080) 


GRF GPIO4D IOMUX L 
Address: Operational Base + offset (0x0078 
write_enable 
31:16|RW lox0000 Write enable for lower 16bits, each bit is individual. 
1'b1i: Write access enable 
coe fw oo ese 
7 [RO [Oxo reserved 
gpio4di_sel 
RW 0x0 3'h1: HDMITX_CECMO 
3'h2: SPI3_CSiM1 
gpio4d0_sel 
3'h0: GPIO4_DO 
2:0 |RW /0x0 
3'h2: I2C5_SDAM1 
GRF GPIOIA P 
| Bit _|Attr| Reset Value | 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
oE ACI RW: (0x0000 1'bO: Write access disable 
1'bi: Write access enable 
gpiola7_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 


2'b1i1: Reserved; 
gpiola6_p 


modo 


oe 
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2'b10: 
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Z(Normal operation); 
Weak 1(pull-up); 
Weak O(pull-down); 
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| Bit |Attr|ResetValue| Ci@eescription 


gpiola5_p 

2'b00: Z(Normal operation); 
11:10)/RW |Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b11: Reserved; 


gpiola4_p 
2'b00: Z(Normal operation); 
0x2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpiola3_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpiola2_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpiolal_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpiola0_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


GRF GPIO1iB P 
Address: Operational Base + offset (0x0084 


Reset Value 


write_enable 

0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1i: Write access enable 


gpiolb7_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpioib6_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'bi1: Reserved; 
gpioib5 p 

2'b00: Z(Normal operation); 
2'b0O1: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
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Attr|ResetValue| CéDeescription 


gpiolb4_p 
2'b00: Z(Normal operation); 
Oxi 2'b01: Weak 1(pull-up); 


a 2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpioib3_p 
2'b00: Z(Normal operation); 
RW |0x2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpiolb2_p 
2'b00: Z(Normal operation); 
RW |0x2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpiolb1_p 
2'b00: Z(Normal operation); 
RW /|0x2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpioibO_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


a 


GRF GPIOIiC P 
Address: Operational Base + offset (0x0088 


| Bit_|Attr| Reset Value 
31:16|/RW 


write_enable 
0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 
gpiolc7_p 

2'b00: Z(Normal operation); 

14)RW 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 

gpioic6_p 

2'b00: Z(Normal operation); 

2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b11: Reserved; 


‘ po 
ual 
gpioic5_p 
2'b00: Z(Normal operation); 
11:10;RW 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


gpioic4_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
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| Bit [Attr/ResetValue| —Céeescription 
gpioic3_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpiolc2_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpioicl_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpioicO_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


GRF GPIOiD P 
Address: Operational Base + offset (OxO008C 


| Bit_|Attr| Reset Value 
31:16|/RW 


write_enable 
0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 
gpiold7_p 
2'b00: Z(Normal operation); 
15:14;RW 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpioid6_p 
2'b00: Z(Normal operation); 
13:12|)RW 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


gpiold4_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpioid3_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


gpioid5 p 

2'b00: Z(Normal operation); 
11:10)RW 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 
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| Bit [Attr/ResetValue| Céeescription 
gpiold2_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpiold1_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpioidO_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


GRF GPIO2A P 
Address: Operational Base + offset (0x0090 


| Bit_|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 -T6IRW: |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


gpio2a7_p 
2'b00: Z(Normal operation); 
Ox2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2a6_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2a5_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2a4_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2a3_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'bi1: Reserved; 
gpio2a2_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
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| Bit [Attr/ResetValue| —CéDeescription 
gpio2ai_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 


2'b11: Reserved; 
gpio2a0_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


GRF GPIO2B P 
Address: Operational Base + offset (0x0094) 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 
gpio2b7_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2b6_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2b5_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2b4_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio2b3_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2b2_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'bi1: Reserved; 
gpio2b1_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
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| Bit |Attr|ResetValue| ——Ci@eescription 


gpio2b0_p 

2'b00: Z(Normal operation); 
1:0 |RW |0x2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b11: Reserved; 


GRF GPIO2C P 
Address: Operational Base + offset (0x0098) 


| Bit |Attr| Reset Value 


write_enable 
Write enable for lower 16bits, each bit is individual. 
BELOW: /Ox0008 1'bO: Write access disable 
1'b1: Write access enable 
gpio2c7_p 
2'b00: Z(Normal operation); 
15:14;RW |0Ox2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio2c6_p 
2'b00: Z(Normal operation); 
3:12|RW 
7 


2'b01: Weak 1(pull-up); 


2'b10: Weak O(pull-down); 
2'bi1: Reserved; 
gpio2c5_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2c4_p 
2'b00: Z(Normal operation); 

RW 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 

RW 

RW 

RW 

RW 


gpio2c3_p 

2'b00: Z(Normal operation); 
0x2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b11: Reserved; 


gpio2c2_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 

gpio2c1_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2cO_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


13: 
11: 
7:6 
5:4 
D2 
1:0 


GRF_GPIO2D_P 
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Address: Operational Base + offset (Ox009C 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 
15: seb 
13: “pe 
11: tt 


gpio2d7_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2d6_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio2d5_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


gpio2d4_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio2d3_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2d2_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio2d1_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio2d0_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


N 


= 
oO 


WW ul N 
BS (°) 


GRF GPIO3A P 
cares Operational Base + offset (OxOOAO 


[Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
of ESR: |0x0000 1'bO: Write access disable 

1'b1: Write access enable 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio3a7_p 

2'b00: Z(Normal operation); 
15:14;RW |Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 

gpio3a6_p 

2'b00: Z(Normal operation); 
13:12)/RW |Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 

gpio3a5_p 

2'b00: Z(Normal operation); 
11:10)/RW |Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 


gpio3a4_p 
2'b00: Z(Normal operation); 
0x2 2'b01: Weak 1(pull-up); 


2'b10: Weak O(pull-down); 
2'b11: Reserved; 


gpio3a3_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 


RW 

RW 
2'b1i1: Reserved; 
gpio3a2_p 
2'b00: Z(Normal operation); 

RW 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 

W 


gpio3al_p 

2'b00: Z(Normal operation); 
3:2 IR Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b11: Reserved; 

gpio3a0_p 

2'b00: Z(Normal operation); 
1:0 |RW |0x2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b11: Reserved; 


GRF_GPIO3B_P 


Address: Operational Base + offset (OxO00A4 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


gpio3b7_p 

2'b00: Z(Normal operation); 
15:14;/RW |Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio3b6_p 

2'b00: Z(Normal operation); 
13:12)/RW |Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 

gpio3b5_p 

2'b00: Z(Normal operation); 
11:10)/RW |Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 


gpio3b4_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio3b3_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


gpio3b2_p 

2'b00: Z(Normal operation); 
5:4 |IRW |Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b11: Reserved; 


gpio3bi_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


: Z(Normal operation); 
: Weak 1(pull-up); 

: Weak O(pull-down); 

: Reserved; 


GRF GPIO3C P 
Address: Operational Base + offset (OxO0A8 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31-16/RW" |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


gpio3c7_p 

2'b00: Z(Normal operation); 
15:14;/RW |0Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'bi1: Reserved; 

gpio3c6_p 

2'b00: Z(Normal operation); 
13:12)/RW |Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio3c5_p 

2'b00: Z(Normal operation); 
11:10)/RW |Ox2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b11: Reserved; 


gpio3c4_p 

2'b00: Z(Normal operation); 
0x2 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 

gpio3c3_p 

2'b00: Z(Normal operation); 

2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 

gpio3c2_p 

2'b00: Z(Normal operation); 

2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b11: Reserved; 

gpio3cl1_p 

2'b00: Z(Normal operation); 

2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b11: Reserved; 

gpio3cO_p 

2'b00: Z(Normal operation); 

2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 


GRF GPIO3D P 
Address: Operational Base + offset (OxOOAC 


Reset Value 


write_enable 

0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'bi: Write access enable 


gpio3d7_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


gpio3d5_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


gpio3d6_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'bi1: Reserved; 
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[Attr|ResetValue| CiDeescription 


gpio3d4_p 


| Bit 
2'b00: Z(Normal operation); 
Ox2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio3d3_p 
2'b00: Z(Normal operation); 
7:6 |RW JOx2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio3d2_p 
2'b00: Z(Normal operation); 
5:4 |IRW |Ox2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio3di_p 
2'b00: Z(Normal operation); 
3:2 |RW |Ox2 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio3d0_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


GRF GPIO4A P 
Address: Operational Base + offset (OxOOBO 


| Bit_|Attr| Reset Value 
31:16|/RW 


write_enable 
0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 
gpio4a7_p 
2'b00: Z(Normal operation); 
15:14;RW 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio4a6_p 
2'b00: Z(Normal operation); 
13:12)/RW 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


gpio4a4_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


gpio4a5_p 

2'b00: Z(Normal operation); 
11:10)RW 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'bi1: Reserved; 
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| Bit [Attr/ResetValue| —Céeescription 
gpio4a3_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio4a2_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio4al_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio4a0_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


GRF GPIO4B P 
Address: Operational Base + offset (Ox00B4 


| Bit_|Attr| Reset Value 
31:16|/RW 


write_enable 
0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 
gpio4b7_p 
2'b00: Z(Normal operation); 
15:14);RW 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio4b6_p 
2'b00: Z(Normal operation); 
13:12)RW 2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


gpio4b4_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'bi1: Reserved; 
gpio4b3_p 

2'b00: Z(Normal operation); 
2'bO1: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


gpio4b5_p 

2'b00: Z(Normal operation); 
11:10)RW 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 
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| Bit [Attr/ResetValue| C(éeescription 
gpio4b2_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio4b1_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'bi1: Reserved; 
gpio4b0_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


GRF GPIO4C P 
Address: Operational Base + offset (OxO0B8 


| Bit_|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 T6/RW: |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


gpio4c7_p 

2'b00: Z(Normal operation); 
Ox1 2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'bi1: Reserved; 

gpio4c6_p 

2'b00: Z(Normal operation); 

2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 

gpio4c5_p 

2'b00: Z(Normal operation); 

2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 

gpio4c4_p 

2'b00: Z(Normal operation); 

2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'b1i1: Reserved; 

gpio4c3_p 

2'b00: Z(Normal operation); 

2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'bi1: Reserved; 

gpio4c2_p 

2'b00: Z(Normal operation); 

2'b01: Weak 1(pull-up); 

2'b10: Weak O(pull-down); 

2'bi1: Reserved; 
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| Bit [Attr|/ResetValue| CiDeescription 
gpio4c1_p 
2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 


2'b11: Reserved; 
gpio4cO_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 


GRF GPIO4D P 
Address: Operational Base + offset (OxOOBC) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


gpio4d7_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio4d6_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio4d5_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b11: Reserved; 
gpio4d4_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio4d3_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
gpio4d2_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'bi1: Reserved; 
gpio4d1_p 

2'b00: Z(Normal operation); 
2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 
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| Bit [Attr|ResetValue| —C(Deescription 
gpio4d0_p 
2'b00: Z(Normal operation); 


2'b01: Weak 1(pull-up); 
2'b10: Weak O(pull-down); 
2'b1i1: Reserved; 


GRF GPIO1A IE 
Address: Operational Base + offset (Ox00CO) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
BELOW: /Ox0008 1'bO: Write access disable 
1'b1: Write access enable 
gpiola7_ie 
GPIO PAD input enable 
: 2'b00: Disable 
etn 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio1la6_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpiola5_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpiola4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpioia3_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpiola2_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 

gpiolal_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
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| Bit |Attr|ResetValue| Ci eescription 


gpioia0_ie 
GPIO PAD input enable 


2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


GRF GPIO1B IE 
Address: Operational Base + offset (0x00C4) 


| Bit |Attr| Reset Value 


write_enable 
Write enable for lower 16bits, each bit is individual. 
Sd SO RW: /OxD000 1'bO: Write access disable 
1'b1: Write access enable 
gpiolb7_ie 
GPIO PAD input enable 
2'b00: Disable 
age a 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b11: Reserved 
gpioib6_ie 
GPIO PAD input enable 
2'b00: Disable 
foe eve 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b11: Reserved 
gpioib5_ie 
GPIO PAD input enable 
2'b00: Disable 
tT 10) RW 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b11: Reserved 


gpio1b4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpioib3_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 

gpiolb2_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
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| Bit [Attr|/ResetValue| C(éeescription 
gpio1b1_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 


2'b1i1: Reserved 

gpioib0O_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


GRF_GPIOIC IE 
Address: Operational Base + offset (Ox00C8) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


gpioic7_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 

gpioic6_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpiolc5_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpioic4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpioic3_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
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| Bit [Attr/ResetValue| Céeecription 
gpiolc2_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpiolci_ie 
GPIO PAD input enable 


2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpioicO_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


GRF_GPIO1D IE 
Address: Operational Base + offset (OxO0CC) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


gpiold7_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpioid6é_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpioid5 _ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpio1d4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
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| Bit [Attr|/ResetValue| C(éDeescription 
gpioid3_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpiold2_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 


2'bi1: Reserved 

gpiold1_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpioidO_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


GRF_GPIO2A IE 
Address: Operational Base + offset (Ox00DO) 


ResetValue| Ci esscription = 


write_enable 

0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'bi: Write access enable 


gpio2a7_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio2a6_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


gpio2a5_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
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gpio2a4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpio2a3_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpio2a2_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpio2a1_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpio2a0_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


GRF GPIO2B IE 
Address: Operational Base + offset (OxO0D4 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31 16/RW' |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


gpio2b7_ie 
GPIO PAD input enable 
2'b00: Disable 

PDEA RN) DXO 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


gpio2b6_ie 
GPIO PAD input enable 
. 2'b00: Disable 
Eo ene RW 0X0 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio2b5_ie 
GPIO PAD input enable 
: 2'b00: Disable 
ACEO 0x0 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio2b4_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio2b3_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio2b2_ie 
GPIO PAD input enable 
2'b00: Disable 
Boa RW TOKO 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio2b1_ie 
GPIO PAD input enable 
2'b00: Disable 
Bee RW Ox 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio2b0_ie 
GPIO PAD input enable 
. 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


GRF GPIO2C IE 
Address: Operational Base + offset (Ox00D8 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
ot Te RUE /Ox0000 1'bO: Write access disable 

1'b1: Write access enable 


gpio2c7_ie 
GPIO PAD input enable 
2'b00: Disable 

Boers one 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio2c6_ie 
GPIO PAD input enable 
2'b00: Disable 

Eoete RW /Dx0 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio2c5_ie 
GPIO PAD input enable 
2'b00: Disable 

TE tO Rw 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio2c4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpio2c3_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio2c2_ie 
GPIO PAD input enable 

0x0 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio2c1_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 

gpio2c0_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


he 


GRF_ GPIO2D_IE 


Address: Operational Base + offset (OxOODC) 


| Bit |Attr| Reset Value 


write_enable 


Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 


31:16};RW |0x0000 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio2d7_ie 
GPIO PAD input enable 
: 2'b00: Disable 
EOE RE OX0 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio2a6_ie 
GPIO PAD input enable 
3 2'b00: Disable 
ee 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio2a5_ie 
11:10;RW 


GPIO PAD input enable 


2'b00: Disable 
RW 
RW 
RW 
RW 
RW 


2'b01: Non-Schmitt trigger input enable 


2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio2d4_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio2d3_ie 
GPIO PAD input enable 
2'b00: Disable 
GRF GPIO3A_ IE 
Address: Operational Base + offset (OxO0OEO) 


0x0 : ; : 
2'b01: Non-Schmitt trigger input enable 
~ ie Schmitt trigger input enable 
2'bi1: Reserved 
gpio2d2_ie 
GPIO PAD input enable 
0x0 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio2d1_ie 
GPIO PAD input enable 
0x0 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio2d0_ie 
GPIO PAD input enable 
0x0 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b11: Reserved 


a 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
Write enable for lower 16bits, each bit is individual. 
BEES RW |OXDONC 1'bO: Write access disable 
1'b1: Write access enable 
gpio3a7_ie 
GPIO PAD input enable 
2'b00: Disable 
Pelt ip 2'b01: Non-Schmitt trigger input enable 

2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3a6_ie 
GPIO PAD input enable 
2'b00: Disable 

er 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3a5_ie 
GPIO PAD input enable 
2'b00: Disable 

sc Ree 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio3a4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio3a3_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3a2_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3al1_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


gpio3a0_ie 
GPIO PAD input enable 

RW 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


GRF GPIO3B IE 
Address: Operational Base + offset (Ox00E4) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
Write enable for lower 16bits, each bit is individual. 
BEES RW |OXDONC 1'bO: Write access disable 
1'b1: Write access enable 
gpio3b7_ie 
GPIO PAD input enable 
2'b00: Disable 
Pelt ip 2'b01: Non-Schmitt trigger input enable 

2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio3b6_ie 
GPIO PAD input enable 
2'b00: Disable 

er 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3b5_ie 
GPIO PAD input enable 
2'b00: Disable 

sc Ree 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio3b4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio3b3_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3b2_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio3b1_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


gpio3b0_ie 
GPIO PAD input enable 

RW 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


GRF GPIO3C IE 
Address: Operational Base + offset (OxO0E8) 


Copyright 2022 © Rockchip Electronics Co., Ltd. 289 


RK3568 TRM-Part1 


| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
Write enable for lower 16bits, each bit is individual. 
BEES RW |OXDONC 1'bO: Write access disable 
1'b1: Write access enable 
gpio3c7_ie 
GPIO PAD input enable 
2'b00: Disable 
Pelt ip 2'b01: Non-Schmitt trigger input enable 

2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio3c6_ie 
GPIO PAD input enable 
2'b00: Disable 

er 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3c5_ie 
GPIO PAD input enable 
2'b00: Disable 

sc Ree 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio3c4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio3c3_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3c2_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio3ci_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


gpio3cO_ie 
GPIO PAD input enable 

RW 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


GRE GPIO3D_ IE 
Address: Operational Base + offset (OxOOEC) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
Write enable for lower 16bits, each bit is individual. 
2 DHBO RW: }OXDON@ 1'bO: Write access disable 
1'b1: Write access enable 
gpio3d7_ie 
GPIO PAD input enable 
2'b00: Disable 
Renate 2'b01: Non-Schmitt trigger input enable 

2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio3d6_ie 
GPIO PAD input enable 
2'b00: Disable 

ec 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3d5_ie 
GPIO PAD input enable 
2'b00: Disable 

i bed 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio3d4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio3d3_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3d2_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio3di_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


gpio3d0_ie 
GPIO PAD input enable 

RW 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


GRF GPIO4A IE 
Address: Operational Base + offset (OxO0OFO) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
Write enable for lower 16bits, each bit is individual. 
BEES RW |OXDONC 1'bO: Write access disable 
1'b1: Write access enable 
gpio4a7_ie 
GPIO PAD input enable 
2'b00: Disable 
Pelt ip 2'b01: Non-Schmitt trigger input enable 

2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio4a6_ie 
GPIO PAD input enable 
2'b00: Disable 

er 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio4a5_ie 
GPIO PAD input enable 
2'b00: Disable 

sc Ree 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio4a4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio4a3_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio4a2_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio4al_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


gpio4a0_ie 
GPIO PAD input enable 

RW 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


GRF GPIO4B IE 
Address: Operational Base + offset (OxO0F4) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
Write enable for lower 16bits, each bit is individual. 
2 DHBO RW: }OXDON@ 1'bO: Write access disable 
1'b1: Write access enable 
gpio4b7_ie 
GPIO PAD input enable 
2'b00: Disable 
Renate 2'b01: Non-Schmitt trigger input enable 

2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio4b6_ie 
GPIO PAD input enable 
2'b00: Disable 

ec 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio4b5_ie 
GPIO PAD input enable 
2'b00: Disable 

i bed 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio4b4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio4b3_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio4b2_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio4b1_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


gpio4b0_ie 
GPIO PAD input enable 

RW 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


GRF GPIO4C IE 
Address: Operational Base + offset (OxOOF8) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
Write enable for lower 16bits, each bit is individual. 
BEES RW |OXDONC 1'bO: Write access disable 
1'b1: Write access enable 
gpio4c7_ie 
GPIO PAD input enable 
2'b00: Disable 
Pelt ip 2'b01: Non-Schmitt trigger input enable 

2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 
gpio4c6_ie 
GPIO PAD input enable 
2'b00: Disable 

er 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio4c5_ie 
GPIO PAD input enable 
2'b00: Disable 

sc Ree 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio4c4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio4c3_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio4c2_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio4cl1_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


gpio4c0_ie 
GPIO PAD input enable 

RW 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


GRF GPIO4D IE 
Address: Operational Base + offset (OxOOFC) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
Write enable for lower 16bits, each bit is individual. 
BEES RW |OXDONC 1'bO: Write access disable 
1'b1: Write access enable 
gpio3a7_ie 
GPIO PAD input enable 
2'b00: Disable 
Pelt ip 2'b01: Non-Schmitt trigger input enable 

2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3a6_ie 
GPIO PAD input enable 
2'b00: Disable 

er 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3a5_ie 
GPIO PAD input enable 
2'b00: Disable 

sc Ree 2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio3a4_ie 

GPIO PAD input enable 

2'b00: Disable 

2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


gpio3a3_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3a2_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 
gpio3al1_ie 
GPIO PAD input enable 
2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'bi1: Reserved 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


gpio3a0_ie 
GPIO PAD input enable 

RW 2'b00: Disable 
2'b01: Non-Schmitt trigger input enable 
2'b10: Schmitt trigger input enable 
2'b1i1: Reserved 


GRF GPIO1A OPD 
Address: Operational Base + offset (0x0100) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ob Te Rw Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 |RO [0x00 reserved 
gpiola/7_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpiola6_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpiola5_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpiola4_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpiola3_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpiola2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpiolai_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpiolaO_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIOiB OPD 
Address: Operational Base + offset (0x0104) 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —si—‘“CsSs—“‘“‘“‘sC*d 


15:8 |RO |0x00___—[reserved 


gpioib7_opd 
GPIO PAD open drain functionality enable 
Te RAE OxG 1'b0: Disable 
1'b1: Enable 
gpio1ib6_opd 
GPIO PAD open drain functionality enable 
RE pee 1'b0: Disable 
1'b1: Enable 
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| Bit [Attr/ResetValue| —Céeescription 
gpioib5_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioib4_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 


gpioib3_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


gpioib2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioib1_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioib0O_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 


GRF GPIOiC OPD 
Address: Operational Base + offset (0x0108 


write_enable 

Write enable for lower i6bits, each bit is individual. 
1'bO: Write access disable 

1'bi: Write access enable 


gpioic7_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioic6_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 


1'bi: Enable 


gpioic5_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioic4_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioic3_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
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| Bit [Attr/ResetValue| Céeescription 
gpioic2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


gpioicl1_opd 
GPIO PAD open drain functionality enable 


1'bO: Disable 
1'b1: Enable 
gpioicO_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIOiD OPD 
Address: Operational Base + offset (0x010C) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
3Ti16/RW" }0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 |RO [0x00 reserved 
gpiola/7_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpiola6_opd 

7 GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 
gpioia5_opd 

5 GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpiola4_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpiola3_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpiola2_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpiolai_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpioiaO_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
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GRF_GPIO2A OPD 
Address: Operational Base + offset (0x0110) 


| Bit |Attr| Reset Value, 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'b1: Write access enable 

15:8 [RO |oxoO [reserved 
gpio2a7_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 

1'b1: Enable 

gpio2a6_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 

1'b1: Enable 

gpio2a5_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 

1'b1: Enable 

gpio2a4_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 

1'b1: Enable 

gpio2a3_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 

1'b1: Enable 

gpio2a2_opd 

GPIO PAD open drain functionality enable 
1'b0O: Disable 

1'b1: Enable 

gpio2ai_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 

1'b1: Enable 

gpio2a0_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 

1'b1: Enable 


31:16;RW |0x0000 


GRF GPIO2B OPD 
Address: Operational Base + offset (0x0114 


| Bit_|Attr| Reset Value 


write_enable 
! Write enable for lower 16bits, each bit is individual. 
31:16/RW' |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —“Cs—‘“Ss—‘“‘“‘“‘SC*”d 


15:8 |RO [0x00____—reserved 

gpio2b7_opd 

GPIO PAD open drain functionality enable 
eR a 1'bO: Disable 

1'b1: Enable 
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| Bit [Attr|/ResetValue| Céeescription 
gpio2b6_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio2b5_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio2b4_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


gpio2b3_opd 
GPIO PAD open drain functionality enable 


1'b0O: Disable 
1'b1: Enable 
gpio2b2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio2b1_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio2b0_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GRF_GPIO2C OPD 
Address: Operational Base + offset (0x0118) 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'b1i: Write access enable 


gpio2c7_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio2c6_opd 


GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


gpio2c5_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio2c4_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
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| Bit [Attr/ResetValue| Céeescription 
gpio2c3_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


gpio2c2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


gpio2c1_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio2c0O_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIO2D OPD 
TBIeTA Operational Base + offset (0x011C) 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'bi: Write access enable 


gpio2d7_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio2d6_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 
gpio2d5_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 


1'bi: Enable 


gpio2d4_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 
gpio2d3_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio2d2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio2d1_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'bi: Enable 
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| Bit [Attr/ResetValue| —C(éeescription 
gpio2d0_opd 
GPIO PAD open drain functionality enable 


1'bO: Disable 
1'bi: Enable 


GRF_GPIO3A_OPD 
Address: Operational Base + offset (0x0120) 


| Bit |Attr| Reset Value, 


Pit téecription sd 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 [RO |0x00___—reserved 
gpio3a7_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio3a6_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio3a5_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio3a4_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 
gpio3a3_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio3a2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio3ai_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio3a0_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GRF_ GPIO3B_OPD 


Address: Operational Base + offset (0x0124 

| Bit |Attr[ResetValue| = s<s——“‘;‘“;C™CSC«Ci scription — 
write_enable 

Write enable for lower 16bits, each bit is individual. 

1'bO: Write access disable 

1'b1i: Write access enable 


31:16;RW |0x0000 
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| Bit [Attr|ResetValue| ——C(@Deescription 
15:8 |RO [0x00 reserved 

gpio3b7_opd 

GPIO PAD open drain functionality enable 

1'bO: Disable 

1'b1: Enable 

gpio3b6_opd 

GPIO PAD open drain functionality enable 

1'bO: Disable 

1'b1: Enable 

gpio3b5_opd 

GPIO PAD open drain functionality enable 

1'bO: Disable 

1'b1: Enable 


gpio3b4_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


gpio3b3_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 
gpio3b2_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 
gpio3b1_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio3b0_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIO3C OPD 

Address: Operational Base + offset (0x0128) 

| Bit [Attr|ResetValue| ss —“‘;‘“;C™C~éiS scription — Cd 
write_enable 

Write enable for lower 16bits, each bit is individual. 

1'bO: Write access disable 

1'bi: Write access enable 


15:8 |RO |0x00___—[reserved 


reserved 
gpio3c7_opd 
GPIO PAD open drain functionality enable 
TRE ORO 1'b0: Disable 
1'b1: Enable 


31:16}RW |0x0000 


gpio3c6_opd 
GPIO PAD open drain functionality enable 
BOX 1'b0: Disable 
1'b1: Enable 
gpio3c5_opd 
GPIO PAD open drain functionality enable 
=. IRM exe 1'b0: Disable 
1'b1: Enable 
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| Bit [Attr|ResetValue| —C(@Deescription 
gpio3c4_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio3c3_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


gpio3c2_opd 
GPIO PAD open drain functionality enable 


1'bO: Disable 
1'b1: Enable 
gpio3c1_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 
gpio3cO_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIO3D OPD 

car Operational Base + offset (0Ox012C 

write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'bi: Write access enable 


31:16};RW |0x0000 


gpio3d7_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio3d6_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio3d5_opd 


GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


gpio3d4_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 
gpio3d3_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio3d2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'bi: Enable 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio3d1_opd 

GPIO PAD open drain functionality enable 
a ial (ra 1'b0: Disable 

1'b1: Enable 


gpio3d0_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIO4A OPD 
Address: Operational Base + offset (0x0130) 


| Bit |Attr| Reset Value, 


Pit iéeeription 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 |RO [0x00 reserved 
gpio4a7_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4a6_opd 

7 GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4a5_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4a4_opd 

4 GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4a3_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4a2_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4ai_opd 

GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4a0_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIO4B OPD 
Address: Operational Base + offset (0x0134) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ob Te Rw Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 |RO [0x00 reserved 
gpio4b7_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4b6_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 


GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 


GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4b1_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 
gpio4b0_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIO4C OPD 

Address: Operational Base + offset (0x0138) 

| Bit [Attr|ResetValue| ss —“‘;S™:SCéiSrescription =— Cd 
write_enable 

Write enable for lower 16bits, each bit is individual. 

1'bO: Write access disable 

1'b1i: Write access enable 


15:8 |RO |0x00___—[reserved 


31:16};RW |0x0000 


reserved 
gpio4c7_opd 
GPIO PAD open drain functionality enable 
Te RAE OxG 1'b0: Disable 
1'b1: Enable 
gpio4c6_opd 
GPIO PAD open drain functionality enable 
RE pee 1'bO: Disable 
1'b1: Enable 
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| Bit [Attr/ResetValue| C(éDeescription 
gpio4c5_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4c4_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 


gpio4c3_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


gpio4c2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4ci_opd 
GPIO PAD open drain functionality enable 
1'b0O: Disable 
1'b1: Enable 
gpio4c0O_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIO4D OPD 
Address: Operational Base + offset (0x013C 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'bi: Write access enable 


gpio4d7_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4d6_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 


1'bi: Enable 


gpio4d5_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4d4_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 
gpio4d3_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'bi: Enable 
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| Bit [Attr/ResetValue| CéDeescription 
gpio4d2_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


gpio4d1_opd 
GPIO PAD open drain functionality enable 


1'bO: Disable 
1'b1: Enable 
gpio4d0_opd 
GPIO PAD open drain functionality enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIO1A SUS 
Address: Operational Base + offset (0x0140) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 [RO [0x00 si freserved 
gpiola7_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpiola6_sus 

7 GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpiola5_sus 

5 GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpiola4_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpiola3_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpiola2_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpiolal_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpiola0_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
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GRF_GPIO1B SUS 
Address: Operational Base + offset (0x0144) 


| Bit |Attr| Reset Value, 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'b1: Write access enable 

15:8 [RO [0x00 reserved 
gpiolb7_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 

1'b1: Enable 

gpiolb6_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 

1'b1: Enable 

gpiolb5_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 

1'b1: Enable 

gpioib4_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 

1'b1: Enable 

gpiolb3_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 

1'b1: Enable 

gpiolb2_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 

1'b1: Enable 

gpiolb1_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 

1'b1: Enable 

gpiolb0_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 

1'b1: Enable 


31:16;RW |0x0000 


GRF GPIOiC SUS 
Address: Operational Base + offset (0x0148 
[Attr|/Reset Value| ss ——“‘(S™ CD e@Scription =—— —CCid 
write_enable 
Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1i: Write access enable 


31:16};RW |0x0000 


15:8 |RO_|0x00___—[reserved 


reserved 
gpiolc7_sus 
GPIO PAD weak Pull Keeper enable 
eG xe 1'b0: Disable 
1'b1: Enable 
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| Bit |Attr[ResetValue| ————Citi‘“;C*C‘éi escrito 
gpioic6_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpiolc5_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


gpiolc4_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioic3_sus 
GPIO PAD weak Pull Keeper enable 


1'bO: Disable 
1'b1: Enable 
gpioic2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpiolci_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioicO_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


GRF_GPIO1D SUS 
Address: Operational Base + offset (0x014C) 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'b1i: Write access enable 


gpiold7_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpiold6_sus 


GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


gpiold5_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpioid4_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
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| Bit |Attr[ResetValue|  —————C(i‘“;C™C~Ci scription 
gpiold3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


gpiold2_sus 
GPIO weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


gpioidi_sus 
GPIO weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpiold0_sus 
GPIO weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIO2A SUS 
rpIela Operational Base + offset (0x0150) 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'b1i: Write access enable 


gpio2a7_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2a6_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2a5_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 


1'bi: Enable 


gpio2a4_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2a3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2a2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2a1_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio2a0_sus 
GPIO PAD weak Pull Keeper enable 


1'bO: Disable 
1'bi: Enable 


GRF_GPIO2B SUS 
Address: Operational Base + offset (0x0154) 


| Bit |Attr| Reset Value, 


Pi éescription 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 [RO [0x00 [reserved 
gpio2b7_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2b6_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2b5_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2b4_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2b3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2b2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2b1_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2b0_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


GRF_GPIO2C SUS 


Address: Operational Base + offset (0x0158 

| Bit |Attr[ResetValue| ss ———‘“‘;C™C‘~éi scription — 
write_enable 

Write enable for lower 16bits, each bit is individual. 

1'bO: Write access disable 

1'b1i: Write access enable 


31:16};RW |0x0000 
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| Bit |Attr[ResetValue| —————Cti—“C;C—C~CiS scription 
15:8 [RO [0x00 si freserved 
gpio2c7_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2c6_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2c5_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2c4_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2c3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2c2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2ci_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2cO_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


GRF_GPIO2D SUS 
Address: Operational Base + offset (0x015C) 


| Bit |Attr|/ResetValue| Ci eescription = 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —C—si‘“CSs—‘“‘—‘“‘“‘SC‘*d 


15:8 |RO |0x00___—[reserved 


gpio2d7_sus 

GPIO PAD weak Pull Keeper enable 
 ERNORE 1'b0: Disable 

1'b1: Enable 


gpio2d6_sus 
GPIO PAD weak Pull Keeper enable 
ey ites 1'b0: Disable 
1'b1: Enable 
gpio2d5_sus 
GPIO PAD weak Pull Keeper enable 
ARN Ox 1'bO: Disable 
1'b1: Enable 
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| Bit |Attr| Reset Value, 


Po C—“‘CCC(*éDeScription 
gpio2d4_sus 

RW /|0x0 GPIO PAD weak Pull Keeper enable 
1'b1: Enable 


gpio2d3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2d2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2d1_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio2d0_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


0x0 


GRF GPIO3A SUS 
ar Operational Base + offset (0x0160 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'bi: Write access enable 


gpio3a7_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3a6_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3a5_sus 


GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


gpio3a4_sus 
GPIO PADweak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3a3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3a2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio3ai_sus 

GPIO PAD weak Pull Keeper enable 
by RY OXe 1'b0: Disable 

1'b1: Enable 


gpio3a0_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


GRF_GPIO3B_ SUS 
Address: Operational Base + offset (0x0164) 


| Bit |Attr| Reset Value, 


P —“‘é‘éé(éOScription Cid 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 [RO |OxOO si freserved 
gpio3b7_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3b6_sus 

7 GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3b5_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3b4_sus 

4 GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3b3_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3b2_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3b1i_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3b0_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


GRF_GPIO3C SUS 
Address: Operational Base + offset (0x0168) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ob Te Rw Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 [RO [0x00 si freserved 
gpio3c7_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3c6_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3c5_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


gpio3c4_sus 


GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3c3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3c2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3ci_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3cO_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


GRF_GPIO3D_ SUS 
Address: Operational Base + offset (0x016C) 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘“—s—‘“‘“‘“‘SNC*d 


15:8 |RO |0x00___—[reserved 


gpio3d7_sus 
GPIO PAD weak Pull Keeper enable 
a bd tea 1'bO: Disable 
1'b1: Enable 
gpio3d6_sus 
GPIO PAD weak Pull Keeper enable 
RN Oxo 1'bO: Disable 
1'b1: Enable 
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| Bit |Attr[ResetValue| —————Cti—“C;C*C~Ci scription 
gpio3d5_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3d4_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


gpio3d3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


gpio3d2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3di_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio3d0_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIO4A SUS 
Address: Operational Base + offset (0x0170 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'bi: Write access enable 


gpio4a7_sus 
GPIO PAD weak Pull Keeper enablee 
1'bO: Disable 
1'b1: Enable 
gpio4a6_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 


1'bi: Enable 


gpio4a5_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4a4_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4a3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
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| Bit |Attr[ResetValue| ss ——C—Ci‘“‘;C*C‘éi scription 
gpio4a2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


gpio4al_sus 
GPIO PAD weak Pull Keeper enable 


1'bO: Disable 
1'b1: Enable 
gpio4a0_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIO4B SUS 
Address: Operational Base + offset (0x0174) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 [RO [0x00 si freserved 
gpio4b7_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4b6_sus 

7 GPIO weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4b5_sus 

5 GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4b4_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4b3_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4b2_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4bi_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4b0_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
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GRF _ GPIO4C SUS 
Address: Operational Base + offset (0x0178) 


| Bit |Attr| Reset Value, 


write_enable 
31:16|RW |lox0000 Write enable for lower 16bits, each bit is individual. 


1'bO: Write access disable 
1'b1: Write access enable 
8 [RO [0x00 ——sifreserved 

gpio4c7_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 

1'b1: Enable 

gpio4c6_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 

1'b1: Enable 

gpio4c5_sus 

GPIO PAD weak Pull Keeper enable 
1'bO: Disable 

1'b1: Enable 


gpio4c4_sus 
4 GPIO PAD weak Pull Keeper enable 
1'bO: Disable 


7 


S| 


1'b1: Enable 
gpio4c3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4c2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4cl1_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


gpio4c0O_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIO4D SUS 
aro IREEECVEITG! Base + offset (0x017C 


[Attr| Reset Value | 


write_enable 
Write enable for lower 16bits, each bit is individual. 
31:16/RW' |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
IRO_|0 


reserved 


3 


2 


1 


gpio4d7_sus 

7 GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
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| Bit |Attr[ResetValue| ss ——Citi—“;C*C‘~éi scription 
gpio4d6_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4d5_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4d4_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4d3_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4d2_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4di_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 
gpio4d0_sus 
GPIO PAD weak Pull Keeper enable 
1'bO: Disable 
1'b1: Enable 


GRF GPIOI1A SL 
Address: Operational Base + offset (0x0180) 


| Bit |Attr|ResetValue| Ci eescription 


write_enable 
Write enable for lower 16bits, each bit is individual. 

31:16/RW /0x0000 1'bO: Write access disable 
1'b1: Write access enable 
gpiola7_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b00: Level 0 

FER 0x8 2'b01: Level 1 

2'b10: Level 2 
2'bi1: Level 3 


15: 
gpioia6é_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 
fete a Oe 2'b01: Level 1 
2'b10: Level 2 
2'b1i1: Level 3 
gpioia5_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b00O: Level 0 
BEERS /OX0 2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 
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gpiola4_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 

gpiola3_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b0O: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'bi1: Level 3 

gpiola2_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 

gpiolai_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 

gpioia0_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 


GRF GPIO1B SL 
Address: Operational Base + offset (0x0184 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31 16/RW' |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


gpiolb7_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO0: Level 0 
Bong ENE OX0 2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 


gpio1b6_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
: 2'bOO: Level 0 
a bea 2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 
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| Bit |Attr|ResetValue| Ci@eescription 


gpioib5_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
: 2'b00: Level 0 
ae bee 2'bO1: Level 1 
2'b10: Level 2 
2'b1i1: Level 3 


gpio1lb4_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 


gpioib3_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 


2'b0O: Level 0 
2'b0O1: Level 1 
2'b10: Level 2 
2'b1i1: Level 3 
gpiolb2_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 
Sate RW OXO 2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 
gpiolb1_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 
are RN Oxe 2'bO1: Level 1 
2'b10: Level 2 
2'b1i1: Level 3 
gpioib0_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
: 2'b00: Level 0 
2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 


GRF GPIOIC SL 
Address: Operational Base + offset (0x0188 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
ot Te RUE /Ox0000 1'bO: Write access disable 

1'b1: Write access enable 


gpioic7_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO0: Level 0 
a be 2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 
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| Bit |Attr|ResetValue| Ci@eescription 


ve be 
ve 


gpioic6_sl 


2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpioic5_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio1c4 sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpioic3_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpiolc2_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpioici_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpioicO_sl 

GPIO slew rate control, 


2'b00: 
2'b01: 
2'b10: 


Level 0 
Level 1 
Level 2 


always set to 2'b11 


always set to 2'b11 


always set to 2'b11 


always set to 2'b11 


always set to 2'b11 


always set to 2'b11 


GPIO slew rate control, always set to 2'b11 in 


in 


in 


in 


in 


in 


in 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


pee 


2'b11: Level 3 


GRF_ GPIOiD SL 


Address: Operational Base + offset (0x018C) 

| Bit [Attr|ResetValue| ss ———“i;i‘“;CC~éiS scription — Cd 
write_enable 

Write enable for lower 16bits, each bit is individual. 

1'bO: Write access disable 

1'bi: Write access enable 


31:16|;RW 


0x0000 
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| Bit |Attr|ResetValue| Ci@eescription 


gpiold7_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
: 2'b00: Level 0 
PR Ose 2'bO1: Level 1 
2'b10: Level 2 
2'b1i1: Level 3 
gpioid6é_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
: 2'bOO: Level 0 
qeree re 2'b01: Level 1 
2'b10: Level 2 
2'b1i1: Level 3 
gpioid5_sl 
11:10;RW 


GPIO slew rate control, always set to 2'b11 in normal operation. 


2'b00: Level 0 
RW 
RW 
RW 
RW 
RW 


2'b01: Level 1 


2'b10: Level 2 
GRF_GPIO2A_ SL 


2'b11: Level 3 
gpioid4_sl 
Address: Operational Base + offset (0x0190) 


GPIO slew rate control, always set to 2'b11 in normal operation. 
0x0 2'b00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 

gpioid3_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
0x0 2'bOO: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 

gpiold2_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
0x0 2'b00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 

gpiold1_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
0x0 2'bO0: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 

gpioidO_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
0x0 2'b00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 


a 
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| Bit |Attr|ResetValue| Ci@eescription 


i or 


oe 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


ae 


GRF_GPIO2B_ SL 


write_enable 


Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 


gpio2a7_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2a6_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2a5_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2a4_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2a3_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2a2_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2ai_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2a0_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 


Address: Operational Base + offset (0x0194) 
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always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 
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| Bit |Attr|ResetValue| Ci@eescription 


i or 


oe 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


ae 


GRF_ GPIO2C SL 


write_enable 


Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 


gpio2b7_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2b6_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2b5_ sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2b4_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2b3_sl 

GPIO slew rate control, 
2'b00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2b2_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2b1_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2b0_ sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 


Address: Operational Base + offset (0x0198) 
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always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 
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| Bit |Attr|ResetValue| Ci@eescription 


i os 


oe 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


ae 


GRF_GPIO2D_ SL 


write_enable 


Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 


gpio2c7_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2cé6_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2c5_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2c4 sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2c3_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2c2_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2c1_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2c0_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 


Address: Operational Base + offset (0x019C) 
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always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 
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| Bit |Attr|ResetValue| Ci@eescription 


i or 


oe 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


ae 


GRF_GPIO3A_SL 


write_enable 


Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 


gpio2d7_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2d6_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2d5_sl 

GPIO slew rate control, 
2'b00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2d4 sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2d3_sl 

GPIO slew rate control, 
2'b00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2d2_ sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2d1_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio2d0_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 


Address: Operational Base + offset (0x01A0) 
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always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 
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| Bit |Attr|ResetValue| Ci@eescription 


i or 


oe 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


ae 


GRF_GPIO3B_SL 


write_enable 


Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 


gpio3a7_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3a6_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3a5_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3a4_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3a3_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3a2_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3ai_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3a0_sl 

GPIO slew rate control, 
2'b00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 


Address: Operational Base + offset (0x01A4) 
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always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 
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| Bit |Attr|ResetValue| Ci@eescription 


i or 


oe 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


ae 


GRF_GPIO3C_ SL 


write_enable 


Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 


gpio3b7_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3b6_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3b5_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3b4_sl 

GPIO slew rate control, 
2'b00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3b3_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3b2_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3b1_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3b0_sl 

GPIO slew rate control, 
2'b00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 


Address: Operational Base + offset (0x01A8) 
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always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 
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| Bit |Attr|ResetValue| —Ci@eescription 


i os 


oe 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


ae 


GRF_ GPIO3D_ SL 


write_enable 


Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 


gpio3c7_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3cé6_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3c5_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3c4_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3c3_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3c2_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3ci1_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3c0_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 


Address: Operational Base + offset (0x01AC) 
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always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 
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| Bit |Attr|ResetValue| Ci@eescription 


i or 


oe 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


ae 


GRF_GPIO4A_ SL 


write_enable 


Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 


gpio3d7_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3d6_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3d5_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3d4_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3d3_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3d2_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3d1_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio3d0_sl 

GPIO slew rate control, 
2'b00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 


Address: Operational Base + offset (0x01B0) 
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always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 
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| Bit |Attr|ResetValue| Ci@eescription 


i or 


oe 


13: 
11: 
7:6 
5:4 
BZ 
1:0 


ae 


GRF_ GPIO4B_ SL 


write_enable 


Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1: Write access enable 


gpio4a7_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio4aé_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio4a5_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio4a4_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio4a3_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio4a2_sl 

GPIO slew rate control, 
2'bO00: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio4ai_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
gpio4a0_sl 

GPIO slew rate control, 
2'bO0: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b11: Level 3 


Address: Operational Base + offset (0x01B4) 
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always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


always set to 2'b11 i 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 
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| Bit |Attr|ResetValue| SS Ci@Deescription 


write_enable 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 

31:16}RW |0x0000 >'b01: Level 1 
2'b10: Level 2 
2'b1i1: Level 3 
gpio4b7_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 

ee 2'b01: Level 1 
2'b10: Level 2 
2'b1i1: Level 3 
gpio4b6_sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 

sas ba 2'b01: Level 1 
2'b10: Level 2 
2'b1i1: Level 3 
gpio4b5_ sl 
GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 
De tO RY 2'bO1: Level 1 

2'b10: Level 2 
2'b11: Level 3 


gpio4b4_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 


gpio4b3_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bO0O: Level 0 

2'b0O1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 


gpio4b2_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'b00: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b1i1: Level 3 

gpio4b1_sl 

GPIO slew rate control, always set to 2'b11 in normal operation. 
2'bOO: Level 0 

2'b01: Level 1 

2'b10: Level 2 

2'b11: Level 3 


13: 
11: 
7:6 
5:4 
a2 
1:0 


gpio4b0_ sl 
2'b00: slowest 
RW ‘% 
2'b11: faset 
Always set to 2'b11 in normal operation. 
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GRF GPIO4C SL 
Address: Operational Base + offset (0x01B8 


| Bit |Attr|ResetValue| Ci escription 
31:16|RW 


write_enable 

0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1i: Write access enable 


gpio4c7_sl 


2'bO00: Level 0 
2'b01: Level 1 
2'b10: Level 2 
2'bi1: Level 3 
gpio4cé_sl 


- ‘ 
i np 
- rt 


2'bO0: Level 0 
2'b0O1: Level 1 
2'b10: Level 2 
2'bi1: Level 3 
gpio4c5_sl 


2'bOO: Level 0 
2'b0O1: Level 1 
2'b10: Level 2 
2'b11: Level 3 


gpio4c3_sl 


2'b00: Level 0 
2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 
gpio4c2_sl 


2'b00: Level 0 
2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 
gpio4c1_sl 


2'bO0: Level 0 
2'b0O1: Level 1 
2'b10: Level 2 
2'b1i1: Level 3 
gpio4c0_sl 


GPIO slew rate control, always set to 2'b11 i 


GPIO slew rate control, always set to 2'b11 i 


GPIO slew rate control, always set to 2'b11 i 


GPIO slew rate control, always set to 2'b11 i 


GPIO slew rate control, always set to 2'b11 i 


GPIO slew rate control, always set to 2'b11 i 


GPIO slew rate control, always set to 2'b11 i 


2'b00: 
2'b0O1: 
2'b10: 
2'b11: 


Level 0 
Level 1 
Level 2 
Level 3 


gpio4c4_sl 

GPIO slew rate control, always set to 2'b11 i 
2'bO0: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
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normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


335 


RK3568 TRM-Part1 


GRF GPIO4D SL 
Address: Operational Base + offset (0Ox01BC 


| Bit |Attr|ResetValue| Ci escription = 
31:16|RW 


write_enable 

0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'bi: Write access enable 


gpio4d7_sl 


2'b00: Level 0 
2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 
gpio4d6_sl 


- ‘ 
i np 
- rt 


2'b00: Level 0 
2'b0O1: Level 1 
2'b10: Level 2 
2'b11: Level 3 
gpio4d5_ sl 


2'bOO: Level 0 
2'b0O1: Level 1 
2'b10: Level 2 
2'b11: Level 3 


gpio4d3_sl 


2'b00: Level 0 
2'bO1: Level 1 
2'b10: Level 2 
2'bi1: Level 3 
gpio4d2_sl 


2'b00: Level 0 
2'b0O1: Level 1 
2'b10: Level 2 
2'bi1: Level 3 
gpio4d1_sl 


2'b00: Level 0 
2'bO1: Level 1 
2'b10: Level 2 
2'b11: Level 3 
gpio4d0_ sl 


GPIO slew rate control, always set to 2'b11 i 


GPIO slew rate control, always set to 2'b11 i 


GPIO slew rate control, always set to 2'b11 i 


GPIO slew rate control, always set to 2'b11 i 


GPIO slew rate control, always set to 2'b11 i 


GPIO slew rate control, always set to 2'b11 i 


GPIO slew rate control, always set to 2'b11 i 


2'b00: 
2'bO1: 
2'b10: 
2'b11: 


Level 0 
Level 1 
Level 2 
Level 3 


gpio4d4_sl 

GPIO slew rate control, always set to 2'b11 i 
2'bOO: Level 0 

2'bO1: Level 1 

2'b10: Level 2 

2'b11: Level 3 
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normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 


normal operation. 
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GRF GPIOIA DS 0O 
Address: Operational Base + offset (0x0200 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved —C—“CSsSSSSSC 
gpiolai_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x01 evel 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved —‘“‘“‘“‘“CS;C*d 


7:6 |RO |0x0 [reserved 


gpiolaO_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 |RW |Ox01 - Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF GPIOIA DS 1 
Address: Operational Base + offset (0x0204 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


i5:14/RO_|OxO reserved 


gpiola3_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
BS OLE ate 6'b000111: Level 2 
6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


7:6 |RO [0x0 reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpiola2_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 RW {0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF GPIOI1A DS 2 
Address: Operational Base + offset (0x0208) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0_ [reserved 


reserved 
gpiola5_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
13:8 |RW |0x03 Level 2 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0x0 [reserved 


gpioia4_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF GPIOIA DS 3 
Address: Operational Base + offset (Ox020C 


| Bit_|Attr| Reset Value 


write_enable 
i Write enable for lower 16bits, each bit is individual. 
31-16/RW'"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —si‘“CSs—sSsSSSSSSSY 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| Ci eecription 


gpiola7_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 Eevalo 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_|0x0 [reserved 


gpiola6_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 |RW |0x03 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF_GPIO1B DS 0 
Address: Operational Base + offset (0x0210) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0 [reserved 


reserved —C—s—‘“CsC—s—“‘“‘“‘™C*r 
gpiolb1_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 viLeyel 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—|reserved 


gpioib0O_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 
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GRF_GPIO1B DS 1 
Address: Operational Base + offset (0x0214) 


| Bit |Attr| Reset Value, 


pCi‘ (éescription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_|0x0___—_—reserved 


reserved 
gpiolb3_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x01 evel 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO___—|reserved 


gpiolb2_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
: Level 0 
: Level 1 
: Level 2 
5:0 RW |0x03 : Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIOIB DS 2 
Address: Operational Base + offset (0x0218) 


| Bit _|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0_ [reserved 


reserved 
gpiolb5_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
Se ES RW ORO! 6'b000111: Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO 0x0 ___—[reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpioib4_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 |RW |0OxOf - Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF_GPIO1B DS 3 
Address: Operational Base + offset (0x021C) 


| Bit |Attr| Reset Value, 


PC escription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_ 0x0 [reserved 


reserved 
gpiolb7_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
6'b000001: Level 0 
6'b000011: Level 1 
13:8 |RW |OxOf Level 2 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_ |0x0 [reserved 


gpiolb6_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 |RW |OxOf : Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRE GPIOiC DS O 
Address: Operational Base + offset (0x0220 


| Bit_|Attr| Reset Value 


write_enable 
i Write enable for lower 16bits, each bit is individual. 
31-16/RW'"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —C—‘“—sSs—sSSSSSY 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpiolcl_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |OxOf bevel? 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 _|RO_ |0x0 [reserved 


gpiolcO_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 |RW |Ox0f 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF_GPIOIC DS 1 
Address: Operational Base + offset (0x0224) 


| Bit |Attr| Reset Value, 


Pt eseription 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0 [reserved 


reserved —Cs—“Ss—s—sSSSSSSC 
gpiolc3_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |OxOf ALevelo 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO___—i|reserved 


gpiolc2_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 |RW |0OxOf - Level 3 

: Level 4 
: Level 5 

All other setting are reserved 
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GRF_GPIOIC DS 2 
Address: Operational Base + offset (0x0228) 


| Bit |Attr| Reset Value, 


Pe —C—“‘lsééOScription 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_|0x0___—_—reserved 


reserved 
gpiolc5_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |OxOf evel 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—|reserved 


gpioic4_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
: Level O 
: Level 1 
: Level 2 
5:0 |RW /|0xOf : Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO1C DS 3 
Address: Operational Base + offset (0x022C) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0 [reserved 


reserved 
gpiolc7_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
SS RO ODO 6'b000111: Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO 0x0 ___—[reserved 
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| Bit |Attr|ResetValue| ss Ci@eescription 


gpiolc6_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 RW |0x00 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF GPIOiD DS 0 
Address: Operational Base + offset (0x0230) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved 
gpiold1_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
6'b000001: Level 0 
6'b000011: Level 1 
13:8 |RW |Ox01 Level 2 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_|0x0 [reserved 


gpiold0O_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 |RW |0OxOf : Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF GPIOiD DS 1 
Address: Operational Base + offset (0x0234 


| Bit_|Attr| Reset Value 


write_enable 
f Write enable for lower 16bits, each bit is individual. 
31 T6/RW'"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —C—‘“—sSs—sSSSSSY 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpiold3_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW {0x01 bevel? 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_ |0x0 [reserved 


gpiold2_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 |RW |Ox0f 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIOi1D DS 2 
Address: Operational Base + offset (0x0238) 


| Bit |Attr| Reset Value, 


PC eseription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0xo_ [reserved 


reserved —“Cs—Ss—‘“—‘“‘“‘“‘C*r 
gpiold5_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x01 viLeyel 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—|reserved 


gpioid4_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 |RW |0OxOf - Level 3 

: Level 4 
: Level 5 

All other setting are reserved 
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GRF GPIOiD DS 3 
Address: Operational Base + offset (0x023C) 


| Bit |Attr| Reset Value, 


Pp —C—i“‘éééOScription 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_ |0x0___—_—reserved 


reserved 
gpiold7_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x01 evel 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO___—|reserved 


gpiold6_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
: Level 0 
: Level 1 
: Level 2 
5:0 |RW /|0xOf : Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO2A DS 0 
Address: Operational Base + offset (0x0240) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0_ [reserved 


reserved 
gpio2ai_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
Se ES RW ORO! 6'b000111: Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO 0x0 ___—[reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio2a0_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 |RW |0OxOf - Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF_ GPIO2A DS 1 
Address: Operational Base + offset (0x0244) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0 [reserved 


reserved 
gpio2a3_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
13:8 |RW |OxOf Level 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_|0x0 [reserved 


gpio2a2_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 |RW |0OxOf - Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF GPIO2A DS 2 
Address: Operational Base + offset (0x0248 


| Bit_|Attr| Reset Value 


Copwrite_enable 
f Write enable for lower 16bits, each bit is individual. 
ot: 16 /RW"0x0000 1'bO: Write access disable 
1'b1i: Write access enable 
reserved —“‘“‘“SO™S™S™S™CCOCSC(‘sCY 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio2a5_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |OxOf bevel? 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0x0 [reserved 


gpio2a4_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 |RW |Ox0f 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF_GPIO2A DS 3 
Address: Operational Base + offset (0x024C) 


| Bit |Attr| Reset Value, 


PC escription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0_ [reserved 


reserved —Cs—CSs—s—sSSSSSSS 
gpio2a7_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |OxOf ALevelo 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—i|reserved 


gpio2a6_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 |RW |0OxOf - Level 3 

: Level 4 
: Level 5 

All other setting are reserved 
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GRF GPIO2B DS 0O 
Address: Operational Base + offset (0x0250) 


| Bit |Attr| Reset Value, 


Pi‘ iéecription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_ |0x0____—reserved 


reserved 
gpio2b1_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 bevel 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—|reserved 


gpio2b0_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
: Level 0 
: Level 1 
: Level 2 
5:0 |RW /|0xOf : Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO2B DS 1 
Address: Operational Base + offset (0x0254) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved 
gpio2b3_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
Se ES RW ORO! 6'b000111: Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO 0x0 ___—[reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio2b2_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 RW {0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF_ GPIO2B DS 2 
Address: Operational Base + offset (0x0258) 


| Bit |Attr| Reset Value, 


[i escription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_ 0x0 [reserved 


reserved 
gpio2b5_ds 
GPIO PAD Drive Strength control. 
6'b0O00000: Disable 
6'b000001: Level 0 
6'b000011: Level 1 
13:8 |RW |OxOf Level 2 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_ |0x0 [reserved 


gpio2b4_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 |RW |0OxOf : Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF GPIO2B DS 3 
Address: Operational Base + offset (Ox025C 


| Bit_|Attr| Reset Value 


write_enable 
f Write enable for lower 16bits, each bit is individual. 
31 T6/RW'"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘“—s—‘“‘“‘“‘SC*d 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio2b7_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 Eevalo 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_ |0x0 [reserved 


gpio2b6_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 |RW |0x03 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF_GPIO2C DS 0 
Address: Operational Base + offset (0x0260) 


| Bit |Attr| Reset Value, 


PC escription 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0 [reserved 


reserved —Cs—‘“CSs—‘“—C—‘“‘“‘“‘“‘C*”d 
gpio2c1_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 viLeyel 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO___—i|reserved 


gpio2c0O_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 
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GRF_GPIO2C DS 1 
Address: Operational Base + offset (0x0264) 


| Bit |Attr| Reset Value, 


Pp —“‘é(tOScription 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_|0x0___—_—reserved 


reserved 
gpio2c3_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 bevel 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO___—|reserved 


gpio2c2_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
: Level 0 
: Level 1 
: Level 2 
5:0 RW |0x03 : Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO2C DS 2 
Address: Operational Base + offset (0x0268) 


| Bit _|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0_ [reserved 


reserved 
gpio2c5_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
SS eo ROARS 6'b000111: Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO 0x0 ___—[reserved 
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| Bit |Attr|Reset Value| —Ci@eescription 


gpio2c4_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 RW {0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF_GPIO2C DS 3 
Address: Operational Base + offset (0x026C) 


| Bit |Attr| Reset Value, 


PC escription 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved 
gpio2c7_ds 
GPIO PAD Drive Strength control. 
6'b0O00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
13:8 |RW |0x03 Level 2 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 _|RO_|0x0 [reserved 


gpio2c6_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF GPIO2D DS O 
Address: Operational Base + offset (0x0270 


| Bit_|Attr| Reset Value 


write_enable 
f Write enable for lower 16bits, each bit is individual. 
31 T6/RW'"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —s‘“—s‘“‘“‘“‘sC*d 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio2d1_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 Eevalo 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_ |0x0 [reserved 


gpio2d0_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 |RW |0x03 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF_GPIO2D DS 1 
Address: Operational Base + offset (0x0274) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0 [reserved 


reserved —C—s—“CSs—s—SsSSSSSSS 
gpio2d3_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 viLeyel 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—reserved 


gpio2d2_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 
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GRF_GPIO2D DS 2 
Address: Operational Base + offset (0x0278) 


| Bit |Attr| Reset Value, 


Pp t—i“‘é#OScription 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_ |0x0___—_—reserved 


reserved 
gpio2d5_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 bevel 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—|reserved 


gpio2d4_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
: Level O 
: Level 1 
: Level 2 
5:0 RW |0x03 : Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO2D DS 3 
Address: Operational Base + offset (0x027C) 


| Bit _|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved 
gpio2d7_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
SS eo ROARS 6'b000111: Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO 0x0 ___—[reserved 
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| Bit |Attr|ResetValue| Ci eescription 


gpio2d6_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 RW {0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF_GPIO3A DS 0 
Address: Operational Base + offset (0x0280) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved 
gpio3ai_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
13:8 |RW |0x03 Level 2 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 _|RO |0x0 [reserved 


gpio3a0_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF GPIO3A DS 1 
Address: Operational Base + offset (0x0284 


| Bit_|Attr| Reset Value 


write_enable 
f Write enable for lower 16bits, each bit is individual. 
31 T6/RW'"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘“—s—‘“‘“‘“‘SC*d 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| Ci eescription 


gpio3a3_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 Eevalo 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_|0x0 [reserved 


gpio3a2_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 |RW |0x03 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF_GPIO3A_DS 2 
Address: Operational Base + offset (0x0288) 


| Bit |Attr| Reset Value, 


Pt eseription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0xo_ [reserved 


reserved —C—s—“CSs—s—SSSS 
gpio3a5_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 viLeyel 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO___—|reserved 


gpio3a4_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 
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GRF_GPIO3A DS 3 
Address: Operational Base + offset (Ox028C) 


| Bit |Attr| Reset Value, 


pCi Ctéeecription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0__—_—reserved 


reserved 
gpio3a7_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 bevel 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO___—|reserved 


gpio3a6_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
: Level O 
: Level 1 
: Level 2 
5:0 RW |0x03 : Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO3B DS 0 
Address: Operational Base + offset (0x0290) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0_ [reserved 


reserved 
gpio3b1_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
SS eo ROARS 6'b000111: Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO 0x0 ___—[reserved 
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| Bit |Attr|ResetValue| Ci@Deescription 


gpio3b0_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 RW {0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF GPIO3B DS 1 
Address: Operational Base + offset (0x0294) 


| Bit |Attr| Reset Value, 


PC escription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved 
gpio3b3_ds 
GPIO PAD Drive Strength control. 
6'b0O00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
13:8 |RW |0x03 Level 2 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_ |0x0 [reserved 


gpio3b2_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF GPIO3B DS 2 
Address: Operational Base + offset (0x0298 


| Bit_|Attr| Reset Value 


write_enable 
i Write enable for lower 16bits, each bit is individual. 
31-16/RW'"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘“—s—‘“‘“‘“‘SC*d 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio3b5_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 Eevalo 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 _|RO_ |0x0 [reserved 


gpio3b4_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 |RW |0x03 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF_GPIO3B DS 3 
Address: Operational Base + offset (0x029C) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved —C—i‘“Cs‘“‘“‘“SC*d 
gpio3b7_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 viLeyel 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—|reserved 


gpio3b6_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 
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GRF_ GPIO3C DS 0O 
Address: Operational Base + offset (Ox02A0) 


| Bit |Attr| Reset Value, 


Pp —t—i—i“‘it Ct ecription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_|0x0___—_—reserved 


reserved 
gpio3c1i_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x00 bevel 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—|reserved 


gpio3cO_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
: Level O 
: Level 1 
: Level 2 
5:0 RW |0x03 : Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO3C DS 1 
Address: Operational Base + offset (0x02A4) 


| Bit _|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0 [reserved 


reserved 
gpio3c3_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
SS eo ROARS 6'b000111: Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO 0x0 ___—[reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio3c2_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 RW {0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF_ GPIO3C DS 2 
Address: Operational Base + offset (0x02A8) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0_ [reserved 


reserved 
gpio3c5_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
13:8 |RW |0x03 Level 2 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0x0 [reserved 


gpio3c4_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRE GPIO3C DS 3 
Address: Operational Base + offset (OxO2AC 


| Bit_|Attr| Reset Value 


write_enable 
f Write enable for lower 16bits, each bit is individual. 
31 T6/RW'"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —C—s—‘“SsSs—sSsSSSSSY 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio3c7_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 Eevalo 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_ |0x0 [reserved 


gpio3c6_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 |RW |0x03 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF_ GPIO3D DS 0O 
Address: Operational Base + offset (Ox02B0) 


| Bit |Attr| Reset Value, 


Pt eseription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0_ [reserved 


reserved —C—si‘“CsCs—s—s“‘“‘“‘“‘C*r 
gpio3d1i_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 viLeyel 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO___—reserved 


gpio3d0_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 
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GRF_GPIO3D DS 1 
Address: Operational Base + offset (0x02B4) 


| Bit |Attr| Reset Value, 


pCi‘ (éeScription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_|0x0___—_—reserved 


reserved 
gpio3d3_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 bevel 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—|reserved 


gpio3d2_ds 
GPIO PAD Drive Strength control. 
6'b0O00000: Disable 
: Level O 
: Level 1 
: Level 2 
5:0 RW |0x03 : Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO3D DS 2 
Address: Operational Base + offset (0x02B8) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0 [reserved 


reserved 
gpio3d5_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
SS eo ROARS 6'b000111: Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO 0x0 ___—[reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio3d4_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 RW {0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF_ GPIO3D DS 3 
Address: Operational Base + offset (OxO2BC) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved 
gpio3d7_ds 
GPIO PAD Drive Strength control. 
6'b0O00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
13:8 |RW |0x03 Level 2 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0x0 [reserved 


gpio3d6_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF GPIO4A DS 0O 
Address: Operational Base + offset (Ox02C0 


| Bit_|Attr| Reset Value 


write_enable 
i Write enable for lower 16bits, each bit is individual. 
31-16/RW'"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘“—s—‘“‘“‘“‘SC*d 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio4ai_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 Eevalo 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0x0 [reserved 


gpio4a0_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 |RW |0x03 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO4A DS 1 
Address: Operational Base + offset (0x02C4) 


| Bit |Attr| Reset Value, 


PC eseription 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved —C—‘“CSs—s—SsSSSSSS 
gpio4a3_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 viLeyel 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO____—|reserved 


gpio4a2_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 
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GRF GPIO4A DS 2 
Address: Operational Base + offset (0x02C8) 


| Bit |Attr| Reset Value, 


P t—“‘;é(éOScription —(isSCSC—iszC 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_|0x0___—_—reserved 


reserved 
gpio4a5_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 bevel 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO___—|reserved 


gpio4a4_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
: Level O 
: Level 1 
: Level 2 
5:0 RW |0x03 : Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO4A DS 3 
Address: Operational Base + offset (Ox02CC) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved 
gpio4a7_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
SS eo ROARS 6'b000111: Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO 0x0 ___—[reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio4a6_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 RW {0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF_GPIO4B DS 0 
Address: Operational Base + offset (Ox02D0) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0_ [reserved 


reserved 
gpio4b1_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
6'b000001: Level 0 
6'b000011: Level 1 
13:8 |RW |0x03 Level 2 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0x0 [reserved 


gpio4b0_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF GPIO4B DS 1 
Address: Operational Base + offset (Ox02D4 


| Bit_|Attr| Reset Value 


write_enable 
f Write enable for lower 16bits, each bit is individual. 
31 T6/RW'"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘“CsSsSSSSSY 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio4b3_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 Eevalo 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_ |0x0 [reserved 


gpio4b2_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 |RW |0x03 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF_GPIO4B DS 2 
Address: Operational Base + offset (Ox02D8) 


| Bit |Attr| Reset Value, 


Pt eseription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0_ [reserved 


reserved —C—s—“CSs—C—‘“‘“‘“‘C*”d 
gpio4b5_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 viLeyel 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—|reserved 


gpio4b4_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 
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GRF_GPIO4B DS 3 
Address: Operational Base + offset (OxO02DC) 


| Bit |Attr| Reset Value, 


Pit iéecription sd 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_|0x0___—_—reserved 


reserved 
gpio4b7_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 bevel 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—|reserved 


gpio4b6_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
: Level O 
: Level 1 
: Level 2 
5:0 RW |0x03 : Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO4C DS 0O 
Address: Operational Base + offset (Ox02E0) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0 [reserved 


reserved 
gpio4ci_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
SS eo ROARS 6'b000111: Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO 0x0 ___—[reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio4c0O_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 RW {0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF_GPIO4C DS 1 
Address: Operational Base + offset (Ox02E4) 


| Bit |Attr| Reset Value, 


PC escription 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0_ [reserved 


reserved 
gpio4c3_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
13:8 |RW |0x03 Level 2 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0x0 [reserved 


gpio4c2_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF GPIO4C DS 2 
Address: Operational Base + offset (OxO02E8 


| Bit_|Attr| Reset Value 


write_enable 
f Write enable for lower 16bits, each bit is individual. 
31 T6/RW'"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘“—s—‘“‘“‘“‘SC*d 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| SS Ci@Deescription 


gpio4c5_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x03 Eevalo 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_|0x0 [reserved 


gpio4c4_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 |RW |0x03 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF_ GPIO4C DS 3 
Address: Operational Base + offset (OxO2EC) 


| Bit |Attr| Reset Value, 


PC escription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0_ [reserved 


reserved —C—s—CSsSSSSSC“‘( 
gpio4c7_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x01 ALevelo 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0xO__—reserved 


gpio4c6_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 RW |0x03 : Level 3 

: Level 4 
: Level 5 

All other setting are reserved 
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GRF_GPIO4D DS 0O 
Address: Operational Base + offset (0x02FO) 


| Bit |Attr| Reset Value, 


Pi escription 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14|RO_|0x0___—_—reserved 


reserved 
gpio4di_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW |0x01 evel 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO |0x0__—|reserved 


gpio4d0_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
: Level 0 
: Level 1 
: Level 2 
5:0 |RW |0x01 : Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO4D DS 1 
Address: Operational Base + offset (0x02F4) 


| Bit |Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31 16/RW | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:14/RO_|0x0 [reserved 


reserved 
gpio4d3_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
Si he oe 6'b000111: Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO 0x0 ___—[reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


gpio4d2_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level 0 
: Level 1 
: Level 2 

5:0 |RW |Ox01 - Level 3 

: Level 4 
: Level 5 

All other setting are reserved 


GRF_GPIO4D DS 2 
Address: Operational Base + offset (0x02F8) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:14/RO_|0x0 [reserved 


reserved 
gpio4d5_ds 
GPIO PAD Drive Strength control. 
6'b000000: Disable 
6'b000001: Level 0 
6'b000011: Level 1 
13:8 |RW |Ox01 Level 2 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_|0x0 [reserved 


gpio4d4_ds 

GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
: Level 2 

5:0 |RW |Ox01 : Level 3 

: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF GPIO4D DS 3 
Address: Operational Base + offset (OxO2FC 


| Bit_|Attr| Reset Value 


write_enable 
f Write enable for lower 16bits, each bit is individual. 
31 T6/RW'"|0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —Csi—‘“CsSsSSSCS 


15:14/RO_|0x0 [reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


gpio4d7_ds 
GPIO PAD Drive Strength control. 
: Disable 
: Level O 
: Level 1 
13:8 |RW {0x01 bevel? 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 
reserved 


7:6 |RO_|0x0 [reserved 


gpio4d6_ds 
GPIO PAD Drive Strength control. 
6'bO00000: Disable 
6'bO00001: Level 0 
6'b000011: Level 1 
6'b000111: Level 2 
5:0 /RW 0x01 6'b001111: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF_IOFUNC SELO 
Address: Operational Base + offset (0x0300) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —“‘—s—“—s—‘“‘“‘;NC*d 


15 |RO_|0xo [reserved 


i2c2_iomux_sel 

I2C2 IO mux selection 
14 RW |0x0 1'b0:MO mux solution 

1'b1i:M1 mux solution 


13:11]RO_|0x0___—__—reserved 


hdmitx_iomux_sel 

HDMITX IO mux selection 
10 RW |0x0 1'b0O:MO mux solution 

1'b1:M1 mux solution 


9 |RO_|0x0_____reserved 


gmaci_iomux_sel 

GMAC1 IO mux selection 
RW Ox 1'b0:MO mux solution 

1'b1i:M1 mux solution 


7 —|RO_|0x0_____—freserved 


edp_hpd_iomux_sel 
EDP_HPD IO mux selection 
RW 0x0 1'b0O:MO mux solution 
1'b1i:M1 mux solution 
reserved —i‘“sCs‘“‘“‘sSSC*zd 


5 |RO [0x0 [reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


can2_iomux_sel 

CAN2 IO mux selection 
7 RW 0x0 1'b0:MO mux solution 

1'bi:M1 mux solution 


3 |RO_|OxO_sreserved 


cani_iomux_sel 

CAN1 IO mux selection 
2 RW 0x0 1'bO0:MO mux solution 

1'b1i:M1 mux solution 


|i |RO_|OxO_ reserved 


can0O_iomux_sel 

CANO IO mux selection 
Rw 0x0 1'b0:MO mux solution 

1'b1i:M1 mux solution 


GRF IOFUNC SELi 
Address: Operational Base + offset (0x0304) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15 |RO_|0x0 [reserved 


reserved —‘“sSsSsSSSCSCSsSY 
pwm8_iomux_sel 
PWM8 IO mux selection 
es RW 0x0 1'bO:MO mux solution 
1'b1:M1 mux solution 
reserved —sSsSSSSCSCSY 


13:5 [RO [0x000 reserved 


i2c5_iomux_sel 

I2C5 IO mux selection 
* RW 0x0 1'b0:MO mux solution 

1'b1:M1 mux solution 


3 |RO_|oxo [reserved 


reserved —s—‘“Cs—“‘“‘“‘“‘SC*d 
i2c4_iomux_sel 
I2C4 IO mux selection 
2 Be 10x0 1'b0:MO mux solution 
1'b1:M1 mux solution 
reserved —C—si‘“CsCs‘“‘“‘SNC*d 


i |RO_|oxo [reserved 


i2c3_iomux_sel 

I2C3 IO mux selection 
Be 100 1'b0:MO mux solution 

1'b1i:M1 mux solution 


GRF IOFUNC SEL2 
Address: Operational Base + offset (0x0308) 


| Bit |Attr| Reset Value 


write_enable 
f Write enable for lower 16bits, each bit is individual. 
31 16/RW' |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘—s—“CSs—“‘“‘“‘“‘sSSC*d 


15 |RO_|0x0_ [reserved 


sdmmc2_iomux_sel 

SDMMC2 IO mux selection 
ss RW" /0x0 1'b0:MO mux solution 

1'b1i:M1 mux solution 
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| Bit |Attr/ResetValue| Ci escription 
43 [RO _|0xO_sreserved 


pwm1i5_iomux_sel 

PWM15 IO mux selection 
12 RW 0x0 1'b0:MO mux solution 

1'b1i:M1 mux solution 


di |RO_|oxo_ reserved 


pwmi4_iomux_sel 

PWM14 IO mux selection 
10 RW 0x0 1'b0:MO mux solution 

1'b1i:M1 mux solution 


9 |RO_|oxosreserved 


pwm1i13_iomux_sel 

PWM13 IO mux selection 
RW 0x0 1'b0:MO mux solution 

1'b1i:M1 mux solution 


7 —«||RO_|0xO_ si reserved 


pwmi2_iomux_sel 

PWM12 IO mux selection 
RW 0x0 1'b0:MO mux solution 

1'b1:M1 mux solution 


5 |RO_|0xo0_ si reserved 


pwmii_iomux_sel 

PWM1i1 IO mux selection 
- BY /0x0 1'b0:MO mux solution 

1'b1i:M1 mux solution 


3 |RO_|0xo_ si reserved 


pwm1i0_iomux_sel 

PWM10 IO mux selection 
2 Bw 0x0 1'b0O:MO mux solution 

1'b1i:M1 mux solution 


|i |RO_|OxO_ reserved 


pwm9_iomux_sel 

PWM9 IO mux selection 
BRE OX0 1'b0:MO mux solution 

1'b1i:M1 mux solution 


GRF IOFUNC SEL3 
Address: Operational Base + offset (Ox030C 


| Bit _|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
LETS RW) |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


5 |RO_ |0x0__—__—reserved 


uart4_iomux_sel 

UART4 IO mux selection 
it RW: 0x0 1'bO0:MO mux solution 

1'b1:M1 mux solution 


13 |RO_ |0x0_____—reserved 


uart3_iomux_sel 

UART3 IO mux selection 
2 BW 0x0) 1'b0:MO mux solution 

1'b1i:M1 mux solution 
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| Bit |Attr|ResetValue| Ci@eescription 


uart2_iomux_sel 
UART2 IO mux selection 
: 2'b00:MO mux solution 
ESTO RYE OKO 2'b01:M1 mux solution 
2'b10: USB3_OTG uart mux 
2'b11: USB2_Host uart mux 
reserved —‘“s—s‘“‘“‘“‘SNC*d 


9 |RO_|oxo [reserved 


uart1_iomux_sel 

UART1 IO mux selection 
RW 0x0 1'bO0:MO mux solution 

1'b1:M1 mux solution 


7 |RO 0x0 [reserved 


reserved —s—‘“(sSs—“‘“‘“‘“‘SC*d 
spi3_iomux_sel 
SPI3 IO mux selection 
RYE" 0x0 1'b0:MO mux solution 
1'b1i:M1 mux solution 


5 |RO_|0x0____—reserved 


spi2_iomux_sel 

SPI2 IO mux selection 
. RW 2x0 1'b0:MO mux solution 

1'b1i:M1 mux solution 


3 |RO_|0x0__—_—freserved 


spil_iomux_sel 

SPI1 IO mux selection 
2 RW" | Ox 1'b0:MO mux solution 

1'b1:M1 mux solution 


1 |RO_|0x0__—_—f reserved 


spiO_iomux_sel 

SPIO IO mux selection 
RW | 2x0 ‘bO0:MO mux solution 

1'b1:M1 mux solution 


GRF IOFUNC SEL4 
Address: Operational Base + offset (0x0310 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


5 |RO_ |0x0____—reserved 


i2s3_iomux_sel 

I2S3 IO mux selection 
ca RW 0x0 1'bO0:MO mux solution 

1'b1:M1 mux solution 


13 |RO_ |0x0_____—reserved 


i2s2_iomux_sel 
I2S2 IO mux selection 
12 Ry. /0x0 1'bO0:MO mux solution 
1'b1:M1 mux solution 
i2si_iomux_sel 
I2S1 IO mux selection 
. 2'b00:MO mux solution 
11:10)RW 0x0 2'b01:M1 mux solution 
2'b10:M2 mux solution 
2'b11: Reserved 
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| Bit |Attr|ResetValue| Cé@eescription 


uart9_iomux_sel 

UART9 IO mux selection 

2'b00:MO mux solution 
RW On0 2'b01:M1 mux solution 

2'b10:M2 mux solution 

2'b11: Reserved 


7 -|RO_|0xo_ reserved 


uart8_iomux_sel 

UARTS8 IO mux selection 
RW /0x0 1'b0:MO mux solution 

1'b1i:M1 mux solution 


uart7_iomux_sel 
UART7 IO mux selection 
P 2'b00:MO mux solution 
oa Ril 0X0 2'b01:M1 mux solution 
2'b10:M2 mux solution 
2'b11: Reserved 


3 |RO_|0xo_ si reserved 


uart6_iomux_sel 

UART6 IO mux selection 
2 RW: 0x0 1'b0:MO mux solution 

1'b1:M1 mux solution 


1 [RO [0xO_—C=dfreserved 
uart5_iomux_sel 
UART5 IO mux selection 
1'bO0:MO mux solution 
1'b1:M1 mux solution 


GRF_IOFUNC SEL5 
Address: Operational Base + offset (0x0314) 


| Bit |Attr|ResetValue| Ci escription 
31:16/RW 


write_enable 

0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1i: Write access enable 


sata2_cp_del_sel 

sata2_cp_det select 

1'bO: the value of sata2_cp_det is 1'bO 
1'b1: the value of sata2_cp_det is from IO 
satai_cp_del_sel 

satai_cp_det select 

1'bO: the value of sata1l_cp_det is 1'bO 
1'b1: the value of satal_cp_det is from IO 


sataO_cp_del_sel 

sataO_cp_det select 

1'bO: the value of sataO_cp_det is 1'bO 
1'b1: the value of sataO_cp_det is from IO 


sata2_mp_switch_sel 
sata2_mp_switch select 

1'bO: the value of sata2_mp_switch is 1'bO 
1'b1: the value of sata2_mp_switch is from IO 
satail_mp_switch_sel 

satal_mp_switch select 

1'bO: the value of satal_mp_switch is 1'bO 
1'b1: the value of satal_mp_switch is from IO 
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| Bit |Attr[ResetValue| ————(i‘“;C‘éi escrito 
sataO_mp_switch_sel 
sataO_mp_switch select 
1'bO: the value of sataO_mp_switch is 1'bO 
1'b1: the value of sataO_mp_switch is from IO 
sata_cp_pod_sel 
sata_cp_pod source select 
2'b00: From sataO 
2'b01: From satal 
2'b10: From sata2 
2'b11: Reserved 


pcie30x2_iomux_sel 
PCIe30X2 IO mux selection 
2'b00:MO mux solution 
2'b01:M1 mux solution 
2'b10:M2 mux solution 
2'bi1: Reserved 


pcie30x1_iomux_sel 
PCIe30X1 IO mux selection 
2'b00:MO mux solution 
2'b01:M1 mux solution 
2'b10:M2 mux solution 
2'bi1: Reserved 
pcie20_iomux_sel 
PCIe20 IO mux selection 
2'b00:MO mux solution 
2'b01:M1 mux solution 
2'b10:M2 mux solution 
2'bi1: Reserved 
pdm_iomux_sel 

PDM IO mux selection 
2'b00:MO mux solution 
2'b01:M1 mux solution 
2'b10:M2 mux solution 
2'b1i1: Reserved 


GRF_VI_CONO 
Address: Operational Base + offset (0x0340) 


| Bit |Attr|/ResetValue| Ci eescription = 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:13|RO [0x0 reserved 
dvp_clk_inv_sel 
RW /|0x0 1'b1: Clock is inverted for dvp clock 
1'bO: Clock is not inverted for dvp clock 


12 
a fw foo csiphy_clk1_inv_selection 
11 RW |0x0 1'bO: Disable clock inverter for clock lane1i 
1'bi: Enable clock inverter for clock lane1 
0 frw foo csiphy_clklanei_en 
10 RW |0x0 1'bO: Disable clock1 lane 
1'b1i: Enable clock1 lane 


csiphy_clkO_inv_selection 
RW |0x0 1'bO: Disable clock inverter for clock laneO 
1'bi: Enable clock inverter for clock laneO 
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| Bit |Attr| Reset Value, 


csiphy_clklaneO_en 
RW /0x0 1'bO: Disable clockO lane 

1'b1: Enable clock0 lane 
csiphy_datalane_en_3 

7 RW |0x0 1'b1: Enable csiphy lane3 
1'bO: Disable csiphy_lane3 
csiphy_datalane_en_2 

6 fw foo 1'b1: Enable csiphy lane2 
1'bO: Disable csiphy_lane2 

5 fw foo csiphy_datalane_en_1 

5 RW {0x0 1'b1: Enable csiphy lane1i 
1'bO: Disable csiphy_lane1i 


csiphy_datalane_en_0O 


RW /|0x0 1'b1: Enable csiphy laneO 
1'bO: Disable csiphy_laneO 


4 
csiphy_forcerxmode_3 

3 RW {0x0 1'b1: Force to rx mode of lane3; 
1'bO: Disable force control 
csiphy_forcerxmode_2 

2 RW {0x0 1'b1: Force to rx mode of lane2; 
1'bO: Disable force control 
csiphy_forcerxmode_1i 

1 RW {0x0 1'b1: Force to rx mode of lane1; 
1'bO: Disable force control 
csiphy_forcerxmode_0O 

RW |0x0 1'b1: Force to rx mode od laneO; 

1'bO: Disable force control 


GRF VI CON1 
Address: Operational Base + offset (0x0344 


| Bit_|Attr| Reset Value 


write_enable sth. 
ae aes stating each bit is individual. 
1'b1: Write access enable 
Loar g control 


isp_csiphy_sel 

isp data lane select when dphy split mode 
ne 1'bO: laneO/lane1 

1'b1: lane2/lane3 


vicap_csiphy_sel 

vicap data lane select when dphy split mode 
- RYE EXO 1'bO: laneO/lane1 

1'b1: lane2/lane3 


10 |RO_|oxo reserved 


cif_datapath 

pixel input data path selection for cif controller: 
RW |0x0 1'bO: Single-edge sampling for DVP signals 

1'b1: Dual-edge sampling for DVP signals. 


is JRO _|ox0_ reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


csiphy_mode_sel 
5 rw loxo 1'bO: Full mode(one dphy with 4 lanes) ; 
‘ 1'b1: Split mode(two dphy each with 2 lanes ). 


cif_clk_delaynum 
RW /|0x00 The delay value of dvp path clock.This register is valid only when 
cif_datapath(SYS_GRF_VI_CON1[9]) is set to high 


GRF VI STATUSO 
Address: Operational Base + offset (0x0348) 


| Bit |Attr/ResetValue| Ci eescription 
0x000000 


LP1 Contention error status 
LPO Contention error status 
Lane3 high-speed receive skew calibration status 
Lane2 high-speed receive skew calibration status 
Hi he eae 
Lanel high-speed receive skew calibration status 


w loxo csiphy_rxskewcalhs_0 
LaneO high-speed receive skew calibration status 


csiphy_direction 

0x0 Transmit/Receive direction. 
1'bO: transmit mode 
1'b1i: receive mode 


csiphy_ulpsactivenot_3 

Lane3 ULP active status 

This active low signal is asserted to indicate that the Lane is in 
ULP state 

csiphy_ulpsactivenot_2 

Lane2 ULP active status 

This active low signal is asserted to indicate that the Lane is in 
ULP state 

csiphy_ulpsactivenot_1 

Lanei ULP active status 

This active low signal is asserted to indicate that the Lane is in 
ULP state 

csiphy_ulpsactivenot_0O 

LaneO ULP active status 

This active low signal is asserted to indicate that the Lane is in 
ULP state 


W 
W 


R 
R 
R 
R 
R 
R 


= 


0x0 


= 


31:11 


nv nv oS) nv nv 
EREZESEAES 


GRF_ VO CONO 


Address: Operational Base + offset (0x0360) 

| Bit [Attr|ResetValue| ss —“(;i‘“C;C™C~éiS scription — Cd 
write_enable 

Write enable for lower 16bits, each bit is individual. 

1'bO: Write access disable 

1'b1i: Write access enable 


31:16};RW |0x0000 
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| Bit |Attr|ResetValue| Ci@eescription 


hdmiphy_i2c_jtagz 

hdmiphy configuration port select 
Bo Rms 1'bO: JTAG 

1'b1: I2C 


1 aw ow Ye sepa 


dsii_dpiupdatecfg 
10 few | oxo OSE controller dpiupdatecfg control 


dsi1_dpicolorm 

DSI1i controller dpicolorm configuration 
1'bO: normal color modle 

1'b1: reduced color mode 
dsi1_dpishutdn 

DSI1 Controller dpishutdn configuration 
1'bO: enable display 

1'b1: shutdown the disaplay 


7:6 |RO |0x0 [reserved 


Ivdsformat_IvdsO_ select 
2'b00: VESA 24bit 
2'b01: JEIDA 24bit 

5:4 |RW |0x0 2'b10: JEIDA 18bit 
2'b11: VESA 18bit 


Ivdsformat_IlvdsO_msbsel 
RW |0x0 1'bO: LSB 
1'b1:MSB 


dsi0_dpiupdatecfg 

DSIO controller dpiupdatecfg control 
dsiO_dpicolorm 

DSIO Controller dpicolorm configuration 
1'bO: normal color modle 

1'b1: reduced color mode 
dsiO_dpishutdn 

DSIO Controller dpishutdn configuration 
1'bO: enable display 

1'b1: shutdown the disaplay 


GRF VO CONi1 
Address: Operational Base + offset (0x0364) 


Reset Value 


write_enable 

0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'b1i: Write access enable 


hdmi_sdain_msk 

HDMI sdain mask control 
1'b1: Signal function enable 
1'bO: Signal function disable 
hdmi_sclin_msk 

HDMI sclin mask control 
1'b1: Signal function enable 
1'bO: Signal function disable 
hdmi_cecin_msk 

HDMI cecin mask control 
1'b1: Signal function disable 
1'bO: Signal function enable 


0x0 
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| Bit |Attr/ResetValue| Ci escription 
12:7 |RO_|Ox0O [reserved 


rgb_bypass 
RW |0x0 1'b1: Bypass data sync 

1'bO: Use data sync 
bt1120_bypass 

5 RW |0x0 1'bO: Use data sync 
1'b1: Bypass data sync 
bt656_bypass 

4 RW |0x0 1'bO: Use data sync 
1'b1: Bypass data sync 


RGB_dclk_inv_sel 
RW |0x0 1'bO: Normal clock. 
1'b1: rbg_dclk is inverted 
bt1120_clk_inv_sel 
1'bO: Normal clock. 
1'b1: bt1120 Clock is inverted 
bt656_clk_inv_sel 
1'bO: Normal clock. 
1'bi: bt656 Clock is inverted 
ebc_clk_inv_sel 
1'bO: Normal clock. 
1'b1: ebc clock is inverted 


GRF VO CON2 
Address: Operational Base + offset (0x0368 


| Bit_|Attr| Reset Value 
31:16|/RW 


write_enable 

0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'bi: Write access enable 


dsiphyO_txskewcalhs_3 

Request to transmit skew calibration on lane3. 
1'b1: Request; 

1'bO: Idle 

dsiphyO_txskewcalhs_2 

Request to transmit skew calibration on lane2. 
1'b1: Request; 

1'bO: Idle 

dsiphyO_txskewcalhs_1 

Request to transmit skew calibration on lanel. 


7 1'b1: Request; 
1'bO: Idle 

dsiphyO_txskewcalhs_0O 
Request to transmit skew calibration on laneO. 
1'b1: Request; 
1'bO: Idle 
dsiphyO_txskewcalhs_ck 

a2: Request to transmit skew calibration on clock lane. 
1'b1: Request; 
1'b4: Idle 


IvdsO_dclk_inv_sel 
1'bO: Normal clock 
1'b1i: Inverted clock 
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| Bit [Attr|ResetValue| C(@Deescription 
IvdsO_dclk_div2_sel 
Ivdsdclk divided by 2 selection 
1'bO: clock bypass 
1'b1: clock divided by 2 
dsiphy0O_lane3_frctxstpm 
Force DSI TX PHY lane3 into transmit mode and generate stop 
state 
1'bO: Disable 
1'b1: Enable 
dsiphyO_lane2_frctxstpm 
Force DSI TX PHY lane3 into transmit mode and generate stop 


1'bO: Disable 

1'b1: Enable 

dsiphyO_lane1_frctxstpm 

Force DSI TX PHY lane3 into transmit mode and generate stop 


1'b0O: Disable 

1'b1: Enable 

dsiphyO_laneO_frctxstpm 

Force DSI TX PHY laneO into transmit mode and generate stop 


1'bO: Disable 
1'bi: Enable 


dsiphyO_laneO_turndisable 
Disable Turn-around. This signal is used to prevent Lane from 
going into transmit mode, even if it observes a turn-around 
request on the Lane interconnect 
dsiphyO_Ivds_ mode 
DSI/LVDS combo PHYO mode control 
1'bO: dsi mode 
: lvds mode 
dsiphyO_forcerxmode 
Force DSI TX PHYO lane module into Receive mode, wait for stop 
state 
1'bO: Disable 
1'b1: Enable 


GRF_MACO CONO 
Address: Operational Base + offset (0x0380 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


: gmacO0_clk_rx_dl_cfg 
gmacO_clk_rx clock delay line control 

: gmac0O_clk_tx_dl_cfg 
gmacO_clk_tx clock delay line control 


GRF_MACO CON1 
Address: Operational Base + offset (0x0384) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ot Tey /Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 [RO |0x0O_ [reserved 
gmacO_qsgmii_mode 
gmacO_qsgmii_mode 
1'b0O: RMII and RGMII mode select 
1'b1: SGMII and QSGMII mode select 
gmac0O_phy_intf_sel 
PHY interface select 
3'b001: RGMII 
3'b100: RMII 
All others: Reserved 
gmacO_flowctrl 
GMACO transmit flow control 
When set high, instructs the GMAC to transmit PAUSE Control 
frame in 
Full-duplex mode. In Half-duplex mode, the GMAC enables the 
Back-pressure 
function until this signal is made low again 
gmac0O_mac_speed 
MAC speed 
1'b1:100-Mbps 
1'b0:10-Mbps 
gmacO0_rxclk_dly_ena 
RGMII RX clock delayline enable 
1'b1: Enable 
1'bO: Disable 
gmacO0_txclk_dly_ena 
RGMII TX clock delayline enable 
1'b1: Enable 
1'bO: Disable 


GRF_MAC1_ CONO 


Address: Operational Base + offset (0x0388 


| Bit |Attr|ResetValue| Ci eescription 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


gmaci_clk_rx_dl_cfg 
; RGMII RX clock delayline enable 
15:8 |RW |0x00 1'b1: Enable 
1'bO: Disable 
gmaci_clk_tx_dl_cfg 
. RGMII TX clock delayline enable 
Tee SRS ORO 1'b1: Enable 
1'bO: Disable 


GRF MAC1 CON1 
Address: Operational Base + offset (0x038C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ot Le Rw (0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 [RO |Ox0O_ [reserved 
gmaci_qsgmii_mode 
gmaci_qsgmii_mode 
1'b0O: RMII and RGMII mode select 
1'b1: SGMII and QSGMII mode select 
gmaci_phy_intf_sel 
PHY interface select 
3'b001: RGMII 
3'b100: RMII 
All others: Reserved 
gmaci_flowctrl 
GMAC1 transmit flow control 
When set high, instructs the GMAC to transmit PAUSE Control 
frame in 
Full-duplex mode. In Half-duplex mode, the GMAC enables the 
Back-pressure 
function until this signal is made low again 
gmaci_mac_speed 
MAC speed 
1'b1:100-Mbps 
1'b0:10-Mbps 
gmaci_rxclk_dly_ena 
RGMII RX clock delayline enable 
1'b1: Enable 
1'b0O: Disable 
gmaci_txclk_dly_ena 
RGMII TX clock delayline enable 
1'b1: Enable 
1'bO: Disable 


GRF_BIU_CONO 


Address: Operational Base + offset (0OxO03A0 


write_enable 

Write enable for lower i6bits, each bit is individual. 
1'bO: Write access disable 

1'b1: Write access enable 

top_fwd_msch_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
top_fwd_ddrc_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
sf_req_peri_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
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| Bit |Attr|ResetValue| Ci escription 


rga_fwd_msch_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
pipe_fwd_top_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
php_req_peri_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
peri_fwd_sf_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
peri_fwd_php_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
peri_req_ga_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
peri_fwd_top_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
npu_fwd_top_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
gpu_fwd_msch_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
gic_fwd_peri_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
cpu_fwd_top_ stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
cpu_fwd_msch_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
bus_fwd_top_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 


= 
oO 


= 


= 


= 


= 


= 


= 


= 


= 
=) 
x 
o) 


11 RW 
al 
ou 
aa 
aa 
aa 


(jo) 
x 
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GRF_BIU CON1 
Address: Operational Base + offset (0x03A4) 
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| Bit |Attr|ResetValue| SS Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
oh TS RW. | Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


top_fwd_pipe_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
top_fwd_peri_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
top_fwd_npu_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
top_fwd_bus_ stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
top_fwd_venc_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
top_fwd_vdec_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
top_fwd_gpu_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
top_fwd_vo_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
top_fwd_vi_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
top_fwd_usb_ stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
topal_fwd_msch_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
topahvo_fwd_msch_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 


0x0 


= 
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= 
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| Bit |Attr[ResetValue|  —— ——C—i‘“;C‘~CiS scription 
topahpu_fwd_msch_stall 
Response type when bus is force to idle state 
1'bO: bus return error response 
1'b1: bus return ok response and hold the bus 
top_fwd_vpu_stall 
Response type when bus is force to idle state 
1'bO: bus return error response 
1'b1: bus return ok response and hold the bus 
top_fwd_rga_stall 
Response type when bus is force to idle state 
1'bO: bus return error response 
1'b1: bus return ok response and hold the bus 
top_fwd_pmu_stall 
Response type when bus is force to idle state 
1'bO: bus return error response 
1'b1: bus return ok response and hold the bus 


GRF BIU CON2 
Address: Operational Base + offset (0x03A8) 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'bi: Write access enable 


vpu_fwd_msch_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
vo_fwd_top_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
vi_fwd_top_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
venc_fwd_msch_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
vdec_fwd_top_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
vdec_fwd_msch_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 
usb_fwd_msch_stall 

Response type when bus is force to idle state 
1'bO: bus return error response 

1'b1: bus return ok response and hold the bus 


GRF_ GIC CONO 
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Address: Operational Base + offset (Ox03C0 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


. gicd_page_offset 
Oxtas0 gicd page offset address control 


GRF_GIC CON1 
Address: Operational Base + offset (0x03C4) 


| Bit |Attr| Reset Value, 


Po eseription 
write_enable 
f Write enable for lower 16bits, each bit is individual. 

ott 6) RW | Ox0000 1'bO: Write access disable 
1'b1: Write access enable 
its_transr_page_offset 

15:0 |RW |Oxfd45 used to set the page address of the GITS_TRANSLATER register 
of GIC 


GRE GIC CON2 
Address: Operational Base + offset (0Ox03C8 


| Bit_|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 

STOW enOn0 1'bO: Write access disable 
1'b1: Write access enable 

15:6 |RO |0x000 
gic2core_pwrq_permit_deny_sar 

GIC gic2core_pwrq_permit_deny_sar bit control 
sample_req 

4 Rw loxo This 4-phase handshake provides a hardware mechanism to 
snapshot the PMU counters and has the same effect as writing to 
the GICP_CAPR register 

: cpu_active 
cpu_active port control of GIC 


GRF_ GPU CONO 
Address: Operational Base + offset (0x03FO) 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:5 |RO_|0x000 


stripping_granule 
Controls memory striping in level two cache. 
Memory accesses are striped across the cache slices. For each 
memory transaction, its Physical Address(PA) is used to select the 
Level 2 Cache (L2C) slice and the external ACE port 
4:2 |RW |0x0 3'b000: 4KB 
3'b001: 128KB 
3'b010: 256KB 
3'b011: 512KB 
3'b100: 1KB 
3'b101: 2KB 
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| Bit |Attr|ResetValue| Ci@eescription 


niden 
gpuniden port control 

1 Re 1'bO: Noninvasive debug disable 
1'b1: Noninvasive debug enable 


dbgen 

gpudbgen port control 
RW |0x0 1'b0: Debug disable 

1'b1: Debug enable 


GRF_ GPU_CON1 
Address: Operational Base + offset (0x03F4 


| Bit |Attr|/ResetValue| Ci escription 


: gpu_texfmtenable 
Oxf tint Compressed texture format support control 


GRF CPU CONO 
Address: Operational Base + offset (0x0400) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
ae SS Write access enable 


a reserved 


adb400_pwrg_permit_deny 
3 fw 0x0 This input determines whether the ADB-400 can enter the 
a ale eee DENIED state insate of Q STOPPED sate 


a2 |RO_|OxO_ si reserved 


evenctireq 

Event input for processor wake-up from WFE state. This pin must 
RW {0x0 be asserted for at least one CLKIN clock cycles. When this signal 

is asserted, it acts as WFE wake-up event to all the cores in the 

cluster 


Rw lox0 eventoack 
Set this bit to clear the evento rising edge state 


dbgconnected 

RW |Ox1 A debugger is connected and so the DebugBlock can be accessed 
on boot 
pmusnapshotregq 

Rw loxt Request for a snapshot of the PMU counters. Once asserted, this 
signal must remain HIGH until PMUSNAPSHOTACK is asserted. It 
must not be reasserted until PMUSNAPSHOTACK is deasserted 


cfgte 
Enable T32 exception. It sets the initial value of the TE bit in the 
SCTLR and HSCTLR register. Each bit is defined below. 
1'bO: TE bit is low 

7:4 |RW |0Ox0 1'b1: TE bit is high 
These bits are sampled only during reset of the core. Tie low for 
the ARM instruction set for exception handling. Tie high for the 
Thumb instruction set for exception handling. 
Only change it when the core is in the reset state 
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| Bit |Attr|ResetValue| Ci eescription 


cfgend 
Endianness configuration at reset. It sets the initial value of the 
EE bits in the SCTLR, HSCTLR, SCTLR_EL1, SCTLR_EL2, and 
SCTLR_EL3 registers. Each bit is defined below. 
1'bO: EE bit is low 

S20. RE OXO 1'b1: EE bit is high 
These bits are sampled only during reset of the core. Tie high for 
big-endian data during exception handling. Tie it low for little- 
endian data during exception handling. 
Only change it when the cores are in the state 


GRE CPU STATUSO 
Address: Operational Base + offset (0x0420 


| Bit |Attr| Reset Value 
31:23|RO_[0x000 


dormantstate 
a RW lox0 Saas status to indicate that none of the protocol engines 
selected and that the DP is in dormant state 
. jtagstate 
cere JTAG State. Shows the current JTAG TAP state machine state 
P jtagir 
=e JTAG Instruction Registe 


jtagactive 
RW {0x0 JTAG Active. Output is driven HIGH when the Debug Port is 
operating using the JTAG protocol 


Sree 
RW {0x0 Serial Wire Active. Output is driven HIGH when the Debug Port is 
operating using the Serial Wire protocol 
a Axo OO are era ee caterer | . . . 
Event output request for eee Plauen ee tans | triggered by SEV instruction 


eventiack 
Event input request acknowledge 


9 [RO [oxo sireserved 
pmusnapshotack 
Acknowledge a snapshot request 
RW oxo oxo: 
Indicates that a core has retired at least one instruction recently 


coreinstrun 
RW {0x0 Indicates that a core is in a running state (powered up and not in 
WFI or WFE low-power states) 


GRE SOC CONO 
Address: Operational Base + offset (0x0500 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
S116) RW' | Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


uart8_rts_inv 

uart8_rts polarity selection 
i? RE Oxo 1'bO: Low asserted 

1'b1i: High asserted 
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| Bit |Attr|ResetValue| —Ci@eescription 


uart8_cts_inv 

uart8_cts polarity selection 
ue RW |Oxe 1'b0: Low asserted 

1'b1: High asserted 


uart7_rts_inv 

uart7_rts polarity selection 
1'b0: Low asserted 

1'b1: High asserted 
uart7_cts_inv 

uart7_cts polarity selection 
1'b0O: Low asserted 

1'b1: High asserted 
uart6_rts_inv 

uart6_rts polarity selection 
1'b0O: Low asserted 

1'b1: High asserted 
uart6_cts_inv 

uart6_cts polarity selection 
1'b0O: Low asserted 

1'b1: High asserted 
uart5_rts_inv 

uart5_rts polarity selection 
1'b0O: Low asserted 

1'b1: High asserted 
uart5_cts_inv 

uart5_cts polarity selection 
1'b0O: Low asserted 

1'b1: High asserted 
uart4_rts_inv 

uart4_rts polarity selection 
1'b0O: Low asserted 

1'b1: High asserted 
uart4_cts_inv 

uart4_cts polarity selection 
1'b0O: Low asserted 

1'b1: High asserted 
uart3_rts_inv 

uart3_rts polarity selection 
1'b0: Low asserted 

1'b1: High asserted 
uart3_cts_inv 

uart3_cts polarity selection 
1'bO: Low asserted 

1'b1: High asserted 
uart2_rts_inv 

uart2_rts polarity selection 
1'b0O: Low asserted 

1'b1: High asserted 
uart2_cts_inv 

uart2_cts polarity selection 
1'b0O: Low asserted 

1'b1: High asserted 


0x0 


= 
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| Bit |Attr|ResetValue| Ci@eescription 


uart1_rts_inv 

uarti_rts polarity selection 
1 Re 1'bO: Low asserted 

1'b1: High asserted 


uart1_cts_inv 

uart1_cts polarity selection 
Oe 1'b0O: Low asserted 

1'b1: High asserted 


GRF SOC CON1 
Address: Operational Base + offset (0x0504 


| Bit |Attr|/ResetValue| Ci escription 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
IRO_[0 


optcns_lock 
23 |aw foo | otpc-non-secure lock signal 
otpcs_lock 
otpc-secure lock signal 


sdmmc2_buffer_en 
sdmmc2_ buffer enable 
Re 0x0 1'bO: select sdmmc2 as sdmmc2 io 
1'b1: select sdmmc2_ buffer as sdmmc2 io 


sdmmci_buffer_en 

0x0 sdmmci_buffer enable 

1'bO: select sdmmci as sdmmcli io 

1'b1: select sdmmci_buffer as sdmmcli io 
sdmmcO_buffer_en 

0x0 sdmmcO_buffer enable 

1'bO: select sdmmcO as sdmmcO io 

1'b1: select sdmmcO_buffer as sdmmcoO io 
pcie_addr_extend 

Ox pcie slave address extend control 

1'bO: address of OxFOOO00000~0xFCO00000 is config address 
1'b1: address of OxFOOO00000~0xFCOO00000 is DDR address 
i2s3_sclk_sel 

Ox i2s3 sclk to GPIO source slection 

1'bO: i2s3_sclk_rx 

1'b1: i2s3_sclk_tx 

i2s3_Irck_sel 

0x0 i2s3 Irck to GPIO source slection 

1'bO: i2s3_Irck_rx 

1'b1: i2s3_Irck_tx 

i2si_mclk_sel 

0x0 i2si1 mclk to GPIO source slection 

1'bO: i2si_mclk_rx 

1'b1: i2si_mclk_tx 


Non-Secure wdt pause enable 
ae oceans 
EMMC clkstable bit control 


15: 
13 
12 
11 
10 
7 

5 

4 

3 
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| Bit |Attr|ResetValue| Ci@eescription 


emmc_clkbypass 

EMMC clkbypass control 
2 “RAE IORE 1'bO: Disable 

1'b1: Enable 


uart9_rts_inv 

uart9_rts polarity selection 
Re OX0 1'b0O: Low asserted 

1'b1: High asserted 


uart9_cts_inv 

uart9_cts polarity selection 
1'bO: Low asserted 

1'b1i: High asserted 


GRF_ SOC CON2 
Address: Operational Base + offset (0x0508) 


| Bit |Attr| Reset Value, 


Pt esecription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 

31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
i2s3_mclk_sel 
i2s3 mclk source selection 

fe EWE Oe 1'bO: i283_mclkout_rx 
1'b1: i2s3_mclkout_tx 

rw loxo acdcdig_i2c_tran_req 

acdcdig using i2c request 


acdcdig_i2s_active 
i2s3 usage selection 

RMA OXo 1'bO: Used as IO with external I2S bus device 
1'b1: Used to comunucatied with acdcdig IP 


tae wo ere 


bo. ieee 
oxo US biu idle request 


scr_det_inv_sel 

Smart card detect port invert enable 
1'bO: Not inverted 

1'b1: Inverted 


wdtns_glb_reset_en 
non-secure watch dog reset enable 
1'bO: Disable reset system 
1'b1: Enable reset system 
i2s3_mclk_oe 

i2s2 mclk source selection 
1'bO: from external chip 
1'b1: from cru 
i2s2_mclk_oe 

i2s2 mclk source selection 
1'bO: from external chip 
1'b1: from cru 
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| Bit |Attr|ResetValue| Ci@eescription 


i2si_mclk_tx_oe 

i2si mclk_tx source selection 
1 Bele 1'bO: from external chip 

1'b1: from cru 


i2si1_mclk_rx_oe 

i2si mclk_rx source selection 
Re oe 1'bO: from external chip 

1'bi: from cru 


GRF SOC CON3 
Address: Operational Base + offset (Ox050C 


| Bit |Attr|/ResetValue| Ci eescription 


Write_enable . eer 
His rie aaa Bras each bit is individual. 
1'b1: Write access enable 
n4 fw foro MCU al Lari fee 


mcu_sel_axi 

Both AHB and AXI bus are provided for MCU to access system 
RW |0x0 register and memory 

1'bO: MCU use AHB bus 

1'b1: MCU use AXI bus 


mcu_soft_irq 
12 few | MCU soft ee eee request 


hee —— reserved 


hdcp_uart_en 

hdcpuart interface enable 
RW (Oxe 1'bO: Disable 

1'bi: Enable 

sdmmc_buf_clk_inv_sel 

sdmmc_buffer clock inv select 

Ze. “Rae OX0 1'bO: Disable 

1'bi: Enable 

sdmmc_buffer_en 

sdmmc_buffer enable 
RMP OKe 1'bO: Disable 

1i'bi: Enable 


5 |RO_|0xO_ si reserved 


sdmmc_buffer_wr_thresh 

SDMMC_BUFFER block write data threshhold control, when the 
4:0 |RW /0x00 valide data entry is more than this value, SODMMC_BUFFER will 

send data to GPIO. 


GRF SOC CON4 
Address: Operational Base + offset (0x0510) 


| Bit |Attr| Reset Value, 


PC escription sd 
Write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr|ResetValue| Ci@eescription 


, mcu_boot_addr 
eis MCU boot address 
GRF_ SOC CON5 
Address: Operational Base + offset (0x0514) 


| Bit |Attr[ResetValue| —C(@eescription = 
. sdcard_dectn_dly 
eiseahcamtaks Delay counter setting after sdcard plug out. Count by 24M clock 


GRE SOC CON6 
Address: Operational Base + offset (0x0518 


| Bit _|Attr| Reset Value 


Write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


gmaci_txclkm1_inv_en 

GMAC1 tx_clk_m1 inveter select 
1'bO: Without clock inverter 
1'b1: With clock inverter 
gmaci_txclkm0O_inv_en 

GMAC1 tx_clk_m0 inveter select 
1'bO: Without clock inverter 
1'b1: With clock inverter 
gmacO_txclk_inv_en 

GMACO tx_clkinveter select 
1'bO: Without clock inverter 
1'b1: With clock inverter 


ppll_clk_sel 
0x0 


PPLL clock mux select 

1'bO: with level shifter 

1'b1: without level shifter 

hpll_clk_sel 

HPLL clock mux select 

1'bO: with level shifter 

1'b1: without level shifter 

pcie30phy_prb_io_en 

pcie30 phy probe io enable register 

1'bO acdcdig_d2a_Dac_data to GPIO1A7 and GPIO1BO 
1'b1: pcie30phy_dtb_out to GPIO1A7 and GPIO1BO 


ahb2axi_d_rd_clean . 
ahb2axi D-bus read clean control register 

ahb2axi_i_rd_clean 
ahb2axi I-bus read clean control register 


ahb2axi_d_timeout 
Oxff ahb2axi D-Bus write time out control register, when time out, the 
data in write buffer will be flushed. 


GRF SOC STATUSO 
Address: Operational Base + offset (0x0580) 
x0 


RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 


eo 
a 


| Bit_|Attr'| 
31:28/RO | 
wfi_halted 
wfi_halted status from MCU 
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| Bit |Attr/ResetValue|—“‘NWOC(@OeScription — 
otp_s_user_busy 
= otpc-secuure USER bus 
otp_s_sbpi_busy 
otpcns_user_busy 
otpc-non-secuure USER bus 
otpcns_sbpi_busy 
otpc-non-secuure SBPI busy 
pmu_pwr_idle_ack 
PMU NIU idle acknowledge status 
pmu_pwr_idle 
buf_flush_ack_d 
buf_flush_ack_i 
scramble_shift_ready 
ddr_scramble seed shift ready status 
vop_dmaz_finish 
voprawb_dma_finish status 
timer_en_status5 
timer_en_status4 
timer_en_status3 
timer3_en status 
timer_en_status2 
timer2_en status 
timer_en_status1 
timeri_en status 
timer_en_statusO 
timerO_en status 
ddr_cmd_pll_lock 
DDR CMDPLL lock status 
acdcdig_i2c_tran_ack 
acknowledge status signal to acdcdig IP use i2c request 


mpll_lock 
MPLL lock status 


HPLL lock status 
vpll_lock 
VPLL lock status 
npll_lock 


NPLL lock status 


PPLL lock status 
gpll_lock 
GPLL lock status 
cpll_lock 


CPLL lock status 


DPLL lock status 
apll_lock 
APLL lock status 
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GRF_RAM_CON 
Address: Operational Base + offset (0x05C0O) 


| Bit |Attr| Reset Value, 


Po eseription 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
eo DES RV OXDONG 1'bO: Write access disable 
1'b1: Write access enable 
y rom_trb 
is:tajrw jor | ROM memory timing adjustment setting for debug purpose 


: rom_rtsel 

i3:12|rw jor | ROM memory timing adjustment setting for debug purpose 
. rom_ptsel 

pan ROM memory timing adjustment setting for debug purpose 


dpra_wtsel 
DPRA memory timing adjustment setting for debug purpose 
2'b00:Recommended setting with the optimized write margin 
Rw lox0 2'b01:Relaxed write margin setting, used for debugging purpose. 
2'b10:More relaxed write margin setting, used for debugging 
purpose. 
2'b11:Most relaxed write margin setting, used for debugging 
purpose. 
dpra_rtsel 
DPRA memory timing adjustment setting for debug purpose 
2'b00: Recommended setting with the optimized read margin 
7:6 |RW {0x0 2'b01: Relaxed read margin setting, used for debugging purpose. 
2'b10: More relaxed read margin setting, used for 
debugging purpose. 
2'bi1: Most relaxed read margin setting, used for debugging 
dpra_ptsel 
DPRA memory timing adjustment setting for debug purpose 
2'b00: Recommended setting for internal clock skew of port A/B 
with the optimized design margin and timing 
5:4 IRw loxo 2'b0O1: Relaxed setting for internal clock skew of port A/B used for 
debugging purpose 
2'b10: More relaxed setting for internal clock skew of port A/B 
used for debugging purpose 
2'b11: Most relaxed setting for internal clock skew of port A/B 
used for debugging purpose 


: spra_wtsel 
SPRA memory timing adjustment setting for debug purpose 


spra_rtsel 
1:0 |RW |Ox1 SPRA memory timing adjustment setting for debug purpose 


GRF CORE RAM CON 
Address: Operational Base + offset (0x05C4) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr|ResetValue| ss Ci@eescription 


spra_slp 

SPRA memory sleep control 
"2 RW /0R0 1'bO: sleep disable 

1'b1: sleep enable 


14:8 |RO_|Ox0O [reserved 


rtsel_cpu_dsu 
:6 |RW /|Ox1 CPU DSU SPRA memory timing adjustment setting for debug 
purpose 
wtsel_cpu_dsu 
5:4 |RW |Ox0 CPU DSU SPRA memory timing adjustment setting for debug 
purpose 
rtsel_cpu 
3:2 |RW |Ox1 CPU SPRA memory timing adjustment setting for debug purpose 
wtsel_cpu 
:0 |RW /0x0 CPU SPRA memory timing adjustment setting for debug purpose 


GRF TSADC CON 
Address: Operational Base + offset (0x0600 


Reset Value 
31:9 x000000 
tsadc_tsen 


: x'bxxx(bits < 4), x'hxxxx(bits >= 4 

RO [oxo si freserved 
tsadc_ana_reg6 
External voltage buffer control 
QO: disable voltage buffer 
1: enable voltage buffer 
tsadc_ana_reg5 
Temperature-related voltage filter bypass control 
QO: select filter 
1: bypass filter 
tsadc_ana_reg4 
Temperature-related voltage buffer control 
QO: disable voltage buffer 


7 


1 


1: enable voltage buffer 


tsadc_ana_reg3 

Temperature-related voltage control 

0: select voltage 1 

1: select voltage 2 

tsadc_ana_reg2 

Bandgap voltage filter bypass control 

QO: select filter 

1: bypass filter 

tsadc_ana_reg1 

Bandgap voltage buffer control 

0: disable voltage buffer and select AVDD as reference 
1: enable voltage buffer and select bandgap voltage as reference 
tsadc_ana_regO 

Bandgap chopper enable control 

0: disable chopper 

1: enable chopper 


GRF_SARADC_CON 
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Address: Operational Base + offset (0x0610 


| Bit |Attr|ResetValue| s/s CSC‘iescription = 
31:16|RO_[0x0000 


; saradc_ana_reg 


GRF GPUPVTPLL CONO 
Address: Operational Base + offset (0x0700 


| Bit_|Attr| Reset Value 


write_enable 
f Write enable for lower 16bits, each bit is individual. 
Sl TO RW "| 0x0000 1'bO: Write access disable 
1'b1: Write access enable 
0 


a5 |RO_|OxO_ reserved 


: gpu_pvtpll_clk_div_cnt 
seein gpupvtpll clock out divided nuber 


gpu_pvtpll_osc_sel 
osc_ring selection. 
3'b000: osc_ring 0 
0:8 |RW |0x0 3'bO001: osc_ring 1 
3'b010: osc_ring 2 
3'b011: osc_ring 3 
3'b100: osc_ring 4 


gpu_pvtpll_ring_length_sel 
gpupvtpll delay cell element number control 
3'bO00: 
3'bOO1: 
3'b010: 
13 W |0x00 3'b011: 
3'b100: 
3'b101: 
3'b110: 70 
3'b111: 80 


R 
gpupvtpll_out_polar 
gpupvtpll_osc_en 
Set high to enable the osc_ring in the PVTPLL 
gpupvtpll_start 
jo frw joo Set high to start PVTPLL 


GRF GPUPVTPLL CON1 
Address: Operational Base + offset (0x0704) 


| Bit |Attr| Reset Value 


1 
7 
2 


1:0 IRW |oxoo000000 |PvtPli_cal_cnt 
Dvtpll calculation counter 


GRF_ GPUPVTPLL CON2 
Address: Operational Base + offset (0x0708) 


| Bit [Attr/ResetValue| Ciéeescription 
i gpu_pvtpll_threshold 
ae rw |0x00000000 Threshold control for voltage adjustment 


GRF GPUPVTPLL CONS 
Address: Operational Base + offset (0x070C) 
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| Bit |Attr/ResetValue|—“‘SOC@Scription — 
31:0 |RW |0x00000000 gpu_pvtpll_ref_cnt 
pvtpll reference counter 


GRF_NPUPVTPLL_ CONO 
Address: Operational Base + offset (0x0740) 


| Bit |Attr|/ResetValue| Ci eescription = 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
15 


== 


: gpu_pvtpll_clk_div_cnt 
Fe bE RNY: |/Ox0 gpupvtpll clock out divided nuber 


gpu_pvtpll_osc_sel 

osc_ring selection. 

osc_ring O 

0:8 |RW |0x0 : osc_ring 1 
: osc_ring 2 

: osc_ring 3 

: oSc_ring 4 


gpu_pvtpll_ring_length_sel 
gpupvtpll delay cell element number control 


10: 
7:3 |RW |0x00 
70 
: 80 
2 gpupvtpll_out_polar 
PVTPLL output polarity 
1 gpupvtpll_osc_en 
Set high to enable the osc_ring in the PVTPLL 
gpupvtpll_start 
0 frw | Set high to start PVTPLL 


GRF_ NPUPVTPLL CON1 
Address: Operational Base + offset (0x0744) 


| Bit |Attr[ResetValue|—“‘i;‘“;C™CC*éieScription — sd 
; pvtpll_cal_cnt 
ao Rw |ox00000000 pvtpll calculation counter 


GRF NPUPVTPLL CON2 
Address: Operational Base + offset (0x0748 


| Bit _|Attr| Reset Value 


. gpu_pvtpll_threshold 
ere eee threshold control for voltage adjustment 


GRF_NPUPVTPLL CON3 
Address: Operational Base + offset (0x074C) 


| Bit |Attr| Reset Value, 


Po escription 
31:0 Rw |ox00000000 gpu_pvtpll_ref_cnt 
reference counter 
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GRF CHIP ID 
Address: Operational Base + offset (0x0800 


| Bit |Attr|/ResetValue| Ci eescription = 


: chip_id 
0x00003566 32'h3566 


GRE GPIOiC5 DS 
Address: Operational Base + offset (0x0840 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


[15:6 |RO [0x000 reserved 


reserved 
gpiolc5_ds 
GPIO1C5 double bonding PAD Strength control,DS[11:6] 
: Disable 
: Level O 
: Level 1 
5:0 |RW |Ox01 pave 
: Level 3 
: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF GPIO2A2 DS 
Address: Operational Base + offset (0x0844 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:6 |RO_|0x000 


gpio2a2_ds 

GPIO2A2 double bonding PAD Strength control,DS[11:6] 
: Disable 
: Level O 
: Level 1 

5:0 |RW |Ox01 : Level 

: Level 3 
: Level 4 

6'b111111: Level 5 

All other setting are reserved 


GRF_GPIO2BO DS 
Address: Operational Base + offset (0x0848) 


| Bit |Attr| Reset Value, 


Pt eseription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:6 [RO |[0x000 reserved 
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| Bit |Attr|ResetValue| ——Ci@eescription 


gpio2b0_ds 

GPIO2B0 double bonding PAD Strength control,DS[11:6] 
: Disable 
: Level O 
: Level 1 

5:0 |RW |Ox01 aval 

: Level 3 
: Level 4 
: Level 5 

All other setting are reserved 


GRE GPIO3A0O DS 
Address: Operational Base + offset (Ox084C 


| Bit_|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31-16/RW. |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


[15:6 |RO [0x000 reserved 


reserved 
gpio3a0_ds 
GPIO3A0 double bonding PAD Strength control,DS[11:6] 
: Disable 
: Level O 
: Level 1 
5:0 |RW |Ox01 » Level 2 
: Level 3 
: Level 4 
: Level 5 
All other setting are reserved 


GRF_GPIO3A6_DS 
Address: Operational Base + offset (0x0850 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
SL aTSIRW |Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:6 [RO |[0x000 reserved 


reserved 
gpio3a6_ds 
GPIO3A6 double bonding PAD Strength control,DS[11:6] 
: Disable 
: Level O 
: Level 1 
5:0 |RW |Ox01 Level 2 
: Level 3 
6'b011111: Level 4 
6'b111111: Level 5 
All other setting are reserved 


GRF_GPIO4A0 DS 
Address: Operational Base + offset (0x0854) 
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| Bit |Attr|ResetValue| CS Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
oh TS) Rue (Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


15:6 |RO_|0x000 


gpio4a0_ds 

GPIO4A0 double bonding PAD Strength control,DS[11:6] 
: Disable 
: Level 0 
: Level 1 

5:0 |RW |Ox01 (evel? 

: Level 3 
: Level 4 
: Level 5 

All other setting are reserved 


GRF DMACO CONO 
Address: Operational Base + offset (0x0900 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31: T6/RW 10x0000 1'bO :Write access disable 

1'b1 : Write access enable 

dma0_irq_boot_nonsec 
15:0 |RW_ |Oxffff 1'bO : Secure 

1'b1 : Non-sercure 


GRF_DMACO CON1 
Address: Operational Base + offset (0x0904) 


| Bit |Attr| Reset Value 


write_enable 
Write enable for lower 16bits, each bit is individual. 
BL TG) RW /0x0000 1'bO :Write access disable 
1'b1 : Write access enable 
dmaO_peri_ch_nonsec_15_0 
15:0 |RW_ |Oxffff 1'bO : Secure 
1'b1 : Non-sercure 


GRF DMACO CON2 
Address: Operational Base + offset (0x0908 


| Bit_|Attr| Reset Value 


write_enable 
“ Write enable for lower 16bits, each bit is individual. 
SLT RW: |0x0000 1'bO :Write access disable 
1'b1 : Write access enable 


dmaO_peri_ch_nonsec_31_16 
15:0 |RW |Oxffff 1'bO : Secure 
1'b1 : Non-sercure 


GRF DMACO CONS3 
Address: Operational Base + offset (0x090C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ot Le Rw (0x0000 1'bO :Write access disable 
1'b1 : Write access enable 


15:1 |RO_|0x0000 


dma0O_manager_boot_nonsec 
RW |0x1 1'bO : Secure 
1'b1 : Non-sercure 


GRF DMACO CON4 
Address: Operational Base + offset (0x0910 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
et te RG EOOUe 1'bO :Write access disable 
1'b1 : Write access enable 
p grf_type_uart_3_rx 
ee 1afrw fox DMAC type of acknowledgement or request for UART_3 rx signals 
Ox grf_type_uart_3_tx 
DMAC type of acknowledgement or request for UART_3 tx signals 


grf_type_uart_2_rx 
DMAC type of acknowledgement or request for UART_2 rx signals 


Ox4 grf_type_uart_2_tx 
DMAC type of acknowledgement or request for UART_2 tx signals 


grf_type_uart_1_rx 
DMAC type of acknowledgement or request for UART_1 rx signals 


; grf_type_uart_1_tx 

a DMAC type of acknowledgement or request for UART_1 tx signals 
: grf_type_uart_O_rx 

DMAC type of acknowledgement or request for UART_O rx signals 
; grf_type_uart_O_tx 

DMAC type of acknowledgement or request for UART_O tx signals 


GRF DMACO CONS5 
Address: Operational Base + offset (0x0914) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
eRe RW OXON 1'bO :Write access disable 
1'b1 : Write access enable 
: grf_type_uart_7_rx 
is:tafrw fot DMAC type of acknowledgement or request for UART_7 rx signals 
Rw lox grf_type_uart_7_tx 
DMAC type of acknowledgement or request for UART_7 tx signals 


grf_type_uart_6_rx 
DMAC type of acknowledgement or request for UART_6 rx signals 
grf_type_uart_6_tx 
DMAC type of acknowledgement or request for UART_6 tx signals 


DMAC type of acknowledgement or request for UART_5 tx signals 
DMAC type of acknowledgement or request for UART_4 rx signals 
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| Bit |Attr|ResetValue| Ci eecription 


1:0 IRW loxi grf_type_uart_4_tx 
: DMAC type of acknowledgement or request for UART_4 tx signals 


GRF_DMACO CONG6 
Address: Operational Base + offset (0x0918) 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
SETS RW OxB00e 1'bO :Write access disable 
1'b1 : Write access enable 
. grf_type_spil_rx 
ak rafrw fox DMAC type of acknowledgement or request for SPI2 rx signals 
: grf_type_spil_tx 
seule DMAC type of acknowledgement or request for SPI2 tx signals 
4 grf_type_spi0_rx 
ea DMAC type of acknowledgement or request for SPIO rx signals 
Rw lox grf_type_spi0_tx 
DMAC type of acknowledgement or request for SPIO tx signals 
: grf_type_uart_9_rx 
es DMAC type of acknowledgement or request for UART_9 rx signals 


: grf_type_uart_9_tx 
oun pat DMAC type of acknowledgement or request for UART_9 tx signals 


. grf_type_uart_8_rx 

DMAC type of acknowledgement or request for UART_8 rx signals 
; grf_type_uart_8_tx 

DMAC type of acknowledgement or request for UART_8 tx signals 


GRF DMACO CON7 
Address: Operational Base + offset (0x091C 


| Bit_|Attr| Reset Value 


write_enable 
y Write enable for lower 16bits, each bit is individual. 
Pohe RW Te Zoove 1'bO :Write access disable 
1'b1 : Write access enable 
; grf_type_pwm3_tx 
a tafrw for | DMAC type of acknowledgement or request for PWM3 tx signals 


; grf_type_pwm2_tx 
ace DMAC type of acknowledgement or request for PWM2 tx signals 

Rw lox grf_type_pwm1_tx 
DMAC type of acknowledgement or request for PWM1 tx signals 


grf_type_pwm0O_tx 
DMAC type of acknowledgement or request for PWMO tx signals 
grf_type_spi3_rx 


DMAC type of acknowledgement or request for UART_9 rx signals 


grf_type_spi2_rx 


DMAC type of acknowledgement or request for UART_8 rx signals 
grf_type_spi2_tx 
DMAC type of acknowledgement or request for UART_8 tx signals 


11:10 
Ee 
5:4 [RW grf_type_spi3_tx 
: DMAC type of acknowledgement or request for UART_9 tx signals 


GRF_DMACO CONS 
Address: Operational Base + offset (0x0920) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
oP TS RW 0x0000 1'bO :Write access disable 
1'b1 : Write access enable 


grf_dma0O_req_modify_dis 
. dmao peri channel request mode. bit0-15 correspond to chO-15 
BOeOh Ra Oxcone 1'bO : Request valid only when last ack is finish 
1'b1 : Request directly from peri device 


GRF DMACO CONS 
Address: Operational Base + offset (0x0924 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
SE ne RM OR0000 1'bO :Write access disable 
1'b1 : Write access enable 
grf_dma0O_req_modify_dis 
; dmao peri channel request mode. bitO-15 correspond to ch16-31 
Eo 4 RW) 050000 1'bO : Request valid only when last ack is finish 
1'b1 : Request directly from peri device 


GRF DMACi CONO 
Address: Operational Base + offset (0x0940) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
32710 | RW" 0x0000 1'bO :Write access disable 

1'b1 : Write access enable 
15:0 fw foe dmai_irq_boot_nonsec 
15:0 |RW_ |Oxffff 1'bO : Secure 

1'b1 : Non-sercure 


GRF_DMAC1 CON1 
Address: Operational Base + offset (0x0944) 


| Bit |Attr| Reset Value, 


| CC escription 
write_enable 
Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO :Write access disable 
1'bi : Write access enable 
dmai_peri_ch_nonsec_15_0 
15:0 |RW_ |Oxffff 1'bO : Secure 
1'b1 : Non-sercure 


GRF DMAC1 CON2 
Address: Operational Base + offset (0x0948 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ot Fe) Rye /0x0g00 1'bO :Write access disable 
1'b1 : Write access enable 


dmai_peri_ch_nonsec_31_16 
15:0 |RW |Oxffff 1'bO : Secure 
1'b1 : Non-sercure 


GRF_DMAC1_CONS3 
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Address: Operational Base + offset (0x094C 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO :Write access disable 
1'b1 : Write access enable 


15:1 [RO _|0xo000_—sifreserved ——(s—“‘“(“(“(;CS*SCSC™C~™~C~C~C~CC~*CS 
dmai_manager_boot_nonsec 
RW |0x1 1'bO : Secure 
1'b1 : Non-sercure 


GRF DMAC1 CON4 
Address: Operational Base + offset (0x0950 


| Bit_|Attr| Reset Value 


write_enable . ae 
se fo eee each bit is individual. 
RW 
RW 
RW 
RW 
RW 
RW 


1'bi : Write access enable 


5:14 Ox4 grf_type_i2s3_rx 
; DMAC type of acknowledgement or request for CAN2 tx signals 
3:12 Ox4 grf_type_i2s3_tx 
, DMAC type of acknowledgement or request for CAN1 rx signals 
1:10 Ox4 grf_type_i2s2_rx 
, DMAC type of acknowledgement or request for CAN1 tx signals 
DMAC type of acknowledgement or request for CANO rx signals 
fe Rw | DMAC type of acknowledgement or request for CANO tx signals 
2 few 


3 
1 
1 
1 


f 


grf_type_i2si_tx 
Ox1 DMAC type of acknowledgement or request for SDMMC_BUFFER 


signals 


5 
3 Ox grf_type_spdif 
DMAC type of acknowledgement or request for PDM signals 


: grf_type_i2sO_rx 
DMAC type of acknowledgement or request for AUPWN signals 


GRF_DMACi_ CONS5 
Address: Operational Base + offset (0x0954) 


| Bit |Attr| Reset Value, 


Pt eseription 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO :Write access disable 
1'b1 : Write access enable 


15:2 |RO_|0x0000 
; grf_type_cani1_rx 
DMAC type of acknowledgement or request for CAN2 rx signals 


GRF DMACi CON6 
Address: Operational Base + offset (0x0958) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
S31:16/RW' |0x0000 1'bO :Write access disable 
1'b1 : Write access enable 


: grf_type_can2_tx 
on talrw Jor DMAC type of acknowledgement or request for SPI2 rx signals 
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| Bit [Attr|ResetValue| —Ci@Deescription 
F grf_type_can1_rx 
eae DMAC type of acknowledgement or request for SPI2 tx signals 


: grf_type_cani_tx 
gaia DMAC type of acknowledgement or request for SPIO rx signals 
Rw lox grf_type_canO_rx 
DMAC type of acknowledgement or request for SPIO tx signals 


OMG Gee choc ou couse or request for UART_9 tx signals 
OMA ae eae ewieiacnedt or request for UART_8 tx signals 


GRF DMACi CON7 
Address: Operational Base + offset (0x095C) 


| Bit _|Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO :Write access disable 

1'b1 : Write access enable 


cara 0x0000 
grf_type_can2_rx 
= 1:0 RW DMAC type of acknowledgement or request for UART_8 tx signals 


GRF DMAC1i CONS 
Address: Operational Base + offset (0x0960 


| Bit_|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
ST POR. |OXROUe 1'bO :Write access disable 
1'b1 : Write access enable 
grf_dmai_req_modify_dis 
. dmai peri channel request mode. bit0-15 correspond to ch0-15 
pe Oe EY OxGeee 1'bO : Request valid only when last ack is finish 
1'bi : Request directly from peri device 


GRF_DMACi CON9 
Address: Operational Base + offset (0x0964) 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO :Write access disable 
1'b1 : Write access enable 


grf_dmai_req_modify_dis 
. dmati peri channel request mode. bit0-15 correspond to chi6-31 
BOD OXCOO0 1'bO : Request valid only when last ack is finish 
1'b1 : Request directly from peri device 
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3.8 PIPE_PHY Register Description 


3.8.1 Registers Summary 


Reset eiose 
(name | ost [Sze] Giae | Deserition 
PIPE PHY GRF PIPE CON|). 049, w_ Joxoooo0110 PCle_USB3 PHY configuration 
0 registerO 
PIPE PHY GRF PIPE CON], ooq4 
PIPE PHY GRF PIPE CON|, 00. 


PCIe_USB3 PHY configuration 
w  |oxoooos401 PCle_USB3 PHY configuration 
register2 
PIPE PHY GRF PIPE CON|). 49 w_ |oxoooo0402 PCle_USB3 PHY configuration 
3 register3 
Saag ee | ORO w_ |oxoo000000 PCle_USB3 PHY status register1 
N 


PIPE PHY GRE PHY INT 
See 0x00000000 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 

3.8.2 Detail Registers Description 

PIPE PHY GRF PIPE CONO 

Address: Operational Base + offset (Ox0000) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO:Write access disable 
1'b1: Write access enable 


a5 |RO_|0xO_ ss reserved 


pipe_rxstandby 
SATA Mode: 
Controls whether the PHY RX is active when the PHY is in any 
power state with PCLK on. RX_STANDBY is ignored when the PHY 
is in any power state where the high speed receiver is always off. 
0: Active 
1 : Standby 

oe. [RYE OX PCIE Mode: 
Controls whether the PHY RX is active when the PHY is in PO or 
POs. RX_STANDBY is ignored when the PHY is in P1 or P2 
0: Active 
1 : Standby 
Only used in SATA and PCIE mode. USB3.0 mode should be tied 
to 1'bO 


pipe_rxelecidle_disable 

Indicates receiver detection of an electrical idle. 

When deasserted with the PHY in P2 (PCIE Mode), indicates a 
13 RW |0x0 detection of beacon, while indicate exit from electrical idle in 

other power states in PCIE mode 

In USB3.0 mode, it indicates the detection of LFPS. 

In SATA mode, it indicates if there is no data/OOB received 
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| Bit |Attr|ResetValue| Ci@eescription 


pipe_rxterm 
Control presence of receiver terminations: 
0 : Termination removed 
Ae ee 1 : Termination present 
Only used in USB3.0 mode , PCIE and USB mode should be tied 
to 1'bi 


pipe_bypass_codec 
PCIE Mode, USB Mode, and SATA Mode: 
Controls whether the PHY performs 8b/10b encode and decode. 
0 : 8b/10b encode/decode performed normally by the PHY. 
11 RW |0x0 1 : 8b/10b encode/decode bypassed, 20bit 
8b/10b encode/decode bypass mode works only when 


BUS_WIDTH=2'b01 
It should be tie to 1'b1 in QSGMII mode 


pipe_ebuffmode 
RX Elasticity Buffer operating mode selection 
1'bO: Nominal half-full buffer mode 
1'b1: Nominal empty buffer mode 
10 RW |0x0 In SATA and USB3.0 mode, when RX elastic buffer is operating at 
nominal empty buffer 
mode, RX_DATA_VALID is de-asserted when elastic buffer is 


empty and no data isavailable. 
In PCIE mode, only nominal half-full EBUF mode is supported 


pipe_llsub_entreq 
PCIE Mode: 
Li sub-state entry request signal in PCIE mode. 
When set to high, it instructs PHY to do power transition to L1 
sub-state 
RW |0x0 SATA Mode: 
When set to high, it will be power down PLL. 
This signal could connected to the L1 sub-state enable/request 
signal from controller 
Only used in PCIE and SATA mode, USB mode should be tied to 


1'bO 


pipe_mac_pclkreq_n 
PCIE common clock request signal in PCIE mode. 
The signal shall be high and CKREF_SRC[1:0] is set to 2'b10 
Rw lox when CKREFP/N and PCI_100M_CLK output from PHY is used for 
PCIE system with common clock 
Note: Details refer to CKREFP/N and PCI_100M_CLK. 


Only used in PCIE Mode , USB and SATA Mode should be tied to 
1'bO 


: pipe_powerdown 
Power up or power down status control of Transceiver 
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| Bit |Attr|ResetValue| Ci@eescription 


pipe_rate 
phy bit rate: 
PCIe Mode 
2'b00: 2.5Gbps 
2'b0O1: 5.0Gbps 
2'b10: Reserved 
2'b1i1: Reserved 
USB3.0 Mode 
2'b00: 5Gbps 

5:4 Irw loxi 2'b01, 2'b10, 2'b11: Reserved 
SATA Mode 
2'b00: 1.5Gbps 
2'b01: 3.0Gbps 
2'b10: 6.0Gbps 
QSGMII/SGMII Mode 
2'b00: 1.25Gbps 
2'b01: Reserved 
2'b10: 5.0Gbps 
2'b1i1: Reserved 


pipe_phymode 
phy mode: 
2'b00: PCIe mode 
Fes HBA OX! 2'b01: USB3 mode 
2'b10: SATA mode 
2'b11: QSGMII/SGMII mode 
pipe_databuswidth 
phy pipe data bus width: 
: 2'b00: 32-bit, PCIe and USB3 only support 32-bit. 
EO> SRE OXe 2'b01: 16-bit, SATA only support 16-bit 
2'b10: Reserved 
2'b1i1:Reserved 


PIPE PHY GRF PIPE CON1 
Address: Operational Base + offset (0x0004) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1: Write access enable 
reserved —i—‘“—sSsSsSSSCSY 


15 |RO_|0x0 [reserved 


phy_clk_sel 
PHY reference clock frequency selection 
; 2'b00: 24M 
14:13;/RW |Ox0 >'b01: 25M 
2'b10: 100M 
2'b11: Reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


pipe_txpattern_sata 

Used in SATA mode only 

Controls which pattern the PHY sends at the Gen 1 rate when 

sending OOB or 

initialization signaling. The PHY transmits this pattern at the Gen 
12:11/RW 1 rate regardless of 

what rate the PHY is configured at. 

2'b00 C ALIGN 

2'b01 C D24.3 

2'b10 C D10.2 

2'bil C Reserved 


pipe_txmargin 

Transmit margin control 

3'b000: Normal operation range 

3'b001: 800-1200mvV for full swing or 400-700mV for half swing 
3'b001: 200-400mV for full swing or 100-200mvV for half swing 
Ohter: Reserved 


pipe_txdeemph 
De-emphasis control 


2'b00: -6dB 

2'b01: -3.5dB 

2'b10: No de-emphasis 

2'bi1: Reserved 

pipe_txswing 

controls transmitter voltage swing level, for lane O 

1'bO: Full swing 

1'b1: Low swing 
——— 

0x0 

pipe -txcompliance_ i 

pipe_txcommonmode_disable 

pipe_txcommonmode_disable 

Note: Need set 0 when USB3 mode 

pipe_lO_txoneszeros 

pipe_lO_txoneszeros 

Note: Need set 0 when PCIe mode 


pipe_txelecidle 

ee ee 
pipe_txdectrx_loopback 

PIPE PHY GRF PIPE CON2 

Address: Operational Base + offset (0x0008 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO:Write access disable 
1'b1: Write access enable 


sel_pipe_txcompliance_i 
pipe_txcompliance_i_selection. 
+? RWS Ore 1'bO: From controller 
1'b1: From orf 
sel_pipe_txcommonmode_disable 
pipe_txcommonmode_disable_selection. 
a RW Ome 1'bO: From controller 
1'b1: From grf 
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| Bit |Attr|ResetValue| Ci@eescription 


sel_pipe_txoneszeros 
pipe_lO_txoneszeros selection. 
13 RW |0x0 1'bO: From PCIe, USB3 or SATA controller 
1'b1: From grf 
note: PCIe does not use this pipe signal, output 0, same to lanel 


sel_pipe_txelecidle 

pipe_lO_txelecidle selection. 

1'bO: From PCIe, USB3 or SATA controller 
1'b1: From grf 
sel_pipe_txdectrx_loopback 
pipe_lO_txdectrx_loopback selection. 
1'bO: From PCIe, USB3 or SATA controller 
1'b1: From grf 

sel_pipe_rxstandby 
sel_pipe_rxstandby_selection. 

1'bO: From controller 

1'b1: From orf 
sel_pipe_rxelecidle_disable 
pipe_rxelecidle_disable_selection. 

1'bO: From controller 

1'b1: From grf 

sel_pipe_rxterm 

pipe_rxterm_selection. 

1'bO: From controller 

1'b1: From grf 

sel_pipe_bypass_ codec 
pipe_bypass_codec_selection. 

1'bO: From controller 

1'b1: From grf 

sel_pipe_ebuf 

pipe_ebufmode_selection. 

1'bO: From controller 

1'b1: From grf 

sel_pipe_l1isub_entreq_i 
pipe_txcompliance_selection. 

1'bO: From controller 

1'b1: From orf 

sel_pipe_powerdown 

pipe_lO_powerdown selection. 

1'bO: From PCIe, USB3 or SATA controller 
1'b1: From orf 

sel_pipe_mac_pclkreq_n 
pipe_mac_pclkreg_n selection. 

1'bO: From PCIe, USB3 or SATA controller 
1'b1: From grf 

sel_pipe_rate 

pipe_rate selection. 

1'bO: From PCIe, USB3 or SATA controller 
1'b1: From grf 

sel_pipe_phymode 

pipe_phymode selection. 

1'bO: From PCIe, USB3 or SATA controller 
1'b1: From grf 


Ox1 


= 
= 


= 
oO 


= 


= 


= 


= 


= 


= 


= 


= 


12 RW 
a 
aa 
aa 
aia 
au 
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| Bit |Attr|ResetValue| Ci eecription 


sel_pipe_databuswidth 

aw lox pipe_databuswidth selection. 
1'bO: From PCIe, USB3 or SATA controller 
1'b1: From grf 


PIPE PHY GRF PIPE CON3 
Address: Operational Base + offset (OxO00C 


| Bit _|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1: Write access enable 
qsgm_mode 
qsgmii mode enabe 
15 RW 0x0 as other mode _ 


For pipephyO 
2'b01: connect to USB3 ControllerO 
2'b10: connect to SATA port 0 
For pipephy1 

14:13;/RW |0x0 2'b01: connect to USB3 Controller 1 
2'b10: connect to SATA port 1 
2'b11: connect to QSGMII Controller 
For pipephy2 
2'b00: connect to PCIe2.0 Controller 
2'b10: connect to SATA port 2 
2'b11: connect to aaa Controller 


a2 |RO_|oxo_ reserved 


from_pcie_io 

pcie_clkreq source selection 
- Rw 0x0 1'bO: From Controller 

1'b1: From pcie IO 

rxelecidle_sel 

rxelecidle_o source selection 
5 RW Ot 1'bO: From Controller 

1'b1: fixed b'b1 


phy_clk_ref_src_i 
PHY Reference clock source selection 
2'b00: Use PLL_CKREF_INNER as reference clock source, 
CKREFP/N is not active, the PAD can be floating 

Rw loxo 2'b01: Use CKREFP/N as input reference clock source 
2'b10: Use PLL_CKREF_INNER as reference clock source, Use 
CKREFP/N as output clock to provide a differential 100M 
reference clock in 
PCIE mode while CLKREQ=1. 
2' a sl Not allowed 


7:4 |RO [Oxo reserved 


sel_pipe_txpattern_sata_i 
PHY control source selection 
3 Be 1'bO: From Controller 
1'b1: From PIPE_CON3 register 
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| Bit |Attr|ResetValue| —Ci@eescription 


sel_pipe_txmargin_i 
PHY control source selection 
2 Rv /0x0 1'bO: From Controller 
1'b1: From PIPE_CON3 register 


sel_pipe_txdeemph_i 
PHY control source selection 
1 Ree Oxt 1'bO: From Controller 
1'b1: From PIPE_CON3 register 
sel_pipe_txswing_i 
PHY control source selection 
RYE: 028 1'bO: From Controller 
1'bi: From PIPE_CON3 register 


PIPE PHY GRF PIPE STATUS1 
Address: Operational Base + offset (0x0034) 


| Bit |Attr|/Reset Value| Ci eescription 
31:10|RO_|0x00000 


pipe_clkreq_n 
RW {0x0 Indicates that the PHY is in corresponding state to L1-sub-state in 
PCIE mode, during which PHY reference clock could be turned off. 
0x0 


pipe_power_presetn 

PIPE Power Present This PIPE output indicates the presence of 
RW VBUS. If V BUS is connected to the PHY, this PIPE interface signal 

is generated by an internal VBUS comparator. This is an 

asynchronous signal 


pipe_rxelecidle_o 
PIPE Receiver Electrical Idle. Indicates receiver detection of an 

7 RW {0x0 electrical idle. Signal desertion while the PHY is in a PO, P1, P2, or 
P3 state indicates the detection of Low Frequency Periodic 
Signaling (LFPS) 


pipe_phystatus_o 
PIPE PHY Status, Communicates completion of several PHY 
functions including power management state transitions, rate 

Rw loxo change, and receiver detection. When this signal transitions 
during entry and exit from P3 states and PCLK is not running, the 
signaling is asynchronous. In error situations (where the PHY fails 
to assert PhyStatus), the MAC can take MAC-specific error 
recovery actions 
pipe_rxstatus_o 
PIPE Receiver Status. Lane 0 Encodes receiver status and error 
codes for the received data stream when receiving data. 
3'b000: received data OK 
3'b001: one SKP Ordered set added 

5:3. |RW |Ox0O 3'b010: one SKP Ordered set removed 

3'b011: receiver detection 
3'b100: 8B/10B decode error 
3'b101: elastic buffer overflow 
3'b110: elastic buffer underflow 
3'b111: receive disparity error, overwritten by decode error 


2:0 |RO [oxo reserved 


PIPE PHY GRF LFPS DET CON 

Address: Operational Base + offset (0x0080) 

| Bit [Attr|ResetValue| Ci ecription = 
[31:8 [RO _|0xo00000_—ifreserved Sd 
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| Bit |Attr|ResetValue| Ci@eescription 


Ifps_detect_con 


PIPE PHY GRF PHY_INT EN 

Address: Operational Base + offset (Ox00A0) 

| Bit [Attr|ResetValue| ————C*‘C Scriptom 
[31:3 |RO_[0x00000000 |reserved Cd 


rxelecidle_l1_fall_irq_en 

rxelecidle_|1_ fall irq enable 
2 Bone 1'bO: irq disable 

1'b1: enable 


rxelecidle_lO_fall_irq_en 
: rxelecidle_lO_fall irq enable 
OE |W OX0 1'bO: irq disable 
1'b1: enable 


PIPE PHY GRF PHY_INT STATUS 
Address: Operational Base + offset (Ox00A4) 


| Bit |Attr| Reset Value | Description 
131:2 |RO |0x00000000 |reserved 


rxelecidle_|1_fall_irq_st 
2 |Rw foxo | rxelecidle_|1_fall irg status 

rxelecidle_lO_fall_irq_st 
jo |aw foo rxelecidle_lO_fall irq status 


3.9 USBPHY_U3_GRF_Regjister Description 


Size siue_| __Descriotion 
USBPHY_U3_GRF_CONO 
JUSBPHY _U3_GRF_CON1 | 
JUSBPHY U3 GRE _CON2 _| 


oe eee U3 GRF LS CO 0x0040 ce USB PHY linestate control register 
USBPHY U3 GRF DIS C USB PHY disconnect control 
USBPHY_U3_GRF BVALID U3 GRF_BVALID |5, q948 ee USB PHY bvalid control register 
—— U3 _GRF ID CO |9,Q04c w_ Joxoo030100 USB PHY id control register 
USaPHY_U GRE IW MA U3 GRF INT MA\\, ooo w_ |oxoo000000 USB PHY interrupt mask register 
mus U3_GRF_INT ST lo, o984 oe USB PHY interrupt status register 
USBPHY U3 GRF INT ST USB PHY interrupt status clear 


USBPHY_U3 GRF_ STATUS |0x00CO0 0x00000000 |USB PHY status register 
Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


3.9.2 Detail Registers Description 


3.9.1 Registers Summary 
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USBPHY U3 GRF CONO 
Address: Operational Base + offset (Ox0000 
| Bit [Attr|ResetValue| ss ———“i;i‘“C;C™C~éiS scription — Cd 
write_enable 
Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'bi:Write access enable 


usbotg_utmi_dischrgvbus 
usbotg_utmi_chrgvbus 
usbotg_utmi_idpullup 
usbotg_utmi_idpullup 
usbotg_utmi_iddig 

GRF USB OTG Plug iddig Indicator 
usbotg_utmi_iddig_sel 

USB OTG plug indicator output selection 


1'bO:Select phyiddig status to controller 
1'b1:Select GRF plug iddig indicator to controller 


GRF OTG DM pulldown resistor 
GRF OTG DP pulldown resistor 
GRF OTG termination select between FS/LS/HS speed 
GRF OTG transceiver select between FS/LS/HS speed 


usbotg_utmi_opmode 

GRF OTG operational mode selection 
usbotg_utmi_suspend_n 

GRF OTG suspend mode 

1'bO:Suspend 

1'b1:Normal 

usbotg_utmi_sel 

1'b0:Select OTG controller utmi interface to phy 
1'b1:Select GRF utmi interface to phy 


USBPHY U3 _ GRF CON1 


Address: Operational Base + offset (0x0004 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'b1i:Write access enable 
usbhost_utmi_dmpulldown 

GRF HOST DM pulldown resistor 


GRF HOST DP pulldown resistor 

GRF HOST termination select between FS/LS/HS speed 
GRF HOST transceiver select between FS/LS/HS speed 
GRF HOST operational mode selection 


Copyright 2022 © Rockchip Electronics Co., Ltd. 420 


RK3568 TRM-Part1 


| Bit |Attr|ResetValue| Ci eescription 


usbhost_utmi_suspend_n 
GRF HOST suspend mode 

RNG IOKE 1'bO:Suspend 
1'b1:Normal 


usbhost_utmi_sel 
RW {0x0 1'b0:Select HOST controller utmi interface to phy 
1'bi:Select GRF utmi interface to ph 


USBPHY_U3_GRF CON2 
Address: Operational Base + offset (0x0008) 


| Bit |Attr| Reset Value, 


| CC escription 
write_enable 
Write enable for lower 16bits, each bit is individual. 
31 -16)RW'|0x0000 1'bO: Write access disable 
1'b1i:Write access enable 
bvalid_vbusvalid_sel 
1’bO: Select bvalid and vbusvalid of usbphy as bvalid and 
15 RW |0x0 vbusvalid of usb controller 
1’b1: Select value of bvalid_vbusvalid_grf (bit14) as bvalid and 
vbusvalid of usb controller 


bvalid_vbusvalid_grf 
= ou bvalid_vbusvalid value to usb controller 
15:13/RO_|OxO_——sdreserved ———“‘“‘“‘“(‘“‘(‘(‘(‘(CS™C‘idC 
open dm voltage source 
open dp voltage source 
10 |RW |0xO rdm_pdwn_en_usbotg_ 
open dm pull down resistor 
open dm source current 


idm_sink_en_usbotg 


open dm sink current 


open dp sink current 
16:5 [RO |OxO__—__—reserved 
usbphy_commononn 
configure PLL clock output in suspend mode 
1'b0:480MHz clock always on 
1'b1:480MHz clock will turn off when both ports suspend 
asserted. If the supsend of any port deassert, it will wait 1ms to 
make 480MHz clock stable 


bypass select 
bypass dm enable 
bypass OTG function 
bypass OTG function 
USBPHY U3 GRF CON3 
Address: Operational Base + offset (Ox000C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 

Write enable for lower 16bits, each bit is individual. 
oh Te RW (0x0000 1'bO:Write access disable 

1'b1:Write access enable 


xo ffborosate wakeup 
5 fw po 1'b0O:Disable wakeup irq 
1'b1:Enable wakeup irq 


114. |RO [oxo reserved 
usbotg_utmi_chrgvbus 
USB OTG GRF charge vbus 


tw oxo sta aba 


usbotg_utmi_drvvbus 
aa few | USB OTG GRF utmi_drvvbus 


usbotg_utmi_drvvbus_sel 
rw loxo USB OTG utmi_drvvbus_sel bit control 

1'b0:Select OTG controller drvvbus to phy 
1'b1:Select OTG GRF utmidrvvbus to phy 
usbotg_utmi_fs_se0O 
usbotg_utmi_fs_data 

srw oxo USB OTG utmi_fs_data bit control 
usbotg_utmi_fs_oe 

USB OTG utmi_fs_oe bit control 
usbotg_utmi_fs_xver_own 

6 rw oxo USB OTG utmi_fs_xver_own bit control 
usbhost_utmi_idpullup 

USB HOST utmi_idpullup bit control 
usbhost_utmi_dmpulldown 

Enable DMINUS Pull Down resistor 
usbhost_utmi_dppulldown 

Enable DPLUS Pull Down resistor 
usbhost_utmi_dischrgvbus 

USB HOST utmi_dischrgvbus bit control 
usbhost_utmi_chrgvbus 

USB HOST utmi_chrgvbus bit control 
usbhost_utmi_drvvbus 

lo rw foxt USB HOST utmi_drvvbus bit control 

USBPHY_U3_GRF CON4 

Address: Operational Base + offset (0x0010) 


| Bit |Attr|/ResetValue| Ci eescription 
31:7 _|RO_|0x0000000 


usbotg_utmi_suspend_n 
usbotg_utmi_suspend_n GRF value 
oxo [borg usb eon) 
5 fw po 1'bO:grf_usbphy_con4[6] 


1'b1:Usbotg_utmi_suspend_n & usbotg_utmi_l1_suspend_n 


usbotg_utmi_suspend_selO 
1'b0:~usbotg_utmi_suspend_com_n& 

RW |0x0 ~usbotg_utmi_l1_suspend_com_n 
1'b1:grf_usbphy_con4[5]?(usbotg_utmi_suspend_n& 
sbotg_utmi_l1_suspend_n) —:grf_usbphy_con4[6]; 


3:0 |RO [Oxo reserved 


USBPHY U3 _GRF LS CON 
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Address: Operational Base + offset (0x0040 


| Bit _|Attr| Reset Value 
31:20|RO_[0x000 


linestate_filter_con 
19:0 |RW |0x30100 host/otg port linestate filter time control register. Unit:Pclk(up to 
100MHz) 


USBPHY U3 GRF DIS CON 

Address: Operational Base + offset (0x0044) 

| Bit [Attr/ResetValue| Ci ecription 

31:20/RO_|oxo00_ reserved 
disconnect_filter_con 

19:0 |RW |0x30100 host/otg port hostdisconnect filter time control register. 
Unit:Pclk(up to 100MHz) 


USBPHY U3 GRF BVALID CON 

Address: Operational Base + offset (0x0048) 

| Bit [Attr|ResetValue| Ci‘ Scriptom 
[31:20[RO_|Ox000_ si reserved 


bvalid_filter_con 
19:0 |RW |0x30100 otg port bvalid filter time control register. Unit:Pclk(up to 
100MHz) 


USBPHY U3 GRF ID CON 
Address: Operational Base + offset (Ox004C 


| Bit_|Attr| Reset Value 


31:28|RO_ [0x0 [reserved 


. id_filter_con 
wobec otg ID port filter time control register. Unit:Pclk(up to 100MHz) 


USBPHY_U3_GRF INT MASK 
Address: Operational Base + offset (0x0080) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 
reserved —‘“sCs—‘“‘“‘“‘SNC*d 


115:10/RO_|0x00____—[reserved 


hostO_disconnect_irq_en 

Rw loxo hostO_disconnect_irq edge status enable 
2'bx1: Disconnect rising edge irq status enable 
2'bix: Disconnect falling edge irg status enable 


otgO_disconnect_irq_en 
; otgO_disconnect_irq edge status enable 
B2O> {RW OX) 2'bx1: Disconnect rising edge irq status enable 
2'bix: Disconnect falling edge irq status enable 
otgO_id_irq_en 
: otgO_id edge status enable 
Det 1 OX 2'bx1:Id rising edge irq status enable 
2'b1x:Id falling edge irq status enable 
otgO_bvalid_irq_en 
. otgO_bvalid edge status irq enable 
Se de Ox 2'bx1:Bvalid rising edge irq status enable 
2'b1x:Bvalid falling edge irq status enable 


host0O_linestate_irq_en 
hostO_linestate change status irg enable 
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| Bit |Attr|ResetValue| SS Ci@eescription 


otgO_ linestate _irgq_en 
0 |rw foro egocinestate change status rqenable 
USBPHY_U3_GRF_ INT STATUS 
Address: Operational Base + offset (0x0084) 
| Bit [Attr|ResetValue| CC‘ eScritiom 
[31:10/RO_[0x000000__—i|reserved 

hostO_disconnect_irq 

hostO_disconnect edge irq status 

2'bx1: Disconnect rising edge irq status 

2'bix: Disconnect falling edge irq status 

otgO_disconnect_irq 

otgO_disconnect edge irq status 

2'bx1: Disconnect rising edge irq status 

2'bix: Disconnect falling edge irq status 

otgO_id_irq 

otgO_id edge irq status 

2'bx1:Id rising edge irq status 

2'b1ix:Id falling edge irq status 

otgO_bvalid_irg 

otgO_bvalid edge irq status 

2'bx1:Bvalid rising edge irq status 

2'b1x:Bvalid falling edge irq status 


USBPHY U3 GRF INT STATUS CLR 
Address: Operational Base + offset (0x0088 


hostO_disconnect_irq_clr 
hostO_disconnect_irq_clrirq status clear 
2'b01: Disconnect rising edge irq status clear 
2'b10: Disconnect falling edge irq status clear 
otgO_disconnect_irq_clr 
otgO_disconnect_irq_clrirq status clear 

2'b01: Disconnect rising edge irq status clear 
2'b10: Disconnect falling edge irq status clear 


otgO_id_irq_clr 

0x0 otgO_id edge irq status clear 
2'b01:Id rising edge irq status clear 
2'b10:Id falling irq status clear 


otgO_bvalid_irq_clr 

otgO_bvalid edge irq status clear 
2'b01:Bvalid rising edge irq status clear 
2'b10:Bvalid falling irq status clear 


hostO_linestate_irq_clr 
host0O_linestate change irq status clear, write 1 to clear irq status 


otg0O_linestate_irq_clr 
otgO_linestate change irq status clear, write 1 to clear irq status 


USBPHY U3 GRF STATUS 
Address: Operational Base + offset (Ox00CO) 
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| Bit |Attr|/ResetValue| Ci escription 
31:26|RO_|Ox0O [reserved 


usbphy_dp_detected 

a RO oxo usbphy_dp_detected bit status 
usbphy_cp_detected 

24 ro foxo usbphy_cp_detected bit status 
usbphy_dcp_detected 

usbphy_dcp_detected bit status 
usbhost_phy_ls_fs_rcv 

0x0 usbhost_utmi_avalid 

host_utmi_avalid status 

usbhost_utmi_bvalid 

host_utmi_bvalid status 

usbhost_utmi_hostdisconnect 

host_utmi_hostdisconnect status 

usbhost_utmi_iddig_o 

host_utmi_iddig status 


0x0 usbhost_utmi_linestate 
host_utmi_linestate status 
0x0 usbhost_utmi_sessend 
host_utmi_sessend status 
0x0 usbhost_utmi_vbusvalid 
host_utmi_vbusvalid status 
0x0 usbhost_utmi_vmi 
host_utmi_vmi status 
0x0 


21 Ro | 

20 |Rro | 

19 ro | 

18 ro | 

17:16|RO | 

15 ro | 

14 Ro | 

13 ro | 

12 [ro foo roetutmivpistatus 

host_utmi_vpi status 

11 RO oxo usbotg_phy_Is_fs_rcv 

10 ro | 
Ro 
Ro | 

7 [po 
Ro | 

5:4 Ro | 

fo 

ho 

1 Ro 


utmi_phy_ls_fs_rcv_out status 
0x0 usbotg_utmi_avalid 
otg_utmiavalid bit status 
0x0 usbotg_utmi_bvalid 
otg_utmibvalid bit status 
0x0 usbotg_utmi_fs_xver_own 
OTG utmi_fs_xver_own status 
0x0 usbotg_utmi_hostdisconnect 
otg_utmi_hostdisconnect status 
eee 


usbotg_utmi_iddig 
usbotg_utmi_iddig status 


otg_utmi_linestate status 
otg_utmi_sessend bit status 
otg_utmi_vbusvalid bit status 
otg_utmi_vmi bit status 
p fee ee 
otg_utmi_vpi bit status 
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3.10 USB2PHY_U2_GRF_Regjister Description 


3.10.1 Registers Summary 


Reset Batts 
[onset [sis] Geiss | Desrnon 


JUSBPHY U2 GRF_CON1 | 
JUSBPHY U2 GRF_CON2 _| 


i U2 _GRF_LS CO 0x0040 w_ Joxo0030100 USB PHY linestate control register 
USBPHY U2 GRF DIS C |y og44 jw. |oxo0030100 USB PHY disconnect control 

ON register 

os U2_GRF_BVALID |9, 9948 w_ Joxo0030100 USB PHY bvalid control register 
So 0x004C w_ |oxo0030100 USB PHY id control register 

= a U2 _GRF_INT MA), o080 w_ |oxoo000000 USB PHY interrupt mask register 
ae 0x0084 w_ |oxoo000000 USB PHY interrupt status register 
USBPHY_U2_ GRF INT ST USB PHY interrupt status clear 


USBPHY_U2_GRF_ STATUS |0x00CO 0x00000000 |USB PHY status register 
Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


3.10.2 Detail Registers Description 


USBPHY U2 GRF CONO 
Address: Operational Base + offset (0x0000 


| Bit _|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 

STOR) (he000 1'b0O: Write access disable 
1'b1:Write access enable 

15:12|RO [0x00 reserved 
usb2host0O_utmi_idpullup 
usb2host0O_utmi_iddig 

oe GRF HOSTO Plug Indicator 


usb2host0O_utmi_iddig_sel 


1'bO: USB Plug Indicator from usb2phy 
1'b1: USB Plug Indicator from grf bit 10 


usb2hostO_utmi_dmpulldown 
srw foxo GRF HOSTO DM pulldown resistor 
usb2ho0_utmi_dppulldown 
GRF HOST st0O DP pulldown resistor 
6 rw fot usb2host0_utmi_termselect 
GRF HOSTO termination select between FS/LS/HS speed 
usb2host0O_utmi_xcvrselect 
, GRF HOSTO transceiver select between FS/LS/HS speed 
; usb2hostO_utmi_opmode 
GRF HOSTO operational mode selection 
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| Bit [Attr|ResetValue| —C(@Deescription 
usb2host0O_utmi_suspend_n 
GRF HOSTO suspend mode 
1'bO:Suspend 


1'b1i:Normal 

usb2host0O_utmi_sel 

1'b0:Select HOSTO controller utmi interface to phy 
1'b1:Select GRF utmi interface to ph 


USBPHY U2 GRF CONi 

Address: Operational Base + offset (0x0004) 

| Bit _|Attr| Reset Value | 

write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO:Write access disable 

1'b1:Write access enable 

15:9 
usb2host1i_utmi_dmpulldown 

GRF HOST1 DM pulldown resistor 
usb2host1_utmi_dppulldown 

GRF HOST1 DP pulldown resistor 


GRF HOST1 termination select between FS/LS/HS speed 
GRF HOST1 transceiver select between FS/LS/HS speed 


31:16};RW |0x0000 


5 Aw |o usb2host1_utmi_opmode 
GRF HOST1 operational mode selection 
usb2host1_utmi_suspend_n 
GRF HOST1 suspend mode 
1'bO:Suspend 
1'b1:Normal 
usb2host1_utmi_sel 
1'b0:Select HOST1 controller utmi interface to phy 
1'b1:Select GRF utmi interface to ph 


= 


USBPHY U2 GRF CON2 


Address: Operational Base + offset (0x0008) 


Attr| Reset Value 


write_enable 
31:161RW |0x0000 Write enable for lower 16bits, each bit is individual. 


1'bO:Write access disable 
1'bi:Write access enable 


vdm_src_en_usb2host0 
RW 

open dm voltage source 

vdp_src_en_usb2host0O 
ay oxo eGR dp voltage source 


15:13 
12 
11 


i 
pw [ovo ota souce caer 
e_frw foo entmaniceurent 


6:5: (RO|Ox0: = _ —“|resetved 
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| Bit |Attr|ResetValue| SS Ci@eescription 


usbphy_commononn 
configure PLL clock output in suspend mode 

4 Rw lox0 1'b0:480MHz clock always on 
1'b1:480MHz clock will turn off when both ports suspend 
asserted. If the supsend of any port deassert, it will wait 1ms to 
make 480MHz clock stable 


bypass select 
bypass dm enable 
usb2host0O_disable_1 
usb2host0O_disable_0O 
USBPHY U2 GRF CON3 
Address: Operational Base + offset (Ox000C) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO:Write access disable 

1'b1:Write access enable 


oxo ffborDsalewareupia 
5 few oo 1'b0O:Disable wakeup irq 
1'b1:Enable wakeup irq 


114. |RO [oxo.sireserved 
usb2hostO_utmi_chrgvbus 

33 [Rw oxo USB HOSTO GRF one vbus 

es reserved t—~—“—™S™~™OCOCO”””COCOCOCSC‘C‘C;CSC#CSC#iéCS 


aa few | oxo co: eee 
USB HOSTO GRF utmi_drvvbus 


usb2hostO_utmi_drvvbus_sel 
rw loxo USB HOSTO utmi_drvvbus_sel bit control 
1'b0:Select HOSTO controller drvvbus to phy 
1'b1:Select HOSTO GRF utmidrvvbus to phy 
Rw loxo usb2host0O_utmi_fs_se0O 

USB HOSTO utmi_fs_seO bit control 
usb2hostO_utmi_fs_data 

srw oxo USB HOSTO utmi_fs_data bit control 
usb2host0O_utmi_fs_oe 

USB HOSTO utmi_fs_oe bit control 
usb2hostO_utmi_fs_xver_own 

6 rw oxo USB HOSTO utmi_fs_xver_own bit control 
usb2host1i_utmi_idpullup 

USB HOST1 utmi_idpullup bit control 
usb2host1i_utmi_dmpulldown 

Enable DMINUS Pull Down resistor 
usb2host1_utmi_dppulldown 

Enable DPLUS Pull Down resistor 
usb2host1i_utmi_dischrgvbus 

USB HOST1 utmi_dischrgvbus bit control 
usb2host1_utmi_chrgvbus 

USB HOST1 utmi_chrgvbus bit control 

jo | RW lox usb2host1_utmi_drvvbus 
USB HOST1 utmi_drvvbus bit control 
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USBPHY_U2 GRF LS CON 

Address: Operational Base + offset (0x0040) 

| Bit [Attr|ResetValue| Ci‘ ection 
31:20/RO [0x000.s reserved 


linestate_filter_con 
19:0 |RW |0x30100 HOST1/HOSTO port linestate filter time control register. 
Unit: Pclk(up 


USBPHY_U2 GRF DIS CON 

Address: Operational Base + offset (0x0044) 

| Bit [Attr|ResetValue| Ci‘ ee@Scritiom 
31:20/RO [0x000.s reserved 


disconnect_filter_con 
19:0 |RW |0x30100 HOST1/HOSTO port HOST1disconnect filter time control register. 
Unit: Pclk(up 


USBPHY_U2 GRF BVALID CON 

Address: Operational Base + offset (0x0048) 

| Bit [Attr|ResetValue|  —————Ci‘iScription = 

[31:20[RO_|Oxo0O reserved 
bvalid_filter_con 

19:0 |RW |0x30100 HOSTO port bvalid filter time control register. Unit:Pclk(up to 
100MHz) 


USBPHY U2 GRF ID CON 

Address: Operational Base + offset (Ox004C) 

| Bit [Attr|ResetValue|  —————C‘iScription = 
31:28[RO [Oxo si freserved 


id_filter_con 
27:0 |RW |0x0030100 HOSTO ID port filter time control register. Unit:Pclk(up to 
100MHz) 


USBPHY U2 GRF INT MASK 
Address: Operational Base + offset (0x0080) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 
reserved —‘“—s—“‘“‘“‘C*d 


15:10/RO_|0x00_____—[reserved 


usb2host1_disconnect_irgq_en 

Rw loxo usb2HOST11_disconnect_irq edge status enable 
2'bx1: Disconnect rising edge irq status enable 
2'bix: Disconnect falling edge irq status enable 


usb2host0O_disconnect_irq_en 
. usb2HOST10_disconnect_irq edge status enable 
a 2'bx1: Disconnect rising edge irq status enable 
2'bix: Disconnect falling edge irq status enable 
usb2host0O_id_irq_en 
: usb2HOST10_id edge status enable 
ca al oe 2'bx1:Id rising edge irq status enable 
2'b1x:Id falling edge irq status enable 
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| Bit |Attr|ResetValue| Ci escription 


usb2host0O_bvalid_irq_en 
. usb2HOST10_bvalid edge status irq enable 
eet RWS TOX0 2'bx1:Bvalid rising edge irq status enable 
2'b1x:Bvalid falling edge irq status enable 


usb2host1_linestate_irg_en 
usb2HOST11_linestate change status irg enable 
jo rw oxo usb2host0_linestate_irq_en 
usb2HOST10_linestate change status irq enable 
USBPHY U2 GRF INT STATUS 
Address: Operational Base + offset (0x0084 


Bit {Attr| Reset Value|_______Description _| 

usb2hosti_disconnect_irq 

usb2HOST11_disconnect edge irq status 
2'bx1: Disconnect rising edge irq status 
2'bix: Disconnect falling edge irq status 
usb2host0O_disconnect_irq 

usb2HOST10_disconnect edge irq status 
2'bx1: Disconnect rising edge irq status 
2'bix: Disconnect falling edge irq status 


usb2host0O_id_irq 

0x0 usb2HOST10_id edge irq status 
2'bx1:Id rising edge irq status 
2'b1ix:Id falling edge irq status 


usb2host0O_bvalid_irg 
usb2HOST10_bvalid edge irq status 
2'bx1:Bvalid rising edge irq status 
2'b1x:Bvalid falling edge irq status 
usb2host1_linestate_irq 
usb2HOST11_linestate change irq status 


usb2host0_linestate_irq 
usb2HOST10_linestate change irq status 
USBPHY U2 GRF INT STATUS CLR 

Address: Operational Base + offset (0x0088) 


usb2host1i_disconnect_irgq_clr 
usb2HOST11_disconnect_irq_clr irq status clear 
2'b01: Disconnect rising edge irq status clear 
2'b10: Disconnect falling edge irq status clear 


| Bit _| 

31:10] 
usb2host0O_disconnect_irgq_clr 
usb2HOST10_disconnect_irq_clr irq status clear 
2'b01: Disconnect rising edge irq status clear 


31:10|RO_|0 


2'b10: Disconnect falling edge irq status clear 
usb2host0O_id_irq_clr 

usb2HOST10_id edge irq status clear 
2'b01:Id rising edge irq status clear 


2'b10:Id falling edge irq status clear 
usb2host0O_bvalid_irq_clr 
usb2HOST10_bvalid edge irq status clear 
2'b01:Bvalid rising edge irq status clear 
2'b10:Bvalid falling edge irq status clear 


Copyright 2022 © Rockchip Electronics Co., Ltd. 430 


RK3568 TRM-Part1 


| Bit |Attr| Reset Value, 


Po Cieseription 
usb2host1i_linestate_irq_clr 

1 RW /|0x0 usb2HOST11_linestate change irq status clear, write 1 to clear irq 
status 


usb2host0O_linestate_irq_clr 
RW {0x0 usb2HOST10_linestate change irq status clear, write 1 to clear irq 
status 


USBPHY U2 GRF STATUS 
Address: Operational Base + offset (Ox00CO) 


| Bit_|Attr| Reset Value 
31:26 


usbphy_dp_detected 
usbphy_dp_detected bit status 
usbphy_cp_detected 
usbphy_cp_detected bit status 
usbphy_dcp_detected 
usbphy_dcp_detected bit status 
usb2host1_phy_lIs_fs_rcv 
HOST1_phy_lIs_fs_rcv status 
HOST1_utmi_avalid status 
HOST1_utmi_bvalid status 
HOST1_utmi_HOST1disconnect status 
HOST1_utmi_iddig status 
HOST1_utmi_linestate status 
HOST1_utmi_sessend status 
HOST1_utmi_vbusvalid status 


HOST1_utmi_vpi status 
po LR sane 
utmi_phy_ls_fs_rcv_out status 


HOSTO_utmi avalid bit status 
HOSTO_utmi bvalid bit status 

HOSTO utmi_fs_xver_own status 
HOSTO_utmi_HOSTidisconnect status 
usb2host0O_utmi_iddig 
usb2HOST10_utmi_iddig status 


HOSTO_utmi_linestate status 
HOSTO_utmi_sessend bit status 


usb2host1_utmi_vmi 
HOST1_utmi_vmi status 
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Sa aa 


Rw lox0 So aseription ——_______ utmi_vbusvalid 
HOSTO_utmi_vbusvalid bit status 


usb2hostO_utmi_vmi 
a HOSTO_utmi_vmi bit status 
usb2hostO_utmi_vpi 
lo rw foxo HOSTO_utmi_vpi bit status 


3.11 EDP_PHY Register Description 


3.11.1 Registers Summary 
Reset Pe 
Size| Value Description 


[EDP PHY GRF_CON1 | 
EDP PHY GRF_CON2 | 
[EDP _PHY GRF_CON4 | 
[EDP PHY GRF CONS | 
[EDP PHY GRF_ CONS | 
[EDP _PHY GRF_CON11 | 
|EDP_PHY GRF_STATUSO | 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


3.11.2 Detail Registers Description 
EDP _PHY_GRF CONO 
Address: Operational Base + offset (0Ox0000 


| Bit [Attr| Reset Value 
write_enable 
i Write enable for lower 16bits, each bit is individual. 
SHES i Onnoee 1'bO:Write access disable 
1'b1:Write access enable 
edp_video_bist_en 
edp_mem__ctrl_sel 


edp_stmode 
edp_hdcp_protect 


edp_phy_tx_idle 

Force the high speed differential signal to common mode, for 
11:8 |RW |0x0 initialization of the serdes or special signaling 

1'b1: force TXPN /TXMN to common mode 

1'bO: normal operation 
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| Bit |Attr|ResetValue| Ci@eescription 


edp_phy_tx_pd 

7:4 Irw loxo Power down control signal of channel N (N = 03) 
1'b1: power down channel 
1'bO: normal operation 


3:2 |RO |OxO reserved 


edp_phy_iddgq_en 
IDDQ test enable 

: RE ORE 1'b0O: normal operation 
1'b1: do IDDQ TEST 
edp_phy_pd_pll 
Shared PLL block power down 

Re ORD 1'b0O: normal operation 

1'b1: power down shared PLL, all the channels are not working 


EDP PHY GRF CON1 
Address: Operational Base + offset (0x0004 


| Bit _|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


115 |RO [0x0 _—_—ireserved 
edp_phy_pll_div 

240 frw joxseao fine initial divider control for PLL. 
1'b1000 0000 0000 O00 (default 


EDP_PHY_GRF CON2 
Address: Operational Base + offset (0x0008) 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 

Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO:Write access disable 

1'b1:Write access enable 


co. fw ou emer 


edp_phy_tx_rterm 
10:8 | RW jot termination resistance Fe asada 


ao reserved s—‘i‘s“‘i;;!!UU 
edp_phy_rate 
Rate control for TX 
edp_phy_ref_div 
3 Reference clock divider control. 


EDP PHY GRF CON3 
Address: Operational Base + offset (Ox000C) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
SL aT IRW” |Ox0000 1'bO:Write access disable 
1'b1:Write access enable 


. edp_phy_tx3_emp 
PS Le The adjustment for the emphasis level of the driver 

. edp_phy_tx2_emp 
The adjustment for the emphasis level of the driver 

F edp_phy_txi_emp 
The adjustment for the emphasis level of the driver 
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| Bit |Attr|ResetValue| Ci@eescription 


. edp_phy_tx0_emp 
The adjustment for the emphasis level of the driver 


EDP_PHY_GRF CON4 
Address: Operational Base + offset (0x0010) 


| Bit |Attr|/ResetValue| Ci eescription = 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


1i5_ |RO_|Oxo_ ss freserved 


edp_phy_tx3_amp 

14:12;/RW |0x3 The adjustment for the amplitude level (signal-end amplitude) of 
the driver 
reserved 


41 |RO_|oxo [reserved 


edp_phy_tx2_amp 
10:8 |RW |0x3 The adjustment for the amplitude level (signal-end amplitude) of 
the driver 


7 |RO_|ox0 [reserved 


reserved 
edp_phy_txi_amp 

6:4 |RW {0x3 The adjustment for the amplitude level (signal-end amplitude) of 
the driver 
reserved 


3 |RO_|oxo [reserved 


edp_phy_tx0_amp 
2:0 |RW {0x3 The adjustment for the amplitude level (signal-end amplitude) of 
the driver 


EDP PHY GRF CONS 
Address: Operational Base + offset (0x0014 


| Bit_|Attr| Reset Value 


write_enable 
y Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'b0O:Write access disable 
1'b1:Write access enable 


115:10/RO_|0x00___—[reserved 


reserved 
edp_phy_tx_mode 
Control the TX driver mode. 
Rw lox0 2'b00: model, the termination resistor connects to AVDH. 
2'b01: mode2, the termination resistor connects to AVDL. 
2'b10: mode3, common mode voltage sets to meet LVDS. 
2'b11: mode4, open drain mode. 


edp_phy_tx3_amp_scale 
The amplitude scale factor control 

7:6 |RW [0x1 2'b00: scale down the output amplitude to 75%. 
2'b01/10: keep the output amplitude 
2'b11: scale up the output amplitude to 125% 
edp_phy_tx2_amp_scale 
The amplitude scale factor control 

5:4 |RW |Ox1 2'b00: scale down the output amplitude to 75%. 
2'b01/10: keep the output amplitude 
2'b1i1: scale up the output amplitude to 125% 
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| Bit |Attr|ResetValue| Ci@eescription 


edp_phy_txi_amp_scale 
The amplitude scale factor control 
3:2 |RW |Ox1 2'b00: scale down the output amplitude to 75%. 
2'b01/10: keep the output amplitude 
2'b11: scale up the output amplitude to 125% 


edp_phy_tx0O_amp_scale 
The amplitude scale factor control 
1:0 |RW /|0x1 2'b00: scale down the output amplitude to 75%. 
2'b01/10: keep the output amplitude 
2'b11: scale up the output amplitude to 125% 


EDP PHY GRF CON6 
Address: Operational Base + offset (0x0018) 


| Bit _|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'b0O:Write access disable 
1'b1:Write access enable 


: edp_phy_ssc_depth 


edp_phy_ssc_en 
SSC function enable signal 
Be 1'bO: SSC function is disable 
1'b1: SSC function is enable 
5:0 ew Jouve ete pe 
edp_phy_ssc_cnt 
Oe SSC frequency control 
EDP_ PHY GRF CON7 
Address: Operational Base + offset (0x001C 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 
15:0 [RO _|0x0000 


EDP PHY GRF CONS 
Address: Operational Base + offset (0x0020 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
S116) RW'./0x0000 1'b0O:Write access disable 
1'b1:Write access enable 


edp_phy_pll_ctl_h 
pll_ctl[31:16] Register Signal for PLL 
pll_ctl[28:27]: 2'bOO center spread ssc control 

: pll_ctl[28:27]: 2'bO01 down spread ssc control 

BoeOs | RY OxOE00 pll_ctl[28:27]: 2'b1x up spread ssc control 

pll_ctl[31]: the frequency control signal for clk_phy 
1'bO: 1/20 of the data rate 
1'b1: 1/10 of the data rate 


EDP PHY GRF CON9 
Address: Operational Base + offset (0x0024) 
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| Bit |Attr|ResetValue| Ciéeescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
aE TS RW) (Ox0000 1'bO:Write access disable 
1'b1:Write access enable 


edp_phy_tx_ctl 
Reserved Register Signal for TX. 
tx_ctl[2:0]: when driver is set to LVDS mode, tx_ctl[2:0] is used 
for common mode voltage control. 
tx_ctl[3]:reserved 
tx_ctl[5:4]: 2'bOO, txN_data[19:0] is clock-in by rising edge of 
txN_rpck 
tx_ctl[5:4]: 2'b11, txN_data[19:0] is clock-in by rising edge of 
clk_phy 
tx_ctl[5:4]:2'b0O1, forbidden. 
tx_ctl[5:4]:2'b10, txN_data[19:0] is clock-in by rising edge 
oftxN_pck. 
tx_ctl[6]: bit error control singal: 0, prbs7 pattern; 1, prbs7 
pattern with bit error. 
tx_ctl[7]:reserved 
tx_ctl[9:8]: 2'bOO/01/10, TXPN and TXMN will be pull to 0, when 
: tx_pd[N]=1, 

15:0 |RW /0x0000 tx_ctI[9:8]: 2'b11, TXPN and TXMN will be stay in Hz status, 
when tx_pd[N]=1 
tx_ctl[10]: when tx_ctl[5:4] is set to 2'b11 
1'b1: use positive terminal of high speed clock to sample low 
speed clock 
1'bO: which terminal of high speed to use decide by the phase 
relation between high speed clock and low speed clock; 
Tx_ctl[11]: when tx_ctl[5:4] is set to 2'b00O 
1'b1: the internal sampler clock of parallel data originates from 
pil; 
1'bO: the internal sampler clock of parallel data originates from 
txN_rpck; 
tx_ctl[12]: bus width 
1'b1i: 10bit mode, txN_data[9:0] is used 
1'bO: 20bit mode, txN_data[19:0] is used 
tx_ctl[15:13]:reserved 


EDP_PHY_GRF CONi0 
Address: Operational Base + offset (0x0028) 


| Bit |Attr| Reset Value, 


Ps escription 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 
reserved ——“‘—s—‘“Ss—‘“‘“‘“‘SC*”d 


15:6 |RO |0x000 reserved 


edp_phy_aux_rcv_pd_sel 
AUX channel receiver select 
SR ONG 1'bO: edp_aux[3] 
1'b1: edp_phy_aux_rcv_pd 
edp_phy_aux_drv_pd_sel 
AUX channel driver select 
fo URW ORO 1'bO: ~edp_aux[3] 
1'b1: edp_phy_aux_drv_pd 
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| Bit |Attr/ResetValue| Ci escription 
3 |RO_|0xo_ reserved 


edp_phy_aux_idle 

D) Rw loxo Force the AUX channel differential signal to common mode 
1'b1: force AUXP /AUXN to common mode 
1'b0O: normal operation 
edp_phy_aux_rcv_pd 
AUX channel receiver enable control 

: ees 1'bO: enable 
1'b1: disable 
edp_phy_aux_drv_pd 
AUX channel driver enable control 

REE OKO 1'bO: enable 

1'b1: disable 


EDP PHY GRF CONiI1 
Address: Operational Base + offset (Ox002C 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'b0O:Write access disable 
1'b1:Write access enable 


ahs te anmeanac | 


oa fem phy_aux_rcv_vcm 
14: pasta ew oa common mode voltage control, when AUX channel operates as 
receiver 


edp_phy_aux_mode 

Control the TX driver mode. 

2'b00: model, the termination resistor connects to AVDH. 
11:10)/RW /Ox1 2'b01: mode2, the termination resistor connects to 

AVDL. (default) 

2'b10: mode3, common mode voltage sets to meet LVDS. 

2'b11: mode4, open drain mode. 


B_JRW JOxd_adp- phy aux amp seat phy_aux_amp_scale 
5 —IRO_lono reserved t—“OSOTCOCOCOCOCOCOC‘“(‘(#NNNNSNSNSNSNNNCS 


edp_phy_aux_amp 
The adjustment for the amplitude level (signal-end amplitude) of 
the driver 
3'b000:150mV 
RAY 3'b001:200mV 
3'b010:250mV 
3'b011:300mV 
Other: reserved 


3 |RO_|Ox0_ si reserved 


edp_phy_aux_rterm 
:0 |RW |Ox1 TX termination resistance adjustment 
setp: 1000hm 


EDP_PHY _GRF STATUSO 

Address: Operational Base + offset (0x0030 

| Bit |Attr[ResetValue|  ——s<s——“i;i‘“C;C™C~Ci scription 
[31:4 [RO |0x0000000 [reserved — —“(is—s—“‘“‘(‘“‘“‘“(‘(;S;S™CCOC*CSC*C*C*C*C*CSC‘idC 
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| Bit |Attr|ResetValue| Ci@eescription 


edp_phy_pll_ctl_o 
Reserved Register Signal (output) for PLL 
: bitO: pll_rdy 
20 Ox bit1: por output test signal 
bit2: reference clock test signal 
bit3: pd_pll 


EDP PHY GRF STATUS1 
Address: Operational Base + offset (0x0034) 


| Bit |Attr| Reset Value 


edp_phy_tx3_ctl_o 
. Reserved Register Signal (output) for TX 
31:24 0x00 bit(O]: pd_tx; 
bit[7:1]: 0000000 
edp_phy_tx2_ctl_o 
. Reserved Register Signal (output) for TX 
23:16 0x00 bit(O]: pd_tx; 
bit[7:1]: 0000000 
edp_phy_tx1_ctl_o 
: Reserved Register Signal (output) for TX 
15:8 0x00 bit(0]: pd_tx; 
bit[7:1]: 0000000 
edp_phy_tx0_ctl_o 
; Reserved Register Signal (output) for TX 
7:0 0x00 bit[0]: pd_tx; 
bit[7:1]: 0000000 


3.12 PCIEPHY_GRF Register Description 


3.12.1 Registers Summary 
Size| Reset Description 
Value e 


IGRF_PCIE3OPHY CON1 | 
IGRF_PCIE3OPHY CON2 __ | 
IGRF_PCIE3OPHY CON4 | 
|GRF_PCIE3OPHY CONS __| 
IGRF_PCIE3OPHY CONS __| 


a PCIESOPHY STATUS |p, 9980 w_ |oxo0000000 PCIE30 PHY control register 


ee ee 0x0084 w_ |oxo0000000 PCIE30 PHY control register 
aa PCIESOPHY STATUS |o,. 9088 w_ |oxo0000000 PCIE30 PHY control register 
GRF PCIE30PHY PRTO C |p 5499 Iw loxooooo009 |PCIESO PHY PRTO control 
ONO registerO 

GRF PCIE30PHY PRTO Cc PCIE30 PHY PRTO control 
GRF PCIE3OPHY PRTO C |p 5153 Iw loxooooo009 |PCIE30 PHY PRTO control 
ON2 register2 
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Reset 7 
offset |size| Yotue | Description 
GRF PCIE30PHY PRTO C |o ajc w_ |oxoo000000 PCIE30 PHY PRTO control 
register3 
GRF_PCIE30PHY PRTO_C |o4,4, w_ |oxoo000000 PCIE30 PHY PRTO control 
register4 
GRF_PCIE30PHY_PRTO_C 0x0118 0x00000800 PCIE30 PHY PRTO control 
register6 
0x00000000 PCIE30 PHY PRTO control 
register7 
PCIE30 PHY PRTO control 
0x00000000 registers 
0x00000000 PCIE30 PHY PRTO control 
register9 
PCIE30 PHY PRTO control 
0x00000000 reqistet10 
0x00000000 PCIE30 PHY PRTO control 
register11 
PCIE30 PHY PRTO control 
0x00000000 PCIE30 PHY PRTO control 
register13 
0x00000000 PCIE30 PHY PRTO control 
register14 
PCIE30 PHY PRTO control 


Z\Ala 
£ [e) 
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GRF_PCIE30PHY PRTO C |g Q44¢ 


GRF_PCIE30PHY_PRTO C 0x0120 
GRF_PCIE30PHY PRTO € jy 9454 
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ON13 


GRF_PCIE30PHY PRTO C 
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GRF_PCIE30PHY PRTO C 
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GRF_PCIE30PHY_PRTO C 
7 


PCIE30 PHY PRTO control 
0x00000000 PCIE30 PHY PRTO control 
register18 

PCIE30 PHY PRTO control 
0x00000000 register19 
0x00000000 PCIE30 PHY PRTO control 
register20 
PCIE30 PHY PRTO control 
0x00000000 reqister13 
0x00000000 PCIE30 PHY PRTO control 
register22 
PCIE30 PHY PRTO control 
0x00000000 PCIE30 PHY PRTO control 
register24 
PCIE30 PHY PRTO control 
0x00000000 registers 
GRF_ PCIE30PHY PRTO C 0x0168 0x00000000 PCIE30 PHY PRTO control 
register13 
GRF PCIE30PHY PRTO C 0x016C 0x00000000 PCIE30 PHY PRTO control 
enee register27 
GRF_ PCIE30PHY PRTO C 0x0170 w_ loxo0000000 PCIE30 PHY PRTO control 
ON28 register13 
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GRF PCIE30PHY PRTO C 0x0140 0x00000000 PCIE30 PHY PRTO control 
ON16 register16 
w_fe 
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GRF_ PCIE30PHY PRTO C 0x0174 


Reset 7 
offset |size| Ystue | Description 
w_ loxoo0000000 PCIE30 PHY PRTO control 
register29 
RF PCIE30PHY PRTO C PCIE30 PHY PRTO control 
GRF_PCTESOPHY PRTO € 0x017C Ww |0x00000000 PCIE30 PHY PRTO control 
net register31 
RF _PCIE30PHY PRTO C PCIE30 PHY PRTO control 
ON32 0x0180 0x00000000 registers? 
0x00000000 PCIE30 PHY PRTO control 
register33 
PCIE30 PHY PRTO control 
0x00000000 registers4 
5 0 


ous prorec _|w_[oxo0000000 feaiteras 
Ce meee PCIE30 PHY PRTO control 


N29 


RF PCIE30PHY PRTO C 
N 


6 register36 


0x00000000 PCIE30 PHY PRTO control 
register37 

PCIE30 PHY PRTO control 
0x00000000 register38 

GRF_PCIE30PHY_PRTO C PCIE30 PHY PRTO control 
ON39 0x019C 0x00000000 Seaiearaa 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


3.12.2 Detail Registers Description 
GRF PCIESOPHY CONO 
Address: Operational Base + offset (0x0000) 


| Bit [Attr| Reset Value Description 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
SEIS RW: /0x0000 1'bO:Write access disable 
1'b1:Write access enable 
: ups_pipe_config 
wiisiotie Dcs_pipe_config bit control 


GRF PCIE30PHY CON1 
Address: Operational Base + offset (0x0004) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
STsT6IRW' |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


15:9 |RO_ |0x00___—[reserved 


O 
F 
O 
F 
O 
F 
O 
GRE _PCIESOPHY. PRTO C 
F 
O 
F 
O 
F 
O 
F 
O 


= Saas PRTO C 0x0194 


OnE PCIE30PHY PRTO C 0x0198 


G 
3 
G 
3 
G 
3 
G 
3 
GRF_PCIESOPHY PRTO C 
G 
3 
G 
3 
G 
3 
G 
3 


reserved 
phyO_txdn_term_offset 
Offset for TX Down Termination 
Specifies an additional fixed offset to calibrated TX down 
RY: | DXO0e termination value. 
This is a signed input with 2's complement encoding. 
Voltage Range: O-vpdig 


GRF_PCIE30PHY_CON2 
Address: Operational Base + offset (0x0008) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ot; Le Rw (0x0000 1'bO:Write access disable 
1'b1:Write access enable 


nc 


pcie30phy_test_burn 
9 rw oxo «fC test_burn bit control 


phyO_txup_term_offset 
Offset for TX Up Termination 
Rw |0x000 Sera an additional fixed offset to calibrated TX up termination 
This is a signed input with 2's complement encoding. 
Voltage Range: O-vpdig 


GRF PCIE30PHY CON3 
Address: Operational Base + offset (OxO00C 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


phyO_ref_use_pad 
Select reference clock connected to ref_pad_clk_p/ref_pad_clk_m 
Selects the external ref_pad_clk_p and ref_pad_clk_m inputs as 
15 RW |Ox1 the reference clock source when asserted. When de-asserted, 
ref_alt_clk_p and ref_alt_clk_m are the sources of the reference 
clock. Any change in this input must be followed by phy_reset 
assertion. 
phyO_ref_repeat_clk_en 
14 Rw loxo Repeat reference clock enable 
Enables the CML output clocks ref_repeat_clk_[p,m]. This pair of 
clocks can be used as reference clocks for other on-chip PHYs. 
phyO_ref_clkdet_en 
L3 RW |0x0 Enable Reference Clock Detection 
Enables detection of the reference clock on the pads input 


phyO_pma_pwr_stable 
Power stable for PMA 

12 RW |Ox1 Status signal indicating that the power for the PMA is stable. The 
pma_pwr_stable signal should only be asserted if the supply is 
90% of nominal or higher. 
phyO_pcs_pwr_stable 
Power stable for Raw PCS 

11 RW |Ox1 Status signal indicating that the power for the Raw PCS is stable. 
The pcs_pwr_stable signal should only be asserted if the supply is 
90% of nominal or higher. 
phyO_mpllb_ssc_en 
Spread spectrum enable (mpllb_ssc_en) 

10 RW |0x0 Enables spread-spectrum clock (SSC) generation on the 
mpll(a,b)_div_clk output. If the reference clock already has 
spread spectrum applied, mpll(a,b)_ssc_en must be de-asserted. 
phyO_mpllb_force_en 

Rw loxo MPLLB force enable 
When asserted, the corresponding MPLL is forced to be powered 
up, irrespective of the txX_mpll_en input. 
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| Bit |Attr[ResetValue| ————Ci‘“‘;C™C*éi scription 
phyO_mplla_ssc_en 
Spread spectrum enable (mplla_ssc_en) 
Enables spread-spectrum clock (SSC) generation on 
thempll(a,b)_div_clk output. If the reference clock already has 
spread 
spectrum applied, mpll(a,b)_ssc_en must be de-asserted. 
These inputs can only be changed when the txX_mpll_en inputs 
for all lanes are de-asserted. 


phyO_mplla_force_en 

MPLLA force enable 

When asserted, the corresponding MPLL is forced to be powered 
up, irrespective of the txX_mpll_en input. 


phyO_nominal_vph_sel 

VPH nominal selection 

Indicates the VPH voltage level supplied: 
2'b00: Reserved 


This input can only be changed with phy_reset is asserted. 
phy0O_rx_term_offset 

Offset for RX Termination 

Specifies an additional fixed offset to calibrated RX termination 
value. 

This is a signed input with 2's complement encoding. 

Voltage Range: O-vpdig 


GRF PCIESOPHY CON4 
Address: Operational Base + offset (0x0010 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
SL eLOI RW .|0x0000 1'bO:Write access disable 

1'b1:Write access enable 


cr_para_sel 
Control Register (CR) parallel interface select 
Controls selection between JTAG and CR interfaces: 
15 RW |0x1 1'bO: JTAG 
1'b1: Control Register (CR) 
This input can only be changed when the cr_para_clk and 
jtag_tck clock inputs are disabled. 


sram_ext_Id_done 

14 Rw loxi SRAM external load done 
Signal asserted by user after any updates to the SRAM have been 
loaded. 

13 RW |0x1 SRAM bypass 
Control signal when asserted, bypasses the SRAM interface. 
pg_mode_en 
Power gating support enable 

- ee Control input to enable the power gating support. When de- 
asserted, the control inputs related to gating are ignored 
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| Bit |Attr|ResetValue| Ci eescription 


ext_pclk_req 

External PCLK request 

When asserted, the MPLL clock sources in the PHY are powered 
up and pcs_laneX_pclk outputs stay active, regardless of the 
pcs_laneX_powerdown[3:0] inputs 


phy_rxi_term_acdc 

Receiver termination control 
phy_rxO_term_acdc 

9 |awloxa Receiver termination control 


phy_rtune_req 
Resistor tune request 


Assertion triggers a resistor tune request (if one is not already in 


GRF_PCIESOPHY_CONS5 


phy_lanei_rx2tx_par_Ib_en 

Parallel (RX to TX) loopback enable 

When this signal is asserted, recovered parallel data from the 
receiver is looped back to the transmit serializer. 
phy_laneO_rx2tx_par_Ib_en 

Parallel (RX to TX) loopback enable 

When this signal is asserted, recovered parallel data from the 
receiver is looped back to the transmit serializer. 
phy_lane1_pwr_present 

phy_lane1_pwr_present 

VBUS power present 

Signal from external VBUS detection circuit 
phy_laneO_pwr_present 

phy_laneO_pwr_present 

VBUS power present 

Signal from external VBUS detection circuit 

ext_ctrl_sel 

ext_ctrl_sel 

phy_ext_ctrl_sel is PHY configuration setting per-protocol. 
External overrides for the per-protocol settings of the PHY 
configuration inputs. 

(For per-protocol settings to configure the PHY, refer to the 
DesignWare Cores PHY databook, "PHY Usage and Configuration 
chapter). 

The PCS internally determines the hard-coded optimal settings 
for each protocol. However, these settings can be overwritten on 
a per-protocol basis from these top-level pins when 
phy_ext_ctrl_sel input is asserted. The protocolX signals 
correspond to the pcs_laneX_protocol[1:0] value of 00, 01, 10, 
respectively. 

phyO_sram_ext_Id_done 

SRAM external load done 

Signal asserted by user after any updates to the SRAM have been 
loaded. 

phyO_sram_bypass 

SRAM bypass 

Control signal when asserted, bypasses the SRAM interface. 
upcs_pwr_stable 

Power stable for upcs 

Status signal indicating that the power for the upcs is stable. The 
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Address: Operational Base + offset (0x0014 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


rxO_eb_empty_mode_sel 
rxO_eb_empty_mode controll selection 
1'bO: from PCIe controller 


tx_disable control selection 

1'bO: from PCIe controller 

1'b1: from GRF 

rxO_disable 

RX disable control for lane X 

This is a side-band signal that a PIPE 4.2 controller needs to 
enter and exit P1.1 and P1.2 power states. When asserted, all RX 
lane circuitry (including RX Electrical Idle Exit Detection) for lane 
X is disabled. 

rxO_disable_sel 

rx_disable control selection 

1'bO: from PCIe controller 

1'b1: from GRF 

rxO_eb_empty_mode 

Elastic buffer mode for lane X 

Selects Elasticity Buffer operating mode. 

1'bO: Nominal Half-Full Buffer mode 

1'b1: Hybrid Pipe Buffer Mode 

rxO_cmn_refclk_mode 

RX common reference clock mode for lane X 

This mode should be enabled only when the far-end and near-end 
devices are running with a common reference clock. When 
asserted, this input configures the elastic buffer to operate in the 
lowest latency mode. 

rxO_sris_mode_en 

RX SRIS ECM mode enable for lane X 

When asserted, this input configures the PHY CDR and the elastic 
buffer to recover Independent Spread Spectrum Data. 

Note: 

Any change to this input must be followed by phy_reset 
assertion. 

rxO_termination 

Receiver termination control 

laneO_clkreq_n 

Clock request for lane 0 

laneO_tx2rx_loopbk 

TX-to-RX loopback enable for lane X 

When asserted, this input turns on the TX-to-RX serial loopback 
within the PHY. 
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| Bit |Attr|ResetValue| —Ci@eescription 


laneO_mpll_mode 
Sets MPLL bandwidth and lock time. Set this signal based on the 
chosen PCle refclk architecture in the system (common clock 


versus 

separate clock). 

1'bO: Normal MPLL bandwidth and lock time (use for PCIe 
separate refclk architecture) 


1'b1: Higher MPLL bandwidth and shorter lock time (use for PCIe 
common refclk architecture) 

laneO_link_num 

Link number for lane X 

Link number of lane X used for bifurcation. Each lane can be 
assigned to any link using this input. The TX lane-to-lane skew 
within the PCS for lanes that are part of the same link is zero UI 
(O UI). 


GRF PCIE30PHY CON6 
Address: Operational Base + offset (0x0018 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
ST:16/RW: |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


rxi_eb_empty_mode_sel 
rxO_eb_empty_mode controll selection 
1'bO: from PCIe controller 


tx_disable control selection 
1'bO: from PCIe controller 
1'b1: from GRF 


RX disable control for lane X 

This is a side-band signal that a PIPE 4.2 controller needs to 
enter and exit P1.1 and P1.2 power states. When asserted, all RX 
lane circuitry (including RX Electrical Idle Exit Detection) for lane 
X is disabled. 

rx1_disable_sel 

rx_disable control selection 

1'bO: from PCIe controller 

1'b1: from GRF 

rx1_eb_empty_mode 

Elastic buffer mode for lane X 

Selects Elasticity Buffer operating mode. 

1'bO: Nominal Half-Full Buffer mode 

1'b1: Hybrid Pipe Buffer Mode 

rx1_cmn_refclk_mode 

RX common reference clock mode for lane X 

This mode should be enabled only when the far-end and near-end 
devices are running with a common reference clock. When 
asserted, this input configures the elastic buffer to operate in the 
lowest latency mode. 
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| Bit |Attr|ResetValue| Ci@eescription 


rx1_sris_mode_en 
Rw loxo RX SRIS ECM mode enable for lane X 

When asserted, this input configures the PHY CDR and the elastic 
buffer to recover Independent Spread Spectrum Data. 
rx1_termination 

Receiver termination control 
lane1_clkreq_n 

6 rw oxo Clock request for lane 0 


lane1_tx2rx_loopbk 
TX-to-RX loopback enable for lane X 
When asserted, this input turns on the TX-to-RX serial loopback 


within the PHY. 


lane1_mpll_mode 


Sets MPLL bandwidth and lock time. Set this signal based on the 
chosen PCle refclk architecture in the system (common clock 
versus 

separate clock). 

1'bO: Normal MPLL bandwidth and lock time (use for PCIe 
separate refclk architecture) 

1'b1: Higher MPLL bandwidth and shorter lock time (use for PCIe 
common refclk architecture) 

lane1_link_num 

Link number for lane X 

Link number of lane X used for bifurcation. Each lane can be 
assigned to any link using this input. The TX lane-to-lane skew 
within the PCS for lanes that are part of the same link is zero UI 


GRF_PCIE30PHY_CON7 
Address: Operational Base + offset (0x001C) 


| Bit |Attr| Reset Value, 


Ps eseription sd 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


15:12/RO_|0x0_ [reserved 


reserved 

rx1_idle_los_cnt_g1 

RX IDLE Loss-of-Signal Counter for Gen1 

Determines the number of PHY RX LOS samples of 1 (loss of 

signal samples) to consider the RX as electrical idle. 

When pcs_rxX_idle_los_cnt_g1[5:0] is 0, this feature is disabled 
11:6 |RW |/0x00 and only EIOS detection is used to determine RX electrical idle 

condition. 

When pcs_rxX_idle_los_cnt_g1[5:0] is non-zero (for example, N: 

if phy_rxX_los = 1 for N number of pcs_laneX_clk clock cycles 

consecutively), the subsequent data is considered invalid data 

and pipe_rxX_valid is deasserted. 
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| Bit |Attr|ResetValue| —Ci@eescription 


rxO_idle_los_cnt_g1 

RX IDLE Loss-of-Signal Counter for Gen1 

Determines the number of PHY RX LOS samples of 1 (loss of 

signal samples) to consider the RX as electrical idle. 

When pcs_rxX_idle_los_cnt_gi[5:0] is 0, this feature is disabled 
5:0 |RW {0x00 and only EIOS detection is used to determine RX electrical idle 

condition. 

When pcs_rxX_idle_los_cnt_g1[5:0] is non-zero (for example, N: 

if phy_rxX_los = 1 for N number of pcs_laneX_clk clock cycles 

consecutively), the subsequent data is considered invalid data 

and pipe_rxX_valid is deasserted. 


GRF PCIE30PHY CONS 
Address: Operational Base + offset (0x0020) 


| Bit |Attr/ResetValue| Ci eescription 
31:7 |RO_|0x0000000 


pipe_laneO_powerdown control select 

Rw loxo pipe_laneO_powerdown control select 
1'bO: from pcie30x2_mac2phy_powerdown 
1'b1: from grf_pcie30phy_con9[3:0] 


pipe_rxO_standby 


pipe_rxO_standby control select 
Rw lox0 rxstandby_to_phy control selection 
1' wee from pcie3_ 10 ee rxstandby_to_phy 


pipe_ x0 compliance 
ob grf control pipe_txO_compliance 


pipe_txO_compliance control select 
txO_compliance control selection 

2 BOs 1'bO: from pcie30_I0O_mac2phy_txcompliance 
1'b1: from grf_pcie30phy_con8[3] 


pipe_txO_txelecidle 
grf control pipe_txO_txelecidle 


pipe_txO_elecidle control select 

Rw lox0 tx0_elecidle control selection 
1'bO: from pcie30_l0_mac2phy_txelecidle 
1'b1: from grf_pcie30phy_con8g[1] 


GRE PCIESOPHY CON9 

Address: Operational Base + offset (0x0024 

| Bit |Attr[ResetValue| ss —“(i;i‘“;C Ci scription 
[31:8 [RO |Ox000000__—ifreserved i (i—~—“‘“(‘“‘(“(“(#:*SC*C“(‘“(#NNNNCCO#C€C 


pipe_lanel_powerdown 

grf control lanel_powerdown 
pipe_laneO_powerdown 

a grf control pipe_laneO_powerdown 

GRF PCIE30PHY STATUSO 

Address: Operational Base + offset (0x0080) 


| Bit |Attr/ResetValue| Ci eescription 
31 |RO_|oxo ss freserved 


phyO_mpllb_state 
MPLLB state indicator 
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oo i 
cfu po recta 


phyO_pma_pwr_en 
6 Rw loxo Power enable for PMA power switch 
Enable signal for PMA power switch (internal or external) to 
supply power to the PMA. 
phyO_pcs_pwr_en 
Power enable for PCS power switch(es) 
25 RW {0x0 Enable signal for external switch(es) to supply power to the 
power-gated logic in the PCS. 
For information about power gating 


upcs_pwr_en 
Power enable for PCS power switch(es) 
16 RW {0x0 Enable signal for external switch(es) to supply power to the 
power-gated logic in the PCS. 
For information about power gating 
phy_rtune_ack 
15 RW |0xO Resistor tune acknowledge 
Indicates that a resistor tune has completed 


oof Staintae 
RW oo SRAM Initialization done 
Signal indicating that the SRAM has been initialized by the boot 
phy_rx1_ppm_drift_vld 
Rw loxo RX CDR PPM Drift Valid 
Indicates when the rxX_ppm_drift[5:0] output is valid and can be 
sampled. 
phy_rx1_ppm_drift 
RX CDR PPM Drift 
REZ: RW OKO0 This value represents the amount of ppm on the rxX_clk with 
respect to the ideal desired frequency. 
phy_rx0O_ppm_drift_vld 
Rw loxo RX CDR PPM Drift Valid . . . 
Indicates when the rxX_ppm_drift[5:0] output is valid and can be 
sampled. 
phy_rxO_ppm_drift 
RX CDR PPM Drift 
DO: RW: O00 This value represents the amount of ppm on the rxX_clk with 
respect to the ideal desired frequency. 
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GRE PCIE3SOPHY STATUS1 

Address: Operational Base + offset (0x0084 

| Bit [Attr|ResetValue|  —_— “s—“‘“‘SSW:éCéi scription =— (Cd 
31:18|RO [0x0000_—sifreserved ——s—“‘“C(CS*S*S™~CSCSCCSCS 


ipe_rx1_ebuff_location 

ipe_rxO_ebuff_location 
:0_|rw joxooo |eriagim elastic butler forlaneO 
GRF_ PCIE30PHY_ STATUS2 
Address: Operational Base + offset (0x0088) 
| Bit [Attr|ResetValue|  ———C*‘eScriptiom 
31:25[RO [0x00 [reserved 
12 [RO [oxo si reserved 
9 [RW [Oxo [phyO_mpllb_force_ack sd 
is [RW [oxo [phyO_mpllb_dword clk 
6 [RW [Oxo [phyO_mpllb_ div clk 
3 [RO [Oxo si freserved 


phyO_mplla_div_fr_clk 
Free-running MPLLA divide clock 

RW {0x0 This clock is intended to be used for scan on-chip clocking 
mode.Whenscan_pma_occ_en is asserted, this clock stays 
running during scan_mode. 


GRF PCIE30PHY PRTO CONO 

Address: Operational Base + offset (0x0100 

| Bit [Attr|ResetValue| ss ——“‘“CS*éiS scription —— 
[31:16[RO |0x0000_—sireserved — ——“‘“‘“(“(“(;:S#S*C*C*C*C*C*C*™*™*™C™C™C~‘~*C 


: protocolO_ext_mplla_bandwidth 
noun MPLLA bandwidth control. 


GRF PCIESOPHY PRTO CON1 
Address: Operational Base + offset (0x0104) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ot Le Rwy (0x0000 1'bO:Write access disable 
1'b1:Write access enable 


15:6 _|RO_|0x000 
5 |RO_|0x0_ si freserved 
4:0 |RO |oxoo_ reserved 


GRF PCIESOPHY PRTO CON2 
Address: Operational Base + offset (0x0108 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
SEES LBW /0x0000 1'bO:Write access disable 
1' ees SS Write access enable 


15:11/RO_|0x00 reserved 


protocol0O_ext_mplla_div_clk_en 
MPLLA divide clock enable 
When asserted, the frequency of the mpll(a,b)_div_clk output 
clock is the MPLL(A,B) frequency divided by 
Rw loxo mpll(a,b)_div_multiplier[6:0].Fractional division and/or SSC is 
additionally applied to mpll(a,b)_div_clk depending on the 
settings of mpll(a,b)_ssc_en and 
mpll(a,b)_ fracn_ctrl[8:0]. 
These inputs can only be changed when the respective 
mpll(a,b)_ssc_en and txX_mpll_en inputs are de-asserted. 
protocolO_ext_mplla_div8_clk_en 
MPLLA divide by 8 enable 
When asserted, the frequency of the mpll(a,b)_word_clk output 
Rw lox0 clock is the MPLL(A,B) frequency divided by 8. If 
mpll(a,b)_div10_clk_en is also asserted, then divide by 10 takes 
priority. 
These inputs can only be changed when the txX_mpll_en input is 
deasserted. 


protocolO_ext_mplla_div16p5_clk_en 
srw foxo MPLLA divide by 16.5 enable 


protocolO_ext_mplla_divi0_clk_en 
MPLLA divide by 10 enable 
When asserted, the frequency of the mpll(a,b)_word_clk output 

7 RW /|0x0O clock is the MPLL(A,B) frequency divided by 10. This divide by 10 
takes priority over mpll(a,b)_div8_clk_en. 
These inputs can only be changed when the txX_mpll_en inputs 
for all lanes are de-asserted 
protocolO_ext_mplla_div_multiplier 
MPLLA output frequency multiplier control 
Frequency multiplication factor used to generate MPLL clock 

Rw |0x00 output from the reference clock input as seen by the MPLL (after 

ref_clk_div2_en and 
ref_clk_mplla_div2_en/ref_clk_mpllb_div2_en dividers). 
This input can only be changed when the txX_mpll_en inputs for 
all lanes are de-asserted. 


GRF PCIESOPHY PRTO CONS3 
Address: Operational Base + offset (0x010C) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ot; Le) Rw (0x0000 1'bO:Write access disable 
1'b1:Write access enable 


U5:11/RO_|Ox0O_ [reserved 


protocol0_ext_mplla_fracn_ctrl 
MPLLA fractional control 

10:0 |RW |/0x000 MPLL(A,B) fractional control input to be set as per the tables in 
the"Support Configuration Settings" appendix and the "Lane 
Configuration Settings" appendix. 


GRF PCIE30PHY PRTO CON4 
Address: Operational Base + offset (0x0110) 


| Bit |Attr| Reset Value 


write_enable 
Write enable for lower 16bits, each bit is individual. 
B EELS) RWS OxG000 1'bO:Write access disable 
1'b1:Write access enable 
15:10[RO_|Ox0OO si [reserved 
pw foo protocol0_ext_mplla_ssc_clk_sel 
RW |0x0 MPLLA spread spectrum clock select 
MPLL(A,B) clock select for generating spread spectrum. 


xo fu ext_mplla_short_lock_en 
RW oo MPLLA short lock enable 
Enables short lock mode for MPLLA. 


protocolO_ext_mplla_multiplier 

Rw |ox00 MPLLA frequency multiplier control 
Multiplies the reference clock to a frequency suitable for intended 
operating speed. 


GRF PCIE30PHY PRTO CON5 
Address: Operational Base + offset (0x0114) 


| Bit |Attr| Reset Value 


write_enable 
Write enable for lower 16bits, each bit is individual. 

eS DEO RW | OX0000 1'bO:Write access disable 
1'b1:Write access enable 

11.0 fw Jowsoo tect nae een 
protocolO_ext_mplla_ssc_freq_cnt_init 

ae 11:0 Rw | Oxeu0 MPLLA SSC Frequency Counter Initialization 
GRF_PCIE3O0PHY PRTO CONG6 
Address: Operational Base + offset (0x0118 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)RW. |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


15:12|RO_|OxO reserved 


protocolO_ext_mplla_ssc_up_spread 
MPLLA SSC Up Spread Enable 

11 RW |Ox1 When asserted, the SSC is applied in upwards direction (positive 
ppm) and when deasserted the SSC is applied downwards 
(negative ppm). 
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| Bit |Attr|ResetValue| Cé@eescription 


protocolO_ext_mplla_tx_clk_div 

MPLLA TX Clock Divider 

Sets the divide ratio on the MPLL clock sent to the TX as follows: 
10:8 |RW {0x0 2'bO0O : divl 

2'b0O1 : div2 

2'b10 : div4 

2'b11 : divi (duplicate state 


protocol0_ext_mplla_ssc_freq_cnt_peak 
7:0 |RW {0x00 MPLLA SSC Frequency Counter Peak Sets the peak value for the 
SSC frequency counter. 


GRF PCIE30PHY PRTO CON7 
Address: Operational Base + offset (0x011C) 


| Bit _|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
SL Do RW" Ox0008 1'bO:Write access disable 
1'b1:Write access enable 
; protocolO_ext_mpllb_ bandwidth 
pxoure MPLLB bandwidth control 
GRF PCIE30PHY PRTO CONS 
Address: Operational Base + offset (0x0120) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


}15:10/RO_|Ox0O_ [reserved 


protocol0O_ext_mpllb_div_clk_en 

MPLLB divide clock enable 

When asserted, the frequency of the mpll(a,b)_div_clk output 
Rw loxo clock is the MPLL(A,B) frequency divided by 

mpll(a,b)_div_multiplier[6:0]. 

Fractional division and/or SSC is additionally applied to 

mpll(a,b)_div_clk depending on the settings of mpll(a,b)_ssc_en 

and mpll(a,b)_fracn_ctrl[8:0]. 


protocolO_ext_mpllb_div8_clk_en 

MPLLB divide by 8 enable 

When asserted, the frequency of the mpll(a,b)_word_clk output 

Rw lox0 clock is the MPLL(A,B) frequency divided by 8. If 

mpl(a,b)_divi0_clk_en is also asserted, then divide by 10 takes 

priority. 

These inputs can only be changed when the txX_mpll_en input is 

deasserted. 

protocolO_ext_mpllb_div10_clk_en 

MPLLB divide by 10 enable 

When asserted, the frequency of the mpll(a,b)_word_clk output 
7 RW |0x0 clock is the MPLL(A,B) frequency divided by 10. This divide by 10 

takes priority over mpll(a,b)_div8_clk_en. 

These inputs can only be changed when the txX_mpll_en inputs 

for all lanes are de-asserted. 
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| Bit |Attr|ResetValue| Ci ecription 


protocolO_ext_mpllb_div_multiplier 
MPLLB output frequency multiplier control 
Frequency multiplication factor used to generate MPLL clock 

rw lox00 output from the reference clock input as seen by the MPLL (after 
ref_clk_div2_en and 
ref_clk_mplla_div2_en/ref_clk_mpllb_div2_en dividers). 
This input can only be changed when the txX_mpll_en inputs for 
all lanes are de-asserted. 


GRF_PCIE30PHY_PRTO CON9 
Address: Operational Base + offset (0x0124) 


| Bit |Attr| Reset Value, 


Pp —i—“‘é‘s(#OScription 
write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'b0O:Write access disable 
1'b1:Write access enable 


15:11[RO_|oxoo. [reserved 
; protocolO_ext_mpllb_fracn_ctrl 
S000 MPLLB fractional control 


GRF PCIESOPHY PRTO CONi0 
Address: Operational Base + offset (0x0128) 
| Bit [Attr|ResetValue| ss ———“‘S™CéiS scription =— Cd 
write_enable 
Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'bi:Write access enable 


MPLLB spread spectrum clock select. 
MPLLB short lock enable. 
protocolO_ext_mpllb_multiplier 


x'bxxx(bits < 4), x'hxxxx(bits >= 4 


GRF_PCIE30PHY_PRTO CON11 
Address: Operational Base + offset (0x012C) 


Reset Value 


| Bit | Attr| PC escription 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


15:12|RO_|OxO_——sdreserved ———“‘“(C;C*SCS™C™C™C™C™C~*C 
: protocolO_ext_mpllb_ssc_freq_cnt_init 
Ongge MPLLB SSC Frequency Counter Initialization. 


GRF PCIESOPHY PRTO CON12 
Address: Operational Base + offset (0x0130 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
SE EES BW: 0x0000 1'bO:Write access disable 
1'b1:Write access enable 


i5:12/RO_|OxO_ [reserved 
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| Bit |Attr|ResetValue| Cé@eescription 


protocolO_ext_mpllb_ssc_up_spread 
MPLLB SSC Up Spread Enable 
11 RW |0x0 When asserted, the SSC is applied in upwards direction (positive 
ppm) and when deasserted the SSC is applied downwards 
(negative ppm). 
protocol0O_ext_mpllb_tx_clk_div 
MPLLB TX Clock Divider 
Sets the divide ratio on the MPLL clock sent to the TX as follows: 
10:8 |RW |0xO 2'bOO : div1 
2'b0O1 : div2 
2'b10 : div4 


protocol0_ext_mpllb_ssc_freq_cnt_peak 
7:0 |RW {0x00 MPLLB SSC Frequency Counter Peak 
Sets the peak value for the SSC frequency counter. 


GRF PCIESOPHY PRTO CON13 
Address: Operational Base + offset (0x0134 


| Bit _|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
SL-TOIRW: | 0x0000 1'bO:Write access disable 
1'b1:Write access enable 
15:6 
5 
4 
3 
2:0 


0x000 


protocol0_ext_ref_clk_mpllb_div2_en 


MPLLB reference clock divider control 

The reference clock used for MPLLB calibration and locking can be 
divided by 2. This division is applied after ref_clk_div2_en. Hence 
the total division ratio (from the input reference clock) can be 1, 
2 or 4. 


protocol0_ext_ref_clk_mplla_div2_en 
MPLLA reference clock divider control 


The reference clock used for MPLLA calibration and locking can be 
divided by 2. This division is applied after ref_clk_div2_en. Hence 
the division ratio (from the input reference clock) can be 1, 2 or 
4 


protocolO_ext_ref_clk_div2_en 

Input reference clock divider control 

The reference clock is divided by 2 when asserted. Any change in 
this input must be followed by phy_reset assertion. 


protocol0O_ext_ref_range 
Input reference clock frequency range 
Specifies the frequency range of the input reference clock (post 
ref_clk_div2_en division if any). The code mapping of ref_range 
: 20 - 26 MHz 
RW : 26.1 - 52 MHz 
: 52.1 - 78 MHz 
: 78.1 - 104 MHz 
: 104.1 - 130 MHz 
: 130.1 - 156 MHz 
: 156.1 - 182 MHz 
: 182.1 - 200 MHz 
Any change in this input must be followed by phy_reset assertion. 
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GRF_ PCIESOPHY PRTO CON14 
Address: Operational Base + offset (0x0138) 


| Bit |Attr| Reset Value, 


Pi escription sd 
write_enable 
Write enable for lower 16bits, each bit is individual. 
RW /0x0000 1'bO:Write access disable 
1'b1:Write access enable 
0 reserved —s—CSsSSSSCid 


15:6 [RO_|0x000__—reserved 
protocol0O_ext_rx_adapt_dfe_en_g3 
RX adaptation enable 
Enables the RX adaptation circuitr 
protocol0O_ext_rx_adapt_dfe_en_g2 
RX adaptation enable 
Enables the RX adaptation circuitry 
protocol0_ext_rx_adapt_dfe_en_g1l 
RX adaptation enable 
Enables the RX adaptation circuitr 
protocol0_ext_rx_adapt_afe_en_g3 
RX adaptation enable 
Enables the RX adaptation circuitry 
protocol0O_ext_rx_adapt_afe_en_g2 
RX adaptation enable 
Enables the RX adaptation circuitry 
protocol0_ext_rx_adapt_afe_en_g1 
RX adaptation enable 
Enables the RX adaptation circuitr 


31:16 
15:6 


GRF_ PCIESOPHY PRTO CON15 
Address: Operational Base + offset (0x013C) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


5 |RO_|0x0 [reserved 


reserved 
protocolO_ext_rx_cdr_ppm_max_g3 
Maximum Allowed PPM on the RX CDR Clock 

14:10;}RW |0x00 This input specifies the maximum PPM drift to be allowed on the 
RX clock (relative to ideal desired frequency) before the CDR 
recovery circuit is engaged. 


protocol0O_ext_rx_cdr_ppm_max_g2 
Maximum Allowed PPM on the RX CDR Clock 

9:5 |RW |0x00 This input specifies the maximum PPM drift to be allowed on the 
RX clock (relative to ideal desired frequency) before the CDR 
recovery circuit is engaged. 
protocolO_ext_rx_cdr_ppm_max_g1 
Maximum Allowed PPM on the RX CDR Clock 

4:0 |RW |0x00 This input specifies the maximum PPM drift to be allowed on the 
RX clock (relative to ideal desired frequency) before the CDR 
recovery circuit is engaged. 


GRF_PCIE30PHY PRTO CON16 
Address: Operational Base + offset (0x0140) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
oh Te Rw | 0x0000 1'bO:Write access disable 
1'b1:Write access enable 


15:6 |RO_|0x000 


protocolO_ext_rx_cdr_vco_freqband_g3 

5:4 |RW |Ox0 RX CDR VCO Frequency Band 
Controls coarse-DAC step-size based on data rate and VPH level. 
protocolO_ext_rx_cdr_vco_freqband_g2 

3:2 |RW |Ox0 RX CDR VCO Frequency Band 
Controls coarse-DAC step-size based on data rate and VPH level. 
protocolO_ext_rx_cdr_vco_freqband_g1 

1:0 |RW /|0xO RX CDR VCO Frequency Band 
Controls coarse-DAC step-size based on data rate and VPH level. 


GRF PCIE3O0PHY PRTO CON17 
Address: Operational Base + offset (0x0144) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


15:12/RO [Oxo [reserved 
protocolO_ext_rx_delta_ig_g3 
IQ offset value 
; Indicates the amount of additional offset to apply to the 
BESO RV OX0 Inphase/Quadrature (IQ) separation. 
This is an unsigned offset value and covers a range of OUI to 
0.2UI. 
protocolO_ext_rx_delta_iq_g2 
IQ offset value 
7:4 |Rw |oxo Indicates the amount of additional offset to apply to the 
: Inphase/Quadrature (IQ) separation. 
This is an unsigned offset value and covers a range of OUI to 
0.2UI. 
protocolO_ext_rx_delta_iq_g1 
IQ offset value 
3:0 IrRw loxo Indicates the amount of additional offset to apply to the 
: Inphase/Quadrature (IQ) separation. 
This is an unsigned offset value and covers a range of OUI to 
0.2UI. 


GRF_ PCIE30PHY_PRTO CON18 
Address: Operational Base + offset (0x0148) 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


15:9 [RO [0x00 si freserved 
protocolO_ext_rx_eq_att_Ivl_g3 
rw loxo RX equalization attenuation level 
Controls the AFE attenuation level from -2dB when set to 3'b0O0O, 
to -6dB when set to 3'b111; binary encoded. 
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| Bit |Attr|ResetValue| Cé@eescription 


protocolO_ext_rx_eq_att_Ivl_g2 
5:3. IRW lox0 RX equalization attenuation level 
, Controls the AFE attenuation level from -2dB when set to 3'bO00, 
to -6dB when set to 3'b111; binary encoded. 


protocolO_ext_rx_eq_att_Ivl_g1 
2:0 IRW |oxo RX equalization attenuation level 
, Controls the AFE attenuation level from -2dB when set to 3'bO00, 
to -6dB when set to 3'b111; binary encoded. 


GRF PCIE30PHY PRTO CON19 
Address: Operational Base + offset (0x014C 


| Bit |Attr|/ResetValue| Ci eescription = 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


5 |RO |0x0____—freserved 


protocolO_ext_rx_eq_ctle_boost_g3 
14:10)RW /|0x00 RX equalization CTLE boost 
Controls the CTLE boost level; binary encoded. 


protocolO_ext_rx_eq_ctle_boost_g2 
9:5 |RW /0x00 RX equalization CTLE boost 
Controls the CTLE boost level; binary encoded. 
protocolO_ext_rx_eq_ctle_boost_g1 
4:0 |RW /0x00 RX equalization CTLE boost 
Controls the CTLE boost level; binary encoded. 


GRF PCIESOPHY PRTO CON20 
Address: Operational Base + offset (0x0150) 


| Bit [Attr/ResetValue|  Céiescription 
write_enable 
Write enable for lower 16bits, each bit is individual. 
BL nein | Oxooe 1'b0O: Write access disable 
1'b1:Write access enable 
15:9 [RO |oxoo. [reserved 
protocolO_ext_rx_eq_ctle_pole_g3 
es foo RX equalization CTLE pole 
Controls the continuous time linear equalizer (CTLE) boost pole 
location; binary encoded. 
protocolO_ext_rx_eq_ctle_pole_g2 
RX equalization CTLE pole 
: Controls the continuous time linear equalizer (CTLE) boost pole 
location; binary encoded. 
protocol0O_ext_rx_eq_ctle_pole_g1 
. RX equalization CTLE pole 
ied a bs Controls the continuous time linear equalizer (CTLE) boost pole 
location; binary encoded. 


GRF PCIESOPHY PRTO CON21 
Address: Operational Base + offset (0x0154) 


| Bit _|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ot TS RW: |Ox0000 1'bO:Write access disable 
1'b1:Write access enable 
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| Bit |Attr|ResetValue| Ci@eescription 


protocol0O_ext_rx_eq_dfe_tap1_g2 
. RX equalization DFE Tap1 
BOS RW Ox0e Controls the value of DFE data Tap1. This is a signed input; two's 
complement encoded. 


protocol0_ext_rx_eq_dfe_tap1_g1 
. RX equalization DFE Tap1 
Tage RE Oe Controls the value of DFE data Tap1. This is a signed input; two's 
complement encoded. 


GRF PCIESOPHY PRTO CON22 
Address: Operational Base + offset (0x0158 


| Bit |Attr|/ResetValue| Ci eesscription 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
Ene Re OA0000 1'bO:Write access disable 
1'b1:Write access enable 
protocolO_ext_rx_eq_vgal_gain_g2 
. RX equalization VGA gain 1 
poe re RW Ox Controls the AFE first stage Variable Gain Amplifier gain; binary 
encoded. 
protocolO_ext_rx_eq_vgal1_gain_g1 
: RX equalization VGA gain 1 
ected aha aa Controls the AFE first stage Variable Gain Amplifier gain; binary 
encoded. 
protocolO_ext_rx_eq_dfe_tap1_g3 
; RX equalization DFE Tap1 
20 EW | OXOE Controls the value of DFE data Tap1. This is a signed input; two's 
complement encoded. 


GRF PCIESOPHY PRTO CON23 
Address: Operational Base + offset (0x015C 


Reset Value 


write_enable 

0x0000 Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 
1'bi:Write access enable 


protocolO_ext_rx_eq_vga2_gain_g3 

RX equalization VGA gain 2 

Controls the AFE first stage Variable Gain Amplifier gain; binary 
encoded. 

protocolO_ext_rx_eq_vga2_gain_g2 

RX equalization VGA gain 2 


0x0 


Controls the AFE first stage Variable Gain Amplifier gain; binary 
encoded. 


protocolO_ext_rx_eq_vga2_gain_g1 

RX equalization VGA gain 2 

Controls the AFE first stage Variable Gain Amplifier gain; binary 
encoded. 

protocolO_ext_rx_eq_vgal1_gain_g3 

RX equalization VGA gain 1 

Controls the AFE first stage Variable Gain Amplifier gain; binary 
encoded. 


GRF PCIESOPHY PRTO CON24 
Address: Operational Base + offset (0x0160) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
ot TS Rw (0x0000 1'bO:Write access disable 
1'b1:Write access enable 


Paar 0x0000 


protocol0_ext_rx_los_Ifps_en 
2 [Rw Receiver LOS LFPS enable 


protocolO_ext_rx_los_threshold 
Receiver LOS threshold 
Sets the LOS threshold level trip point. It is recommended to set 
this input to 3'b001 for PCIe and 3'b0O10 for SATA. 
3'b000, LOS threshold=Reserved 
3'b001, LOS threshold=90 mVpp 
RW {0x0 3'b010, LOS threshold=120 mVpp 
3'b011, LOS threshold=150 mVpp 
3'b100, LOS threshold=180 mVpp 
3'b101, LOS threshold=210 mVpp 
3'b110, LOS threshold=240 mVpp 
3'b111, LOS threshold=270 mVpp 
Voltage Range: O-vpdig 


GRF PCIESOPHY PRTO CON25 
Address: Operational Base + offset (0x0164 


| Bit _|Attr| Reset Value 


write_enable 

Write enable for lower 16bits, each bit is individual. 
eestor xge 1'bO: Write access disable 

1'bi:Write access enable 

protocolO_ext_rx_misc_g2 
15:8 |RW |0x00 RX Miscellaneous Controls 

This input controls miscellaneous settings in the RX. 
7.0 Jaw foo protocol0_ext_rx_misc_g1 
7:0 |RW |0x00 RX Miscellaneous Controls 

This input controls miscellaneous settings in the RX. 


GRF PCIESOPHY PRTO CON26 
Address: Operational Base + offset (0x0168 


| Bit_|Attr| Reset Value 


write_enable 
y Write enable for lower 16bits, each bit is individual. 
STi16/RW: |0x0000 1'bO:Write access disable 
1'b1:Write access enable 
reserved —C—si‘“CsCs—“‘“‘“‘SC*d 


15:8 |RO_ |0x00__—[reserved 


protocolO_ext_rx_misc_g3 
7:0 |RW |0x00 RX Miscellaneous Controls 
This input controls miscellaneous settings in the RX. 


GRF_ PCIESOPHY PRTO CON27 
Address: Operational Base + offset (0x016C) 


| Bit |Attr|/ResetValue| Ci eescription = 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


15:12)RO_ |oxo reserved 
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| Bit |Attr|ResetValue| Ci eescription 


protocol0O_ext_rx_ref_Id_val_g2 
4 RX VCO calibration reference load value 
ae alae This input is used to load internal calibration registers used to 
perform RX VCO calibration. 


protocol0O_ext_rx_ref_Id_val_g1 
é RX VCO calibration reference load value 
SOF «RW R00 This input is used to load internal calibration registers used to 
perform RX VCO calibration. 


GRF PCIE30PHY PRTO CON28 
Address: Operational Base + offset (0x0170 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


15:6 [RO [0x000 reserved 


protocolO_ext_rx_ref_Id_val_g3 
: RX VCO calibration reference load value 
Ber O00 This input is used to load internal calibration registers used to 
perform RX VCO calibration. 


GRF_PCIE30PHY_PRTO CON29 
Address: Operational Base + offset (0x0174) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


115:13/RO_|0x0_ [reserved 


reserved 
protocolO_ext_rx_vco_Id_val_g1 
: RX VCO calibration load value 
fee. ey 1 Ox000n This input is used to load internal calibration registers used to 
perform RX VCO calibration. 


GRF_PCIE30PHY_PRTO CONS3O 
Address: Operational Base + offset (0x0178) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


}15:13/RO_|OxO_ [reserved 


protocolO_ext_rx_vco_Id_val_g2 
: RX VCO calibration load value 
P20)  }Ox0G0e This input is used to load internal calibration registers used to 
perform RX VCO calibration. 


GRF PCIE30PHY PRTO CON31 
Address: Operational Base + offset (0x017C) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 
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| Bit |Attr|/ResetValue| Ci escription = 
}15:13/RO_|OxO [reserved 


protocol0O_ext_rx_vco_Id_val_g3 
: RX VCO calibration load value 
B20: DXOOOE This input is used to load internal calibration registers used to 
perform RX VCO calibration. 


GRF PCIESOPHY PRTO CONS32 
Address: Operational Base + offset (0x0180) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


115:13/RO_|0x0 [reserved 


reserved 
protocol0O_ext_rx_vref_ctrl 
RX biasing current control 

12:8 |RW |0x00 Sets the RX biasing current for RX analog front end. The 
recommended default setting for this input is 5'b01111. 
Voltage Range: O-vpdig 


protocolO_ext_sup_misc 
7:0 |RW {0x00 Support Miscellaneous Controls 
This input controls miscellaneous settings in the Support block. 


GRF PCIESOPHY PRTO CONS33 
Address: Operational Base + offset (0x0184 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16bits, each bit is individual. 
31: 16/RW' |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


15:10|RO_|0x00___—reserved 


reserved 
protocolO_ext_tx_eq_main_g2 
Transmitter amplitude adjustment control 

9:5 |RW |0x00 Control for setting the transmitter driver output amplitude (main 
coefficient) 
tx_eq_main[5:0]: Integer value (0 to 40) 
protocolO_ext_tx_eq_main_g1i 
Transmitter amplitude adjustment control 

4:0 |RW |0x00 Control for setting the transmitter driver output amplitude (main 
coefficient) 
tx_eq_main[5:0]: Integer value (0 to 40) 


GRF PCIESOPHY PRTO CON34 
Address: Operational Base + offset (0x0188 


| Bit_|Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


15:5 [RO [0x000 reserved 


reserved 
protocolO_ext_tx_eq_main_g3 
Transmitter amplitude adjustment control 

4:0 |RW |0x00 Control for setting the transmitter driver output amplitude (main 
coefficient) 
tx_eq_main[5:0]: Integer value (0 to 40) 
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GRF_ PCIESOPHY PRTO CON35 
Address: Operational Base + offset (0x018C) 


| Bit |Attr| Reset Value, 


Pp escription 
write_enable 
Write enable for lower 16bits, each bit is individual. 
eo Bei6 | RW | Ox0000 1'bO:Write access disable 

ay ae Write access enable 

oo reserved ——s—“‘“‘“‘“(“(“‘“‘“‘“(S*SSSCSC~*~*r 
protocolO_ext_tx_eq_ovrd_g3 

Rw | oxo (Prt tx eq Override 
protocolO_ext_tx_eq_ovrd_g2 
protocolO_ext_tx_eq_ovrd_g1 


protocolO_ext_tx_eq_post_g2 
Transmitter Post-Emphasis level adjustment control 
11:6 IRW lox00 Control for setting the transmitter driver output post- emphasis 
(post coefficient) 
tx_eq_post[5:2]: Integer value (0 to 15) 
tx_eq_post[1:0]: Fraction value (0, 0.25, 0.5, 0.75) 
protocolO_ext_tx_eq_post_g1 
Transmitter Post-Emphasis level adjustment control 
: Control for setting the transmitter driver output post- emphasis 
BED sw KOO (post coefficient) 
tx_eq_post[5:2]: Integer value (0 to 15) 
tx_eq_post[1:0]: Fraction value (0, 0.25, 0.5, 0.75 


GRF PCIESOPHY PRTO CONS36 
Address: Operational Base + offset (0x0190) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 


115:12/RO_|0x0_ [reserved 


reserved 
protocolO_ext_tx_eq_pre_g1 
Transmitter Pre-Emphasis level adjustment control 
. Control for setting the transmitter driver output pre- 

hd) RS | OKOG emphasis(preshoot coefficient) 
tx_eq_pre[5:2]: Integer value (0 to10) 
tx_eq_pre[1:0]: Fraction value (0, 0.25, 0.5, 0.75 
protocolO_ext_tx_eq_post_g3 
Transmitter Post-Emphasis level adjustment control 

5:0 IrRw loxoo Control for setting the transmitter driver output post- emphasis 
(post coefficient) 
tx_eq_post[5:2]: Integer value (0 to 15) 
tx_eq_post[1:0]: Fraction value (0, 0.25, 0.5, 0.75) 


GRF PCIESOPHY PRTO CON37 
Address: Operational Base + offset (0x0194 


| Bit_|Attr| Reset Value 


write_enable 
; Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 
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| Bit |Attr|ResetValue| Ci eescription 


protocolO_ext_tx_iboost_lvl 
Typical TX Launch Amplitude Vswing (mVppd) 
4'b0000: 912 
4'b0001: 925 
4'b0010: 939 
4'b0011: 950 
4'b0100: 962 
4'b0101: 975 
4'b0110: 987 
BOE ey RUE | OXO 4'b0111: 1000 
4'b1000: 1012 
4'b1001: 1025 
4'b1010: 1037 
4'b1011: 1050 
4'b1100: 1062 
4'b1101: 1075 
4'b1110: 1087 
4'b1111: 1100 


protocolO_ext_tx_eq_pre_g3 
Transmitter Pre-Emphasis level adjustment control 
: Control for setting the transmitter driver output pre- 
PAG RW OxO8 emphasis(preshoot coefficient) 
tx_eq_pre[5:2]: Integer value (0 to10) 
tx_eq_pre[1:0]: Fraction value (0, 0.25, 0.5, 0.75 
protocolO_ext_tx_eq_pre_g2 
Transmitter Pre-Emphasis level adjustment control 
: Control for setting the transmitter driver output pre- 
See RS OXU0 emphasis(preshoot coefficient) 
tx_eq_pre[5:2]: Integer value (0 to10) 
tx_eq_pre[1:0]: Fraction value (0, 0.25, 0.5, 0.75) 


GRF_ PCIESOPHY PRTO CONS3S8 
Address: Operational Base + offset (0x0198) 


| Bit [Attr|ResetValue| Ci‘ Scriptom 
write_enable 
Write enable for lower 16bits, each bit is individual. 
eo BedS | RW | Ox0000 1'bO:Write access disable 
1'b1:Write access enable 
15:8 fw foo protocol0_ext_tx_misc_g2 
15:8 |RW /|0x00 TX Miscellaneous Controls 
This input controls miscellaneous settings in the TX analog block. 
70 Jaw foo protocol0_ext_tx_misc_g1 
7:0 |RW {0x00 TX Miscellaneous Controls 
This input controls miscellaneous settings in the TX analog block. 


GRF_ PCIESOPHY PRTO CON39 
Address: Operational Base + offset (0x019C) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
: Write enable for lower 16bits, each bit is individual. 
31:16/RW |0x0000 1'bO:Write access disable 
1'b1:Write access enable 
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| Bit |Attr| Reset Value, 


protocol0O_ext_tx_vboost_lvl 
TX voltage boost maximum level 

15:8 |RW |0x00 Sets the maximum achievable TX swing. The recommended 
default setting for this input is 3'b100 (tx_vboost_vref= 0.252 V). 
Note: This signal does not set the actual TX swing, it only 


protocolO_ext_tx_misc_g3 
7:0 |RW {0x00 TX Miscellaneous Controls 
This input controls miscellaneous settings in the TX analog block. 


3.13 USB_GRF Register Description 
3.13.1 Registers Summary 


ce 
Value 

|USB_GRF_HOSTO_CON1 | 

|USB_GRF_HOST1 CON1 | 


ana 0x0890 w_ |oxoo000000 USB host status register 
a GRF_HOST1_STATY |p, 9894 w_ |oxo0000000 USB host1 status register 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


3.13.2 Detail Registers Description 
USB GRF HOSTO CONO 
Address: Operational Base + offset (0x0700) 


| Bit _|Attr| Reset Value 


write_enable 
‘ Write enable for lower 16bits, each bit is individual. 
et te wo 1 0x0008 1'bO:Write access disable 
1'b1: Write access enable 
15:12/RO [Oxo reserved 
; host0O_fladj_val_common 
USB HOSTO fladj_val_common bit control 
: hostO_fladj_val 


USB _GRF HOSTO CON1 
Address: Operational Base + offset (0x0704) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16bits, each bit is individual. 
Late WO |0x0000 1'bO:Write access disable 
1'b1: Write access enable 


hostO_arb_pause 
ny hostO ehci/ohci arbiter pause control 
hostO_ohci_susp_Igcy 
USB HOSTO ohci_susp_lIgcy bit control 
USB HOSTO ohci_cntsel bit control 
USB HOSTO ohci_clkcktrst bit control 


Copyright 2022 © Rockchip Electronics Co., Ltd. 464 


[RO_| 


RK3568 TRM-Part1 


| Bit |Attr|ResetValue|  —— —“‘CSNCé eScription =— ee —C—CCid 
hostO_app_prt_ovrcur 
p [rw loo [ce tosro'spp pr ovrcur bit control = 
USB HOSTO autoppd_on_overcur_en bit control 
USB HOSTO word_if bit control 
hostO_sim_mode 
USB HOSTO sim_mode bit control 
1'bO: Disable 
1'b1: Enable 
hostO_incrx_en 
USB HOSTO incrx_en bit control 
1'bO: Disable 
1'b1: Enable 
hostO_incr8_en 
USB HOSTO incr8_en bit control 
1'bO: Disable 
1'b1: Enable 
host0O_incr4_en 
USB HOSTO incr4_en bit control 
1'bO: Disable 
1'b1: Enable 
hostO_incri6_en 
USB HOSTO incr16_en bit control 
1'bO: Disable 
1'b1: Enable 


USB HOSTO bubsetup_min bit control 
USB HOSTO app_ start_clk bit control 


USB_GRF_HOST1_ CONO 


Address: Operational Base + offset (0x0708) 


| Bit |Attr| Reset Value, 


write_enable 

Write enable for lower 16bits, each bit is individual. 
1'bO: Write access disable 

1'b1i: Write access enable 


host1_fladj_val_common 
USB HOST1 fladj_val_common bit control 
; host1_fladj_val 


USB _GRF HOST1 CON1 
Address: Operational Base + offset (0x070C) 


| Bit |Attr| Reset Value, 


Pe —i“‘ééOScription 
write_enable 
. Write enable for lower 16bits, each bit is individual. 
31:16)WO |0x0000 1'bO:Write access disable 
1'b1: Write access enable 


31:16}WO |0x0000 


i5:14/RO_|Oxo_ [reserved 


hosti_arb_pause 
host1 ehci/ohci arbiter pause control 
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| Bit |Attr[ResetValue| —C(@eescription 
re Nea HOET Trace lac bit control 
fp frw oxo Mise ao8hi app prt ovrurbitcontrol 


hosti_word_if 

USB HOST1 word_if bit control 
host1i_sim_mode 

USB HOST1 sim_mode bit control 
1'bO: Disable 

1'b1: Enable 

hosti_incrx_en 


USB HOST1 incrx_en bit control 
1'bO: Disable 

1'b1: Enable 

hosti_incr8_en 

USB HOST1 incr8_en bit control 
1'bO: Disable 

1'b1: Enable 

hosti_incr4_en 

USB HOST1 incr4_en bit control 
1'bO: Disable 

1'b1: Enable 

hosti_incri6_en 

USB HOST1 incr16_en bit control 
1'bO: Disable 

1'b1: Enable 
hos1_hubsetup_min 

USB HOST1 bubsetup_min bit control 
host1_app_start_clk 


USB HOST1 app_start_clk bit control 


USB_GRF HOSTO STATUS 
Address: Operational Base + offset (0x0890 
Description 


hostO_ehci_pme_status 
hostO_ehci_pme_status bit status 
host0O_ehci_bufacc 
hostO_ehci_bufacc bit status 


hostO_ehci_xfer_prdc 
hostO_ehci_xfer_prdc bit status 
hostO_ohci_ccs 
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| Bit |Attr/ResetValue| —“‘SOC@Scription — 
23 0x0 hostO_ohci_globalsuspend 
hostO_ohci_globalsuspend bit status 
hostO_ohci_bufacc 
22 Jro | 0x0 hostO_ohci_bufacc bit status 
hostO_ohci_rmtwkp 
21 fro oxo hostO_ohci_rmtwkp bit status 


pois7|Ro foro |fosto-ehecIpsmecsiate bit status 
USB GRF HOST1 STATUS 
Address: Operational Base + offset (0x0894 


0x0 
host1_ehci_power_state_ack bit status 
host1i_ehci_pme_status bit status 
hosti_ehci_bufacc 
hosti_ehci_bufacc bit status 


host1_ehci_xfer_prdc 
hosti_ehci_xfer_prdc bit status 


hosti_ohci_ccs 
hosti_ohci_ccs bit status 
hosti_ohci_rwe 
hosti_ohci_rwe bit status 


host1_ohci_drwe 
23 0x0 host1_ohci_globalsuspend 
host1_ohci_globalsuspend bit status 
host1_ohci_bufacc 
22 ro foo hosti_ohci_bufacc bit status 
host1_ohci_rmtwkp 
21 ro foo host1_ohci_rmtwkp bit status 
: host1_ehci_lpsmc_state 
mses RO oxo host1_ehci_lpsmc_state bit status 
: host1_ehci_usbsts 
fe:tt Ro foxoo host1_ehci_usbsts bit status 
: host1_ehci_xfer_cnt 
Oxpe0 hosti_ehci_xfer_cnt bit status 
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Chapter 4 Cortex-A55 


4.1 Overview 


The RK3568 has a quad-core Cortex-A55 cluster with 512K L3 memory. Cortex-A55 
processor, which is a mid-range, low-power processor that implements the ARMv8-A 
architecture. 
The Cortex-A55 processor includes following features: 
@ Full implementation of the Armv8.2-A A64, A32, and T32 instruction sets 
@ Both the AArch32 and AArch64 execution states at all Exception levels (ELO to EL3) 
@ In-order pipeline with direct and indirect branch prediction 
@ Separate L1 data and instruction side memory systems with a Memory Management 
Unit(MMU) 
Support for Arm TrustZone technology 
Support data engine that implements the Advanced SIMD and floating-point architecture 
support 
@ Support Cryptographic Extension 
ARMv8 debug logic 
@ Support Generic Interrupt Controller (GIC) CPU interface to connect to an external 
distributor 
@ Generic Timers supporting 64-bit count input from an external system counter 
The configuration details are shown in following tables 
Table 4-1 CPU Configuration 


Number of CPU 4 


Cryptography extension 


4.2 Block Diagram 


The Cortex-A55 subsystem is shown in Figure 1-1. As illustrated, quad-core Cortex-A55 
connects to system bus through DSU-L3 which can handle with CDC(clock domain crossing) 
issue. 

The Cortex-A55 is connected with system counter, which can run under a constant frequency 
clock, for PPI interrupt generation. 
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Quad Core Cluster 


Cortex-A55 Cortex-A55 Cortex-A55 Cortex-A55 
Core Core Core Core 


DSU-L3 


Fig. 4-1 Block Diagram 
4.3 Function Description 


Please refer to the document cortex_a55_r2p0_trm.pdf for the detail function description. 
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Chapter 5 Embedded SRAM 


5.1 Overview 


There are two embedded SRAMs, SYSTEM_SRAM and PMU_SRAM. 
5.1.1 Features supported 
@ SYSTEM_SRAM 
m Provide 64KB access space 
m Support security and non-security access 
m Secure or non-secure space is software programmable 
@ PMU_SRAM 
m Provide 8KB access space 
m Support secure access only 


5.2 Block Diagram 


System Interconnect 


AXI Slave AHB Slave 
Interface Interface 


SRAM SRAM 


SYSTEM_SRAM PMU_SRAM 
Fig. 5-1 Embedded SRAM block diagram 


64KB 


rgni_top rgn0_base = SGRF_SOC_CON10[3:0] * 4KB 
Sar vececaee rgn0_top =(SGRF_SOC_CONIO0[7:4]+1) * 4KB 


rgn1l_base = SGRF_SOC_CON10[11:8] * 4KB 
rgni_base poorer rgnl_top =(SGRF_SOC_CONIO[15:12]+1) * 4KB 


SYSTEM SRAM Note: The spave outside regionO and region1 is non-secure 


Region0 security enable = SGRF_SOC_CON11[0] 
SERS Region! security enable = SGRF_SOC_CON11[1] 
| LReglond | | Note: 1'b0 > non-secure; 1'bl > secure 


Fig. 5-2 SYSTEM_SRAM Security Configuration 


5.3 Function Description 
5.3.1 AXI slave interface of SYSTEM_SRAM 


The AXI slave interface is bridge which translates AXI bus access to SRAM interface of 


SYSTEM_SRAM. 
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5.3.2 AHB slave interface of PMU_SRAM 


The AHB slave interface is bridge which translates AHB bus access to SRAM interface of 
PMU_SRAM. 


5.3.3 Embedded SRAM access path 


The SYSTEM_SRAM can only be accessed by Cortex-A55, MCU, CRYPTO, DCF and DMAC. The 
PMU_SRAM can only be accessed by Cortex-A55, MCU, CRYPTO, DCF and DMAC. 
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Chapter 6 GPU(Graphics Process Unit) 


6.1 Overview 


The Mali-Gondul GPU is a graphics acceleration platform that is based on open standards. It 
supports 2D graphics, 3D graphics, and General Purpose computing on GPU (GPGPU). 
The GPU hardware and software support compute standards and graphics API 
standards. 

The GPU supports these compute API standards: 

m@ OpenCL 2.0 Full Profile. 

The GPU supports these graphics API standards: 

m™ OpenGLES 1.1, 2.0, and 3.2. 

m Vulkan 1.0 and 1.1. 

The Arm Mali-Gondul GPU has significant features and properties. 

m™ Compressed texture formats. 

Arm Frame Buffer Compression (AFBC) 1.2 

8-bit, 10-bit and 16-bit YUV input and output formats 

L2 cache:128KB 

Support one Shader core and two execution engines 


6.2 Block Diagram 


Interrupt 
interface to 


application Core group 

processor Control bus 

AXI slave o | 
— Job Shader stack 

rom 

applicati manager Hierarchical arene - 
pplication ig tiler management Shader tile 
processor unit 


t— Q-channel 


External 
clock control 


Shader 
core 
}¢- Q-channel 
Level 2 cache memory subsystem __f 


ACE master interface 


Fig. 6-1 GPU Architecture 
6.3 Function Description 


Please refer to the document “ARM_Gondul_rip0O_O0eac0O_TechnicalReferenceManual.pdf” 
for the GPU detail description. 


6.4 Register Description 


Please refer to the document “ARM_Gondul_r1p0_O0eacO_TechnicalReferenceManual.pdf” for 
the GPU detail description. 
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Chapter 7 Power Management Unit (PMU) 


7.1 Overview 


In order to meet low power requirements, a power management unit (PMU) is designed for 


controlling power resources in RK3568. The RK3568 PMU is dedicated for managing the 

power of the whole chip. 

PMU supports the following features: 

@ Support multi voltage domains: VD_CORE, VD_LOGIC, VD_PMU, VD_GPU,VD_NPU 

@ Support multi power domains in VD_CORE:PD_CPU_0, PD_CPU_1, PD_CPU_2, 
PD_CPU_3 


@ Support multi power domains in VD_LOGIC: PD_VPU, PD_RGA, PD_CENTER, PD_VI, 


PD_VO, PD_RKVDEC, PD_RKVENC, PD_PIPE 

@ Support PD_NPU act as power domain or voltage domain 

@ SupportBIU idle operations: BIU_MSCH, BIU_GPU, BIU_NPU, BIU_VI, BIU_VO, 
BIU_RGA, BIU_VPU, BIU_RKVDEC,BIU_RKVENC, BIU_GIC_AUDIO, 


BIU_SECURE_FLASH,BIU_PHP,BIU_PERIMID,BIU_PIPE,BIU_USB, BIU_PMU, BIU_BUS, 


BIU_TOP1, BIU_TOP2 

Support CPU auto power down and DSU auto power down 

Support CPU auto retention and DSU auto retention 

Support CPU auto emulation off and CPU auto debug recovery 
Support power down/up all power domains by software or hardware 
Support power down/up all voltage domains by software or hardware 
Support to send idle request to BIU 

Support global interrupt disablein low power mode 

Support low frequency clock source from PVTM 

Support PMUclock switch to low frequencyclock in low power mode 
Support PLLspower down/up by hardware in low power mode 
Support OSC enable/disable request in low power mode 

Supportto clamp all VD_PMU input before power off VD_LOGIC in low power mode 
Support wakeup reset control in power off mode 

Support DDR self-refresh in low power mode 

Support DDR controller clock auto gating in low power mode 

Support varies configurable wakeup source for low power mode 


7.2 Block Diagram 


The following figure is the PMU block diagram. The PMU includes the 3 following sections: 


@ APB Interface and Register:Provide AMBA APB interface for registerread and write 


@ System Power State Control:Provide power management for various low power modes 


@ Power Gating Control:Provide power gating control for power domains 
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APB Bus 
x Power Gating 
Control 
APB 
Interface 
And | System Power a 
Register State Control 
A 


Fig. 7-1 PMU Bock Diagram 


7.3 Function Description 
7.3.1 DomainPartition 


RK3568 Voltage Domain & Power Domain 
VD_CORE VD_LOGIC 
Po PD_VPU 
PD_A5S_0 PD_A55_1 
PD_vO PD_RGA 
PD_A55 2 PD_A55 3 
PD_CENTER 
PD_PIPE 
VD_NPU 
PD_RKVENC PD_RKVDEC 
PD_NPU 
VD_GPU VD PMU Note: 
z= VD_*: voltage domain 
PD_*: power domain 


Fig. 7-2 RK3568Voltage Domain and Power Domain Partition 
The above diagram describes the power domain and voltage domain partition, and the 
following table listsIPs in every power domain. 


Table 7-1 RK3568 Voltage Domain and Power Domain Summary 


Voltage Domain Power Domain Description 

PD_CPU_0 CPU CORE 0 

PD CPU 1 CPU CORE 1 

PD_CPU_2 CPU CORE 2 

ee PD_CPU_3 CPU CORE 3 
BIU_CPU 

re DSU,L3,DAP 
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Voltage Domain 


Power Domain 


Description 


PVTM,PVTPLL 


VP_PMU 


PD_PMU 


BIU_PMU 
HPLL,PPLL 
PMU_SRAM 
SGRF 

PMU 
PMUCRU 
PMUGRF 
I2CO 
GPIOO 
PVTM 
UARTO 
PWMO 


VD_NPU 


PD_NPU 


BIU_NPU 
RKNN 
PVTM,PVTPLL 


VD_GPU 


PD_GPU 


BIU_GPU 
G52 
PVTM,PVTPLL 


VD_LOGIC 


PD_VI 


BIU_VI 
ISP 
VICAP 
CSIHOST 


PD_VO 


BIU_VO 
VOP 
HDMI,HDCP 
DSIHOST 
EDP 


PD_RGA 


BIU_RGA 

RGA 

IEP 
JPEG_DEC,JPEG_ENC 
EBC 


PD_VPU 


BIU_VPU 
VPU 


PD_CENTER 


BIU_MSCH 
DDR_UMCTL2 
DDR_DFICTL 
DDR_MONITOR 
DDR_SCRAMBLE 
AXI_SPLIT 
DDR_GRF 

MSCH 


PD_RKVDEC 


BIU_RKVDEC 
RKVDEC 


PD_RKVENC 


BIU_RKVENC 
RKVENC 


PD_PIPE 


BIU_PIPE 
USB30TG 
PCIE20 
PCIE30 
SATA 
XPCS 
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Voltage Domain Power Domain Description 
BIU_SECURE_FLASH 
CRYPTO,OTPC 
SYSTEM_SRAM,BOOTROM 
DCF, STIMER_2CH 
WDT_S 

EMMC 

NANDC 

SFC 

BIU_GIC_AUDIO 
GIC600 

SPINLOCK 

I2SO0~3 

SPDIF 

PDM 

audioPWM 

ACDC_DIG 

BIU_PHP 

GMACO 

SDMMCO~1 

BIU_USB 

GMAC1 

SDMMC2 

USBHOST0~1 

BIU_BUS 

MCU 

DMAC 

GRF, SGRF 
12C1/2/3/4/5 
TIMER_6CH 

WDT 

GPIO1/2/3/4 

SPI1/2/3 

UART1*°9 

PWM1/2/3 

CANO~2 
TSADC,SARADC 
DDRPHY 

DSIPHY, CSIPHY, HDMIPHY 
USB_SATA_PCIE20_COMBO_PHY 
PCIE30PHY 

SARADC PHY, TSADC_PHY 
OTPPHY 

APLL, CPLL, DPLL, GPLL, 
MPLL,NPLL,VPLL 
BIU_TOP 

CRU 


ALIVE 


7.3.2 Operation Mode 

First of all, we define two operation modes of PMU, normal mode and low power mode. 
When operating at normal mode, that means software can manage power sources directly 
by accessing PMU registers. For example, CPU can write PMU_PWR_GATE_CON register to 
determine that power off/on which power domain independently. 

When operating at low power mode, software manages power sources indirectly through 
FSM (Finite States Machine) in PMU and those settings always not take effect immediately. 
That means software also can configure PMU registers to power down/up some power 
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resources, but these setting will not be executed immediately after configuration. They will 
be delayed to execute after FSM running in particular phase. 

To enter low power mode, after setting some power configurations, the PMU_PWR_CON[0] 
bit must be set 1 to enable PMU FSM. Then CPU needs to execute a WFI command to 
perform ready signal. After PMU detects all CPUs in WFI status, the FSM will be fetched. And 
the specific power sources will be controlled during specific status in FSM. So the low power 
mode is a “delay affect” way to handle power sources inside the RK3568 chip. 


7.4 Register Description 
7.4.1 Registers Summary 


PMU_VERSION 0x0000 
PMU_PWR_CON 0x0004 
0 


Ww 
Ww 
[PMU_MAIN PWR_STATE |0x0008_ [W_| 
Ww 
Ww | 


p 
PMU_INT MASK CON 0x000C 
PMU_WAKEUP_INT CON |0x0010 

P 


cat 


MU_WAKEUP_INT ST _{0x0014 [W |0x00000000 |Wakeup interrupt state 


PMU_WAKEUP_EDGE CO 


0 
PI 0 


N 
PMU_WAKEUP_ EDGE ST |0x001C 
P 
P 


W 
W 
W 
W 
W 
W 
W 
W 
W 


Ww | 
MU_BUS_IDLE_CONO 0x0040 |W | 
lw | 


MU_BUS IDLE CON1 0x0044 


PMU_BUS_ IDLE SFTCONO/0x0050 W 


PMU BUS IDLE SFTCON1 |0x0054 


[PMU BUS IDLE ACK |0x0060_|[W 
[PMU _NOC_AUTO_CON1 | 
[PMU DDR PWR CON | 


x0070 WwW 
x0074 W 
W 


x0084 W 
x0088 W 
x008C W 
x0090 W 
x0094 W 
x0098 W 
x00A0 W 


MU_DDR_PWR_SFTCON 
MU_DDR_ PWR _STATE 


MU_DDR_ PWR_ST 
MU_PWR_GATE_CON 


MU_PWR_GATE_STATE 


[PMU PLLPD SFTCON _| 
[PMU_PMIC STABLE CNT | 
|PMU_OSC_STABLE CNT _| 


PMU_WAKEUP_RSTCLR_C 


x00BO 
x00B4 W 
x00B8 


[PMU_VOL_GATE SFTCON |0x00A8 |W 
[0x00B0__ |W 
&_SFTCON 


W 
W 
x00C4 W 

W 
x0100 W 


x0104 W 
x0108 W 


x010C W 


Pp 
P 
Pp 
Pp 
Pp 
Pp 
Pp 
Pp 
Pp 
Pp 
Pp 
P 
Pp 
Pp 
Pp 
Pp 
Pp 
Pp 
P 
P 


Pp 
PMU_DSU_PWRDN_CNT 
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0x00000000 |Wakeup edge control 


0x00000000 |Wakeup edge state 
0x00000000 |Bus idle control register O 
0x00000000 |Bus idle control register 1 


w_ |oxoo000000 — idle software control register 


Bue idle software control register 
Bus idle state 

Power gate control 

Power gate fsm 

Power down state 


OxOOOFFFFF |Wakeup stable counter 


OxOOOFFFFF |PLL lock counter 
0x00005DCO|DSU powerup stable counter 
0x00005DCO|DSU power down stable counter 
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Reset eae 
O0xOO000001F |GPU powerup stable counter 
PMU GPU VOLDN_ CNT OxO000001F |GPU power down stable counter 


PMU_WAKEUP_ TIMEOUT 


XOOOFFFFF |PWM switch counter 
xOOOFFFFF 
x00000000 |System register 0 
S 


x00000000 |System register 2 
x00000000 |System register 3 
S 


0 
0 
0 
0 
0 
0 


! 


0x00000000 |CPU auto power control register 1 


MU CLUSTER PWR ST |0x031C [WwW |0x00000000 
MU_CLUSTER_ IDLE CON|0x0320 x00000000 |Cluster idle control 


0 
a eae eee 0x0324 w_ |oxoo000000 Cluster idle software control 


MU_CLUSTER_IDLE_ACK 
0x032C__[W 
PMU_DBG_PWR_CON 
Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 

7.4.2 Detail Registers Description 

PMU_VERSION 

Address: Operational Base + offset (0x0000) 


Reset Value Description 


[Attr| 
; version 
31:0 RO |ox03003566 PMU version number 


PMU PWR CON 
Address: Operational Base + offset (0x0004 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
PLL O MO, Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


pmu_sleep_pol 

pmu_sleep polarity selection. 
i RW 0X8 1'bO: High active 

1'b1: Low active 


14:12]RO_ |Oxo reserved 


Copyright 2022 © Rockchip Electronics Co., Ltd. 478 


RK3568 TRM-Part1 


| Bit [Attr|ResetValue| —Ci@Deescription 
cpu_bypass 
Bypass CPU in low power procedure. Each bit represents a cpu 
11:8 |RW /|Oxe core. 
1'bO: Disable 
1'b1: Enable 
cru_bypass 
0x0 Bypass CRU in low power procedure. 
1'bO: Disable 
1'b1: Enable 
pwrdn_bypass 
Bypass power domain in low power procedure. 
1'bO: Disable 
1'b1: Enable 
ddr_bypass 
Bypass DDR in low power procedure. 
1'bO: Disable 
1'b1: Enable 
bus_bypass 
Bypass bus idle in low power procedure. 
1'bO: Disable 
1'b1: Enable 


dsu_bypass 

Bypass DSU in low power procedure. 

1'b0O: Disable 

1'b1: Enable 

powermode_en 

Low power mode enable. When controller enters low power flow, 
this bit is automatically cleared. 

1'bO: Disable 

1'b1: Enable 


PMU MAIN PWR _ STATE 

Address: Operational Base + offset (0x0008) 

| Bit [Attr|ResetValue| Ci‘ Scriptom 
[31:4 [RO_|Oxo000000 [reserved Sd 


Others: Reserved 


pmu_power_state 

PMU main power state. 

4'hO: Normal state 

4'h1: DSU low power state 

4'h3: Bus low power state 

4'h4: DDR low power state 

4'h5: Power gating low power state 
3:0 0x0 4'h6: Clock and reset low power state 

: 4'h7: sleep state 

4'h8: Clock and reset active state 

4'h9: Power gating active state 

4'ha: DDR active state 

4'hb: Bus active state 

4'hd: DSU active state 

4'de: CORE active state 


PMU_INT MASK CON 
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Address: Operational Base + offset (OxO00C 


| Bit_|Attr| Reset Value 


[Attr| 
write_enable 
31:16|wo |0x0000 Write enable for lower 16 bits, each bit is individual. 


1'bO: Write access disable 
1'bi: Write access enable 


wakeup_mcu_sft 


Write 1 to this bit to wakeup pmu when WAKEUP_INT_CON[15] is 
set 

glb_int_disable 

Global interrupt disable. 

1'bO: Disable 

1'b1: Enable 


PMU WAKEUP INT CON 
Address: Operational Base + offset (0x0010 


wakeup_mcu_sft_en 

Enable mcusft source as wakeup source. 

1'bO: Disable 

1'b1: Enable 

wakeup_timeout_en 

Enable PMU timeout interrupt as wakeup source. 
1'bO: Disable 

1'b1: Enable 

wakeup_pwm0O_en 

Enable PWMO detect interrupt as wakeup source. 
1'bO: Disable 

1'b1: Enable 

wakeup_timer_en 

Enable TIMER detect interrupt as wakeup source. 
1'bO: Disable 

1'b1: Enable 

wakeup_vad_en 


Enable VAD detect interrupt as wakeup source. 
1'bO: Disable 
1'b1: Enable 


wakeup_pcie_en 

Enable PCIE detect interrupt as wakeup source. 
1'bO: Disable 

1'b1: Enable 

wakeup_usb_en 

Enable USB detect interrupt as wakeup source. 
1'bO: Disable 

1'b1: Enable 

wakeup_sdmmc2_en 

Enable SDMMC2 interrupt as wakeup source. 
1'bO: Disable 

1'b1: Enable 

wakeup_sdmmci_en 

Enable SDMMC1 interrupt as wakeup source. 
1'bO: Disable 

1'b1: Enable 
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| Bit |Attr[ResetValue| ss ———Cti—“;*—C*C‘~Ci scription 
wakeup_sdmmcO_en 
Enable SDMMCO detect interrupt as wakeup source. 
1'bO: Disable 
1'b1: Enable 
wakeup_uartO_en 
Enable UARTO interrupt as wakeup source. 
1'bO: Disable 
1'b1: Enable 
wakeup_gpio0_int_en 
Enable GPIOO interrupt as wakeup source. 
1'bO: Disable 
1'b1: Enable 


wakeup_cpu3_int_en 


Enable CPU3 interrupt as wakeup source. 
1'bO: Disable 

1'b1: Enable 

wakeup_cpu2_int_en 

Enable CPU2 interrupt as wakeup source. 
1'bO: Disable 

1'b1: Enable 

wakeup_cpui_int_en 

Enable CPU1 interrupt as wakeup source. 
1'bO: Disable 

1'b1: Enable 

wakeup_cpu0_int_en 

Enable CPUO interrupt as wakeup source. 
1'bO: Disable 

1'b1: Enable 


PMU WAKEUP INT ST 
Address: Operational Base + offset (0x0014 


wakeup_sys_int_st 

MCU sft as wakeup source status. 

1'bO: Inactive 

1'b1: Active 

wakeup_timeout_int_st 

PMU timeout interrupt as wakeup source status. 
1'bO: Inactive 

1'b1: Active 

wakeup_pwm0_int_st 


PWMO interrupt as wakeup source status. 
1'bO: Inactive 
1'b1: Active 


wakeup_timer_int_st 

TIMER interrupt as wakeup source status. 
1'bO: Inactive 

1'b1: Active 

wakeup_vad_int_st 

VAD interrupt as wakeup source status. 
1'bO: Inactive 

1'b1: Active 
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| Bit |Attr|ResetValue| Ci@eescription 


wakeup_pcie_int_st 
PCIE interrupt as wakeup source status. 
£0 aoe 1'bO: Inactive 
1'b1: Active 
ope wakeup_usb_int_st 
USB detect interrupt as wakeup source status. 
0x0 ae tite ; 
1'bO: Inactive 
1'b1: Active 
wakeup_sdmmc2_int_st 
SDMMCz2 interrupt as wakeup source status. 
1'bO: Inactive 
1'b1: Active 
wakeup_sdmmci_int_st 
5 SDMMC1 interrupt as wakeup source status. 
1'bO: Inactive 
1'b1: Active 


wakeup_sdmmc0O_int_st 

SDMMCO detect interrupt as wakeup source status. 
1'bO: Inactive 

1'b1: Active 


wakeup_uart0O_int_st 


UARTO interrupt as wakeup source status. 
1'bO: Inactive 

1'b1: Active 

wakeup_gpioO_int_st 

GPIOO interrupt as wakeup source status. 
1'bO: Inactive 

1'b1: Active 

wakeup_cpu3_int_st 

CPU3 interrupt as wakeup source status. 
1'bO: Inactive 

1'b1: Active 

wakeup_cpu2_int_st 

CPU2 interrupt as wakeup source status. 
1'bO: Inactive 

1'b1: Active 

wakeup_cpui_int_st 

CPU1 interrupt wakeup status. 

1'bO: Inactive 

1'b1: Active 

wakeup_cpu0_int_st 

CPUO interrupt as wakeup source status. 
1'bO: Inactive 

1'b1: Active 


PMU WAKEUP EDGE CON 
Address: Operational Base + offset (0x0018 


| Bit_|Attr| Reset Value 


edge_wakeup_en 

Enable both posedge and negedge of GPIOO pins as wakeup 
31:0 |RW |OxO00000000 |source. Each pin has independent control bit. 

1'bO: Disable 

1'b1: Enable 


PMU _WAKEUP EDGE ST 
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Address: Operational Base + offset (0x001C 


Reset Value 


edge_status 

Edge interrupt wakeup status. Each pin has independent control 
0x00000000 bit. 

1'bO: Inactive 

1'b1: Active 


PMU BUS IDLE CONO 
Address: Operational Base + offset (0x0040) 


| Bit |Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


idle_req_bus 

Enable sending bus idle request to BIU_BUS by hardware. 
1'bO: Disable 

1'b1: Enable 

idle_req_usb 

Enable sending bus idle request to BIU_USB by hardware. 
1'bO: Disable 

1'b1: Enable 

idle_req_perimid 

Enable sending bus idle request to BIU_PERIMID by hardware. 
1'bO: Disable 

1'b1: Enable 

idle_req_secure_flash 

Enable sending bus idle request to BIU_SECURE_FLASH by 
hardware. 

1'bO: Disable 

1'b1: Enable 


idle_req_pipe 

Enable sending bus idle request to BIU_PIPE by hardware. 
ge shail ea 1'bO: Disable 

1'b1: Enable 


idle_req_php 

Enable sending bus idle request to BIU_PHP by hardware. 
1'b0O: Disable 

1'b1: Enable 

idle_req_gic_audio 

Enable sending bus idle request to BIU_GIC_AUDIO by hardware. 
1'bO: Disable 

1'b1: Enable 

idle_req_rkvdec 

Enable sending bus idle request to BIU_RKVDEC by hardware. 
1'bO: Disable 

1'b1: Enable 

idle_req_rkvenc 

Enable sending bus idle request to BIU_RKVENC by hardware. 
1'bO: Disable 

1'b1: Enable 

idle_req_vpu 

Enable sending bus idle request to BIU_VPU by hardware. 
1'b0O: Disable 

1'b1: Enable 
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| Bit |Attr[ResetValue| —— ——Ci‘“‘;C~CiS scription 
idle_req_rga 
Enable sending bus idle request to BIU_RGA by hardware. 
1'bO: Disable 
1'b1: Enable 
idle_req_vo 
Enable sending bus idle request to BIU_VO by hardware. 
1'bO: Disable 
1'b1: Enable 


idle_req_vi 
Enable sending bus idle request to BIU_VI by hardware. 
1'bO: Disable 


1'b1: Enable 

idle_req_npu 

Enable sending idle request to BIU_NPU by hardware. 
1'bO: Disable 

1'b1: Enable 

idle_req_gpu 

Enable sending bus idle request to BIU_GPU by hardware. 
1'bO: Disable 

1'b1: Enable 

idle_req_msch 

Enable sending bus idle request to BIU_MSCH by hardware. 
1'bO: Disable 

1'b1: Enable 


PMU BUS IDLE CON1 
arcs =a RECEEVEIGG Base + offset (0x0044 


Attr| Reset Value | 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
31:16/WO. |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —Csi‘“SsSs—‘“‘“‘“‘sSCSC*r 


idle_req_pmu 
Enable sending bus idle request to BIU_PMU by hardware. 
1'bO: Disable 
1'b1: Enable 
idle_req_top2 
Enable sending bus idle request to BIU_TOP2 by hardware. 
1'bO: Disable 
1'b1: Enable 
idle_req_top1 
Enable sending bus idle request to BIU_TOP1 by hardware. 
1'bO: Disable 
1'b1: Enable 


PMU_BUS IDLE SFTCONO 
Address: Operational Base + offset (0x0050) 


| Bit |Attr| Reset Value 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr|ResetValue| Ci@eescription 


idle_req_bus 
Enable sending bus 
1'bO: Disable 

1'b1: Enable 
idle_req_usb 
Enable sending bus 
1'bO: Disable 

1'b1: Enable 
idle_req_perimid 
Enable sending bus 
1'bO: Disable 

1'b1: Enable 


0x0 


= 
W 


Enable sending bus 
software. 

1'bO: Disable 

1'b1: Enable 
idle_req_pipe 
Enable sending bus 
1'bO: Disable 

1'b1: Enable 
idle_req_php 
Enable sending bus 
1'bO: Disable 

1'b1: Enable 
idle_req_gic_audio 
Enable sending bus 
1'bO: Disable 

1'b1: Enable 
idle_req_rkvdec 
Enable sending bus 
1'bO: Disable 

1'b1: Enable 
idle_req_rkvenc 
Enable sending bus 
1'bO: Disable 

1'b1: Enable 
idle_req_vpu 
Enable sending bus 
1'bO: Disable 

1'b1: Enable 
idle_req_rga 
Enable sending bus 
1'bO: Disable 

1'b1: Enable 
idle_req_vo 

Enable sending bus 
1'bO: Disable 

1'b1: Enable 
idle_req_vi 

Enable sending bus 
1'bO: Disable 

1'b1: Enable 


N 
= 


= 


= 
(jo) 


= 


= 


= 


= 


= 


= 


14 RW 
a 
a 
a 
au 
zs 
au 
aa 
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idle request to BIU_BUS by software. 


idle request to BIU_USB by software. 


idle request to BIU_PERIMID by software. 


idle_req_secure_flash 


idle request to BIU_SECURE_FLASH by 


idle request to BIU_PIPE by software. 


idle request to BIU_PHP by software. 


idle request to BIU_GIC_AUDIO by software. 


idle request to BIU_RKVDEC by software. 


idle request to BIU_RKVENC by software. 


idle request to BIU_VPU by software. 


idle request to BIU_RGA by software. 


idle request to BIU_VO by software. 


idle request to BIU_VI by software. 
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| Bit |Attr|ResetValue| Ci@eescription 


idle_req_npu 

> Rw lox0 Enaele sending idle request to BIU_NPU by software. 
1'bO: Disable 
1'b1: Enable 


idle_req_gpu 
1 Rw lox0 Enaole sending bus idle request to BIU_GPU by software. 

1'bO: Disable 

1'b1: Enable 

idle_req_msch 

Enable sending bus idle request to BIU_MSCH by software. 

RW {0x0 aki: 
1'bO: Disable 
1'b1: Enable 


PMU_BUS IDLE SFTCONi1 
Address: Operational Base + offset (0x0054) 


| Bit |Attr| Reset Value, 


Pt eseription sd 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:3 |RO |0x0000 reserved 


reserved 
idle_req_pmu 
Enable sending bus idle request to BIU_PMU by software. 
22 BN) Ox 1'bO: Disable 
1'b1: Enable 
idle_req_top2 
Enable sending bus idle request to BIU_TOP2 by software. 
f-> | REX 1'bO: Disable 
1'b1: Enable 


idle_req_top1 
Enable sending bus idle request to BIU_TOP1 by software. 
1'bO: Disable 
1'b1: Enable 


PMU BUS IDLE ACK 
Address: Operational Base + offset (0x0060 


| Bit |Attr|ResetValue| s/s —/——C—C‘i scription = 
31:19|RO_[0x0000 


idle_ack_pmu 

18 BIU_PMU bus idle acknowledge state. 
1'bO: Not acknowledge 
1'b1: Acknowledge 
idle_ack_top2 

17 BIU_TOP2 bus idle acknowledge state. 
1'bO: Not acknowledge 
1'b1: Acknowledge 


idle_ack_top1 

fo BIU_TOP1 bus idle acknowledge state. 
1'bO: Not acknowledge 

fo BIU_BUS bus idle acknowledge state. 
1'bO: Not acknowledge 
1'b1: Acknowled 
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| Bit |Attr[ResetValue| —————Citi—“C;C*C‘~Ci scription 
idle_ack_usb 
BIU_USB bus idle acknowledge state. 
1'bO: Not acknowledge 
1'b1: Acknowledge 
idle_ack_perimid 
BIU_PERIMID bus idle acknowledge state. 
1'bO: Not acknowledge 
1'b1: Acknowledge 
idle_ack_secure_flash 
BIU_SECURE_FLASH bus idle acknowledge state. 
1'bO: Not acknowledge 


idle_ack_pipe 

BIU_PIPE bus idle acknowledge state. 
1'bO: Not acknowledge 

1'b1: Acknowledge 

idle_ack_php 

BIU_PHP bus idle acknowledge state. 
1'bO: Not acknowledge 

1'b1: Acknowledge 
idle_ack_gic_audio 

BIU_GIC_AUDIO bus idle acknowledge state. 
1'bO: Not acknowledge 

1'b1: Acknowledge 

idle_ack_rkvdec 

BIU_RKVDEC bus idle acknowledge state. 
1'bO: Not acknowledge 

1'b1: Acknowledge 

idle_ack_rkvenc 

BIU_RKVENC bus idle acknowledge state. 
1'bO: Not acknowledge 

1'b1: Acknowled 

idle_ack_vpu 

BIU_VPU bus idle acknowledge state. 
1'bO: Not acknowledge 

1'b1: Acknowled 

idle_ack_rga 

BIU_RGA bus idle acknowledge state. 
1'bO: Not acknowledge 

1'b1: Acknowledge 

idle_ack_vo 

BIU_VO bus idle acknowledge state. 
1'bO: Not acknowledge 

1'b1: Acknowledge 

idle_ack_vi 

BIU_VI bus idle acknowledge state. 
1'bO: Not acknowledge 

1'b1: Acknowledge 

idle_ack_npu 

BIU_NPU bus idle acknowledge state. 
1'bO: Not acknowledge 

1'b1: Acknowledge 
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| Bit |Attr|ResetValue| ss Ci@eescription 


idle_ack_gpu 
BIU_GPU bus idle acknowledge state. 
1'bO: Not acknowledge 


1'b1: Acknowledge 

idle_ack_msch 

BIU_MSCH bus idle acknowledge state. 
1'bO: Not acknowledge 

1'b1: Acknowledge 


PMU BUS IDLE ST 
Address: Operational Base + offset (0x0068 


| Bit |Attr|/Reset Value| Ci eescription 
31:19/RO_|0x0000 


idle_pmu 

BIU_PMU idle state. 
He pnt 1'bO: Not idle 

1'b1i: Idle 

idle_top2 

BIU_TOP2 idle state. 
Be ox 1'bO: Not idle 

1'b1i: Idle 

idle_top1 
pe fo BIU_TOP1 idle state. 

1'bO: Not idle 

1'b1i: Idle 


idle_bus 

BIU_BUS idle state. 
1'bO: Not idle 

1'bi: Idle 

idle_usb 

BIU_USB idle state. 
1'bO: Not idle 

1'b1i: Idle 

idle_perimid 
BIU_PERIMID idle state. 
1'bO: Not idle 

1'b1i: Idle 
idle_secure_flash 
BIU_SECURE_FLASH idle state. 
1'bO: Not idle 

1'b1i: Idle 

idle_pipe 

BIU_PIPE idle state. 
1'bO: Not idle 

1'b1i: Idle 

idle_php 

BIU_PHP idle state. 
1'bO: Not idle 

1'b1i: Idle 
idle_gic_audio 
BIU_GIC_AUDIO idle state. 
1'bO: Not idle 

1'b1: Idle 
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| Bit |Attr|ResetValue| Ciescription 


idle_rkvdec 
0x0 BIU_RKVDEC idle state. 

1'bO: Not idle 
1'b1: Idle 
idle_rkvenc 

7 0x0 BIU_RKVENC idle state. 
1'bO: Not idle 
1'b1: Idle 


idle_vpu 

BIU_VPU idle state. 
1'bO: Not idle 

1'b1: Idle 

idle_rga 

BIU_RGA idle state. 
1'bO: Not idle 

1'b1: Idle 


idle_vo 


BIU_VO idle state. 
1'bO: Not idle 

1'bi: Idle 

idle_vi 

BIU_VI idle state. 
1'bO: Not idle 

1'bi: Idle 

idle_npu 

BIU_NPU idle state. 
1'bO: Not idle 

1'bi: Idle 

idle_gpu 

BIU_GPU idle state. 
1'bO: Not idle 

1'bi: Idle 
idle_msch 
BIU_MSCH idle state. 
1'bO: Not idle 

1'bi: Idle 


PMU NOC AUTO CONO 
Address: Operational Base + offset (0x0070) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16)/WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


auto_idle_bus 

When perform idle operation, BIU_BUS corresponding clock can 
15 RW |0x0 be opened or gated automatically. 

1'bO: Disable 

1'b1: Enable 

auto_idle_usb 

When perform idle operation, BIU_USB corresponding clock can 
14 RW /|0x0 be opened or gated automatically. 

1'bO: Disable 

1'b1: Enable 
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| Bit |Attr[ResetValue| ss ——C—i‘“;C‘~CiS scription 
auto_idle_perimid 
When perform idle operation, BIU_PERIMID corresponding clock 
can be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_secure_flash 
When perform idle operation, BIU_SECURE_FLASH corresponding 
clock can be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_pipe 
When perform idle operation, BIU_PIPE corresponding clock can 
be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_php 
When perform idle operation, BIU_PHP corresponding clock can 
be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_gic_audio 
When perform idle operation, BIU_GIC_AUDIO corresponding 
clock can be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_rkvdec 
When perform idle operation, BIU_RKVDEC corresponding clock 
can be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_rkvenc 
When perform idle operation, BIU_RKVENC corresponding clock 
can be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_vpu 
When perform idle operation, BIU_VPU corresponding clock can 
be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_rga 
When perform idle operation, BIU_RGA corresponding clock can 
be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_vo 
When perform idle operation, BIU_VO corresponding clock can be 
opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_vi 
When perform idle operation, BIU_VI corresponding clock can be 
opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
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| Bit |Attr[ResetValue| ————Ci—“;C*C‘~Ci escrito 
auto_idle_npu 
When perform idle operation, BIU_NPU corresponding clock can 
be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 


auto_idle_gpu 
When perform idle operation, BIU_GPU corresponding clock can 


be opened or gated automatically. 

3'b111: Enable 

Others: Disable 

auto_idle_msch 

When perform idle operation, BIU_MSCH corresponding clock can 
be opened or gated automatically. 

1'bO: Disable 

1'b1: Enable 


PMU NOC AUTO CON1 
Address: Operational Base + offset (0x0074 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
31-16) WO |0x0000 1'bO: Write access disable 

1'b1: Write access enable 


15:4 [RO |Ox000_ reserved 
auto_idle_cpu 
When perform idle operation, BIU_CPU corresponding clock can 
be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_pmu 
When perform idle operation, BIU_PMU corresponding clock can 
be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_top2 
When perform idle operation, BIU_TOP2 corresponding clock can 
be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 
auto_idle_top1 
When perform idle operation, BIU_TOP1 corresponding clock can 
be opened or gated automatically. 
1'bO: Disable 
1'b1: Enable 


PMU DDR PWR CON 
Address: Operational Base + offset (0x0080 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
WO 0x0000 1'bO: Write access disable 

1'b1: Write access enable 


31:16 
15:5 |RO_|0x000_ reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


ddrphy_auto_gating_ena 

Enable DDR phy auto clock gating function performed by PMU, 
4 RW |0x0 when DDR enter self-refresh state. 

1'bO: Disable 

1'b1: Enable 


3:2 |RO |Oxo [reserved 


ddrio_ret_ ena 

Enable DDR IO retention asserted performed by PMU. 
1'bO: Disable 

1'b1: Enable 

ddr_sref_ena 

Enable DDR self-refresh by PMU. 

1'bO: Disable 

1'b1: Enable 


PMU DDR PWR SFTCON 
Address: Operational Base + offset (0x0084 


| Bit_|Attr| Reset Value 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
SE TO WO, (Ox0000 1'bO: Write access disable 

1'b1: Write access enable 


15:4 [RO |Ox000_ reserved 
ddrctl_active_wait 
DDR controller waits for c_active high after c_sysack high. 
1'bO: Disable 
1'b1: Enable 
sw_ddrio_ret_exit 
DDR IO retention exit request by software. 
1'b0O: Disable 
1'b1: Enable 
sw_ddrio_ret_req 
DDR IO retention enter request by software. 
1'b0O: Disable 
1'b1: Enable 
sw_ddr_sref_req 
DDR self-refresh request by software. 
1'bO: Disable 
1'b1: Enable 


PMU DDR PWR STATE 
Address: Operational Base + offset (0x0088) 
Reset Value 


ddr_power_state 

DDR power state. 

3'hO: Normal state 

3'h1: Self-refresh enter state 
3'h2: IO retention state 
3'h3: Sleep state 

3'h4: IO retention exit state 
3'h5: Self-refresh exit state 
Others: Reserved 


PMU DDR PWR _ ST 
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Address: Operational Base + offset (OxO008C 


| Bit |Attr[ResetValue| = <s———“‘;‘“;C™SCC*éi scription 
[31:3 [RO_|0x00000000 |reserved  —“‘“(‘(‘“‘“(‘(S;S*SC‘(SCidz 
ddrio_ret 
DDR IO retention state. 
1'bO: Inactive 
1'b1: Active 


ddrctl_c_active 


ddrctlc_active state. 
1'bO: Inactive 

1'b1: Active 
ddrctl_c_sysack 
ddrctlc_sysack state. 
1'bO: Inactive 

1'b1: Active 


PMU PWR GATE CON 
Address: Operational Base + offset (0x0090 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
SE TOW, (Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


115:10/RO_ [0x00 reserved 
pd_center_dwn_ena 
Enable power down PD_CENTER by PMU automatically. 
1'bO: Disable 
1'b1: Enable 
pd_pipe_dwn_ena 
Enable power down PD_PIPE by PMU automatically. 
1'bO: Disable 
1'b1: Enable 
pd_vo_dwn_ena 
Enable power down PD_VO by PMU automatically. 
1'bO: Disable 
1'b1: Enable 
pd_vi_dwn_ena 


Enable power down PD_VI by PMU automatically. 
1'b0O: Disable 
1'b1: Enable 


pd_rga_dwn_ena 

Enable power down PD_RGA by PMU automatically. 
1'bO: Disable 

1'b1: Enable 

pd_rkvdec_dwn_ena 

Enable power down PD_RKVDEC by PMU automatically. 
1'b0O: Disable 

1'b1: Enable 

pd_rkvenc_dwn_ena 

Enable power down PD_RKVENC by PMU automatically. 
1'bO: Disable 

1'b1: Enable 

pd_vpu_dwn_ena 

Enable power down PD_VPU by PMU automatically. 
1'bO: Disable 

1'b1: Enable 
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| Bit [Attr|ResetValue| —C(@Deescription 
pd_npu_dwn_ena 
Enable power down PD_NPU by PMU automatically. 
1'bO: Disable 


1'b1: Enable 

pd_gpu_dwn_ena 

Enable power down PD_GPU by PMU automatically. 
1'bO: Disable 

1'b1: Enable 


PMU PWR_GATE STATE 
Address: Operational Base + offset (0x0094 
| Bit [Attr|ResetValue| ss —“‘;‘“C;C™SC~CiS scription =— Cd 
[31:3 [RO [0x00000000 |reserved —“‘“C;C*S™*™*™*™C™C™C™C—CS 
power_gate_state 
Power domain state machine status. 
3'hO: Normal state 
3'h1: Power down start 
3'h2: Power down selected domain 
3'h3: Wait state 
3'h4: Power up start 
3'h5: Power up running selected domain 
Others: Reserved 


PMU PWR_DWN_ ST 
Address: Operational Base + offset (0x0098) 


| Bit [Attr|ResetValue| Ci‘ e@Scritiom 
[31:10/RO_[0x000000__—i|reserved 

pd_center_dwn_stat 

The power status of PD_CENTER. 

1'bO: Power up 

1'b1: Power down 

pd_pipe_dwn_stat 

The power status of PD_PIPE. 

1'bO: Power up 

1'b1: Power down 

pd_vo_dwn_stat 

The power status of PD_VO. 

1'bO: Power up 

1'b1: Power down 

pd_vi_dwn_stat 


The power status of PD_VI. 
1'bO: Power up 
1'b1: Power down 


pd_rga_dwn_stat 

The power status of PD_RGA. 
1'bO: Power up 

1'b1: Power down 
pd_rkvdec_dwn_stat 

The power status of PD_RKVDEC. 
1'bO: Power up 

1'b1: Power down 
pd_rkvenc_dwn_stat 

The power status of PD_RKVENC. 
1'bO: Power up 

1'b1: Power down 
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| Bit |Attr[ResetValue| —— ——C—i—“;*C*C*C‘~Ci escrito 
pd_vpu_dwn_stat 
The power status of PD_VPU. 
1'bO: Power up 
1'b1: Power down 


pd_npu_dwn_stat 


The power status of PD_NPU. 
1'bO: Power up 

1'b1: Power down 
pd_gpu_dwn_stat 

The power status of PD_GPU. 
1'bO: Power up 

1'b1: Power down 


PMU_PWR_GATE SFTCON 
Address: Operational Base + offset (OxO0A0) 


| Bit |Attr| Reset Value, 


PC escription sd 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


115:10/RO_|ox0O [reserved 
pd_center_dwn_ena 
Enable power down PD_CENTER by software. 
1'bO: Disable 
1'b1: Enable 
pd_pipe_dwn_ena 
Enable power down PD_PIPE by software. 
1'bO: Disable 
1'bi: Enable 
pd_vo_dwn_ena 
Enable power down PD_VO by software. 
1'bO: Disable 
1'b1: Enable 
pd_vi_dwn_ena 


Enable power down PD_VI by software. 
1'bO: Disable 
1'b1: Enable 


pd_rga_dwn_ena 

Enable power down PD_RGA by software. 
1'bO: Disable 

1'b1: Enable 

pd_rkvdec_dwn_ena 

Enable power down PD_RKVDEC by software. 
1'bO: Disable 

1'b1: Enable 

pd_rkvenc_dwn_ena 

Enable power down PD_RKVENC by software. 
1'bO: Disable 

1'b1: Enable 

pd_vpu_dwn_ena 

Enable power down PD_VPU by software. 
1'b0O: Disable 

1'b1: Enable 
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| Bit |Attr|ResetValue| Ci@eescription 


pd_npu_dwn_ena 

Enable power down PD_NPU by software. 
a pica hese 1'bO: Disable 

1'b1: Enable 


pd_gpu_dwn_ena 

Enable power down PD_GPU by software. 
ROX 1'bO: Disable 

1'b1: Enable 


PMU VOL GATE SFTCON 
Address: Operational Base + offset (Ox00A8 


| Bit |Attr|/ResetValue| Ci eescription 


write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:2 [RO _|0x0000__|reserved 
vd_npu_ena 
Enable PD_NPU as a voltage domain. 
1'bO: Disable 
1'b1: Enable 
vd_gpu_ena 
Enable PD_GPU as a voltage domain. 
1'bO: Disable 
1'b1: Enable 


PMU CRU PWR CON 
Address: Operational Base + offset (OxO0OBO) 


| Bit _|Attr| Reset Value 


write_enable 
Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
13|RO_| 


Oxo =sifreserved 
pmumem_clk_src_gate_ena 
Gating PMUMEM's bus clock source. 
1'bO: Disable 
1'b1: Enable 
pd_pmu_clk_src_gate_ena 
Gating PD_PMU's bus clock source, waked up by special GPIOs. 
1'b0O: Disable 
1'b1: Enable 


2 
pd_peri_clk_src_gate_ena 
Gating BIU_PERI's bus clock source. 


1'bO: Disable 

1'b1: Enable 

pd_bus_clk_src_gate_ena 

Gating BIU_BUS's bus clock source. 

1'bO: Disable 

1'b1: Enable 

pwm_switch_iout 

PWM output value when pmu_cru_pwr_con[7]=0 
1'bO: output low 

1'b1: output high 
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| Bit |Attr[ResetValue| ————Cti—“C;Cs*C‘~Ci scription 
pwm_gpio_ioe_ena 
PWM output enable. 
1'bO: output mode 
1'b1: input mode 
pwm_switch_ena 
PWM switch. 
1'bO: Disable 
1'b1: Enable 
power_off_ena 
Chip power off enable by hardware. 
1'bO: Disable 
1'b1: Enable 
alive_osc_ena 
pclk_pmu switch oscillator enable. When alive_32k_ena is 
asserted, this bit is ignored. 
1'bO: Disable 
1'b1: Enable 
input_clamp_ena 
VD_PMU input clamp enable by hardware. 
1'bO: Disable 
1'b1: Enable 
wakeup_rst_ena 
Wakeup reset enable. If asserted, the whole chip except IPs 
supporting reset hold function will be reset. 
1'bO: Disable 
1'b1: Enable 
osc_dis_ena 
Disable oscillator by hardware. 
1'bO: Enable 
1'b1: Disable 
alive_32k_ena 
Enable pclk_pmu and clk_pmu switch to 32KHz clock by 
hardware. 
1'bO: Disable 
1'b1: Enable 


PMU CRU PWR SFTCON 
Address: Operational Base + offset (Ox00B4) 
[Attr/Reset Value| ——— s——“‘S™~C*éieScription — 
write_enable 
Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 
1'bi: Write access enable 


15:6 |RO_|0x000 


31:16}WO |0x0000 


power_off_ena 

Power off chip by software. 
ee RWS EX? 1'b0: Disable 

1'b1: Enable 

alive_osc_ena 

pclk_pmu switch oscillator enable by software. When 
4 RW {0x0 alive_32k_ena is asserted, this bit is ignored. 

1'bO: Disable 

1'b1: Enable 
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| Bit [Attr|/ResetValue| —Céeescription 
input_clamp_ena 
VD_PMU input clamp enable by software. 
1'bO: Disable 
1'b1: Enable 


wakeup_rst_ena 

Wakeup reset enable by software. Reset the whole chip, except 
IPs supporting reset hold function. 

1'bO: Disable 


1'b1: Enable 

osc_dis_ena 

Disable oscillator by software. 

1'bO: Enable 

1'b1: Disable 

alive_32k_ena 

Enable pclk_pmu and clk_pmu switch to 32KHz clock by software. 
1'bO: Disable 

1'b1: Enable 


PMU _CRU PWR _ STATE 
Address: Operational Base + offset (Ox00B8) 
[ResetValue[ Ci‘ Scriptiom — 

cru_power_state 
CRU power machine state. 
4'hO: Normal state 
4'h1: Clock low frequency state 
4'h2: PLL power down state 
4'h3: Input clamp state 
4'h4: Oscillator disable state 
4'h5: CRU sleep state 
4'h6: CRU wakeup state 
4'h7: Oscillator enable state 
4'h8: Input clamp release state 
4'h9: Clock high frequency state 
4'ha: Wakeup reset clear state 
4'hb: GPIO switch state 
4'hc: PLL power up state 
4'hd: PWM switch state 
Others: Reserved 


PMU PLLPD CON 
Address: Operational Base + offset (Ox00CO 


| Bit_|Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16)/WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:9 |RO_ |0x00___—reserved 


vpll_pd_ena 

VPLL power down by PMU. 
RN | Oxe 1'bO: Disable 

1'b1: Enable 
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| Bit [Attr|ResetValue| —C(@Deescription 

ppll_pd_ena 

PPLL power down by PMU. 
1'bO: Disable 

1'b1: Enable 

hpll_pd_ena 

HPLL power down by PMU. 
1'bO: Disable 

1'b1: Enable 

npll_pd_ena 

NPLL power down by PMU. 
1'bO: Disable 

1'b1: Enable 

mpll_pd_ena 

MPLL power down by PMU. 
1'bO: Disable 

1'b1: Enable 

gpll_pd_ena 

GPLL power down by PMU. 
1'bO: Disable 

1'b1: Enable 

cpll_pd_ena 

CPLL power down by PMU. 
1'bO: Disable 

1'b1: Enable 

dpll_pd_ena 

DPLL power down by PMU. 
1'b0O: Disable 

1'b1: Enable 

apll_pd_ena 

APLL power down by PMU. 
1'bO: Disable 

1'b1: Enable 


PMU _PLLPD SFTCON 

Address: Operational Base + offset (Ox00C4) 

| Bit [Attr|ResetValue| ss ——“i;i‘“;C™C~CiS scription — Cd 
write_enable 

Write enable for lower 16 bits, each bit is individual. 

1'bO: Write access disable 

1'bi: Write access enable 


15:9 |RO |0x00___—[reserved 


reserved 
vpll_pd_ena 
VPLL power down by software. 
ee 1'b0: Disable 
1'bi: Enable 


31:16}WO |0x0000 


ppll_pd_ena 
PPLL power down by software. 
ZB Oxe 1'bO: Disable 
1'b1: Enable 
hpll_pd_ena 
HPLL power down by software. 
Bn 0x0 1'bO: Disable 
1'b1: Enable 
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| Bit [Attr|ResetValue| C(@Deescription 
npll_pd_ena 
NPLL power down by software. 
1'bO: Disable 
1'b1: Enable 
mpll_pd_ena 
MPLL power down by software. 
1'bO: Disable 
1'b1: Enable 


gpll_pd_ena 
GPLL power down by software. 
1'bO: Disable 


1'b1: Enable 

cpll_pd_ena 

CPLL power down by software. 
1'bO: Disable 

1'b1: Enable 

dpll_pd_ena 

DPLL power down by software. 
1'bO: Disable 

1'b1: Enable 

apll_pd_ena 

APLL power down by software. 
1'b0O: Disable 

1'b1: Enable 


PMU_ INFO TX CON 

Address: Operational Base + offset (OxOODO 

| Bit |Attr[ResetValue| “ss ——“(i;i‘“;C™SCC*Ci scription 
write_enable 

Write enable for lower 16 bits, each bit is individual. 

1'bO: Write access disable 

1'b1i: Write access enable 


info_tx_intv_time 
15:8 |RW /0x00 The interval time from 1 byte sends over to a new byte sends 
start. The value is the cycle number counted in clk_pmu 


31:16}WO |0x0000 


info_tx_con 
Power state output selection. 
4'hO: PMU_MAIN_PWR_STATE 
4'h1: PMU_DSU_PWR_STATE 
4'h4: PMU_DDR_PWR_STATE 
4'h5: PMU_PWR_GATE_STATE 
Pes RN ORD 4'h6: PMU_CRU_PWR_STATE 
4'h8: PMU_CPU0O_PWR_STATE 
4'h9: PMU_CPU1_PWR_STATE 
4'h10: PMU_CPU2_PWR_STATE 
4'h11: PMU_CPU3_PWR_STATE 
Others: Reserved 


3:1 [RO |oxo_ reserved 


info_tx_en 

Debug information transmit enable. 
eee 1'b0: Disable 

1'b1: Enable 


PMU DSU STABLE CNT 
Address: Operational Base + offset (0x0100) 
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| Bit |Attr|ResetValue| Ci@eescription 
31:20|RO_|0x000 


: stable_cnt 
Cit DSU power stable counter for DSU from power off to wakeup 


PMU_PMIC STABLE CNT 

Address: Operational Base + offset (0x0104 

| Bit [Attr|ResetValue| ss —“‘“CS*éS scription =— 
[31:20[RO |Ox00O_——sireserved —  — —“‘“‘(‘(“(‘(;S#S*S*“(“‘“(#;$‘;N;'....C‘#ézC‘dO 


: stable_cnt 
Cetin PMIC power stable counter for CRU from power off to wakeup 


PMU _ OSC STABLE CNT 

Address: Operational Base + offset (0x0108) 

| Bit [Attr|ResetValue| Ci‘ eScriptiom 
31:20/RO |0x000_ reserved 


. stable_cnt 
Oxtinth OSC stable counter for OSC from power off to wakeup 


PMU WAKEUP RSTCLR CNT 

Address: Operational Base + offset (0x010C) 

| Bit [Attr|ResetValue| Ci‘ Scriptom — 
[31:20[RO_|Oxo0O_ reserved 


; wakeup_rstclr_cnt 
Oxia Stable counter for CRU wakeup reset clear 


PMU PLL LOCK CNT 

Address: Operational Base + offset (0x0110 

| Bit |Attr[ResetValue| = <s——“‘;‘“C;C™C~Ci scription — 
[31:20[RO |Ox00O_——sireserved eC“ —~—“‘“‘“(‘(;:S*S*S*s*C“‘“‘(‘“($RNC(C#‘iézdCQN 


. pll_lock_cnt 
om Lock counter for PLL from powerup to lock 


PMU_DSU_PWRUP_ CNT 

Address: Operational Base + offset (0x0118) 

| Bit [Attr|ResetValue| Ci‘ ection 
31:20/RO [0x000_si reserved 


stable_cnt 
19:0 |RW |0Ox05dcO DSU power up stable counter, reflect on the falling time of 
pd_dsu_dwn_ack. 


PMU_ DSU PWRDN_ CNT 

Address: Operational Base + offset (0x011C) 

| Bit [Attr|ResetValue| ————C*‘i scription 
31:20/RO [0x000.si reserved 


stable_cnt 
9:0 |RW |0Ox05dcO DSU power down stable counter, reflect on the rising time of 
pd_dsu_dwn_ack. 


PMU GPU VOLUP CNT 

Address: Operational Base + offset (0x0120) 
[Attr|ResetValue|——sC‘i@eescription = 

31:20/RO_|oxooo [reserved 
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| Bit |Attr| Reset Value, 


Po CC—C—“‘C(*é@DeScription 
stable_cnt 

19:0 |RW |Ox0001f GPU voltage up stable counter, reflect on the falling time of 
pd_gpu_dwn_ack. 


PMU GPU VOLDN CNT 
Address: Operational Base + offset (0x0124 


| Bit |Attr|/ResetValue| Ci eescription 
[31:20|RO_|0x000 


stable_cnt 
19:0 |RW |OxO0001f GPU voltage up stable counter, reflect on the rising time of 
pd_gpu_dwn_ack. 


PMU_WAKEUP_TIMEOUT CNT 
Address: Operational Base + offset (0x0128) 


| Bit |Attr| Reset Value 
: wakeup_timeout_cnt 

0x00005dc0_ | WakEUP timeout counter 

PMU PWM _ SWITCH CNT 

Address: Operational Base + offset (0x012C 


| Bit_|Attr| Reset Value 
31:0 |RW 


stable_cnt 
31:0 |Rwe OxOOOFffTT PWM switch stable counter 


PMU DBG RST CNT 
Address: Operational Base + offset (0x0130) 


| Bit |Attr| Reset Value 


dbg_rst_cnt 
31:0 |RW |OxOOOfffff CPU reset duration cycle (mesured by clk_pmu) when entering 
debug recovery 


PMU SYS REGO 
Address: Operational Base + offset (0x0180 


| Bit [Attr/ResetValue| Cs‘ eScription 
: pmu_sys_reg 


PMU SYS REGi 
Address: Operational Base + offset (0x0184) 


| Bit |Attr[ResetValue|——“‘;‘“;C™SC~éi Scriptom =— sd 
: pmu_sys_reg 
0x00000000 PMU system register 


PMU SYS REG2 
Address: Operational Base + offset (0x0188 


| Bit_|Attr| Reset Value 


: pmu_sys_reg 
0x00000000 PMU system register 


PMU SYS REG3 
Address: Operational Base + offset (0x018C) 


| Bit _|Attr| Reset Value 


: pmu_sys_reg 
0x00000000 PMU system register 
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PMU SYS REG4 
Address: Operational Base + offset (0x0190) 


| Bit |Attr|/ResetValue| Ci@eescription 


; pmu_sys_reg 
31:0 Rw |ox00000000 PMU system register 


PMU SYS REG5 
Address: Operational Base + offset (0x0194) 


Reset Value 


pmu_sys_reg 


BaQ "| RW: /Ox000G0000 PMU system register 


PMU_SYS REG6 
Address: Operational Base + offset (0x0198) 


| Bit |Attr/ResetValue| Ci eescription 


: pmu_sys_reg 
a0 Rw |ox00000000 PMU system register 


PMU SYS REG7 
Address: Operational Base + offset (0x019C 


| Bit_|Attr| Reset Value 


: pmu_sys_reg 
0x00000000 PMU system register 


PMU DSU PWR CON 
Address: Operational Base + offset (0x0300) 


| Bit |Attr| Reset Value 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
31:16 0x0000 1'bO: Write access disable 
1'b1: Write access enable 
[15:8 [RO [0x00 ——sireserved ee —s—“‘—‘“‘“‘“‘(;:;* 


cluster_clk_src_gate_ena 
Cluster clock gate enable. 
ZENE Ox0 1'bO: Disable 
1'b1: Enable 
dsu_ret_ena 
DSU retention enable. 
RW 0x8 1'bO: Disable 
1'b1: Enable 


5:4 |RO_ |OxO reserved 


dsu_pwroff_ena 

DSU hardware power off enable. 
ae RN EXO 1'b0: Disable 

1'b1: Enable 

dsu_pwrdn_ena 

DSU hardware power down enable. 
BRE Oxo 1'b0: Disable 

1'b1: Enable 


1:0 |RO [0x0 reserved 


PMU DSU PWR SFTCON 
Address: Operational Base + offset (0x0304) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ot LO WO; 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


15:8 |RO_|Ox0O [reserved 


cluster_clk_src_gate_cfg 

Cluster clock gate software enable. 
de RYE ORR 1'b0: Disable 

1'b1: Enable 


16:5 [RO [0x00 reserved 
dsu_sft_preq_ret 
DSU software p-channel regest for RET enable. 
1'bO: Disable 
1'b1: Enable 
dsu_sft_preq_on 
DSU software p-channel regest for ON enable. 
1'bO: Disable 
1'b1: Enable 
dsu_sft_preq_off 
DSU software p-channel regest for OFF enable. 
1'bO: Disable 
1'b1: Enable 
dsu_pwrdn_ena 
DSU software power down enable. 
1'bO: Disable 
1'b1: Enable 


PMU DSU AUTO CON 
Address: Operational Base + offset (0x0308 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 

1'b1i: Write access enable 


dsu_auto_ret_ena 

DSU auto retention enable. 
1'bO: Disable 

1'b1: Enable 
dsu_sft_wakeup_cluster_ena 


DSU software wakeup enable. 
1'bO: Disable 

1'b1: Enable 
dsu_int_mask_ena 

DSU interrupt mask enable. 
1'bO: Disable 

1'b1: Enable 


dsu_int_wakeup_cluster_ena 
DSU interrupt wakeup enable. 
1'bO: Disable 
1'bi: Enable 
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| Bit |Attr|ResetValue| —Ci@eescription 


Disable 


dsu_Ip_ena 

DSU low power enable. 
RW |0x0 1'bO: Di 

1'b1: Enable 


PMU DSU PWR _ STATE 


Address: Operational Base + offset (Ox030C 


| Bit _|Attr| Reset Value 
[31:19|RO_|0x0000 


dsu_power_state 
DSU power state. 
3'hO: 
3'h1: 
3'h2: 
18:16 3'h3: 
3'h4: 
3'hS: 
3'h6: 
3'h7: i 
Others: Reserved 


DSU power on state 

Cluster transfer idle state 
DSU power down state 

DSU OFF state 

DSU wakeup state 

DSU power up state 

Cluster transfer resume state 
DSU function retention state 


a5 |RO_|oxo_sreserved 


cpu3_power_state 
CPU3 power state. 
3'hO: 
3'h1: 

14:12 0x0 3'h2: 
3'h3: 
3'h4: 

Others: Reserved 


CPU power on state 
CPU power off state 
CPU emulation off state 
CPU retention state 


CPU debug recovery state 


di |RO_|OxO_ reserved 


cpu2_power_state 

CPU2 power state. 
10:8 0x0 

Others: Reserved 


CPU power on state 

CPU power off state 

CPU emulation off state 
CPU retention state 

CPU debug recovery state 


7 |RO_|Ox0_sfreserved 


cpul_power_state 
CPU1 power state. 
3'hO: 
3'h1: 

6:4 0x0 3'h2: 2 
3'h3: 
3'h4: 

Others: Reserved 


CPU power on state 

CPU power off state 

CPU emulation off state 
CPU retention state 

CPU debug recovery state 


3 |RO_|Oxo_ si reserved 
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| Bit |Attr|ResetValue| Ci eescription 


cpu0_power_state 
CPUO power state. 
3'h0O: CPU power on state 

; 3'h1: CPU power off state 

ae 0x0 3'h2: CPU emulation off state 

3'h3: CPU retention state 
3'h4: CPU debug recovery state 
Others: Reserved 


PMU_CPU_ AUTO PWR_CONO 
Address: Operational Base + offset (0x0310) 


| Bit |Attr| Reset Value, 


Pt escription 
write_enable 
; Write enable for lower 16 bits, each bit is individual. 
31:16)/WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


cpul_dbg_recov_rstsrc 

CPU1 reset source when entering debug recovery. 
1'bO: corereset 

1'b1: coreporeset 

cpul_dbg_recov_ena 

CPU1 enter debug recovery enable. 

1'bO: Disable 

1'b1: Enable 

cpui_sft_wakeup_ret_ena 

CPU1 software wakeup from retention enable. 
1'bO: Disable 

1'b1: Enable 

cpul_auto_ret_ena 

CPU1 auto retention enable. 

1'bO: Disable 

1'b1: Enable 


cpui_sft_wakeup_pwrdn_ena 

0x0 CPU1 software wakeup from power down enable. 
1'bO: Disable 
1'b1: Enable 


cpul_int_mask_ena 

CPU1 interrupt mask enable. 
1'bO: Disable 

1'b1: Enable 
cpui_int_wakeup_ena 

CPU1 interrupt wakeup enable. 
1'bO: Disable 

1'b1: Enable 
cpul_auto_pwrdn_ena 

CPU1 auto power down enable. 
1'bO: Disable 

1'b1: Enable 
cpu0_dbg_recov_rstsrc 

CPUO reset source when entering debug recovery. 
1'bO: corereset 

1'b1: coreporeset 


RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 


z 
7 
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| Bit |Attr[ResetValue| ————C—i—“‘;*C‘~Ci scription 
cpu0_dbg_recov_ena 
CPUO enter debug recovery enable. 
1'bO: Disable 
1'b1: Enable 
cpu0O_sft_wakeup_ret_ena 
CPUO software wakeup from retention enable. 
1'bO: Disable 
1'b1: Enable 


cpu0_auto_ret_ena 

CPUO auto retention enable. 
1'bO: Disable 

1'b1: Enable 
cpu0_sft_wakeup_pwrdn_ena 


CPUO software wakeup from power down enable. 
1'bO: Disable 

1'b1: Enable 
cpu0_int_mask_ena 

CPUO interrupt mask enable. 
1'bO: Disable 

1'b1: Enable 
cpu0O_int_wakeup_ena 

CPUO interrupt wakeup enable. 
1'bO: Disable 

1'b1: Enable 
cpu0_auto_pwrdn_ena 

CPUO auto power down enable. 
1'bO: Disable 

1'b1: Enable 


PMU CPU AUTO PWR CON1 
Address: Operational Base + offset (0x0314 


| Bit_|Attr| Reset Value 
31:16|Wo 


write_enable 

0x0000 Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 
1'b1i: Write access enable 


cpu3_dbg_recov_rstsrc 
0x0 CPU3 reset source when entering debug recovery. 
1'bO: corereset 
1'b1: coreporeset 
cpu3_dbg_recov_ena 
0x0 CPU3 enter debug recovery enable. 
1'bO: Disable 
1'b1: Enable 
cpu3_sft_wakeup_ret_ena 
0x0 CPU3 software wakeup from retention enable. 
1'bO: Disable 
1'b1: Enable 
cpu3_auto_ret_ena 
CPU3 auto retention enable. 
1'bO: Disable 
1'b1: Enable 
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| Bit |Attr[ResetValue| ————C—i—‘“;*C‘~Ci scription 
cpu3_sft_wakeup_pwrdn_ena 

CPU3 software wakeup from power down enable. 
1'bO: Disable 

1'b1: Enable 

cpu3_int_mask_ena 

CPU3 interrupt mask enable. 

1'bO: Disable 

1'b1: Enable 

cpu3_int_wakeup_ena 

CPU3 interrupt wakeup enable. 

1'bO: Disable 

1'b1: Enable 

cpu3_auto_pwrdn_ena 

CPU3 auto power down enable. 

1'bO: Disable 

1'b1: Enable 

cpu2_dbg_recov_rstsrc 

CPU2 reset source when entering debug recovery. 
1'bO: corereset 

1'b1: coreporeset 

cpu2_dbg_recov_ena 

CPU2 enter debug recovery enable. 

1'bO: Disable 

1'b1: Enable 

cpu2_sft_wakeup_ret_ena 

CPU2 software wakeup from retention enable. 
1'bO: Disable 

1'b1: Enable 

cpu2_auto_ret_ena 

CPU2 auto retention enable. 

1'bO: Disable 

1'b1: Enable 

cpu2_sft_wakeup_pwrdn_ena 

CPU2 software wakeup from power down enable. 
1'bO: Disable 

1'b1: Enable 

cpu2_int_mask_ena 

CPU2 interrupt mask enable. 

1'bO: Disable 

1'b1: Enable 

cpu2_int_wakeup_ena 

CPU2 interrupt wakeup enable. 

1'bO: Disable 

1'b1: Enable 

cpu2_auto_pwrdn_ena 

CPU2 auto power down enable. 

1'bO: Disable 

1'b1: Enable 


= = 


= 


= = 


= 


10 
7 


PMU_CPU PWR_SFTCON 
Address: Operational Base + offset (0x0318) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_enable 
: Write enable for lower 16 bits, each bit is individual. 
ot Fe WO, 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


cpu3_sft_preq_ret 

CPU3 software p-channel reqest for RET enable. 
1'bO: Disable 

1'b1: Enable 

cpu3_sft_preq_on 

CPU3 software p-channel reqest for ON enable. 
1'bO: Disable 

1'b1: Enable 

cpu3_sft_preq_off 

CPU3 software p-channel reqest for OFF enable. 
1'bO: Disable 

1'b1: Enable 

cpu3_sft_pwrdn_ena 

CPU3 software power down enable. 

1'bO: Disable 

1'b1: Enable 

cpu2_sft_preq_ret 

CPU2 software p-channel reqest for RET enable. 
1'bO: Disable 

1'b1: Enable 

cpu2_sft_preq_on 

CPU2 software p-channel regest for ON enable. 


poi Disable 
1'b1: Enable 


15 0x0 


R/W 
C 
R/W 
C 
R/W 
Cc 
R/W 
G 
R/W 
Cc 
cpu2_sft_preq_off 
CPU2 software p-channel regqest for OFF enable. 
C 1'bO: Disable 
1'b1: Enable 
cpu2_sft_pwrdn_ena 
RW CPU2 software power down enable. 
1'bO: Disable 
1'b1: Enable 
cpul1_sft_preq_ret 
R/W CPU1 software p-channel reqest for RET enable. 
C 1'bO: Disable 
1'b1: Enable 
cpul1_sft_preq_on 
R/W CPU1 software p-channel reqest for ON enable. 
C 1'bO: Disable 
1'b1: Enable 
cpui_sft_preq_off 
Cc 
RW 


CPU1 software p-channel reqest for OFF enable. 
1'bO: Disable 


S 
1'b1: Enable 
cpui_sft_pwrdn_ena 
pro CPU1 software power down enable. 
1'bO: Disable 
1'b1: Enable 
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| Bit |Attr[ResetValue| ss ——C—i—“;*C‘~Ci scription 
cpu0_sft_preq_ret 
CPUO software p-channel reqest for RET enable. 
1'bO: Disable 
1'b1: Enable 
cpu0_sft_preq_on 
CPUO software p-channel reqest for ON enable. 
1'bO: Disable 
1'b1: Enable 
cpu0_sft_preq_off 
CPUO software p-channel reqest for OFF enable. 
1'bO: Disable 
1'b1: Enable 
cpu0O_sft_pwrdn_ena 
CPUO software power down enable. 
1'bO: Disable 
1'b1: Enable 


PMU CLUSTER PWR ST 
Address: Operational Base + offset (0x031C) 
Description 
cpu3_bit_on 
CPU3 pactive[8], indicating CPU should enter POWER ON. 
cpu3_bit_funcret 
CPU3 pactive[7] state, indicating CPU can enter FUNCTION 
RETENTION 


cpu2_bit_on 

CPU2 pactive[8], indicating CPU should enter POWER ON. 
cpu2_bit_funcret 

CPU2 pactive[7] state, indicating CPU can enter FUNCTION 
RETENTION 

cpu2_bit_fullret 

CPU2 pactive[5] state, indicating CPU can enter FULL RETENTION 
cpu2_bit_emuoff 

CPU2 pactive[1] state, indicating CPU can enter EMULATION OFF 
cpui_bit_on 

CPU1 pactive[8], indicating CPU should enter POWER ON. 
cpui_bit_funcret 

CPU1 pactive[7] state, indicating CPU can enter FUNCTION 
RETENTION 


cpui_bit_emuoff 

CPU1 pactive[1] state, indicating CPU can enter EMULATION OFF 
cpu0_bit_on 

CPUO pactive[8], indicating CPU should enter POWER ON. 
cpu0_bit_funcret 

CPUO pactive[7] state, indicating CPU can enter FUNCTION 
RETENTION 
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a a 


Ro |oxo cpu bit_emuoff 
CPUO pactive[1] state, indicating CPU can enter EMULATION OFF 
Ca 
PMU re -channel request sent and accepted by CPU3. 
PMU p-channel request sent and accepted by CPU2. 


PMU ‘Oe -channel request sent and accepted by CPU1. 


cpuO_preq_acceped 

PMU p-channel request sent and accepted by CPUO. 
clusterpactive_bit_full 

Cluster pactive[19], indicating cluster L3 ways for full operation. 
clusterpactive_bit_on 

Cluster pactive[8], indicating cluster should enter POWER ON. 
clusterpactive_bit_funcret 

Cluster pactive[7] state, indicating cluster can enter FUNCTION 
RETENTION 

clusterpactive_bit_memret 

Cluster pactive[2] state, indicating cluster can enter MEMORRY 
RETENTION 


pho po (iis Arico ecemenross 
PMU a 7 -channel request sent and accepted by DSU. 
16:5 |RO [Oxo ——ifreserved 
dsu_dwn_state 
Cluster power down state. 
1'bO: Inactive 
1'b1: Active 
cpu3_dwn_state 
CPU3 power down state. 
1'bO: Inactive 
1'b1: Active 
cpu2_dwn_state 
CPU2 power down state. 
1'bO: Inactive 
1'b1: Active 
cpul_dwn_state 
CPU1 power down state. 
1'bO: Inactive 
1'b1: Active 
cpu0_dwn_state 
CPUO power down state. 
1'bO: Inactive 
1'b1: Active 


PMU_ CLUSTER IDLE CON 
Address: Operational Base + offset (0x0320) 


| Bit |Attr| Reset Value, 


PC escription sd 
write_enable 
. Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
reserved —‘“s—Ss—‘“‘“‘i‘sSSC*zd 


15:4 |RO |0x000 reserved 
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| Bit |Attr[ResetValue| —————Cti—“C;C*C~Ci scription 
gic2core_pwrq_req 
Enable sending gic2core power q-channel request to CPU by PMU. 
1'bO: Disable 
1'b1: Enable 


core2gic_pwrq_req 
Enable sending core2gic power q-channel request to CPU by PMU. 
1'bO: Disable 


1'b1: Enable 

dbg_pwrq_req 

Enable sending debug power q-channel request to CPU by PMU. 
1'bO: Disable 

1'b1: Enable 

idle_req_cpu 

Enable sending bus idle request to BIU_CPU by PMU. 

1'bO: Disable 

1'b1: Enable 


PMU CLUSTER IDLE SFTCON 
Address: Operational Base + offset (0x0324) 


write_enable 

Write enable for lower 16 bits, each bit is individual. 
1'bO: Write access disable 

1'b1i: Write access enable 


gic2core_pwrq_req 

Enable sending gic2core power q-channel request to CPU by 
software. 

1'bO: Disable 

1'b1: Enable 

core2gic_pwrq_req 

Enable sending core2gic power q-channel request to CPU by 
software. 

1'bO: Disable 

1'b1: Enable 

dbg_pwrq_req 

Enable sending debug power q-channel request to CPU by 
software. 

1'bO: Disable 

1'b1: Enable 

idle_req_cpu 

Enable sending bus idle request to BIU_CPU by software. 
1'bO: Disable 

1'b1: Enable 


PMU CLUSTER IDLE ACK 


Address: Operational Base + offset (0x0328) 


x0000000 


0 
gic2core_pwrq_accept 

0x0 CPU gic2core q-channel accept state. 
1'bO: Not Accepted 
1'b1: Accepted 
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| Bit |Attr[ResetValue| ss ——Ci;i—‘“C;C*C‘~Ci scription 
core2gic_pwrq_accept 
CPU core2gic q-channel accept state. 
1'bO: Not Accepted 
1'b1: Accepted 
dbg_pwrq_accept 


CPU debug q-channel accept state. 
1'bO: Not Accepted 

1'b1: Accepted 

idle_ack_cpu 

BIU_CPU bus idle acknowledge state. 
1'bO: Not acknowledge 


PMU_ CLUSTER IDLE ST 
Address: Operational Base + offset (0x032C) 
| Bit [Attr|ResetValue| Ci‘ ecritiom 
[31:4 |RO [0x0000000_|reserved Sd 
gic2core_pwrq_active 
CPU gic2core q-channel active state. 
1'b0O: Low-power Not availablel 
1'b1: Low-power availablel 
core2gic_pwrq_active 
CPU core2gic g-channel active state. 
1'bO: Low-power Not availablel 
1'b1: Low-power availablel 
dbg_pwrq_active 
CPU debug q-channel active state. 
1'b0O: Low-power Not availablel 
1'b1: Low-power availablel 
idle_cpu 
BIU_CPU idle state. 
1'bO: Not idle 
1'b1: Idle 


PMU DBG PWR CON 
Address: Operational Base + offset (0x0330 


cluster_dbg_pwrup_req_ena 

cluster debug power up request enable. 
1'bO: Disable 

1'b1: Enable 
cpu3_dbg_pwrup_req_ena 

cpu3 debug power up request enable. 
1'bO: Disable 

1'b1: Enable 
cpu2_dbg_pwrup_req_ena 

cpu2 debug power up request enable. 
1'bO: Disable 

1'b1: Enable 
cpul_dbg_pwrup_req_ena 

cpul debug power up request enable. 
1'bO: Disable 

1'b1: Enable 
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| Bit |Attr|ResetValue| —Ci@eescription 


cpu0_dbg_pwrup_req_ena 

cpuO debug power up request enable. 
RE EXe 1'b0: Disable 

1'b1: Enable 


7.5 Timing Diagram 


7.5.1 Each Domain Power Switch Timing 
The following figure showsthe timing for each domain power down and power up. 


| Ons | 250ns | 500ns | 


clk \ §§ / 


pd_dwn_en / j § ‘ 


pd_dwn_req / f § \ 


4 
pd_dwn_ack if if \ 
—B» 
pd_on_ack f f 
—+ 
pd_dwn_clkrst_n j j /\ 
t —lc 
pd_dwn_rst_n f § as ee 
1 >E 
pd_dwn_clk_en \ f if / 
| >! 2 > F 
pd_clamp_n \ f f / 
5 H > 
pd_dwn_stat / f j X 


Fig. 7-3 Each Domain Power Switch Timing 
7.5.2 External Wakeup PAD Timing 
The PMU supports a lot of external wakeup sources, such as SDMMC, USBDEV, SDIO, GPIOO 
wakeup source and so on. All these external wakeup sources must meet the timing 
requirement (at least 200us) when the wakeup event is asserted. The following figure gives 
the timing information. 


—— | | 


External wakeup source | mi \ 


(high asserted) 


External wakeup source [— 
(low asserted) ff 


Fig. 7-4 External Wakeup Source PAD Timing 
7.6 Application Notes 


7.6.1 Low Power Mode 

PMU can work in the Low power mode by setting bit[0O] of PMU_PWR_CON register. After 
setting this bit and all CPUs enter standby states, PMU low power FSM will start to run. In 
the low power mode, PMU will manage power resources by hardware or software, such as 
power on/off the specified power domain, send idle request to specified power domain, shut 
down/up PLL and so on. All of above are configurable by setting corresponding registers. 
7.6.2 Debug IO 

ALL FSM power states could be monitored through IO. RK3568 provide PMU Debug IO for 
FSM observation in UARTsignal mode. 
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Table 7-2 Debug IO for PMU FSM state 


Module Pin | Direction Pin Name IOMUX Setting 
pmu_debug | , SEDO CL bece Ma/epien Ae PMU_GRF_GPIOOA_IOMUX_H 
0 d [7:4]=4’'h4 
pmu_debug 0 GPU_PWREN/SATA_CP_POD/PCIE3 | PMU_GRF_GPIOOA_IOMUX_H 
1 O0X2_CLKREQn_MO/GPIOO_A6_d [11:8]=4’h3 
pmu_debug 0 PWM5/SPIO_CS1_MO/UARTO_RTSn | PMU_GRF_GPIOOC_IOMUX_H 
2 /GPIOO_C4_d [3:0] =4’h4 
pmu_debug 0 PWM6/SPIO_MISO_MO/PCIE30X2_ | PMU_GRF_GPIOOC_IOMUX_H 
2 WAKEn_MO/GPIOO_C5_d [7:4] =4’h4 
pmu_debug O HDMITX_CEC_M1/PWMO_M1/UART | PMU_GRF_GPIOOC_IOMUX_H 
_tx 0_CTSn/GPIOO_C7_d [15:12] =4’h4 


7.6.3 System Register 
PMU support 8 system registers: PMU_SYS_REGO~ PMU_SYS_REG7. These registers are 
always on no matter what low power mode. So software can use these registers to retain 


some information which is useful after wakeup from any mode. 


7.6.4 Configuration Constraint 
In order to shut down the power domains which are managed by software correctly, the 
software must obey the rules bellow: 
@ Send BIU request to the BIU in power domain that you want to shut down by configure 


PMU_BUS_IDLE_SFTCONO or PMU_BUS_IDLE_SFTCON1 register. 


@® Querying PMU_ BUS_IDLE_ST register to get the information until the pacific BIU is in 
idle state. 


@ Send power request to the power domain through PMU_PWR_GATE_CON register. 
@® Querying PMU_PWR_DWN_ST register to make sure the pacific power domain is power 


down. 
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Chapter 8 MCU 
8.1 Overview 


The MCU core is load-store architecture, where only load and store instructions access 
memory and arithmetic instructions only operate on integer registers. The core provides a 
32-bit user address space that is byte-addressed and little-endian. And it only implements 
machine levels, one of four privilege levels. 

The key features of the MCU core include: 

@ = Harvard architecture (separate instruction and data buses) 

Machine privilege level 

32 32-bit general purpose integer registers 

Instruction set is RV32I with M and C extensions 

High-performance or area-optimized multiply/divide unit 

3 stage pipeline implementation 

32-bit AHB-Lite external memory interface 

Integrated Programmable Interrupt Controller(IPIC),up to 256 IRQ lines with 256 to 4 
INTMUX 

Debug Controller with JTAG interface 

Hardware Break-point Module 

3 embedded 64bit performance counters 

Real time clock 

Cycle counter 

Instructions-retired counter 


O eceoee50e 


.2 Block Diagram 


RISCV CORE TOP 


JTAG 
DEBUG 


IRQ(255:0] 
MCU 


IPIC 


IRQ_Muxed[3:0] 


|_BUS_AHB D_BUS_AHB 


INTERCONNECT 


Fig. 8-1 Block Diagram of MCU Core 
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8.3 Function Description 


8.3.1 Interrupt Multiplexer(INTMUX) 

The Interrupt Multiplexer will select 4 interrupts from 256 interrupts using round robin 
algorithm. You can configure corresponding mask bit for each interrupt. It’s a 2-step 
operation to obtain the interrupt in service. First you should read the INT_FLAG_LEVEL2 to 
obtain the correct INT_FLAG_GROUP, then read the corresponding INT_FLAG_GROUP to 
obtain the interrupt in service. 

8.3.2 Integrated Programmable Interrupt Controller(IPIC) 

MCU core include Integrated Programmable Interrupt Controller (IPIC) with low latency IRQ 
response. IPIC can be configured using IPIC Control Status Registers. 

The term Interrupt Line has the meaning of corresponding IPIC external pin where suitable 
source of external interrupt may be connected to. 

The term Interrupt Vector has the meaning of external interrupt number which will be 
generated by IPIC in response to external interrupt. 

IPIC supports maximum 16 Interrupt vectors [0..15] and 16 Interrupt lines [0..15], each 
line is statically mapped to the corresponding vector. 

Interrupt Vectors are given fixed priorities. The lowest Interrupt Vector number has the 
highest priority. IPIC supports nested interrupts. Only one interrupt can be serviced at a 
time. "Void interrupt vector" is defined as a non-existent vector number 0x10. This value is 
used to indicate absence of a valid interrupt vector. 


NOTE: Write access to the IPIC control status registers is implemented only through the use of the 
CSRRW(I) instructions, the CSRRS(I) and CSRRC(I) instructions are not supported. 


SYNC (OPTIONAL) 


Interrupt lines 


= 
Q 
iva 
G 
Q 


Fig. 8-2 Block Diagram of IPIC 
Depending on the IM (interrupt mode), INV (line inversion) values for each vector, one of 
four conditions for IP (interrupt pending) bit activation is selected: high level, low level, 
rising edge, falling edge. Of all vectors with IP and IE (interrupt enable) bits active, the 
lowest numbered vector has the highest priority. Software is responsible for writing the SOI 
and EOI registers, thus notifying IPIC of the start and end of interrupt processing, 
respectively. 
8.3.3 Debug 
The core’s debug sub-system is implemented in compliance with the MCU External Debug 
Support specification [3]. Its block diagram is shown in Fig.1-3. 
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Processor Pipeline (Hart) 


System Control 
Unit (SCU) 


TAP Controller 
(TAPC) 


Debug Transport 
Module (DTM) 


Instructions: 
DTMCS 


DMI_ACCESS 


Debug Module 
(DM) 


SCU_ACCESS 


Trigger 
Module 
(TM) 


Hart 


domain domain Debug 
VF 


Fig. 8-3 Block Diagram of Debug Sub-system 
An external debugger communicates with the core’s debug sub-system via JTAG interface 
and TAP Controller (TAPC), playing a role of the Debug Transport Module (DTM) in terms of 
the MCU Debug Specification [3]. The TAPC implements several private TAP instructions 
allowing debugger to interact with internal debug units: 
@ DTMCS provides general control over DTM 
@ DMI_ACCESS provides access to the Debug Module (DM) 
@ SCU_ACCESS provides access to the System Control Unit (SCU) 
Internal connection between TAPC and DM, DM and SCU, is a form of serial scan interface. 
Source and destination of the TAPC scan interface are in different clock domains: TAPC is 
fully running in JTAG’s TCK clock domain, whereas DM and SCU are in the core clock domain. 
Therefore, the TAPC scan interface passes through the clock synchronization unit (SYNC). 
The System Control Unit (SCU) provides control over implementation-specific reset circuitry, 
and allows to monitor states of main reset signals. 
Using the Debug Module Interface (DMI), the Debug Module (DM) exposes a standard 
register interface to the core’s debug features: 
@ run control of the core’s single hart 
@ access to its internal registers (GPRs, CSRs) 
@ access to its memory space 
@ capability to execute arbitrary instructions from the Program Buffer 
The register interface is compliant with the MCU Debug Specification [3]. 
Implementation of this debug functionality within the hart is distributed betweenseveral 
units, and from external prospective the most important among them are: 
@ Hart Debug Unit (HDU) - provides the hart’s Debug Interface, connecting the hart with 
the DM, and contains Debug CSRs 
® Trigger Module (TM) - provides a capability of hardware breakpoints, and contains 
Trigger CSRs 


8.4 Register Description 


8.4.1 General-purpose Integer Registers 

General-purpose Integer Register is the user-visible registers of the core. There are 31 
general-purpose registers x1-x31, which are designed to hold integer values. Register xO is 
hardwired to the constant 0 and can be used as a source of constant zero or as a don’tcare 
destination register. 

Don’t care destination xO is used to ignore the result of instruction execution provided that 
destination register is mandatory for instruction structure. 

All general-purpose registers in the core are 32-bits wide. 

The core implements 32-bit pc register, which is used as program counter, meaning that it 
holds the address of the current instruction. 

8.4.2 Control and Status Register 

Control/status registers (CSR) of the core are accessed atomically using instructions 
specifically designed for CSR access. CSR access instructions are listed in Instruction set 
summary section of this specification. 


Copyright 2022 © Rockchip Electronics Co., Ltd. 518 


RK3568 TRM-Part1 


According to the MCU specification [2], the core uses 12-bit encoding space to address up to 
4096 control/status registers (CSR) in the instructions which atomically read and modify 
CSRs. The core implements subset of CSRs according to the mapping shown in the next 
paragraphs. The core follows MCU convention, where the upper 4 bits of the CSR address 
[11:8] are used to encode the read and write accessibility of the CSRs according to the 
privilege level. The top two bits [11:10] indicate whether the register is read/write (00, 01, 
or 10) or read-only (11). The next two bits [9:8] indicate the lowest privilege level that can 
access the CSR. 
The core implements the following rules for CSR access: 
1. Attempts to access a non-existent CSR raise an illegal instruction exception. 
2. Attempts to write a read-only CSR also raise illegal instruction exception. 
3. If a read/write register contains some bits that are read-only, then writes to the read-only 
bits are ignored. 
8.4.3 MCU Registers Summary 
Reset 
Value 


W |0x00000001 |Timer Control Register 
0x00000000 |Timer Divider Register 
0x00000000 |Machine Timer Register Low 32bit 


W |0x00000000 |Machine Timer Register High 32bit 


Description 
W 
W 


0x0010 W x00000000 Machine Timer Compare Register 
Low 32bit 
Machine Timer Compare Register 
jw foxoo000000 High 32bit 
MCU _CSR_MVENDORID xOF11 
MCU_CSR_MARCHID xOF12 


MCU_CSR_MIMPID OxOria: lw: Jloxoisdaana ects tmPlementation ID 
Register 


Mel 

Ww 

Me 

a 

W 

x00000000 
MCU_CSR_MHARTID _|0xOF14 x00000000 

. 

a 

ei 

ca 

ei 


x00000000 |Machine Architecture ID Register 


MCU CSR MSTATUS 0x0300 W x00001880 |Machine Status Register 

MCU_CSR MISA oxosor Iw loxaooniiog |acnne Pase:tee Contre! 
Register 

MCU _CSR MIE 0x0304 W x00000000 |Machine Interrupt Enable Register 


MCU_CSR_ MTVEC 0x0305 W x002001C0 Machine ape echor Base- 
Address Register 


MCU_CSR_MSCRATCH 0x0340 W x00000000 |Machine Scratch Register 


MCU _CSR_MEPC dxosai, lw loxoodnooda ne Excerton Program 
7a Counter Register 


MCU CSR MCAUSE 0x0342 W x00000000 |Machine Cause Register 
MCU CSR MTVAL 0x0343 W x00000000 |Machine Trap Value Register 


MCU CSR MIP w_ loxoo000000 placnine Interrupt Pending 
Register 

MCU CSR MCYCLEL 0x0B00 jw foxoo000000 Peeiiie Cycle Counter Low 
Register 

MCU_CSR_MCYCLEH 0x0B80 w__|ox00000000 genie Cycle Counker aig! 
Register 

MCU CSR _MINSTRETL OxO0B02 jw foxo0000000 leet Instructions Retired Low 
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Reece Description 
Value . 
MCU CSR MINSTRETH  |0x0B82 jw foxoo000000 seh aaelaaaeld en se tian 


MCU_CSR_MCOUNTEN |0x07EO _|W__|0x00000005 |Machine Counter Enable Register 
MCU_CSR_DBG SCRATCH|0x07c8 _|w___|0x00000000 |Debug Scratch Register 


MCU CSR _IPIC CISV OxOBFO jw foxo0000000 ae SHEELPUD EM SCLOLAN 


MCU CSR IPIC CICSR  |0x0BF1 jw foxooo00000 Sonia Conteh orate 


MCUCSRIPIC IPR 
MCU CSR IPIC ICSR 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 

8.4.4 MCU Detail Registers Description 

MCU TIMER CTRL 

Address: Operational Base + offset (Ox0000) 


| Bit |Attr|Reset Value] —Ciescription 
31:2 |RO_|0x00000000 


CLKSRC 
timer clock source 
1 RW {0x0 
1'bO: internal core clock(default) 
1'b1i: external real-time clock 
ENABLE 
timer enable bit 
RW 1 
oe 1'bO: timer disable 
1'b1: timer enable 


MCU _ TIMER DIV 
Address: Operational Base + offset (0x0004) 


[it [attr[Reset Value] —=S=SSS~*~*~«éi ie scription SSSSCSCS~S~S~*S 
31:10|RO_[ox000000 


DIV 
RW |0x000 Timer divider 
Timer tick occurs every DIV+1 clock ticks 


MCU MTIME 
Address: Operational Base + offset (0x0008) 


Bit |Attr| Reset Value 


MTIMEL 
1:0 |RW 
1:0 |aw Oper n oe Low 32bit of wall-clock real time(number of timer ticks) 
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MCU MTIMEH 
Address: Operational Base + offset (Ox000C) 


MTIMEH 
1:0 |RW 
i:0 Jaw xeeeneeo High 32bit of wall-clock real time(number of timer ticks) 


MCU _MTIMECMP 
Address: Operational Base + offset (0x0010) 


Reset Value 


31:0 |RW |0x00000000 Wi NGoies ; ; 
Machine-mode timer compare register low 32bit 


MCU MTIMECMPH 
Address: Operational Base + offset (0x0014) 


| Bit |attr|ResetValue| Description 
MTIMECMPH 

31:0 |RW 

1:0 |aw 000000000 I machine-mode timer compare register high 32bit 


MCU CSR _MVENDORID 
Address: Operational Base + offset (OxOF11) 


Bit [Attr[ Reset Value 


VENDOR ID 
1: 
1:0 [Ro ciaaaraaite The JEDEC manufacturer ID of the provider of the core 


MCU CSR MARCHID 
Address: Operational Base + offset (OxOF12) 


| Bit |Attr| Reset Value 


ARCH ID 
31:0 0x00000000 
31:0 [ro |ox00000000. Encoding the base micro-architecture of the hart 


MCU CSR MIMPID 
Address: Operational Base + offset (OxOF13) 


Bit _|Attr| Reset Value 


YEAR-MONTH-DAY-RELEASE 
Bit[31]-bit[24]: BCD-coded value of the year 

31:0 0x011432a4 |Bit[23]-bit[16]: BCD-coded value of the month 
Bit[16]-bit[8]: BCD-coded value of the day 
Bit[7]-bit[O]: 8-bit value of intraday release number 


MCU _CSR_MHARTID 
Address: Operational Base + offset (OxOF14) 


Bit [attr| Reset Value 


0x00000000 |Containing the integer ID of the hardware thread running the 
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MCU CSR MSTATUS 
Address: Operational Base + offset (0x0300) 


Bit [atte Reset Value Description 
31:13|RO_|0x00000 


z:at}eo [oss ie er a mode (hardwired to 11) 


10:8 |RO_|oxo reserved 


MPIE 
RW |0x1 
Previous en —$ << interrupt enable 


ease — reserved 


RW 
3 fw joo | ae interrupt enable 


2:0 |RO |oxo reserved 


MCU _CSR_ MISA 
Address: Operational Base + offset (0x0301) 


ox [ae Reset Value 


i:30}no foxt oe XLEN <<< to 01) 


29:24|RO_|oxoo reserved 


2 0x0 
23 |ro [oxo carer extensions 


22:13/RO_|oxoo0 reserved 


12 Oxi as 
Integer Multiply/Divide extension implemented 


i:9 |RO [oxo reserved 


RVI 
1 
ero fot RV32I base integer instruction set 


7:5 |RO_|oxo reserved 


RVE 
4 0x0 ; 
RV32E base integer instruction set 


3 |RO_|oxo reserved 


2 Ox1 RYE 
Compressed instruction extension implemented 


1:0 [RO loxo reserved 


MCU CSR MIE 
Address: Operational Base + offset (0x0304) 


Bit |Attr| Reset Value Description 
31:12/RO_|0x00000 


MEIE 
11 RW 
11 fw [oxo Machine External Interrupt Enable 


10:8 |RO_loxo reserved 
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| Bit |Attr| Reset Value 


RW /|0x0 eee 
Machine Timer Interrupt Enable 


novo ange ne erie ____ 


MSIE 
RW {0x0 
3 fw [oxo Machine Software a Enable 


2:0 |RO loxo reserved 


MCU CSR MTVEC 
Address: Operational Base + offset (0x0305) 


Bit |Attr| Reset Value 


BASE 
31:6 |RW 7 
pace |aw 0x0008007 Vector base address a 26 bits) 


5:2 |RO |oxo reserved 


MODE 
1: RW 
1:0 |w [oxo Vector mode (0-direct mode, 1-vectored mode) 


MCU CSR MSCRATCH 
Address: Operational Base + offset (0x0340) 


Bit |Attr| Reset Value 


MSCRATCH 
Hol inter t hine- hart-local text 

31:0 IRw Joxo0000000 olda poll er to a mac Ine mode hart-local context space and 
swapped with a user register upon entry to an M-mode trap 
handler. 


MCU CSR MEPC 
Address: Operational Base + offset (0x0341) 


Bit |Attr| Reset Value 


MEPC 
31:1 J}RW |0x00000000 |Hold the virtual address of the instruction that encountered the 
exception. 


jo |RO_joxo reserved 


MCU CSR MCAUSE 
Address: Operational Base + offset (0x0342) 


Bit [attr [Reset Value 


1 RW |0x0 NT 
Interrupt 


30:4 |RO_|0x0000000 


EC 
: RW |0x0 
io jaw foo Exception Code 


MCU CSR MTVAL 
Address: Operational Base + offset (0x0343) 
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| Bit |Attr| Reset Value 


31 RO |0x0 reserved 
MTVAL 
30:0 IRW |ox00000000 When a trap is fash) into ere: Eva is writen with 


exception-specific information to assist software in handling the 
trap. 


MCU CSR MIP 
Address: Operational Base + offset (0x0344) 


Bit [atte Reset Value 
ak 0x00000 


0x0 MEIP 
Machine External eo Pending 


oso reserved 


MTIP 
Machine Timer a Pending 


a reserved 


G0 MSIP 
Machine Software =< —$: << Pending 


fos reserved 


MCU CSR MCYCLEL 
Address: Operational Base + offset (OxOBOO) 


Bit |Attr| Reset Value 


MCYCLEL 
31:0 |RW |OxO0000000 |Represent the number of clock cycles(low 32bit) since some 
arbitrary point of time in the past. 


MCU _CSR_MCYCLEH 
Address: Operational Base + offset (OxOB80) 


Bit [attr [Reset Value 


MCYCLEH 
31:0 |RW |OxO0000000 |Represent the number of clock cycles(high 32bit) since some 
arbitrary point of time in the past. 


MCU _CSR_MINSTRETL 
Address: Operational Base + offset (Ox0B02) 


| Bit |Attr| Reset Value 


MINSTRETL 
31:0 |RW |OxO0000000 |Represent the number of instructions(low 32bit) retired by the 
core from some arbitrary time in the past. 


MCU CSR MINSTRETH 
Address: Operational Base + offset (Ox0B82) 
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| Bit |Attr| Reset Value 


MINSTRETH 
31:0 |RW |OxO0000000 |Represent the number of instructions(low 32bit) retired by the 
core from some arbitrary time in the past. 


MCU CSR _ MCOUNTEN 
Address: Operational Base + offset (0x07E0) 


| Bit |Attr|Reset Value] Ciescription 
31:3 |RO_|0x00000000 


2 RW {Oxi aR : ; : 
Enable retired instructions counter 


i |RO_joxo reserved 


Y 
RW |Ox1 . 
Enable cycle counter 


MCU CSR _ DBG SCRATCH 
Address: Operational Base + offset (0x07C8) 


Bit [attr [Reset Value 


DSCRATCH 
31:0 |RW |OxOO000000 |Used to exchange data between the core and the debug 
controller. 


MCU CSR IPIC CISV 
Address: Operational Base + offset (OxOBFO) 


| Bit |Attr|ResetValue| = iescription 
31:5 |RO_|0x0000000 


ISV 
4:0 0x00 eae 
Number of the interrupt vector currently in service 


MCU CSR _IPIC CICSR 
Address: Operational Base + offset (OxOBF1) 


[it [attr[Reset Value] —=SSS~*~*~«éi ia scription SSSCSCSCS~S~*S 
31:2 [RO_[oxo0000000 
IE 


Interrupt Enable Bit 
1'bO: Interrupt disabled 


1'b1: Interrupt enabled 
IP 

Interrupt pending 

1'bO: no interrupt 
1'b1: Interrupt pending 


MCU CSR _IPIC IPR 
Address: Operational Base + offset (OxOBF2) 
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| Bit |Attr| Reset Value 


31:16}RO |0x0000 reserved 
wa PENDING 
15:0 C 0x0000 Interrupt vectorO ~ vector15 pending status, each bit represents 
one vector. 


MCU CSR _ IPIC ISVR 
Address: Operational Base + offset (OxOBF3) 


| Bit |Attr|Reset Value] Ciescription 
31:16|RO_|0x0000 


SERVICE 
15:0 0x0000 When corresponding bit is set (1) - this interrupt vector is in 
service. 


MCU CSR _IPIC EOI 
Address: Operational Base + offset (OxOBF4) 


Bit [attr [Reset Value 


END OF INTERRUPT 
31:0 |WS |0x00000000 |Writing any value to EOI register ends the interrupt which is 
currently in service, read will return zero. 


MCU _CSR_IPIC SOI 
Address: Operational Base + offset (OxOBF5) 


Bit |Attr| Reset Value 


START OF INTERRUPT 
Writing any value to SOI activates start of interrupt if one of the 
following conditions is true: 

31:0 |ws |ox00000000 1. agIS is at pak one pending interrupt with IE and ISR is zero 
(no interrupts in service) 
2. There is at least one pending interrupt with IE and this 
interrupt has higher priority than the interrupts currently in 
service. 


MCU CSR IPIC IDX 
Address: Operational Base + offset (OxOBF6) 


| Bit |Attr|Reset Value] Ciescription 
31:4 |RO_|0x0000000 


INDEX 
RW {0x0 , 
Interrupt vector index to access through IPIC_ICSR 


MCU CSR _IPIC ICSR 
Address: Operational Base + offset (OxOBF7) 


fAttr[Reset Value| _——==S=S*~«é es cription 
31:13|RO_[0x00000 
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| Bit |Attr| Reset Value 
LN 


12 0x0 External IRQ Line Number assigned to this interrupt vector. This 
value is always equal to IPIC_IDX, because of the static line to 
vector mapping. 


11:9 |RO_|oxo reserved 


5x0 PRV 
Privilege mode: hardwired to 11 (machine mode) 


reserved 


In Service 

INV 

Line Inversion 

1'bO: no inversion 
1'b1: line inversion 

IM 

Interrupt Mode 

1'bO: Level interrupt 
1'b1: Edge interrupt 

IE 

Interrupt Enable Bit 
1'bO: Interrupt disabled 
1'b1: Interrupt enabled 
IP 

Interrupt pending 

1'bO: no interrupt 
1'b1: Interrupt pending 


Description 


INTMUX_INT MASK GRO 


Pl 


INTMUX_ INT MASK GRO 


INTMUX_INT MASK GRO 


0x0018 
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Series Description 
Value P 

a INT MASK _ GRO 

ee ee 001C jw foxoo000000 Interrupt Group7 Enable Register 
NIM INT MASK _ GRO 

i aaeeie 0020 jw foxoo000000 Interrupt Group8 Enable Register 
INTNUX INT MASK GRO INT MASK GRO 

(iam (2 0024 jw foxooo00000 Interrupt Group9 Enable Register 
INTMUX_INT MASK GRO INT MASK GR 

UP10 =Kk_GRO 0x0028 Ww foxo0000000 Interrupt Group10 Enable Register 
INTMUX_INT MASK _ GR 

71 aa SK_GRO 0x002C jw _foxoo000000 Interrupt Group11 Enable Register 
INTMUX_INT MASK _ GR 

i nae SK_GRO 0x0030 jw foxoo000000 Interrupt Group12 Enable Register 
INTMUX_INT MASK _ GRO 

UP13 0x0034 w__|ox00000000 Interrupt Group13 Enable Register 
INTMUX_INT_ MASK _ GRO 

UP14 0x0038 jw foxo0000000 Interrupt Group14 Enable Register 
INTMUX_INT_ MASK GRO 

UP15 0x003C jw foxoo000000 Interrupt Group15 Enable Register 
INTMUX_INT_ MASK _ GRO 

UP16 0x0040 jw foxoo000000 Interrupt Group16 Enable Register 
a INT MASK GRO 0x0044 jw foxoo00000 Interrupt Group17 Enable Register 
eae INT MASK GRO 0x0048 jw foxoo000000 Interrupt Group18 Enable Register 
gels = aes INT MASK GRO 0x004C jw foxo0000000 Interrupt Group19 Enable Register 
INTMUX_INT MASK _ GR 

a Se SK _GRO 0x0050 jw _foxoo000000 Interrupt Group20 Enable Register 
INTMUX_INT_ MASK _ GRO 

UP21 0x0054 w__|ox00000000 Interrupt Group21 Enable Register 
INTMUX_INT MASK _ GRO 

UP22 0x0058 jw foxoo000000 Interrupt Group22 Enable Register 
INTMUX_INT_ MASK _ GRO 

UP23 0x005C jw foxo0000000 Interrupt Group23 Enable Register 
INTMUX_INT_ MASK GRO 

UP24 0x0060 jw foxoo000000 Interrupt Group24 Enable Register 
‘oe INT MASK GRO 0x0064 jw foxooo0000 Interrupt Group25 Enable Register 
tee INT MASK GRO 0x0068 jw foxoo000000 Interrupt Group26 Enable Register 
ee ee INT MASK GRO 0x006C jw foxoo000000 Interrupt Group27 Enable Register 
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ae. 2 
Value 

INTMUX_INT MASK _ GRO 

[pg [0670 _|w_fvonocc00 brwrup roa Enable Rage 
INTMUX INT MASK_GRO 

[ag [20674 _|w_fvoooec00 [erupt roa Enable Reser 
tag [20878 _|w_fvoo00c00 [erupt roua0 Enable Retr 
test [867 _|w_fvoooncon fern roa Enable Reset 
PE [taee |w_fxanozc00 prewar roo Fag Ragen 
re ie men anne 
Pe ere _|w_[ooooocon aman rope Fay Retr 
Bn 008 |w_fvanozc00 prewar roa Fag Rage 
[ieee el ceca cana oe a 
Ere eet ul ania pare Sao] 
ana cM ec ace ee 
Pr [to8c|w_fxanozc00 bern eo? Fag Ragen 
aN eM cece aaa cd a 
Ere dee ee ee | 
Big 88 _W_[ooooocoe imma rps Fay Raper 
[eR co arc nee ree 
Bg [to80 _|w_[vanocc000 bern eo Fag Regier 
ger ee Dene ent ee eee) 
Pa [to8e _|w_fvooooc00 brwrupe roe Fag Rage 
Bg [008 _|w_fvoo0zc00 freerupt ros Fag Regier 
ee ee eee at ee 
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aot es 
Value 
Eigen oe eo) ee ee | 
Pg 0008 _|w_[vanoc0000 prep rose Fag Rage 
pa [0000 _|w_fvoo00c00 [erupt ro20 Fag Regier 
PE [tabs |w_fvanozc00 pwr roa Fag Rage 
Pn [teb8 |W _fxooozc00 feerupe roa? Fag Regier 
PE [tobe |w_[vanocc00 brwrupe ropa Fag Rage 
pat 080 _|w_[ovoooocon freeman rupee Fag Reper 
Pp [ones |w_[vanozc000 prwrupe ropa Fag Ragin 
Pa [0088 | fvo00z000 brwrupe ros Fag gir 
Py O06 |w_[vanozC00 pwn roa? Fag Rage 
Pee [toro |w_fxooooc00 bern roa Fag Raia 
Pp [tors |w_fvoo0oc00 pewrup ro2® Fag Regier 
aN ce cee ee 
aa eu Octet 
[P0100 f_[oooocon fara Fag LEvELnepter 


Notes:Size:B: Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 

8.4.6 INTMUX Detail Registers Description 

INTMUX_INT MASK _GROUPO 

Address: Operational Base + offset (0x0000) 


[Bit [Attr] Reset Value Description 
[31:8 |RO |0x000000 __|reserved 


MASK 

7-0 |Rw loxoo Each bit represents one interrupt mask bit. 
1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_ INT MASK GROUP1 
Address: Operational Base + offset (0x0004) 
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| Bit _|Attr| Reset Value 


31:8 |RO |0x000000 reserved 
MASK 
; Each bit represents one interrupt mask bit. 
Zi’ || RW Ox00 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX INT MASK GROUP2 
Address: Operational Base + offset (0x0008) 


| Bit |Attr|ResetValue| ss iescription 
31:8 |RO_|0x000000 


MASK 
Each bit represents one interrupt mask bit. 
75 RW |0x00 
° . 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT MASK_GROUP3 
Address: Operational Base + offset (Ox000C) 


[it [attr[Reset Value] —=SSS*~*~«éi iescription SSSCSC~CS~*S 
31:8 [RO_[ox000000 


MASK 
; Each bit represents one interrupt mask bit. 
Oe “1B 0x0 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT MASK GROUP4 
Address: Operational Base + offset (0x0010) 


| Bit |Attr|ResetValue| ss Ciescription 
31:8 |RO_|0x000000 


MASK 
Each bit represents one interrupt mask bit. 
as RW 00 
ee 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT MASK_GROUPS5 
Address: Operational Base + offset (0x0014) 


[it [attr[Reset Value] —=SSS~*~*~«éi ie scription SSSCSCSCS~S~*S 
31:8 [RO_[ox000000 


MASK 
Each bit represents one interrupt mask bit. 
: RW 
e oxee 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX INT MASK GROUP6 
Address: Operational Base + offset (0x0018) 
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| Bit _|Attr| Reset Value 


31:8 |RO |0x000000 reserved 
MASK 
; Each bit represents one interrupt mask bit. 
Zi’ || RW Ox00 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX INT MASK GROUP7 
Address: Operational Base + offset (0x001C) 


| Bit |Attr|ResetValue| —Ciescription 
31:8 |RO_|0x000000 


MASK 
Each bit represents one interrupt mask bit. 
75 RW |0x00 
° . 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT_ MASK_GROUPS8 
Address: Operational Base + offset (0x0020) 


[it [attr[Reset Value] —=S=SSS~*~*~«éi iascriptionSSSCSCSCS~S~*S 
31:8 [RO_[ox000000 


MASK 
; Each bit represents one interrupt mask bit. 
Oe “1B 0x0 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX INT MASK GROUP9 
Address: Operational Base + offset (0x0024) 


| Bit |Attr|ResetValue| ss C(escription 
31:8 |RO_|0x000000 


MASK 
Each bit represents one interrupt mask bit. 
as RW |0x00 
7 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT MASK _GROUP10 
Address: Operational Base + offset (0x0028) 


[eit [attr[Reset Value] —=SSS*~*~«é ie scription SSSSCSCS~S~*S 
31:8 [RO_[ox000000 


MASK 
Each bit represents one interrupt mask bit. 
: RW 
e oxee 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_ INT MASK GROUP11 
Address: Operational Base + offset (Ox002C) 
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| Bit _|Attr| Reset Value 


31:8 |RO |0x000000 reserved 
MASK 
; Each bit represents one interrupt mask bit. 
Zi’ || RW Ox00 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX INT MASK GROUP12 
Address: Operational Base + offset (0x0030) 


| Bit |Attr|ResetValue| ss Ciescription 
31:8 |RO_|0x000000 


MASK 
Each bit represents one interrupt mask bit. 
75 RW 00 
° x 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT_ MASK_GROUP13 
Address: Operational Base + offset (0x0034) 


[it [attr[Reset Value] —=SSS~*~*~«éi iescription SSSCSCSCS~S~* 
31:8 [RO_[ox000000 


MASK 
; Each bit represents one interrupt mask bit. 
Oe “1B 0x0 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_ INT MASK GROUP14 
Address: Operational Base + offset (0x0038) 


| Bit |Attr|ResetValue| = Ciescription 
31:8 |RO_|0x000000 


MASK 
Each bit represents one interrupt mask bit. 
as RW 00 
ee 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT MASK_GROUP15 
Address: Operational Base + offset (0x003C) 


[eit [attr[Reset Value] —=S=S=SS*~*~*~«éS iescription SSSCSCSCS~S~*S 
31:8 [RO_[ox000000 


MASK 
Each bit represents one interrupt mask bit. 
: RW 
e oxee 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX INT MASK GROUP16 
Address: Operational Base + offset (0x0040) 
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| Bit _|Attr| Reset Value 


31:8 |RO |0x000000 reserved 
MASK 
; Each bit represents one interrupt mask bit. 
Zi’ || RW Ox00 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX INT MASK GROUP17 
Address: Operational Base + offset (0x0044) 


| Bit |Attr|Reset Value] = Ciescription 
31:8 |RO_|0x000000 


MASK 
Each bit represents one interrupt mask bit. 
75 RW |0x00 
° . 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT_ MASK_GROUP18 
Address: Operational Base + offset (0x0048) 


[it [attr[Reset Value] —=SSS~*~*~«é iescriptionSSSCSCS~S~*S 
31:8 [RO_[ox000000 


MASK 
; Each bit represents one interrupt mask bit. 
Oe “1B 0x0 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX INT MASK GROUP19 
Address: Operational Base + offset (0x004C) 


| Bit |Attr|ResetValue| = iescription 
31:8 |RO_|0x000000 


MASK 
Each bit represents one interrupt mask bit. 
as RW |0x00 
7 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT MASK _GROUP20 
Address: Operational Base + offset (0x0050) 


[eit [attr[Reset Value] —=SSS*~*~*~«é ie scription SSSSS~*S 
31:8 [RO_[ox000000 


MASK 
; Each bit represents one interrupt mask bit. 
BO. Re 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_ INT MASK GROUP21 
Address: Operational Base + offset (0x0054) 
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| Bit _|Attr| Reset Value 


31:8 |RO |0x000000 reserved 
MASK 
; Each bit represents one interrupt mask bit. 
Zi’ || RW Ox00 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX INT MASK GROUP22 
Address: Operational Base + offset (0x0058) 


| Bit |Attr|ResetValue| Ciescription 
31:8 |RO_|0x000000 


MASK 
Each bit represents one interrupt mask bit. 
75 RW |0x00 
° . 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT_ MASK_GROUP23 
Address: Operational Base + offset (Ox005C) 


[it [attr[Reset Value] —=SSS~S*~*~«éi iescriptionSSCSC~CS~S~*S 
31:8 [RO_[ox000000 


MASK 
; Each bit represents one interrupt mask bit. 
Oe “1B 0x0 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_ INT MASK GROUP24 
Address: Operational Base + offset (0x0060) 


| Bit |Attr|ResetValue| ss Ciescription 
31:8 |RO_|0x000000 


MASK 
Each bit represents one interrupt mask bit. 
as RW 00 
ee 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT_ MASK_GROUP25 
Address: Operational Base + offset (0x0064) 


[eit [attr[Reset Value] —=S=S*~*~«éS iescriptionSSSCSCSCS~S~*S 
31:8 [RO_[ox000000 


MASK 
Each bit represents one interrupt mask bit. 
: RW 
e oxee 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX INT MASK GROUP26 
Address: Operational Base + offset (0x0068) 
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| Bit _|Attr| Reset Value 


31:8 |RO |0x000000 reserved 
MASK 
; Each bit represents one interrupt mask bit. 
Zi’ || RW Ox00 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX INT MASK GROUP27 
Address: Operational Base + offset (Ox006C) 


| Bit |Attr|ResetValue| (escription 
31:8 |RO_|0x000000 


MASK 
Each bit represents one interrupt mask bit. 
75 RW |0x00 
° . 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT_ MASK_GROUP28 
Address: Operational Base + offset (0x0070) 


[it [attr[Reset Value] —=SSS*~*~«éi ia scriptionSSSCSCSCS~*S 
31:8 [RO_[ox000000 


MASK 
; Each bit represents one interrupt mask bit. 
Oe “1B 0x0 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX INT MASK GROUP29 
Address: Operational Base + offset (0x0074) 


| Bit |Attr|ResetValue| ss Ciescription 
31:8 |RO_|0x000000 


MASK 
Each bit represents one interrupt mask bit. 
as RW |0x00 
7 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT MASK _GROUP30 
Address: Operational Base + offset (0x0078) 


[eit [attr[Reset Value] —=SS=S~*~*~«é iescriptionSSCSCS~S~*S 
31:8 [RO_[ox000000 


MASK 
Each bit represents one interrupt mask bit. 
: RW 
e oxee 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_ INT MASK GROUP31 
Address: Operational Base + offset (0x007C) 
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| Bit _|Attr| Reset Value 


31:8 |RO |0x000000 reserved 
MASK 
; Each bit represents one interrupt mask bit. 
Zi’ || RW Ox00 1'bO: Interrupt enabled 
1'b1: Interrupt disabled 


INTMUX_INT FLAG GROUPO 
Address: Operational Base + offset (0x0080) 


| Bit |Attr|ResetValue| —(escription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 iene : 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP1 
Address: Operational Base + offset (0x0084) 


[it [attr[Reset Value] —==SSS~*~*~«éi ia scriptionSSSCSCSC~C~S~S~* 
31:8 [RO_[ox000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 Sse ‘ 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP2 
Address: Operational Base + offset (0x0088) 


| Bit |Attr|Reset Value] C(escription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 oes Y 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP3 
Address: Operational Base + offset (Ox008C) 


[it [attr[Reset Value] —=SSS*~*~«éi iescriptionSSSCSCSCS~S~*S 
31:8 [RO_[ox000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 cee : 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP4 
Address: Operational Base + offset (0x0090) 
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| Bit _|Attr| Reset Value 


31:8 |RO |O0x000000 reserved 

FLAG 

Each bit represents one interrupt is in service. 
7:0 |Ro |oxoo ane : 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP5 
Address: Operational Base + offset (0x0094) 


| Bit |Attr|Reset Value] Ciescription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 iene : 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP6 
Address: Operational Base + offset (0x0098) 


[it [attr[Reset Value] —=S=SS~*~*~«éS ia scriptionSSSCSCSCS~S~* 
31:8 [RO_[ox000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 Sse ‘ 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP7 
Address: Operational Base + offset (Ox009C) 


| Bit |Attr|ResetValue| = (escription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 ee 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUPS 
Address: Operational Base + offset (Ox00A0) 


[eit [attr[Reset Value] —=SSS*~*~«éi iescription SSSCSCSCS~S~*S 
31:8 [RO_[ox000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 cee : 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_ INT FLAG GROUP9 
Address: Operational Base + offset (Ox00A4) 
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| Bit _|Attr| Reset Value 


31:8 |RO |O0x000000 reserved 

FLAG 

Each bit represents one interrupt is in service. 
7:0 |Ro |oxoo anaes ° 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP10 
Address: Operational Base + offset (Ox00A8) 


| Bit |Attr|Reset Value] —Ciescription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 iene a 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP11 
Address: Operational Base + offset (OxOOAC) 


[it [attr[Reset Value] —=S=SSS*~*~«éi iescription SSSCSCSCS~S~*S 
31:8 [RO_[ox000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 Sse ‘ 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP12 
Address: Operational Base + offset (OxO0OBO) 


| Bit |Attr|Reset Value] = Ciescription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 ee 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP1i3 
Address: Operational Base + offset (0x00B4) 


[eit [attr[Reset Value] —=S=SS*~*~«éS iescription SSSSCSCS~S~*S 
31:8 [RO_[ox000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 cee : 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP14 
Address: Operational Base + offset (Ox00B8) 
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| Bit _|Attr| Reset Value 


31:8 |RO |O0x000000 reserved 

FLAG 

Each bit represents one interrupt is in service. 
7:0 |Ro |oxoo anaes ° 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUPi5 
Address: Operational Base + offset (OxOOBC) 


| Bit |Attr|ResetValue| = (escription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 iene : 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP16 
Address: Operational Base + offset (Ox00CO) 


[it [attr[Reset Value] —=S=SS*~*~«éi iescriptionSSSCSCSCS~S~*S 
31:8 [RO_[ox000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 Sse E 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP17 
Address: Operational Base + offset (Ox00C4) 


| Bit |Attr|Reset Value] Ciescription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 ee 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP18 
Address: Operational Base + offset (Ox00C8) 


[eit [attr[Reset Value] —=SS=S~*~*~«éi iescription SSSCSCSC~S~S~*S 
31:8 [RO_[ox000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 cee : 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP20 
Address: Operational Base + offset (Ox00DO) 
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| Bit _|Attr| Reset Value 


31:8 |RO |O0x000000 reserved 

FLAG 

Each bit represents one interrupt is in service. 
7:0 |Ro |oxoo anaes ° 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP21 
Address: Operational Base + offset (Ox00D4) 


| Bit |Attr|Reset Value] Ciescription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 iene : 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP22 
Address: Operational Base + offset (Ox00D8) 


[it [attr[Reset Value] —=SSS~*~«é iescription SSSSCSCSCS~S~* 
31:8 [RO_[ox000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 Sse ‘ 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP23 
Address: Operational Base + offset (OxOODC) 


| Bit |Attr|Reset Value] —Ciescription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 ee P 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP24 
Address: Operational Base + offset (OxOOEO) 


[eit [attr[Reset Value] —=SSS*~*~«éi iescription SSSSSCSCS~*S 
31:8 [RO_[ox000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 cee : 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP25 
Address: Operational Base + offset (Ox00E4) 
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| Bit _|Attr| Reset Value 


31:8 |RO |O0x000000 reserved 

FLAG 

Each bit represents one interrupt is in service. 
7:0 |Ro |oxoo anaes ° 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP26 
Address: Operational Base + offset (OxO0E8) 


| Bit |Attr|Reset Value] = Ciescription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 iene : 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP27 
Address: Operational Base + offset (OxOOEC) 


[it [attr[Reset Value] —=S=S=S~*~*~«éi ia scription SSSCSCS~C~S~* 
31:8 [RO_[ox000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 Sse ‘ 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP28 
Address: Operational Base + offset (OxOOFO) 


| Bit |Attr|Reset Value] —Ciescription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 ee 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX_INT FLAG GROUP29 
Address: Operational Base + offset (OxO0F4) 


[eit [attr[Reset Value] —=SS*~*~*~«éi ie scriptionSSSCSCSC~S~*S 
31:8 [RO_[ox000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 cee i 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP3O 
Address: Operational Base + offset (OxOOF8) 
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| Bit _|Attr| Reset Value 


31:8 |RO |O0x000000 reserved 

FLAG 

Each bit represents one interrupt is in service. 
7:0 |Ro |oxoo Ger ae ° 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG GROUP31 
Address: Operational Base + offset (OxOOFC) 


| Bit |Attr|Reset Value] Ciescription 
31:8 |RO_|0x000000 


FLAG 

Each bit represents one interrupt is in service. 
7:0 0x00 iene : 

1'b1: Interrupt in service 

1'bO: Interrupt out of service 


INTMUX INT FLAG LEVEL2 
Address: Operational Base + offset (0x0100) 


Bit [Attr[Reset Value 


INT_FLAG_ 32MUX4 
; Each bit correspoding to a INT_FLAG_GROUP 
eat 0x00000000 | 1151: INT FLAG GROUP in service 
1'bO: INT_FLAG_GROUP out of service 


8.5 Interface Description 


Table 8-1 Serial Wire Debug Interface Description 


ae Dir. Pin Name IOMUX Setting 
TCK I gag eniog pane PCIE20_BUTTONRSTn/MCU_JTA | puuGRF_GPIOOB_IOMUX_H[3:0]=4’b0100 
TMS 1/0 STAG ome eine ee M1/PCIE30X1_WAKEn_MO/MC | pyuGRF_GPIOOC_IOMUX_L[11:8]=4'b0100 
TRSTN I Peer iapGorciat PCIE30X1_PERSTn_MO/MCU_JTAG_ | Gre GpPIooc_IOMUX_L[15:12]=4’b0100 
TDO O Renee Gouna? PCIE30X1_BUTTONRSTn/MCU_IT | pyyGRF_GPIOOB_IOMUX_L[15:12]=4’b0100 
= ' PWM2_M0/NPUAUS/UARTO_TX/MCULITAG_TDI/GRIOO_C1 SHUGRE GELOUO OMT eeu mon 


Notes: Unused Module Pin is tied to zero! I=input, O=output, I/O=input/output, bidirectional 
8.6 Application Notes 


How to boot? 

Currently, the MCU core boot address is configurable, its default value is 32’hO000_0000, 
and the default value of trap vector base address is 32’hO000_01c0, you can configure 
SCR1_BOOT_ADDR of SGRF before de-assert its reset. if you change the boot address, don’t 
forget to configure the MCU_CSR_MTVEC register by system instructions. 

Are 4 IRQ lines enough? 

Actually, there are 214 IRQ lines in full chip, and all of these IRQ lines are connected to MCU 
core, there is a 256to4 MUX for these IRQ lines before entering to IPIC of MCU core. Each 8 
IRQ lines is regard as one group and connect to one IRQ line of MCU core. Not only We 
should configure IPIC, but also configure INTMUX before activates IRQ. 
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Chapter 9 GIC-600 


9.1 Overview 


The GIC-600 in RK3568 provides registers for managing interrupt sources, interrupt 
behavior, and interrupt routing to one or more cores. 
The configuration of GIC-600 is shown below: 

Table 9-1 GIC-600 configuration 


Configuration item Value 
num_clusters 1 
gic_num_rid_bits 10 
num_spis 320 
disable_security false 
gic_num_wid_bits 10 
Ipi_Support true 
cpus_per_clsuter_0O 4 
are_option false 
Ipi_ram_depth 128 
did_width 16 


The GIC-600 in RK3568 supports following feature: 

@ Support 1 cluster 

@ Support cluster 0 with 4 CPUs 

@ The following interrupt types: 

™ Locality-specific Peripheral Interrupts (LPIs). These interrupts are generated by a 
peripheral writing to a memory-mapped register in the GIC-600. 

m 320 Shared Peripheral Interrupts (SPIs) 

m 16 Private Peripheral Interrupts (PPIs), that are independent for each core and can 
be programmed to support either edge-triggered or level-sensitive interrupts 

m 16 SGIs, that are generated either by using software to write to GICD_SGIR or 
through the GIC CPU interface of a core 

Interrupt Translation Service (ITS). This provides device isolation and ID translation for 

message-based interrupts, which allows virtual machines to program devices directly 

Memory-mapped access to all registers 

Interrupt masking and prioritization 

Programmable interrupt routing that is based on affinity 

Three different interrupt groups, which allow interrupts to target different Exception levels: 

m™ Group 0 

m Non-secure Group 1 

m Secure Group 1 

@ A global Disable Security (DS) bit. This allows support for systems with and without 
security 

@ 32 priority values, five bits for each interrupt 


9.2 Block Diagram 


The GIC-600 in the RK3568 is connected with CPU cluster through AXI Stream bus, as 
shown below: 


Copyright 2022 © Rockchip Electronics Co., Ltd. 544 


RK3568 TRM-Part1 


Fig. 9-1 Block Diagram 


9.3 Function Description 


Please refer to the document ARM_GIC-600_r1ip6-OO0relO_Technical_Reference_Manual.pdf 
for the detail function description. 
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Chapter 10 DMA Controller (DMAC) 


10.1 Overview 


This device supports 2 Direct Memory Access (DMA) Controller. DMACO/1 support transfers 
between memory and memory, peripheral and memory. DMACO/1 is under Non-secure state 


after reset, and the Secure state can be changed by configurable SGRF module. 
DMAC supports the following features: 
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DMACO Supports 32 peripheral requests 
DMAC1 Supports 17 peripheral requests 


Up to 64 bits data size 


8 channel at the same time 


Up to burst 16 


16 interrupts output and 1 abort output 
Supports 128 MFIFO depth 
Following table shows the DMAC request mapping scheme. 

Table 10-1 DMAC Request Mapping Table 


DMACO 
Req number Source Polarity 
0 UARTO_TX High level 
1 UARTO_RX High level 
2 UART1_TX High level 
5 UART1_RX High level 
4 UART2_TX High level 
5 UART2_RX High level 
6 UART3_TX High level 
7 UART3_RX High level 
8 UART4_TX High level 
9 UART4_RX High level 
10 UART5_TX High level 
11 UART5_RX High level 
12 UART6_TX High level 
13 UART6_RX High level 
14 UART7_TX High level 
15 UART7_RX High level 
16 UART8_TX High level 
7, UART8_RX High level 
18 UART9_TX High level 
19 UART9_RX High level 
20 SPIO_TX High level 
21 SPIO _RX High level 
22 SPI1_TX High level 
23 SPI1_RX High level 
24 SPI2_TX High level 
25 SPI2_RX High level 
26 SPI3_TX High level 
27 SPI3_RX High level 
28 PWMO_TX High level 
29 PWM1_TX High level 
30 PWM2_TX High level 
31 PWM3_TX High level 
DMAC1 
Req number Source Polarity 
0) I2SO_8CH_TX High level 
1 SPDIF High level 
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2 I2S1_8CH_TX High level 
3 I2S1_ 8CH_RX High level 
4 I2S2_2CH_TX High level 
5 I2S2_ 2CH_RX High level 
6 I2S3_2CH_TX High level 
7 I2S3_2CH_RX High level 
8 AUDPWM High level 
9 PDM High level 
10 SDMMC_BUFFER High level 
11 CANO_TX High level 
12 CANO_RX High level 
13 CAN1_TX High level 
14 CAN1_RX High level 
15 CAN2_TX High level 
16 CAN2_RX High level 


DMAC supports incrementing-address burst and fixed-address burst. But in the case of 
access to SPI and UART at byte or halfword size, DMAC only supports fixed-address burst 
and the address must be aligned to word. 


10.2 Block Diagram 
Following figure shows the block diagram of DMAC. 


Non-secure DMA 


Register access for APB slave instruction 


the Non-secure state 


interface execution DMA 
aa ade a master data 
Register access for APB pall : - instruction interface transfer 
the Secure state . Instruction queue 
interface cache Write 
instruction 
Reset queue 
Tie-offs initialization 


interface 


Peripheral request interface 0 


Peripheral request interface 1 iterfane Interrupts 
Requests Peripheral request interface 2 


Peripheral request interface26 


Interrupt 


Fig. 10-1 Block Diagram of DMAC 
As the DMAC supports TrustZone technology, so dual APB interfaces enable the operation of 
the DMAC to be partitioned into the Secure state and Non-secure state. You can use the APB 
interfaces to access status registers and also directly execute instructions in the DMAC. The 
default interface after reset is Non-secure APB interface. 


10.3 Function Description 


10.3.1 Introduction 

The DMAC contains an instruction processing block that enables it to process program code 
that controls a DMA transfer. The program code is stored in a region of system memory that 
the DMAC accesses using its AXI interface. The DMAC stores instructions temporarily in a 
cache. It supports 8 channels, each channel capable of supporting a single concurrent thread 
of DMA operation. In addition, a single DMA manager thread exists, and you can use it to 
initialize the DMA channel threads. The DMAC executes up to one instruction for each AXI 
clock cycle. To ensure that it regularly executes each active thread, it alternates by 
processing the DMA manager thread and then a DMA channel thread. It uses a round-robin 
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process when selecting the next active DMA channel thread to execute. 

The DMAC uses variable-length instructions that consist of one to six bytes. It provides a 
separate Program Counter (PC) register for each DMA channel. When a thread requests an 
instruction from an address, the cache performs a look-up. If a cache hit occurs, then the 
cache immediately provides the data. Otherwise, the thread is stalled while the DMAC uses 
the AXI interface to perform a cache line fill. If an instruction is greater than 4 bytes, or 
spans the end of a cache line, the DMAC performs multiple cache accesses to fetch the 
instruction. 

When a cache line fill is in progress, the DMAC enables other threads to access the cache, 
but if another cache miss occurs, this stalls the pipeline until the first line fill is complete. 
When a DMA channel thread executes a load or store instruction, the DMAC adds the 
instruction to the relevant read or write queue. The DMAC uses these queues as an 
instruction storage buffer prior to it issuing the instructions on the AXI bus. The DMAC also 
contains a Multi First-In-First-Out (MFIFO) data buffer that it uses to store data that it reads, 
or writes, during a DMA transfer. 

10.3.2 Operating states 

Following figure shows the operating states for the DMA manager thread and DMA channel 
threads. 


Faulting Ng 
completing Completing 


Waiting for 
peripheral 


Fig. 10-2 DMAC Operation State 
Notes: arcs with no letter designator indicate state transitions for the DMA manager and DMA channel 
threads, otherwise use is restricted as follows: 
C DMA channel threads only. 
M DMA manager thread only. 
After the DMAC exits from reset, it sets all DMA channel threads to the stopped state, and 
DMA manager thread moves to the Stopped state. 


10.4 Register Description 


10.4.1 Internal Address Mapping 

Slave address can be divided into different length for different usage, which is shown as 
follows. 

10.4.2 Registers Summary 
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Reset oh 
0x00000000|DMA Manager Status Register 
0x00000000|DMA Program Counter Register 
0 


x00000000 |Interrupt Enable Register 


DMAC EVENT RIS 0x0024 jw. [ox00000000 Event-Interrupt Raw Status 


Register 
DMAC_INTMIS 0x0028 W 0x00000000 |Interrupt Status Register 
DMAC_INTCLR 0x002c W 0x00000000 |Interrupt Clear Register 


DMAC_FSRD 0x0030 w_ Joxooo00000 Fault Status DMA Manager 
a Register 

Fault Status DMA Channel 
DMAC_FSRC 0x0034 w_[ox00000000 Saree 


DMAC FTRD 0x0038 |W |0x00000000|Fault Type DMA Manager Register 


DMAC_FTRO 0x0040 w_ Joxooo00000 cau pS CNenawere 


Register 


DMAC FTR1 0x0044 w_ [ox00000000 ceut ie ERC pannelt 
Register 
DMAC_FTR2 0x0048 w_ Joxoo000000 Bap hype OM nen? 
Register 
Fault Type DMA Channel 3 
DMAC_FTR4 0x0050 w_ Joxooo00000 EguibT Pe sOM A Channels: 
Register 
Fault Type DMA Channel 5 
DMAC _FTR6 0x0058 w_ Joxoo000000 Fault Type DMA Channel 6 
Register 


Fault Type DMA Channel 7 


DMAC_CSRO 0x0100 |W — |0x00000000|Channel 0 Status Register 


DMAC_ CPCO 0x0104 w_ |oxoo000000 Channel 0 Program Counter 


Register 


DMAC_CSR1 0x0108 |W — |0x00000000|Channel 1 Status Register 


DMAC CPC1 0x010c w_ Joxoo000000 Channel 1 Program Counter 
oe eet Register 


DMAC_CSR2 0x0110 |W — |0x00000000|Channel 2 Status Register 


DMAC CPC2 0x0114 w_[ox00000000 Channel 2 Program Counter 
Register 


DMAC_CSR3 0x0118 [|W — |0x00000000|Channel 3 Status Register 


Channel 3 Program Counter 


DMAC _CSR4 0x0120 |W  |0x00000000|Channel 4 Status Register 


Channel 4 Program Counter 


DMAC_CSR5 0x0128 |W  |0x00000000|Channel 5 Status Register 


DMAC_CPC5 Ox012c w_ Joxoo000000 Channel 5 Program Counter 
Register 


DMAC_CSR6 0x0130 |W — |0x00000000|Channel 6 Status Register 


DMAC_CPC6 0x0134 w_ [ox00000000 Channel 6 Program Counter 
Register 


DMAC_CSR7 0x0138 [|W — |0x00000000|Channel 7 Status Register 


Channel 7 Program Counter 
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DMAC_ SARO 
DMAC_DARO 
DMAC_ CCRO 
DMAC LC1 0 
DMAC_SAR1 
DMAC DAR1 
DMAC_CCR1 
DMAC LCO 1 
DMAC LCl1 1 
DMAC_ SAR2 
DMAC DAR2 
DMAC_CCR2 
DMAC LCO 2 
DMAC LCl1 2 
DMAC_ SAR3 
DMAC_DAR3 


DMAC_ CCR3 0x0468 


Channel 0 Source Address 
0x00000000 Channel O Destination Address 
Register 
Channel 0 Channel Control 
0x00000000 Channel 0 Loop Counter 0 
Register 
Channel 0 Loop Counter 1 
0x00000000 Register 
0x00000000 Channel 1 Source Address 
Register 
Channel 1 Destination Address 
0x00000000 Register 
0x00000000 Channel 1 Channel Control 
Register 
Channel 1 Loop Counter 0 
0x00000000 Register 
0x00000000 Channel 1 Loop Counter 1 
Register 
Channel 2 Source Address 
0x00000000 Channel 2 Destination Address 
Register 
0x00000000 Channel 2 Channel Control 
Register 
Channel 2 Loop Counter 0 
0x00000000 Channel 2 Loop Counter 1 
Register 
Channel 3 Source Address 
0x00000000 Channel 3 Destination Address 
Register 
Channel 3 Channel Control 
0x00000000 Register 
DMAC_LCO 3 0x046c oxo0000000 |C2annel 3 Loop Counter 0 
Register 
Channel 3 Loop Counter 1 
DMAC LCi 3 0x0470 0x00000000 


DMAC SAR4 0x0480 |W — |0x00000000|Channel 4 Address Register 


DMAC_DAR4 0x0484 w_ Joxoo000000 Channel 4 Destination Address 
Register 

DMAC_CCR4 0x0488 w_[ox00000000 SHSTINe Se nannelC Ong) 
Register 
Channel 4 Loop Counter 0 
Channel 4 Loop Counter 1 


DMAC SAR5 0x04a0_ |W — |0x00000000|Channel 5 Address Register 


Channel 5 Destination Address 
DMAC_DARS 0x04a4 w_ |oxoo000000 ee 
DMAC_CCR5 0x04a8 jw. [ox00000000 Channel 5 Channel Control 
foe a Register 


Bal Dal ald fad fal Dal ad aad al lad lad ad ed dd 


=i/=/= |= 
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Channel 5 Loop Counter 0 
0x04b0 0x00000000 Channel 5 Loop Counter 1 
ova ibe seas Register 
Channel 6 Source Address 
DMAC_DAR6 0x04c4 oxooo00000 |CXannel 6 Destination Address 
Register 
Channel 6 Channel Control 
DMAC_LCO 6 oxo0000000 [Cannel 6 Loop Counter 0 
Register 
Channel 6 Loop Counter 1 
DMAC_SAR7 0x04e0 oxoo000000|Channel 7 Source Address 
Register 
Channel 7 Destination Address 
DMAC_CCR7 0x04e8 w_ [ox00000000 Channe! 7. channel-Contro| 
Register 
Channel 7 Loop Counter 0 
DMAC LC1 7 0x04f0 oxo0000000 [Channel 7 Loop Counter 1 
Register 


DMAC_DBGSTATUS loxodoo |W 
DMAC_DBGCMD loxodo4 [|W 
DMAC_DBGINSTO loxodos |W 
DMAC_DBGINST1 [OxOddc _[W 
DMAC_CRO loxde00 |W 
DMAC_CR1i 
IDMAC CR20 
IDMAC CR3_ sd 
IDMAC_CR4- 
IDMAC_CRDn_ 
IDMAC WD 
Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access 

10.4.3 Detail Register Description 

DMAC_DSR 

Address: Operational Base + offset (0x0000 


Reset Value 


dns 

1'b0: DMA manager operates in the Secure state 
1'b1: DMA manager operates in the Non-secure state 
wakeup_event 

5'hO: event[0] 

5'h1: event[1] 

5'h2: event[2] 


S'hif: event[31] 
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| Bit |Attr|ResetValue| Ci@eescription 


dma_status 
4'hO: Stopped 
4'h1: Executing 
4'h2: Cache miss 
ae ox 4'h3: Updating PC 
4'h4: Waiting for event 
4'hf: Faulting 
Others: Reserved 


DMAC_DPC 
Address: Operational Base + offset (0x0004) 


| Bit |Attr|ResetValue| Ci escription = 


F pc_mgr 
31:0 |Ro | expubeoeey Program counter for the DMA manager thread 


DMAC INTEN 
Address: Operational Base + offset (0x0020 


| Bit_|Attr| Reset Value 


event_irq_select 

Bit [N] 

1'bO: If the DMAC executes DMASEV for the event-interrupt 

resource N then the DMAC signals event N to all of the threads. 
; Set bit [N] to 0 if your system design does not use irg[N] to 

eEt: | RUE ODODE One signal an interrupt request. 

1'b1: If the DMAC executes DMASEV for the event-interrupt 

resource N then the DMAC sets irq[N] HIGH. Set bit [N] to 1 if 

your system designer requires irq[N] to signal an interrupt 

request. 


DMAC EVENT RIS 
Address: Operational Base + offset (0x0024 


| Bit_|Attr| Reset Value 


dmasev_active 
; Bit [N] 
ake 0x00000000 | 4:59: Event N is inactive or irq[N] is LOW 
1'b1i: Event N is active or irg[N] is HIGH 


DMAC_INTMIS 
Address: Operational Base + offset (0x0028) 


| Bit |Attr|Reset Value| Ci eescription 


irg_status 
31:0 oxooooo000 [Bit IN] 
: 1'bO: Interrupt N is inactive and therefore irq[N] is LOW 
1'b1: Interrupt N is active and therefore irq[N] is HIGH 


DMAC_INTCLR 
Address: Operational Base + offset (0x002c) 


| Bit |Attr| Reset Value 


irq_clr 
Bit [N] 
: 1'bO: The status of irqiN] does not change 
3270) WO: 0x0 0000000 1'b1: The DMAC sets irq[N] LOW if the DMAC_INTEN Register 
programs the DMAC to signal an interrupt. Otherwise, the status 
of irqiN] does not change. 
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DMAC FSRD 
Address: Operational Base + offset (0x0030 


| Bit |Attr|Reset Value] CiDeescription 
31:1 |RO [Oxo [reserved 


fs_mgr 
1'b0: The DMA manager thread is not in the Faulting state 
1'b1: The DMA manager thread is in the Faulting state 


DMAC_FSRC 

Address: Operational Base + offset (0x0034) 

| Bit [Attr|ResetValue| Ci‘ Scriptom = 
31:8 [RO [Oxo si freserved 


fault_status 
Bit [N] 
7:0 0x00 1'bO: No fault is present on DMA channel N 
1'b1: DMA channel N is in the Faulting or Faulting completing 
state 


DMAC_FTRD 

Address: Operational Base + offset (0x0038) 

| Bit [Attr|ResetValue| ————C‘CieScritiom 
31 |RO [oxo si reserved 


dbg_instr 
Memory or from the debug interface. 

30 0x0 1'bO: Instruction that generated an abort was read from system 
memory 
1'b1: Instruction that generated an abort was read from the 
debug interface 


29:17/RO_|OxO_ reserved 


instr_fetch_err 
16 0x0 Performs an instruction fetch. 
1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 


15:6 |RO |0x0 [reserved 


1'b1: DMA manager thread in the Non-secure state attempted to 
execute DMAGO to create a DMA channel operating in the Secure 


reserved 
mgr_evnt_err 
1'b0: DMA manager has appropriate security to execute DMAWFE 
or DMASEV 

5 0x0 1'b1: DMA manager thread in the Non-secure state attempted to 
execute either: 
a. DMAWFE to wait for a secure event 
b. DMASEV to create a secure event or secure interrupt 


dmago_err 
1'b0: DMA manager has appropriate security to execute DMAGO 
0x0 


3:2 [RO [oxo [reserved 
operand_invalid 
The configuration of the DMAC. 
1'bO: Valid operand 
1'b1: Invalid operand 
undef_instr 
1'bO: Defined instruction 
1'b1: Undefined instruction 


DMAC_FTRO 
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Address: Operational Base + offset (0x0040 

| Bit [Attr/ResetValue| Ci Scription 
lockup_err 
1'bO: DMA channel has adequate resources 
1'b1: DMA channel has locked-up because of insufficient 
resources 
This fault is an imprecise abort. 


Memory or from the debug interface. 

1'bO: Instruction that generated an abort was read from system 
memory 

1'b1: Instruction that generated an abort was read from the 
debug interface 

This fault is an imprecise abort but the bit is only valid when a 
precise abort occurs. 


data_read_err 

Thread performs a data read. 

1'bO: OKAY response 

1'b1: EXOKAY, SLVERR, or DECERR response 

This fault is an imprecise abort. 

data_write_err 

Thread performs a data write. 

1'b0O: OKAY response 

1'b1: EXOKAY, SLVERR, or DECERR response 

This fault is an imprecise abort. 

instr_fetch_err 

Thread performs an instruction fetch. 

1'b0O: OKAY response 

1'b1: EXOKAY, SLVERR, or DECERR response 

This fault is a precise abort. 
15:14/RO |OxO reserved 

st_data_unavailable 

1'bO: MFIFO contains all the data to enable the DMAST to 

complete 

1'b1: Previous DMALDs have not put enough data in the MFIFO to 

enable the DMAST to complete 

This fault is a precise abort. 

mfifo_err 


1'b0O: MFIFO contains sufficient space 

1'b1: MFIFO is too small to hold the data that DMALD requires 
DMAST 

1'bO: MFIFO contains sufficient data 

1'b1: MFIFO is too small to store the data to enable DMAST to 
complete 

This fault is an imprecise abort. 


11:8 |RO_|0x0 [reserved 


reserved 
ch_rdwr_err 
To perform a secure read or secure write. 
1'b0O: A DMA channel thread in the Non-secure state is not 
7 0x0 violating the security permissions 
1'b1: A DMA channel thread in the Non-secure state attempted to 
perform a secure read or secure write 
This fault is a precise abort. 
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| Bit |Attr|ResetValue| SS Ci@eescription 


ch_periph_err 
DMASTP, or DMAFLUSHP with inappropriate security permissions. 
1'bO: a DMA channel thread in the Non-secure state is not 
violating the security permissions 

0x0 1'b1: a DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFP to wait for a secure peripheral 
b. DMALDP or DMASTP to notify a secure peripheral 


c. DMAFLUSHP to flush a secure peripheral 
This fault is a precise abort. 


ch_event_err 
1'b0O: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

5 0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFE to wait for a secure event 
b. DMASEV to create a secure event or secure interrupt 


This fault is a precise abort. 
4:2 [RO |OxO_—__—[reserved 

operand_invalid 

Valid for the configuration of the DMAC. 

1'bO: Valid operand 

1'b1: Invalid operand 

This fault is a precise abort. 

undef_instr 

1'bO: Defined instruction 

1'b1: Undefined instruction 

This fault is a precise abort. 


DMAC_FTR1i 
Address: Operational Base + offset (0x0044) 


lockup_err 

1'bO: DMA channel has adequate resources 

1'b1: DMA channel has locked-up because of insufficient 
resources 

This fault is an imprecise abort. 


Memory or from the debug interface. 
1'bO: Instruction that generated an abort was read from system 
memory 


1'b1: Instruction that generated an abort was read from the 
debug interface 

This fault is an imprecise abort but the bit is only valid when a 
precise abort occurs. 


29:19/RO_|OxO_ [reserved 


data_read_err 
Thread performs a data read. 
18 0x0 1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 
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| Bit |Attr|ResetValue| Ci@eescription 


data_write_err 
Thread performs a data write. 
17 0x0 1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 


instr_fetch_err 
Thread performs an instruction fetch. 
16 0x0 1'bO: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is a precise abort. 


15:14[RO |OxO reserved 
st_data_unavailable 
1'bO: MFIFO contains all the data to enable the DMAST to 
complete 
1'b1: Previous DMALDs have not put enough data in the MFIFO to 
enable the DMAST to complete 
This fault is a precise abort. 
mfifo_err 


1'bO: MFIFO contains sufficient space 

1'b1: MFIFO is too small to hold the data that DMALD requires 
DMAST 

1'bO: MFIFO contains sufficient data 

1'b1: MFIFO is too small to store the data to enable DMAST to 
complete 

This fault is an imprecise abort. 


11:8 |RO_ |0x0 [reserved 


ch_rdwr_err 
To perform a secure read or secure write. 
1'b0O: A DMA channel thread in the Non-secure state is not 
7 0x0 violating the security permissions 
1'b1: A DMA channel thread in the Non-secure state attempted to 
perform a secure read or secure write 


This fault is a precise abort. 


ch_periph_err 
DMASTP, or DMAFLUSHP with inappropriate security permissions. 
1'b0: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFP to wait for a secure peripheral 
b. DMALDP or DMASTP to notify a secure peripheral 


c. DMAFLUSHP to flush a secure peripheral 
This fault is a precise abort. 


ch_event_err 
1'b0O: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

5 0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFE to wait for a secure event 
b. DMASEV to create a secure event or secure interrupt 


This fault is a precise abort. 


4:2 |RO oxo ____—[reserved 
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| Bit [Attr|ResetValue| —C(@Deescription 
operand_invalid 
Valid for the configuration of the DMAC. 
1'bO: Valid operand 
1'b1: Invalid operand 


This fault is a precise abort. 
undef_instr 

1'b0O: Defined instruction 
1'b1: Undefined instruction 
This fault is a precise abort. 


DMAC FTR2 
Address: Operational Base + offset (0x0048 


lockup_err 

1'bO0: DMA channel has adequate resources 

1'b1: DMA channel has locked-up because of insufficient 
resources 

This fault is an imprecise abort. 


Memory or from the debug interface. 

1'bO: Instruction that generated an abort was read from system 
memory 

1'b1: Instruction that generated an abort was read from the 
debug interface 

This fault is an imprecise abort but the bit is only valid when a 
precise abort occurs. 


29:19|/RO_|0x0_ [reserved 


reserved 
data_read_err 
Thread performs a data read. 
18 0x0 1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 


data_write_err 
Thread performs a data write. 
17 0x0 1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 


instr_fetch_err 
Thread performs an instruction fetch. 
16 0x0 1'bO: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is a precise abort. 


15:14|RO_ |0x0_____—reserved 


reserved 
st_data_unavailable 
1'bO: MFIFO contains all the data to enable the DMAST to 

13 0x0 complete 
1'b1: Previous DMALDs have not put enough data in the MFIFO to 
enable the DMAST to complete 
This fault is a precise abort. 
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| Bit |Attr|ResetValue| Ci@eescription 


mfifo_err 

1'bO: MFIFO contains sufficient space 

1'b1: MFIFO is too small to hold the data that DMALD requires 
DMAST 

1'bO: MFIFO contains sufficient data 

1'b1: MFIFO is too small to store the data to enable DMAST to 
complete 

This fault is an ee — abort. 


11:8 |RO_|OxO [reserved 


ch_rdwr_err 
To perform a secure read or secure write. 
1'b0O: A DMA channel thread in the Non-secure state is not 
7 0x0 violating the security permissions 
1'b1: A DMA channel thread in the Non-secure state attempted to 
perform a secure read or secure write 


This fault is a precise abort. 


ch_periph_err 
DMASTP, or DMAFLUSHP with inappropriate security permissions. 
1'b0O: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFP to wait for a secure peripheral 
b. DMALDP or DMASTP to notify a secure peripheral 


c. DMAFLUSHP to flush a secure peripheral 
This fault is a precise abort. 


ch_event_err 
1'b0O: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

5 0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFE to wait for a secure event 
b. DMASEV to create a secure event or secure interrupt 


This fault is a precise abort. 


4:2 |RO |OxO reserved 


operand_invalid 
Valid for the configuration of the DMAC. 
1 0x0 1'bO: Valid operand 
1'b1: Invalid operand 
This fault is a precise abort. 
undef_instr 
0x0 1'bO: Defined instruction 
1'b1: Undefined instruction 
This fault is a precise abort. 


DMAC FTR3 
Address: Operational Base + offset (0x004c 


| Bit_|Attr| Reset Value 


lockup_err 
1'b0O: DMA channel has adequate resources 
31 0x0 1'b1: DMA channel has locked-up because of insufficient 
resources 
This fault is an imprecise abort. 
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| Bit |Attr|ResetValue| —Ci@eescription 


dbg_instr 

Memory or from the debug interface. 

1'bO: Instruction that generated an abort was read from system 
30 0x0 DM tat 

1'b1: Instruction that generated an abort was read from the 

debug interface 

This fault is an imprecise abort but the bit is only valid when a 

precise abort occurs. 


j29:19/RO [Oxo si reserved 
data_read_err 
Thread performs a data read. 
1'bO: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 
data_write_err 
Thread performs a data write. 
1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 
instr_fetch_err 
Thread performs an instruction fetch. 
1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is a precise abort. 
115:14[RO_ [Oxo [reserved 
st_data_unavailable 
1'bO: MFIFO contains all the data to enable the DMAST to 
complete 
1'b1: Previous DMALDs have not put enough data in the MFIFO to 
enable the DMAST to complete 
This fault is a precise abort. 
mfifo_err 


1'bO: MFIFO contains sufficient space 

1'b1: MFIFO is too small to hold the data that DMALD requires 
DMAST 

1'b0O: MFIFO contains sufficient data 

1'b1: MFIFO is too small to store the data to enable DMAST to 
complete 

This fault is an imprecise abort. 


41:8 |RO_|OxO_ [reserved 


ch_rdwr_err 
To perform a secure read or secure write. 
1'bO: A DMA channel thread in the Non-secure state is not 
7 0x0 violating the security permissions 
1'b1: A DMA channel thread in the Non-secure state attempted to 
perform a secure read or secure write 
This fault is a precise abort. 
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| Bit |Attr|ResetValue| Ci@eescription 


ch_periph_err 
DMASTP, or DMAFLUSHP with inappropriate security permissions. 
1'bO: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFP to wait for a secure peripheral 
b. DMALDP or DMASTP to notify a secure peripheral 


c. DMAFLUSHP to flush a secure peripheral 
This fault is a precise abort. 


ch_event_err 
1'b0O: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

5 0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFE to wait for a secure event 
b. DMASEV to create a secure event or secure interrupt 


This fault is a precise abort. 
4:2 [RO |OxO_—__—[reserved 

operand_invalid 

Valid for the configuration of the DMAC. 

1'bO: Valid operand 

1'b1: Invalid operand 

This fault is a precise abort. 

undef_instr 

1'bO: Defined instruction 

1'b1: Undefined instruction 

This fault is a precise abort. 


DMAC_FTR4 
Address: Operational Base + offset (0x0050) 


lockup_err 

1'b0O: DMA channel has adequate resources 

1'b1: DMA channel has locked-up because of insufficient 
resources 

This fault is an imprecise abort. 


Memory or from the debug interface. 
1'bO: Instruction that generated an abort was read from system 
memory 


1'b1: Instruction that generated an abort was read from the 
debug interface 

This fault is an imprecise abort but the bit is only valid when a 
precise abort occurs. 


29:19/RO_|OxO_ reserved 


data_read_err 
Thread performs a data read. 
18 0x0 1'bO: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 
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| Bit |Attr|ResetValue| Ci@eescription 


data_write_err 
Thread performs a data write. 
17 0x0 1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 


instr_fetch_err 
Thread performs an instruction fetch. 
16 0x0 1'bO: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is a precise abort. 


15:14[RO |OxO reserved 
st_data_unavailable 
1'bO: MFIFO contains all the data to enable the DMAST to 
complete 
1'b1: Previous DMALDs have not put enough data in the MFIFO to 
enable the DMAST to complete 
This fault is a precise abort. 
mfifo_err 


1'bO: MFIFO contains sufficient space 

1'b1: MFIFO is too small to hold the data that DMALD requires 
DMAST 

1'bO: MFIFO contains sufficient data 

1'b1: MFIFO is too small to store the data to enable DMAST to 
complete 

This fault is an imprecise abort. 


11:8 |RO_ |0x0 [reserved 


ch_rdwr_err 
To perform a secure read or secure write. 
1'b0O: A DMA channel thread in the Non-secure state is not 
7 0x0 violating the security permissions 
1'b1: A DMA channel thread in the Non-secure state attempted to 
perform a secure read or secure write 


This fault is a precise abort. 


ch_periph_err 
DMASTP, or DMAFLUSHP with inappropriate security permissions. 
1'b0O: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFP to wait for a secure peripheral 
b. DMALDP or DMASTP to notify a secure peripheral 


c. DMAFLUSHP to flush a secure peripheral 
This fault is a precise abort. 


ch_event_err 
1'b0O: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

5 0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFE to wait for a secure event 
b. DMASEV to create a secure event or secure interrupt 


This fault is a precise abort. 


4:2 |RO oxo ____—[reserved 
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| Bit [Attr|ResetValue| —C(@Deescription 
operand_invalid 
Valid for the configuration of the DMAC. 
1'bO: Valid operand 
1'b1: Invalid operand 


This fault is a precise abort. 
undef_instr 

1'b0O: Defined instruction 
1'b1: Undefined instruction 
This fault is a precise abort. 


DMAC FTRS5 
Address: Operational Base + offset (0x0054 


lockup_err 

1'b0: DMA channel has adequate resources 

1'b1: DMA channel has locked-up because of insufficient 
resources 

This fault is an imprecise abort. 


Memory or from the debug interface. 

1'bO: Instruction that generated an abort was read from system 
memory 

1'b1: Instruction that generated an abort was read from the 
debug interface 

This fault is an imprecise abort but the bit is only valid when a 
precise abort occurs. 


29:19|/RO_|0x0_ [reserved 


reserved 
data_read_err 
Thread performs a data read. 
18 0x0 1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 


data_write_err 
Thread performs a data write. 
17 0x0 1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 


instr_fetch_err 
Thread performs an instruction fetch. 
16 0x0 1'bO: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is a precise abort. 


15:14|RO_ |0x0_____—reserved 


reserved 
st_data_unavailable 
1'bO: MFIFO contains all the data to enable the DMAST to 

13 0x0 complete 
1'b1: Previous DMALDs have not put enough data in the MFIFO to 
enable the DMAST to complete 
This fault is a precise abort. 
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| Bit |Attr|ResetValue| Ci@eescription 


mfifo_err 

1'bO: MFIFO contains sufficient space 

1'b1: MFIFO is too small to hold the data that DMALD requires 
DMAST 

1'bO: MFIFO contains sufficient data 

1'b1: MFIFO is too small to store the data to enable DMAST to 
complete 

This fault is an ee — abort. 


11:8 |RO_|OxO [reserved 


ch_rdwr_err 
To perform a secure read or secure write. 
1'b0O: A DMA channel thread in the Non-secure state is not 
7 0x0 violating the security permissions 
1'b1: A DMA channel thread in the Non-secure state attempted to 
perform a secure read or secure write 


This fault is a precise abort. 


ch_periph_err 
DMASTP, or DMAFLUSHP with inappropriate security permissions. 
1'b0O: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFP to wait for a secure peripheral 
b. DMALDP or DMASTP to notify a secure peripheral 


c. DMAFLUSHP to flush a secure peripheral 
This fault is a precise abort. 


ch_event_err 
1'bO: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

5 0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFE to wait for a secure event 
b. DMASEV to create a secure event or secure interrupt 


This fault is a precise abort. 


4:2 |RO |OxO [reserved 


operand_invalid 
Valid for the configuration of the DMAC. 
1 0x0 1'bO: Valid operand 
1'b1: Invalid operand 
This fault is a precise abort. 
undef_instr 
0x0 1'bO: Defined instruction 
1'b1: Undefined instruction 
This fault is a precise abort. 


DMAC FTR6 
Address: Operational Base + offset (0x0058 


| Bit_|Attr| Reset Value 


lockup_err 
1'b0O: DMA channel has adequate resources 
31 0x0 1'b1: DMA channel has locked-up because of insufficient 
resources 
This fault is an imprecise abort. 
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| Bit |Attr|ResetValue| —Ci@eescription 


dbg_instr 

Memory or from the debug interface. 

1'bO: Instruction that generated an abort was read from system 
30 0x0 DM tat 

1'b1: Instruction that generated an abort was read from the 

debug interface 

This fault is an imprecise abort but the bit is only valid when a 

precise abort occurs. 


j29:19/RO [Oxo reserved 
data_read_err 
Thread performs a data read. 
1'bO: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 
data_write_err 
Thread performs a data write. 
1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 
instr_fetch_err 
Thread performs an instruction fetch. 
1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is a precise abort. 
115:14[RO_ [Oxo [reserved 
st_data_unavailable 
1'bO: MFIFO contains all the data to enable the DMAST to 
complete 
1'b1: Previous DMALDs have not put enough data in the MFIFO to 
enable the DMAST to complete 
This fault is a precise abort. 
mfifo_err 


1'bO: MFIFO contains sufficient space 

1'b1: MFIFO is too small to hold the data that DMALD requires 
DMAST 

1'b0O: MFIFO contains sufficient data 

1'b1: MFIFO is too small to store the data to enable DMAST to 
complete 

This fault is an imprecise abort. 


41:8 |RO_|OxO_ [reserved 


ch_rdwr_err 
To perform a secure read or secure write. 
1'bO: A DMA channel thread in the Non-secure state is not 
7 0x0 violating the security permissions 
1'b1: A DMA channel thread in the Non-secure state attempted to 
perform a secure read or secure write 
This fault is a precise abort. 
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| Bit |Attr|ResetValue| Ci@eescription 


ch_periph_err 
DMASTP, or DMAFLUSHP with inappropriate security permissions. 
1'bO: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFP to wait for a secure peripheral 
b. DMALDP or DMASTP to notify a secure peripheral 


c. DMAFLUSHP to flush a secure peripheral 
This fault is a precise abort. 


ch_event_err 
1'b0O: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

5 0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFE to wait for a secure event 
b. DMASEV to create a secure event or secure interrupt 


This fault is a precise abort. 
4:2 [RO |OxO_—__—[reserved 

operand_invalid 

Valid for the configuration of the DMAC. 

1'bO: Valid operand 

1'b1: Invalid operand 

This fault is a precise abort. 

undef_instr 

1'bO: Defined instruction 

1'b1: Undefined instruction 

This fault is a precise abort. 


DMAC_FTR7 
Address: Operational Base + offset (0x005c) 


lockup_err 

1'b0O: DMA channel has adequate resources 

1'b1: DMA channel has locked-up because of insufficient 
resources 

This fault is an imprecise abort. 


Memory or from the debug interface. 
1'bO: Instruction that generated an abort was read from system 
memory 


1'b1: Instruction that generated an abort was read from the 
debug interface 

This fault is an imprecise abort but the bit is only valid when a 
precise abort occurs. 


29:19/RO_|OxO_ reserved 


data_read_err 
Thread performs a data read. 
18 0x0 1'bO: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 
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| Bit |Attr|ResetValue| Ci@eescription 


data_write_err 
Thread performs a data write. 
17 0x0 1'b0O: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is an imprecise abort. 


instr_fetch_err 
Thread performs an instruction fetch. 
16 0x0 1'bO: OKAY response 
1'b1: EXOKAY, SLVERR, or DECERR response 
This fault is a precise abort. 


15:14[RO |OxO reserved 
st_data_unavailable 
1'bO: MFIFO contains all the data to enable the DMAST to 
complete 
1'b1: Previous DMALDs have not put enough data in the MFIFO to 
enable the DMAST to complete 
This fault is a precise abort. 
mfifo_err 


1'bO: MFIFO contains sufficient space 

1'b1: MFIFO is too small to hold the data that DMALD requires 
DMAST 

1'bO: MFIFO contains sufficient data 

1'b1: MFIFO is too small to store the data to enable DMAST to 
complete 

This fault is an imprecise abort. 


11:8 |RO_ |0x0 [reserved 


ch_rdwr_err 
To perform a secure read or secure write. 
1'b0O: A DMA channel thread in the Non-secure state is not 
7 0x0 violating the security permissions 
1'b1: A DMA channel thread in the Non-secure state attempted to 
perform a secure read or secure write 


This fault is a precise abort. 


ch_periph_err 
DMASTP, or DMAFLUSHP with inappropriate security permissions. 
1'b0O: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFP to wait for a secure peripheral 
b. DMALDP or DMASTP to notify a secure peripheral 


c. DMAFLUSHP to flush a secure peripheral 
This fault is a precise abort. 


ch_event_err 
1'b0O: A DMA channel thread in the Non-secure state is not 
violating the security permissions 

5 0x0 1'b1: A DMA channel thread in the Non-secure state attempted to 
execute either: 
a. DMAWFE to wait for a secure event 
b. DMASEV to create a secure event or secure interrupt 


This fault is a precise abort. 


4:2 |RO oxo ____—[reserved 
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| Bit [Attr|ResetValue| —C(@Deescription 
operand_invalid 
Valid for the configuration of the DMAC. 
1'bO: Valid operand 
1'b1: Invalid operand 


This fault is a precise abort. 
undef_instr 

1'b0O: Defined instruction 
1'b1: Undefined instruction 
This fault is a precise abort. 


DMAC CSRO 
Address: Operational Base + offset (0x0100 


| Bit_|Attr| Reset Value 
31:22|RO [Oxo si reserved 


cns 
at fro foo 1'b0O: DMA channel operates in the Secure state 
1'b1: DMA channel operates in the Non-secure state 
20:16[RO_ [Oxo [reserved 
dmawfp_periph 

1'bO: DMAWFP executed with the periph operand not set 


1'b1: DMAWFP executed with the periph operand set 


5 0x0 
dmawfp_b_ns 
14 0x0 1'bO: DMAWFP executed with the single operand set 
1'b1: DMAWFP executed with the burst operand set 


13:9 |RO [0x0 reserved 
wakeup_number 
Indicate the event or peripheral number that the channel is 
waiting for. 
5'hO: DMA channel is waiting for event, or peripheral, 0 
5'h1: DMA channel is waiting for event, or peripheral, 1 
5'h2: DMA channel is waiting for event, or peripheral, 2 


1 


5'h1f: DMA channel is waiting for event, or peripheral, 31 
channel_status 

Channel 0 status. 

4'hO: Stopped 

4'h1: Executing 

4'h2: Cache miss 

4'h3: Updating PC 

4'h4: Waiting for event 
4'h5: At barrier 

4'h7: Waiting for peripheral 
4'h8: Killing 

4'h9: Completing 

4'he: Faulting completing 
4'hf: Faulting 

Others: Reserved 


DMAC_CPCO 
Address: Operational Base + offset (0x0104) 


| Bit |Attr| Reset Value 


Pt escription 
‘ pc_chnl 
31:0 |ro | 0x00000000 Program counter for the DMA channel 0 thread 


DMAC_ _CSRi 
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Address: Operational Base + offset (0x0108 


| Bit |Attr[ResetValue| ss Ci@eescription = 
31:22/RO |oxo. [reserved 
cns 
0x0 1'b0O: DMA channel operates in the Secure state 
1'b1: DMA channel ae in the Non-secure state 


20:16|RO_|OxO [reserved 


dmawfp_periph 
1'bO0: DMAWFP executed with the periph operand not set 
1'b1: DMAWFP executed with the periph operand set 


dmawfp_b_ns 

0x0 1'bO: DMAWFP executed with the single operand set 
1'b1: DMAWFP executed with the burst ae ee 7 set 

13:9 [RO [Oxo [reserved 

wakeup_number 
Indicate the event or peripheral number that the channel is 
waiting for. 
5'hO: DMA channel is waiting for event, or peripheral, 0 
5'h1: DMA channel is waiting for event, or peripheral, 1 


5'h2: DMA channel is waiting for event, or peripheral, 2 


5'hif: DMA channel is waiting for event, or peripheral, 31 
channel_status 

Channel 1 status. 

4'hO: Stopped 

4'h1: Executing 

4'h2: Cache miss 

4'h3: Updating PC 

4'h4: Waiting for event 
4'h5: At barrier 

4'h7: Waiting for peripheral 
4'h8: Killing 

4'h9: Completing 

4'he: Faulting completing 
4'hf: Faulting 

Others: Reserved 


DMAC CPC1 
Address: Operational Base + offset (0x010c) 


| Bit _|Attr| Reset Value 


; pc_chnl 
31:0 |ro | OAH OO PONS Program counter for the DMA channel 1 thread 


DMAC_CSR2 
Address: Operational Base + offset (0x0110) 


| Bit |Attr|ResetValue{ CiDescription 
31:22/RO [Oxo [reserved 


cns 
1 0x0 1'b0O: DMA channel operates in the Secure state 
1'b1: DMA channel operates in the Non-secure state 


20:16|RO_|0x0_ [reserved 


reserved 
dmawfp_periph 

15 0x0 1'bO0: DMAWFP executed with the periph operand not set 
1'b1: DMAWFP executed with the periph operand set 
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| Bit |Attr| Reset Value 


dmawfp_b_ns 
14 0x0 1'bO: DMAWFP executed with the single operand set 
1'b1: DMAWFP executed with the burst operand set 


13:9 |RO [0x0 reserved 
wakeup_number 
Indicate the event or peripheral number that the channel is 
waiting for. 
5'hO: DMA channel is waiting for event, or peripheral, 0 
5'h1: DMA channel is waiting for event, or peripheral, 1 
5'h2: DMA channel is waiting for event, or peripheral, 2 


5'hif: DMA channel is waiting for event, or peripheral, 31 


channel_status 

Channel 2 status. 

4'hO: Stopped 

4'h1: Executing 

4'h2: Cache miss 

4'h3: Updating PC 

4'h4: Waiting for event 
4'h5: At barrier 

4'h7: Waiting for peripheral 
4'h8: Killing 

4'h9: Completing 

4'he: Faulting completing 
4'hf: Faulting 

Others: Reserved 


DMAC CPC2 
Address: Operational Base + offset (0x0114 


| Bit_|Attr| Reset Value 


. pc_chnl 
31:0 |ro | DAG 000000 Program counter for the DMA channel 2 thread 


DMAC_CSR3 
Address: Operational Base + offset (0x0118) 


| Bit |Attr|Reset Value| Ci escription = 
31:22|RO_|Oxo [reserved 


cns 
0x0 1'b0: DMA channel operates in the Secure state 
1'b1: DMA channel operates in the Non-secure state 


20:16|RO_|0x0 [reserved 


dmawfp_periph 
15 0x0 1'bO: DMAWFP executed with the periph operand not set 
1'b1: DMAWFP executed with the periph operand set 


dmawfp_b_ns 
14 0x0 1'bO: DMAWFP executed with the single operand set 
1'b1: DMAWFP executed with the burst operand set 


13:9 |RO_ [0x0 [reserved 
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| Bit [Attr/ResetValue| —C(éDeescription 
wakeup_number 
Indicate the event or peripheral number that the channel is 
waiting for. 
5'hO: DMA channel is waiting for event, or peripheral, 0 
5'h1: DMA channel is waiting for event, or peripheral, 1 
5'h2: DMA channel is waiting for event, or peripheral, 2 


5'hif: DMA channel is waiting for event, or peripheral, 31 
channel_status 

Channel 3 status. 

4'hO: Stopped 

4'h1: Executing 

4'h2: Cache miss 

4'h3: Updating PC 

4'h4: Waiting for event 
4'h5: At barrier 

4'h7: Waiting for peripheral 
4'h8: Killing 

4'h9: Completing 

4'he: Faulting completing 
4'hf: Faulting 

Others: Reserved 


DMAC_CPC3 
Address: Operational Base + offset (0x011c) 


| Bit |Attr| Reset Value 


; pc_chnl 
31:0 |ro | OxhO0O0800 Program counter for the DMA channel 3 thread 


DMAC_ CSR4 

Address: Operational Base + offset (0x0120) 

seis, Atte Reset Value ____________Beseription 
I31:22/RO |OxO ~—i[reserved eee 


cns 
1'b0: DMA channel operates in the Secure state 
eed DMA channel operates in the Non-secure state 


20116 |RO:|Ox0' «__"|Feseived <= 


dmawfp_periph 
1'bO: DMAWFP executed with the periph operand not set 
1'b1: DMAWFP executed with the periph operand set 


exo [Go Bini 
po ito DMAWFP executed with the single operand set 
1'b1: DMAWFP executed with the burst = set 


oe eserves 


Fenm 

wakeup_number 
Indicate the event or peripheral number that the channel is 
waiting for. 

0x00 5'hO: DMA channel is waiting for event, or peripheral, 0 
5'h1: DMA channel is waiting for event, or peripheral, 1 
5'h2: DMA channel is waiting for event, or peripheral, 2 
S'hif: DMA channel is waiting for event, or peripheral, 31 
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channel_status 
Channel 4 status. 
4'hO: Stopped 
4'h1: Executing 
4'h2: Cache miss 
4'h3: Updating PC 
. 4'h4: Waiting for event 
20 se 4'h5: At barrier 
4'h7: Waiting for peripheral 
4'h8: Killing 
4'h9: Completing 
4'he: Faulting completing 
4'hf: Faulting 
Others: Reserved 


DMAC_CPC4 
Address: Operational Base + offset (0x0124) 


| Bit |Attr|ResetValue| Ci eescription 


: pc_chnl 
31:0 |ro | OxODG00000 Program counter for the DMA channel 4 thread 


DMAC_ CSR5 

Address: Operational Base + offset (0x0128 

| Bit |Attr/ResetValue|  ———s——“‘;‘“;™SC*éi scription 
[31:22[RO [Oxo ——sifreserved ee —( —“‘“(“‘“(“(“(;:S*S*S*S*™*™*C™C™C™C™C™C™C™C~*@CY 


cns 
0x0 1'b0: DMA channel operates in the Secure state 


1'b1: DMA channel oy ae rE in the Non-secure state 


20:16/RO_|OxO_ reserved 


dmawfp_periph 
1'bO: DMAWFP executed with the periph operand not set 
1'b1: DMAWFP executed with the periph operand set 


oxo fobs 


Pa 


oo 1'b0: DMAWFP executed with the single operand set 
1' rT ea DMAWFP executed with the burst operand set 


a reserved 


wakeup_number 
Indicate the event or peripheral number that the channel is 
waiting for. 

0x00 5'hO: DMA channel is waiting for event, or peripheral, 0 
5'h1: DMA channel is waiting for event, or peripheral, 1 
5'h2: DMA channel is waiting for event, or peripheral, 2 
S'hif: DMA channel is waiting for event, or peripheral, 31 
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channel_status 
Channel 5 status. 
4'hO: Stopped 
4'h1: Executing 
4'h2: Cache miss 
4'h3: Updating PC 
. 4'h4: Waiting for event 
20 se 4'h5: At barrier 
4'h7: Waiting for peripheral 
4'h8: Killing 
4'h9: Completing 
4'he: Faulting completing 
4'hf: Faulting 
Others: Reserved 


DMAC_CPC5 
Address: Operational Base + offset (0x012c) 


| Bit |Attr|Reset Value| Ci eescription 


: pc_chnl 
31:0 |ro | 0x00000000 Program counter for the DMA channel 5 thread 


DMAC CSR6 

Address: Operational Base + offset (0x0130 

| Bit [Attr|ResetValue| ss —“‘SW:éCé S scription —— 
[31:22[RO [Oxo ——séifreserved ee — —“‘“‘(“‘“(“(C;S*S*S*™*™C™C™C™C™C™C™C~C~*CY 


cns 
0x0 1'b0: DMA channel operates in the Secure state 


1'b1: DMA channel oy ae rE in the Non-secure state 


20:16|RO_|OxO si freserved 


dmawfp_periph 
1'bO: DMAWFP executed with the periph operand not set 
1'b1: DMAWFP executed with the periph operand set 


oxo fobs 


Pa 


oo 1'b0: DMAWFP executed with the single operand set 
1' rT ea DMAWFP executed with the burst operand set 


a reserved 


wakeup_number 
Indicate the event or peripheral number that the channel is 
waiting for. 

0x00 5'hO: DMA channel is waiting for event, or peripheral, 0 
5'h1: DMA channel is waiting for event, or peripheral, 1 
5'h2: DMA channel is waiting for event, or peripheral, 2 
S'hif: DMA channel is waiting for event, or peripheral, 31 
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| Bit |Attr|ResetValue| Ci@eescription 


channel_status 
Channel 6 status. 
4'hO: Stopped 
4'h1: Executing 
4'h2: Cache miss 
4'h3: Updating PC 
. 4'h4: Waiting for event 
20 se 4'h5: At barrier 
4'h7: Waiting for peripheral 
4'h8: Killing 
4'h9: Completing 
4'he: Faulting completing 
4'hf: Faulting 
Others: Reserved 


DMAC_CPC6 
Address: Operational Base + offset (0x0134) 


| Bit |Attr|Reset Value| Ci eescription 


: pc_chnl 
31:0 |ro | 0x00000000 Program counter for the DMA channel 6 thread 


DMAC_ CSR7 

Address: Operational Base + offset (0x0138 

| Bit [Attr|ResetValue| ss ———“‘“‘W:CéS eScription =— 
31:22[RO [Oxo ———sifreserved ee ——“‘“(‘(‘“‘“(“(‘(CS*S*S*S*S*™*™C™C™C™C‘~*dC 


cns 
0x0 1'b0O: DMA channel operates in the Secure state 


1'b1: DMA channel ad in the Non-secure state 


20:16|RO_|OxO_—sfreserved 


dmawfp_periph 
1'bO: DMAWFP executed with the periph operand not set 
1'b1: DMAWFP executed with the periph operand set 


oxo fobs 


Pa 


oo 1'b0: DMAWFP executed with the single operand set 
1' rT ea DMAWFP executed with the burst operand set 


a reserved 


wakeup_number 
Indicate the event or peripheral number that the channel is 
waiting for. 

0x00 5'hO: DMA channel is waiting for event, or peripheral, 0 
5'h1: DMA channel is waiting for event, or peripheral, 1 
5'h2: DMA channel is waiting for event, or peripheral, 2 
S'hif: DMA channel is waiting for event, or peripheral, 31 
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| Bit |Attr|ResetValue| Ci@eescription 


channel_status 
Channel 7 status. 
4'hO: Stopped 
4'h1: Executing 
4'h2: Cache miss 
4'h3: Updating PC 


4'h4: Waiting for event 
4'h5: At barrier 

4'h7: Waiting for peripheral 
4'h8: Killing 

4'h9: Completing 

4'he: Faulting completing 
4'hf: Faulting 

Others: Reserved 


DMAC_ CPC7 
Address: Operational Base + offset (0x013c) 


| Bit |Attr| Reset Value 


: pc_chnl 
31:0 |ro | OxODG00000 Program counter for the DMA channel 7 thread 


DMAC_SARO 


| Bit_|Attr| Reset Value 


: src_addr 
31:0 0x00000000 Address of the source data for DMA channel 0 


DMAC_DARO 


Address: Operational Base + offset (0x0404) 


[Attr/ResetValue| Cieescription 
: dst_addr 
31:0 |ro | vatieiene starsat Address of the Destination data for DMA channel 0 


DMAC_CCRO 


Address: Operational Base + offset (0x0408) 


| Bit [Attr|Reset Value] iDescription 


dst_cache_ctrl 

Bit [27] 

1'b0: AWCACHE[3] is LOW 

1'b1: AWCACHE[3] is HIGH 
Ox Bit [26] 

1'b0: AWCACHE[1] is LOW 

1'b1: AWCACHE[1] is HIGH 

Bit [25] 

1'b0: AWCACHE[0] is LOW 

1'b1: AWCACHE[0] is HIGH 
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| Bit |Attr/ResetValue|—— —“‘C;W OC@Cescription —— Cid 
dst_prot_ctrl 
Bit [24] 
1'b0: AWPROT[2] is LOW 
1'b1: AWPROT[2] is HIGH 
Bit [23] 
1'b0O: AWPROT[1] is LOW 
1'b1: AWPROT[1] is HIGH 
Bit [22] 
1'b0: AWPROT[O] is LOW 
1'b1: AWPROT[O] is HIGH 
dst_burst_len 
the destination data: 
4'hO: 1 data transfer 
A'hi: 2 data transfers 
4'h2: 3 data transfers 


4'hf: 16 data transfers 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_burst_size 

3'hO: Writes 1 byte per beat 

3'h1: Writes 2 bytes per beat 

3'h2: Writes 4 bytes per beat 

3'h3: Writes 8 bytes per beat 

3'h4: Writes 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_inc 

1'bO: Fixed-address burst. The DMAC signals AWBURST[O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
AWBURST[0] HIGH. 

src_cache_ctrl 

Bit [13] 

1'b0O: ARCACHE[2] is LOW 

1'b1: ARCACHE[2] is HIGH 

Bit [12] 

1'bO0: ARCACHE[1] is LOW 

1'b1: ARCACHE[1] is HIGH 

Bit [11] 

1'b0: ARCACHE[0O] is LOW 

1'b1: ARCACHE[0] is HIGH 

src_prot_ctrl 

Bit [10] 

1'bO: ARPROT[2] is LOW 

1'b1: ARPROT[2] is HIGH 

Bit [9] 

1'bO: ARPROT[1] is LOW 

1'b1: ARPROT[1] is HIGH 

Bit [8] 

1'b0: ARPROT[O] is LOW 

1'b1: ARPROT[O] is HIGH 
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| Bit |Attr/ResetValue| —_— s—“‘CSSN CD eScription =— Cid 
src_burst_len 
4'hO: 1 data transfer 
4'hi: 2 data transfers 
4'h2: 3 data transfers 


4'hf: 16 data transfers 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_burst_size 

3'h0O: Reads 1 byte per beat 


3'h1: Reads 2 bytes per beat 

3'h2: Reads 4 bytes per beat 

3'h3: Reads 8 bytes per beat 

3'h4: Reads 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_inc 

1'bO: Fixed-address burst. The DMAC signals ARBURST[0O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
ARBURST[0O] HIGH. 


DMAC _LCO O 

Address: Operational Base + offset (0x040c) 

| Bit [Attr|ResetValue|  ————C‘i scription 
31:8 [RO [Oxo si freserved 


po foe |Sbemecmme 
oop counter O iterations 

DMAC LCi O 

Address: Operational Base + offset (0x0410) 

| Bit [Attr|ResetValue|  ————C—C*‘Ci Scriptom = 


loop_counter_iterations 
Loop counter 1 iterations 


DMAC SAR1 
Address: Operational Base + offset (0x0420 


Reset Value 


src_addr 
0x00000000 address of the source data for DMA channel 1 


DMAC_ DARi 
Address: Operational Base + offset (0x0424) 


Reset Value 


[Attr| 
; dst_addr 
Pe RO |ox00000000 Address of the Destination data for DMA channel 1 


DMAC_CCR1 

Address: Operational Base + offset (0x0428) 

| Bit [Attr|ResetValue| Ci‘ e@Scriptiom 
31:28/RO [Oxo si reserved 
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| Bit |Attr/ResetValue|—— —“‘SW OCC escription =— Cid 
dst_cache_ctrl 
Bit [27] 
1'b0: AWCACHE[3] is LOW 
1'b1: AWCACHE[3] is HIGH 
Bit [26] 
1'b0: AWCACHE[1] is LOW 
1'b1: AWCACHE[1] is HIGH 
Bit [25] 
1'b0: AWCACHE[0] is LOW 
1'b1: AWCACHE[0] is HIGH 
dst_prot_ctrl 
Bit [24] 
1'b0: AWPROT[2] is LOW 
1'b1: AWPROT[2] is HIGH 
Bit [23] 
1'b0: AWPROT[1] is LOW 
1'b1: AWPROT[1] is HIGH 
Bit [22] 
1'b0: AWPROT[O] is LOW 
1'b1: AWPROT[O] is HIGH 
dst_burst_len 
the destination data: 
4'hO: 1 data transfer 
4'hi: 2 data transfers 
4'h2: 3 data transfers 


4'hf: 16 data transfers 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_burst_size 

3'hO: Writes 1 byte per beat 

3'h1: Writes 2 bytes per beat 

3'h2: Writes 4 bytes per beat 

3'h3: Writes 8 bytes per beat 

3'h4: Writes 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_inc 

1'bO: Fixed-address burst. The DMAC signals AWBURST[O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
AWBURST[0] HIGH. 

src_cache_ctrl 

Bit [13] 

1'bO: ARCACHE[2] is LOW 

1'b1: ARCACHE[2] is HIGH 

Bit [12] 

1'b0: ARCACHE[1] is LOW 

1'b1: ARCACHE[1] is HIGH 

Bit [11] 

1'b0: ARCACHE[0O] is LOW 

1'b1: ARCACHE[0] is HIGH 
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| Bit |Attr|ResetValue| Ci@eescription 


src_prot_ctrl 
Bit [10] 
1'b0O: ARPROT[2] is LOW 
1'b1: ARPROT[2] is HIGH 

10:8 Bit [9] 

, 1'b0O: ARPROT[1] is LOW 

1'b1: ARPROT[1] is HIGH 
Bit [8] 
1'b0O: ARPROT[O] is LOW 
1'b1: ARPROT[O] is HIGH 


src_burst_len 

4'hO: 1 data transfer 
4'hi: 2 data transfers 
4'h2: 3 data transfers 


A'hf: 16 data transfers 


The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_burst_size 

3'hO: Reads 1 byte per beat 

3'h1: Reads 2 bytes per beat 

3'h2: Reads 4 bytes per beat 

3'h3: Reads 8 bytes per beat 

3'h4: Reads 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_inc 

1'bO: Fixed-address burst. The DMAC signals ARBURST[0] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
ARBURST[0O] HIGH. 


DMAC LCO 1 

Address: Operational Base + offset (0x042c) 

| Bit [Attr|ResetValue| CC‘ Scriptom 
31:8 [RO [Oxo si freserved 


ox00 loop_counter_iterations 
Loop counter 0 iterations 

DMAC LCi 1 

Address: Operational Base + offset (0x0430 


| Bit_|Attr| Reset Value 


Oxo [reserved 
loop_counter_iterations 
Loop counter 1 iterations 
DMAC_ SAR2 
Address: Operational Base + offset (0x0440) 


| Bit |Attr| Reset Value 


Pt eseription sd 
: src_addr 
31:0 |ro | 0x00000000 Address of the source data for DMA channel 2 


DMAC_ DAR2 
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Address: Operational Base + offset (0x0444 


Reset Value 


dst_addr 
pxpoquenn Address of the Destination data for DMA channel 2 


DMAC_ CCR2 
Address: Operational Base + offset (0x0448 


Reset Vaius Pp Ci eescription 


dst_cache_ctrl 

Bit [27] 

1'b0: AWCACHE[3] is LOW 
1'b1: AWCACHE[3] is HIGH 
Bit [26] 

1'b0: AWCACHE[1] is LOW 
1'b1: AWCACHE[1] is HIGH 
Bit [25] 

1'b0: AWCACHE[0] is LOW 
1'b1: AWCACHE[0] is HIGH 
dst_prot_ctrl 

Bit [24] 

1'b0: AWPROT[2] is LOW 
1'b1: AWPROT[2] is HIGH 
Bit [23] 

1'bO: AWPROT[1] is LOW 
1'b1: AWPROT[1] is HIGH 
Bit [22] 

1'b0: AWPROT[O] is LOW 
1'b1: AWPROT[O] is HIGH 


dst_burst_len 

the destination data: 

4'hO: 1 data transfer 

A4'hi: 2 data transfers 

4'h2: 3 data transfers 

4! hf: 16 data transfers 

The total number of bytes that the DMAC writes out of the MFIFO 


when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_burst_size 

3'hO: Writes 1 byte per beat 

3'h1: Writes 2 bytes per beat 

3'h2: Writes 4 bytes per beat 

3'h3: Writes 8 bytes per beat 

3'h4: Writes 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_inc 

1'bO: Fixed-address burst. The DMAC signals AWBURST[0O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
AWBURST[0] HIGH. 
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| Bit |Attr/ResetValue|— —“‘;S CC eScription =— Cid 
src_cache_ctrl 
Bit [13] 
1'b0: ARCACHE[2] is LOW 
1'b1: ARCACHE[2] is HIGH 
Bit [12] 
1'b0: ARCACHE[1] is LOW 
1'b1: ARCACHE[1] is HIGH 
Bit [11] 
1'b0: ARCACHE[0] is LOW 
1'b1: ARCACHE[0] is HIGH 
src_prot_ctrl 
Bit [10] 
1'b0: ARPROT[2] is LOW 
1'b1: ARPROT[2] is HIGH 
Bit [9] 
1'b0: ARPROT[1] is LOW 
1'b1: ARPROT[1] is HIGH 
Bit [8] 
1'b0: ARPROT[O] is LOW 
1'b1: ARPROT[O] is HIGH 
src_burst_len 
4'hO: 1 data transfer 
4'hi: 2 data transfers 
4'h2: 3 data transfers 


4'hf: 16 data transfers 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_burst_size 

3'h0O: Reads 1 byte per beat 

3'h1: Reads 2 bytes per beat 

3'h2: Reads 4 bytes per beat 

3'h3: Reads 8 bytes per beat 

3'h4: Reads 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_inc 

1'bO: Fixed-address burst. The DMAC signals ARBURST[0] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
ARBURST[0O] HIGH. 


DMAC LCO 2 
Address: Operational Base + offset (0x044c) 

[Attr|ResetValue| CCC‘ scription = 
31:8 [RO [oxo si freserved 


7:0 ro joxoo | loop_counter_iterations 


Loop counter 0 iterations 


DMAC LCi 2 
Address: Operational Base + offset (0x0450) 
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| Bit |Attr/ResetValue| Ci escription 
31:8 |RO_|OxO [reserved 


7:0 0x00 loop_counter_iterations 
Loop counter 1 iterations 

DMAC_SAR3 

Address: Operational Base + offset (0x0460 


| Bit_|Attr| Reset Value 


; src_addr 
£0 RO |ox00000000 Address of the source data for DMA channel 3 


DMAC_DAR3 


Address: Operational Base + offset (0x0464) 


| Bit _|Attr| Reset Value 


[Attr| 
‘ dst_addr 
ote) RO |ox00000000 Address of the Destination data for DMA channel 3 


DMAC_ CCR3 
Address: Operational Base + offset (0x0468) 

[Reset Value| — —“‘SWC#éieScription =—— Cid 
dst_cache_ctrl 
Bit [27] 
1'b0: AWCACHE[3] is LOW 
1'b1: AWCACHE[3] is HIGH 
Bit [26] 
1'b0: AWCACHE[1] is LOW 
1'b1: AWCACHE[1] is HIGH 
Bit [25] 
1'b0: AWCACHE[0] is LOW 
1'b1: AWCACHE[0] is HIGH 
dst_prot_ctrl 
Bit [24] 
1'b0: AWPROT[2] is LOW 
1'b1: AWPROT[2] is HIGH 
Bit [23] 
1'b0: AWPROT[1] is LOW 
1'b1: AWPROT[1] is HIGH 
Bit [22] 
1'b0: AWPROT[O] is LOW 
1'b1: AWPROT[O] is HIGH 
dst_burst_len 
the destination data: 
4'hO: 1 data transfer 
4'hi: 2 data transfers 
4'h2: 3 data transfers 


0x0 


0x0 


0x0 


4'hf: 16 data transfers 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 
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| Bit |Attr[ResetValue| ——C—“‘;S Ci scription 
dst_burst_size 
3'hO: Writes 1 byte per beat 
3'h1: Writes 2 bytes per beat 
3'h2: Writes 4 bytes per beat 
3'h3: Writes 8 bytes per beat 
3'h4: Writes 16 bytes per beat 
Others: Reserved 
The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 
dst_inc 
1'bO: Fixed-address burst. The DMAC signals AWBURST[O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
AWBURST[0] HIGH. 
src_cache_ctrl 
Bit [13] 
1'bO: ARCACHE[2] is LOW 
1'b1: ARCACHE[2] is HIGH 
Bit [12] 
1'bO: ARCACHE[1] is LOW 
1'b1: ARCACHE[1] is HIGH 
Bit [11] 
1'bO: ARCACHE[0] is LOW 
1'b1: ARCACHE[0] is HIGH 
src_prot_ctrl 
Bit [10] 
1'b0O: ARPROT[2] is LOW 
1'b1: ARPROT[2] is HIGH 
Bit [9] 
1'bO: ARPROT[1] is LOW 
1'b1: ARPROT[1] is HIGH 
Bit [8] 
1'b0O: ARPROT[O] is LOW 
1'b1: ARPROT[O] is HIGH 
src_burst_len 
4'hO: 1 data transfer 
4'h1: 2 data transfers 
4'h2: 3 data transfers 


4'hf: 16 data transfers 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_burst_size 

3'hO: Reads 1 byte per beat 

3'h1: Reads 2 bytes per beat 

3'h2: Reads 4 bytes per beat 

3'h3: Reads 8 bytes per beat 

3'h4: Reads 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 
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| Bit |Attr|ResetValue| Ci@eescription 


src_inc 


1'bO: Fixed-address burst. The DMAC signals ARBURST[0O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
ARBURST[0] HIGH. 


DMAC LCO 3 
Address: Operational Base + offset (0x046c 


| Bit_|Attr| Reset Value 


Oxo. sifreserved 
loop_counter_iterations 
Loop counter 0 iterations 
DMAC LCi 3 
Address: Operational Base + offset (0x0470) 


Reset Value|——“‘*‘“S*™*SC*C‘D Scriptom sd 
reserved 


loop_counter_iterations 
Loop counter 1 iterations 


DMAC SAR4 
Address: Operational Base + offset (0x0480) 


Reset Value 


[Attr| 
: src_addr 
ke RO |ox00000000 Address of the source data for DMA channel 4 


DMAC_DAR4 


Address: Operational Base + offset (0x0484) 


| Bit | Reset Value p 


[Attr'| 
; dst_addr 
P0 RO |ox00000000 Address of the Destination data for DMA channel 4 


DMAC CCR4 
Address: Operational Base + offset (0x0488) 


dst_cache_ctrl 

Bit [27] 

1'b0: AWCACHE[3] is LOW 
1'b1: AWCACHE[3] is HIGH 
Bit [26] 

1'b0: AWCACHE[1] is LOW 
1'b1: AWCACHE[1] is HIGH 
Bit [25] 

1'b0: AWCACHE[0] is LOW 
1'b1: AWCACHE[0] is HIGH 
dst_prot_ctrl 

Bit [24] 

1'b0: AWPROT[2] is LOW 
1'b1: AWPROT[2] is HIGH 
Bit [23] 

1'b0: AWPROT[1] is LOW 
1'b1: AWPROT[1] is HIGH 
Bit [22] 

1'b0: AWPROT[O] is LOW 
1'b1: AWPROT[O] is HIGH 


WW 


WJ 
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| Bit |Attr/ResetValue|—— —“‘SW OC@CDescription — Cid 
dst_burst_len 
the destination data: 
4'hO: 1 data transfer 
4'hi: 2 data transfers 
4'h2: 3 data transfers 


4'hf: 16 data transfers 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_burst_size 

3'hO: Writes 1 byte per beat 

3'h1: Writes 2 bytes per beat 

3'h2: Writes 4 bytes per beat 

3'h3: Writes 8 bytes per beat 

3'h4: Writes 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_inc 

1'bO: Fixed-address burst. The DMAC signals AWBURST[O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
AWBURST[0] HIGH. 

src_cache_ctrl 

Bit [13] 

1'b0: ARCACHE[2] is LOW 

1'b1: ARCACHE[2] is HIGH 

Bit [12] 

1'bO: ARCACHE[1] is LOW 

1'b1: ARCACHE[1] is HIGH 

Bit [11] 

1'b0: ARCACHE[0] is LOW 

1'b1: ARCACHE[0] is HIGH 

src_prot_ctrl 

Bit [10] 

1'b0O: ARPROT[2] is LOW 

1'b1: ARPROT[2] is HIGH 

Bit [9] 

1'bO: ARPROT[1] is LOW 

1'b1: ARPROT[1] is HIGH 

Bit [8] 

1'b0O: ARPROT[O] is LOW 

1'b1: ARPROT[O] is HIGH 

src_burst_len 

4'hO: 1 data transfer 

4'h1: 2 data transfers 

4'h2: 3 data transfers 


4'hf: 16 data transfers 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 
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| Bit |Attr[ResetValue| ——C—i‘“‘;C‘Ci escrito s/s <= 
src_burst_size 
3'hO: Reads 1 byte per beat 
3'h1: Reads 2 bytes per beat 
3'h2: Reads 4 bytes per beat 
3'h3: Reads 8 bytes per beat 
3'h4: Reads 16 bytes per beat 


Others: Reserved 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_inc 

1'bO: Fixed-address burst. The DMAC signals ARBURST[0O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
ARBURST[0O] HIGH. 


DMAC LCO 4 
Address: Operational Base + offset (0x048c 


Ps escription sd 
reserved 


loop_counter_iterations 
Loop counter O iterations 


DMAC LCi 4 

Address: Operational Base + offset (0x0490) 

| Bit [Attr|ResetValue| ———C—C*‘i Scriptom 
31:8 [RO_| 

G Ro | loop_counter_iterations 


Loop counter 1 iterations 


DMAC_ SAR5 
Address: Operational Base + offset (0x04a0) 


Reset Value 


[Attr| 
: src_addr 
a Ro }ox00000000 Address of the source data for DMA channel 5 


DMAC_DARS5 


Address: Operational Base + offset (0x04a4) 


| Bit |Attr| Reset Value 


F dst_addr 
1:0 0x00000000 Address of the Destination data for DMA channel 5 


DMAC_CCR5 


Address: Operational Base + offset (0x04a8 


| Bit_|Attr| Reset Value 


dst_cache_ctrl 

Bit [27] 

1'b0: AWCACHE[3] is LOW 

1'b1: AWCACHE[3] is HIGH 
Ox Bit [26] 

1'b0: AWCACHE[1] is LOW 

1'b1: AWCACHE[1] is HIGH 

Bit [25] 

1'b0: AWCACHE[0] is LOW 

1'b1: AWCACHE[0] is HIGH 


WW 


WW 


Attr 
RO 
+ 
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| Bit |Attr/ResetValue|—— —“‘C;W OC@Cescription —— Cid 
dst_prot_ctrl 
Bit [24] 
1'b0: AWPROT[2] is LOW 
1'b1: AWPROT[2] is HIGH 
Bit [23] 
1'b0O: AWPROT[1] is LOW 
1'b1: AWPROT[1] is HIGH 
Bit [22] 
1'b0: AWPROT[O] is LOW 
1'b1: AWPROT[O] is HIGH 
dst_burst_len 
the destination data: 
4'hO: 1 data transfer 
A'hi: 2 data transfers 
4'h2: 3 data transfers 


4'hf: 16 data transfers 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_burst_size 

3'hO: Writes 1 byte per beat 

3'h1: Writes 2 bytes per beat 

3'h2: Writes 4 bytes per beat 

3'h3: Writes 8 bytes per beat 

3'h4: Writes 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_inc 

1'bO: Fixed-address burst. The DMAC signals AWBURST[O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
AWBURST[0] HIGH. 

src_cache_ctrl 

Bit [13] 

1'b0O: ARCACHE[2] is LOW 

1'b1: ARCACHE[2] is HIGH 

Bit [12] 

1'bO0: ARCACHE[1] is LOW 

1'b1: ARCACHE[1] is HIGH 

Bit [11] 

1'b0: ARCACHE[0O] is LOW 

1'b1: ARCACHE[0] is HIGH 

src_prot_ctrl 

Bit [10] 

1'bO: ARPROT[2] is LOW 

1'b1: ARPROT[2] is HIGH 

Bit [9] 

1'bO: ARPROT[1] is LOW 

1'b1: ARPROT[1] is HIGH 

Bit [8] 

1'b0: ARPROT[O] is LOW 

1'b1: ARPROT[O] is HIGH 
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| Bit |Attr/ResetValue| —_— s—“‘CSSN CD eScription =— Cid 
src_burst_len 
4'hO: 1 data transfer 
4'hi: 2 data transfers 
4'h2: 3 data transfers 


4'hf: 16 data transfers 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_burst_size 

3'h0O: Reads 1 byte per beat 


3'h1: Reads 2 bytes per beat 

3'h2: Reads 4 bytes per beat 

3'h3: Reads 8 bytes per beat 

3'h4: Reads 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_inc 

1'bO: Fixed-address burst. The DMAC signals ARBURST[0O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
ARBURST[0O] HIGH. 


DMAC LCO 5 

Address: Operational Base + offset (0x04ac) 

| Bit [Attr|ResetValue| CC‘ Scriptom = 
31:8 [RO [Oxo si freserved 


po fo peo (Sinmriieiee 
oop counter O iterations 

DMAC LCi 5 

Address: Operational Base + offset (0x04b0) 

| Bit [Attr|ResetValue| Ci‘ Scriptom 


loop_counter_iterations 
Loop counter 1 iterations 


DMAC SAR6 
Address: Operational Base + offset (0x04c0 


Reset Value 


src_addr 
31:0 0x00000000 address of the source data for DMA channel 6 


DMAC DAR6 
Address: Operational Base + offset (0x04c4) 


Reset Value 


dst_addr 


OnO0000000 Address of the Destination data for DMA channel 6 


DMAC_CCR6 


Address: Operational Base + offset (0x04c8 
| Bit |Attr| Reset Value 
31:28]RO_ [Oxo ——sireserved ee —(ss—“—‘“‘“‘“‘;NCCC*d 
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| Bit |Attr/ResetValue|—— —“‘SW OCC escription =— Cid 
dst_cache_ctrl 
Bit [27] 
1'b0: AWCACHE[3] is LOW 
1'b1: AWCACHE[3] is HIGH 
Bit [26] 
1'b0: AWCACHE[1] is LOW 
1'b1: AWCACHE[1] is HIGH 
Bit [25] 
1'b0: AWCACHE[0] is LOW 
1'b1: AWCACHE[0] is HIGH 
dst_prot_ctrl 
Bit [24] 
1'b0: AWPROT[2] is LOW 
1'b1: AWPROT[2] is HIGH 
Bit [23] 
1'b0: AWPROT[1] is LOW 
1'b1: AWPROT[1] is HIGH 
Bit [22] 
1'b0: AWPROT[O] is LOW 
1'b1: AWPROT[O] is HIGH 
dst_burst_len 
the destination data: 
4'hO: 1 data transfer 
4'hi: 2 data transfers 
4'h2: 3 data transfers 


4'hf: 16 data transfers 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_burst_size 

3'hO: Writes 1 byte per beat 

3'h1: Writes 2 bytes per beat 

3'h2: Writes 4 bytes per beat 

3'h3: Writes 8 bytes per beat 

3'h4: Writes 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_inc 

1'bO: Fixed-address burst. The DMAC signals AWBURST[O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
AWBURST[0] HIGH. 

src_cache_ctrl 

Bit [13] 

1'bO: ARCACHE[2] is LOW 

1'b1: ARCACHE[2] is HIGH 

Bit [12] 

1'b0: ARCACHE[1] is LOW 

1'b1: ARCACHE[1] is HIGH 

Bit [11] 

1'b0: ARCACHE[0O] is LOW 

1'b1: ARCACHE[0] is HIGH 
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| Bit |Attr|ResetValue| Ci@eescription 


src_prot_ctrl 
Bit [10] 
1'b0O: ARPROT[2] is LOW 
1'b1: ARPROT[2] is HIGH 

10:8 Bit [9] 

, 1'b0O: ARPROT[1] is LOW 

1'b1: ARPROT[1] is HIGH 
Bit [8] 
1'b0O: ARPROT[O] is LOW 
1'b1: ARPROT[O] is HIGH 


src_burst_len 

4'hO: 1 data transfer 
4'hi: 2 data transfers 
4'h2: 3 data transfers 


A'hf: 16 data transfers 


The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_burst_size 

3'hO: Reads 1 byte per beat 

3'h1: Reads 2 bytes per beat 

3'h2: Reads 4 bytes per beat 

3'h3: Reads 8 bytes per beat 

3'h4: Reads 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_inc 

1'bO: Fixed-address burst. The DMAC signals ARBURST[0] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
ARBURST[0O] HIGH. 


DMAC LCO 6 
Address: Operational Base + offset (0x04cc) 


| Bit |Attr|ResetValue| Ci eescription 
31:8 |RO_|Oxo [reserved 


; loop_counter_iterations 
7:0 |ro foxoo Loop counter 0 iterations 
DMAC LCi 6 
Address: Operational Base + offset (0x04d0 


| Bit_|Attr| Reset Value 


Oxo [reserved 
loop_counter_iterations 
Loop counter 1 iterations 
DMAC_ SAR7 
Address: Operational Base + offset (0x04e0) 


| Bit |Attr| Reset Value 


PC escription sd 
: src_addr 
31:0 |ro | 0x00000000 Address of the source data for DMA channel 7 


DMAC_DAR7 
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Address: Operational Base + offset (0x04e4 


Reset Value 


dst_addr 
pxpoquenn Address of the Destination data for DMA channel 7 


DMAC CCR7 
Address: Operational Base + offset (0x04e8 


Reset Vaius Pp Ci eescription 


dst_cache_ctrl 

Bit [27] 

1'b0: AWCACHE[3] is LOW 
1'b1: AWCACHE[3] is HIGH 
Bit [26] 

1'b0: AWCACHE[1] is LOW 
1'b1: AWCACHE[1] is HIGH 
Bit [25] 

1'b0: AWCACHE[0] is LOW 
1'b1: AWCACHE[0] is HIGH 
dst_prot_ctrl 

Bit [24] 

1'b0: AWPROT[2] is LOW 
1'b1: AWPROT[2] is HIGH 
Bit [23] 

1'bO: AWPROT[1] is LOW 
1'b1: AWPROT[1] is HIGH 
Bit [22] 

1'b0: AWPROT[O] is LOW 
1'b1: AWPROT[O] is HIGH 


dst_burst_len 

the destination data: 

4'hO: 1 data transfer 

A4'hi: 2 data transfers 

4'h2: 3 data transfers 

4! hf: 16 data transfers 

The total number of bytes that the DMAC writes out of the MFIFO 


when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_burst_size 

3'hO: Writes 1 byte per beat 

3'h1: Writes 2 bytes per beat 

3'h2: Writes 4 bytes per beat 

3'h3: Writes 8 bytes per beat 

3'h4: Writes 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC writes out of the MFIFO 
when it executes a DMAST instruction is the product of 
dst_burst_len and dst_burst_size. 

dst_inc 

1'bO: Fixed-address burst. The DMAC signals AWBURST[0O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
AWBURST[0] HIGH. 
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| Bit |Attr/ResetValue|— —“‘;S CC eScription =— Cid 
src_cache_ctrl 
Bit [13] 
1'b0: ARCACHE[2] is LOW 
1'b1: ARCACHE[2] is HIGH 
Bit [12] 
1'b0: ARCACHE[1] is LOW 
1'b1: ARCACHE[1] is HIGH 
Bit [11] 
1'b0: ARCACHE[0] is LOW 
1'b1: ARCACHE[0] is HIGH 
src_prot_ctrl 
Bit [10] 
1'b0: ARPROT[2] is LOW 
1'b1: ARPROT[2] is HIGH 
Bit [9] 
1'b0: ARPROT[1] is LOW 
1'b1: ARPROT[1] is HIGH 
Bit [8] 
1'b0: ARPROT[O] is LOW 
1'b1: ARPROT[O] is HIGH 
src_burst_len 
4'hO: 1 data transfer 
4'hi: 2 data transfers 
4'h2: 3 data transfers 


4'hf: 16 data transfers 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_burst_size 

3'h0O: Reads 1 byte per beat 

3'h1: Reads 2 bytes per beat 

3'h2: Reads 4 bytes per beat 

3'h3: Reads 8 bytes per beat 

3'h4: Reads 16 bytes per beat 

Others: Reserved 

The total number of bytes that the DMAC reads into the MFIFO 
when it executes a DMALD instruction is the product of 
src_burst_len and src_burst_size. 

src_inc 

1'bO: Fixed-address burst. The DMAC signals ARBURST[0O] LOW. 
1'b1: Incrementing-address burst. The DMAC signals 
ARBURST[0O] HIGH. 


DMAC LCO 7 
Address: Operational Base + offset (0x04ec) 

[Attr|ResetValue| Ci‘ Scriptom — 
31:8 [RO [Oxo si freserved 


7:0 ro joxoo | loop_counter_iterations 


Loop counter 0 iterations 


DMAC_LC1i 7 
Address: Operational Base + offset (Ox04f0) 
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| Bit |Attr/ResetValue| Ci escription 
31:8 |RO_|OxO [reserved 


/ loop_counter_iterations 
7:0 |ro foxoo Loop counter 1 iterations 
DMAC_ DBGSTATUS 
Address: Operational Base + offset (Ox0d00 


| Bit |Attr|Reset Value] CiDescription 
31:1 [RO [Oxo [reserved 


dbgstatus 
0x0 1'bO: Idle 
1'b1: Busy 


DMAC DBGCMD 
PBSC Operational Base + offset (Ox0d04 
attr / Reset Value eset Value —___________Peseriptinn 
Oxo____frsserve 
2'bOO: Execute the instruction that the DMAC_DBGINST [1:0] 
Registers contain 
Others: Reserved 


DMAC DBGINSTO 
Address: Operational Base + offset (Ox0d08 


| Bit |Attr| Reset Value 
. instruction_byte1 
ae Instruction byte 1 
oxo, | Reauclon aye? 
23:16 a wo. 0x00 Instruction byte 0 


15:11/RO_|Oxo reserved 


channel_number 
3'b000: DMA channel 0 
3'b001: DMA channel 1 
L088: HO: (0x0 3'b010: DMA channel 2 
3) b111: DMA channel 7 
reserved ——‘“—s‘“‘s‘“‘“ NiCd 


an | reserved 
oxo frbosbun 
pw po 1'bO: DMA manager thread 
1'b1: DMA channel 


DMAC DBGINST1 
Address: Operational Base + offset (OxOd0c 


| Bit |Attr| Reset Value 
instruction_byte5 
elias Instruction byte 5 
instruction _byte4 


. instruction_byte3 
: instruction_byte2 


DMAC_CRO 
Address: Operational Base + offset (Ox0e00) 
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| Bit |Attr|ResetValue| Ci escription 
31:22/RO_|OxO_ [reserved 


num_events 
5'hO: 1 interrupt output, irq[0] 
. 5'h1: 2 interrupt outputs, irg[1:0] 
are ot 5'h2: 3 interrupt outputs, irq[2:0] 
S'hif: 32 interrupt outputs, irg[31:0] 
num_periph_req 
5'hO: 1 peripheral request interface 
; 5'h1: 2 peripheral request interfaces 
EOude nae 5'h2: 3 peripheral request interfaces 
5'hif: 32 peripheral request interfaces 


11:7 |RO_|0x0 [reserved 


reserved —s—‘“CSs—‘“‘“‘“‘C*d 
num_chnls 

3'b000: 1 DMA channel 

3'b001: 2 DMA channels 

3'b010: 3 DMA channels 

3'b111: 8 DMA channels 

reserved —Csi—‘“CSs—“‘“‘“‘SNC*d 


re reserved 
oa (TB bot me 
oo bO: boot_manager_ns was LOW 
1'b1: boot_manager_ns was HIGH 
boot_en 
1'bO: boot_from_pc was LOW 
1'b1: boot_from_pc was HIGH 
periph_req 
1'bO: The DMAC does not provide a peripheral request interface 
1'b1: The DMAC provides the number of peripheral request 
interfaces that the num_periph_req field specifies 


DMAC_CRi 
Address: Operational Base + offset (0x0e04) 


num_i_cache_lines 

4'b0000: 1 i-cache line 
4'b0001: 2 i-cache lines 
4'b0010: 3 i-cache lines 


4'b1111: 16 i-cache lines 


i_cache_len 
3'b010: 4 bytes 
3'b011: 8 bytes 
: 16 bytes 
: 32 bytes 
: Reserved 


DMAC_ CR2 
Address: Operational Base + offset (Ox0e08) 


Copyright 2022 © Rockchip Electronics Co., Ltd. 593 


RK3568 TRM-Part1 


| Bit |Attr| Reset Value 


ah ep — Print _____—_ _addr 
31:0 Ox00000000 /Provides the value of boot_addr[31:0] when the DMAC exited 
from reset 


DMAC CR3 
Address: Operational Base + offset (OxOe0c 


| Bit |Attr|Reset Value| Ci eescription = 


ins 
. Bit [N] 
o1.0 CxQCOOn TE 1'bO: Assigns event<N> or irq[N] to the Secure state 
1'b1: Assigns event<N> or irg[N] to the Non-secure state 


DMAC_CR4 
Address: Operational Base + offset (0x0e10) 


| Bit |Attr|ResetValue| Ci eescription = 


pns 
Bit [N] 

31:0 OxOOOfffff 1'bO: Assigns peripheral request interface N to the Secure state 
1'b1: Assigns peripheral request interface N to the Non-secure 
state 


DMAC_CRDn 
Address: Operational Base + offset (0x0e14) 


| Bit_|Attr| Reset Value 
31:30|RO [Oxo si reserved 


data_buffer_dep 
10'bO00000000: 1 line 
29:20 0x07f 10'b000000001: 2 lines 
10'b111111111: 1024 lines 
rd_q_dep 
4'b0000: 1 line 
19:16 Oxf 4'b0001: 2 lines 
4'b1111: 16 lines 


a5 |RO_|0xO_ si reserved 


4'b0000: 1 line 
4'b0001: 2 lines 


4'b1111: 16 lines 


7 |RO_|Ox0_sreserved 


pf pe 


3 |RO_|oxo_ si freserved 
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| Bit |Attr|ResetValue| Ci@eescription 


data_width 
3'b010: 32-bit 
2:0 0x3 3'b011: 64-bit 
3'b100: 128-bit 
Others: Reserved 


DMAC WD 

Address: Operational Base + offset (Ox0e80) 

| Bit [Attr|ResetValue| CC‘ Scriptom = 
31:1 [RO [Oxo si freserved 


wd_irq_only 

Rw oxo 1'bO: The DMAC aborts all of the contributing DMA channels and 
sets irq_abort HIGH 
1'b1: The DMAC sets irq_abort HIGH 


10.5 Timing Diagram 


Following picture shows the relationship between dma_req and dma_ack. 


a da Hd i a ay i ac TP Ua 
dma_req — | rn 


dma_ack 


Fig. 10-3 DMAC Request and Acknowledge Timing 


10.6 Interface Description 


DMAC has the following tie-off signals. It can be configured by SGRF register. (Please refer 
to the SGRF chapter to find them) 
Table 10-2 DMAC Boot Interface 


DMACO 
Interface Reset Control source 
value 
boot_irq_ns OxFFFF sgrf_dmacO_con0[15:0] 
boot_periph_ns OxFFFFFFFF | {sgrf_dmacO_con2[15:0],sgrf_dmacO_con1i[15:0]} 
boot_manager_ns Oxi sgrf_dmac0O_con3[0] 
grf_drtype_chO Oxi sgrf_dmacO_con4[1:0] 
grf_drtype_ch1 Ox1 sgrf_dmacO_con4[3:2] 
grf_drtype_ch2 Ox1 sgrf_dmacO_con4[5:4] 
grf_drtype_ch3 Oxi sgrf_dmacO_con4[7:6] 
grf_drtype_ch4 Ox1 sgrf_dmac0O_con4[9:8] 
grf_drtype_ch5 Ox1 sgrf_dmacO_con4[11:10] 
grf_drtype_ch6 Ox1 sgrf_dmac0O_con4[13:12] 
grf_drtype_ch7 Ox1 sgrf_dmac0O_con4[15:14] 
grf_drtype_ch8 Oxi sgrf_dmacO_con5[1:0] 
grf_drtype_ch9 Oxi sgrf_dmacO_con5[3:2] 
grf_drtype_ch10 Oxi sgrf_dmacO_con5[5:4] 
grf_drtype_ch1i Oxi sgrf_dmacO_con5[7:6] 
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grf_drtype_chi2 Ox1 sgrf_dmacO_con5[9:8] 
grf_drtype_ch13 Ox1 sgrf_dmacO_con5[11:10] 
grf_drtype_ch14 Ox1 sgrf_dmacO_con5[13:12] 
grf_drtype_ch15 Ox1 sgrf_dmacO_con5[15:14] 
grf_drtype_ch16 Oxi sgrf_dmacO_con6[1:0] 
grf_drtype_ch17 Ox1 sgrf_dmacO_con6[3:2] 
grf_drtype_chi8 Ox1 sgrf_dmacO_con6[5:4] 
grf_drtype_chi9 Ox1 sgrf_dmacO_con6[7:6] 
grf_drtype_ch20 Ox1 sgrf_dmacO_con6[9:8] 
grf_drtype_ch21 Ox1 sgrf_dmacO_con6[11:10] 
grf_drtype_ch22 Ox1 sgrf_dmac0O_con6[13:12] 
grf_drtype_ch23 Ox1 sgrf_dmac0O_con6[15:14] 
grf_drtype_ch24 Ox1 sgrf_dmacO_con7[1:0] 
grf_drtype_ch25 Ox1 sgrf_dmacO_con7[3:2] 
grf_drtype_ch26 Ox1 sgrf_dmacO_con7[5:4] 
grf_drtype_ch27 Ox1 sgrf_dmacO_con7[7:6] 
grf_drtype_ch28 Ox1 sgrf_dmacO_con7[9:8] 
grf_drtype_ch29 Ox1 sgrf_dmacO_con7[11:10] 
grf_drtype_ch30 Ox1 sgrf_dmacO_con7[13:12] 
grf_drtype_ch31 Ox1 sgrf_dmacO_con7[15:14] 
grf_modify_dis_chO 0x0 sgrf_dmac0O_con8[0] 
grf_modify_dis_ch1 0x0 sgrf_dmacO_con8[1] 
grf_modify_dis_ch2 0x0 sgrf_dmac0O_con8[2] 
grf_modify_dis_ch3 0x0 sgrf_dmac0O_con8[3] 
grf_modify_dis_ch4 0x0 sgrf_dmac0O_con8[4] 
grf_modify_dis_ch5 0x0 sgrf_dmacO_con8[5] 
grf_modify_dis_ch6 0x0 sgrf_dmacO_con8[6] 
grf_modify_dis_ch7 0x0 sgrf_dmacO_con8[7] 
grf_modify_dis_ch8 0x0 sgrf_dmac0O_con8[8] 
grf_modify_dis_ch9 0x0 sgrf_dmac0O_con8[9] 
grf_modify_dis_ch10 0x0 sgrf_dmacO_con8[10] 
grf_modify_dis_ch11 0x0 sgrf_dmacO_con8[11] 
grf_modify_dis_ch12 0x0 sgrf_dmacO_con8[12] 
grf_modify_dis_ch13 0x0 sgrf_dmacO_con8[13] 
grf_modify_dis_ch14 0x0 sgrf_dmacO_con8[14] 
grf_modify_dis_ch15 0x0 sgrf_dmacO_con8[15] 
grf_modify_dis_ch16 0x0 sgrf_dmac0O_con9[0] 
grf_modify_dis_ch17 0x0 sgrf_dmacO_con9[1] 
grf_modify_dis_ch18 0x0 sgrf_dmac0O_con9[2] 
grf_modify_dis_ch19 0x0 sgrf_dmacO_con9[3] 
grf_modify_dis_ch20 0x0 sgrf_dmac0O_con9[4] 
grf_modify_dis_ch21 0x0 sgrf_dmacO_con9[5] 
grf_modify_dis_ch22 0x0 sgrf_dmac0O_con9[6] 
grf_modify_dis_ch23 0x0 sgrf_dmacO_con9[7] 
grf_modify_dis_ch24 0x0 sgrf_dmac0O_con9[8] 
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grf_modify_dis_ch25 0x0 sgrf_dmacO_con9[9] 
grf_modify_dis_ch26 0x0 sgrf_dmacO_con9[10] 
grf_modify_dis_ch27 0x0 sgrf_dmacO_con9[11] 
grf_modify_dis_ch28 0x0 sgrf_dmacO_con9[12] 
grf_modify_dis_ch29 0x0 sgrf_dmacO_con9[13] 
grf_modify_dis_ch30 0x0 sgrf_dmacO_con9[14] 
grf_modify_dis_ch31 0x0 sgrf_dmacO_con9[15] 
DMAC1 
Interface Reset Control source 
value 
boot_irg_ns OXFFFF sgrf_dmaci_con0[15:0] 
boot_periph_ns OxFFFFFFFF | {sgrf_dmaci_con2[15:0],sgrf_dmaci_coni[15:0]} 
boot_manager_ns Oxi sgrf_dmaci_con3[0] 
grf_drtype_chO Ox1 sgrf_dmaci_con4[1:0] 
grf_drtype_ch1 Ox1 sgrf_dmaci_con4[3:2] 
grf_drtype_ch2 Ox1 sgrf_dmaci_con4[5:4] 
grf_drtype_ch3 Ox1 sgrf_dmaci_con4[7:6] 
grf_drtype_ch4 Ox1 sgrf_dmaci_con4[9:8] 
grf_drtype_ch5 Ox1 sgrf_dmaci_con4[11:10] 
grf_drtype_ch6 Ox1 sgrf_dmaci_con4[13:12] 
grf_drtype_ch7 Ox1 sgrf_dmaci_con4[15:14] 
grf_drtype_ch8 Oxi sgrf_dmaci_con5[1:0] 
grf_drtype_ch9 Oxi sgrf_dmaci_con5[3:2] 
grf_drtype_ch10 Ox1 sgrf_dmaci_con5[5:4] 
grf_drtype_ch1ii Ox1 sgrf_dmaci_con5[7:6] 
grf_drtype_ch12 Oxi sgrf_dmaci_con5[9:8] 
grf_drtype_ch13 Ox1 sgrf_dmaci_con5[11:10] 
grf_drtype_ch14 Ox1 sgrf_dmaci_con5[13:12] 
grf_drtype_ch15 Ox1 sgrf_dmaci_con5[15:14] 
grf_drtype_ch16 Ox1 sgrf_dmaci_con6[1:0] 
grf_drtype_ch17 Ox1 sgrf_dmaci_con6[3:2] 
grf_drtype_ch18 Ox1 sgrf_dmaci_con6[5:4] 
grf_drtype_ch19 Ox1 sgrf_dmaci_con6[7:6] 
grf_drtype_ch20 Oxi sgrf_dmaci_con6[9:8] 
grf_drtype_ch21 Ox1 sgrf_dmaci_con6[11:10] 
grf_drtype_ch22 Ox1 sgrf_dmaci_con6[13:12] 
grf_drtype_ch23 Ox1 sgrf_dmaci_con6[15:14] 
grf_drtype_ch24 Ox1 sgrf_dmaci_con7[1:0] 
grf_drtype_ch25 Ox1 sgrf_dmaci_con7[3:2] 
grf_drtype_ch26 Ox1 sgrf_dmaci_con7[5:4] 
grf_drtype_ch27 Ox1 sgrf_dmaci_con7[7:6] 
grf_drtype_ch28 Oxi sgrf_dmaci_con7[9:8] 
grf_drtype_ch29 Ox1 sgrf_dmaci_con7[11:10] 
grf_drtype_ch30 Ox1 sgrf_dmaci_con7[13:12] 
grf_drtype_ch31 Ox1 sgrf_dmaci_con7[15:14] 
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grf_modify_dis_chO 0x0 sgrf_dmaci_con8[0] 
grf_modify_dis_ch1 0x0 sgrf_dmaci_con8[1] 
grf_modify_dis_ch2 0x0 sgrf_dmaci_con8[2] 
grf_modify_dis_ch3 0x0 sgrf_dmaci_con8[3] 
grf_modify_dis_ch4 0x0 sgrf_dmaci_con8[4] 
grf_modify_dis_ch5 0x0 sgrf_dmaci_con8[5] 
grf_modify_dis_ch6 0x0 sgrf_dmaci_con8[6] 
grf_modify_dis_ch7 0x0 sgrf_dmaci_con8[7] 
grf_modify_dis_ch8 0x0 sgrf_dmaci_con8[8] 
grf_modify_dis_ch9 0x0 sgrf_dmaci_con8[9] 
grf_modify_dis_ch10 0x0 sgrf_dmaci_con8[10] 
grf_modify_dis_ch11 0x0 sgrf_dmaci_con8[11] 
grf_modify_dis_ch12 0x0 sgrf_dmaci_con8[12] 
grf_modify_dis_ch13 0x0 sgrf_dmaci_con8[13] 
grf_modify_dis_ch14 0x0 sgrf_dmaci_con8[14] 
grf_modify_dis_ch15 0x0 sgrf_dmaci_con8[15] 
grf_modify_dis_ch16 0x0 sgrf_dmaci_con9[0] 
grf_modify_dis_ch17 0x0 sgrf_dmaci_con9[1] 
grf_modify_dis_ch18 0x0 sgrf_dmaci_con9[2] 
grf_modify_dis_ch19 0x0 sgrf_dmaci_con9[3] 
grf_modify_dis_ch20 0x0 sgrf_dmaci_con9[4] 
grf_modify_dis_ch21 0x0 sgrf_dmaci_con9[5] 
grf_modify_dis_ch22 0x0 sgrf_dmaci_con9[6] 
grf_modify_dis_ch23 0x0 sgrf_dmaci_con9[7] 
grf_modify_dis_ch24 0x0 sgrf_dmaci_con9[8] 
grf_modify_dis_ch25 0x0 sgrf_dmaci_con9[9] 
grf_modify_dis_ch26 0x0 sgrf_dmaci_con9[10] 
grf_modify_dis_ch27 0x0 sgrf_dmaci_con9[11] 
grf_modify_dis_ch28 0x0 sgrf_dmaci_con9[12] 
grf_modify_dis_ch29 0x0 sgrf_dmaci_con9[13] 
grf_modify_dis_ch30 0x0 sgrf_dmaci_con9[14] 
grf_modify_dis_ch31 0x0 sgrf_dmaci_con9[15] 


boot_manager_ns 

When the DMAC exits from reset, this signal controls the security state of the DMA manager 
thread: 

0 = assigns DMA manager to the Secure state 

1 = assigns DMA manager to the Non-secure state. 

boot_irq_ns 

Controls the security state of an event-interrupt resource, when the DMAC exits from reset: 
boot_irgq_ns[x] is LOW 

The DMAC assigns event<x> or irq[x] to the Secure state. 

boot_irg_ns[x] is HIGH 

The DMAC assigns event<x> or irq[x] to the Non-secure state. 

boot_periph_ns 

Controls the security state of a peripheral request interface, when the DMAC exits from 
reset: 

boot_periph_ns[x] is LOW 

The DMAC assigns peripheral request interface x to the Secure state. 

boot_periph_ns[x] is HIGH 
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The DMAC assigns peripheral request interface x to the Non-secure state. 
grf_drtype_<x> 

The DMAC sets the state of the request_type flag: 
grf_drtype_<x>[1:0]=b00: request_type<x> = Single. 
grf_drtype_<x>[1:0]=b01: request_type<x> = Burst. 


10.7 Application Notes 


10.7.1 Using the APB Slave Interfaces 

You must ensure that you use the appropriate APB interface, depending on the security state 
in which the boot_manager_ns initializes the DMAC to operate. For example, if the DMAC is 
in the secure state, you must issue the instruction using the secure APB interface, otherwise 
the DMAC ignores the instruction. You can use the secure APB interface, or the non-secure 
APB interface, to start or restart a DMA channel when the DMAC is in the Non-secure state. 
The necessary steps to start a DMA channel thread using the debug instruction registers as 
following: 

1. Create a program for the DMA channel. 

2. Store the program in a region of system memory. 

3. Poll the DMAC_DBGSTATUS Register to ensure that debug is idle, that is, the dbgstatus bit 
is 0. 

4. Write to the DMAC_DBGINSTO Register and enter the: 

@ Instruction byte 0 encoding for DMAGO. 

@ Instruction byte 1 encoding for DMAGO. 

@ Debug thread bit to 0. This selects the DMA manager thread. 

5. Write to the DBGINST1 Register with the DMAGO instruction byte [5:2] data, see Debug 
Instruction-1 Register 0. You must set these four bytes to the address of the first instruction 
in the program that was written to system memory in step 2. 

6. Writing zero to the DMAC_DBGCMD Register. The DMAC starts the DMA channel thread 
and sets the dbgstatus bit to 1. 

10.7.2 Security Usage 

DMA manager thread is in the secure state 

If the DNS bit is 0, the DMA manager thread operates in the secure state and it only 
performs secure instruction fetches. When a DMA manager thread in the secure state 
processes: 

DMAGO 

It uses the status of the ns bit, to set the security state of the DMA channel thread by 
writing to the CNS bit for that channel. 

DMAWFE 

It halts execution of the thread until the event occurs. When the event occurs, the DMAC 
continues execution of the thread, irrespective of the security state of the corresponding INS 
bit. 

DMASEV 

It sets the corresponding bit in the INT_EVENT_RIS Register, irrespective of the security 
state of the corresponding INS bit. 

DMA manager thread is in the Non-secure state 

If the DNS bit is 1, the DMA manager thread operates in the Non-secure state, and it only 
performs non-secure instruction fetches. When a DMA manager thread in the Non-secure 
state processes: 

DMAGO 

The DMAC uses the status of the ns bit, to control if it starts a DMA channel thread. If: 

ns = 0 

The DMAC does not start a DMA channel thread and instead it: 

1. Executes a NOP. 

2. Sets the DMAC_FSRD Register, see Fault Status DMA Manager 

3. Sets the dmago_err bit in the DMAC_FTRD Register, see Fault Type DMA Manager 
Register. 

4. Moves the DMA manager to the Faulting state. 
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ns=1 

The DMAC starts a DMA channel thread in the Non-secure state and programs the CNS bit to 
be non-secure. 

DMAWFE 

The DMAC uses the status of the corresponding INS bit, in the DMAC_CR3 Register, to 
control if it waits for the event. If: 

INS =0 

The event is in the Secure state. The DMAC: 

1. Executes a NOP. 

2. Sets the DMAC_FSRD Register, see Fault Status DMA Manager Register. 

3. Sets the mgr_evnt_err bit in the DMAC_FTRD Register, see Fault Type DMA Manager 
Register. 

4. Moves the DMA manager to the Faulting state. 

INS = 1 

The event is in the Non-secure state. The DMAC halts execution of the thread and waits for 
the event to occur. 

DMASEV 

The DMAC uses the status of the corresponding INS bit, in the CR3Register, to control if it 
creates the event-interrupt. If: 

INS = 0 

The event-interrupt resource is in the secure state. The DMAC: 

1. Executes a NOP. 

2. Sets the DMAC_FSRD Register, see Fault Status DMA Manager Register. 

3. Sets the mgr_evnt_err bit in the DMAC_FTRD Register, see Fault Type DMA Manager 
Register. 

4. Moves the DMA manager to the Faulting state. 

INS = 1 

The event-interrupt resource is in the Non-secure state. The DMAC creates the event- 
interrupt. 

DMA channel thread is in the secure state 

When the CNS bit is 0, the DMA channel thread is programmed to operate in the Secure 
state and it only performs secure instruction fetches. 

When a DMA channel thread in the secure state processes the following instructions: 
DMAWFE 

The DMAC halts execution of the thread until the event occurs. When the event occurs, the 
DMAC continues execution of the thread, irrespective of the security state of the 
corresponding INS bit, in the DMAC_CR3 Register. 

DMASEV 

The DMAC creates the event-interrupt, irrespective of the security state of the corresponding 
INS bit, in the DMAC_CR3 Register. 

DMAWFP 

The DMAC halts execution of the thread until the peripheral signals a DMA request. When 
this occurs, the DMAC continues execution of the thread, irrespective of the security state of 
the corresponding PNS bit, in the DMAC_CR4 Register. 

DMALDP, DMASTP 

The DMAC sends a message to the peripheral to communicate that data transfer 

is complete, irrespective of the security state of the corresponding PNS bit, in the 
DMAC_CR4 Register. 

DMAFLUSHP 

The DMAC clears the state of the peripheral and sends a message to the peripheral to 
resend its level status, irrespective of the security state of the corresponding PNS bit, in the 
DMAC_CR4 Register. 

When a DMA channel thread is in the Secure state, it enables the DMAC to perform secure 
and non-secure AXI accesses. 

DMA channel thread is in the Non-secure state 

When the CNS bit is 1, the DMA channel thread is programmed to operate in the Non-secure 
state and it only performs non-secure instruction fetches. 
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When a DMA channel thread in the Non-secure state processes the following instructions: 
DMAWFE 

The DMAC uses the status of the corresponding INS bit, in the DMAC_CR3 Register, to 
control if it waits for the event. If: 

INS =0 

The event is in the Secure state. The DMAC: 

1. Executes a NOP. 

2. Sets the appropriate bit in the DMAC_FSRC Register that corresponds to the DMA channel 
number. See Fault Status DMA Channel Register. 

3. Sets the ch_evnt_err bit in the DMAC_FTRn(n=0~7) Register, see Fault Type DMA 
Channel Registers. 

4. Moves the DMA channel to the Faulting completing state. 

INS = 1 

The event is in the Non-secure state. The DMAC halts execution of the thread and waits for 
the event to occur. 

DMASEV 

The DMAC uses the status of the corresponding INS bit, in the DMAC_CR3 Register, to 
control if it creates the event. If: 

INS =0 

The event-interrupt resource is in the Secure state. The DMAC: 

1. Executes a NOP. 

2. Sets the appropriate bit in the DMAC_FSRC Register that corresponds to the DMA channel 
number. See Fault Status DMA Channel Register. 

3. Sets the ch_evnt_err bit in the DMAC_FTRn(n=0~7) Register, see Fault Type DMA 
Channel Registers. 

4. Moves the DMA channel to the Faulting completing state. 

INS = 1 

The event-interrupt resource is in the Non-secure state. The DMAC creates the event- 
interrupt. 

DMAWFP 

The DMAC uses the status of the corresponding PNS bit, in the DMAC_CR4 Register, to 
control if it waits for the peripheral to signal a request. If: 

PNS = 0 

The peripheral is in the Secure state. The DMAC: 

1. Executes a NOP. 

2. Sets the appropriate bit in the DMAC_FSRC Register that corresponds to the DMA channel 
number. See Fault Status DMA Channel Register. 

3. Sets the ch_periph_err bit in the DMAC_FTRn(n=0~7) Register, see Fault Type DMA 
Channel Registers. 

4. Moves the DMA channel to the Faulting completing state. 

PNS = 1 

The peripheral is in the Non-secure state. The DMAC halts execution of the thread and waits 
for the peripheral to signal a request. 

DMALDP, DMASTP 

The DMAC uses the status of the corresponding PNS bit, in the DMAC_CR4 Register, to 
control if it sends an acknowledgement to the peripheral. If: 

PNS = 0 

The peripheral is in the secure state. The DMAC: 

1. Executes a NOP. 

2. Sets the appropriate bit in the DMAC_FSRC Register that corresponds to the DMA channel 
number. See Fault Status DMA Channel Register. 

3. Sets the ch_periph_err bit in the DMAC_FTRn(n=0~7) Register, see Fault Type DMA 
Channel Registers. 

4. Moves the DMA channel to the Faulting completing state. 

PNS = 1 

The peripheral is in the Non-secure state. The DMAC sends a message to the peripheral to 
communicate when the data transfer is complete. 
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DMAFLUSHP 

The DMAC uses the status of the corresponding PNS bit, in the DMAC_CR4 Register, to 

control if it sends a flush request to the peripheral. If: 

PNS = 0 

The peripheral is in the secure state. The DMAC: 

1. Executes a NOP. 

2. Sets the appropriate bit in the DMAC_FSRC Register that corresponds to the DMA channel 

number. See Fault Status DMA Channel Register. 

3. Sets the ch_periph_err bit in the DMAC_FTRn(n=0~7) Register, see Fault Type DMA 

Channel Registers. 

4. Moves the DMA channel to the Faulting completing state. 

PNS = 1 

The peripheral is in the Non-secure state. The DMAC clears the state of the peripheral and 

sends a message to the peripheral to resend its level status. 

When a DMA channel thread is in the Non-secure state, and a DMAMOV CCR instruction 

attempts to program the channel to perform a secure AXI transaction, the DMAC: 

1. Executes a DMANOP. 

2. Sets the appropriate bit in the DMAC_FSRC Register that corresponds to the DMA channel 

number. See Fault Status DMA Channel Register. 

3. Sets the ch_rdwr_err bit in the DMAC_FTRn(n=0~7) Register, see Fault Type DMA 

Channel Registers. 

4. Moves the DMA channel thread to the Faulting completing state. 

10.7.3 Programming Restrictions 

Fixed unaligned bursts 

The DMAC does not support fixed unaligned bursts. If you program the following conditions, 

the DMAC treats this as a programming error: 

Unaligned read 

@ = src_inc field is 0 in the DMAC_CCRn(n=0~7) Register 

@ the DMAC_SARn(n=0~7) Register contains an address that is not aligned to the size of 
data that the src_burst_size field contain 

Unaligned write 

@  dst_inc field is 0 in the DMAC_CCRn(n=0~7) Register 

@ the DMAC_DARn(n=0~7) Register contains an address that is not aligned to the size of 
data that the dst_burst_size field contains 

Endian swap size restrictions 

If you program the endian_swap_size field in the DMAC_CCRn(n=0~7) Register, to enable a 

DMA channel to perform an endian swap then you must set the corresponding 

DMAC_SARn(n=0~7) Register and the corresponding DMAC_DARn(n=0~7) Register to 

contain an address that is aligned to the value that the endian_swap_size field contains. 

Updating DMA channel control registers during a DMA cycle restrictions 

Prior to the DMAC executing a sequence of DMALD and DMAST instructions, the values you 

program in to the DMAC_CCRn(n=0~7) Register, DMAC_SARn(n=0~7) Register, and 

DMAC_DARn(n=0~7) Register control the data byte lane manipulation that the DMAC 

performs when it transfers the data from the source address to the destination address. 

You'd better not update these registers during a DMA cycle. 

Resource sharing between DMA channels 

DMA channel programs share the MFIFO data storage resource. You must not start a set of 

concurrently running DMA channel programs with a resource requirement that exceeds the 

configured size of the MFIFO. If you exceed this limit then the DMAC might lock up and 

generate a Watchdog abort. 

10.7.4 Unaligned Transfers 

For a configuration with more than one channel, if any of channels 1 to 7 is performing 

transfers between certain types of misaligned source and destination addresses, then the 

output data may be corrupted by the action of channel 0. 

Data corruption might occur if all of the following are true: 

1. Two beats of AXI read data are received for one of channels 1 to 7. 

2. Source and destination address alignments mean that each read data beat is split across 
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two lines in the data buffer (see Splitting data, below). 

3. There is one idle cycle between the two read data beats. 

4. Channel 0 performs an operation that updates channel control information during this idle 

cycle (see Updates to channel control information, below). 

Splitting data 

Depending upon the programmed values for the DMA transfer, one beat of read data from 

the AXI interface need to be split across two lines in the internal data buffer. This occurs 

when the read data beat contains data bytes which will be written to addresses that wrap 

around at the AXI interface data width, so that these bytes could not be transferred by a 

single AXI write data beat of the full interface width. 

Most applications of DMA do not split data in this way, so are NOT vulnerable to data 

corruption from this defect. 

The following cases are NOT vulnerable to data corruption because they do not split data: 

@ Byte lane offset between source and destination addresses is 0 when source and 
destination addresses have the same byte lane alignment, the offset is 0 and a wrap 
operation that splits data cannot occur. 

@ Byte lane offset between source and destination addresses is a multiple of source size. 

Table 10-3 Source Size in DMAC_CCRn 


Source size in Allowed offset between DMAC_SARn and 
DMAC_CCRn DMAC_DARn 
SS8 any offset allowed. 
SS16 0,2,4,6,8,10,12,14 
SS32 0,4,8,12 
SS64 0,8 


10.7.5 Interrupt Sharing between Channels 
As the DMAC does not record which channel (or list of channels) have asserted an interrupt. 
So it will depend on your program and whether any of the visible information for that 
program can be used to determine progress, and help identify the interrupt source. 
There are 4 likely information sources that can be used to determine the progress made by 
a program: 
- Program counter (PC) 
- Source address 
- Destination address 
- Loop counters (LC) 
For example, a program might emit an interrupt each time that it iterates around a loop. In 
this case, the interrupt service routine (ISR) would need to store the loop value of each 
channel when it is called, and then compare against the new value when it is next called. A 
change in value would indicate that the program has progressed. 
The ISR must be carefully written to ensure that no interrupts are lost. The sequence of 
operations is as follows: 
1. Disable interrupts 
2. Immediately clear the interrupt in DMA-330 
3. Check the relevant registers for both channels to determine which must be serviced 
4. Take appropriate action for the channels 
5. Re-enable interrupts and exit ISR 
10.7.6 Instruction Sets 

Table 10-4 DMAC Instruction Sets 


Mnemonic Instruction Thread Usage 
DMAADDH Add Halfword C 
DMAEND End M/C 
DMAFLUSHP Flush and notify Peripheral C 
DMAGO Go M 
DMAKILL Kill C 
DMALD Load C 
DMALDP Load Peripheral C 
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DMALP Loop C 
DMALPEND Loop End C 
DMALPFE Loop Forever C 
DMAMOV Move C 
DMANOP No operation M/C 
DMARMB Read Memory Barrier C 
DMASEV Send Event M/C 
DMAST Store C 
DMASTP Store and notify Peripheral C 
DMASTZ Store Zero C 
DMAWFE Wait For Event M M/C 
DMAWFP Wait For Peripheral C 
DMAWMB Write Memory Barrier C 
DMAADNH Add Negative Halfword C 


Notes: Thread usage: C=DMA channel, M=DMA manager 
10.7.7 Assembler Directives 
In this document, only DMMADNH instruction is took as an example to show the way the 
instruction assembled. For the other instructions, please refer to pl330_trm.pdf. 
DMAADNH 
Add Negative Halfword adds an immediate negative 16-bit value to the DMAC_SARn(n=0%7) 
Register or DMAC_DARn(n=0~7) Register, for the DMA channel thread. This enables the 
DMAC to support 2D DMA operations, or reading or writing an area of memory in a different 
order to naturally incrementing addresses. See Source Address Registers and Destination 
Address Registers. 
The immediate unsigned 16-bit value is one-extended to 32 bits, to create a value that is 
the two’s complement representation of a negative number between -65536 and -1, before 
the DMAC adds it to the address using 32-bit addition. The DMAC discards the carry bit so 
that addresses wrap from OxFFFFFFFF to OxO00000000. The net effect is to subtract between 
65536 and 1 from the current value in the Source or Destination Address Register. 
Following table shows the instruction encoding. 

Table 10-5 DMAC Instruction Encoding 


Imm[15:8] Imm[7:0] O0;1;0/1{)1)1 /ra]O 


Assembler syntax 
DMAADNH <address_register>, <16-bit immediate> 
where: 
<address_register> 
Selects the address register to use. It must be either: 
SAR 
DMAC_SARn(n=0~7) Register and sets ra to 0. 
DAR 
DMAC_DARn(n=0~7) Register and sets ra to 1. 
<16-bit immediate> 
The immediate value to be added to the <address_register>. 
You should specify the 16-bit immediate as the number that is to be represented in the 
instruction encoding. For example, DMAADNH DAR, OxFFFO causes the value OxFFFFFFFO to 
be added to the current value of the Destination Address Register, effectively subtracting 16 
from the DAR. 
You can only use this instruction in a DMA channel thread. 
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Chapter 11 Timer 
11.1 Overview 


Timer is a programmable timer peripheral. This component is an APB slave device. There are 
6 timers(TimerO~5) and 2 Secure timers(STimerO~1). CNTPCT_ELO is provided by STimer1. 
TimerS and STimerO~1 count up from zero to a programmed value and generate an 
interrupt when the counter reaches the programmed value. 
TimerO~4 count down from a programmed value to zero and generate an interrupt when 
the counter reaches zero. 
Timer supports the following features: 
@ TimerO~5 is used for no-secure, STimerO~1 is used for secure. 
@ Two operation modes: free-running and user-defined count. 
@ Maskable for each individual interrupt. 


11.2 Block Diagram 


APB APB_TIMERS 
clk_timer0 ; timerO_int 
——_—_—— > __ Timerchd 
clk_timer1 5 timer1_int 
———_—_ Timerch! ——— > 
e e e 
e e e 
e e e 
Ik_ti ti int 
clk_timer5 Timer ch5 imer5_in 


Fig. 11-1 Timer Block Diagram 


The above figure shows the architecture of the APB timers (include six programmable timer 
channels). The Stimers that in the bus subsystem only include two programmable timer 
channels. 


11.3 Function Description 
11.3.1 Timer clock 


TIMERO~ TIMERS and STIMERO~1 are in the pd_bus subsystem. The clock source is 24MHz. 
11.3.2 Programming sequence 


1. Initialize the timer by the TIMERn_CONTROLREG (O0<n<5) register: 

@ Disable the timer by writing a “O” to the timer enable bit (bit 0). Accordingly, the 
timer_en output signal is de-asserted. 

@ Program the timer mode—free-running or user-defined—by writing a “O” or “1” 
respectively, to the timer mode bit (bit 1). 

@ Set the interrupt mask as either masked or not masked by writing a “O” or “1” 
respectively, to the timer interrupt mask bit (bit 2). 

2. Load the timer count value into the TIMERn_LOAD_COUNT1 (O<n<5) and TIMERn_ 

LOAD_COUNTO (O<n5) register. 


3. Enable the timer by writing a “1” to bit 0 of TIMERn_CONTROLREG (O<n<5). 


Copyright 2022 © Rockchip Electronics Co., Ltd. 605 


RK3568 TRM-Part1 


Initialize Timer 


Y 


Load Count Value 


Y 


Enable Timer 


Fig. 11-2 Timer Usage Flow 
11.3.3 Loading a timer count value 


For the descending Timers(Timer0~4).The initial value for each timer—that is, the value 
from which it counts down—is loaded into the timer using the load count register 
(TIMERn_LOAD_COUNT1 and TIMERn_ LOAD_COUNTO). Two events can cause a timer to 
load the initial value from its load count register: 


@ Timer is enabled after reset or disabled. 
@ Timer counts down to 0, when timer is configured into free-running mode. 


For the incremental Timers(Timer5 and STimer0~1).The initial value for each timer is zero. 
The count register will count up to the value loaded in the register TIMERn_LOAD_COUNT1 
and TIMERn_ LOAD_COUNTO. Two events can cause a timer to load zero: 


@ Timer is enabled after reset or disabled. 
@ Timer counts up to the value stored in TIMERn_LOAD_COUNT1 and TIMERn_ 
LOAD_COUNTO, when timer is configured into free-running mode. 


11.3.4 Timer mode selection 


@ User-defined count mode - Timer loads TIMERn_LOAD_COUNT1 and TIMERn_ LOAD _ 
COUNTO registers (for descending timers) or zero (for incremental timers ) as initial 
value. When the timer counts down to 0 (for descending timers) or counts up to the 
value in TIMERn_LOAD_COUNT1 and TIMERn_ LOAD_ COUNTO (for incremental 
timers ),it will not automatically reload the count register. User need to disable timer 
firstly and follow the programming sequence to make timer work again. 

@ Free-running mode - Timer loads the TIMERn_LOAD_COUNT1 and 
TIMERn_LOAD_COUNTO(for descending timers) or zero (for incremental timers)register 
as initial value. Timer will automatically reload the count register, when timer counts 
down to 0 (for descending timers) or counts up to the value in TIMERn_LOAD_COUNT1 
and TIMERn_LOAD_COUNTO (for incremental timers). 
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11.4 Register Description 


11.4.1 Registers Summary 


se Description 
Value P 

TIMER TIMERn LOAD 

UNTO nLe G8 0x0000 w_— foxoo000000 Timern Load Count Register 0 


Timern Load Count Register 
TIMER TIMERn LOAD CO a ONEY 32 aS Value to es 
UNTI 0x0004 W 0x00000000 |loaded into Timer n. This is the 
value from which counting 
commences 


TIMER TIMER RRENT 
n_CU 0x0008 W 0x00000000 |Timern Current Value Register 0 
VALUEO 
TIMER TIMERn CURRENT aTiern CURTERE Value Register 
0x000c W 0x00000000 |1.High 32 bits of Current Value of 
VALUE1 
Timer n 
TIMER _TIMERn CONTROL 
ee loroes ww fox00000000 Timern Control Register 
TIMER _TIMERn_INTSTAT ; 
FRMER TIMERD_INTSTAT Jo,001¢ w_ foxo0000000 Timern Interrupt Status Register 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access 


11.4.2 Detail Register Description 


TIMER _TIMERn LOAD COUNTO 
Address: Operational Base + offset (0x0000) 


| Bit _[Attr| Reset Value | Description 
load_count_0O 

31:0 |RW |Ox00000000 |Lower 32 bits Value to be loaded into Timer n. This is the value 
from which counting commences. 


TIMER _TIMERn LOAD COUNT1 
Address: Operational Base + offset (0x0004) 


| Bit |Attr Reset Value Description 
load_count_1 
31:0 |RW |Ox00000000 |Higher 32 bits Value to be loaded into Timer n. This is the value 


from which counting commences. 


TIMER _TIMERn CURRENT VALUEO 
Address: Operational Base + offset (0x0008) 


Bit [attr] Reset Value 


timern_current_valueO 
1: = = 
1:0 [Ro Hxsoudeee Lower 32 bits of Current Value of Timer n 


TIMER _TIMERn CURRENT VALUE1 
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Address: Operational Base + offset (Ox000c 


Reset Value 


timern_current_value1 
e130 pedoponene Higher 32 bits of Current Value of Timer n 


TIMER _TIMERn_ CONTROLREG 
Address: Operational Base + offset (0x0010) 


timer_int_en 

Timer interrupt enable. 
1'bO: disable 

1'b1: enable 
timer_mode 

Timer mode. 

1'bO: Free-running mode 
1'b1: User-defined count mode 
timer_en 

Timer enable. 

1'bO: Disable 

1'b1: Enable 


TIMER TIMERn INTSTATUS 
Address: Operational Base + offset (0x0018 


| Bit |attr|ResetValue| ss ieescription 
31:1 |RO_|oxo [Reserved 


0x0 timern_int 
This register contains the interrupt status for timern. 


11.5 Application Notes 


11.5.1 Register Base Address 


Table 11-1 Register Base Address 


Module CNT Base Addr 


TIMERO_BASE OxFF700000 


TIMER1_BASE OxFF700020 


TIMER 
TIMER2_BASE OxFF700040 


TIMER3_BASE OxFF700060 
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Module CNT Base Addr 


TIMER4_BASE OxFF700080 


TIMER5_BASE OxFF7000a0 


STIMERO_BASE OxFF710000 


STIMER 
STIMER1_BASE OxFF710020 


11.5.2 Clock and Enable 


In the chip, the timer_clk is from 24MHz XIN_OSC, asynchronous to the pclk. When user 
disables the timer enables bit (bit 0 of TIMERn_CONTROLREG (O<n<5)), the timer en 
output signal is de-asserted, and timer_clk will stop. When user enables the timer, the 
timer_en signal is asserted and timer_clk will start running. 

The application is only allowed to re-config registers when timer_en is low. 


timer_clk PUPS ae 
| “( 
timer_en | dd 


Fig. 11-3 Timing between timer_en and timer_clk 
Please refer to function description section for the timer usage flow. 
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Chapter 12 Watchdog 
12.1 Overview 


Watchdog Timer (WDT) is an APB slave peripheral that can be used to prevent system 
lockup that may becaused by conflicting parts or programs in a SoC.The WDT would 
generate interrupt or reset signal when it’s counter reaches zero, then a reset controller 
would reset the system. There is a Non-secure WDT(WDT_NS) and a Secure WDT(WDT_S); 
WDT supports the following features: 
@ 32 bits APB bus width 
WDT counter’s clock is pclk 
32 bits WDT counter width 
Counter counts down from a preset value to 0 to indicate the occurrence of a timeout 
WDT can perform two types of operations when timeout occurs: 
m Generate a system reset 
m First generate an interrupt and if this is not cleared by the service routine by the time 
a second timeout occurs then generate a system reset 
@ Programmable reset pulse length 
@ Total 16 defined-ranges of main timeout period 
@ Supports speed up simulation through GRF 


12.2 Block Diagram 


WDT 
Interrupt& 
APB Register System 
Interface Block Reset 
Control 


Fig. 12-1 WDT block diagram 
Block Descriptions: 
@ APB Interface 
The APB Interface implements the APB slave operation. Its data bus width is 32 bits. 
@ Register Block 
A register block that read coherence for the current count register. 
@ Interrupt & system reset control 
An interrupt/system reset generation block is comprised of a decrementing counter and 
control logic. 


12.3 Function Description 
12.3.1 Operation 


Counter 

The WDT counts from a preset (timeout) value in descending order to zero. When the 
counter reaches zero, depending on the output response mode selected, either a system 
reset or an interrupt occurs. When the counter reaches zero, it wraps to the selected 
timeout value and continues decrementing. The user can restart the counter to its initial 
value. This is programmed by writing to the restart register at any time. The process of 
restarting the watchdog counter is sometimes referred as kicking the dog. As a safety 
feature to prevent accidental restarts, the value 0x76 must be written to the Current 
Counter Value Register (WDT_CRR). (After the counter counts down to 0, it will reload back 
to the initial value and restart counting.) 
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Interrupts 


The WDT can be programmed to generate an interrupt (and then a system reset) when a 
timeout occurs. When a 1 is written to the response mode field (RMOD, bit 1) of the 
Watchdog Timer Control Register (WDT_CR), the WDT generates an interrupt. If it is not 
cleared by the time a second timeout occurs, then it generates a system reset. If a restart 
occurs at the same time the watchdog counter reaches zero, an interrupt is not generated. 
System Resets 

When a 0 is written to the output response mode field (RMOD, bit 1) of the Watchdog Timer 
Control Register (WDT_CR), the WDT generates a system reset when a timeout occurs. 
Reset Pulse Length 

The reset pulse length is the number of pclk cycles for which a system reset is asserted. 
When a system reset is generated, it remains asserted for the number of cycles specified by 
the reset pulse length or until the system is reset. A counter restart has no effect on the 
system reset once it has been asserted. 


12.3.2 Programming sequence 


Operation Flow Chart (Response mode=1) 


PN 
Reset =e 
, 


Program WDT_TORR.” 
Program WDT_CR.” 
an ih 


<<Counter Restarted?? YES > Reload Counter.’ 


“NOY 


Decrement Counter ~<a 


| NO Counter = 0? ae 


YESy 


<<Counter Restated?” YES» Reload Counter.’ 
NO i A 


| Assert Interrupt | 


Counter wraps to selected 
timeout period and continues 
to decrement. 


YES 


< <cInterrupt Cleared?> > 


Decrement Counter 


Bi YES 


<_Counter=0? > 


NO 


NO, Assert System Reset 


>< Interrupt Cleared?> 


1. Select required timeout period. 

2. Set reset pulse length, response mode, and enable WDT. 

3. Write 0x76 to WDT_CRR. 

4. Starts back to selected timeout period. 

5. Can clear by reading WDT_EOI or restarting (kicking) the counter by writing 0x76 to WDT_CRR. 


Fig. 12-2 WDT Operation Flow 


12.4 Register Description 


This section describes the control/status registers of the design. 
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12.4.1 Registers Summary 


React Description 
Value ‘ 


WDT _CR 0x0000 |w_ [0x0000000A |Control Register 
WDT_TORR 0x0004 lw |ox00000000 Timeout Range Register 


WOTCCVR 
WOTCRR 
WOT STAT 
WOTEOR 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 
12.4.2 Detail Registers Description 


WDT_CR 
Address: Operational Base + offset (Ox0000) 


_ Bit Attr] Reset Value | Description 
31:5 |RO_|0x0000000 


rst_pluse_length 
This is used to select the number of pclk cycles 
for which the system reset stays asserted. 
3'b000: 2 pclk cycles 
3'b001: 4 pclk cycles 
4:2. |RW |0x2 3'b010: 8 pclk cycles 
3'b011: 16 pclk cycles 
3'b100: 32 pclk cycles 
3'b101: 64 pclk cycles 
3'b110: 128 pclk cycles 
3'b111: 256 pclk cycles 


resp_mode 
Selects the output response generated to a timeout. 
1 RW |0x1 1'bO: Generate a system reset. 
1'b1: First generate an interrupt and if it is not cleared by the 
time a second timeout occurs then generate a system reset. 


wdt_en 
Writable when the configuration parameter WDT_ALWAYS_EN=0O, 
otherwise, it is readable. This bit is used to enable and disable the 
DW_apb_wdt.When disabled, the counter dose not 

RW |0x0O decrement .Thus, no interrupt or system reset are generated. 
Once this bit has been enabled, it can be cleared only by a 
system reset. 
1'bO: WDT disabled. 
1'b1: WDT enabled. 


WDT_TORR 
Address: Operational Base + offset (0x0004) 
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| Bit |Attr| Reset Value 


31:4 |RO |OxO0000000 {reserved 
timeout_period 
This field is used to select the timeout period from which the 
watchdog counter restarts. A change of the timeout period takes 
effect only after the next counter restart (kick). 
The range of values available for a 32-bit watchdog counter are: 


4'b0000: 
4'bo0o01: 
4'b0010: 
4'b0011: 
4'b0100: 
4'b0101: 
4'b0110: 
4'b0111: 
4'b1000: 
4'b1001: 
4'b1010: 
4'b1011: 
4'b1100: 
4'b1101: 
4'b1110: 
4'b1111: 


3:0 |RW |0x0 


OxOOOOffff 
Ox0001ffff 
Ox00036fff 
Ox0007ffff 
OxOOOfffff 
Ox00 1 fffff 
OxOO3fffff 
OxOO7fffff 
OxOOffffff 
Ox0 Lffffff 
OxO3ffffff 
OxO7 ffffff 
OXxOfffffff 
Ox 1 fffffff 
Ox3fffffff 
Ox7fffffff 


WDT CCVR 
Address: Operational Base + offset (0x0008) 


Bit |Attr| Reset Value 


cur_cnt 
31:0 OxOOOOffff This register, when read, is the current value of the internal 
counter. This value is read coherently whenever it is read 


WDT _CRR 
Address: Operational Base + offset (Ox000C) 


Bit |attr/Resetvalue| Cescription 
31:8 |RO_[0x000000 


cnt_restart 


This register is used to restart the WDT counter. As a safety 
feature to prevent accidental restarts, the value 0x76 must be 
written. A restart also clears the WDT interrupt. Reading this 
register returns zero. 


7:0 |WO |0x00 


WDT_STAT 
Address: Operational Base + offset (0x0010) 


| Bit |Attr|Reset Value] —C(escription 
0x00000000 
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| Bit |Attr| Reset Value 


wdt_status 

0x0 This register shows the interrupt status of the WDT. 
1'b1: Interrupt is active regardless of polarity. 
1'bO: Interrupt is inactive. 


WDT_EOI 
Address: Operational Base + offset (0x0014) 


| Bit |Attr|Reset Value] iescription 
31:1 |RO_|0x00000000 


wdt_int_clr 
0x0 This can be used to clear the interrupt without restarting the 
watchdog counter. 
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Chapter 13 System Debug 


13.1 Overview 


The chip uses the DAP-LITE2 Technology to support real-time debug. 
13.1.1 Features 

@ Invasive debug with core halted 

@ SW-DP 

13.1.2 Debug components address map 

The following table shows the debug components address in memory map: 


Module Base Address 


DAP_ROM Oxfd900000 


13.2 Block Diagram 


DAPLITE2 


Fig. 13-1 Debug system structure 


13.3 Function Description 


13.3.1 DAP 

The DAP has following components: 

@ Serial Wire JTAG Debug Port(SWJ-DP) 

@ APB Access Port(APB-AP) 

@ ROM table 

The debug port is the host tools interface to access the DAP-Lite2. This interface controls 
any access ports provided within the DAP-Lite2. The DAP-Lite2 supports a combined debug 
port which includes both JTAG and Serial Wire Debug(SWD), with a mechanism that 
supports switching between them. 

The APB-AP acts as a bridge between SWJ-DP and APB bus which translate the Debug 
request to APB bus. 

The DAP provides an internal ROM table connected to the master Debug APB port of the 
APB-Mux. The Debug ROM table is loaded at address 0x00000000 and 0x80000000 of this 
bus and is accessible from both APB-AP and the system APB input. Bit[31] of the address 
bus is not connected to the ROM Table, ensuring that both views read the same value. The 
ROM table stores the locations of the components on the Debug APB. 

More information please refer to the document CoreSight_DAPLite2_TRM_r0OpO.pdf for the 
debug detail description. 


13.4 Register Description 


Please refer to the document CoreSight_DAPLite2_TRM_r0OpO.pdf for the debug detail 
description. 
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13.5 Interface Description 
13.5.1 DAP SWJ-DP Interface 


The following figure is the DAP SWJ-DP interface, the SWJ-DP is a combined JTAG-DP and 
SW-DP that enable you connect either a Serial Wire Debug(SWJ) to JTAG probe to a target. 


TDO 
TO! 
TRST_N 


T™S 


TCK 


Fig. 13-2 DAP SW] Interface 
13.5.2 DAP SW-DP Interface 
This implementation is taken from ADIv5.1 and operates with a synchronous serial interface. 
This uses a single bidirectional data signal, and a clock signal. 
The figure below describes the interaction between the timing of transactions on the serial 
wire interface, and the DAP internal bus transfers. It shows when the target responds with a 


WAIT acknowledgement. 


+— 18 bits for rejected packet———>» 46 bits for accepted packet 
write [Tw] 00 [Pol "[Z[o]s[o]2] | [wl oo [Ploy [z[*Jolo] 2] woaraptor_[P) 
ST DP P1 ST DP DP 


ST AP P1ACK=010: Wait ST AP ACK=100: Accept 


Fig. 13-3 SW-DP Acknowledgement Timing 
Table 13-1 SW-DP Interface Description 


a Dir. Pad name IOMUX 
jtag_tck I SDMMCO_D2/JTAG_TCK/UART5_CTSn_MO/ | GRF_GPIO1D_IOMUX_H[14:12]=3’b01 
GPIO1 _D7_u 0 
jtag_tms | I/O SDMMCO_D3/JTAG_TMS/UART5_RTSn_MO/ | GRF_GPIO2A_IOMUX_L[2:0]=3’b010 
GPIO2_A0O_u 


Notes: I=input, O=output, I/O=input/output, bidirectional. 
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Chapter 14 Mailbox 


14.1 Overview 


The Mailbox module is a simple APB peripheral that allows Cortex-A7, MCU core to 

communicate with each other by writing operation to generate interrupt. The registers are 

accessible via APB interface. 

The Mailbox has the following main features: 

@ Support APB interface 

@ Support four mailbox elements, each element includes one data word, one command 
word register and one flag bit that can represent one interrupt 

@ Support interrupts to Cortex-A7, and MCU core 

@ Provide 32 lock registers for software to use to indicate whether mailbox is occupied 


14.2 Block Diagram 


The figure below shows Mailbox block diagram: 


Mailbox 
AP_IRQ[3:0] 
——_> 
APB bus : 
a APB slave Mailbox 
Registers 
BB_IRQ[3:0] 
—> 


Fig. 14-1 Mailbox Block Diagram 
14.3 Function Description 


14.3.1 Mailbox 
@ Regard Cortex-A7 as the “AP” side of the Mailbox. The four elements combined interrupt 
(|mailbox_irq_ap[3:0]) to Cortex-A7 is: 
m Enabled when IRQs[1ii1] is enabled in the GIC and MAILBOX_B2A_INTENT[Ii] is set to 
1. (i=0~3) 
m Generated when there are writing operation to corresponding MAILBOX_B2A_CMD_i 
and MAILBOX_B2A_DAT_i orderly. 
m Cleared when writing 1 to corresponding MAILBOX_B2A_STATUS[i]. 
@ Regard MCU core as the “BB” side of the Mailbox. The four elements combined interrupt 
(|mailbox_irq_bb[3:0]) to MCU core is: 
m Enabled when IRQs[112]/IRQs[13] is enabled in the INTC/IPIC of MCU core and 
MAILBOX_A2B_INTEN[i] is set to 1. (i=0~3) 
m™ Generated when there are writing operation to corresponding MAILBOX_A2B_CMD_i 
and MAILBOX_A2B_DAT_i orderly. 
m Cleared when writing 1 to corresponding MAILBOX_A2B_STATUS[i]. 
@ You can also regard Cortex-A7 as the “BB” side of the Mailbox and regard MCU core as 
the “AP” side of the Mailbox. The configuration flow is similar. 


14.4 Register Description 


14.4.1 Internal Address Mapping 

Slave address can be divided into different length for different usage, which is shown as 
follows. 

14.4.2 Registers Summary 
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MAILBOX _A2B_INTEN 
MAILBOX _A2B_STATUS 
MAILBOX_A2B_CMD_0 
MAILBOX _A2B_DAT_0 
MAILBOX _A2B CMD 1 
MAILBOX_A2B_DAT 1 
MAILBOX_A2B_ CMD 2 
MAILBOX _A2B DAT 2 
MAILBOX _A2B_ CMD 3 


0x00000000 |AP to BB Data 2 Register 
0x00000000 |AP to BB Command 3 Register 


MAILBOX _B2A_INTEN 
MAILBOX B2A STATUS 
MAILBOX_B2A_CMD_0 
MAILBOX _B2A DAT _0 
MAILBOX B2A CMD 1 
MAILBOX_B2A DAT 1 
MAILBOX_B2A_CMD_ 2 
MAILBOX _B2A DAT 2 


0x00000000 |BB to AP Interrupt Enable Register 
0x00000000 |BB to AP Interrupt Status Register 
0x00000000 |BB to AP Command 0 Register 


MAILBOX_B2A_CMD_3 
MAILBOX_B2A_DAT_3 


MAILBOX ATOMIC LOCK !9,4199 |w  Jox00000000 |Atomic Lock 00 Register 
MAILBOX ATOMIC LOCK 9.0104 0x00000000 |Atomic Lock 01 Register 
MAILBOX ATOMIC LOCK |5, 0108 w_ oxoo000000 Atomic Lock 02 Register 


MAILBOX_A2B_DAT_3 


[o) 
[o) 


oO 
pare 


[e) 
N 


MAILBOX ATOMIC LOCK |5,910C 0x00000000 |Atomic Lock 03 Register 
MAILBOX ATOMIC LOCK |9,0110 0x00000000 |Atomic Lock 04 Register 
MAILBOX ATOMIC LOCK Jy 9414 0x00000000 |Atomic Lock 05 Register 


oO 
WW 


(2) 
A 


oO 
ul 


Sea a OS Oe Axara 0x00000000 |Atomic Lock 06 Register 
MAILBOX ATOMIC LOCK Jy, 911¢ 0x00000000 |Atomic Lock 07 Register 


MAILBOX ATOMIC LOCK 9 9129 0x00000000 |Atomic Lock 08 Register 


[o) 
(o>) 


(o) 
N 


[o) 
(oe) 


(o) 
Xe) 


MAILBOX ATOMIC LOCK 19,9194 0x00000000 |Atomic Lock 09 Register 


MAILBOX ATOMIC LOCK |5,0128 0x00000000 |Atomic Lock 10 Register 


MAILBOX ATOMIC LOCK |4,912¢ 0x00000000 |Atomic Lock 11 Register 


= 
oO 


= 
= 


eae ATOMIC LOCK 19.9130 0x00000000 |Atomic Lock 12 Register 


MAILBOX ATOMIC LOCK | 9134 0x00000000 |Atomic Lock 13 Register 


MAILBOX ATOMIC LOCK |50138 0x00000000 |Atomic Lock 14 Register 
oo ATOMIC LOCK !.913¢ 0x00000000 |Atomic Lock 15 Register 
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name | omet Sie] SE [owen 
ERIRDCATATEIEOE poses | [pcowowo won ua 1 nme 
27 
28 
29 
30 


MAILBOX ATOMIC LOCK |5,016¢ w_ |oxoo000000 Atomic Lock 27 Register 
MAILBOX ATOMIC LOCK |5,.0170 w_ |oxoo000000 Atomic Lock 28 Register 
MAILBOX ATOMIC LOCK lo,0174 w_ |oxo0000000 Atomic Lock 29 Register 


W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 
W 


MAILBOX ATOMIC LOCK \oxoi78 0x00000000 |Atomic Lock 30 Register 
71 eee eae eae ox017c |w  |ox00000000 |Atomic Lock 31 Register 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


14.4.3 Detail Registers Description 

MAILBOX A2B_ INTEN 

Address: Operational Base + offset (0x0000 

| Bit |Attr| Reset Value, p 

[31:4 [RO |0xo000000_|reserved 


int3 

Interrupt enable for int3. 
sae bossa goes 1'b0: Disable 

1'b1: Enable 


int2 

Interrupt enable for int2. 
25 TR TERE 1'b0: Disable 

1'b1: Enable 

intl 

Interrupt enable for int1. 
ae bad gai 1'b0: Disable 

1'b1: Enable 
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| Bit |Attr|ResetValue| Ci@eescription 


intO 


Interrupt enable for int0. 
1'bO: Disable 
1'b1: Enable 


MAILBOX A2B STATUS 
Address: Operational Base + offset (0x0004 


| Bit _|Attr| Reset Value 


int3 

Interrupt status for int3. 

Clear the interrupt by writing 1 to this bit. 
1'bO: Interrupt is inactive 

1'b1: Interrupt is active 

int2 

Interrupt status for int2. 

Clear the interrupt by writing 1 to this bit. 
1'bO: Interrupt is inactive 

1'b1: Interrupt is active 

intl 

Interrupt status for int1. 

Clear the interrupt by writing 1 to this bit. 
1'bO: Interrupt is inactive 

1'b1: Interrupt is active 

intO 

Interrupt status for intO. 

Clear the interrupt by writing 1 to this bit. 
1'bO: Interrupt is inactive 

1'b1: Interrupt is active 


MAILBOX A2B CMD O 
Address: Operational Base + offset (0x0008) 


Reset Value 


31:0 IRW loxoo000000 |Command 
Command register. 


MAILBOX _A2B DAT 0 
Address: Operational Base + offset (Ox000C) 


Reset Value D 


31:0 [Rw Joxoooo0000 |2@t@ | 
Data register. 


MAILBOX A2B CMD 1 
Address: Operational Base + offset (0x0010 


. command 


MAILBOX A2B DAT 1 
Address: Operational Base + offset (0x0014) 


Reset Value 


Data register. 


MAILBOX _A2B_CMD_ 2 
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Address: Operational Base + offset (0x0018 


[Attr| Reset Value 
RW 


command 


aa abrtuatebas Command register. 


31:0 


MAILBOX A2B DAT 2 
Address: Operational Base + offset (Ox001C 


Reset Value[ Ci esscription 


é data 
1:0 |RW |0x00000000 Data register. 


MAILBOX A2B CMD 3 
Address: Operational Base + offset (0x0020) 


Reset Value 


1:0 |Rw loxoooo0000 command 
Command register. 


MAILBOX _A2B DAT 3 
Address: Operational Base + offset (0x0024) 


| Bit |Attr|/ResetValue| Ci eescription 


: data 
31:0 Rw |ox00000000 Data register. 


MAILBOX B2A INTEN 
Address: Operational Base + offset (0x0028 


int3 

Interrupt enable for int3. 
1'bO: Disable 

1'b1: Enable 

int2 

Interrupt enable for int2. 
1'bO: Disable 

1'b1: Enable 

intl 

Interrupt enable for int1. 
1'b0O: Disable 

1'b1: Enable 

intO 

Interrupt enable for int0. 
1'bO: Disable 

1'b1: Enable 


MAILBOX _B2A_ STATUS 


Address: Operational Base + offset (0x002C) 


int3 
Interrupt status for int3. 


3 a 0x0 Clear the interrupt by writing 1 to this bit. 
C ' . . . 
1'bO: Interrupt is inactive 
1'b1: Interrupt is active 
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| Bit [Attr/ResetValue| Céeescription 
int2 
Interrupt status for int2. 
Clear the interrupt by writing 1 to this bit. 
1'bO: Interrupt is inactive 
1'b1: Interrupt is active 
intl 
Interrupt status for int1. 
Clear the interrupt by writing 1 to this bit. 
1'bO: Interrupt is inactive 
1'b1: Interrupt is active 
intO 
Interrupt status for intO. 
Clear the interrupt by writing 1 to this bit. 
1'bO: Interrupt is inactive 
1'b1: Interrupt is active 


MAILBOX B2A CMD 0O 
Address: Operational Base + offset (0x0030 


Reset Value 


31:0 RW loxoo000000 |Command 
Command register. 


MAILBOX _B2A DAT 0 
Address: Operational Base + offset (0x0034) 


Reset Value[ Ci esscription 


31:0 IRw Joxoooo0000 |2@t@ 
Data register. 


MAILBOX B2A CMD 1 
Address: Operational Base + offset (0x0038 


Reset Value 


: command 


MAILBOX B2A DAT 1 
Address: Operational Base + offset (0x003C) 


Reset Value 


31:0 IRw Joxoooo0000 |2@t@ 
Data register. 


MAILBOX B2A_CMD 2 
Address: Operational Base + offset (0x0040) 


Reset Value[ Ci escription 


. command 
31:0 |RW |0x00000000 Command register. 


MAILBOX B2A DAT 2 
Address: Operational Base + offset (0x0044 


Reset Value 


31:0 |RW |0x00000000 


data 
Data register. 


MAILBOX B2A CMD 3 
Address: Operational Base + offset (0x0048) 
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| Bit |Attr| Reset Value, 


: command 
0x00000000 Command register. 


MAILBOX B2A_ DAT 3 
Address: Operational Base + offset (Ox004C) 


| Bit |Attr| Reset Value, 


' data 
0x00000000 Data register. 


MAILBOX ATOMIC LOCK 00 
Address: Operational Base + offset (0x0100 


| Bit |Attr|Reset Value] Ci escription 
31:1 |RO_|0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 01 
Address: Operational Base + offset (0x0104) 
| Bit [Attr|ResetValue| ———Cé‘i Scriptom | —<— 
31:1 [RO |0x00000000 


atomic_lock 
0 |rw foxo Atomic lock flag bit. 


MAILBOX ATOMIC LOCK 02 

Address: Operational Base + offset (0x0108) 

| Bit [Attr|ResetValue| Ci‘ Scriptom 
[31:1 [RO_|Oxo0000000 [reserved 


atomic_lock 


MAILBOX ATOMIC LOCK 03 
Address: Operational Base + offset (0x010C) 
| Bit [Attr|ResetValue| CC‘ scription = 
[31:1 [RO |0x00000000 
atomic_lock 
Atomic lock flag bit. 


MAILBOX ATOMIC LOCK 04 

Address: Operational Base + offset (0x0110 

| Bit |Attr[ResetValue| ss ——“‘CS™SC‘Cé escrito 
[31:1 [RO [0x00000000 [reserved —“‘“(‘“(“(“(CS;:”*S#*C*C*C*C*C*C*C*C*C‘idC 


atomic_lock 
jo rw foo Atomic lock flag bit. 


MAILBOX ATOMIC LOCK 05 

Address: Operational Base + offset (0x0114) 

| Bit |Attr|ResetValue| ————C*‘CieScritiom 
[31:1 [RO_|Oxo0000000 [reserved sd 


atomic_lock 


MAILBOX ATOMIC LOCK 06 
Address: Operational Base + offset (0x0118) 
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| Bit |Attr|Reset Value| Ci@eescription 
31:1 |RO_|0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 07 
Address: Operational Base + offset (0x011C 
| Bit [Attr[ResetValue|—“‘*‘“C;CSCéi scription — sd 
[31:1 |RO_[0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 08 
Address: Operational Base + offset (0x0120) 
| Bit [Attr|ResetValue| CC‘ ection 
31:1 [RO_|0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 09 
Address: Operational Base + offset (0x0124) 
| Bit [Attr|ResetValue| CC‘ Scriptom — 
31:1 [RO [0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 10 
Address: Operational Base + offset (0x0128 
| Bit [Attr[ResetValue|——“t*i‘“C;C*Céi scription — sd 
[31:1 |RO_[0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 11 
Address: Operational Base + offset (0x012C) 
| Bit [Attr|ResetValue| CC‘ e@critiom 
31:1 [RO_|0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 12 
Address: Operational Base + offset (0x0130) 
| Bit [Attr|ResetValue| CC‘ Scriptom 
31:1 [RO [0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 13 
Address: Operational Base + offset (0x0134 
| Bit [Attr|ResetValue|—“‘i‘“(;SCé scription — sd 
[31:1 [RO [0x00000000 


atomic_lock 


MAILBOX ATOMIC LOCK 14 
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Address: Operational Base + offset (0x0138 


| Bit |Attr|Reset Value|  ——————CS—SCS Description — i 
31:1 [RO [0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 15 
Address: Operational Base + offset (0x013C 
| Bit [Attr[ResetValue| —“‘i;‘“;Céi scription — sd 
[31:1 [RO [0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 16 
Address: Operational Base + offset (0x0140 
| Bit |Attr[ResetValue| ss —“‘;‘“‘;CSC‘Cé Scriptom — Cd 
[31:1 [RO [0x00000000 


atomic_lock 
lo rw foxo Atomic lock flag bit. 
MAILBOX ATOMIC LOCK 17 
Address: Operational Base + offset (0x0144) 
| Bit [Attr/ResetValue| Ci ecription 
[31:1 [RO [0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 18 
Address: Operational Base + offset (0x0148) 
| Bit [Attr|ResetValue|  ———C‘Ci scription 
31:1 [RO |0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 19 
Address: Operational Base + offset (0x014C 
| Bit [Attr[ResetValue|—“i*i‘“C;Cé scription — sd 
[31:1 |RO_[0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 20 
Address: Operational Base + offset (0x0150) 
| Bit [Attr|ResetValue| ————C*‘Ci Scriptom 
[31:1 [RO |0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 21 
Address: Operational Base + offset (0x0154) 
| Bit [Attr|ResetValue|  ————C‘Ci scription =— 
31:1 [RO [0x00000000 


atomic_lock 
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MAILBOX ATOMIC LOCK 22 

Address: Operational Base + offset (0x0158 

| Bit |Attr|ResetValue|  ——— “s—“i;‘“C;C*Céi scription =— (Cd 
[31:1 [RO_|0x00000000 |reserved —“(‘“‘C;*S*™S™C™COOCCSC‘iCS 


atomic_lock 
MAILBOX ATOMIC LOCK 23 
Address: Operational Base + offset (0x015C) 
| Bit [Attr|ResetValue|  ————C‘Ci scription = 
31:1 [RO [0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 24 
Address: Operational Base + offset (0x0160 
| Bit [Attr[ResetValue|—“‘“;Céi scription — 
[31:1 |RO [0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 25 
Address: Operational Base + offset (0x0164) 
| Bit [Attr|ResetValue| Ci‘ eScriptiom 
[31:1 [RO |0x00000000 


atomic_lock 


MAILBOX ATOMIC LOCK 26 

Address: Operational Base + offset (0x0168) 

| Bit |Attr|ResetValue| Ci‘ Scriptom 
[31:1 [RO _|Oxo0000000 [reserved 


atomic_lock 
MAILBOX ATOMIC LOCK 27 
Address: Operational Base + offset (0x016C 
| Bit [Attr[ResetValue|——“‘“CSCéi scription — sd 
[31:1 |RO_[0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 28 
Address: Operational Base + offset (0x0170) 
| Bit [Attr|ResetValue| Ci‘ e@criptiom 
31:1 [RO_|0x00000000 


axe atomic_lock 


Atomic lock flag bit. 


MAILBOX ATOMIC LOCK 29 

Address: Operational Base + offset (0x0174) 

| Bit [Attr|ResetValue| Ci‘ Scriptom 
[31:1 [RO _|Oxo0000000 [reserved 


atomic_lock 
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MAILBOX ATOMIC LOCK _30 
Address: Operational Base + offset (0x0178) 


Bit |Attr| Reset Value|_____________Deseription _| 
31:1 |RO_|0x00000000 


atomic_lock 
MAILBOX ATOMIC LOCK 31 
Address: Operational Base + offset (0x017C) 


[| Bit [Attr/Reset Value|  ———“—~s—SCSCSDeScription — 
[31:1 [RO [0x00000000 


atomic_lock 


14.5 Application Notes 


@ It is recommended to read one ATOMIC_LOCK register first when using the Mailbox. The 
read value is 0 means it is available, and 1 means it has been automatically locked. 
Writing to the ATOMIC_LOCK register will clear this bit. 

@ Write to the CMD register before writing to the DAT register. If wrong order is used, then 
the interrupt cannot be generated successfully. 

@ If you want to clear the interrupt, you can read out the STATUS register and writing 1 to 
corresponding bit. 


Copyright 2022 © Rockchip Electronics Co., Ltd. 627 


RK3568 TRM-Part1 


Chapter 15 Pulse Width Modulation (PWM) 


15.1 Overview 


The pulse-width modulator (PWM) feature is very common in embedded systems. It 
provides a way to generate a pulse periodic waveform for motor control or can act as a 
digital-to-analog converter with some external components. 
The PWM module supports the following features: 

@ 4-built-in PWM channels 

@ Support capture mode 


Measures the high/low polarity effective cycles of the input waveform 

Generates a single interrupt at the transition of input waveform polarity 

32-bit high polarity capture register 

32-bit low polarity capture register 

32-bit current value register 

The capture result can be stored in a FIFO, and the depth of FIFO is 8. The data of 
FIFO can be read by CPU or DMA 

Channel 3 support 32-bits power key capture mode 

Support switch channel IO between channel 3 and channel0/1/2 

Support a input filter to remove glitch 


@ Support continuous mode or one-shot mode 


32-bit period counter 

32-bit duty register 

32-bit current value register 

PWM output polarity in inactive state and duty cycle polarity can be configured 
Period and duty cycle are shadow buffered. Change takes effect when the end of 
the effective period is reached or when the channel is disabled 

Programmable center or left aligned outputs, and change takes effect when the end 
of the effective period is reached or when the channel is disabled 

8-bit repeat counter for one-shot operation. One-shot operation will produce N + 1 
periods of the waveform, where N is the repeat counter value, and generates a 
single interrupt at the end of operation 

Continuous mode generates the waveform continuously, and does not generates 
any interrupts 


@ Support 2 main clock input, one is from crystal oscillator and the frequency is fixed, 
the other one is from PLL and the frequency can be configured. Each channel can 
select one of the clocks according to requirement. 

@ Support two-level frequency division. 

@ Available low-power mode to reduce power consumption when the channel is inactive. 
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15.2 Block Diagram 


dma_req/ack swim in(s-0) 


PWM 


> oe_n[3:0] 


PWM Channel*4 


i——> pwm_out[3:0] 


|! 


pwm_int 
Fig. 15-1 PWM Block Diagram 

The host processor gets access to PWM Register Block through the APB slave interface with 
32-bit bus width, and asserts the active-high level interrupt. PWM only supports one 
interrupt output, please refer to interrupt register to know the raw interrupt status when an 
interrupt is asserted. 
PWM Channel is the control logic of PWM module, and controls the operation of PWM module 
according to the configured working mode. 


15.3 Function Description 


The PWM supports three operation modes: capture mode, one-shot mode and continuous 
mode. For the one-shot mode and the continuous mode, the PWM output can be configured 
as the left-aligned mode or the center-aligned mode. 

15.3.1 Capture mode 

The capture mode is used to measure the PWM channel input waveform high/low effective 
cycles with the PWM channel clock, and asserts an interrupt when the polarity of the input 
waveform changes. The number of the high effective cycles is recorded in the 
PWMx_PERIOD_HPC register, while the number of the low effective cycles is recorded in the 
PWMx_DUTY_LPC register. 

Notes: the PWM input waveform is doubled buffered when the PWM channel is working in order to filter 
unexpected shot-time polarity transition, and therefore the interrupt is asserted several cycles after the 
input waveform polarity changes, and so does the change of the values of PWMx_PERIOD_HPC and 
PWMx_DUTY_LPC. 


clk_pwm | | | | | | | | | | | | 


pwm_in 


Fig. 15-2 PWM Capture Mode 
The capture result can also be stored in a FIFO. The FIFO has an almost full indicator. The 
indicator can chose to use as an interrupt or DMA request. When it is used as an interrupt, 
the data in FIFO can be read by CPU. When it is used as a DMA request, the data in FIFO 
can be read through DMA. It also supports timeout interrupt when the data in FIFO has not 
been read in a time threshold. 
The PWM (only channel 3) support 32-bits power key capture mode. User can configure 10 
power key to match, user can poll the status to judge whether a power key access. 
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15.3.2 Continuous mode 

The PWM channel generates a series of the pulses continuously as expected once the 
channel is enabled with continuous mode. 

In the continuous mode, the PWM output waveforms can be in one form of the two output 
mode: left-aligned mode or center-aligned mode. 

For the left-aligned output mode, the PWM channel firstly starts the duty cycle with the 
configured duty polarity (PWMx_CTRL.duty_pol). Once duty cycle number 
(PWMx_DUTY_LPC) is reached, the output is switched to the opposite polarity. After the 
period number (PWMx_PERIOD_HPC) is reached, the output is again switched to the 
opposite polarity to start another period of desired pulse. 


clk_pwm | | | | | | | | | | | 


Duty 
Se 
pwm_out 
Period 
~ 


Fig. 15-3 PWM Continuous Left-aligned Output Mode 
For the center-aligned output mode, the PWM channel firstly starts the duty cycle with the 
configured duty polarity (PWMx_CTRL.duty_pol). Once one half of duty cycle number 
(PWMx_DUTY_LPC) is reached, the output is switched to the opposite polarity. Then if there 
is one half of duty cycle left for the whole period, the output is again switched to the 
opposite polarity. Finally after the period number (PWMx_PERIOD_HPC) is reached, the 
output starts another period of desired pulse. 


clk_pwm | | | | | | | | | | | | | | | | | | | | | | | | | | | | 
h 


pwm_out 


Period 
Pl >| 


Fig. 15-4 PWM Continuous Center-aligned Output Mode 
Once disable the PWM channel, the channel stops generating the output waveforms and 
output polarity is fixed as the configured inactive polarity (PWMx_CTRL.inactive_pol). 
15.3.3 One-shot mode 
Unlike the continuous mode, the PWM channel generates the output waveforms within the 
configured periods (PWM_CTRL.rpt + 1), and then stops. At the same times, an interrupt is 
asserted to inform that the operation has been finished. 
There are also two output modes for the one-shot mode: the left-aligned mode and the 
center-aligned mode. 


ee | eo tle LI bi 
% Duty % Duty end 
pwm_out 


Period 


> 


ana, Start i 
pwm_int 


Fig. 15-5 PWM One-shot Center-aligned Output Mode 


15.4 Register Description 
15.4.1 Registers mem 


Reset Description 
Value ‘ 


PWM _PWMO_CNT 0x0000 a 0x00000000 [PWM Channel 0 Counter Register 


PWM Channel 0 Period 
PWM_PWMO_ PERIOD _HPR|Ox0004 0x00000000 |Register/High Polarity Capture 
Register 


PWM Channel 0 Duty 
PWM PWMO DUTY LPR |0x0008 0x00000000 |Register/Low Polarity Capture 
Register 


PWM _PWMO_CTRL oxoo0c [w_ |0x00000000 [PWM Channel 0 Control Register 
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Reset Description 
Value i 


PWM_PWM1_CNT 0x0010 [Ww _ |0x00000000 |PWM Channel 1 Counter Register 


PWM Channel 1 Period 

PWM _PWM1i PERIOD HPR|Ox0014 W_ |0x00000000 |Register/High Polarity Capture 
Register 
PWM Channel 1 Duty 

PWM PWM1 DUTY LPR |0x0018 W_ |0x00000000 |Register/Low Polarity Capture 
Register 


PWM PWM1 CTRL 0x001c [Ww _ |0x00000000 [PWM Channel 1 Control Register 
PWM PWM2_ CNT 0x0020 [Ww  |0x00000000 |PWM Channel 2 Counter Register 


panos fy PWM Channel 2 Period 
PWM PWM2 PERIOD HPR|Ox0024 W_ |0x00000000 |Register/High Polarity Capture 
Register 
PWM Channel 2 Duty 
PWM _ PWM2 DUTY _LPR- |0x0028 W |0x00000000 |Register/Low Polarity Capture 
Register 


PWM_PWM2_CTRL 0x002C [Ww _ |0x00000000 [PWM Channel 2 Control Register 
PWM _PWM3_CNT 0x0030 |w  [0x00000000 |PWM Channel 3 Counter Register 


PWM Channel 3 Period 
PWM_PWM3_ PERIOD HPR/|0x0034 W_ |0x00000000 |Register/High Polarity Capture 
Register 
PWM Channel 3 Duty 
PWM PWM3 DUTY LPR- |0x0038 W |0x00000000 |Register/Low Polarity Capture 
Register 


PWM PWM3 CTRL oxo03c |w__[0x00000000 |PWM Channel 3 Control Register 
PWM_INTSTS 0x0040 _|w__ [0x00000000 |Interrupt Status Register 
PWM_INT EN 0x0044 |w___[0x00000000 |Interrupt Enable Register 


PWM Channel 3 FIFO M 
PWM FIFO CTRL oxo050 |w_ |oxo0000000 anne eee 
ee oe Control Register 


PWM FIFO 
PWM _PWRMATCH CTRL _ 


PWM PWRMATCH LPRE |0x0084 w_ foxaseceace EO Ro ateeOurow: Gietae 

Register 
PWM PWRMATCH HPRE |0x0088 w__foxrae81130 pO WelNey Maher OP nig trcreiae 

Register 

Match Of Low Dat 

PWM PWRMATCH LD —|ox008c w_ foxozs40xcc en ene ven e 

Register 

Power Key Match Of High Data F 
PWM PWRMATCH HD ZE|) ooo5 lw loxosoaorec [Power Key Match OF High Data For 
RO Zero Register 

Power Key Match Of High Data F 
PWM_PWRMATCH_HD_ON 0x0094 w. lox06FEO636 ower a atch Of Hig ata For 
E One Register 
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Reset Description 
Value i 
ae PWRMATCH VALUE 
PWM PWRMATCH VALUE 
pal PWM PWRMATCH VALUE 
BVM PWRMATCH VALUE PWRMATCH VALUE 
PWM PWRMATCH VALUE PWRMATCH VALUE 


PWM PWM _ PWRMATCH VALUE 

Ese PIRI, OOAC aan Power Key Match Value 5 Register 
Pui PWRMATCH_ VALUE 

oe OOBO w__|ox00000000 Power Key Match Value 6 Register 
PWM PWRMATCH_ VALUE 

oe ee 00B4 jw foxo0000000 Power Key Match Value 7 Register 
pu PWRMATCH_ VALUE 

Sues ieee OOB8 jw foxoo000000 Power Key Match Value 8 Register 
pw PWRMATCH_ VALUE 

Eee aba OOBC jw foxoo000000 Power Key Match Value 9 Register 
PWM PWM _ PWM3 PWRCAPTUR Channel 3 Power Key Capture 

E VALUE cues jw foxoo000000 Value Register 


PWM CHANNEL IO CTRL |0x0oD0 |w_ |0x00000000 [Channel 10 Control Register 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 

15.4.2 Detail Registers Description 

PWM PWMO CNT 

Address: Operational Base + offset (Ox0000) 


Bit |Attr| Reset Value 


cnt 

31:0 0x00000000 The 32-bit indicates current value of PWM Channel 0 counter. The 
counter runs at the rate of PWM clock. 
The value ranges from 0 to (2%32-1). 


PWM PWMO PERIOD HPR 
Address: Operational Base + offset (0x0004) 


Copyright 2022 © Rockchip Electronics Co., Ltd. 632 


RK3568 TRM-Part1 


| Bit |Attr| Reset Value 


period_hpr 
If PWM is operated at the continuous mode or one-shot mode, 
this value defines the period of the output waveform. Note that, if 
the PWM is operated at the center-aligned mode, the period 

31:0 IRw |ox00000000 sHlould be an even One, and EU StetOre only the bit [31:1] is taken 
into account and bit [0] always considered as 0. 
If PWM is operated at the capture mode, this value indicates the 
effective high polarity cycles of input waveform. This value is 
based on the PWM clock. 
The value ranges from 0 to (2%32-1). 


PWM_PWMO DUTY LPR 
Address: Operational Base + offset (0x0008) 


Bit |Attr| Reset Value 


duty_Ipr 

If PWM is operated at the continuous mode or one-shot mode, 

this value defines the duty cycle of the output waveform. The 

PWM starts the output waveform with duty cycle. Note that, if the 

PWM is operated at the center-aligned mode, the period should 
31:0 |RW |OxOO000000 |be an even one, and therefore only the [31:1] is taken into 

account. 

If PWM is operated at the capture mode, this value indicates the 

effective low polarity cycles of input waveform. 

This value is based on the PWM clock. The value ranges from 0 to 

(2432-1). 


PWM PWMO CTRL 
Address: Operational Base + offset (Ox000C) 


Bit |Attr| Reset Value 


rpt 
his fiel fi th t ffecti i f output 

31:24|RW |ox00 This field as ines the repeated effective periods of outpu 

waveform in one-shot mode. The value N means N+1 repeated 

effective periods. 

scale 

This fiel fi th le fact lied t | lock. Th 
23-16IRW |ox00 is field defines the scale ac OF applied to picsta en cloc e 

value N means the clock is divided by 2*N. If N is 0, it means 

that the clock is divided by 512(2*256). 


15 |RO_|oxo reserved 


prescale 
14:12}/RW |0x0 This field defines the prescale factor applied to input clock. The 
value N means that the input clock is divided by 24N. 


i1__|RO_joxo reserved 
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| Bit |Attr| Reset Value 


clk_src_sel 

1'bO: Select clk_pwm as root clock source. Clock is from PLL and 
the frequency can be configured. 

1'b1: Select clk_pwm_capture as root clock source. Clock is from 
crystal oscillator and the frequency is fixed. 

clk_sel 

1'b0O: Non-scaled clock is selected as PWM clock source. It means 
that the prescaled clock is directly used as the PWM clock source. 
1'b1: Scaled clock is selected as PWM clock source. 

force_clk_en 

1'bO: Disabled. When PWM channel is inactive state, the clk_pwm 
to PWM clock prescale module is blocked to reduce power 
consumption. 

1'b1: Enabled. The clk_pwm to PWM Clock prescale module is 
always enabled. 

ch_cnt_en 

1'b0: Disabled 

1'b1: Enabled 

conlock 

PWM period and duty lock to previous configuration 

1'bO: Disable lock 

1'b1: Enable lock 

output_mode 

1'bO: Left aligned mode 

1'b1: Center aligned mode 

inactive_pol 

This defines the output waveform polarity when PWM channel is 
in inactive state. The inactive state means that PWM finishes the 
complete waveform in one-shot mode or PWM channel is 
disabled. 

1'bO: Negative 

1'b1: Positive 

duty_pol 

This defines the polarity for duty cycle. PWM starts the output 
waveform with duty cycle. 

1'bO: Negative 

1'b1: Positive 

pwm_mode 

2'b00: One shot mode. PWM produces the waveform within the 
repeated times defined by PWMO_CTRL.rpt. 

2'b01: Continuous mode. PWM produces the waveform 
continuously. 

2'b10: Capture mode. PWM measures the cycles of high/low 
polarity of input waveform. 

2'b11: Reserved 
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| Bit _|Attr| Reset Value 


pwm_en 
1'b0: Disabled 
RW /|0x0 1'b1: Enabled 
If the PWM is worked in the one-shot mode, this bit will be 
cleared at the end of operation. 


PWM_PWM1_ CNT 
Address: Operational Base + offset (0x0010) 


Bit |Attr| Reset Value 


cnt 
The 32-bit indicates current value of PWM Channel 1 counter. The 
1: 
ero oxgnondee counter runs at the rate of PWM clock. 
The value ranges from 0 to (2%32-1). 


PWM PWM1 PERIOD HPR 
Address: Operational Base + offset (0x0014) 


Bit |Attr| Reset Value 


period_hpr 
If PWM is operated at the continuous mode or one-shot mode, 
this value defines the period of the output waveform. Note that, if 
the PWM is operated at the center-aligned mode, the period 

31:0 RW |ox00000000 should be an even Ones and tenclore only the bit [31:1] is taken 
into account and bit [0] always considered as O. 
If PWM is operated at the capture mode, this value indicates the 
effective high polarity cycles of input waveform. This value is 
based on the PWM clock. 
The value ranges from 0 to (2%32-1). 


PWM_PWM1_ DUTY LPR 
Address: Operational Base + offset (0x0018) 


Bit [attr [Reset Value 


duty_lIpr 

If PWM is operated at the continuous mode or one-shot mode, 

this value defines the duty cycle of the output waveform. The 

PWM starts the output waveform with duty cycle. Note that, if the 

PWM is operated at the center-aligned mode, the period should 
31:0 |RW |OxOO0000000 |be an even one, and therefore only the [31:1] is taken into 

account. 

If PWM is operated at the capture mode, this value indicates the 

effective low polarity cycles of input waveform. 

This value is based on the PWM clock. The value ranges from 0 to 

(2432-1). 


PWM PWM1 CTRL 
Address: Operational Base + offset (0x001C) 
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| Bit |Attr| Reset Value 


rpt 
is fiel fi th t ffecti i f output 
31:24|Rw |ox00 This field de ines the repeated effective periods of outpu 
waveform in one-shot mode. The value N means N+1 repeated 
effective periods. 
scale 
is fiel fi th le fact lied t | lock. Th 
23:-16/RW |ox00 This field defines the scale ac OF applied to Presta ef cloc e 
value N means the clock is divided by 2*N. If N is 0, it means 
that the clock is divided by 512(2*256). 


15 |RO_|oxo reserved 


prescale 

14:12;RW |0x0 This field defines the prescale factor applied to input clock. The 
value N means that the input clock is divided by 24N. 

RO [oxo reserved 

clk_src_sel 
1'bO: Select clk_pwm as root clock source. Clock is from PLL and 
the frequency can be configured. 
1'b1: Select clk_pwm_capture as root clock source. Clock is from 
crystal oscillator and the frequency is fixed. 


1'b0O: Non-scaled clock is selected as PWM clock source. It means 
that the prescaled clock is directly used as the PWM clock source. 
1'b1: Scaled clock is selected as PWM clock source. 

force_clk_en 

1'bO: Disabled. When PWM channel is inactive state, the clk_pwm 
to PWM clock prescale module is blocked to reduce power 
consumption. 

1'b1i: Enabled. The clk_pwm to PWM Clock prescale module is 
always enabled. 


W 


W 


1'bO: Disable lock 

1'b1: Enable lock 

output_mode 

1'bO: Left aligned mode 

1'b1: Center aligned mode 

inactive_pol 

This defines the output waveform polarity when PWM channel is 
in inactive state. The inactive state means that PWM finishes the 
complete waveform in one-shot mode or PWM channel is 
disabled. 

1'bO: Negative 

1'b1: Positive 


rE 
qi 
RW 1'b0O: Disabled 
1'b1: Enabled 
re PWM period and duty lock to previous configuration 
pw 
7 
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| Bit _|Attr| Reset Value 


duty_pol 

This defines the polarity for duty cycle. PWM starts the output 
3 RW {0x0 waveform with duty cycle. 

1'bO: Negative 

1'b1: Positive 


pwm_mode 
2'b00: One shot mode. PWM produces the waveform within the 
repeated times defined by PWM1_CTRL.rpt. 

2:1 IRw loxo ata Continuous mode. PWM produces the waveform 
continuously. 
2'b1i0: Capture mode. PWM measures the cycles of high/low 
polarity of input waveform. 
2'b11: Reserved 


pwm_en 
1'b0O: Disabled 
RW /|0x0O 1'b1: Enabled 
If the PWM is worked in the one-shot mode, this bit will be 
cleared at the end of operation. 


PWM PWM2 CNT 
Address: Operational Base + offset (0x0020) 


Bit |Attr] Reset Value 


cnt 

The 32-bit indicat t val f PWM Ch 12 ter. Th 
31:0 0x00000000 e 32-bit indicates current value o Channel 2 counter e 

counter runs at the rate of PWM clock. 

The value ranges from 0 to (2%32-1). 


PWM _PWM2 PERIOD HPR 
Address: Operational Base + offset (0x0024) 


Bit [attr [Reset Value 


period_hpr 
If PWM is operated at the continuous mode or one-shot mode, 
this value defines the period of the output waveform. Note that, if 
the PWM is operated at the center-aligned mode, the period 

31:0 IRw |ox00000000 srlould be an even One, and mneretone only the bit [31:1] is taken 
into account and bit [0] always considered as O. 
If PWM is operated at the capture mode, this value indicates the 
effective high polarity cycles of input waveform. This value is 
based on the PWM clock. 
The value ranges from 0 to (2%32-1). 


PWM _PWM2_ DUTY LPR 
Address: Operational Base + offset (0x0028) 
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| Bit _|Attr| Reset Value 


duty_lIpr 

If PWM is operated at the continuous mode or one-shot mode, 

this value defines the duty cycle of the output waveform. The 

PWM starts the output waveform with duty cycle. Note that, if the 

PWM is operated at the center-aligned mode, the period should 
31:0 |RW |OxOO000000 |be an even one, and therefore only the [31:1] is taken into 

account. 

If PWM is operated at the capture mode, this value indicates the 

effective low polarity cycles of input waveform. 

This value is based on the PWM clock. The value ranges from 0 to 

(2432-1). 


PWM_PWM2_ CTRL 
Address: Operational Base + offset (0x002C) 


Bit |Attr| Reset Value 


rpt 
i ; ti ; f t 
31:24IRw loxoo0 This field Gennes the repeated effective periods of outpu 
waveform in one-shot mode. The value N means N+1 repeated 
effective periods. 
scale 
is fi | lock. Th 
23:161RW |ox00 This field defines the atals factor applied to Biesta A cloc e 
value N means the clock is divided by 2*N. If N is 0, it means 
that the clock is divided by 512(2*256). 
a5 [RO [oxo reserved 


prescale 
14:12;/RW |0x0 This field defines the prescale factor applied to input clock. The 
value N means that the input clock is divided by 24N. 


i |RO_|oxo reserved 


clk_src_sel 
1'bO: Select clk_pwm as root clock source. Clock is from PLL and 
10 RW {0x0 the frequency can be configured. 
1'b1: Select clk_pwm_capture as root clock source. Clock is from 
crystal oscillator and the frequency is fixed. 
clk_sel 
rw loxo 1'b0O: Non-scaled clock is selected as PWM clock source. It means 
that the prescaled clock is directly used as the PWM clock source. 
1'b1: Scaled clock is selected as PWM clock source. 
force_clk_en 
1'bO: Disabled. When PWM channel is inactive state, the clk_pwm 
rw loxo to PWM BIBER prescale module is blocked to reduce power 
consumption. 
1'b1: Enabled. The clk_pwm to PWM Clock prescale module is 
always enabled. 
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Reset Value 


ch_cnt_en 

1'b0: Disabled 

1'b1: Enabled 

conlock 

PWM period and duty lock to previous configuration 

1'b0O: Disable lock 

1'b1: Enable lock 

output_mode 

1'bO: Left aligned mode 

1'b1: Center aligned mode 

inactive_pol 

This defines the output waveform polarity when PWM channel is 
in inactive state. The inactive state means that PWM finishes the 
complete waveform in one-shot mode or PWM channel is 
disabled. 

1'bO: Negative 

1'b1: Positive 

duty_pol 

This defines the polarity for duty cycle. PWM starts the output 
waveform with duty cycle. 

1'bO: Negative 

1'b1: Positive 

pwm_mode 

2'b00: One shot mode. PWM produces the waveform within the 
repeated times defined by PWM2_CTRL.rpt. 

2'b01: Continuous mode. PWM produces the waveform 
continuously. 

2'b10: Capture mode. PWM measures the cycles of high/low 
polarity of input waveform. 

2'b11: Reserved 

pwm_en 

1'b0O: Disabled 

1'b1: Enabled 

If the PWM is worked in the one-shot mode, this bit will be 
cleared at the end of operation. 


PWM_PWM3_CNT 
Address: Operational Base + offset (0x0030) 


cnt 

The 32-bit indicates current value of PWM Channel 3 counter. The 
pxdopedene counter runs at the rate of PWM clock. 

The value ranges from 0 to (2%32-1). 


PWM _PWM3_ PERIOD HPR 


Copyright 2022 © Rockchip Electronics Co., Ltd. 639 


RK3568 TRM-Part1 


Address: Operational Base + offset (0x0034) 


Bit |Attr) Reset Value Description 
period_hpr 
If PWM is operated at the continuous mode or one-shot mode, 
this value defines the period of the output waveform. Note that, if 
the PWM is operated at the center-aligned mode, the period 
should be an even one, and therefore only the bit [31:1] is taken 


cae ie feces into account and bit [0] always considered as O. 


If PWM is operated at the capture mode, this value indicates the 
effective high polarity cycles of input waveform. This value is 
based on the PWM clock. 

The value ranges from 0 to (2%32-1). 


PWM_PWM3_ DUTY LPR 
Address: Operational Base + offset (0x0038) 


Bit |Attr| Reset Value 


duty_lIpr 

If PWM is operated at the continuous mode or one-shot mode, 

this value defines the duty cycle of the output waveform. The 

PWM starts the output waveform with duty cycle. Note that, if the 

PWM is operated at the center-aligned mode, the period should 
31:0 |RW |OxOO000000 |be an even one, and therefore only the [31:1] is taken into 

account. 

If PWM is operated at the capture mode, this value indicates the 

effective low polarity cycles of input waveform. 

This value is based on the PWM clock. The value ranges from 0 to 

(2432-1). 


PWM PWM3 CTRL 
Address: Operational Base + offset (0x003C) 


Bit |Attr| Reset Value 


rpt 
his fiel fi th t ffecti f output 

31:24|RW loxoo This field ge ines the repeated effective periods of outpu 

waveform in one-shot mode. The value N means N+1 repeated 

effective periods. 

scale 

This fiel fi th le fact lied t lock. Th 
23-16|RW |ox00 is field defines the Scale ac OF applied to Presta - cloc e 

value N means the clock is divided by 2*N. If N is 0, it means 

that the clock is divided by 512(2*256). 


15 |RO_|oxo reserved 


prescale 
14:12;}RW |0x0 This field defines the prescale factor applied to input clock. The 
value N means that the input clock is divided by 24N. 


i1__|RO_joxo reserved 
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| Bit |Attr| Reset Value 


clk_src_sel 

1'bO: Select clk_pwm as root clock source. Clock is from PLL and 
the frequency can be configured. 

1'b1: Select clk_pwm_capture as root clock source. Clock is from 
crystal oscillator and the frequency is fixed. 

clk_sel 

1'bO: Non-scaled clock is selected as PWM clock source. It means 
that the prescaled clock is directly used as the PWM clock source. 
1'b1: Scaled clock is selected as PWM clock source. 

force_clk_en 

1'bO: Disabled. When PWM channel is inactive state, the clk_pwm 
to PWM clock prescale module is blocked to reduce power 
consumption. 

1'b1: Enabled. The clk_pwm to PWM Clock prescale module is 
always enabled. 

ch_cnt_en 

1'b0: Disabled 

1'b1: Enabled 

conlock 

PWM period and duty lock to previous configuration 

1'bO: Disable lock 

1'b1: Enable lock 

output_mode 

1'bO: Left aligned mode 

1'b1: Center aligned mode 

inactive_pol 

This defines the output waveform polarity when PWM channel is 
in inactive state. The inactive state means that PWM finishes the 
complete waveform in one-shot mode or PWM channel is 
disabled. 

1'bO: Negative 

1'b1: Positive 

duty_pol 

This defines the polarity for duty cycle. PWM starts the output 
waveform with duty cycle. 

1'bO: Negative 

1'b1: Positive 

pwm_mode 

2'b00: One shot mode. PWM produces the waveform within the 
repeated times defined by PWM3_CTRL.rpt. 

2'b01: Continuous mode. PWM produces the waveform 
continuously. 

2'b1i0: Capture mode. PWM measures the cycles of high/low 
polarity of input waveform. 

2'b11: Reserved 
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| Bit |Attr| Reset Value 


pwm_en 
1'b0: Disabled 
RW /|0x0 1'b1: Enabled 
If the PWM is worked in the one-shot mode, this bit will be 
cleared at the end of operation. 


PWM_INTSTS 
Address: Operational Base + offset (0x0040) 


| Bit |Attr|ResetValue| Ciescription 
31:12|RO_|0x00000 


CH3_Pol 

This bit is used in capture mode in order to identify the transition 

of the input waveform when interrupt is generated. When bit is 
11 1, please refer to PWM3_PERIOD_HPR to know the effective high 

cycle of Channel 3 input waveform. Otherwise, please refer to 

PWM3_PERIOD_LPR to know the effective low cycle of Channel 3 


input waveform. Write 1 to CH3_IntSts will clear this bit. 


CH2_Pol 

This bit is used in capture mode in order to identify the transition 

of the input waveform when interrupt is generated. When bit is 
10 1, please refer to PWM2_PERIOD_HPR to know the effective high 

cycle of Channel 2 input waveform. Otherwise, please refer to 

PWM2_PERIOD_LPR to know the effective low cycle of Channel 2 


input waveform. Write 1 to CH2_IntSts will clear this bit. 


CH1_Pol 

This bit is used in capture mode in order to identify the transition 
of the input waveform when interrupt is generated. When bit is 
1, please refer to PWM1_PERIOD_HPR to know the effective high 
cycle of Channel 1 input waveform. Otherwise, please refer to 
PWM1_PERIOD_LPR to know the effective low cycle of Channel 1 
input waveform. Write 1 to CH1_IntSts will clear this bit. 


CHO_Pol 

This bit is used in capture mode in order to identify the transition 
of the input waveform when interrupt is generated. When bit is 
1, please refer to PWMO_PERIOD_HPR to know the effective high 
cycle of Channel 0 input waveform. Otherwise, please refer to 
PWMO_PERIOD_LPR to know the effective low cycle of Channel 0 


input waveform. Write 1 to CHO_IntSts will clear this bit. 


W1 CH3_pwr_IntSts 
7 C 0x0 1'bO: Channel 3 power key Interrupt not generated 
1'b1: Channel 3 power key Interrupt generated 


6:4 |RO_|oxo reserved 


W1 CH3_IntSts 
3 C 0x0 1'bO: Channel 3 Interrupt not generated 
1'b1: Channel 3 Interrupt generated 
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CH2_IntSts 

1'bO: Channel 2 Interrupt not generated 
1'b1: Channel 2 Interrupt generated 
CH1_IntSts 


1'bO: Channel 1 Interrupt not generated 
1'b1: Channel 1 Interrupt generated 
CHO_IntSts 

1'bO: Channel 0 Interrupt not generated 
1'b1: Channel 0 Interrupt generated 


PWM_INT EN 
Address: Operational Base + offset (0x0044) 


CH3_Int_en 
1'bO: Channel 3 Interrupt disabled 
1'b1: Channel 3 Interrupt enabled 
CH2_Int_en 
1'bO: Channel 2 Interrupt disabled 
1'b1: Channel 2 Interrupt enabled 
CH1_Int_en 
1'bO: Channel 1 Interrupt disabled 
1'b1: Channel 1 Interrupt enabled 
CHO_Int_en 
1'bO: Channel O Interrupt disabled 
1'b1: Channel 0 Interrupt enabled 


PWM _ FIFO CTRL 
Address: Operational Base + offset (0x0050) 
eset Value 
reserved 
dma_ch_sel 
2'b00: Select PWMO 


13:12;}RW {0x0 2'b01: Select PWM1 
2'b10: Select PWM2 
2'b11: Select PWM3 


i |RO_joxo reserved 
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| Bit _|Attr| Reset Value 


dma_ch_sel_en 
1'bO: Disabled. Select the channel PWM3 to FIFO mode and DMA 
10 RW |0x0O mode. 
1'b1: Enabled. Use dma_ch_sel to select the channel to FIFO 
mode and DMA mode. 
timeout_en 
p few foe roumentensble, 
dma_mode_en 
1'bO: Disabled 
oxo 


7___|RO_|oxo 
almost_full_watermark 
Watermark full interrupt. 
When high, an interrupt asserts when the FIFO overflow. 
When high, an interrupt asserts when the FIFO is full. 
ee BAe 
When high, PWM FIFO mode is activated. 


PWM_FIFO INTSTS 
Address: Operational Base + offset (0x0054) 


PWM_FIFO TOUTTHR 
Address: Operational Base + offset (0x0058) 


Bit |Attr] Reset Value 
31:20|RO_|0x000 


timeout_threshold 
19:0 |RW 7 
19:0 Jaw saueaas FIFO timeout value (Unit: pwm clock). 


PWM_ VERSION ID 
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Address: Operational Base + offset (Ox005C) 


Bit |Attr} Reset Value Description 


main_version 
Main version 
31:24)RW |0x02 8'h0:Base version 
8'hi:Support DMA mode 
8'h2:Support DMA mode and Power key mode 


minor_version 

Minor version 

svn_version 
15: RW 11B 7 


PWM_ FIFO 
Address: Operational Base + offset (0x0060) 


Bit |Attr| Reset Value 


pol 

This bit indicates the polarity of the lower 31-bit counter. 
31 0x0 

1'bO: Low 

1'b1: High 

cycle_cnt 
30:0 0x00000000 |This 31-bit counter indicates the effective cycles of high/low 

waveform. 


PWM_PWRMATCH CTRL 
Address: Operational Base + offset (0x0080) 


[it [attr[Reset Value] —=SSS*~*~«éi iescription SSSCSC~C~S~S~* 
31:16|RO_[0x0000 


CH3_pwrkey_int_ctrl 
15 RW {0x0 1'bO: Assert interrupt after key capture with power key match 
1'b1: Assert interrupt after key capture without power key match 


14:12/RO_|oxo reserved 


CH3_pwrkey_capture_ctrl 
11 RW /|0x0 1'bO: Capture the value after interrupt 
1'b1: Capture the value directly 


10:8 |RO_|oxo reserved 


CH3_pwrkey_polarity 
7 RW {0x0 1'bO: PWM in polarity is positive 
1'b1: PWM in polarity is negative 


6:4 [RO |oxo reserved 


CH3_pwrkey_enable 
3 RW |0x0 1'bO: Disabled 
1'b1: Enabled 


2:0 |RO |oxo reserved 


PWM PWRMATCH LPRE 
Address: Operational Base + offset (0x0084) 
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| Bit |Attr| Reset Value 


cnt_max 
31:16)/RW |0x238c 7 : 
The maximum counter value. 


cnt_min 
15:0 |RW |0x22c4 a 
The minimum counter value. 


PWM PWRMATCH HPRE 
Address: Operational Base + offset (0x0088) 


| Bit |Attr] Reset Value 


nt_m 
31:16/RW |Ox11f8 ae 
The maximum counter value. 
nt_min 
15:0 |RW |/0x1130 hee ; 
The minimum counter value. 


PWM_PWRMATCH LD 
Address: Operational Base + offset (Ox008C) 


Bit [attr [Reset Value 


cnt_max 
31:16)/RW |0x0294 a : 
The maximum counter value. 
cnt_min 
15:0 |JRW |OxOicc ee 
The minimum counter value. 


PWM PWRMATCH HD ZERO 
Address: Operational Base + offset (0x0090) 


Bit |Attr| Reset Value 


nt_m 
31:16/RW |0x0294 eieeade 
The maximum counter value. 
cnt_min 
15:0 |JRW |OxOicc Tie. 
The minimum counter value. 


PWM_PWRMATCH HD ONE 
Address: Operational Base + offset (0x0094) 


Bit [attr [Reset Value 


cnt_max 
31:16)/RW |0x06fe x ; 
The maximum counter value. 
cnt_min 
15:0 |RW |0x0636 ee 
The minimum counter value. 


PWM PWRMATCH VALUEO 
Address: Operational Base + offset (0x0098) 


Bit |Attr| Reset Value 


31:0 IRW |/ox00000000 pwrkey_match_value 
Power key match value O. 


PWM PWRMATCH VALUE1 
Address: Operational Base + offset (Ox009C) 
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| Bit |Attr| Reset Value 


k tch | 
31:0 [RW loxooo00000 |PYTSS¥_Match_value 
Power key match value 1. 
PWM_PWRMATCH_ VALUE2 
Address: Operational Base + offset (Ox00A0) 


| Bit_[attr| Reset Value | Description 
k tch_val 
31:0 [RW |oxoo000000 |PYIXSy_match_value 
Power key match value 2. 
PWM _PWRMATCH VALUE3 
Address: Operational Base + offset (Ox00A4) 


| Bit |Attr| Reset Value | Description 
k tch_value 
31:0 [RW loxooo00000 |PYTSS¥_Match_valu 
Power key match value 3. 
PWM PWRMATCH VALUE4 
Address: Operational Base + offset (Ox00A8) 


Bit [Attr[Reset Value] ——SS~S~Céi scription ——SSCSC=*” 
key_match_value 
31:0 [RW loxooo00000 |PYTSS¥_match_valu 
Power key match value 4. 
PWM _PWRMATCH VALUE5 
Address: Operational Base + offset (OxOOAC) 


| Bit |Attr|Reset Value] = iéeescription 
k tch_val 
31<0: RW: |oxoo00000G. [PSY Nat ans 
Power key match value 5. 
PWM PWRMATCH VALUEG6 
Address: Operational Base + offset (Ox0OBO) 


| Bit [Attr|ResetValue/ sé escription 
key_match_value 
31:0 IRw |oxooo0o000 |PYTCY_Maten_valu 
Power key match value 6. 
PWM PWRMATCH VALUE7 
Address: Operational Base + offset (Ox00B4) 


Bit [Attr[Reset Value] ——SS~S~S~Céi scription ———SSCSC~=*” 
k tch 
31:0 |RW Joxoooo0000 |PWTeY_Match_value 
Power key match value 7. 
PWM _PWRMATCH VALUES 
Address: Operational Base + offset (Ox00B8) 


| Bit |Attr| Reset Value Description 


31:0 IRW |ox00000000 pwrkey_match_value 
Power key match value 8. 
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PWM PWRMATCH VALUE9 
Address: Operational Base + offset (OxOOBC) 


| Bit_|Attr| Reset Value 


k tch_val 
31:0 [RW loxooo00000 |PYTSS¥_Match_value 
Power key match value 9. 
PWM PWM3_ PWRCAPTURE VALUE 
Address: Operational Base + offset (OxO00CC) 


| Bit |Attr|Reset Value] = (éescription 
| 
31:0 0x00000000 pwrkey_capture_value 
Power key capture value. 
PWM CHANNEL IO CTRL 
Address: Operational Base + offset (OxO00DO) 


| Bit |Attr|ResetValue| = C(escription 
31:19/RO_|0x0000 


re 
CH2_and_CH3_switch_en 
: Disabled 
: Enabled 
CH1_and_CH3_switch_en 
1'bO: Disabled 
: Enabled 
and_CH3_switch_en 
: Disabled 
: Enabled 


CH3_input_filter_enable 
1'bO: Disabled 
1'b1: Enabled 
CH2_input_filter_enable 
1'bO: Disabled 
1'b1: Enabled 
CH1_input_filter_enable 
1'bO: Disabled 
1'b1: Enabled 
CHO_input_filter_enable 
1'bO: Disabled 
1'b1: Enabled 


15.5 Interface Description 
Table 15-1 PWM Interface Description 
Module Pin Dir. Pin Name IOMUX Setting 
PWMOCHO 1/O | PWMO_MO0/CPUAVS/GPIO0_B7_d PMUGRF_GPIOOB_IOMUX_H[14:12]=3’b001 
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Module Pin Dir. Pin Name IOMUX Setting 
HDMITX_CEC_M1/PWMO0_M1/UARTO_CTSn/GPIOO_C7 
PMUGRF_GPIOOC_IOMUX_H[14:12]=3’b010 
_d 
PWM1_M0/GPUAVS/UARTO_RX/GPIOO_CO_d PMUGRF_GPIOOC_IOMUX_L[2:0]=3’b001 
PWMOCH1 1/O 12C2_SCL_M0O/SPIO_CLK_MO/PCIE20_WAKEn_M0/PW 
PMUGRF_GPIOOB_IOMUX_H[6:4]=3’b100 
M1i_M1/GPIOO_B5_u 
PWM2_M0/NPUAVS/UARTO_TX/MCU_JTAG_TDI/GPIOO 
PMUGRF_GPIOOC_IOMUX_L[6:4]=3’b001 
_Ci_d 
PWMOCH2 1/O 
12C2_SDA_M0/SPIO_MOSI_M0/PCIE20_PERSTn_MO/P 
PMUGRF_GPIOOB_IOMUX_H[10:8]=3’b100 
WM2_M1/GPIOO_B6_u 
PWM3_IR/EDP_DP_HPDIN_M1/PCIE30X1_WAKEn_M0/ 
PWMOCH3 1/0 PMUGRF_GPIOOC_IOMUX_L[2:0]=3’b001 
MCU_JTAG_TMS/GPIOO_C2_d 
PWM4/VOP_PWM_MO/PCIE30X1_PERSTn_MO/MCU_JT 
PWM1CHO 1/0 PMUGRF_GPIOOC_IOMUX_L[14:12]=3’b001 
AG_TRSTn/GPIOO_C3_d 
PWM1CH1 1/0 PWM5/SPIO_CS1_MO/UARTO_RTSn/GPIOO_C4_d PMUGRF_GPIOOC_IOMUX_H[2:0]=3’b001 
PWM6/SPIO_MISO_MO0/PCIE30X2_WAKEn_M0/GPIOO_ 
PWM1CH2 1/O PMUGRF_GPIOOC_IOMUX_H[6:4]=3’b001 
C5_d 
PWM7_IR/SPIO_CSO_MO/PCIE30X2_PERSTn_MO/GPIO 
PWM1CH3 1/O PMUGRF_GPIOOC_IOMUX_H[10:8]=3’b001 
0_C6é_d 
LCDC_D16/VOP_BT1120_D7/GMAC1_RXDO0_M0/UART 
GRF_GPIO3B_IOMUX_L[6:4]=3’b101 
4_RX_M1/PWM8_M0/GPIO3_B1i_d 
PWM2CHO 1/O 
SDMMCO_DO/UART2_TX_M1/UART6_TX_M1/PWM8_M 
GRF_GPIO1D_IOMUX_H[6:4]=3’b100 
1/GPIO1_D5_u 
LCDC_D17/VOP_BT1120_D8/GMAC1_RXD1i_M0/UART 
GRF_GPIO3B_IOMUX_L[10:8]=3’b101 
4_TX_M1/PWM9_M0/GPIO3_B2_d 
PWM2CH1 1/O 
SDMMCO_D1/UART2_RX_M1/UART6_RX_M1/PWM9_M 
GRF_GPIO1D_IOMUX_H[10:8]=3’b100 
1/GPIO1_D6_u 
LCDC_D20/VOP_BT1120_D11/GMAC1i_TXD0_M0/I2C3 
GRF_GPIO3B_IOMUX_H[6:4]=3’b101 
_SCL_M1/PWM10_M0/GPIO3_B5_d 
PWM2CH2 1/O 
SDMMCO_CMD/PWM10_M1/UART5_RX_MO/CANO_TX_ 
GRF_GPIO2A_IOMUX_L[6:4]=3’b010 
M1/GPIO2_A1_u 
LCDC_D21/VOP_BT1120_D12/GMAC1_TXD1_M0/12C3 
GRF_GPIO3B_IOMUX_H[10:8]=3’b101 
_SDA_M1/PWM11_IR_MO/GPIO3_B6_d 
PWM2CH3 1/O 


CIF_CLKOUT/EBC_GDCLK/PWM11_IR_M1/GPIO4_CO_ 
d 


GRF_GPIO4C_IOMUX_L[2:0]=3’b011 
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Module Pin Dir. Pin Name IOMUX Setting 
LCDC_D22/PWM12_M0/GMAC1_TXEN_M0/UART3_TX_ 
GRF_GPIO3B_IOMUX_H[14:12]=3’b010 
M1/PDM_SDI2_M2/GPIO3_B7_d 
PWM3CHO 1/0 
PWM12_M1/SPI3_MISO_M1/SATA1_ACT_LED/UART9_ 
GRF_GPIO4C_IOMUX_H[6:4]=3’b001 
TX_M1/12S3_SDO_M1/GPIO4_C5_d 
LCDC_D23/PWM13_M0/GMAC1_MCLKINOUT_MO/UART 
GRF_GPIO3C_IOMUX_L[2:0]=3’b010 
3_RX_M1/PDM_SDI3_M2/GPIO3_CO_d 
PWM3CH1 1/0 
PWM13_M1/SPI3_CSO_M1/SATAO_ACT_LED/UART9_R 
GRF_GPIO4C_IOMUX_H[10:8]=3’b001 
X_M1/12S3_SDI_M1/GPIO4_C6_d 
PWM14_M0/VOP_PWM_M1/GMAC1_MDC_M0/UART7_T 
GRF_GPIO3C_IOMUX_H[2:0]=3’b001 
X_M1/PDM_CLK1_M2/GPIO3_C4_d 
PWM3CH2 1/0 
PWM14_M1/SPI3_CLK_M1/CAN1_RX_M1/PCIE30X2_C 
GRF_GPIO4C_IOMUX_L[10:8]=3’b001 
LKREQn_M2/12S3_MCLK_M1/GPIO4_C2_d 
PWM15_IR_MO/SPDIF_TX_M1/GMAC1_MDIO_M0/UAR 
GRF_GPIO3C_IOMUX_H[6:4]=3’b101 
T7_RX_M1/1I2S1_LRCK_RX_M2/GPIO3_C5_d 
PWM3CH3 1/0 
PWM15_IR_M1/SPI3_MOSI_M1/CAN1_TX_M1/PCIE30 
GRF_GPIO4C_IOMUX_L[14:12]=3’b001 
X2_WAKEn_M2/12S3_SCLK_M1/GPIO4_C3_d 


Notes: Unused Module Pin is tied to zero! I=input, O=output, I/O=input/output, bidirectional 
15.6 Application Notes 


15.6.1 PWM Capture Mode Standard Usage Flow 

1. Set PWM_PWMx_CTRL.pwm_en to ‘0’ to disable the PWM channel. 

2. Choose the prescale factor and the scale factor for clk_pwm by programming 
PWM_PWMx_CTRL.prescale and PWM_PWMx_CTRL.scale, and select the clock needed by 
setting PWM_PWMx_CTRL.clk_sel and PWM_PWMx_CTRL.clk_src_sel. 

3. Configure the channel to work in the capture mode. 

4. Enable the PWM_INT_EN.chx_int_en to enable the interrupt generation. 

5. Set PWM_CHANNEL_IO_CTRL. filter_number, then Enable the PWM_CHANNEL_IO_CTRL. 
CHx_input_filter_enable(Optional). 

6. Enable the channel by writing ‘1’ to PWM_PWMx_CTRL.pwm_en bit to start the channel. 
7. When an interrupt is asserted, refer to INTSTS register to know the raw interrupt status. 
If the corresponding polarity flag is set, turn to PWM_PWMx_PERIOD_HPC register to know 
the effective high cycles of input waveforms, otherwise turn to PWM_PWMx_DUTY_LPC 
register to know the effective low cycles. 

8. Write ‘0’ to PWM_PWMx_CTRL.pwm_en to disable the channel. 

15.6.2 PWM Capture DMA Mode Standard Usage Flow 

1. Set PWM_PWMx_CTRL.pwm_en to ‘0’ to disable the PWM channel. 

2. Choose the prescale factor and the scale factor for clk_pwm by programming 
PWM_PWMx_CTRL.prescale and PWM_PWMx_CTRL.scale, and select the clock needed by 
setting PWM_PWMx_CTRL.clk_sel and PWM_PWMx_CTRL.clk_src_sel. 

3. Configure the channel 3 to work in the capture mode. 

4. Configure the PWM_FIFO_CTRL.dma_mode_en and PWM_FIFO_CTRL.fifo_mode_sel to 
enable the DMA mode. Configure PWM_FIFO_CTRL.almost_full_watermark at appropriate 
value. 

5. Configure DMAC_BUS to transfer data from PWM to DDR. 

6. Set PWM_CHANNEL_IO_CTRL.filter_number, then Enable the PWM_CHANNEL_IO_CTRL. 
CHx_input_filter_enable(Optional). 

7. Enable the channel by writing ‘1’ to PWM_PWMx_CTRL.pwm_en bit to start the channel. 
8. When a dma_req is asserted, DMAC_BUS transfer the data of effective high cycles and 
low cycles of input waveforms to DDR. 

9. Write ‘0’ to PWM_PWMx_CTRL.pwm_en to disable the channel. 
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15.6.3 PWM Power key Capture Mode Standard Usage Flow 

1. Set PWM_PWM3_CTRL.pwm_en to ‘0’ to disable the PWM channel. 

2. Choose the prescale factor and the scale factor for clk_pwm by programming 
PWM_PWM3_CTRL.prescale and PWM_PWM3_CTRL.scale, and select the clock needed by 
setting PWM_PWM3_CTRL.clk_sel. The clock should be 1 MHz after division. 

3. Configure the channel to work in the capture mode. 

4. Enable the PWM_INT_EN.CH3_int_pwr to enable the interrupt generation. 

5. Set the PWM_PWRMATCH_VALUE0~9 registers for the 10 power key match value. 

6. Set max_cnt and min_cnt of follow register: PWM_PWRMATCH_LPRE, 
PWM_PWRMATCH_HPRE, PWM_PWRMATCH_LD, PWM_PWRMATCH_HD_ ZERO, 
PWM_PWRMATCH_HD_ONE. It doesn’t need to set these registers when the default value 
can meet the requirement. 

7.Set PWM_PWRMATCH_CTRL.CH3_pwrkey_polarity for the polarity of power key signal, the 
default value is 0. Enable the PWM_PWRMATCH_CTRL.CH3_pwrkey_enable. 

8. Set PWM_CHANNEL_IO_CTRL.filter_number, then Enable the PWM_CHANNEL_IO_CTRL. 
CH3_input_filter_enable(Optional). 

9. Enable the channel by writing ‘1’ to PWM_PWM3_CTRL.pwm_en bit to start the channel. 
10. Poll INTSTS. CH3_pwr_IntSts ==1, and refer to PWM_PWM3_PWRCAPTURE_VALUE to 
know the power key capture value. 

11. Write ‘0’ to PWM_PWM3_CTRL.pwm_en to disable the channel. 

15.6.4 PWM One-shot Mode/Continuous Standard Usage Flow 

1. Set PWM_PWMx_CTRL.pwm_en to ‘0’ to disable the PWM channel. 

2. Choose the prescale factor and the scale factor for pclk by programming 
PWM_PWMx_CTRL.prescale and PWM_PWMx_CTRL.scale, and select the clock needed by 
setting PWM_PWMx_CTRL.clk_sel. 

3. Choose the output mode by setting PWM_PWMx_CTRL.output_mode, and set the duty 
polarity and inactive polarity by programming PWM_PWMx_CTRL.duty_pol and 
PWM_PWMx_CTRL.inactive_pol. 

4. Set the PWM_PWMx_CTRL.rpt if the channel is desired to work in the one-shot mode. 

5. Configure the channel to work in the one-shot mode or the continuous mode. 

6. Enable the PWM_INT_EN.chx_int_en to enable the interrupt generation if the channel is 
desired to work in the one-shot mode. 

7. If the channel is working in the one-shot mode, an interrupt is asserted after the end of 
operation, and the PWM_PWMx_CTRL.pwm_en is automatically cleared. Whatever mode the 
channel is working in, write ‘O’ to PWM_PWMx_CTRL.pwm_en bit to disable the PWM 
channel. 

15.6.5 Low-power Usage Flow 

The default value of PWM_PWMx_CTRL.force_clk_en is ‘0’ which make the channel enter the 
low-power mode. In low-power mode, When the PWM channel is inactive, the clk_pwm to 
the clock prescale module is gated in order to reduce the power consumption. User can set 
PWM_PWMx_CTRL.force_clk_en to ‘1’ which will make the channel quit the low-power mode. 
After the setting, the clk_pwm to the clock prescale module is always enable. 

15.6.6 Other notes 

When the channel is active to produce waveforms, it is free to program the 
PWM_PWMx_PERIOD_HPC and PWM_PWMx_DUTY_LPC register. User can use 
PWM_PWMx_CTRL.conlock to take period and duty effect at the same time. The usage flow 
is as follow: 

1. Set PWM_PWMx_CTRL.conlock to ‘1’. 

2. Set PWM_PWMx_PERIOD_HPC and PWM_PWMx_DUTY_LPC. 

3. Set PWM_PWMx_CTRL.conlock to ‘0’, others bits in PWM_PWMx_CTRL should be 
appropriate. 

After above configuration, the change will not take effect immediately until the current 
period ends. 

An active channel can be changed to another operation mode without disable the PWM 
channel. However, during the transition of the operation mode there may be some irregular 
output waveforms. So does changing the clock division factor when the channel is active. 
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Chapter 16 GPIO 


16.1 Overview 


GPIO is a programmable General Purpose Programming I/O peripheral. This component is an 
APB slave device. GPIO controls the output data and direction of external I/O pads. It can 
also read back the data on external pads using memory-mapped registers. 
GPIO supports the following features: 

@ 32 bits APB data bus width 

@ Upto 32 independently configurable signals 

@ Software control registers with write mask for each bit of each signal 

@ Configurable debounce logic with a slow clock to debounce interrupts 

@® Configurable interrupt mode 


16.2 Block Diagram 


GPIO 
External Data 
, vO N xpins 
Port | O 
: Interface | ] 
APB APB 1 | 
2 . Interface 
ae Interrupt Request 
; a a 
«q—! Detection 


Fig. 16-1 GPIO Block Diagram 
GPIO is comprised of: 
@ APB Interface 
The APB Interface implements the APB slave operation. Its data bus width is 32 bits. 
@ 1/0 Port Interface 
External data interface to or from I/O pads. 
@ Interrupt Detection 
Interrupt interface to or from interrupt controller. 


16.3 Function Description 


16.3.1 Data Control 

Under software control, the data and direction control for the signal are sourced from the 
port data registers (GPIO_SWPORT_DR_L/GPIO_SWPORT_DR_H) and direction control 
registers (GPIO_SWPORT_DDR_L/GPIO_SWPORT_DRR_H). 

The direction of the external I/O pad is controlled by the value of the port data direction 
registers. The data written to these memory-mapped registers gets mapped onto an output 
signal (gpio_port_ddr) of the GPIO peripheral. This output signal controls the direction of an 
external I/O pad. The default data direction is Input. 

The data written to the port data registers drives the output buffer (gpio_port_dr) of the I/O 
pad. 

External data are input on the external data signal (gpio_ext_port). Reading the external 
signal register (GPIO_EXT_PORT) shows the value of this signal, regardless of the direction. 
This register is read-only, meaning that it cannot be written from the APB software interface. 
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16.3.2 Interrupts 

I/O port can be programmed to accept external signals as interrupt sources on any of the 
bits of the signal. The type of interrupt is programmable with one of the following settings: 
@ = Active-high and level 

@ Active-low and level 

@ Rising edge 

@ Falling edge 

@ Both the rising edge and the falling edge 

The interrupts can be masked by programming the GPIO_INT_MASK_L/GPIO_INT_MASK_H 
registers. The interrupt status can be read before masking (GPIO_INT_RAWSTATUS) and 
after masking (GPIO_INT_STATUS). 

For edge-sensitive interrupts, the Interrupt Service Routine (ISR) can clear the interrupt by 
writing a 1 to the corresponding bit of the GPIO_PORT_EOI_L/GPIO_PORT_EOI_H registers. 
This write operation also clears the interrupt status and raw status registers. Writing to the 
interrupt clear registers has no effect on level-sensitive interrupts. If level-sensitive 
interrupts cause the processor to interrupt, then the ISR can poll the interrupt raw status 
register until the interrupt source disappears, or it can write to the interrupt mask register 
to mask the interrupt before exiting the ISR. If the ISR exits without masking or disabling 
the interrupt prior to exiting, then the level-sensitive interrupt repeatedly requests an 
interrupt until the interrupt is cleared at the source. 

The interrupts are combined into an active-high interrupt output signal. In order to mask the 
combined interrupt, all individual interrupts have to be masked. The single combined 
interrupt does not have its own mask bit. 

Whenever I/O port is configured for interrupts, the data direction must be set to Input. If 
the data direction is reprogrammed to Output, then any pending edge-sensitive interrupts 
are not lost. However, no new interrupts are generated, and level-sensitive interrupts are 
lost. 

Interrupt signals are internally synchronized to a system clock pclk_intr, which is connected 
to the APB bus clock pclk. Therefore, the pclk needs to be running for interrupt detection. 
16.3.3 Debounce Operation 

The external signal can be debounced to remove any spurious glitches that are less than one 
period of the external debouncing clock. 

When an input interrupt signal is debounced using a slow debounce clock (external input 
clock dbclk or internal divided clock dbclk_div), the signal must be active for a minimum of 
two cycles of the debounce clock to guarantee that it is registered. Any input pulse widths 
less than a debounce clock period are bounced. A pulse width between one and two 
debounce clock widths may or may not propagate, depending on its phase relationship to 
the debounce clock. If the input pulse spans two rising edges of the debounce clock, it is 
registered. If it spans only one rising edge, it is not registered. 

The debounce function can be controlled by programming the debounce enable registers 
(GPIO_DEBOUNCE_L/GPIO_DEBOUNCE_H), debounce clock divide enable registers 
(GPIO_DBCLK_DIV_EN_L/GPIO_DBCLK_DIV_EN_H) and debounce clock divide control 
register (GPIO_DBCLK_DIV_CON). 


16.4 Register Description 


This section describes the control/status registers of the design. Software should read and 
write these registers using 32-bits accesses. There are five GPIOs (GPIOO in PD_PMU, 
GPIO1/GPIO2/GPIO3/GPIO4 in PD_BUS), and each of them has same register group. 
Therefore, five GPIOs’ register groups have five different base addresses. 

16.4.1 Registers Summary 


Value P 


GPIO SWPORT DR L 0x0000 |W _ {0x00000000 [Port Data Register (Low 


GPIO_SWPORT DR_H 0x0004_ [W_ |0x00000000 |Port Data Register (High) 
GPIO SWPORT DDR L_ [0x0008 |W _ |0x00000000 [Port Data Direction Register (Low) 
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Reset a = 
ee 
GPIO SWPORT DDR H_ |0x000C w_ |oxoo000000 acs Direction Register 


IGPIO INT MASK LL 
IGPIO INT TYPE H__—|0x0024 
IGPIO_INT POLARITY L_ [0x0028 |W [0x00000000 |Interrupt Polarity Register (Low) 


GPIO INT BOTHEDGE H |0x0034 w_ |oxo0000000 Gane Both Edge Type Register 


GPIO_INT BOTHEDGE L |0x0030 w_ |oxoo000000 ae Both Edge Type Register 


GPIO_DEBOUNCE L 0x0038 W__ |0x00000000 |Debounce Enable Register (Low) 


W 0x00000000 |Debounce Enable Register (High 


w [oxo0000000 DBCLK Divide Enable Register 
(Low) 
w_ |oxoo000000 ae Divide Enable Register 


Ww | 

lw | 

Ww 

Ww 
GPIO_DBCLK_DIV_CON |0x0048 |W _ |0x00000001 |DBCLK Divide Control Register 
GPIO_INT STATUS 0x0050 |W _ {0x00000000 [Interrupt Status Register 

0 lw | 
Ww | 
Ww | 


GPIO DBCLK DIV EN L |0x0040 


GPIO_DBCLK _DIV_EN_H |0x0044 


IGPIO_INT RAWSTATUS  |0x0058__ |W 
IGPIO PORT EOIL __—*|0x0060__|W 
IGPIO PORT EOLH  |0x0064 |W 
IGPIO VER ID 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


16.4.2 Detail Registers Description 
GPIO SWPORT DR L 
Address: Operational Base + offset (0x0000) 


| Bit |Attr| Reset Value 


write_mask 
. Write enable for lower 16 bits, each bit is individual. 
31:16)/WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


swport_dr_low 
Output data for the lower 16 bits of I/O Port, each bit is 
individual. 
1'bO: Low 

15:0 |RW |0x0000 1'b1: High 
Values written to this register are output on the I/O signals for 
the lower 16 bits of I/O Port if the corresponding data direction 
bits for I/O Port are set to Output mode. The value read back is 
equal to the last value written to this register. 


GPIO SWPORT DR_H 
Address: Operational Base + offset (0x0004) 
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| Bit |Attr|ResetValue| Ci@eescription 


write_mask 
: Write enable for lower 16 bits, each bit is individual. 
oP TO WO Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


swport_dr_high 
Output data for the upper 16 bits of I/O Port, each bit is 
individual. 
1'bO: Low 

15:0 |RW |0x0000 1'b1: High 
Values written to this register are output on the I/O signals for 
the upper 16 bits of I/O Port if the corresponding data direction 
bits for I/O Port are set to Output mode. The value read back is 
equal to the last value written to this register. 


GPIO SWPORT DDR _L 
Address: Operational Base + offset (0x0008) 


| Bit |Attr|/ResetValue| Ci escription = 


write_mask 
: Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


swport_ddr_low 
Data direction for the lower 16 bits of I/O Port, each bit is 
individual. 

15:0 |RW /0x0000 1'bO: Input 
1'b1: Output 
Values written to this register independently control the direction 
of the corresponding data bit in the lower 16 bits of I/O Port. 


GPIO_ SWPORT DDR_H 
Address: Operational Base + offset (Ox000C) 


| Bit |Attr| Reset Value, 


Pi escription sd 
write_mask 
. Write enable for lower 16 bits, each bit is individual. 
31:16)/WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


swport_ddr_high 
Data direction for the upper 16 bits of I/O Port, each bit is 
individual. 

15:0 |RW |/0x0000 1'bO: Input 
1'b1: Output 
Values written to this register independently control the direction 
of the corresponding data bit in the upper 16 bits of I/O Port. 


GPIO_ INT EN _L 
Address: Operational Base + offset (0x0010) 


| Bit |Attr|/ResetValue| Ci eescription = 


write_mask 
: Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


Copyright 2022 © Rockchip Electronics Co., Ltd. 655 


RK3568 TRM-Part1 


| Bit |Attr|ResetValue| Ci eescription 


int_en_low 
Allows each bit of the lower 16 bits of I/O Port to be configured 
for interrupts. 
1'bO: Interrupt is disabled 
: 1'b1: Interrupt is enabled 

BOE 07 RW ORCON Whenever a 1 is written to a bit of this register, it configures the 
corresponding bit on I/O Port to become an interrupt source; 
otherwise, I/O Port operates as a normal GPIO signal. Interrupts 
are disabled on the corresponding bits of I/O Port if the 
corresponding data direction register is set to Output. 


GPIO INT EN H 
Address: Operational Base + offset (0x0014 


| Bit_|Attr| Reset Value 


write_mask 
: Write enable for lower 16 bits, each bit is individual. 
31:16|WO: |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


int_en_high 
Allows each bit of the upper 16 bits of I/O Port to be configured 
for interrupts. 
1'bO: Interrupt is disabled 
. 1'b1: Interrupt is enabled 

PSO" | RW. |Ox0000 Whenever a 1 is written to a bit of this register, it configures the 
corresponding bit on I/O Port to become an interrupt source; 
otherwise, I/O Port operates as a normal GPIO signal. Interrupts 
are disabled on the corresponding bits of I/O Port if the 
corresponding data direction register is set to Output. 


GPIO_ INT MASK_L 
Address: Operational Base + offset (0x0018) 


| Bit |Attr| Reset Value, 


Pit iéeeription sd 
write_mask 
. Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


int_mask_low 
Controls whether an interrupt on the lower 16 bits of I/O Port can 
create an interrupt for the interrupt controller by not masking it. 
: 1'bO: Interrupt is unmasked 

foe 0: RW Ox0Re 1'b1: Interrupt is masked 
Whenever a 1 is written to a bit in this register, it masks the 
interrupt generation capability for this signal; otherwise 
interrupts are allowed through. 


GPIO INT MASK H 
Address: Operational Base + offset (0x001C 


| Bit |Attr|/Reset Value| Ci eescription 


write_mask 
. Write enable for lower 16 bits, each bit is individual. 
31:16)/WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr|ResetValue| Ci@eescription 


int_mask_high 
Controls whether an interrupt on the upper 16 bits of I/O Port can 
create an interrupt for the interrupt controller by not masking it. 
’ 1'bO: Interrupt is unmasked 

BOD, |W Ox R00 1'b1: Interrupt is masked 
Whenever a 1 is written to a bit in this register, it masks the 
interrupt generation capability for this signal; otherwise 
interrupts are allowed through. 


GPIO_ INT TYPE L 
Address: Operational Base + offset (0x0020) 


| Bit |Attr| Reset Value, 


fC escription 
write_mask 
; Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


int_type_low 
Controls the type of interrupt that can occur on the lower 16 bits 
of I/O Port. 
1'bO: Level-sensitive 

pony RW ORGEoe 1'b1: Edge-sensitive 
Whenever a 1 is written to a bit of this register, it configures the 
interrupt type to be edge-sensitive; otherwise, it is level- 
sensitive. 


GPIO INT TYPE H 
Address: Operational Base + offset (0x0024 


| Bit_|Attr| Reset Value 


write_mask 
; Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


int_type_high 
Controls the type of interrupt that can occur on the upper 16 bits 
of I/O Port. 
1'bO: Level-sensitive 

Pon0" RW: | Ox8008 1'b1: Edge-sensitive 
Whenever a 1 is written to a bit of this register, it configures the 
interrupt type to be edge-sensitive; otherwise, it is level- 
sensitive. 


GPIO INT POLARITY L 
Address: Operational Base + offset (0x0028) 


| Bit |Attr| Reset Value 


write_mask 
: Write enable for lower 16 bits, each bit is individual. 
31-16) WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr|ResetValue| Ci@eescription 


int_polarity_low 
Controls the polarity of edge or level sensitivity that can occur on 
the lower 16 bits of I/O Port. 
1'bO: Active-low 

BOD, |W Ox R00 1'b1: Active-high 
Whenever a 1 is written to a bit of this register, it configures the 
interrupt type to rising-edge or active-high sensitive; otherwise, 
it is falling-edge or active-low sensitive. 


GPIO_ INT POLARITY _H 
Address: Operational Base + offset (Ox002C) 


| Bit |Attr| Reset Value, 


Pe —i‘“‘é#éOScription Cd 
write_mask 
; Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


int_polarity_high 
Controls the polarity of edge or level sensitivity that can occur on 
the upper 16 bits of I/O Port. 
1'bO: Active-low 

Se BECO aoe 1'b1: Active-high 
Whenever a 1 is written to a bit of this register, it configures the 
interrupt type to rising-edge or active-high sensitive; otherwise, 
it is falling-edge or active-low sensitive. 


GPIO INT BOTHEDGE L 
Address: Operational Base + offset (0x0030 


| Bit_|Attr| Reset Value 


write_mask 
; Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


int_bothedge_low 
Controls the edge type of interrupt that can occur on the lower 16 
bits of I/O Port. 
1'bO: Disable both-edge detection 
1'b1: Enable both-edge detection 
Whenever a particular bit is programmed to 1, it enables the 
. generation of interrupts on both the rising edge and the falling 

BOO RW Ox 000 edge of an external input signal corresponding to that bit on I/O 
Port. The values programmed in the registers int_type_low and 
int_polarity_low for this particular bit are not considered when 
the corresponding bit of this register is set to 1. Whenever a 
particular bit is programmed to O, the interrupt type depends on 
the value of the corresponding bits in the int_type_low and 
int_polarity_low registers. 


GPIO INT BOTHEDGE H 
Address: Operational Base + offset (0x0034) 


| Bit |Attr| Reset Value 


write_mask 
: Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 
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| Bit |Attr|ResetValue| ss Ci@eescription 


int_bothedge_high 
Controls the edge type of interrupt that can occur on the upper 
16 bits of I/O Port. 
1'bO: Disable both-edge detection 
1'b1: Enable both-edge detection 
Whenever a particular bit is programmed to 1, it enables the 
. generation of interrupts on both the rising edge and the falling 

SEM EY Ieee edge of an external input signal corresponding to that bit on I/O 
Port. The values programmed in the registers int_type_high and 
int_polarity_high for this particular bit are not considered when 
the corresponding bit of this register is set to 1. Whenever a 
particular bit is programmed to O, the interrupt type depends on 
the value of the corresponding bits in the int_type_high and 
int_polarity_high registers. 


GPIO_ DEBOUNCE L 
Address: Operational Base + offset (0x0038) 


| Bit |Attr| Reset Value, 


Pt escription sd 
write_mask 
; Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


debounce_low 
Controls whether an external signal of the lower 16 bits of I/O 
Port that is the source of an interrupt needs to be debounced to 
remove any spurious glitches. 

15:0 |RW |0x0000 1'bO: Disable debounce 
1'b1: Enable debounce 
Writing a 1 to a bit in this register enables the debouncing 
circuitry. A signal must be valid for two periods of an external 
clock before it is internally processed. 


GPIO DEBOUNCE H 
Address: Operational Base + offset (Ox003C 


| Bit_|Attr| Reset Value 


write_mask 
. Write enable for lower 16 bits, each bit is individual. 
3116 IWO |/0x0000 1'bO: Write access disable 
1'b1: Write access enable 


debounce_high 
Controls whether an external signal of the lower 16 bits of I/O 
Port that is the source of an interrupt needs to be debounced to 
remove any spurious glitches. 

15:0 |RW |0x0000 1'bO: Disable debounce 
1'b1: Enable debounce 
Writing a 1 to a bit in this register enables the debouncing 
circuitry. A signal must be valid for two periods of an external 
clock before it is internally processed. 


GPIO DBCLK_DIV_EN L 
Address: Operational Base + offset (0x0040) 
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| Bit |Attr|ResetValue| —Ci@eescription 


write_mask 
: Write enable for lower 16 bits, each bit is individual. 
oP TO WO Ox0000 1'bO: Write access disable 
1'b1: Write access enable 


dbclk_div_en_low 
Controls whether to use the internal divided clock when debounce 
function is enabled for an external signal of the lower 16 bits of 
I/O Port. 
1'bO: Disable divider for debounce clock 
1'b1: Enable divider for debounce clock 

15:0: / RW: 0x0000 Whenever a 1 is written to a bit of this register, the clock divided 
from dbclk is used as debounce clock; otherwise, the original 
dbclk is used. The clock divide factor depends on the register 
dbclk_div_con. The values programmed in this register for this 
particular bit are not considered when the corresponding bit of 
the register debounce_low is set to 0. 


GPIO DBCLK DIV EN H 
Address: Operational Base + offset (0x0044) 


| Bit |Attr| Reset Value 


write_mask 
. Write enable for lower 16 bits, each bit is individual. 
SL ate iWO' |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


dbclk_div_en_high 
Controls whether to use the internal divided clock when debounce 
function is enabled for an external signal of the upper 16 bits of 
I/O Port. 
1'bO: Disable divider for debounce clock 
1'b1: Enable divider for debounce clock 

TOE BS 020000 Whenever a 1 is written to a bit of this register, the clock divided 
from dbclk is used as debounce clock; otherwise, the original 
dbclk is used. The clock divide factor depends on the register 
dbclk_div_con. The values programmed in this register for this 
particular bit are not considered when the corresponding bit of 
the register debounce_high is set to 0. 


GPIO DBCLK DIV CON 

Address: Operational Base + offset (0x0048 

| Bit |Attr/ResetValue| ss —“‘CSCSC‘é escrito 
31:24[RO [0x00 ——sireserved eC“ —“‘“‘“(“(CS*S*C*C*C*C*C*C~C~C~C~C~C~C~C~C~C~C~C~C~C~dCYS 


. dbclk_div_con 
0x000001 —labcik_div = dbclk / (dbclk_div_con + 1) 


GPIO_INT STATUS 
Address: Operational Base + offset (0x0050) 


| Bit |Attr|ResetValue|  —— “s—“‘“‘W*éCéi scription =—— (Cd 
: int_status 
31:0 RO OxNO000808 Interrupt status of I/O Port. 


GPIO INT RAWSTATUS 
Address: Operational Base + offset (0x0058) 


| Bit _|Attr| Reset Value 


. int_rawstatus 
31:0 |Ro- oxo ennoeoe Interrupt raw status of I/O Port (premasking bits). 
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GPIO PORT EOI L 
Address: Operational Base + offset (0x0060) 


| Bit |Attr| Reset Value, 


Pf C—i—“‘ééOScription 
write_mask 
: Write enable for lower 16 bits, each bit is individual. 
31:16)WO |0x0000 1'bO: Write access disable 
1'b1: Write access enable 


port_eoi_low 
Controls the clearing of edge type interrupts from the lower 16 
bits of I/O Port. 
1'bO: Nothing 
15:0 R/W 0x0000 1'b1: Clear edge-sensitive interrupt 

™ 1SC When a 1 is written into a corresponding bit of this register, the 
interrupt is cleared and the bit is self cleared at once. Writing to 
this register has no effect on level-sensitive interrupts. All 
interrupts are cleared when I/O Port is not configured for 
interrupts. 


GPIO PORT EOI H 
Address: Operational Base + offset (0x0064) 


| Bit _|Attr| Reset Value 


write_mask 
: Write enable for lower 16 bits, each bit is individual. 
ah ToWO | 0x0000 1'bO: Write access disable 
1'b1: Write access enable 


port_eoi_high 
Controls the clearing of edge type interrupts from the upper 16 
bits of I/O Port. 
1'bO: Nothing 
15:0 R/W 0x0000 1'b1: Clear edge-sensitive interrupt 

™ 1SC When a 1 is written into a corresponding bit of this register, the 
interrupt is cleared and the bit is self cleared at once. Writing to 
this register has no effect on level-sensitive interrupts. All 
interrupts are cleared when I/O Port is not configured for 
interrupts. 


GPIO EXT PORT 
Address: Operational Base + offset (0x0070 


| Bit _|Attr| Reset Value 


ext_port 
31:0 Ox00000000 |This register always reflects the value of the signals on the 
external I/O Port. 


GPIO_ VER_ID 
Address: Operational Base + offset (0x0078) 


| Bit |Attr| Reset Value 


: ver_id 


16.5 Interface Description 
Table 16-1 GPIO Interface Description 
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Module Pin Dir. Pad Name IOMUX Setting 
GPIOO Interface 
gpio0_port[3:0] 1/O GPIOO_A[3:0] PMUGRF_GPIOOA_IOMUX_L[15:0]=16’hO 
gpio0_port[7:4] 1/O GPIOO_A[7:4] PMUGRF_GPIOOA_IOMUX_H[15:0]=16’h0 
gpioO_port[11:8] 1/O GPIOO_B[3:0] PMUGRF_GPIOOB_IOMUX_L[15:0]=16’h0O 
gpioO_port[15:12] 1/O GPIOO_B[7:4] PMUGRF_GPIOOB_IOMUX_H[15:0]=16’h0O 
gpioO_port[19:16] 1/O GPIOO_C[3:0] PMUGRF_GPIOOC_IOMUX_L[15:0]=16’hO 
gpio0_port[23:20] 1/O GPIOO_C[7:4] PMUGRF_GPIOOC_IOMUX_H[15:0]=16’hO 
gpioO_port[27:24] 1/O GPIOO_D[3:0] PMUGRF_GPIOOD_IOMUX_L[15:0]=16’h0O 
gpioO_port[31:28] I/O GPIOO_D[7:4] PMUGRF_GPIOOD_IOMUX_H[15:0]=16’hO 
GPIO1 Interface 
gpiol_port[3:0] 1/O GPIO1_A[3:0] GRF_GPIO1A_IOMUX_L[15:0]=16’h0O 
gpio1_port[7:4] I/O GPIO1_A[7:4] GRF_GPIO1A_IOMUX_H[15:0]=16’h0O 
gpiol_port[11:8] I/O GPIO1i_B[3:0] GRF_GPIO1B_IOMUX_L[15:0]=16’h0 
gpiol_port[15:12] 1/O GPIO1_B[7:4] GRF_GPIO1B_IOMUX_H[15:0]=16’hO 
gpio1_port[19:16] I/O GPIO1_C[3:0] GRF_GPIO1C_IOMUX_L[15:0]=16’hO 
gpiol_port[23:20] 1/O GPIO1_C[7:4] GRF_GPIO1C_IOMUX_H[15:0]=16’hO 
gpiol_port[27:24] 1/O GPIO1_D[3:0] GRF_GPIO1D_IOMUX_L[15:0]=16’h0O 
gpiol_port[31:28] 1/O GPIO1_D[7:4] GRF_GPIO1D_IOMUX_H[15:0]=16’hO 
GPIO2 Interface 
gpio2_port[3:0] 1/O GPIO2_A[3:0] GRF_GPIO2A_IOMUX_L[15:0]=16’h0O 
gpio2_port[7:4] 1/O GPIO2_A[7:4] GRF_GPIO2A_IOMUX_H[15:0]=16’h0O 
gpio2_port[11:8] 1/O GPIO2_B[3:0] GRF_GPIO2B_IOMUX_L[15:0]=16’h0O 
gpio2_port[15:12] 1/O GPIO2_B[7:4] GRF_GPIO2B_IOMUX_H[15:0]=16’hO 
gpio2_port[19:16] I/O GPIO2_C[3:0] GRF_GPIO2C_IOMUX_L[15:0]=16’hO 
gpio2_port[23:20] I/O GPIO2_C[7:4] GRF_GPIO2C_IOMUX_H[15:0]=16’hO 
gpio2_port[27:24] I/O GPIO2_D[3:0] GRF_GPIO2D_IOMUX_L[15:0]=16’h0 
gpio2_port[31:28] 1/O GPIO2_D[7:4] GRF_GPIO2D_IOMUX_H[15:0]=16’hO 
GPIO3 Interface 
gpio3_port[3:0] 1/O GPIO3_A[3:0] GRF_GPIO3A_IOMUX_L[15:0]=16’h0O 
gpio3_port[7:4] 1/O GPIO3_A[7:4] GRF_GPIO3A_IOMUX_H[15:0]=16’h0O 
gpio3_port[11:8] 1/O GPIO3_B[3:0] GRF_GPIO3B_IOMUX_L[15:0]=16’h0O 
gpio3_port[15:12] 1/O GPIO3_B[7:4] GRF_GPIO3B_IOMUX_H[15:0]=16’hO 
gpio3_port[19:16] 1/O GPIO3_C[3:0] GRF_GPIO3C_IOMUX_L[15:0]=16’hO 
gpio3_port[23:20] 1/O GPIO3_C[7:4] GRF_GPIO3C_IOMUX_H[15:0]=16’hO 
gpio3_port[27:24] 1/O GPIO3_D[3:0] GRF_GPIO3D_IOMUX_L[15:0]=16’h0O 
gpio3_port[31:28] 1/O GPIO3_D[7:4] GRF_GPIO3D_IOMUX_H[15:0]=16’hO 
GPIO4 Interface 
gpio4_port[3:0] 1/O GPIO4_A[3:0] GRF_GPIO4A_IOMUX_L[15:0]=16’h0O 
gpio4_port[7:4] 1/O GPIO4_A[7:4] GRF_GPIO4A_IOMUX_H[15:0]=16’h0O 
gpio4_port[11:8] 1/O GPIO4_B[3:0] GRF_GPIO4B_IOMUX_L[15:0]=16’h0 
gpio4_port[15:12] 1/O GPIO4_B[7:4] GRF_GPIO4B_IOMUX_H[15:0]=16’hO 
gpio4_port[19:16] 1/O GPIO4_C[3:0] GRF_GPIO4C_IOMUX_L[15:0]=16’hO 
gpio4_port[23:20] 1/O GPIO4_C[7:4] GRF_GPIO4C_IOMUX_H[15:0]=16’hO 
gpio4_port[27:24] 1/O GPIO4_D[3:0] GRF_GPIO4D_IOMUX_L[15:0]=16’h0O 
gpio4_port[31:28] 1/O GPIO4_D[7:4] GRF_GPIO4D_IOMUX_H[15:0]=16’hO 


Notes: Unused Module Pin is tied to zero! I=input, O=output, I/O=input/output, bidirectional 


16.6 Application Notes 


@ Reading from an unused location or unused bits in a particular register always returns 
zeros. There is no error mechanism in the APB. 
@ Programming the GPIO registers for interrupt detection should be completed prior to 


enabling the interrupts in order to prevent spurious glitches on the interrupt output 
signal to the interrupt controller. 
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Chapter 17 SAR-ADC 


17.1 Overview 


The ADC is a 6-channel signal-ended 10-bit Successive Approximation Register (SAR) A/D 
Converter. It uses the supply and ground as it reference which avoid use of any external 
reference. It converts the analog input signal into 10-bit binary digital codes at maximum 
conversion rate of 1MSPS with 12MHz A/D converter clock. 


17.2 Block Diagram 


Successive- 


Approximation 
Control and Registers ] 


D/A REFP (VDDA_SARADC) 
Converter 


Fig. 17-1 SAR-ADC Block Diagram 
Successive-Approximate Register and Control Logic Block 
This block is exploited to realize binary search algorithm, storing the intermediate result and 
generate control signal for analog block. 
Comparator Block 
This block compares the analog input SARADC_AIN[2:0] with the voltage generated from 
D/A Converter, and output the comparison result to SAR and Control Logic Block for binary 
search. Three level amplifiers are employed in this comparator to provide enough gain. 


APB 
Interface 


SARADC_AIN[2:0] 


17.3 Function Description 


In RK3568, SAR-ADC works at single-sample operation mode. 

This mode is useful to sample an analog input when there is a gap between two samples to 
be converted. In this mode START is asserted only on the rising edge of CLKIN where 
conversion is needed. At the end of every conversion EOC signal is made high and valid 
output data is available at the rising edge of EOC. The detailed timing diagram will be shown 
in the following. 


17.4 Register Description 


17.4.1 Internal Address Mapping 
Slave address can be divided into different length for different usage, which is shown as 
follows. 


17.4.2 Registers Summary 


Reset or 
Name |_ offset |size Value ee 
SARADC_DATA oxo000 |w_ |oxoo000000 [this register contains the data 
after A/D Conversion 


SARADC_STAS 0x0004 w_ |oxo0000000 the status register of A/D 

pera racers Converter 

SARADC_CTRL 0x0008 w_ |oxo0000000 Poe Cone ony eg tener 
Converter 
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Reset oe 
[name | otek [sce] SStg | Desciton 


delay between power up and start 
SARADC DLY PU SOC 0x000C w_ |oxoo000008 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


17.4.3 Detail Registers Description 

SARADC DATA 

Address: Operational Base + offset (0x0000 

Bit | Attr| Reset Value 

31:10|RO [0x000000 [resewed—SOSCSC—S—“‘~s—‘“—s—‘“‘“‘“‘ SSS 


adc_data 
ager mee A/D value of the last conversion (DOUT[9:0]). 


SARADC_ STAS 

Address: Operational Base + offset (0x0004) 

| Bit |Attr| Reset Value Description 

[31:1 [RO |0x00000000 |reserved 


adc_status 

ADC status (EOC). 
RW |0x0 1'bO: ADC stop 

1'b1: Conversion in 


SARADC_ CTRL 
Address: Operational Base + offset (0x0008) 


| Bit |Attr|/Reset Value| Ci eescription 
[31:7 |RO_|0x0000000 


int_status 
Interrupt status. 
Bs (0X0 This bit will be set to 1 when end-of-conversion. 

Set O to clear the interrupt. 
int_en 
Interrupt enable. 

2) | Ox0 1'bO: Disable 
1'b1: Enable 


4 |RO_|oxo_ si reserved 


adc_power_ctrl 
ADC power down control bit. 
1'b0O: ADC power down 
° RY Oe 1'b1: ADC power up and reset 
Start signal will be asserted (DLY_PU_SOC + 2) sclk clock period 
later after power up. 


adc_input_src_sel 
ADC input source selection(CH_SEL[2:0]). 
3'b000: Input source 0 (SARADC_AIN[0]) 
3'b001: Input source 1 (SARADC_AIN[1]) 
2:0 |RW |Ox0 3'b010: Input source 2 (SARADC_AIN[2]) 
3'b011: Input source 3 (SARADC_AIN[3]) 
3'b100: Input source 4 (SARADC_AIN[4]) 
3'b101: Input source 5 (SARADC_AIN[5]) 
Others : Reserved 


SARADC DLY PU SOC 
Address: Operational Base + offset (Ox000C) 
| Bit [Attr|ResetValue| CC‘ cription = 
[31:6 |RO [0x0000000_|reserved Cd 
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| Bit |Attr|ResetValue| Ci@eescription 


dly_pu_soc 
. Delay between power up and start command. 
any “ae The start signal will be asserted (dly_pu_soc + 2) sclk clock 
period later after power up. 


17.5 Timing Diagram 


Conversion N 


saradc_clk | 


saradc_sel[2:0] 


saradc_soc 


saradc_eoc 


tsadc_dout[9:0] __dout(N-2) dout(N-1) dout(N) 


Fig. 17-2 SAR-ADC Timing Diagram in Single-sample Conversion Mode 
The following table shows the detail value for timing parameters in the above diagram. 
Table 17-1 SAR-ADC Timing Parameters List 


Clock Frequency fCLK 26 MHz 
Clock Period tCLK 38 ns 
Conversion Time 13 tCLK 
Setup Time of soc 
; Ts 0.2 0.5 ns 
signal 
Hold Time of soc 
; Th 0.2 0.5 ns 
signal 
High Level Time of 
. Teoc 1 tCLK 
eoc signal 
Time Interval 
between Transition of 
eal tselt 1 tCLK 
sel[2:0] and Rising 
Edge of 1st clock 
Time Interval 
between Transition of 
- tsel2 2 tCLK 
sel[2:0] and Rising 
Edge of 1st clock 


17.6 Application Notes 


Steps of adc conversion: 

@ Write SARADC_CTRL[3] as 0 to power down ADC converter. 

Write SARADC_CTRL[2:0] as n to select ADC channel(n). 

Write SARADC_CTRL[5] as 1 to enable ADC interrupt. 

Write SARADC_CTRL[3] as 1 to power up ADC converter. 

Wait for ADC interrupt or poll SARADC_STAS register to assert whether the conversion 
is completed. 

Read the conversion result from SARADC_DATA[9:0]. 

Note: The A/D converter was designed to operate at maximum 1MHz. 
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Chapter 18 Temperature-Sensor ADC (TS-ADC) 


18.1 Overview 


TS-ADC Controller module supports user-defined mode and automatic mode. User-defined 

mode refers, TSADC all the control signals entirely by software writing to register for direct 

control. Automatic mode refers to the module automatically poll TSADC output, and the 

results were checked. If you find that the temperature High in a period of time, an interrupt 

is generated to the processor down-measures taken; if the temperature over a period of 

time High, the resulting TSHUT gave CRU module, let it reset the entire chip, or via GPIO 

give PMIC. 

TS-ADC Controller supports the following features: 

@ Support User-Defined Mode and Automatic Mode 

@ In User-Defined Mode, start-of-conversion can be controlled completely by software, 
and also can be generated by hardware 

@ In Automatic Mode, the temperature of alarm(high/low temperature) interrupt can be 
configurable 

@ In Automatic Mode, the temperature of system reset can be configurable 

@ Support to 2 channel TS-ADC(CPU and GPU), the temperature criteria of each channel 
can be configurable 

@ In Automatic Mode, the time interval of temperature detection can be configurable 

@ In Automatic Mode, when detecting a high temperature, the time interval of 
temperature detection can be configurable 

@ High temperature debounce can be configurable 

@ -40~125°C temperature range and 5°C temperature resolution 

@ 12-bit SARADC up to 732 S/s sampling rate 


18.2 Block Diagram 


TS-ADC controller comprises with: 
@ APB Interface 
@ TS-ADC control logic 


TSADC_CON 
( ) TSADC APB ( » 
FF | | controll erent © ee 
TSADC BUS R/W APB BUS 


Fig. 18-1 TS-ADC Controller Block Diagram 
18.3 Function Description 


18.3.1 AHB Interface 

There is an APB Slave interface in TS-ADC Controller, which is used to configure the TS-ADC 
Controller registers and look up the temperature from the temperature sensor. 

18.3.2 TS-ADC Controller 

This block is exploited to realize binary search algorithm, storing the intermediate result and 
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generate control signal for analog block.This block compares the analog input with the 
voltage generated from D/A Converter, and output the comparison result to SAR and Control 
Logic Block for binary search. Three level amplifiers are employed in this comparator to 
provide enough gain. 


18.4 Register Description 


18.4.1 Internal Address Mapping 
Slave address can be divided into different length for different usage, which is shown as 
follows. 


18.4.2 Registers Summary 


Reset ae 
| __Name |, offset._ size Value BS CoeHon 
TSADC_USER CON 0x0000 w_ |oxoo000200 the control register of A/D 
converter 


TSADC_AUTO CON 0x0004 |W [0x00000000 |TSADC auto mode control register 
TSADC_INT EN 0x0008_ [W_ |0x00000000 |TSADC interrupts enable control 
TSADC_INT PD 0x000C [W_ |0x00000000 |TSADC interrupts status 


0 
this register contains the data 
TSADC DATAO 0x0020 w_ |oxoo000000 from CHO after A/D conversion 
this register contains the data 
TSADC _DATA1 0x0024 0x00000000 from CH1 after A/D conversion 


TSADC COMP1_INT 0x0034 


0x00000000 TSADC high temperature level for 
source 1 
TSADC highshut temperature level 
Tsapc compo sHuT —|oxoo40 _|w _[oxo0000000 
TSADC_COMP1 SHUT __|0x0044 w_ Joxoo000000 TSADC highshut temperature level 
for source 1 
ae HIGHT_INT_DEBO|), oo60 w_ |oxo0000003 high temperature debounce 
TSADC_HIGHT TSHUT D ly qg64 w_ |oxo0000003 shut temperature debounce 


EBOUNCE 

TSADC AUTO PERIOD 0x0068_ [|W _ |0x00010000 |TSADC auto access period 
TSADC_ AUTO PERIOD _H TSADC auto access period when 
TSADC_COMPO_LOW_INT |0x0080 w_ |oxo0000000 ain FeMmper ohare Jevel tor 
TSADC_COMP1_LOW_INT |0x0084 w_ Joxo0000000 ee ery or 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


18.4.3 Detail Registers Description 

TSADC USER CON 

Address: Operational Base + offset (0x0000) 

| Bit |Attr| Reset Value Description 
31:16|RO_|0x0000__[reserved 


adc_status 


W 
TSADC_ COMPO _INT 0x0030 w_ Joxo0000000 TSADE high. temperature level for 
ace near Femara eee mee oe source 0 


15 RW |0x0 1'bO: ADC stop 
1'b1: Conversion in progress 


: inter_pd_soc 
Ox008 Interleave between power down and start of conversion. 
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| Bit |Attr|ResetValue| Ci@eescription 


start 

When software write 1 to this bit , start_of_conversion will be 
5 RW {0x0 assert. 

This bit will be cleared after TSADC access finishing. 

When TSADC_USER_CON[4] = 1'b1 take effect. 

start_mode 

Start mode. 

1'bO: Tsadc controller will asert start_of_conversion after 
4 RW |0x0 ie 

inter_pd_soc" cycles 
1'b1: The start_of_conversion will be controlled by 
TSADC_USER_CON[5] 


adc_power_ctrl 
3 RW {0x0 1'b0: ADC power down 
1'b1: ADC power up and reset 
adc_input_src_sel 
. 3'b000: Input source 0 (SARADC_AIN[0]) 
2a0> - BING OX 3'b001: Input source 1 (SARADC_AIN[1]) 
Others: Reserved 


TSADC AUTO CON 
Address: Operational Base + offset (0x0004) 


| Bit |Attr|Reset Value] CiDeescription 
31:26|RO [0x00 [reserved 


last_tshut_2cru 
TSHUT status. 

25 RW |0x0 This bit will set to 1 when tshut is valid, and only be cleared when 
application write 1 to it. 
This bit will not be cleared by system reset. 
last_tshut_2gpio 
TSHUT status. 

RW /|0x0 This bit will set to 1 when tshut is valid, and only be cleared when 

application write 1 to it. 
This bit will not be cleared by system reset. 
reserved 


ce | reserved 
oxo fiboractoce 
7 few po 1'b0: AUTO_PERIOD is used 
1'b1: AUTO_PERIOD_HT is used 


auto_status 
RW |0x0 1'bO: Auto mode stop 
| Auto mode in progress 
115:14{RO [Oxo si reserved 
srci_lIt_en 
RW |0x0 1'bO: Do not care low temperature of source 0 
1'b1: Enable the low temperature monitor of source 0 
srcO_It_en 
12 RW |0x0 1'bO: Do not care low temperature of source 0 
1'b1: Enable the low temperature monitor of source 0 
11:9 [RO |OxO_ si [reserved 


tshut_prolarity 
RW /|0x0 1'bO: Low active 
1'b1: High active 


7:6 |RO 0x0 __—[reserved 
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| Bit |Attr|ResetValue| Ci escription 


srcl_en 

5 rw loxo 1'bO: Do not care the temperature of source 1 
1'b1: If the temperature of source 0 is too high , TSHUT will be 
valid 
srcO_en 

4 Rw lox0 1'bO: Do not care the temperature of source 0 
1'b1: If the temperature of source 0 is too high , TSHUT will be 
valid 


3:2 |RO |OxO reserved 


tsadc_q_sel 
1'bO: Use tsadc_q as output(positive temperature coefficient) 

1 Rw lox0 1'b1: Use(4096- tsadc_q) as output (negative temperature 
coefficient) 
RK3399 is negative temprature coefficient, so please set this bit 
as 1'bi 
auto_en 

RW {0x0 1'bO: TSADC controller works at user-define mode 

1'b1: TSADC controller works at auto mode 


TSADC INT EN 
Address: Operational Base + offset (0x0008 


| Bit_|Attr| Reset Value 
31:17|RO_[0x0000 


eoc_int_en 
Eoc_interrupt enable in user defined mode 
oS, RWS 0xe 1'b0: Disable 
1'b1: Enable 
15:14[RO [Oxo freserved 


It_inten_srcl 

Low temperature interrupt enable for srci. 
oo RW ORE 1'b0: Disable 

1'b1: Enable 

It_inten_srcO 

Low temperature interrupt enable for srcO. 
Her 1B OX 1'b0: Disable 

1'b1: Enable 


]41:10/RO_|OxO_ [reserved 


tshut_2cru_en_srcl 
1'bO: TSHUT output to cru disabled. TSHUT output will always 
RW |0x0 
keep low 
1'b1: TSHUT output works 
tshut_2cru_en_srcO 
1'bO: TSHUT output to cru disabled. TSHUT output will always 
RW |0x0 
keep low 
1'b1: TSHUT output works 
7:6 [RO [Oxo reserved 
tshut_2gpio_en_srcl 
5 Rw lox0 1'bO: TSHUT output to gpio disabled. TSHUT output will always 
keep low 
1'b1: TSHUT output works 
tshut_2gpio_en_srcO 
4 rw loxo 1'b0O: TSHUT output to gpio disabled. TSHUT output will always 
keep low 
1'b1: TSHUT output works 
reserved 


3:2 |RO 0x0 __—reserved 
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| Bit |Attr|ResetValue| —Ci@eescription 


ht_inten_srcl 

High temperature interrupt enable for srci. 
a pica hese 1'bO: Disable 

1'b1: Enable 


ht_inten_srcO 

High temperature interrupt enable for srcO. 
pk bee 1'b0: Disable 

1'b1: Enable 


TSADC_INT PD 
Address: Operational Base + offset (OxO000C 
Bit_{Attr| Reset Value|__________Deseription _| 
ie iia | 
po finsbiew 
1s ew po This bit will be set to 1 when end-of-conversion. 
Set 0 to clear the interrupt. 


15:14|RO_|0x0___—|reserved 


reserved 

It_irq_srcl 

When TSADC output is lower than COMP_INT_LOW, this bit will 

RW {0x0 be valid, which means temperature is low, and the application 

should in charge of this. 

write 1 to it , this bit will be cleared. 

It_irq_srcO 

When TSADC output is lower than COMP_INT_LOW, this bit will 
12 RW /|0x0O be valid, which means temperature is low, and the application 

should in charge of this. 

write 1 to it , this bit will be cleared. 


11:6 |RO_|Ox0O [reserved 


tshut_o_srcl 
TSHUT output status 

5 Rw lox0 When TSADC output is bigger than COMP_SHUT, this bit will be 
valid, which means temperature is VERY high, and the application 
should in charge of this. 
write 1 to it , this bit will be cleared. 
tshut_o_srcO 
TSHUT output status 

4 Rw lox0 When TSADC output is bigger than COMP_SHUT, this bit will be 
valid, which means temperature is VERY high, and the application 
should in charge of this. 
write 1 to it , this bit will be cleared. 

3:2 |RO [Oxo si reserved 
ht_irq_src1 
When TSADC output is bigger than COMP_INT, this bit will be 

1 RW /|0x0 valid, which means temperature is high, and the application 
should in charge of this. 
write 1 to it , this bit will be cleared. 
ht_irq_srcO 
When TSADC output is bigger than COMP_INT, this bit will be 

RW /|0x0 valid, which means temperature is high, and the application 

should in charge of this. 
write 1 to it , this bit will be cleared. 


TSADC_DATAO 
Address: Operational Base + offset (0x0020) 
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| Bit |Attr|Reset Value| Ci@eescription 
31:12|/RO_|0x00000 


adc_data 
11:0 |RW |0x000 Adc data. 
A/D value of the channel 0 last conversion (DOUT[11:0]) 


TSADC DATA1 

Address: Operational Base + offset (0x0024 

| Bit |Attr[ResetValue|  ———<s—“‘;S™~SCéi scription — 
[31:12[RO |0x00000_—sireserved — —“‘“‘“(“‘(“(‘(‘(#‘;(NCCOCOOOCd 


adc_data 
11:0 |RW |0x000 Adc data. 
A/D value of the channel 1 last conversion (DOUT[11:0]) 


TSADC COMPO INT 

Address: Operational Base + offset (0x0030 

| Bit |Attr[ResetValue|  ———<s——“‘“‘;C™Céi scription 
[31:12/RO_|0x00000__—sireserved — — —“‘“‘(‘“(“(CS*C*C*C*C*C*C*C*C*C*C*C*C*C*C*C*C*C*C*C*C*C;C™C‘i*dC 


tsadc_comp_srcO 
TSADC high temperature level. 
11:0 |RW |0x000 TSADC output is bigger than tsadc_comp, means the 
temperature is high. 
TSADC_INT will be valid. 


TSADC COMP1 INT 

Address: Operational Base + offset (0x0034) 

| Bit [Attr|ResetValue|  —————C‘iescription = 
[31:12[RO_|0x00000_—sireserved 


tsadc_comp_srcl 
TSADC high temperature level. 
11:0 |RW |0x000 TSADC output is bigger than tsadc_comp, means the 
temperature is high. 
TSADC_INT will be valid. 


TSADC COMPO SHUT 

Address: Operational Base + offset (0x0040) 

| Bit [Attr|ResetValue| CC‘ scription = 
[31:12[RO_|Oxo0000_—sifreserved 


tsadc_comp_srcO 
TSADC high temperature level. 
11:0 |RW |0x000 TSADC output is bigger than tsadc_comp, means the 
temperature is too high. 
TSHUT will be valid. 


TSADC_COMP1_ SHUT 

Address: Operational Base + offset (0x0044) 

| Bit [Attr|ResetValue| Ci‘ @Scriptiom 
[31:12|RO_[0x00000_—sireserved 


tsadc_comp_srcl 
TSADC high temperature level. 
11:0 |RW |0x000 TSADC output is bigger than tsadc_comp, means the 
temperature is too high. 
TSHUT will be valid. 


TSADC_HIGHT_ INT DEBOUNCE 
Address: Operational Base + offset (0x0060) 
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| Bit |Attr|Reset Value| Cieescription 
31:8 |RO_|0x000000 


debounce 
7:0 |RW {0x03 TSADC controller will only generate interrupt or TSHUT when 
temperature is higher than COMP_INT for "debounce" times. 


TSADC HIGHT TSHUT DEBOUNCE 

Address: Operational Base + offset (0x0064 

| Bit |Attr[ResetValue| =< —“(;‘“;C Ci escription 
[31:8 [RO |Ox000000__—i[reserved — — —“‘“‘(‘“(“(“(##;“#;$;‘;!....OC( _N”™;C(‘idz 


debounce 
7:0 |RW {0x03 TSADC controller will only generate interrupt or TSHUT when 
temperature is higher than COMP _SHUT for "debounce" times. 


TSADC AUTO PERIOD 
Address: Operational Base + offset (0x0068 


| Bit_|Attr| Reset Value 


auto_period 
31:0 }|RW |0Ox00010000 |When auto mode is enabled, this register controls the interleave 
between every two accessing of TSADC. 


TSADC_ AUTO PERIOD HT 

Address: Operational Base + offset (Ox006C) 

| Bit |Attr| Reset Value, 

auto_period 

This register controls the interleave between every two accessing 
of TSADC after the temperature is higher than COMP_SHUT or 
COMP_INT. 


31:0 |RW |0x00010000 


TSADC COMPO LOW_INT 


Address: Operational Base + offset (0x0080) 
| Bit [Attr|ResetValue| Ci escription = — 
[31:12[RO_|Oxo0000_—sifreserved 
tsadc_comp_srcO 
TSADC low temperature level. 
11:0 |RW |0x000 TSADC output is lower than tsadc_comp, means the 
temperature is low. 
TSADC_LOW_INT will be valid. 


TSADC_COMP1_LOW_INT 


Address: Operational Base + offset (0x0084) 


| Bit |Attr|/Reset Value| Ci eescription 
[31:12|RO_|0x00000 


tsadc_comp_srcl 


TSADC low temperature level. 

11:0 |RW |0x000 TSADC output is lower than tsadc_comp, means the 
temperature is low. 
TSADC_LOW_INT will be valid. 


18.5 Application Notes 


18.5.1 Channel Select 
The system has two Temperature Sensors, channel 0 is for CPU and channel 1 is for GPU. 
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18.5.2 Single-Sample Conversion 
To start the temperature sensor, the bandgap circuit, the related voltage buffers and ADC 
should be enabled successively 


tsadc_tsen_en_ 


etl _y 
tsadc_ana_reg0/1/2 = 
«—_t2__y 


tsadc_en 
4 t3 > 


tsadc_sample 2 f 
tsadc_sel[1:0] x 00 
tsadc_data_valid 


tsadc_data[9-:0] x 


Fig. 18-2 Start Flow to Enable the Sensor and ADC 
Table 1-1 gives requirement for start timing. t1 is the time interval between the rising edge 
of tsadc_tsen_en and the rising edge of tsadc_ana_reg_0/1/2, which should be no less than 
10us. t2 is the time interval between the rising edge of tsadc_ana_reg_0/1/2 and the rising 
edge of tsadc_en. t3 is time interval between the rising edge of tsadc_en and the rising edge 
of tsadc_sample, which should be no less than 90us 
Table 18-1 Start Timing Specification 


Parameter Min Typ Max 
tl 10us 

t2 Ous 

t3 90us 


18.5.3 Temperature-to-Code Mapping 
Table 18-2 Temperature Code Mapping 


retapspataree) Temperature Sensor Output 

Min Typ Max 
-40 7 2512 - 
-35 7 2476 - 
-30 - 2444 - 
-25 - 2408 - 
-20 - 2376 5 
-15 - 2340 - 
-10 - 2308 7 
-5 = 2272 7 
0 - 2240 - 
5 7 2204 - 
10 - 2172 - 
15 - 2140 - 
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Toapersnaeces Temperature Sensor Output 
Min Typ Max 
20 = 2104 > 
25 - 2072 - 
30 - 2036 - 
35 - 2004 - 
40 - 1968 : 
45 - 1936 - 
50 - 1900 7 
55 - 1868 - 
60 - 1832 - 
65 - 1796 - 
70 7 1764 p 
75 - 1728 - 
80 - 1696 : 
85 - 1660 - 
90 - 1628 - 
95 - 1596 - 
100 - 1560 : 
105 - 1524 - 
110 = 1492 7 
115 - 1460 - 
120 = 1424 . 
125 - 1392 - 


18.5.4 User-Define Mode 


In user-define mode, the PD_DVDD and CHSEL_DVDD are generate by setting register 
TSADC_USER_CON, bit[3] and bit[2:0]. In order to ensure timing between PD_DVDD 
and CHSEL_DVDD, the CHSEL_DVDD must be set before the PD_DVDD. 

In user-define mode, you can choose the method to control the 
START_OF_CONVERSION by setting bit[4] of TSADC_USER_CON. If set to 0, the 
start_of_conversion will be assert after “inter_pd_soc” cycles, which could be set by 
bit{11:6] of TSADC_USER_CON. And if start_mode was set 1, the start_of_conversion 
will be controlled by bit[5] of TSADC_USER_CON. 

Software can get the four channel temperature from TSADC_DATAn (n=0,1,2,3). 


18.5.5 Automatic Mode 
You can use the automatic mode with the following step: 


Set TSADC_AUTO_PERIOD to configure the interleave between every two accessing of 
TSADC in normal operation. 
Set TSADC_AUTO_PERIOD_HT to configure the interleave between every two accessing 
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of TSADC after the temperature is higher than COMP_SHUT or COMP_INT. 

@ Set TSADC_COMPn_INT(n=0,1) to configure the high temperature level, if tsadc output 
is smaller than the value, means the temperature is high, tsadc_int will be asserted. 

@ Set TSADC_COMPn_SHUT(n=0,1) to configure the super high temperature level, if 
tsadc output is smaller than the value, means the temperature is too high, TSHUT will 
be asserted. 

@ Set TSADC_INT_EN to enable the high temperature interrupt for all channel; and you 
can also set TSHUT output to GPIO to reset the whole chip; and you can set TSHUT 
output to cru to reset the whole chip. 

@ Set TSADC_HIGHT_INT_DEBOUNCE and TSADC_HIGHT_TSHUT_DEBOUNCE, if the 
temperature is higher than COMP_INT or COMP_SHUT for “debounce” times, TSADC 
controller will generate interrupt or TSHUT. 

@ Set TSADC_AUTO_CON to enable the TSADC controller. 
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Chapter 19 Pulse Density Modulation Interface Controller 


19.1 Overview 


The PDM interface controller and decoder support mono PDM format. It integrates a clock 
generator driving the PDM microphone and embeds filters which decimate the incoming bit 
stream to obtain most common audio rates. 

PDM supports the following features: 


@ Support one internal 32-bit wide and 128-location deep FIFOs for receiving audio data 

@ Support receive FIFO full, overflow interrupt and all interrupts can be masked 

@ Support configurable water level of receive FIFO full interrupt 

@ Support combined interrupt output 

@ Support AHB bus slave interface 

@ Support DMA handshaking interface and configurable DMA water level 

@ Support PDM master receive mode 

@ Support 4 paths. Each path is composed of two digital microphone channels. It can be 
used with four stereo or eight mono microphones. Each path is enabled or disabled 
independently 

@ Support 16~24 bit sample resolution 


@ Support sample rate: 
8kHz,16kHz,32kHz,64kHz,128kHz,11.025kHz,22.05kHz,44.1kHz,88.2kHz,176.4kHz,12 
kHz,24kHz,48kHz,96kHz,192kHz 

@ Support two 16-bit audio data store together in one 32-bit wide location 

@ Support 16 to 31 bit audio data left or right justified in 32-bit wide FIFO 

@ Support programmable left and right channel exchange 


19.2 Block Diagram 


pdm_receiver 


pdm_filter 


pdm_filter 
AHB_BUS PDM_IF 


x pdm_sys_if < > Ki pdm_if « NS 
pdm_filter 


DMA_IF 


4 
« pdm_filter 
pdm_fifo pdm_receiver_ctrl 


‘ i 


pdm_clk_gen 


Fig. 19-1 PDM Block Diagram 


System Interface 

The system interface implements the APB slave operation. It contains not only control 
registers of receiver inside but also interrupt and DMA handshaking interface. 

Clock Generator 

The Clock Generator implements clock generation function. The input source clock to the 
module is MCLK, and by the divider of the module, the clock generator generates CLK_PDM 
to receiver. 

Receiver 

The receiver can act as a decimation filter of PDM. And export PCM format data. 

Receive FIFO 

The Receive FIFO is the buffer to store received audio data. The size of the FIFO is 32bits x 
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128. 
19.3 Function Description 
19.3.1 AHB Interface 


There is an AHB slave interface in PDM. It is responsible for accessing registers. 


19.3.2 PDM Interface 


The PDM interface is a 5-wire interface. The PDM module can support up to four external 


stereo and eight digital microphones. 


Following shows two cases of usage of the PDM, but all configurations are possible with 


stereo and mono digital microphones. 


Left mono mic <——— 


PDM_DATAO right mono mic |< 


Left monomic ~<¢——} 


at we 


PDM_DATA1 right mono mic |< 


Leftmonomic ~d 


—a—\__ Ld 


PDM_DATA2 right mono mic |< 


Left monomic ~<d 


~— nt 


PDM_DATA3 right mono mic <t—— 


al 


PDM_CLK 


Fig. 19-2 PDM with Eight Mono MIC 


PDM 


PDM_DATAO 


—— ——_—_§ Stereo mic 3+, 


PDM_DATA1 


ee Stereo mic +1 


PDM_DATA2 


———\!_ < Stereo mic < 


PDM_DATA3 


| 


PDM_CLK 


Fig. 19-3 PDM with Four Stereo MIC 


The PDM interface consists of a serial-data shift clock output (PDM_CLK) and a serial data 
input (PDM_DATA). The clock is fanned out to both digital MICs, and both digital MICs’ 
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data(left channel and right channel) outputs share a single signal line. To share a single line, 
the digital MICs tri-state their output during one phase of the clock(high or low part of cycle, 
depending on how they are configured via their L/R input). 


PDM_CLK 


tdv t dz 


<— <> 


/ Right \ / a 
Data(R) ‘ data if \ data / \ data 


/ Left \ / : Left 
Data(L) \ data f \ data 


{right = \ / eft = \_/ right «= / eft «= / Right 
PDM_DATA \ data / \ data / \ data /\ data /\ data 


Fig. 19-4 PDM interface diagram with external MIC 
19.3.3 Digital Filter 
The external PDM MIC generates a PDM stream of bits and transfers it in one period or one 
half-period of the clock provided by the PDM. The aim of the PDM is to process data from the 
PDM interface, decimate and filter the data, and store the processed data in the FIFO. 
The four paths are identical. Each path is composed of a left and a right channel. The PDM 
interface delivers eight parallel data of 1bit. Each bit goes to a filter. The aim of the filter is 
to limit the noise and export PCM format audio data. 
19.3.4 Frequency Configuration 
MCLK is the source clock signal. PDM_CLK is the output clocks generated in the PDM and is 
fed to the external microphones. They are also the internal clock of the external 
microphones. User must take care about the frequency of PDM_CLK when selecting the 
source clock (MCLK). 


Ik 
arene o_pdm_clk 


pdm_clk 


| Frac_ 
clkdiv 0 O_asp_clk 
> 
| ete ) 
mclk staieald 
[> 0 _fifo_clk 
scan_clk 
> o_pdm_clk20x 
Int 
= ing }————__> 
> clkdiv >) gating 


Fig. 19-5 PDM Clock Structure 
Table 19-1 Relation between PDM_CLK and Sample Rate 


PDM_CLK Sample Rate 

3.072MHz 12kHz,24kHz,48kHz,96kHz,192kHz 
2.8224MHz 11.025kHz,22.05kHz,44.1kHz,88.2kHz,176.4kHz 
2.048MHz 8kHz,16kHz,32kHz,64kHz,128kHz 


19.4 Register Description 


19.4.1 Internal Address Mapping 
Slave address can be divided into different length for different usage, which is shown as 


follows. 
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19.4.2 Registers Summary 


Name Offset /|Size Description 


PDM_HPF_ CTRL 


[PDM DMA CTRL | 
POM INTEN 
PDM_INT ST | 
|PDM_RXFIFO DATA REG | 


PDM DATAOR REG 0x0034 w  Joxoo000000 aa Rignt Chenne! Pata 
PDM_DATAOL REG 0x0038 w Joxoo00000 ee as Left Channel Data 
PDM DATA1R REG 0x003c w_ Joxo0000000 use Rignt Channel Data 


PDM_DATAIL REG 0x0040 w Joxoo00000 ed Left Channel Data 


pcan is fant _|v [ono ROO 


PDM_ DATA VALID 0x0054 [|W |0x00000000 |PDM Path Data Valid Register 
PDM_VERSION 0x0058 |W [0x59313031 |PDM Version Register 


PDM INCR RXDR 0x0400 w Joxoo000000 Increment Address Receive FIFO 
Data Register 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access 

19.4.3 Detail Registers Description 

PDM_SYSCONFIG 

Address: Operational Base + offset (0x0000 

| Bit |Attr|Reset Value] CiéDeescription = 
[31:3 |RO_|0x00000000_|reserved 


rx_start 
RX transfer start bit 

: RWS OX? 1'bO: Stop RX transfer 
1'b1: Start RX transfer 


|i |RO_|oxo_ reserved 


rx_clr 

PDM RX logic clear 

This is a self-cleared bit. High active. 
RW {0x0 Write 1'b1: Clear RX logic 

Write 1'bO: No action 

Read 1'bi: Clear ongoing 

Read 1'bO: Clear done 


PDM_CTRLO 
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Address: Operational Base + offset (0x0004 
sjm_sel 
Store justified mode 
Can be written only when SYSCONFIG[2] is 0. 
16bit~31bit DATA stored in 32 bits width FIFO. 
If VDW select 16bit data, this bit is valid only when HWT select 
1. Because if HWT is 0, every FIFO unit contains two 16bit data 
and 32 bit space is full, it is impossible to choose justified mode. 
1'bO: Right justified 
1'b1: Left justified 
path3_en 
Path 3 enable 
1'b1: Enable 
1'bO: Disable 
path2_en 
Path 2 enable 
1'b1: Enable 
1'bO: Disable 
pathi_en 
Path 1 enable 
1'b1: Enable 
1'bO: Disable 
pathO_en 
Path O enable 


1'bi: Enable 
1'bO: Disable 


hwt_en 

Halfword word transform 

Only valid when VDW select 16bit data. 

1'bO: 32 bit data valid to AHB/APB bus. Low 16 bit for left 
channel and high 16 bit for right channel. 

1'b1: Low 16bit data valid to AHB/APB bus, high 16 bit data 
invalid 

filter_gate_en 

Filter gate enable 

If some filters not work, the filter and its corresponding memory 
clock will be gated if filter_gate_en is 1'b1, otherwise the clock 
will be still active. 

sig_scale_mode 

Signal scale mode select 

1'bO: CIC outputs the normal latitude. 

1'b1: Scale the CIC outputs to half of the normal latitude and 
scale 2 times after hpf-filter. 

int_div_20x_con 

Integer divider for PDM filter operation. 

int_div_con 

Integer divider 

Can be written only when SYSCONFIG[2] is O. 
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| Bit |Attr|ResetValue| Ci eesscription 


sample_rate_sel 
Selects which kind of sample rate. 
3'b000: 12kHz/11.024kHz/8kHz 

. 3'b001: 24kHz2/22.05kHz/16kHz 

Tees ER ANIOXS 3'b010: 32kHz 

3'b011: 48kHz/44.1kHz 
3'b100: 96kKHZ/88.2kHz/64kHz 
3'b101~3'b111: 192kHZ/176.4kHz/128kHz 


data_vlid_width 
Can be written only when SYSCONFIG[2] is O. 
Valid Data width 
O~14: Reserved 
15: 16bit 
16: 17bit 
4:0 |RW |0x17 17: 18bit 
18: 19bit 


PDM_CTRL1 
Address: Operational Base + offset (0x0008 
| Bit |Attr/ResetValue|  ———ss—“;‘“;C™SC‘~éiSeScription =——<—( tCSCSCid 
frac_div_numerator 
31:16)/RW |Ox0bb8 Fraction divider numerator 
Can be written only when SYSCONFIG[2] is O. 


frac_div_denomonator 
15:0 |RW |Oxea60 Fraction divider denominator 
Can be written only when SYSCONFIG[2] is O. 


PDM CLK CTRL 

Address: Operational Base + offset (Ox000c 

| Bit |Attr/ResetValue| = s<s—“i;‘“C;C™CéiS eScription =—_—§“ — —(iti—CSCid 
[31:16[RO |Ox0000_—si[reserved eC —“‘“‘“(CS*~*~*~*~*~C~C~CSC—C—C—S 


rx_path_select3 
RX Path Select 
: 2'b00: Path3 data from PDM dataO 
15:14)RW 0x3 2'b01: Path3 data from PDM datai 
2'b10: Path3 data from PDM data2 
2'b11: Path3 data from PDM data3 


rx_path_select2 

RX Path Select 

2'bOO: Path2 data from PDM dataO 
TSA IRW 0x2 2'bO1: Path2 data from PDM datai 

2'b10: Path2 data from PDM data2 

2'b1ii: Path2 data from PDM data3 

rx_path_select1 

RX Path Select 

2'bOO: Pathi data from PDM dataO 
TA STO}R WS 1Oxt 2'bO1: Pathi data from PDM datai 

2'b10: Pathi data from PDM data2 

2'b1ii: Pathi data from PDM data3 
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| Bit |Attr|ResetValue| Ci eesscription 


rx_path_selectO 
RX Path Select 
rw loxo 2'b00: PathO data from PDM dataO 
2'bO1: PathO data from PDM datai 
2'b10: PathO data from PDM data2 
2'b1ii: PathO data from PDM data3 
reserved ——s—“‘“‘(‘S*S*S™S™*™~™C™C™C~*CYS 


7:6 [RO [oxo reserved 
pdm_clk_en 
PDM clk enable, working at PDM mode. 
Can be written only when SYSCONFIG[2] is O. 
1'bO: PDM clk disable 
1'b1: PDM clk enable 


div_type_sel 
Divider type select signal 
Can be written only when SYSCONFIG[2] is O. 


1'bO: Fraction divider 
1'bi: Integer divider 


Left and right channel data exchange 
1'bO: Not inverted 

1'b1: Inverted 

fir_com_bps 

Fir compensate filter bypass 
1'bO: Not bypass 

1'b1: Bypass 

cic_ds_ratio 

CIC filter decimation ratio 
2'b0OO: 16 times decimation 
2'b0O1: 8 times decimation 
2'b10: 4 times decimation 
other: 8 times decimation 


PDM HPF CTRL 
Address: Operational Base + offset (0x0010) 


hpfle 

High-pass filter enable for left channel 

1'bO: High pass filter for right channel is disabled. 
1'b1: High pass filter for right channel is enabled. 
hpfre 

High-pass filter enable for right channel 

1'bO: High pass filter for right channel is disabled. 
1'b1: High pass filter for right channel is enabled. 
hpf_cf 

High-pass filter configure 

2'b00: 3.79Hz 

2'b01: 60Hz 

2'b10: 243Hz 

2'b11: 493Hz 


PDM FIFO CTRL 
Address: Operational Base + offset (0x0014) 


| Bit |Attr|Reset Value] ——Céiescription 
31:15|RO_[0x00000 
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| Bit |Attr|ResetValue/ Ci eescription 


rft 
Receive FIFO threshold 

14:8 |RW |0x00 When the number of receive FIFO entries is more than or equal 
to this threshold plus 1, the receive FIFO threshold interrupt is 
triggered. 


rfl 
7:0 0x00 Receive FIFO level 
Contains the number of valid data entries in the receive FIFO. 


PDM_DMA_ CTRL 

Address: Operational Base + offset (0x0018 

| Bit |Attr/ResetValue| ss ——“C—*é‘“CS*CéiScription — 
31:9 [RO [0x000000__—ifreserved tC i—“‘“(CS*s*S~S~C~C~C~C~C~C~C~C—C—CCCC—C—C~YS 


rde 
Receive DMA enable 

RY OSD 1'bO: Receive DMA disabled 
1'bi: Receive DMA enabled 


7 |RO_|0x0__— reserved 


reserved 
rdl 
Receive data level 

Rw loxif This bit field controls the level at which a DMA request is made 
by the receive logic. The watermark level = DMARDL+1; that is, 
dma_rx_req is generated when the number of valid data entries 
in the receive FIFO is equal to or above this field value + 1. 


PDM_INT EN 

Address: Operational Base + offset (Ox001ic) 

| Bit |Attr|ResetValue[ Ci escription 
[31:2 [RO _|0x00000000 [reserved 


rxoie 
RX overflow interrupt enable 
2 RY [0x8 1'bO: Disable 
1'b1: Enable 
rxftie 
RX full threshold interrupt enable 
Re 0X0 1'bO: Disable 
1'b1: Enable 


PDM INT CLR 

Address: Operational Base + offset (0x0020) 

| Bit |Attr|ResetValue[ Ci escription 
[31:2 [RO _|0x00000000 [reserved 


rxoic 
RX overflow interrupt clear (high active and auto cleared). 


PDM_INT ST 
Address: Operational Base + offset (0x0024 
Reset Value| —— ——“‘“CS™:C;#éeScription — 


| Bit [Attr 
31:2 |RO_|0 
rxoi 
RX overflow interrupt 
1'bO: Inactive 
1'b1: Active 
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| Bit |Attr|ResetValue/ Ci eescription 


rxfi 


RX full interrupt 
1'bO: Inactive 
1'b1: Active 


PDM RXFIFO DATA REG 
Address: Operational Base + offset (0x0030 


| Bit |Attr| Reset Value 


rxdr 
31:0 fo |oxoooeeee Receive FIFO shadow register 
When the register is read, data in the receive FIFO is accessed. 


PDM_DATAOR_REG 
Address: Operational Base + offset (0x0034) 


| Bit |Attr|Reset Value] Céiescription 


: dataOr 
31:0 |ro | POONGO008 Data of the path 0 right channel 


PDM DATAOL REG 
Address: Operational Base + offset (0x0038 


Description 
data0l 


Data of the path 0 left channel 


Address: Operational Base + offset (0x003c) 


Reset Value Description 


[Attr’| as eer ipon 
datair 
31:0 RO |ox00000000 Data of the path 1 right channel 


PDM_DATAiL REG 
Address: Operational Base + offset (0x0040) 


Reset Value 


[Attr |____________—iDeseription _ 
data1l 
31:0 RO |ox00000000 Data of the path 1 left channel 


PDM DATA2R REG 
Address: Operational Base + offset (0x0044) 


Reset Value Description 


[Attr| sen prlen 
data2r 
31:0 RO |ox00000000 Data of the path 2 right channel 


PDM_DATA2L_ REG 


Reset Value 


[Attr| Pp escription 
: data2l 
ely RO |ox00000000 Data of the path 2 left channel 


PDM DATA3R REG 
Address: Operational Base + offset (0x004c 


Reset Value 


data3r 


0x00000000 |p ata of the path 3 right channel 
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PDM DATA3L REG 
Address: Operational Base + offset (0x0050 


| Bit |Attr|Reset Value] Céiescription 


' data3l 
31:0 [Ro Bx0O000000 Data of the path 3 left channel 


PDM DATA VALID 
Address: Operational Base + offset (0x0054 
| Bit |Attr/ResetValue|  ——— (s———“;i“‘“C;C™C‘~éiS Scription =——§“ — —(ts—CSCid 
[31:4 [RO |0x0000000_ [reserved ——s—“‘“‘(‘“‘(;:S#C#C*C*C*C*C*C*C*C*C*C*C*C™CS 
pathO_vld 
WO |0x0 1'b0: DATAOR_REG, DATAOL_REG value is invalid. 
1'b1: DATAOR_REG, DATAOL_REG value is valid. 


3 
path1_vld 

2 WO |0x0 1'b0: DATA1R_REG, DATA1L_REG value is invalid. 
1'b1: DATIR_REG, DATA1L_REG value is valid. 
path2_vld 

1 WO |0x0 1'b0: DATA2R_REG, DATA2L_REG value is invalid. 
1'b1: DATA2R_REG, DATA2L_REG value is valid. 
path3_vld 

WO |0x0 1'b0: DATA3R_REG, DATA3L_REG value is invalid. 

1'b1: DATA3R_REG, DATA3L_REG value is valid. 


PDM_VERSION 
Address: Operational Base + offset (0x0058) 


| Bit |Attr[ResetValue| ss ——“‘“‘;Cé eScription — 
: version 


PDM _INCR RXDR 
Address: Operational Base + offset (0x0400) 


| Bit |Attr| Reset Value 


receive_fifo_data 
31:0 Ox00000000 |FIFO data can be read from these registers. This register is used 
when the access address is increment. 


19.5 Interface Description 


There are three groups of PDM IO interfaces embedded in the chip. Following figure shows 
the group 0, group 1 and group 2 PDM IO interface respectively. 
Table 19-2 Group 0 PDM IO Interface Description 


Module Pin Dir. Pin Name IOMUX Setting 


IO_1I2S1iIrckrxm0_UART4txm0_PDMclkOm0_AUDI 
OPWMroutp_VCCIO1GPIO1a6 


IO_1I2Sisclkrxm0_UART4rxm0_PDMclkim0_SPDIF 
txm0_VCCIO1GPIO1a4 


i_pdm_dataO I IO_12S1isdiOm0_PDMsdi0m0_VCCIO1GPIO1b3 GRF_GPIO1B_IOMUX_L[14:12]=3’b010 
IO_I2S1isdo3m0_I2S1isdi1m0_PDMsdi1im0_PCIE20 


o_pdm_clk oO GRF_GPIO1A_IOMUX_H[10:8]=3’b011 


o_pdm_clk oO GRF_GPIO1A_IOMUX_H[2:0]=3’b011 


i_pdm_data1 I Scetniae WeCIoicPiolb: GRF_GPIO1B_IOMUX_L[10:8]=3’b011 
10_12S1sdo2m0_I2S1sdi2m0_PDMsdi2m0_PCIE20 oe 
i_pdm_data2 } wakenm2_ACODECadc_sync_VCCIO1GPIO1b1 ORE GIO AE MUA Gea oes 
‘cpa aasa : 10_I2Sisdoim0_I2Sisdi3m0_PDMsdi3m0_PCIE20 | Car Gpio1B JOMUX L[2:0]=3'b011 


clkreqnm2_ACODECdac_datar_VCCIO1GPIO1b0 
Notes: I=input, O=output, I/O=input/output, bidirectional 

Table 19-3 Group 1 PDM IO Interface Description 

Module Pin Dir. Pin Name IOMUX Setting 
10_CIFd8_EBCsddo8_GMAC1itxd2m1_UARTitxm1 
_PDMclkOm1_VCCIO6GPIO3d6 
10_CIFd10_EBCsddo10_GMACitxclkm1_PDMclk1 
mi_VCCIO6GP104a0 


o_pdm_clk 10) GRF_GPIO3D_IOMUX_H[10:8]=3’b101 


o_pdm_clk oO GRF_GPIO4A_IOMUX_L[2:0]=3’b100 
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IO_CIFd9_EBCsddo9_GMAC1txd3m1_UARTirxm1 


i_pdm_data0O I _PDMsdi0m1_ VCCIO6GPIO3d7 GRF_GPIO3D_IOMUX_H[14:12]=3’b101 
. IO_CIFd11_EBCsddo11_GMAC1irxd2m1_PDMsdi1 aia tah 
i_pdm_data1 I mi. VCCIO6GPIO4a1 GRF_GPIO4A_IOMUX_L[6:4]=3’b100 

F IO_CIFd12_EBCsddo12_GMACirxd3m1_UART7tx eee 
i_pdm_data2 I m2_PDMsdi2m1_VCCIO6GPI04a2 GRF_GPIO4A_IOMUX_L[10:8]=3’b101 
i_pdm_data3 I IO_CIFd13_EBCsddo13_GMACirxclkm1_UART7rx GRF_GPIO4A_IOMUX_L[14:12]=3'b101 


m2_PDMsdi3m1_VCCIO6GP104a3 
Table 19-4 Group 2 PDM IO Interface Description 

Module Pin Dir. Pin Name IOMUX Setting 

10_PWM14m0_VOPpwmm1_GMAC1mdcm0_UART 


o_pdm_clk Oe “| eeni pa Mdiine. VECIOSEPIOSE1 GRF_GPIO3C_IOMUX_H[2:0]=3’b101 
i_pdm_dataO I AmOIeDMe one ccIOecLIGaG GRF_GPIO3B_IOMUX_L[14:12]=3'b101 
i_pdm_data1 I Me toca GRF_GPIO3B_IOMUX_H[2:0]=3'b101 
i_pdm_data2 I a EEMca aD. VCCIOC CIOS De RTS | GRF_GPIO3B_IOMUX_H[14:12]=3'b101 
= panes ; | 1O_LCDCd23_PWM13m0_GMACimdlkinoutmO_UA | Cae Gplo3c_IOMUX_L[2:0]=3'b101 


RT3rxmi_PDMsdi3m2_VCCIOS5GPIO3c0 
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19.6 Application Notes 


Disable PDM receiver 
by writing Ox0 to PDM_SYSCONFIG[2] 


Select work mode 
by writing 0x0 to PDM_CTRLO[31] 


Enable audio path, Select sample resolution 
by writing PDM_CTRLO 


Configure PDM clock 
by writing PDM_CLK_CTRL 


Configure PPM DMA 
by writing PDM_DMA_CTRL 


Configure PDM FIFO 
by writing PDM_FIFO_CTRL 


Execute a clear operation 
by writing 0x1 to PDM_SYSCONFIG[0] 


PDM_SYSCONFIG[O]=1 


Read PDM_SYSCONFIG[0] 


Enable PDM receiver 
by writing 0x1 to PDM_SYSCONFIG[2] 


Fig. 19-6 PDM Operation Flow 


Copyright 2022 © Rockchip Electronics Co., Ltd. 687 


RK3568 TRM-Part1 


Chapter 20 SPDIF Transmitter 


20.1 Overview 


The SPDIF transmitter is a self-clocking, serial, unidirectional interface for the 
interconnection of digital audio equipment for consumer and professional applications, using 
linear PCM coded audio samples. 

It provides the basic structure of the interface. Separate documents define items specific to 
particular applications. 

When used in a professional application, the interface is primarily intended to carry 
monophonic or stereophonic programmes, at a 48 kHz sampling frequency and with a 
resolution of up to 24bits per sample; it may alternatively be used to carry signals sampled 
at 32 kHz or 44.1 kHz. 

When used in a consumer application, the interface is primarily intended to carry 
stereophonic programmes, with a resolution of up to 20 bits per sample, an extension to 24 
bits per sample being possible. 

When used for other purposes, the interface is primarily intended to carry audio data 
coded other than as linear PCM coded audio samples. Provision is also made to allow the 
interface to carry data related to computer software or signals coded using non-linear 
PCM. The format specification for these applications is not part of this standard. 

In all cases, the clock references and auxiliary information are transmitted along with the 
programme. 

It supports following features: 

@ Support one internal 32-bit wide and 32-location deep sample data buffer 

@ Support two 16-bit audio data store together in one 32-bit wide location 

@ Support AHB bus interface 

@ Support biphase format stereo audio data output 

@ Support DMA handshake interface and configurable DMA water level 

@ Support sample data buffer empty and block terminate interrupt 

@ Support combine interrupt output 

@ Support 16 to 31 bit audio data left or right justified in 32-bit wide sample data buffer 
@ Support 48, 44.1, 32kHz sample rate 

@ Support 16, 20, 24 bits audio data transfer 

O. 


20.2 Block Diagram 
dma : : 
interface pete =e Wee biphase 
Audio Audio output 
Generator Generator 
(es System 
Interface 
AHB BUS 
Parallel 
_ interrupt | Audio —_ ate 
interface Buffer Poe 


Fig. 20-1 SPDIF transmitter Block Diagram 
The SPDIF is composed by: 
System Interface 
The system interface implements the AHB slave operation. It contains not only control 
registers of transmitters and receiver inside but also interrupt and DMA handshaking 
interface. 
Clock Divider 
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The clock divider implements clock generation function. It divides the the source clock MCLK 
to generate the working clock used for the digital audio data transformation and 
transmission. 

Parallel Audio Buffer 

The parallel audio buffer stores the audio data to be transmitted. The size of the FIFO is 
32bits x 32. 

Serial Audio Converter 

The serial audio converter converts the parallel audio data from the parallel audio buffer to 
the serial audio data. 

Biphase Audio Generator 

The biphase audio generator reads serial audio data from the serial audio converter and 
generates biphase audio data based on IEC-60958 standard. 


20.3 Function description 


20.3.1 Frame Format 

A frame is uniquely composed of two sub-frames. For linear coded audio applications, the 
rate of transmission of frames corresponds exactly to the source sampling frequency. 

In the 2-channel operation mode, the samples taken from both channels are transmitted by 
time multiplexing in consecutive sub-frames. The first sub-frame(left channel in 
stereophonic operation and primary channel in monophonic operation) normally use 
preamble M. However, the preamble is changed to preamble B once every 192 frame to 
identify the start of the block structure used to organize the channel status information. The 
second sub-frame (right in stereophonic operation and secondary channel in monophonic 
operation) always use preamble W. 


M left W | soright B left W | right | M left W | soright 


Ye 


re Sub-frame” ~ Sub-frame 


Frame 191 Frame 0 


\ 
| 
| 
\ 
> ti 
\ 
| 
| 
1 


on irae 


Frame 1 


~<q 
Enon nleck _______» Start of block 


Fig. 20-2 SPDIF Frame Format 
In the single channel operation mode in a professional application, the frame format is the 
same as in the 2-channel mode. Data is carried only in the first sub-frame and may be 
duplicated in the second sub-frame. If the second sub-frame is not carrying duplicate data, 
then time slot 28 (validity flag) shall be set to logical ‘1’ (not valid). 
20.3.2 Sub-frame Format 


0 3 4 7 8 27 28 29 30 31 


Preamble Aux Audio sample word Vv | Ww | ¢ | e 


Validity flag <— 
User data «———__ 
Channel status <——_____ 
Parity bit ~ 


Fig. 20-3 SPDIF Sub-frame Format 
Each sub-frame is divided into 32 time slots, numbered from O to 31. Time slot 0 to 3 
carries one of the three permitted preambles. Time slot 4 to 27 carry the audio sample word 
in linear 2's complement representation. The MSB is carried by time slot 27. When a 24-bit 
coding range is used, the LSB is in time slot 4. When a 20-bit coding range is used, time slot 
8 to 27 carry the audio sample word with the LSB in time slot 8.Time slot 4 to 7 may be 
used for other application. Under these circumstances, the bits in the time slot 4 to 7 are 
designated auxiliary sample bits. 
If the source provides fewer bits than the interface allows (either 24 or 20),the unused LSBs 
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are set to a logical ‘0’. For a non-linear PCM audio application or a data application the main 
data field may carry any other information. Time slot 28 carries the validity flag associated 
with the main data field. Time slot 29 carries 1 bit of the user data associated with the audio 


channel transmitted in the same sub-frame. Time slot 30 carries one bit of the channel 


status words associated with the main data field channel transmitted in the same sub-frame. 
Time slot 31 carries a parity bit such that time slots 4 to 31 inclusive carries an even 
number of ones and an even number of zeros. 


20.3.3 Channel Coding 


LOE OO LO 

Serial audio data ! ! 
'1 011 1/0 0:1 0:1 1:0 1:0 0: 

Biphase output | 
(start with 1) | 
'01'00:11:01:00:10:1 1. 

Biphase output | 
(start with 0) ! 
Satie 


Fig. 20-4 SPDIF Channel Coding 
To minimize the direct current component on the transmission line, to facilitate clock 


recovery from the data stream and to make the interface insensitive to the polarity of 


connections, time slots 4 to 31 are encoded in biphase-mark. 


Each bit to be transmitted is represented by a symbol comprising two consecutive binary 


states. The first state of a symbol is always different from the second state of the previous 
symbol. The second state of the symbol is identical to the first if the bit to be transmitted is 
logical ‘0’. However, it is different from the first if the bit is logical ‘1’. 


20.3.4 Preamble 


Preambles are specific patterns providing synchronization and identification of the sub- 


frames and blocks. 


To achieve synchronization within one sampling period and to make this process completely 
reliable, these patterns violate the biphase-mark code rules, thereby avoiding the possibility 


of data imitating the preambles. 


A set of three preambles is used. These preambles are transmitted in the time allocated to 
four time slots (time slots 0 to 3) and are represented by eight successive states. The first 


state of the preamble is always different from the second state of the previous symbol. 


11100010 —  od0d0111O! 
pastarein) M(start with 0) 

11100100 oO00110O1! 
W(start with 1) W(start with 0) 

11101000 —  od0010111 
B(start with 1) B(start with 0) 


Fig. 20-5 SPDIF Preamble 
Like biphase code, these preambles are dc free and provide clock recovery. They differ in at 
least two states from any valid biphase sequence. 
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20.4 Register Description 
20.4.1 Registers Summary 


Reset ae 


SPDIF REPETTION SHD |0x010C Register 


[SPDIF USRDR_SHDn | W 
Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 

20.4.2 Detail Registers Description 

SPDIF _CFGR 


Address: Operational Base + offset (0x0000 


SPDIF BURTSINFO SHD |0x0108 


MCD 

Fmclk/Fsdo 

This parameter can be calculated by Fmclk/(Fs*128). 
Fs=the sample frequency be wanted 


PCMTYPE 


VFE 
1'bO: disable 
1'bi: enable 


1'bO: Right justified 
1'b1: Left justified 
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| Bit |Attr|ResetValue| —Ci@eescription 


HWT 
1'bO: disable 
: RNP OKE 1'b1: enable 
It is valid only when the valid data width is 16bit. 


VDW 
2'b0O0O: 16bit 
: 2'bO1: 20bit 
ae ae 2'b10: 24bit 
2'b11: reserved 
The valid data width is 16bit only for non-linear PCM 


SPDIF SDBLR 

Address: Operational Base + offset (0x0004) 

| Bit [Attr|ResetValue| Ci‘ Scriptom 
[31:6 [RO |0x0000000 [reserved Cid 


SDBLR 
RW /|0x00 Contains the number of valid data entries in the sample data 
buffer. 


SPDIF DMACR 
Address: Operational Base + offset (0x0008 


| Bit |Attr/ResetValue| —Cieescription = 

[31:6 |RO_[0x0000000_|reserved 
TDE 

5 RW {0x0 1'bO: Transmit DMA disabled 

1'b1: Transmit DMA enabled 

TDL 

This bit field controls the level at which a DMA request is made by 

the transmit logic. It is equal to the watermark level; that is, the 

dma_tx_req signal is generated when the number of valid data 

entries in the Sample Date Buffer is equal to or below this field 

value 


4:0 |RW {0x00 


SPDIF INTCR 
Address: Operational Base + offset (OxO00C 


| Bit_[Attr| Reset Value 
[31:18/RO |0x0000 reserved eee 


ee" Seem 

Write 1'b1 to clear the user data interrupt. 

Bali eens 
Write 1'b1 to clear the ae 


ie hesemvedi: —— 


SDBT 
Rw | 
SDBEIE 
0x0 1'bO: disable 
1'b1: enable 


BTTIE 

When enabled, an interrupt will be asserted when the block 

transfer is finished if the channel conveys linear PCM or when the 
0x0 repetition period is reached if the channel conveys non-linear 

PCM. 

1'bO: disable 

1'b1: enable 
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| Bit |Attr|ResetValue| —Ci@eescription 


UDTIE 
1'bO: disable 

2 RW {0x0 1'b1: enable 
If enabled, an interrupt will be asserted when the content of the 
user data register is fed into the corresponding shadow register 
reserved 


1:0 [RO |oxo __—[reserved 


SPDIF INTSR 
Address: Operational Base + offset (0x0010) 
| Bit [Attr|ResetValue| CC‘ cription = 
[31:5 [RO _|Oxo000000 [reserved Sd 
SDBEIS 
4 RW |0x0 1'bO: inactive 
1'b1: active 


BITIS 

3 RW |0x0 1'bO: inactive 
1'b1: active 
UDTIS 

2 RW |0x0 1'bO: inactive 
1'b1: active 


1:0 |RO |Oxo_ reserved 


SPDIF_XFER 

Address: Operational Base + offset (0x0018 

| Bit |Attr[ResetValue|  ——<s ——“(;isé‘“C;C™C~Ciescritiom 
[31:1 [RO |0x00000000 [reserved —t—“‘(‘“C:*S™SCO™COCOCOCOCOC™C*C*C*C‘idC 


XFER 
Transfer Start Register 


SPDIF_SMPDR 
Address: Operational Base + offset (0x0020) 


| Bit |Attr|/ResetValue| Ci eescription 


. SMPDR 
ote Rw |ox00000000 Sample Data Register 


SPDIF VLDFRn 
Address: Operational Base + offset (0x0060 


SPDIF USRDRn 
Address: Operational Base + offset (0x0090 


; USR_SUB_0 
5:0 Rw foxooo0 User Data Bit for Subframe 0 


SPDIF_CHNSRn 
Address: Operational Base + offset (Ox00CO) 
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| Bit |Attr| Reset Value, 


ae __§_ SUB_1 
ek: al aa Channel Status Bit for Subframe 1 


: CHNSR_SUB_O 
xn 00k Channel Status Bit for Subframe 0 


SPDIF BURTSINFO 


Address: Operational Base + offset (0x0100 


| Bit_|Attr| Reset Value 


PD 
31:16;RW |0x0000 


Preamble Pd for non-linear pcm, indicating the length of burst 


payload in unit of bytes or bits. 


BSNUM 

15:13/RW |0x0 This field indicates the bitstream number. Usually the bitstream 
number is 0. 
DATAINFO 

pee pee field gives the data-type-dependent info 


ERRFLAG 
RW |0x0 


DATATYPE 


7'b0000000: 
7'b0000001: 
7'b0000011: 
7'b0000100: 
7'b0000101: 


extension 


7'b0000110: 
7'b0000111: 
7'b0001000: 
7'b0001001: 
7'b0001010: 
7'b0001011: 
7'b0001100: 
7'b0001101: 
7'b0001110: 
7'b0001111: 
7'b0010000: 
7'b0010001: 
7'b0010010: 
7'b0110010: 
7'b1010010: 
7'b1110010: 
7'b0010011: 
7'b0110011: 
7'b1010011: 
7'b1110011: 
7'b0010100: 
7'b0110100: 
7'b1010100: 
7'b1110100: 
7'b0010101: 
7'b0010110: 


RW |0x00 


1'bO: indicates a valid burst-payload 
1'b1: indicates that the burst-payload may contain errors 


null data 

AC-3 data 

Pause data 

MPEG-1 layer 1 data 


MPEG-1 layer 2 or 3 data or MPEG-2 without 


MPEG-2 data with extension 

MPEG-2 AAC 

MPEG-2, layer-1 low sampling frequency 
MPEG-2, layer-2 low sampling frequency 
MPEG-2, layer-3 low sampling frequency 
DTS type I 

DTS type II 

DTS type III 

ATRAC 

ATRAC 2/3 

ATRAC-X 

DTS type IV 

WMA professional type I 

WMA professional type II 

WMA professional type III 

WMA professional type IV 

MPEG-2 AAC low sampling frequency 
MPEG-2 AAC low sampling frequency 
MPEG-2 AAC low sampling frequency 
MPEG-2 AAC low sampling frequency 
MPEG-4 AAC 

MPEG-4 AAC 

MPEG-4 AAC 

MPEG-4 AAC 

Enhanced AC-3 

MAT 


others: reserved 


SPDIF REPETTION 
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Address: Operational Base + offset (0x0104 
| Bit [Attr[ResetValue|——“i*‘“;CSC*éi scription — sd 
31:16|RO |0x0000 reserved 


reserved 
REPETTION 


This define the repetition period when the channel conveys non- 


linear PCM 


SPDIF BURTSINFO SHD 
Address: Operational Base + offset (0x0108) 


| Bit |Attr| Reset Value 


0x0000 Sesniie Pd for non-linear pcm, indicating the length of burst 
payload in unit of bytes or bits. 


BSNUM 


This field indicates the bitstream number. Usually the bitstream 


number is 0. 


12:8 0x00 DATAINFO 
This field gives the data-type-dependent info 


ERRFLAG 


1'bO: indicates a valid burst-payload 
1'b1: indicates that the burst-payload may contain errors 


DATATYPE 


7'b0000000: 
7'b0000001: 
7'b0000011: 
7'b0000100: 
7'b0000101: 


extension 


7'b0000110: 
7'b0000111: 
7'b0001000: 
7'b0001001: 
7'b0001010: 
7'b0001011: 
7'b0001100: 
7'b0001101: 
7'b0001110: 
7'b0001111: 
7'b0010000: 
7'b0010001: 
7'b0010010: 
7'b0110010: 
7'b1010010: 
7'b1110010: 
7'b0010011: 
7'b0110011: 
7'b1010011: 
7'b1110011: 
7'b0010100: 
7'b0110100: 
7'b1010100: 
7'b1110100: 
7'b0010101: 
7'b0010110: 


null data 

AC-3 data 

Pause data 

MPEG-1 layer 1 data 

MPEG-1 layer 2 or 3 data or MPEG-2 without 


MPEG-2 data with extension 

MPEG-2 AAC 

MPEG-2, layer-1 low sampling frequency 
MPEG-2, layer-2 low sampling frequency 
MPEG-2, layer-3 low sampling frequency 
DTS type I 

DTS type II 

DTS type III 

ATRAC 

ATRAC 2/3 

ATRAC-X 

DTS type IV 

WMA professional type I 

WMA professional type II 

WMA professional type III 

WMA professional type IV 

MPEG-2 AAC low sampling frequency 
MPEG-2 AAC low sampling frequency 
MPEG-2 AAC low sampling frequency 
MPEG-2 AAC low sampling frequency 
MPEG-4 AAC 

MPEG-4 AAC 

MPEG-4 AAC 

MPEG-4 AAC 

Enhanced AC-3 

MAT 


others: reserved 
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SPDIF REPETTION SHD 
Address: Operational Base + offset (0x010C 


| Bit |Attr|/ResetValue| Ci eescription = 
31:16|RO_|0x0000 


REPETTION 
This register provides the repetition of the bitstream when 
. channel conveys non-linear PCM. In the design, it defines the 
po eOu Re Oncor’ length between Pa of the two consecutive data-burst. For the 
same audio format, the definition is different. Please convert the 
actual repetition in order to comply with the design. 


SPDIF USRDR SHDn 
Address: Operational Base + offset (0x0190 


| Bit_|Attr| Reset Value 


; USR_SUB_1 
31:16|RO | 0x0000 User Data Bit for Subframe 1 


; USR_SUB_0 
15:0 |ro | 0x0000 User Data Bit for Subframe O 


20.5 Interface Description 


Table 20-1 Spdif Transmitter Interface 


Module Pin Dir. Pad Name IOMUX Setting 
spdif_txm0 oO 12S1_SCLK_RX_MO0/UART4_RX_M0/PDM_CLK1i_MO/SPDIF | GRF_GPIO1A_IOMUX_H[2:0]=3’b100 
_TX_MO/GPIO1_A4_d 
spdif_txm1 oO PWM15_IR_MO/SPDIF_TX_M1/GMAC1_MDIO_MO0/UART7 GRF_GPIO3C_IOMUX_H[6:4]=3’b010 
RX_M1/12S1_LRCK_RX_M2/GPIO3_C5_d 
spdif_txm2 Oo EDP_DP_HPDIN_MO/SPDIF_TX_M2/SATA2_ACT_LED/PCIE | GRF_GPIO4C_IOMUX_H[2:0]=3’b010 
30X2_PERSTn_M2/I2S3_LRCK_M1/GPIO4_C4_d 


The output of SPDIF module which signals as spdif_8ch_sdo is also connected to the audio 
interface of HDMI. 


Table 20-2 Interface Between SPDIF And HDMI 


Module Pin Direction Module Pin Direction 
mclk_spdif_8ch O ispdifclk I 
spdif_8ch_sdo O ispdifdata I 


Notes: I=input, O=output, I/O=input/output, bidirectional 
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20.6 Application Notes 


Fig. 20-6 SPDIF transmitter operation flow chart 
The above figure shows the operation flow of SPDIF operation. Note that the configuration 
register can be written only when the transfer is stopped. 
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Chapter 2112S TDM 


21.1 Overview 


The I2S/PCM/TDM controller is designed for interfacing between the AHB bus and the I2S 
bus. 

The I2S bus (Inter-IC sound bus) is a serial link for digital audio data transfer between 
devices in the system and is invented by Philips Semiconductor. Now it is widely used by 
many semiconductor manufacturers. 

I2S bus is widely used in the devices such as ADC, DAC, DSP, CPU, etc. With the I2S 
interface, we can connect audio devices and the embedded SoC platform together and 
provide an audio interface solution for the system. 

21.1.1 Features 

There is one I2S/PCM/TDM controller and two I2S/PCM controllers embed in the system. 
These four controllers are named as I2SO, I2S1 and I2S2/ 12S3. The I2S0 is connected 
hdmi.The I2S1 supports 12S, PCM and TDM mode while the I2S2 or I2S3 supports I2S and 
PCM mode stereo audio output and input. Unless stated separately, all of the following 
features apply to I2SO, I2S1 ,I2S2 and I2S3. 

@ Support eight internal 32-bit wide and 32-location deep FIFOs, four for transmitting and 
the others for receiving audio data for I2S1 

Support two internal 32-bit wide and 32-location deep FIFOs, one for transmitting and 
the other for receiving audio data for each I2S2 and 12S3 

@ Support AHB bus interface 

@ Support 16~32 bits audio data transfer 

@ Support master and slave mode 
e 
® 


Support DMA handshaking interface and configurable DMA water level 
Support transmit FIFO empty, underflow, receive FIFO full, overflow interrupt and all 
interrupts can be masked 
@ Support configurable water level of transmit FIFO empty and receive FIFO full interrupt 
@ Support combined interrupt output 
@ Support a total of 8 channels transmitting and receiving in I2S mode at the same time 
for I2S1 
@ Support 2-channel audio transmitting and receiving in PCM mode for I2S1 
@ Support 2-channel audio transmitting and receiving in I2S mode and 2 channel in PCM 
mode for I2S2 
@ Support 2-channel audio transmitting and receiving in 12S mode and 2-channel in PCM 
mode for I2S3 
Support up to 192kHz sample rate 
Support I2S normal, left and right justified mode serial audio data transfer 
Support PCM early, latei, late2, late3 mode serial audio data transfer 
Support TDM normal, 1/2 cycle left shift , 1 cycle left shift, 2 cycle left shift, right shift 
mode serial audio data transfer for I2S1 
Support MSB or LSB first serial audio data transfer 
Support 16 to 31 bit audio data left or right justified in 32-bit wide FIFO 
Support two 16-bit audio data store together in one 32-bit wide location 
Support 2 independent LRCK signals, one for receiving and the other for transmitting 
audio data. Single LRCK can be used for transmitting and receiving data if the sample 
rate are the same 
Support configurable SCLK and LRCK polarity 
Support a range of 16 to 32 programmable slot bit width in TDM mode for I2S1 
Support a range of 32 to 512 programmable frame width in TDM mode for I2S1 
Support programmable FSYNC width in TDM mode for I2S1 
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21.2 Controller Block Diagram 


dma interface 


— 


A N 
qi» 
\ f 
AHB BUS 


A interrupt 


' interface 


System Interface 


=" 


TX FIFO 


RX FIFO 


TDM Transmitter 


TX_CTRL 


12S Transmitter 


Clock Generator 


TDM Transmitter 


RX_CTRL 


12S Transmitter 


Fig. 21-1 12S/PCM/TDM Controller (8-channel) Block Diagram 


dma interface 


————['" 


interrupt 
: interface 


System Interface 


The system interface implements the AHB slave operation. It contains not only control 
registers of transmitters and receiver inside but also interrupt and DMA handshaking 


interface. 

Clock Generator 
The Clock Generator implements clock generation function. By the divider of the module, the 
clock generator generates SCLK and LRCK to transmitter and receiver. 
Transmitters 


The Transmitters implement transmission operation. The transmitters can act as either a 


System Interface 


p 


eA 


TX FIFO 


RX FIFO 


TX_CTRL 


12S Transmitter 


N| 
Vv 


Clock Generator 


RX_CTRL 


12S Transmitter 


Lam 
oa stereo 
a audio 
output 
12S BUS 
stereo 
Li audio 
le} 
input 
xs 
a stereo 
| audio 
output 
12S BUS 
stereo 
james audio 
input 


Fig. 21-2 12S/PCM Controller (2-channel) Block Diagram 


master or a slave, with I2S, PCM or TDM mode surround serial audio interface. 
Receiver 


The Receiver implements receive operation. The receiver can act as either a master or a 


slave, with I2S, PCM or TDM mode stereo serial audio interface. 
Transmit FIFO 


The Transmit FIFO is the buffer to store transmitted audio data. The size of one FIFO is 


32bits x 32. 
Receive FIFO 
The Receive FIFO is the buffer to store received audio data. The size of one FIFO is 32bits x 


32. 
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21.3 Function description 


In the I12S/PCM/TDM or I2S/PCM controller, there are four types: transmitter-master & 
receiver-master; transmitter-master & receiver-slave; transmitter-slave & receiver-master; 
transmitter-slave & receiver-slave. 

In broadcasting application, the I2S/PCM/TDM or I2S/PCM controller is used as a transmitter 
and external or internal audio CODEC is used as a receiver. In recording application, the 
I2S/PCM/TDM or I2S/PCM controller is used as a receiver and external or internal audio 
CODEC is used as a transmitter. Either the I2S/PCM/TDM or I2S/PCM controller or the audio 
CODEC can act as a master or a slave, but if one is master, the other must be slave. 


SCLK 


I2S Transmitter Master I2S Receiver Slave 


Fig. 21-3 12S Transmitter-Master & Receiver-Slave Condition 
When the transmitter acts as a master, it sends all signals to the receiver (the slave), and 
CPU controls when to send clock and data to the receiver. When acts as a slave, SD signal 
still goes from transmitter to receiver, but SCLK and LRCK signals are from the receiver (the 
master) to the transmitter. Based on three interface specifications, transmitting data should 
be ready before transmitter receives SCLK and LRCK signals. CPU should know when the 
receiver to initialize a transaction and when the transmitter to send data. 


SCLK 


LRCK 


I2S Transmitter Slave I2S Receiver Master 


Fig. 21-4 12S Transmitter-Slave & Receiver-Master Condition 
When the receiver acts as a master, it sends SCLK and LRCK signals to the transmitter (the 
slave) and receives serial data. So CPU must tell the transmitter when to start a transaction 
for it to prepare transmitting data then start a transfer and send clock and channel-select 
signals. When the receiver acts as a slave, CPU should only do initial setting and wait for all 
signals and then start reading data. 
Before transmitting or receiving data, CPU need do initial setting to the I2S register. These 
includes CPU settings, I2S interface registers settings, and maybe the embedded SoC 
platform settings. These registers must be set before starting data transfer. 
21.3.1 I2S Normal Mode 
This is the waveform of I2S normal mode. For LRCK (i2s_Irck_rx/i2s_Irck_tx) signal, it goes 
low to indicate left channel and high to right channel. For SD (i2s_sdo, i2s_sdi) signal, it 
starts sending the first bit (MSB or LSB) one SCLK clock cycle after LRCK changes. The 


range of SD signal width is from 16 to 32bits. 
i2s_sclk | | | | | [------ {| J Ly bee I] | ake Tea [als fe teeeess { 
i2s_Irck_rx/ —[*O™ lat tel 


Right channel 


i2s_Irck_tx | 


1 i} 
i2s_sdo/ ------- ee ee ee er ee eT a ak ae a ee 
: é 0 1 21 22 23 0 i 21 22 23 0 
i2s_sdi ------- ee oe |__| _— |e 


Fig. 21-5 I2S Normal Mode Timing Format 
21.3.2 12S Left Justified Mode 
This is the waveform of I2S left justified mode. For LRCK (i2s_Irck_rx / i2s_Irck_tx) signal, it 
goes high to indicate left channel and low to right channel. For SD (i2s_sdo, i2s_sdi) signal, 
it starts sending the first bit (MSB or LSB) at the same time when LRCK changes. The range 
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of SD signal width is from 16 to 32bits. 


mscsckk | | | | | bese] 7 Typ bee) 7] ||) beeeeee | aa | 
i2s_Irck_rx/ |} ; Right channel 
12s Irck tx — Left channel 
i2s_sdo/ --+ ee 1 a 22 
: ‘ 0 1 21 22 23 0 1 21 22 23 0 1 
i2s_sdi -- ____ eee ee oe _|_-_||_—' |e 2 


Fig. 21-6 12S Left Justified Mode Timing Format 
21.3.3 I2S Right Justified Mode 
This is the waveform of I2S right justified mode. For LRCK (i2s_Irck_rx/ i2s_Irck_tx) signal, 
it goes high to indicate left channel and low to right channel. For SD (i2s_sdo, i2s_sdi) 
signal, it transfers MSB or LSB first; but what is different from I2S normal or left justified 
mode, the last bit of the transferred data is aligned to the transition edge of the LRCK signal 
while one bit is transferred at one SCLK cycle. The range of SD signal width is from 16 to 
32bits. 


i2ssclk | | | || || Ls] LILI Lu i LILI LIU 1 
i2s_Irck_rx/ 
cara — Left channel Right channel 
i2ssdo/ hae 0 | | 2 | 23 an 0 — lt a |S i 
i2s_sdi ——-------- <= rr eee |__| 


Fig. 21-7 12S Right Justified Mode Timing Format 
21.3.4 PCM Early Mode 
This is the waveform of PCM early mode. For LRCK (i2s_Irck_rx/i2s_Irck_tx) signal, it goes 
high to indicate the start of a group of audio channels. For SD (i2s_sdo, i2s_sdi) signal, it 
sends the first bit (MSB or LSB) at the same time when LRCK goes high. The range of SD 


signal width is from 16 to 32bits. 
i2s_sclk | 


i2s_Irck_rx 
fi2s_Inck tk 1 re 
(slave mode) 


i2s_Irck_rx 
/i2s_\rck_tx 


(master mode) ~<— al Always one sclk cycle in master mode 


2s sdo | 0 1 23 0 1 2B 0 1 


channel0 left channel0 right 


i2s sdi | _o i i 23 0 1 [33 0 1 


Laat 
channel0 left channel0 right no valid data 


Fig. 21-8 PCM Early Mode Timing Format 


21.3.5 PCM Late1 Mode 
This is the waveform of PCM early mode. For LRCK (i2s_Irck_rx/i2s_Irck_tx) signal, it goes 
high to indicate the start of a group of audio channels. For SD (i2s_sdo, i2s_sdi) signal, it 
sends the first bit (MSB or LSB) one SCLK clock cycle after LRCK goes high. The range of SD 
signal width is from 16 to 32bits. 

i2s_sclk | [ }------4 P| f be-----f | [|p be----- | | | ------- {} J Li] 


i2s_Irck_rx iam (agin cas ca a ae 
/i2s_Irck_tx fg ae ee 
(slave mode) : At least one sclk cycle in slave mode 


i2s_Irck_rx 
/i2s_Irck_tx 
(master mode) +e Always one sclk cycle in master mode 


i2s_sdo 0 1 x | O 1 [ 2 0 


== —-— a _ — ee ee ef 


channel0 left channel0 right 


i2s_sdi 0 1 x | ' | 2 0 


channel0 left ' channel0 right ' no valid data 


Fig. 21-9 PCM Late1 Mode Timing Format 
21.3.6 PCM Late2 Mode 
This is the waveform of PCM early mode. For LRCK (i2s_Irck_rx/i2s_Irck_tx) signal, it goes 
high to indicate the start of a group of audio channels. For SD (i2s_sdo, i2s_sdi) signal, it 
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sends the first bit (MSB or LSB)two SCLK clock cycles after LRCK goes high. The range of SD 
signal width is from 16 to 32bits. 


i2s_sclk 


i2s_Irck_rx 
/i2s_Irck_tx 
(slave mode) 


i2s_Irck_rx 
/i2s_Irck_tx 


SSSSes= qSSSSeao See ssss===— 
At least one sclk cycle in slave mode 


(master mode) 


i2s_sdo 


i2s_sdi 


—— Always one sclk cycle in master mode 
i ' i 


o|]i1 mo 


1 | 2B 


i“ 
i 
i 


channel0 left 


0 1 23 0) 


no valid data | 


channel0 left 


Fig. 21-10 PCM Late2 Mode Timing Format 


21.3.7 PCM Late3 Mode 
This is the waveform of PCM early mode. For LRCK (i2s_Irck_rx/i2s_Irck_tx) signal, it goes 
high to indicate the start of a group of audio channels. For SD (i2s_sdo, i2s_sdi) signal, it 
sends the first bit (MSB or LSB) three SCLK clock cycles after LRCK goes high. The range of 
SD signal width is from 16 to 32bits. 


channel0 right 


no valid data i 


i2s_sclk 


i2s_Irck_rx 
/i2s_Irck_tx 
(slave mode) 


At least one sclk cycle in slave mode 


i2s_Irck_rx 
/i2s_Irck_tx 
(master mode) ~ al Always one sclk cycle in master mode 


i2s_sdo 


| 0 i 23 0 1 23 
t 


channel0 left channel0 right 


i2s sdi 0 1 23 0 1 23 


no valid data channel0 left channel0 right no valid data 


Fig. 21-11 PCM Late3 Mode Timing Format 
21.3.8 TDM Normal Mode (PCM Format) 
This is the waveform of TDM normal mode. For LRCK (i2s_Irck_rx/i2s_Irck_tx) signal, it goes 
high to indicate the start of a group of audio channels. For SD (i2s_sdo, i2s_sdi) signal, it 
sends the first bit (MSB or LSB) on the second falling edge of SCLK after LRCK goes high. 
The range of SD signal width is from 16 to 32bits. 


4 i e r 
i2s_sclk | il | 1 LJ L| | [| 
i2s_Irck_rx —{<—o 
/i2s_Irck_tx leg 
(slave mode) At least one sclk cycle in slave mode 
P28cIncK IK ee 
/i2s_\rck_tx 
(master mode) * At least one sclk cycle in slave mode 
i2s sdo i gs 23 impr 23 yr 23 
~ pl >< >| 
no valid data channeld left channel0 right channell left ~ channel3 right no valid data 
i2s_sdi om ie [23 Cad cl 23 ee | 23 | 
Lal >< 
no valid data no valid data 


| } 
channel0 left channel1 left ~ channel3 right 


channelo right 


Fig. 21-12 TDM Normal Mode Timing Format (PCM Format) 
21.3.9 TDM Left Shift ModeO (PCM Format) 
This is the waveform of PCM early mode. For LRCK (i2s_Irck_rx/i2s_Irck_tx) signal, it goes 
high to indicate the start of a group of audio channels. For SD (i2s_sdo, i2s_sdi) signal, it 
sends the first bit (MSB or LSB) on the second rising edge of SCLK after LRCK goes high. 
The range of SD signal width is from 16 to 32bits. 
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i | 
ias_sclk | |_| L_| | (ie toi = a 
i2s_Irck_rx i 
/i2s_Irck_tx It 
(slave mode) At least one sclk cycle in slave mode 
i2s_Irck_rx 
/i2s_Irck_tx \ 
~<t Lal 
(master mode) At least one sclk cycle in slave mode 
i2s_sdo 0 1 23) 0 1 23) 10) 1 23 
aa! >< oo 
no valid data channel0 left channel0 right channelt left ~ channel3 right no valid data 
i2s_sdi 0 1 23 0 1 23 0 1 23 
>< >< 
no valid data channeld left no valid data 


channelo right 


"  channelt left ~ channel3 right 


Fig. 21-13 TDM Left Shift Mode 0 Timing Format (PCM Format) 
21.3.10 TDM Left Shift Mode1 (PCM Format) 
This is the waveform of PCM early mode. For LRCK (i2s_Irck_rx/i2s_Irck_tx) signal, it goes 
high to indicate the start of a group of audio channels. For SD (i2s_sdo, i2s_sdi) signal, it 
sends the first bit (MSB or LSB) on the first falling edge of SCLK after LRCK goes high. The 
range of SD signal width is from 16 to 32bits. 


i2s_sclk | 


i2s_Irck_rx 


a 


a | 


/i2s_Irck_tx le 


(slave mode) 


‘t least one sclk cycle in slave mode 


i2s_Irck_rx 


/i2s_Irck_tx | 


(master mode) 


‘t least one sclk cycle in slave mode 


i2s_sdo 


(0) 1; 23 0 at 


23 (0) 1 23 


>< 
no valid data 


>< 
channelo left 


i2s_sdi 


(0) ay 23 0 at 


channel right 


channel! left ~ channel3 right 


no valid data 


23 (0) 1 23 


Loin! 
no valid data 


<a 


channel0 left 


channel right 


channell left ~ channel3 right 


no valid data 


Fig. 21-14 TDM Left Shift Mode 1 Timing Format (PCM Format) 
21.3.11 TDM Left Shift Mode2 (PCM Format) 
This is the waveform of PCM early mode. For LRCK (i2s_Irck_rx/i2s_Irck_tx) signal, it goes 
high to indicate the start of a group of audio channels. For SD (i2s_sdo, i2s_sdi) signal, it 
sends the first bit (MSB or LSB) on the first rising edge of SCLK after LRCK goes high. The 
range of SD signal width is from 16 to 32bits. 


i { | 
i2s_sclk | |_| | t LJ I cee a ed Ore 0  D 
H2S-ARCKGT Mes a [imap i ie 
/i2s_Irck_tx “4 
(slave mode) At least one sclk cycle in slave mode 
is _Irckrx ee 
/i2s_Irck_tx 
we 
(master mode) At least one sclk cycle in slave mode 
i2s_sdo 0 al 23 10) al 23 0 al 23 
_ pi >~< >< > ; 
no valid data’ channelo left channel0 right '  Channelt left ~ channel3 right no valid data 
i2s_sdi 0 1 23 ty) 1 23 0 1 23 
=< ><a enya 
no valid data no valid data 


channelo left 


channel0 right 


> 
channel1 left ~ channel3 right 


Fig. 21-15 TDM Left Shift Mode 2 Timing Format (PCM Format) 
21.3.12 TDM Left Shift Mode3 (PCM Format) 
This is the waveform of PCM early mode. For LRCK (i2s1_Irck_rx/i2s1_Irck_tx) signal, it goes 
high to indicate the start of a group of audio channels. For SD (i2s1_sdo, i2s1_sdi) signal, it 
sends the first bit (MSB or LSB) at the same time when LRCK goes high. The range of SD 
signal width is from 16 to 32bits. 
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iassclk | | | | | 1] | be ae LI te 
i2s_Irck_rx 
/i2s_Irck_tx leg >! 
(slave mode) At least one sclk cycle in slave mode 
i2s_Irck_rx 
/i2s_Irck_tx 
jt Lal 
(master mode) At least one sclk cycle in slave mode 
i2s_sdo 0 1 23 | 0 1 23 | 0 1 es 
| >< pi< P< - 
no valid data’ channel left channel0 right channel1 left ~ channel3 right no valid data 
i2s_sdi 0 i 23 0 1 23 | 0 fi | 23 
— ! : 
no valid data channel0 left channel0 right channel1 left ~ channel3 right no valid data 


Fig. 21-16 TDM Left Shift Mode 3 Timing Format (PCM Format) 
21.3.13 TDM Normal Mode (12S Format) 
This is the waveform of I2S normal mode. For SD (i2s_sdo, i2s_sdi) signal, it starts sending 
the first bit (MSB or LSB)on the first falling edge of SCLK after LRCK changes. The range of 
SD signal width is from 16 to 32bits. 
tdm_txctrl[17]/td Ae Se [ 17]=1 : 


i2st_sclk | LJ | | [1 LI 
i2s_Irck_rx | 
/i2s_Irck_tx 
eed i= 1 23 | 0 i 23 | 0 1 23 0 1 23 | o 1 2a | o 1 23 
i2s_sdo 
ia: mle >< - > >< >< >< > 
no valid data channel0 left channel0 right channell left ~ channel3 right © valid data channeld left channel0 right channel left ~ channel3 right 
i [ { 
i2s_sclk | | 1 1 LI | LI- LI LI 
i2s_Irck_rx | 
/i2s_\rck_tx 
bce im a 3308 [0 a 23 | 0 1 [23 0 1 za | io 1 [2 | © 1 23 
i2s_sdo 
= p< >< >< iat > ld | 
no valid data channel0 left channelt left channel? left ~ channeta lef 80 valid data channel0 right channell right channel2 right ~ channel3 right 


Fig. 21-17 TDM Normal Mode Timing Format (12S Format) 
21.3.14 TDM Left Justified Mode (I2S Format) 
This is the waveform of I2S left justified mode. For SD (i2s_sdo, i2s_sdi) signal, it starts 
sending the first bit (MSB or LSB) at the same time when LRCK changes. The range of SD 
signal width is from 16 to 32bits. 


slotO “ slot1 iol slot2 + slot3 i slota “ slotS + sloté os slot7 
< frame 
tdm_txctrl[17]/tdm_rxctrl[17]=1: 
i2s_sclk PLL | LI t PLU | FLELS 
i2s_Irck_rx 
/i2s_Irck_tx 
i2s_sdi 1 23 ° 1 2B 0 1 2B cal | 23 0 aT 23 0 1 L2 | 
f2s_sdo_— > > <——___ >| > > 
no valid data channel0 left channel0 right channell left ~ channel3 right channeld left channel0 right channel left ~ channel3 right 
tdm_txctrl[17]/tdm_rxctrl[17]=0: 
i2s_sclk | FLELS Pu — E+ LEU 
i2s_Irck_rx -—— 
/i2s_Irck_tx — 
i2s_sdi ome et [23 [0 1 23 oa al] 23 0 1 23 ol al | zal 0 1 [23 
fids_sdo “ — = >< i 
no valid data channel left channell left channel2 left ~ channel left channel0 right channel1 right channel2 right ~ channel3 right 


Fig. 21-18 TDM Left Justified Mode Timing Format (12S Format) 
21.3.15 TDM Right Justified Mode (I2S Format) 
This is the waveform of I2S right justified mode. For SD (i2s_sdo, i2s_sdi) signal, it transfers 
MSB or LSB first; but what is different from I2S normal or left justified mode. The range of 
SD signal width is from 16 to 32bits. 


slotO u slot1 slot2 t slot3 t slota slotS | slot6 slot7 


tdm_txctrl[17]/tdm_rxctrl[17]=1: 
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i2s_sclk PLILU t | LI t PLE LT 1 ar = 


i2s_Irck_rx i | — 
/i2s_Irck_tx — 


2s _sdi 0 | | 23 0 ii 23 0 aj 2B to) i] 23 0 1 [ 2 | 
/i2s_sdo T 
no valid dat 


channelOleft =| channelOright. = SSS chanel left ~channel3 right. «= ==—S*«hanmel eft’ = || channeloright =| | channelt left ~channel3 right 


tdm_txctrl[17]/tdm_rxctrl[17]=0: 
Lhe | 


i2s_sclk | | 


i2s_Irck_rx ] a 
/i2s_Irck_tx. — 


pee ne 23 02 ea le 2B a2] ee ee 
/i2s_sdo : 


novaliddata channelOleft. = channel eft «=| S| channel2 left ~channel3 left. =««=——S(harnelrright, =|} channeltright =| channel? right ~ channel3 right 


Fig. 21-19 TDM Right Justified Mode Timing Format (12S Format) 
21.4 Register description 


21.4.1 Internal Address Mapping 
Slave address can be divided into different length for different usage, which is shown as 
follows. 


21.4.2 Registers Summary 


Reset seas 
ee 
12S TDM 8CH TXCR 0x0000 w_ |ox72000000 Transmit Operation Control 
Sas Register 
12S TDM 8CH RXCR 0x0004 w_ |oxo1csooo0 Sao ag Control 


12S TDM_8CH DMACR | 
12S TDM 8CH XFER | 
12S TDM 8CH CLR | 
12S_TDM_8CH_RXFIFOLR | 


I2S_ TDM _8CH TDM _TXC TDM Mode Transmit Operation 
oon jw _|oxoooo0000 Control Register 
I2S_ TDM 8CH TDM RXC TDM Mode Receive Operation 
ee xeon w__|oxoooo0000 Control Register 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 

21.4.3 Detail Registers Description 

I2S TDM 8CH TXCR 

Address: Operational Base + offset (0x0000 


| Bit |Attr|Reset Value] CiDeescription 
31 |RO_ [oxo reserved 


TX_PATH_SEL3 

TX Path Select 3 

2'b00: Sdo3 output data from pathO 
30:29|RW |0x3 2'b01: Sdo3 output data from path1 

2'b10: Sdo3 output data from path2 

2'b1i1: Sdo3 output data from path3 

Note: When TDM mode, only pathO enable. 


Copyright 2022 © Rockchip Electronics Co., Ltd. 705 


RK3568 TRM-Part1 


| Bit |Attr|ResetValue| Ci@eescription 


TX_PATH_SEL2 

TX Path Select 2 

2'b00: Sdo2 output data from pathO 
28:27|RW 2'b01: Sdo2 output data from pathi 

2'b10: Sdo2 output data from path2 

2'b11: Sdo2 output data from path3 

Note: When TDM mode, only pathO enable. 

TX_PATH_SEL1 

TX Path Select 1 

2'b00: Sdol output data from pathO 
26:25|/RW 2'b01: Sdoi output data from path1 

2'b10: Sdoi output data from path2 

2'b11: Sdoi output data from path3 

Note: When TDM mode, only pathO enable. 


TX_PATH_SELO 

TX Path Select 0 

2'b00: SdoO output data from pathO 
24:23/RW 2'b01: SdoO output data from pathi 

2'b10: SdoO output data from path2 

2'bi1: SdoO output data from path3 

Note: When TDM mode, only pathO enable. 


RCNT 
Can be written only when XFER[O] bit is 0. 
22:17/RW Only valid in 12S Right justified format and slave TX mode is 
selected. 
Start to transmit data RCNT sclk cycles after left channel valid. 


Note: Only function when TX TFS[1]=0. 


Transmit Channel Select Register 
; 2'bOO: Two channel 
te 2'bO1: Four channel 
2'b10: Six channel 
: Eight channel 


Halfword Word Transform 
Can be written only when XFER[O] bit is 0. 
14 RW Only valid when VDW select 16bit data. 
1'bO: 32 bit data valid from AHB/APB bus. Low 16 bit for left 
channel and high 16 bit for right channel. 
1'b1: Low 16bit data valid from AHB/APB bus, high 16 bit data 


113 |RO_|OxO_ reserved 


Can be written only when XFER[O] bit is 0. 

16bit~31bit DATA stored in 32 bits width FIFO. 

If VDW select 16bit data, this bit is valid only when HWT select 0. 
Because if HWT is 1, every FIFO unit contains two 16bit data and 
32 bit space is full, it is impossible to choose justified mode. 
1'bO: Right justified 

1'b1: Left justified 
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[Attr|/Reset Value|——“‘C™C‘éi Scriptom =—— Cd 
FBM 
First Bit Mode 
Can be written only when XFER[O] bit is 0. 
1'b0: MSB 
1'b1: LSB 
IBM 
I2S Bus Mode 
Can be written only when XFER[O] bit is 0. 
2'b00: I2S normal 
2'bO1: 12S Left justified 
2'b10: 12S Right justified 
2'b11: Reserved 


PBM 

Can be written only when XFER[O] bit is 0. 
2'b00: PCM no delay mode 

2'b01: PCM delay 1 mode 

2'b10: PCM delay 2 mode 

2'b11: PCM delay 3 mode 


Note: Function when TX TFS[1:0] is 1. 
TFS 
Can be written only when XFER[O] bit is 0. 
2'bO0: 12S format 
2'b01: PCM format 
2'b10: TDM format 0 (PCM mode) 
2'bi1: TDM format 1 (I2S mode) 
VDW 
Valid Data Width 
Can be written only when XFER[O] bit is 0. 
5'b0O0000~5'b01110: Reserved 
: 16bit 
: 17bit 
: 18bit 
: 19bit 


: 29bit 
: 30bit 
: 31bit 
: 32bit 


I2S TDM 8CH RXCR 
Address: Operational Base + offset (0x0004) 


RX_PATH_SEL3 
Rx Path Select 3 


2'b00: Path3 data from sdiO 
24:23|/RW |0x3 2'b01: Path3 data from sdii 
2'b10: Path3 data from sdi2 
2'b11: Path3 data from sdi3 
Note: Inoperative at TDM mode. 
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| Bit |Attr|ResetValue| Ci@eescription 


RX_PATH_SEL2 
Rx Path Select 2 
2'b00: Path2 data from sdiO 
22:21/RW |Ox2 2'bO1: Path2 data from sdii 
2'b10: Path2 data from sdi2 
2'b11: Path2 data from sdi3 
Note: Inoperative at TDM mode. 
RX_PATH_SEL1 
Rx Path Select 1 
2'b0O: Path1 data from sdiO 
20:19/RW 2'bO1: Pathi data from sdii 
2'b10: Pathi data from sdi2 
2'b11: Path1 data from sdi3 
Note: Inoperative at TDM mode. 
RX_PATH_SELO 
Rx Path Select 0 
2'b00: PathO data from sdiO 
aie baad 2'b01: PathO data from sdi1 
2'b10: PathO data from sdi2 
2'b11: PathO data from sdi3 
Receive Channel Select Register 
2'b00: Two channel 
16,19) BW 2'b01: Four channel 
2'b10: Six channel 
2'b11: Eight channel 


Halfword Word Transform 
Can be written only when XFER[1] bit is 0. 
14 RW Only valid when VDW select 16bit data. 
1'bO: 32 bit data valid to AHB/APB bus. Low 16 bit for left 
channel and high 16 bit for right channel. 
1'b1: Low 16bit data valid to AHB/APB bus, high 16 bit data 


invalid. 


13 |RO_|oxo_ si reserved 


SJM 
Store Justified Mode 
Can be written only when XFER[1] bit is 0. 
16bit~31bit DATA stored in 32 bits width FIFO. 

12 RW /0x0 If VDW select 16bit data, this bit is valid only when HWT select 0. 
Because if HWT is 1, every FIFO unit contains two 16bit data and 
32 bit space is full, it is impossible to choose justified mode. 
1'bO: Right justified 
1'b1: Left justified 


FBM 
First Bit Mode 
11 RW /|0x0 Can be written only when XFER[1] bit is 0. 
1'b0: MSB 
1'b1: LSB 


Copyright 2022 © Rockchip Electronics Co., Ltd. 708 


RK3568 TRM-Part1 


| Bit |Attr|ResetValue| Ci@eescription 


IBM 

I2S Bus Mode 

Can be written only when XFER[1] bit is 0. 
10:9 |RW |0x0 2'bO0: I2S normal 

2'bO1: 12S Left justified 

2'b10: 12S Right justified 

2'b11: Reserved 

PBM 

PCM Bus Mode 

Can be written only when XFER[1] bit is 0. 
8:7 |RW {0x0 2'b00: PCM no delay mode 

2'b01: PCM delay 1 mode 

2'b10: PCM delay 2 mode 

2'b11: PCM delay 3 mode 


TFS 

Transfer Format Select 

Can be written only when XFER[1] bit is 0. 
6:5 |RW |Ox0 2'bO0: 12S format 

2'b01: PCM format 

2'b10: TDM format 0 (PCM mode) 

2'bi1: TDM format 1 (I2S mode) 


VDW 
Valid Data Width 
Can be written only when XFER[1] bit is 0. 
5'b00000~5'b01110: Reserved 
: 16bit 
: 17bit 
4:0 |RW /0x00 : 18bit 
: 19bit 
: 29bit 
: 30bit 
5'b11110: 31bit 
5'b11111: 32bit 


I2S TDM 8CH CKR 
Address: Operational Base + offset (0x0008) 

| Bit [Attr|ResetValue|  ————C‘i scription = 
31:30[RO_|OxO si freserved 


LRCK_COMMON 

TX and RX Common Use 

2'b00/2'b11: Tx_Irck/rx_Irck are used as synchronous signal for 
22, e8 RW /OR0 TX /RX respectively. 

2'bO1: Only tx_Irck is used as synchronous signal for TX and RX. 

2'b10: Only rx_Irck is used as synchronous signal for TX and RX. 


MSS 
Master/Slave Mode Select 
27 RW /|0x0 Can be written only when XFER[1] or XFER[O] bit is O. 
1'bO: Master mode (sclk output) 
1'b1: Slave mode (sclk input) 
CKP 
Sclk Polarity 
26 RW /|0x0 Can be written only when XFER[1] or XFER[O] bit is O. 
1'b0O: Sample data at posedge sclk and drive data at negedge sclk 
1'b1: Sample data at negedge sclk and drive data at posedge sclk 
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| Bit |Attr|ResetValue| Ci@eescription 


RLP 
Receive Lrck Polarity 
Can be written only when XFER[1] or XFER[O] bit is O. 
1'b0O: Normal polarity 
(12S normal: Low for left channel, high for right channel 
25 RW {0x0 12S left/right just: High for left channel, low for right channel 
PCM start signal: High valid) 
1'b1: Opposite polarity 
(12S normal: High for left channel, low for right channel 
12S left/right just: Low for left channel, high for right channel 
PCM start signal: Low valid) 
TLP 
Transmit Lrck Polarity 
Can be written only when XFER[1] or XFER[O] bit is O. 
1'b0O: Normal polarity 
(12S normal: Low for left channel, high for right channel 
24 RW {0x0 12S left/right just: High for left channel, low for right channel 
PCM start signal: High valid) 
1'b1: Opposite polarity 
(12S normal: High for left channel, low for right channel 
12S left/right just: Low for left channel, high for right channel 
PCM start signal: Low valid) 


23:16|RO_|Ox0O [reserved 


RSD 

Receive Sclk Divider 

Can be written only when XFER[1] or XFER[O] bit is O. 
15:8 |RW |/0x00 8'hOO~8'h1e: Reserved 

8'hif~s'hff: Frequency of sclk = (receive sclk 

divider/2)*2*frequency of rx_Irck 

Note: Function when RX TFS[1:0] is 2'bOO or 2'bO1. 

TSD 

Transmit Sclk Divider 

Can be written only when XFER[1] or XFER[O] bit is O. 
7:0 |RW |0x00 8'hOO~8'h1e: Reserved 

8'hif~8'hff: Frequency of sclk = (Transmit sclk 

divider/2)*2*frequency of tx_Irck 

Note: Function when TX TFS[1:0] is 2'bOO or 2'b01. 


I2S TDM 8CH TXFIFOLR 
Address: Operational Base + offset (Ox000C) 


| Bit |Attr| Reset Value 
31:24|RO_ [0x00 ___—[reserved 


reserved —ss—“‘“‘“‘“‘“‘(‘S*S*S™S™*~*~*~™~™C™C~*CY 
TFL3 
8 0x00 Transmit FIFO3 Level 
Contains the number of valid data entries in the transmit FIFO3. 
TFL2 
0x00 Transmit FIFO2 Level 
Contains the number of valid data entries in the transmit FIFO2. 


TFL1i 

Transmit FIFO1 Level 

Contains the number of valid data entries in the transmit FIFO1. 
TFLO 

Transmit FIFOO Level 

Contains the number of valid data entries in the transmit FIFOO. 
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I2S TDM 8CH DMACR 
Address: Operational Base + offset (0x0010 


| Bit |Attr|Reset Value] CiDeescription 
31:25|RO [0x00 [reserved 


RDE 
Receive DMA Enable 

Bo RE) 0x0 1'bO: Receive DMA disabled 
1'bi: Receive DMA enabled 


23:21|RO_|0x0___—__—|reserved 


RDL 
Receive Data Level 
: This bit field controls the level at which a DMA request is made by 
e0AG RW 0x00 the receive logic. The watermark level = DMARDL+1; that is, 
dma_rx_req is generated when the number of valid data entries 
in the receive FIFO is equal to or above this field value + 1. 


15:9 |RO_|0x00___—[reserved 


TDE 
Transmit DMA Enable 

RY: Ox 1'bO: Transmit DMA disabled 
1' | Transmit DMA enabled 


7:5 [RO [Oxo sireserved —C—(‘“‘“C;S™SCOCC*d 


TDL 

Transmit Data Level 

This bit field controls the level at which a DMA request is made by 
Rw |lox00 the transmit logic. It is equal to the watermark level; that is, the 

dma_tx_req signal is generated when the number of valid data 

entries in the TX FIFO(TX FIFOO if CSR=00;TX FIFO1 if 

CSR=01,TX FIFO2 if CSR=10,TX FIFO3 if CSR=11)is equal to or 

below this field value. 


I2S_ TDM 8CH_INTCR 

Address: Operational Base + offset (0x0014 

| Bit |Attr[ResetValue| ss ———“i;‘“; Ci escription 
31:25[RO [0x00 ——sireserved eC —“‘“(‘(‘“(“(“(S@S*S*C*C*C*C*C*C*C*C*C*C*C‘C*dC 


RFT 
: Receive FIFO Threshold 
Ze ZO: |Oxtt When the number of receive FIFO entries is more than or equal to 
this threshold Se 1, the receive FIFO full interrupt is triggered. 


ae | reserved 
RXOIC 
28 wo 0x0 RX Overrun Interrupt Clear 
Write 1 to clear RX overrun interrupt. 


RXOIE 
RX Overrun Interrupt Enable 
Rene 1'bO: Disable 
1'b1: Enable 
RXFIE 
RX Full Interrupt Enable 
a at fs 1'bO: Disable 
1'b1: Enable 


15:9 |RO |0xoo_ reserved 


TFT 
; Transmit FIFO Threshold 
pei RW 0x00 When the number of transmit FIFO entries is less than or equal to 
this threshold, the transmit FIFO empty interrupt is triggered. 


3 |RO_|ox0___—_reserved 
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Lae | 


RUE ron 
2 few 0x0 TX Underrun Interrupt Clear 
Write 1 to clear TX underrun interrupt. 


TXUIE 
TX Underrun Interrupt Enable 


1'bO: Disable 

1'b1: Enable 

TXEIE 

TX empty Interrupt Enable 
1'bO: Disable 

1'b1: Enable 


I2S TDM 8CH INTSR 
Address: Operational Base + offset (0x0018) 


| Bit |Attr/ResetValue| Cieescription 
31:18|RO_[0x0000 


RX Overrun Interrupt 
1'bO: Inactive 
1'b1: Active 


RX Full Interrupt 
1'bO: Inactive 
1'b1: Active 


15:2 [RO [0x0000 


TX Underrun Interrupt 
1'bO: Inactive 
1'b1: Active 


TX Empty Interrupt 
1'bO: Inactive 
1'b1: Active 


I2S TDM 8CH XFER 

Address: Operational Base + offset (0x001C) 

| Bit [Attr|ResetValue| CC‘ scription = 
[31:2 [RO _|0x00000000 [reserved sd 


RXS 
RX Start Bit 

1 RW | Oxe 1'bO: Stop RX transfer 
1'bi: Start RX transfer 
TXS 
TX Transfer Start Bit 

RM 0X0 1'bO: Stop TX transfer 

1'bi: Start TX transfer 


I2S TDM 8CH CLR 

Address: Operational Base + offset (0x0020 

| Bit |Attr[ResetValue|  ———s<s—“‘;‘;C™SC*éi scription 
[31:2 [RO |0x00000000 [reserved —“‘“‘(‘“‘(‘(‘(;S#S*C*C*C*C*C*C™C™C;C;™C~*dCY 


RXC 
1 RW {0x0 RX Logic Clear 
This is a self-cleared bit. Write 1 to clear all receive logic. 
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| Bit |Attr| Reset Value, 


Po C—C—“‘CCC‘éD @Secription 
TXC 

RW {0x0 TX Logic Clear 
This is a self-cleared bit. Write 1 to clear all transmit logic. 


I2S TDM SCH TXDR 
Address: Operational Base + offset (0x0024 


| Bit |Attr| Reset Value, 


Po Cieescription 
TXDR 

31:0 |}WO |Ox00000000 |Transmit FIFO Data Register 
When it is written, data are moved into the transmit FIFO. 


I2S TDM 8CH RXDR 
Address: Operational Base + offset (0x0028) 


| Bit |Attr| Reset Value 


RXDR 
31:0 OxO00000000 |Receive FIFO Data Register 
When the register is read, data in the receive FIFO is accessed. 


I2S TDM S8CH RXFIFOLR 
Address: Operational Base + offset (Ox002C 


RFL3 

0x00 Receive FIFO3 Level 
Contains the number of valid data entries in the receive FIFO3. 
Contains the number of valid data entries in the receive FIFO1. 
TX_TDM_FSYNC_WIDTH_SEL1 


RO |0 
RFL2 
Receive FIFO2 Level 
Contains the number of valid data entries in the receive FIFO2. 
RFLO 
Ox Receive FIFOO Level 
Contains the number of valid data entries in the receive FIFOO. 
I2S TDM 8CH TDM TXCTRL 
Address: Operational Base + offset (0x0030) 
TDM Transfer Fsync Width Sel1 
Can be written only when XFER[O] is O. 
3'bO00: Single period of the sclk_tx 


| Bit |Attr[ResetValue| ——C(@eescription 
31:24] 
pte 
RFL1 
0x00 Receive FIFO1 Level 
| Bit [Attr/ResetValue| —Céiescription 
31:21/RO [0x000.si reserved 
20:18)RW |Ox0 3'b001: 2 period of the sclk_tx 
n: n+1 period of the sclk_tx 


3'b110: 7 period of the sclk_tx 
3'b111: The width is equivalent to a channel block. 
Note: Function when TX TFS[1:0] is 2 or 3. 


TX_TDM_FSYNC_WIDTH_SELO 
TDM Transfer Fsync Width SelO 
17 RW |0x0 Can be written only when XFER[O] is O. 


1'bO: 1/2 frame width. It should be set to an even number. 
1'b1i: Frame width. 
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| Bit |Attr| Reset Value, 


Po C—C—“‘(CC(*éDe@Scription 
TDM_TX_SHIFT_CTRL 
TDM Transfer Shift Ctrl 
Can be written only when XFER[O] is O. 
3'b000: 
PCM format 0: Normal mode, drive data on the second negedge 
of sclk_tx after rising edge of TX LRCK. 
I2S format 0: Normal mode 
3'b001: 
PCM format 1: 1/2 cycle shift left, drive data on second posedge 
of sclk_tx after rising edge of TX LRCK. 
I2S format 1: Left justified mode 
3'b010: 
16:14;RW |0x0 PCM format 2: 1 cycle shift left, drive data on first negedge of 
sclk_tx after rising edge of TX LRCK. 
I2S format 2: Right justified mode 
3'b011: 
PCM format 3: 3/2 cycle shift left, drive data on first posedge of 
sclk_tx after rising edge of TX LRCK. 
I2S format: Not supported 
3'b100: 
PCM format 4: 2 cycle shift left, drive data aligned to the posedge 
of TX LRCK. 
I2S format: Not supported 
3'b101~3'b111: Not supported 
Note: Function when TX TFS[1:0] is 2 or 3. 


TDM_TX_SLOT_BIT_WIDTH 
TDM Transfer Slot Bits 
Can be written only when XFER[O] is O. 
5'hO0O~5'hOe: Reserved 
: 16bit 
13:9 |RW |0x00 : 17bit 
: 18bit 
: 19bit 
: 32bit 
Note: Function when TX TFS[1:0] is 2 or 3. 
TDM_TX_FRAME_WIDTH 
TDM Transfer Frame Width 
Can be written only when XFER[O] is O. 
9'h000~9'hO1e: Reserved 
O'hO1f: 32bit 
RW |0x000 9'h020: 33bit 
9'h0O21: 34bit 
9'h022: 35bit 
O'hiff: 512bit 
Note: Functional when TX TFS[1:0] is 2 or 3. 


I2S TDM _8CH_TDM_RXCTRL 

Address: Operational Base + offset (0x0034) 

| Bit [Attr|ResetValue|  —— —C*‘Ciecritiom 
[31:21]RO [oxo00. si reserved 


WW 
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| Bit |Attr| Reset Value, 


Po CC‘éi scription 
RX_TDM_FSYNC_WIDTH_SEL1 
TDM Receive Fsync Width Sel1 
Can be written only when XFER[1] is 0. 
3'bO00: Single period of the sclk_rx 
20:18)RW |Ox0 3'b001: 2 period of the sclk_rx 
n: n+1 period of the sclk_rx 
3'b110: 7 period of the sclk_rx 
3'b111: The width is equivalent to a channel block 
Note: Function when RX TFS[1:0] is 2 or 3. 


RX_TDM_FSYNC_WIDTH_SELO 
TDM Receive Fsync Width SelO 
17 RW |0x0 Can be written only when XFER[1] is O. 
1'bO: 1/2 frame width. It should be set to an even number. 
1'b1i: Frame width 


TDM_RX_SHIFT_CTRL 
TDM Receive Shift Ctrl 
Can be written only when XFER[1] is 0. 
3'b000: 
PCM format 0: Normal mode, sample data on the third posedge 
of sclk_rx after rising edge of RX LRCK. 
I2S format 0: Normal mode 
3'b001: 
PCM format 1: 1/2 cycle shift left, sample data on second 
negedge of sclk_rx after rising edge of RX LRCK. 
I2S format 1: left justified mode 
3'b010: 
16:14/RW |0x0 PCM format 2: 1 cycle shift left, sample data on second posedge 
of sclk_rx after rising edge of RX LRCK. 
I2S format 2: Right justified mode 
3'b011: 
PCM format 3: 3/2 cycle shift left, sample data on first negedge 
of sclk_rx after rising edge of RX LRCK. 
I2S format: Not supported 
3'b100: 
PCM format 4: 2 cycle shift left, sample data on the first posedge 
of sclk_rx after rising edge of RX LRCK. 
I2S format: Not supported 
3'b101~3'b111: Not supported 
Note: Function when RX TFS[1:0] is 2 or 3. 
TDM_RX_SLOT_BIT_WIDTH 
TDM Receive Slot Bits 
Can be written only when XFER[1] is 0. 
5'hOO~5'hOe: Reserved 
: 16bit 
13:9 |RW {0x00 : 17bit 
: 18bit 
: 19bit 
: 32bit 
Note: Function when RX TFS[1:0] is 2 or 3. 
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| Bit |Attr| Reset Value, 


Can be written only when XFER[1] is 0. 


Note: Functional when RX TFS[1:0] is 2 or 3. 


I2S TDM 8CH CLKDIV 

Address: Operational Base + offset (0x0038) 
| Bit [Attr|ResetValue|  ————C‘i Scriptom =— 

[31:16[RO_|0x0000_ reserved 


RX_MDIV 

RX Mclk Divider 
15:8 |RW /0x00 Ate 

is mclk_rx/6. 


Can be written only when XFER[1] bit is 0. 


mclk_rx divider = (mclk_rx/sclk_rx)-1. 
For example, if mclk_rx divider is 5, then the frequency of sclk_rx 


Can be written only when XFER[O] bit is 0. 


mclk_tx divider = (mclk_tx/sclk_tx)-1. 
For example, if mclk_tx divider is 5, then the frequency of sclk_tx 


TX_MDIV 

TX Mclk Divider 
7:0 |RW |0x00 ay 

is mclk_tx/6. 


I2S TDM _8CH_ VERSION 
Address: Operational Base + offset (Ox003C) 


| Bit |Attr|/ResetValue| Ci eescription 


Pp t—i“‘CO;™OCUOScription 
TDM_RX_FRAME_WIDTH 
TDM Receive Frame Width 
9'h000~9'hO01e: Reserved 
9'hO1f: 32bit 
RW |0x000 9'h020: 33bit 
9'hO21: 34bit 
9'h022: 35bit 
O'h1iff: 512bit 


pio fo. 


21.5 Interface Description 


Three I2S controllers embed in the chip are I12S1, I2S2 and 12S3. The I2S1 is connected to 
three groups of IO interfaces. The 12S2/3 is connected to two groups of IO interfaces. 

The following table shows the I2S1 group O interface description. 
Table 21-1 12S1 Group 0 Interface Description 


VER 
0x013376f1 12S Version 


Module Pin Dir. Pad Name IOMUX Setting 

i2s1_mclkmO 1/0 12S1_MCLK_M0/UART3_RTSn_MO/SCR_CLK/PCIE30X1_ | GRF_GPIO1A_IOMUX_L[10:8]=3’b001 
PERSTn_M2/GPIO1_A2_d 

i2s1_sclktxm0 1/O 12S1_SCLK_TX_M0O/UART3_CTSn_M0/SCR_IO/PCIE30X | GRF_GPIO1A_IOMUX_L[14:12]=3’b001 
1_WAKEn_M2/ACODEC_DAC_CLK/GPIO1_A3_d 

i2s1_sclkrxm0O 1/0 12S1_SCLK_RX_MO/UART4_RX_M0/PDM_CLK1i_MO0/SPD | GRF_GPIO1A_IOMUX_H[2:0]=3’b001 
IF_TX_MO/GPIO1_A4_d 

j2s1_Ircktxm0O 1/O 12S1_LRCK_TX_M0/UART4_RTSn_MO/SCR_RST/PCIE30 | GRF_GPIO1A_IOMUX_H[6:4]=3’b001 
X1_CLKREQn_M2/ACODEC_DAC_SYNC/GPIO1_A5_d 

i2s1_Irckrxm0O 1/O 12S1_LRCK_RX_MO/UART4_TX_M0/PDM_CLKO_MO0/AUD | GRF_GPIO1A_IOMUX_H[10:8]=3’b001 
IOPWM_ROUT_P/GPIO1_A6_d 

i2s1_sdo0m0 I 12S1_SDO0_M0/UART4_CTSn_M0/SCR_DET/AUDIOPW GRF_GPIO1A_IOMUX_H[14:12]=3’b001 
M_ROUT_N/ACODEC_DAC_DATAL/GPIO1_A7_d 

i2s1_sdoimO Oo 12S1_SDO1_M0/12S1_SDI3_M0/PDM_SDI3_MO0/PCIE20 | GRF_GPIO1B_IOMUX_L[2:0]=3’b001 
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Module Pin Dir. Pad Name IOMUX Setting 
i2s1_sdi3m0 I _CLKREQn_M2/ACODEC_DAC_DATAR/GPIO1_BO_d GRF_GPIO1B_IOMUX_L[2:0]=3’b010 
i2s1_sdo2m0 fe) 12S1_SDO2_M0/12S1_SDI2_M0/PDM_SDI2_M0/PCIE20 | GRF_GPIO1B_IOMUX_L[6:4]=3’b001 

WAKEn_M2/ACODEC_ADC_SYNC/GPIO1_B1i_d 
i2s1_sdi2m0 I GRF_GPIO1B_IOMUX_L[6:4]=3’b010 
i2s1_sdo3m0 O 12S1_SDO3_M0/12S1_SDI1_M0/PDM_SDI1_MO0/PCIE20 | GRF_GPIO1B_IOMUX_L[10:8]=3’b001 
i2s1_sdilm0 I —PERSTn_M2/GPIO1_B2_d GRF_GPIO1B_IOMUX_L[10:8]=3’b010 
i2s1_sdiOm0 I 12S1_SDIO0_M0/PDM_SDIO_MO0/GPIO1_B3_d GRF_GPIO1B_IOMUX_L[14:12]=3’b001 


The following table 


shows the I2S1 group 1 interface descripti 


on. 


Table 21-2 12S1 Group 1 Interface Description 


7_RX_M1/12S1_LRCK_RX_M2/GPIO3_C5_d 


Module Pin Dir. Pad Name IOMUX Setting 

i2si_mclkm1 1/O CIF_D0O/EBC_SDDO0/SDMMC2_D0_M0/I2S1_MCLK_M1/ | GRF_GPIO3C_IOMUX_H[10:8]=3’b100 
VOP_BT656_D0_M1/GPIO3_C6_d 

i2si_sclktxm1 1/O CIF_D1/EBC_SDDO1/SDMMC2_D1_M0/12S1_SCLK_TX GRF_GPIO3C_IOMUX_H[14:12]=3’b100 
Mi/VOP_BT656_Di_M1/GPIO3_C7_d 

i2si_Ircktxm1 1/O CIF_D2/EBC_SDDO2/SDMMC2_D2_M0/12S1_LRCK_TX GRF_GPIO3D_IOMUX_L[2:0]=3’b011 
Mi/VOP_BT656_D2_M1/GPIO3_D0_d 

i2si_sdoOm1 1/O CIF_D3/EBC_SDDO3/SDMMC2_D3_M0/12S1_SDO0_M1i GRF_GPIO3D_IOMUX_L[6:4]=3’b100 
/VOP_BT656_D3_M1/GPIO3_D1_d 

i2si_sdiOm1 1/O CIF_D4/EBC_SDD04/SDMMC2_CMD_M0/1I2S1_SDIO_M GRF_GPIO3D_IOMUX_L[10:8]=3’b100 
1/VOP_BT656_D4_M1i/GPIO3_D2_d 

i2si_sdi1m1 I CIF_D5/EBC_SDDO5/SDMMC2_CLK_M0/I2S1_SDI1_M1 | GRF_GPIO3D_IOMUX_L[14:12]=3’b100 
/VOP_BT656_D5_M1/GPIO3_D3_d 

i2si_sdi2m1 O CIF_D6/EBC_SDDO6/SDMMC2_DET_M0/1I2S1_SDI2_M1 | GRF_GPIO3D_IOMUX_H[2:0]=3’b011 
/VOP_BT656_D6_M1/GPIO3_D4_d 

i2si_sdi3m1 1/O CIF_D7/EBC_SDDO7/SDMMC2_PWREN_M0/12S1_SDI3 GRF_GPIO3D_IOMUX_H[6:4]=3’b011 
Mi/VOP_BT656_D7_M1/GPIO3_D5_d 

i2s1_sclkrxm1 1/O ISP_FLASHTRIGOUT/EBC_SDCE0/GMAC1_TXEN_M1i/SPI | GRF_GPIO4A_IOMUX_H[10:8]=3’b101 
3_CSO_MO0/I2S1_SCLK_RX_M1/GPIO4_A6_d 

i2si_Irckrxm1 1/O CAM_CLKOUT0O/EBC_SDCE1/GMAC1_RXDO_M1/SPI3_C GRF_GPIO4A_IOMUX_H[14:12]=3’b101 
S1_M0/I2S1_LRCK_RX_M1/GPIO4_A7_d 

i2si_sdoim1 CAM_CLKOUT1/EBC_SDCE2/GMAC1_RXD1_M1/SPI3_MI | GRF_GPIO4B_IOMUX_L[2:0]=3’b101 
SO_M0/I2S1_SDO1i_M1/GPIO4_BO_d 

i2si_sdo2m1 ISP_PRELIGHT_TRIG/EBC_SDCE3/GMAC1_RXDV_CRS GRF_GPIO4B_IOMUX_L[6:4]=3’b100 
M1i/12S1_SDO2_M1/GPIO4_Bi_d 

i2si_sdo3m1 I2C2_SCL_M1/EBC_SDSHR/CAN2_TX_M0/12S1_SD03 GRF_GPIO4B_IOMUX_H[6:4]=3’b100 
Mi/GPIO4_B5_d 

Table 21-3 12S1 Group 2 Interface Description 

Module Pin Dir. Pad Name IOMUX Setting 

i2si_mclkm2 1/O LCDC_D0O/VOP_BT656_D0_M0/SPIO_MISO_M1/PCIE20_ | GRF_GPIO2D_IOMUX_L[2:0]=3’b101 
CLKREQn_M1i/12S1_MCLK_M2/GPIO2_D0O_d 

i2s1_sclktxm2 1/O LCDC_D1/VOP_BT656_D1_M0/SPIO_MOSI_M1/PCIE20 GRF_GPIO2D_IOMUX_L[6:4]=3’b101 
WAKEn_M1/1I2S1_SCLK_TX_M2/GPIO2_D1_d 

i2s1_Ircktxm2 1/O LCDC_D2/VOP_BT656_D2_M0/SPIO_CSO_M1/PCIE30X1 | GRF_GPIO2D_IOMUX_L[10:8]=3’b101 
_CLKREQn_M1/1I2S1_LRCK_TX_M2/GPIO2_D2_d 

i2s1_sdiOm2 I LCDC_D3/VOP_BT656_D3_M0/SPIO_CLK_M1i/PCIE30X1 GRF_GPIO2D_IOMUX_L[14:12]=3’b101 
WAKEn_M1/1I2S1_SDIO_M2/GPIO2_D3_d 

i2si1_sdii1m2 I LCDC_D4/VOP_BT656_D4_MO0/SPI2_CS1_M1/PCIE30X2 | GRF_GPIO2D_IOMUX_H[2:0]=3’b101 
_CLKREQn_M1/1I2S1_SDI1_M2/GPIO2_D4_d 

i2si1_sdi2m2 I LCDC_D5/VOP_BT656_D5_M0/SPI2_CSO_M1/PCIE30X2 | GRF_GPIO2D_IOMUX_H[6:4]=3’b101 
_WAKEn_M1/12S1_SDI2_M2/GPIO2_D5_d 

i2si1_sdi3m2 I LCDC_D6/VOP_BT656_D6_M0/SPI2_MOSI_M1/PCIE30X | GRF_GPIO2D_IOMUX_H[10:8]=3’b101 
2_PERSTn_M1i/I2S1_SDI3_M2/GPIO2_D6_d 

i2si_sdoOm2 O LCDC_D7/VOP_BT656_D7_M0/SPI2_MISO_M1/UART8_ GRF_GPIO2D_IOMUX_H[14:12]=3’b101 
TX_M1/12S1_SDO0_M2/GPIO2_D7_d 

i2si_sdoim2 O LCDC_CLK/VOP_BT656_CLK_MO0/SPI2_CLK_M1/UART8 GRF_GPIO3A_IOMUX_L[2:0]=3’b101 
RX_M1/12S1_SDO1_M2/GPIO3_A0_d 

i2si_sdo2m2 O LCDC_HSYNC/VOP_BT1120_D13/SPI1_MOSI_M1/PCIE2 | GRF_GPIO3C_IOMUX_L[6:4]=3’b101 
0Q_PERSTn_M1i/I2S1_SDO2_M2/GPIO3_C1_d 

i2si_sdo3m2 O LCDC_VSYNC/VOP_BT1120_D14/SPI1_MISO_M1/UART GRF_GPIO3C_IOMUX_L[10:8]=3’b101 
5_TX_M1/1I2S1_SDO3_M2/GPIO3_C2_d 

i2s1_sclkrxm2 1/O LCDC_DEN/VOP_BT1120_D15/SPI1_CLK_M1i/UART5_R GRF_GPIO3C_IOMUX_L[14:12]=3’b101 
X_M1/12S1_SCLK_RX_M2/GPIO3_C3_d 

i2si_Irckrxm2 1/O PWM15_IR_MO/SPDIF_TX_M1/GMAC1_MDIO_MO/UART GRF_GPIO3C_IOMUX_L[6:4]=3’b101 


The I2S2 is connected to two groups of IO interfaces. The following table shows the I2S2 
group O interface description. 
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Table 21-3 12S2 Group 0 Interface Description 


Module Pin Dir Pad Name IOMUX Setting 
i2s2_sclkrxmo | 1/0 ir MCSENG CRON ce 1/UART6_RTSn_MO/SP | Gre GpIo2B_IOMUX_H[14:12]=3'b001 
i2s2_Irckrxm0 1/o ne ti ese Mcjebiosca a VART6_CTSN__ | Gre GPIOZC_IOMUX_L[2:0]=3’b001 
i2s2_mclkmO 1/o jap CLC MOLE M/UART7_RTSN_MO | Gre GpIo2C_IOMUX_L[6:4]=3’b001 
i2s2_sclktxmO 1/1 NG ce MInoLMa/cnosseosa VART7_CTSN_ | Gre GPIOZC_IOMUX_L[10:8]=3’b001 
i2s2_Ircktxm0 1/o 5 Maen Ha CoIOe. eed UARTS_RTSn_MO/SPI | Gre Gpio2c_IOMUX_L[14:12]=3'b001 
i2s2_sdom0 O Ba MIG CBION Sr cata UART9_CTSn_MO/SPI2_C | Gee GpIOo2C_IOMUX_H[2:0]=3'b001 
i2s2_sdimo I Me Bice ces que UART8_TX_MO/SPI2_CS1__) Gee Gprlo2c_IOMUX_H[6:4]=3'b001 

Table 21-4 I12S2 Group 1 Interface Description 

Module Pin Dir Pad Name IOMUX Setting 
i2s2_Ircktxm1 | 1/0 areas Thee MGI a T/UARTS_TX_ | GRE GPIO4A_IOMUX_H[2:0]=3’b101 
i2s2_Irckrxm1 | 1/0 een nerd vay ei rig ied T/UARTS_RX_ | Gre GPIO4A_IOMUX_H[6:4]=3’b101 
i2s2_sdim1 I SEM De SUL eon ea 1/SPI3_MO | Gre GPIO4B_IOMUX_L[10:8]=3’b101 
i2s2_sdom1 fe) eee ie Moe coe. pte aa ee M_MI/SP | Grr GPIO4B_IOMUX_L[14:12]=3'b101 
i2s2_mclkm1 yo eee ae T/UARTI_RTSN_M | Gee Gpro4B_IOMUX_H[10:8]=3'b101 
i2s2_sclkrxm1 | 1/0 tree Mee cle Dr niepiod cl a V/UART | GRF GPIO4C_IOMUX_L[6:4]=3’b101 
i2s2_sclktxm1 | 1/0 CIF_VSYNC/EBC_SDOE/GMAC1_MDIO_M1/I252_SCLK_ | Gre GpIo4B_IOMUX_H[14:12]=3'b100 


TX_M1/GPIO4_B7_d 


The I2S3 is connected to two groups of IO interfaces. The following table shows the I2S3 
group O interface description. 
Table 21-5 I12S3 Group OInterface Description 


Module Pin Dir. Pad Name IOMUX Setting 
i2s3_mclkm0O 1/O Moe BED eee CN ae GRF_GPIO2A_IOMUX_L[2:0]=3’b001 
i2s3_sclkm0O 1/O ak aoe So Gs GRF_GPIO3A_IOMUX_L[10:8]=3’b001 
i2s3_Irckm0O 1/O RE MOsoMNG Ds Maiceies Me GRF_GPIO3A_IOMUX_H[14:12]=3’b001 
i2s3_sdom0 O BOC MO/EOMNCS CMBEMGHOa ee GRF_GPIO3A_IOMUX_H[6:4]=3’b001 
i2s3_sdim0O I PSOE SDINC GAMECORE GRF_GPIO3A_IOMUX_H[2:0]=3’b001 

Table 21-6 12S3 Group 1Interface Description 

Module Pin Dir Pad Name IOMUX Setting 
i2s3_mclkm1 1/O Lon Moo Na eri Gd GRF_GPIO4C_IOMUX_L[10:8]=3’b101 
i2s3_sclkm1 1/O Rican eee SC GbOse. L/PCIESOX GRF_GPIO4C_IOMUX_L[14:12]=3’b101 
i2s3_Irckmi | yo | EDP_DP_HPDIN MO/SPDIF_TX_M2/SATA2_ACT_LED/PC | Gre Gploac_IOMUX_H(2:0]=3'b101 
i2s3_sdom1 O CMs CeO GHOLe ne re GRF_GPIO4C_IOMUX_H[6:4]=3’b101 
i2s3_sdim1 I PWM13_M1/SPI3_CS0_M1/SATAQ_ACT_LED/UARTS_RX GRF_GPIO4C_IOMUX_H[10:8]=3’b101 


_M1/12S3_SDI_M1i/GPIO4_C6_d 


21.6 Application Notes 


21.6.1 Software Application Notes 
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12Sx_CLR[0]= 0x1 


12Sx_CLR= 0x0 


Fig. 21-20 12S/PCM/TDM Controller Transmit Operation Flow Chart 
Note: User should clear TX/RX logical by CLR[O]/CLR[1] and wait clear operation done before configure the 
other registers. 
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Chapter 22 I2C Interface 


22.1 Overview 


The Inter-Integrated Circuit (I2C) is a two wired (SCL and SDA), bi-directional serial bus 
that provides an efficient and simple method of information exchange between devices. This 
I2C bus controller supports master mode acting as a bridge between AMBA protocol and 
generic I2C bus system. 

I2C Controller supports the following features: 

@ Support 6 independent I2C: I2CO, 12C1, I2C2, 12C3,12C4,12C5 

Item Compatible with I2C-bus 

AMBA APB slave interface 

Supports master mode of I2C bus 

Software programmable clock frequency and transfer rate up to 400Kbit/sec 
Supports 7 bits and 10 bits addressing modes 

Interrupt or polling driven multiple bytes data transfer 

Clock stretching and wait state generation 

Filter out glitch on SCL and SDA 


22.2 Block Diagram 


APB BUS 
4 12C_TOP 
pclk 
\———7___!2c_RF =, I2C_PE ——— I2C BUS 
int 
—__ 
» 4 


Fig. 22-1 I2C architecture 
22.2.1 12C_RF 


I2C_RF module is used to control the I2C controller operation by the host with APB 
interface. It implements the register set and the interrupt functionality. The CSR component 
operates synchronously with the pclk clock. 


22.2.212C_PE 


I2C_PE module implements the I2C master operation for transmit data to and receive data 
from other I2C devices. The I2C master controller operates synchronously with the pclk. 


22.2.3 I2C_ TOP 
I2C_TOP module is the top module of the I2C controller. 


22.3 Function Description 


This chapter provides a description about the functions and behavior under various 
conditions. 

The I2C controller supports only Masterfunction. Itsupports the 7-bits/10-bits addressing 
mode and support general call address. The maximum clock frequency and transfer rate can 
be up to 400Kbit/sec. 

The operations of I2C controller is divided to 2 parts and described separately: initialization 
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and master mode programming. 
22.3.1 Initialization 


The I2C controller is based on AMBA APB bus architecture and usually is part of a SOC. So 
before I2C operates, some system setting and configuration must be conformed, which 
includes: 

@ [2C interrupt connection type: CPU interrupt scheme should be considered. If the I2C 
interrupt is connected to extra Interrupt Controller module, we need decide the INTC 
vector. 

@ [12C Clock Rate: The I2C controller uses the APB clock as the working clock so the APB 
clock will determine the I2C bus clock. The correct register setting is subject to the 
system requirement. 


22.3.2 Master Mode Programming 


@ SCL Clock 
When the I2C controller is programmed in Master mode, the SCL frequency is 
determined by I2C_CLKDIV register. The SCL frequency is calculated by the following 
formula: 
SCL Divisor = 8*(CLKDIVL + 1 + CLKDIVH + 1) 
SCL = PCLK/ SCLK Divisor 


@ Data Receiver Register Access 
When the I2C controller received MRXCNT bytes data: CPU can get the data through 
register RXDATAO ~ RXDATA/7. The controller can receive up to 32 bytes’ data in one 
transaction. 


When MRXCNT register is written, the I2C controller will start to drive SCL to receive 
data. 


® Transmit Transmitter Register 
Data to transmit are written to TXDATAO~7 by CPU. The controller can transmit up to 32 
bytes’ data in one transaction. The lower byte will be transmitted first. 
When MTXCNT register is written, the I2C controller will start to transmit data. 


@ Start Command 
Write 1 to I2C_CON[3], the controller will send I2C start command. 


@ Stop Command 
Write 1 to I2C_CON[4], the controller will send I2C stop command 


@ [2C Operation mode 

There are four i2c operation modes. 

m When I2C_CON[2:1] is 2’b00, the controller transmit all valid data in 
TXDATAO~TXDATA7 byte by byte. The controller will transmit lower byte first. 

m When I2C_CON[2:1] is 2’b01,the controller will transmit device address in MRXADDR 
first (Write/Read bit = 0) and then transmit device register address in MRXRADDR. 
After that, the controller will assert restart signal and resend MRXADDR (Write/Read 
bit = 1). At last, the controller enter receive mode. 

m When I2C_CON[2:1] is 2’b10, the controller is in receive mode, it will trigger clock 
to read MRXCNT byte data. 

m When I2C_CON[2:1] is 2’b11, the controller will transmit device address in 
MRXADDR first (Write/Read bit = 1) and then transmit device register address in 
MRXRADDER . After that, the controller will assert restart signal and resend 
MRXADDR (Write/Read bit = 1). At last, the controller enter receive mode. 


@ Read/Write Command 


m When I2C_OPMODE(I2C_CON[2:1]) is 2’b01 or 2’b11, the Read/Write command bit 
is decided by controller itself. 
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m In RX only mode (I2C_CON[2:1] is 2’b10), the Read/Write command bit is decided 
by MRXADDR[0]. 

m In TX only mode (I12C_CON[[2:1] is 2’b00), the Read/Write command bit is decided 
by TXDATA[O]. 


@ Master Interrupt Condition 

There are 7 interrupt bits in I2C_ISR register related to master mode. 

m Byte transmitted finish interrupt (Bit 0): The bit is asserted when Master completed 
transmitting a byte. 

m Byte received finish interrupt (Bit 1): The bit is asserted when Master completed 
receiving a byte. 

m MTXCNT bytes data transmitted finish interrupt (Bit 2): The bit is asserted when 
Master completed transmitting MTXCNT bytes. 

m™ MRXCNT bytes data received finish interrupt (Bit 3): The bit is asserted when Master 
completed receiving MRXCNT bytes. 

m Start interrupt (Bit 4): The bit is asserted when Master finished asserting start 
command to I2C bus. 

m Stop interrupt (Bit 5): The bit is asserted when Master finished asserting stop 
command to I2C bus. 

m@ WNAK received interrupt (Bit 6): The bit is asserted when Master received a NAK 
handshake. 


@ Last byte acknowledge control 
m= If I2C_CON[5] is 1, the I2C controller will transmit NAK handshake to slave when 
the last byte received in RX only mode. 
m= If I2C_CON[5] is 0, the I2C controller will transmit ACK handshake to slave when 
the last byte received in RX only mode. 


@ How to handle NAK handshake received 
m If I2C_CON[6] is 1, the I2C controller will stop all transactions when NAK handshake 
received. And the software should take responsibility to handle the problem. 
m= If I2C_CON[6] is 0, the I2C controller will ignore all NAK handshake received. 


@ 12C controller data transfer waveform 
m Bit transferring 
@ Data Validity 
The SDA line must be stable during the high period of SCL, and the data on SDA line can only be 
changed when SCL is in low state. 


SDA ee 


SCL 


SDA line stable Data chafge 


‘data valid * allowed * 


Fig. 22-2 12C DATA Validity 
@ START and STOP conditions 
START condition occurs when SDA goes low while SCL is in high period. STOP condition is 
generated when SDA line goes high while SCL is in high state. 
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START condition STOP condition 


Fig. 22-3 I2C Start and stop conditions 
@ Data transfer 
> Acknowledge 
After a byte of data transferring (clocks labeled as 1~8), in 9th clock the receiver must assert an ACK 
signal on SDA line, if the receiver pulls SDA line to low, it means “ACK”, on the contrary, it’s “NOT 
ACK”. 


Receiver data output Not ACK 


ACK 


SCL from master 


Fig. 22-4 12C Acknowledge 
> Byte transfer 
The master own I2C bus might initiate multi byte to transfer to a slave.The transfer starts from a 
“START” command and ends in a “STOP”command. After every byte transfer, the receiver must reply 
an ACK to transmitter. 


SDA X DG 
SCL i i ra 
i: iy 28 9 1 20°38 9 dead 
START or repeated ACK — STOP or 
START 


repeated 


Fig. 22-5 I2C byte transfer 
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22.4 Register Description 


22.4.1 Registers Summary 


meset Description 
Value “ 


RKI2C_CON ox0000 |W __|0x00030000 
clock divider register, I2C CLK = 
RKI2C CLKDIV 0x0004 w_— |oxoo00000% PCLK / (16*CLKDIV) 
the slave address accessed for 
RKI2C MRXADDR 0x0008 W 0x00000000 
master rx mode 
RKI2C_MRXRADDR ox000c |w  |oxoo000000 [the slave register address 
accessed for master rx mode 
master transmit count.specify the 
RKI2C_ MTXCNT 0x0010 W 0x00000000 
G c . ‘ total bytes to be transmit (0~32) 
master rx count.specify the total 
RKI2C_ MRXCNT 0x0014 W 0x00000000 
f f = é bytes to be recieved(0~32) 


RKI2C_IEN 0x0018 W 0x00000000 Jinterrupt enable register 
RKI2C_ IPD Ox001c W 0x00000000 Jinterrupt pending register 


finished count: the count of data 
RKI2C FCNT 0x0020 W 0x00000000 |which has been transmitted or 
receivedfor debug purpose 


lave hol fi 
RKI2C SCL OE DB 0x0024 0x00000020 any genounes conrgure 


RKI2C_TXDATAO loxo100 |w  |0x00000000 
RKI2C TXDATAL _—|0x0104__[W_|0x00000000 
RKI2C TXDATA2 0x00000000 
RKI2C TXDATA3 0x00000000 
RKI2C TXDATA4 0x00000000 
0x00000000 
0x00000000 
0x00000000 
RKI2C_RXDATAZ 
RKI2C_RXDATA3 
RKI2C_RXDATA4 
RKI2C_RXDATAS 
RKIZC_RXDATA6 __|0x0218 |W 
RKI2C ST 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access 
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22.4.2 Detail Register Description 


RKI2C CON 
Address: Operational Base + offset (0x0000) 


[Bit [Aattr/ Reset Value 


version 
31:16 0x0003 ee 
rki2c version information 
stop_setup 
15:14;RW |0x0 stop setup config: 
TSU;sto = (stop_setup + 1) * T(SCL_HIGH) + Tclk_i2c 


start_setup 
start setup config: 
13:12}RW |0x0 
‘ TSU;sta = (start_setup + 1) * T(SCL_HIGH) + Tclk_i2c 
THD;sta = eet eee ee ee setup + 2) * T(SCL_HIGH) - Tclk_i2c 


fii |RO_|oxo reserved 


data_upd_st 
SDA update point config: 
10:3 IRW loxo Used to config sda change state when scl is low, used to adjust 
setup/hold time 
4'bn: Thold = (n + 1) * Tclk_i2c 
—— 0<=n<=5 


oxo. =——si[reserved esse 


operation when NAK handshake is received: 
1'bO: ignored 
1'b1: stop transaction 


last byte acknowledge control in master receive mode: 


i2c mode select: 

2'bO00: transmit only 

2'b01: transmit address (device + register address) --> restart - 
-> transmit address -> receive only 

2'b10: receive only 

2'b11: transmit address (device + register address, write/read bit 
is 1) --> restart --> transmit address (device address) --> 
receive data 
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| Bit |Attr| Reset Value 


i2c_en 


i2c module enable: 
1'bO: not enable 
1'bi: enable 


RKI2C CLKDIV 
Address: Operational Base + offset (0x0004) 


| Bit |Attr| Reset Value | Reset Value Description 


CLKDIVH 
31:16}RW |0x0000 scl high level clock count: 
T(SCL_HIGH) = Tclk_i2c * (CLKDIVH + 1) * 8 


CLKDIVL 
15:0 |IRW /OxO0001 scl low level clock count: 
T(SCL_LOW) = Tclk_i2c * (CLKDIVL + 1) * 8 


RKI2C_ MRXADDR 
Address: Operational Base + offset (0x0008) 


addhvld 

address high byte valid: 
1'b0: invalid 

1'b1: valid 

addmvld 

address middle byte valid: 
1'b0O: invalid 

1'b1: valid 

addlvid 

address low byte valid: 
1'b0O: invalid 

1'b1: valid 


saddr 
master address register. 

oxengone the lowest bit indicate write or read 
24 bits address register 


RKI2C MRXRADDR 
rene ane Operational Base + offset (Ox000c 


Fil 


sraddhvld 


0x0 


address high byte valid: 
1'b0: invalid 
1'b1: valid 


0x0 
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| Bit _|Attr| Reset Value 


sraddmvld 

address middle byte valid: 
ci fio bch 1'bO: invalid 

1'b1: valid 


sraddlvld 
address low byte valid: 
racial all bee 1'bO: invalid 
1'b1: valid 
sraddr 
23:0 |RW |0x000000 slave register address accessed. 
24 bits register address 


RKI2C_ MTXCNT 
Address: Operational Base + offset (0x0010) 


| Bit |attr|ResetValue| = C(escription 
31:6 [RO |oxo reserved 


mtxcnt 
5:0 RW {0x00 master transmit count. 
6 bits counter 


RKI2C_ MRXCNT 
Address: Operational Base + offset (0x0014) 


| Bit |attr|ResetValue| = —Ciescription 
31:6 [RO |oxo reserved 


mrxcnt 
5:0 RW |0x00 master rx count. 
6 bits counter 


RKI2C IEN 
Address: Operational Base + offset (0x0018 


| Bit |attr|ResetValue| ss ieescription 
31:8 |RO_|oxo reserved 


slavehdsclen 
slave hold scl interrupt enable: 
7 RW 
x 1'bO: disable 
1'b1: enable 


nakrcvien 
NAK handshake received interrupt enable: 
Bie iho 1'bO: disable 

1'b1: enable 

stopien 

stop operation finished interrupt enable: 
som ie ee 1'bO: disable 

1'b1: enable 
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RKI2C_ IPD 


startien 

start operation finished interrupt enable: 

1'bO: disable 

1'b1: enable 

mbrfien 

MRXCNT data received finished interrupt enable: 
1'bO: disable 

1'b1: enable 

mbtfien 

MTXCNT data transfer finished interrupt enable: 
1'bO: disable 

1'b1: enable 

brfien 

byte rx finished interrupt enable: 

1'bO: disable 

1'b1: enable 

btfien 

byte tx finished interrupt enable: 

1'bO: disable 

1'b1: enable 


Address: maaieecat Base + offset (Ox001c) 


este) Reser Value 


slavehdsclipd 

slave hold scl interrupt pending bit: 

1'bO: no interrupt available 

1'b1: slave hold scl interrupt appear, write 1 to clear 
nakrcvipd 

NAK handshake received interrupt pending bit: 

1'bO: no interrupt available 

1'b1: NAK handshake received interrupt appear, write 1 to clear 
stopipd 

stop operation finished interrupt pending bit: 

1'bO: no interrupt available 

1'b1: stop operation finished interrupt appear, write 1 to clear 
startipd 

start operation finished interrupt pending bit: 

1'bO: no interrupt available 

1'b1: start operation finished interrupt appear, write 1 to clear 
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Reset Value 


mbrfipd 

MRXCNT data received finished interrupt pending bit: 

1'bO: no interrupt available 

1'b1: MRXCNT data received finished interrupt appear, write 1 to 
clear 

mbtfipd 

MTXCNT data transfer finished interrupt pending bit: 

1'bO: no interrupt available 

1'b1: MTXCNT data transfer finished interrupt appear, write 1 to 
clear 

brfipd 

byte rx finished interrupt pending bit: 

1'bO: no interrupt available 

1'b1: byte rx finished interrupt appear, write 1 to clear 

btfipd 

byte tx finished interrupt pending bit: 

1'bO: no interrupt available 

1'b1: byte tx finished interrupt appear, write 1 to clear 


RKI2C_ FCNT 
Address: Operational Base + offset (0x0020) 


fent 
the count of data which has been transmitted or received 
for debug purpose 


RKI2C SCL OE DB 
Address: Operational Base + offset (0x0024 


| Bit |attr|ResetValue| Ciescription 
31:8 |RO_|oxo reserved 


scl_oe_db 
7:0 RW |0x20 slave hold scl debounce. 
cycles for debounce (unit: Tclk_i2c) 


RKI2C TXDATAO 
Address: Operational Base + offset (0x0100 


| Bit_|attr| Reset Value 


txdataO 
31:0 |RW |0OxO00000000 |data0 to be transmitted. 
32 bits data 


RKI2C TXDATAI1 
Address: Operational Base + offset (0x0104) 
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| Bit _|Attr| Reset Value 


txdatal 
31:0 |RW |OxO0000000 |datai to be transmitted. 
32 bits data 


RKI2C TXDATA2 
Address: Operational Base + offset (0x0108) 


| Bit |Attr| Reset Value | Description 
txdata2 

31:0 |RW |Ox00000000 |data2 to be transmitted. 
32 bits data 


RKI2C TXDATAS3 
Address: Operational Base + offset (0x010c) 


Bit [Attr[ResetValue| —SS~*C«éi scription —SSCSC*d 
txdata3 

31:0 |RW |Ox00000000 |data3 to be transmitted. 
32 bits data 


RKI2C TXDATA4 
Address: Operational Base + offset (0x0110) 


| Bit |Attr| Reset Value | Description 
txdata4 

31:0 |RW |Ox00000000 |data4 to be transmitted. 
32 bits data 


RKI2C_TXDATAS 
Address: Operational Base + offset (0x0114) 


pit [Attr[ResetValue| SS~S~=C«éi scription —SSSCSC*d 
txdata5 

31:0 |RW |Ox00000000 |data5d to be transmitted. 
32 bits data 


RKI2C_TXDATA6 
Address: Operational Base + offset (0x0118) 


Reset Value Description 


txdata6 
31:0 |RW |Ox00000000 |data6 to be transmitted. 
32 bits data 


RKI2C_TXDATA7 
Address: Operational Base + offset (Ox011c) 
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| Bit |Attr| Reset Value 


txdata7 
31:0 |RW |OxO0000000 |data7 to be transmitted. 
32 bits data 


RKI2C RXDATAO 
Address: Operational Base + offset (0x0200) 


[Bit [Attr| Reset Value | Description 
rxdata0 

31:0 0x00000000 |data0 received. 
32 bits data 


RKI2C RXDATAL1 
Address: Operational Base + offset (0x0204) 


Bit [Attr|ResetValue| SS~S~C«éi scription —SSSC*d 
rxdatal 

31:0 0x00000000 |datal received. 
32 bits data 


RKI2C RXDATA2 
Address: Operational Base + offset (0x0208) 


[Bit [Attr| Reset Value | Description 
rxdata2 

31:0 Ox00000000 |data2 received. 
32 bits data 


RKI2C RXDATA3 
Address: Operational Base + offset (0x020c) 


"pit [Attr[Reset Value| ——SS~SCéi scription CS 
rxdata3 

31:0 0x00000000 |data3 received. 
32 bits data 


RKI2C_ RXDATA4 
Address: Operational Base + offset (0x0210) 


Reset Value Description 


rxdata4 
31:0 Ox00000000 /data4 received. 
32 bits data 


RKI2C_ RXDATAS5 
Address: Operational Base + offset (0x0214) 
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| Bit |Attr| Reset Value 


rxdata5 
31:0 Ox00000000 /data5 received. 
32 bits data 


RKI2C RXDATAG 
Address: Operational Base + offset (0x0218) 


[Bit [Attr| Reset Value | Description 
rxdata6 

31:0 Ox00000000 |data6é received. 
32 bits data 


RKI2C RXDATA7 
Address: Operational Base + offset (0x021c) 


Bit [Attr[ResetValue| SS~*~C«éi scription —SSSC*d 
rxdata7 

31:0 0x00000000 |data7 received. 
32 bits data 


RKI2C ST 
Address: Operational Base + offset (0x0220) 


[it [attr[Reset Value] —S*~«éi iescription SSSCSCSC~S~S~* 
B12 [Ro [oxo —iresewed—SOC—=“‘*~*S*~*~“‘“—*s*C“‘“SCSSCSCS~S~*S 


scl_st 
1 0x0 scl status: 
1'bO: scl status low 
1'bO: scl status high 
sda_st 
t : 
0x0 sda status 
1'bO: sda status low 
1'bO: sda status high 


RKI2C_ DBGCTRL 
Address: Operational Base + offset (0x0224) 


Bit [attr] Reset Value 
B1:15|RO_|oxo reserved 


hO_check_scl 
1'bO: Check if scl been pull down by slave at the whole 
14 RW |0x0 SCL_HIGH. 
1'b1: Check if scl been pull down by slave only at the hO of 
SCL_HIGH(SCL_HIGH including hO~h7). 


nak_release_scl 
13 RW |0x0 1'bO: Hold scl as low when recieved nack 
1'b1: Release scl as high when recieved nack 
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| Bit _|Attr| Reset Value 


flt_en 

SCL edage glitch filter enable 
ane ikl baa 1'b0: disable 

1'b1: enable 


slv_hold_scl_th 

Slave hold scl threshold = slv_hold_scl_db * Tclk_i2c 
fit_r 

7:4 {RW |0x0 = 

7:4 Jaw foro Filter scl rising edge glitches of width less than flt_r * Tclk_i2c 
fit_f 

: RW = 
s:0 aw foro Filter scl falling edge glitches of width less than flt_f * Tclk_i2c 


22.5 Interface Description 
Table 22-112C Interface Description 


Module pin Pin name 


I2CO Interface 


i2cO_sda I2CO_SDA/GPIOO_B2_u GRF_GPIOOB. L[10:8]=3'h1 


i2cO_scl I2CO_SCL/GPIOO_B1i_u GRF_GPIOOB. L[6:4]=3'h1 


I2C1 Interface 


i2c1_sda 12C1_SDA/CANO_RX_MO/PCIE20_BUTTONRSTn/MCU_JTAG GRF_GPIOOB H[2:0]=3'h1 


_TCK/GPIOO_B4_u 


i2c1_scl 12C1_SCL/CANO_TX_MO/PCIE30X1_BUTTONRSTn/MCU_JTA GRF_GPIOOB. L[14:12]=3'h 


G_TDO/GPIOO_B3_u 


I2C2 MO Interface 


i2c2m0_sda 12C2_SDA_M0/SPIO_MOSI_MO0/PCIE20_PERSTn_M0O/PWM2 GRF_GPIOOB. H[10:8]=3'h1 


_M1/GPIOO_B6_u 


i2c2m0_scl 12C2_SCL_M0O/SPIO_CLK_MO/PCIE20_WAKEn_M0/PWM1_M GRF_GPIOOB. H[6:4]=3'h1 
1/GPIOO_B5_u 


I2C2 M1 Interface 


i2c2mi_sda 12C2_SDA_M1/EBC_GDSP/CAN2_RX_MO0/ISP_FLASH_TRIGI | GRF_GPIO4B_IOMUX_H[2:0]=3'h1 


N/VOP_BT656_CLK_M1/GPIO4_B4_d 


i2c2m1_scl 12C2_SCL_M1/EBC_SDSHR/CAN2_TX_M0/I2S1_SDO3_M1i/ | GRF_GPIO4B_IOMUX_H[6:4]=3'h1 
GPIO4_B5_d 


I2C3 MO Interface 


i2c3m0_sda 12C3_SDA_M0O/UART3_RX_M0/CAN1_RX_MO/AUDIOPWM_L | GRF_GPIO1A_IOMUX_L[2:0]=3'h1 


OUT_P/ACODEC_ADC_DATA/GPIO1_A0_u 


i2c3m0_scl 12C3_SCL_MO/UART3_TX_M0O/CAN1_TX_MO/AUDIOPWM_L GRF_GPIO1A_IOMUX_L[6:4]=3'h1 


OUT_N/ACODEC_ADC_CLK/GPIO1_Ai_u 


I2C3 M1 Interface 


i2c3mi_sda LCDC_D21/VOP_BT1120_D12/GMAC1_TXD1_M0/1I2C3_SDA | GRF_GPIO3B_IOMUX_H[10:8]=3'h4 
_M1/PWM11_IR_MO/GPIO3_B6_d 
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i2c3m1_scl I/ LCDC_D20/VOP_BT1120_D11/GMAC1i_TXDO_M0/I2C3_SCL | GRF_GPIO3B_IOMUX_H[6:4]=3'h4 
oO _M1/PWM10_M0/GPIO3_B5_d 


I2C4 MO Interface 


i2c4m0_sda 12C4_SDA_M0/EBC_VCOM/GMAC1_RXER_M1/SPI3_MOSI GRF_GPIO4B_IOMUX_L[10:8]=3'h1 
M0/12S2_SDI_M1/GPIO4_B2_d 


i2c4m0_scl 12C4_SCL_M0/EBC_GDOE/ETH1_REFCLKO_25M_M1/SPI3 GRF_GPIO4B_IOMUX_L[14:12]=3'h1 
CLK_M0/I2S2_SDO_M1/GPIO4_B3_d 


I2C4 M1 Interface 


i2c4mi_sda SDMMC1_PWREN/I2C4_SDA_M1/UART8_RTSn_MO/CAN2_R | GRF_GPIO2B_IOMUX_L[6:4]=3'h2 
X_M1/GPIO2_Bi_d 


i2c4m1_scl SDMMC1_DET/12C4_SCL_M1/UART8_CTSn_M0/CAN2_TX GRF_GPIO2B_IOMUX_L[10:8]=3'h2 
M1/GPIO2_B2_u 


I2C5 MO Interface 


i2c5m0_sda LCDC_D19/VOP_BT1120_D10/GMAC1i_RXER_MO0/I2C5_SDA | GRF_GPIO3B_IOMUX_H[2:0]=3'h4 
_MO0/PDM_SDI1_M2/GPIO3_B4_d 


i2c5m0_scl LCDC_D18/VOP_BT1120_D9/GMAC1i_RXDV_CRS_M0/12C5 GRF_GPIO3B_IOMUX_L[14:12]=3'h4 
_SCL_MO0/PDM_SDIO_M2/GPIO3_B3_d 


I2C5 M1 Interface 


i2c5mi_sda HDMITX_SDA/1I2C5_SDA_M1/GPIO4_D0_u GRF_GPIO4D_IOMUX_L[2:0]=3'h2 


i2c5m1_scl HDMITX_SCL/1I2C5_SCL_M1/GPI104_C7_u GRF_GPIO4C_IOMUX_H[14:12]=3'h2 


The I/O interface of I2C3 can be chosen by setting GRF_SOC_CON5[4] bit, if this bit is set to 
1, I2C3 uses the I12C3m1 I/O interface, if those bit is set to 0, I2C3 uses the I2C3m0 I/O 
interface. 


22.6 Application Notes 


The I2C controller core operation flow chart below is to describe how the software configures 
and performs an I2C transaction through this I2C controller core. Descriptions are divided 
into 3 sections, transmit only mode, receive only mode, and mix mode. Users are strongly 
advised to follow 

@ Transmit only mode (I12C_CON[1:0]=2’b00) 
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- ES 
) 
start ) 


Config 12C_CLKDIV to 
select 12C_SCL frequency 


| 


Config I12C_CON to 
select TX only mode 


| 


Config 12C_CON to send 
start signal 


| 


Write datas to 
12C_TXDATAO™~I2C_TXDA 
TA7 


Write datas counts to 
12C_MTXCNT 


Wait for tx complete irq 
C12C_IPD[2]) 


ore data to 
transfer ? 


Config 12C_CON to send 
stop signal 


Stop 


y 


Fig. 22-6 I2C Flow chat for transmit only mode 
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@ Receive only mode (I2C_CON[1:0]=2’b10) © 
( start ) 
“SS ff 
Config I2C_CLKDIV to 
select 12C_SCL frequency 


Config 12C_CON to 
select RX only mode 


Config 12C_CON to send 
start signal 


Write datas counts to 
12C_MRXCNT 


Wait for rx complete irq 
(12C_IPD[3]) 


More data to 
receive ? 


Config 12C_CON to send 
stop signal 


te 


ie aN 
'~ Stop = 


Fig. 22-7 12C Flow chat for receive only mode 
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@ Mix mode (I2C_CON[1:0]=2’b01 or I2C_CON[1:0]=2’b11) 
< | ) 
Config 1I2C_CLKDIV to 
select 12C_SCL frequency 


| 


Config 12C_CON to 
select MIX mode 


| 


Config 12C_CON to send 
start signal 


| 


Config I2C_MRXADDR 
and 12C_MRXRADDR 


| 


Write data counts to 


I2C_MRXCNT 
Wait for rx complete irq Config 12C_CON to 
(12C_IPD[3]) select RX only mode 


More data to 
receive ? 


Config 12C_CON to send 
stop signal 


‘s 


a 
L Stop " 


Fig. 22-8 I2C Flow chat for mix mode 
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Chapter 23 Digital Audio Codec 


23.1 Overview 


Digital Audio Codec is a 24-bit digital audio encoder/decoder which supports multiple sample 
rates. It is mainly composed of digital ADC and digital DAC. The function of digital ADC is to 
convert pulse density modulation format data into PCM format audio data through a series of 
filters and volume control. Decoding result of digital ADC is sent out through I2S/PCM 
interface. The aim of digital DAC is to process the data received from I2S/PCM interface 
through filters, volume control and modulation. Finally the modulated result is sent to 
Analog Codec. 

The Digital Audio Codec supports the following features. 


Support 8-bit APB bus slave interface 

Support 3-channel digital ADC 

Support 2-channel digital DAC 

Support I2S/PCM interface 

Support I2S/PCM master and slave mode 

Support 4-channel audio transmitting in I2S mode 

Support 2-channel audio receiving in I2S mode 

Support 2-channel audio transmitting or receiving in PCM mode 

Support I2S normal, left and right justified mode serial audio data transfer 

Support PCM early, late1, late2, late3 mode serial audio data transfer 

Support MSB or LSB first serial audio data transfer 

Support configurable SCLK and LRCK polarity 

Support 16~24 bit sample resolution for both digital ADC and digital DAC 

Support programmable left and right channel exchangeable in I2S mode and PCM 
mode for both digital ADC and digital DAC 

Support three modes of mixing for every digital DAC channel 

Both digital ADC and digital DAC support three groups of sample rates. Group O are 
8kHZ/16kHz/32kHz/64kHZ/128kHz, group 1 are 
11.025kHz2/22.05kHz2/44.1kHZ/88.2kHz/176.4kHz and group 2 are 
12kH2/24kHZ/48kHz/96kHz/192kHz 

Support asynchronous mode and synchronous mode 

In asynchronous mode, there are no constraints on the sample rate of digital ADC and 
digital DAC. They are completely independent 

In synchronous mode, support digital ADC or digital DAC operating individually. The 
sample rate of digital ADC and digital DAC can be within any groups and any kind 
within one group 

In synchronous mode, support digital ADC and digital DAC operating at the same time 
within same sample rate group. Sample rates of digital ADC and digital DAC are within 
the same group 

In synchronous mode, support digital ADC and digital DAC operating at the same time 
within different sample rate group. Sample rate of digital ADC is within group O and 
digital DAC is within group 2 or digital ADC is within group 2 and digital DAC is within 
group O, group 1 not supported 

The pass-band of digital ADC filters is 0.45625*fs 

Support digital ADC pass-band ripple within +/-0.1dB 

The stop-band of digital ADC filters is 0.5*fs 

Support digital ADC stop-band attenuation at least 60dB 

Support volume control for both digital ADC and digital DAC 

Support Automatic Level Control(ALC)and noise gate for digital ADC 

Support programmable negative and positive volume gain for both digital ADC and 
digital DAC 

Support communication with Analog Codec through I2C bus 
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23.2 Block Diagram 


APB bus ACDC_CRU 
> ACDC_RF 
12C bus 
ACDC_I2C 
2-channel Digital ADC 
Digital ADC interface 
12S TX ADC data ADC_SER 
a 
1-channel 
ACDC_12 Digital ADC 
125 RX Digital DAC 
2-channel DAC dats DAC SER interface 
_—n Digital DAC a 
EE 


Fig. 23-1 Digital Audio Codec Block Diagram 
ACDC_RF 
The ACDC_RF implements the 8-bit APB slave operation through APB bus. It is responsible 
for configuring the operation registers of other modules. 
ACDC_CRU 
The ACDC_CRU implements clock and reset generation function. It is responsible for 
generating sample clock, digital ADC/DAC operation clock and I2S operation clock. 
Digital ADC 
There are 3 digital ADC channels in total inside Digital Audio Codec. The 2-channel digital 
ADC is composed of left channel and right channel while the 1-channel digital ADC contains 
only one channel. The digital ADC receives three channels data from ADC_SER module. It 
includes CIC filters, compensation filters, low-pass decimation filters, high-pass filters and 
other audio signal processing related modules. The output of digital ADC is sent to the I2S 
module. 
ADC_SER 
This module receives serial data from analog ADC. It extracts three channels from input 
serial data and distributes them to the corresponding digital ADC channel. 
Digital DAC 
There are 2 digital DAC channels inside the Audio Codec. The digital DAC receives audio data 
from I2S RX. It includes one CIC filter, one high-pass filter, several low-pass decimation 
filters, modulator and other audio signal processing related modules. The output of digital 
DAC is sent to DAC_SER module and serialized before transmitting to analog DAC. 
DAC_SER 
This module receives parallel data from digital DAC. It then serializes the parallel data and 
sends it to analog DAC. 
ACDC_I2S 
The I2S/PCM audio interface can be configured to master mode or slave mode. In Master 
Mode, SCLK and LRCK are configured as output. In Slave Mode, SCLK and LRCK are 
configured as input. The ACDC_I2S module can operate in TX or RX mode. When in TX 
mode, it receives audio data from digital ADC and sends it out through 12S TX interface. 
When in RX mode, it receives audio data from I2S RX interface and sends it to digital DAC. 
ACDC_I2C 
The ACDC_I2C module is used to communicate with analog ADC/DAC. It is responsible for 
sending 4-bit PGA gain codes for each channel to analog ADC/DAC every interval of time. 


23.3 Function description 
The I2S/PCM interface of Digital Audio Codec is connected to the I2S0 controller. Please 
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refer to the I2S chapter for detailed information about I2S and PCM format that Digital Audio 
Codec supports. 
23.3.1 Filters of Digital ADC 
Digital Audio Codec receives 3 channels data such as DATAO, DATA1 and DATA2 from Analog 
Codec. DATAO is connected to the left channel of 2-channel digital ADC, DATA1 is connected 
to the right channel of 2-channel digital ADC and DATA2 is connected to the 1-channel 
digital ADC. 
In order to achieve PCM format audio data from DATAO, DATA1 and DATA2, a total of 8 
filters for 2-channel digital ADC and 8 filters for 1-channel digital ADC are embedded. It 
includes a CIC decimation filter, a compensation filter, 4 half-band filters, a low-pass filter 
and a high-pass filter in 2-channel digital ADC or 1-channel digital ADC. 
The CIC decimation filter achieves maximum 16-times decimation when in normal mode. It 
also can be programmed to 8-times in low power mode 1 or 4-times decimation in low 
power mode 2. When operates in low power mode 1 or 2, the operating clock of digital ADC 
can be reduced to half or quarter of the normal mode. The problem is that signal indicators 
will become worse and some sample rates not support in low power mode 1 or 2. So make 
sure that the CIC decimation filter works in 16-times decimation unless you don't care about 
signal indicators. 
Compensation filter is connected in series following CIC filter. Its function is to reduce the 
ripple of CIC filter output. It can be software enabled or disabled. 
The 4 half-band filters and a low-pass filter each perform 2-times decimation. That means a 
maximum of 32-times decimation can be achieved. Not all of these 5 decimation filters are 
working all the time. How many of them are needed to work depends on the sample rate. 
For example, in order to output a 192K sample rate signal, only one filter works, the rest of 
filters are idle. 
The high-pass filter is used to filter DC components in audio data stream. Result of high- 
pass filter is sent to the volume control. 
The equivalent parameters of digital ADC filters are as follows. 

Table 23-1 Equivalent Parameters of Digital ADC Filters 


Test « P 

Parameter condition Min Typ Max Unit 
Pass-band +/- 0.1dB 20 N/A 0.45625fs Hz 
Pass-band 

ripple N/A N/A N/A +/- 0.1 dB 
Stop-band N/A 0.5fs N/A N/A Hz 
Stop-band 

ArenUSEIOn f>0.5fs 60 N/A N/A dB 


23.3.2 Filters of Digital DAC 


I2S module receives two-channel audio data from I2S RX interface and drives it to the 
digital DAC which supports mixing function. How to pour 2-channel audio data into 2- 
channel digital DAC can be achieved by programming mixing mode. 

Audio processing of digital DAC is similar to that of digital ADC, which is almost the inverse 
process of digital ADC. The 2-channel digital DAC includes a high-pass filter and 5 half-band 
filters. The high-pass filter is used to filter DC components in audio data stream. Result of 
high-pass filter is sent to the digital DAC volume control module. The input of 5 half-band 
filters comes from output of volume control, each perform 2-times interpolation. But not all 
of them are working all the time. How many of them are needed to work depends on the 
sample rate of digital DAC. The result of half-band filters is sent to a third-order Sigma-Delta 
modulator. 


23.3.3 Volume Control 


PCM format data output from 3-channel digital ADC high-pass filters are fed into volume 
control module. The volume control module inside digital ADC contains several sub-modules 
such as noise gate, peak detect, frequency cross zero detect, ALC and digital gain control. It 
can be digitally attenuated over a range of -96dB~0dB in 0.375dB/step for negative gain 
and amplified over a range of 0dB~96dB in 0.375dB/step for positive gain. Whether is 
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attenuated or amplified can be software programmed. The volume of each channel can be 
controlled separately. Each channel has an 8-bit register for volume control. For negative 
gain, Oxff corresponds to digital mute while 0x00 corresponds to OdB. For positive gain, Oxff 
corresponds to maximum gain while 0x00 corresponds to OdB. 

As for digital DAC, output of high-pass filter is fed into volume control module. Similar to 
digital ADC, The volume control module inside digital DAC contains several sub-modules 
such as peak detect, frequency cross zero detect, LIMITER and digital gain control. It also 
can be digitally attenuated over a range of -96dB~0dB in 0.375dB/step for negative gain 
and amplified over a range of OdB~96dB in 0.375dB/step for positive gain. Whether is 
attenuated or amplified can be software programmed. 


23.3.4 12C Interface 


The role of I2C inside the Digital Audio Codec is to send 4-bit PGA gain codes for each digital 
ADC channel to Analog Codec every interval of time. The interval of time is software 
programmable and the unit is the sample rate of digital ADC. There are 12 bits PGA gain 
codes in total for 3-channeldigital ADC, requiring the I2C inside Digital Audio Codec to 
initiate a request to transmit two bytes when interval of time reaches. The I2C inside Digital 
Audio Codec can be enabled or disabled by software. Its output bus will multiplex with 
RKI2C2 controller. 


23.4 Register Description 


23.4.1 Internal Address Mapping 


Slave address can be divided into different length for different usage, which is shown as 
follows. 


23.4.2 Registers Summary 


Reset Description 
Value P 


ACDCDIG SYSCTRLO 0x0000 |W |0x00000000 [System Control Register 


ACDCDIG ADCVUCTL 0x0040 fw  Joxooaooo01 |ADC Volume Control 
Register 

ACDCDIG ADCVUCTIME 0x0044 w_ oxoo000000 ADC Volume Control Time 
Limit Register 


ACDCDIG_ADCDIGEN 0x0048 |W |0x00000000 |ADC Digital Enable Register 
ACDCDIG_ADCCLKCTRL 0x004c |W |0x00000000 [ADC Clock Control Register 


ACDCDIG ADCINT DIV 0x0054 w_ oxoo000000 aa Slots PIMINer 
ACDCDIG ADCSCLKTXINT DIV|ox006c jw Joxoo000000 ouace Tx integer Divider 
Ww 


ACDCDIG_ADCCFG1 0x0084 0x00000000 |ADC Configure Register 1 


W 
W 
W 
W 
ACDCDIG ADCVOLLO 0x0088 w_ oxo0000000 Volumeof ADC Left Channel 
W 
W 
W 
W 


Volume of ADC Left Channel 
2 Register 


Volume of ADC right 
0x00000000 Channel 1 Register 


aaa ae a O Register 
ACDCDIG ADCVOLL1 0x008c 
ACDCDIG ADCVOLRO 0x0098 


0x00000000 


ACDCDIG ADCRVOLLO 
Internal Volume of ADC Left 
ACDCDIG ADCRVOLL1 Ox00bO |W 0x00000000 Channel 2 Register 


Internal Volume of ADC Left 
CROOd COOK Channel 0 Register 


ACDCDIG ADCVOGP 0x00a8 jw oxoo000000 eee GainrPolanty 
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Reset Sofia! 

Tie i Eon 

Internal Volume of ADC 
ACDCDIG ADCRVOLRO 0x00bc w_ oxoooooorr Han CASnRea Reetet 

Automatic Level Control 
ACDCDIG ADCALC1 0x00d0 jw Joxoo000000 Automatic Level Control 

Register 1 

Automatic Level Control 
ACDCDIG ADCNG 0x00d8 jw Joxoo000000 fee Gate Control 
ACDCDIG ADCNGST 0x00dc w_ oxo0000000 ADC Noise Gate Status 
or ee ere Register 
ACDCDIG _ADCHPFEN 0x00e0 jw oxoo000000 pene Filter Enable 
ACDCDIG ADCHPFECF 0x00e4 w_ oxo0000000 ar aa ig Control 


IACDCDIG ADCPGLi 
IACDCDIG ADCLILMT2 | 


ACDCDIG ADCDMICNG1 0x0114 w_ oxo0000000 oo Noise Gate Register 
ACDCDIG ADCDMICNG2 0x0118 jw oxoo000000 Saai Noise Gate Register 
ACDCDIG_DACVUCTL 0x0140 jw oxooo00001 BAC Volume Contre! 
Register 
Ww _| 


DAC Volume Control Time 


ACDCDIG DACDIGEN 0x0148 0x00000000 |DAC Digital Enable Register 
ACDCDIG_DACCLKCTRL 0x014c |W  |0x00000000 |DAC Clock Control Register 


ACDCDIG DACINT DIV 0x0154 jw oxo0000007 Serna Clock Divider 
ACDCDIG DACSCLKRXINT DIV|0x0160 0x0000001f gee RC Integer Divider 


Register 
lw__|0 
Ww 
Ww | 
lw | 


Ww 
WwW 
W 
WwW 
WwW 
WwW 
ACDCDIG DACPWM_ CTRL 0x0168 Ww x00000000 |PWM Mode Control Register 
Ww 
Ww 
W 
WwW 
WwW 
Ww 


ACDCDIG_ DACCFG1 0x0184 0x00000000 |DAC Configure Register 1 
ACDCDIG DACMUTE 0x0188 0x00000000 |DAC Mute Control Register 
ACDCDIG DACMUTEST 0x018c 0x00000000 |DAC Mute Status Register 


Volume of DAC Left Channel 
ACDCDIG DACVOLLO 0x0190 w_ oxo0000000 
Volume of DAC right 
ACDCDIG DACVOLRO 0x01a0 0x00000000 Channel Recister 
0x00000000 ADC Volume Gain Polarity 
Register 
Internal Volume of DAC Left 
Ox000000FF Channel 0 Register 


ACDCDIG DACRVOLLO 0x01b4 
Internal Volume of DAC 
ACDCDIG_DACRVOLRO Ox01c4 |W |0x000000ff right ‘Channel 1 Register 
ACDCDIG DACLMTO O0x01d4 |W |0x00000000 |DAC Limiter Register 0 
ACDCDIG DACLMT1 Ox01d8 |W |0x00000000 |DAC Limiter Register 1 


ACDCDIG_ DACVOGP 0x01b0 we 
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Reset 


Value Description 


ACDCDIG DACLMT2 OxOldc |W 


ACDCDIG_ DACMIXCTRLL Ox01e0 Of Left Channels 


lw 
W 
DAC Mixing Control Register 
ACDCDIG DACMIXCTRLR Ox01e4 jw oxoo000000 Of Hohe Channele 
ACDCDIG_DACHPF 0x01e8 w_ oxo0000000 BAe TOi pace Bike contre) 
Register 
Ww 
lw | 
Ww 
lw 


0x00000000 DAC Mixing Control Register 


Ww 
Ww 
W 
Ww 
I2C Scl Low Level Divider 
Register 0 


I2C Scl Low Level Divider 
ACDCDIG I2C CLKDIVL1i 0x0294 w_ ox00000000 Register 1 
ACDCDIG 12C CLKDIVHO oxo298 Iw |oxo0000006 |!2° S¢! High Level Divider 

Register O 

I2C Scl High Level Divider 
ACDCDIG 12C MAXCNT 0x02a0 jw oxooo00080 sae rata Traneriyie Count 

Slave Hold Debounce 
ACDCDIG I2C SCLOE DBO 0x02a4 w_ oxoo000020 Configure Register 0 

Slave Hold Debounce 
ACDCDIG I2C SCLOE DB1 0x02a8 jw oxoo000000 Conhaure Rea stent 

Slave Hold Debounce 

Slave Hold Debounce 
ACDCDIG I2C SCLOE DB3 0x02b0 jw oxooo00020 Configure Register 3 

I2C Transmit Request Time 
ACDCDIG I2C TMOUTL 0x02b4 w Joxooooo0xr Out Register 0 

I2C Transmit Request Time 
ACDCDIG I2C TMOUTH 0x02b8 jw oxoo000000 Out Register 1 
ACDCDIG 12C DEV ADDR ___|ox02bc w_ Joxooo00048 ee Device Address 
ACDCDIG 12C REG ADDR __|ox02c0 jw Joxooo00028 a Address of 120 


ACDCDIG 12C STATUS 0x02c4_ |W |0x00000000 |I12C Status Register 


Transmit Operation Control 
ACDCDIG 12S TXCRO 0x0300 w foxoo00000r noi 
ACDCDIG 12S TXCR1 0x0304 jw oxoo000000 Transmit Operation Control 
Register 1 
ACDCDIG 12S TXCR2 0x0308 0x00000000 | ransmit Operation Control 
Register 2 
Ww 


ACDCDIG I2C CLKDIVLO 0x0290 jw oxoo000006 


ACDCDIG 12S RXCRO 0x030c w  oxooo00001 Receive Operation Control 


WwW 

Ww 

Ww Register O 
ACDCDIG I2S RXCR1 0x0310 |W 
WwW 


0x00000000 Receive Operation Control 
Register 1 


ACDCDIG _I2S CKRO 0x0314 0x00000000 |Clock Generation Register O 
ACDCDIG 12S CKR1 0x0318 |W — |0x00000000 [Clock Generation Register 1 
[Ww |0x00000000 |Transfer Start Register 


SCLK Domain Logic Clear 
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name | onet [se] Gass [Desert 
Value P 


ACDCDIG VERSION 0x0380 |W |0x00000002 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access 


23.4.3 Detail Registers Description 


ACDCDIG SYSCTRLO 

Address: Operational Base + offset (Ox0000 

| Bit |Attr[ResetValue|  ——— (<s——“‘;CCéi scription =— (< — Cid 
[31:6 [RO |0x0000000_ [reserved —is—“‘“(“‘“(CS*C*C*C*C*C*C*C*C*C*C*C*C*C~C~CS 


sync_mode 
1'bO: Asynchronous mode. Input operation clocks of Digital ADC 
5 RW |0x0 and Digital ADC are asynchronous to each other. 
1'b1: Synchronous mode. Digital ADC and Digital ADC internally 
share one common clock. 
clk_com_sel 
Selects the operation clock of Digital ADC or Digital DAC as 
common clock when Digital ADC and Digital DAC work in 
4 RW |Ox0 synchronous mode. Keep the default value when Digital ADC and 
Digital DAC work in asynchronous mode. 
1'bO: Selects operation clock of Digital ADC 
1'b1i: Selects operation clock of Digital DAC 


glbcke 
Global enable for synchronization signal of both Digital ADC and 
DAC. It works well when Digital ADC and DAC operate in 
synchronous mode where the Digital ADC and DAC share the 

3 rw {oxo same d2a_adc_clk and d2a_adc_sync to communicate with 
Analog ADC/DAC. If Digital ADC and DAC operate in 
asynchronous mode meaning that they are independent, glbcke 
is ineffective. 
1'b0: Disable 
1'b1: Enable 


2 |RO_|oxo_sireserved 


sync_sel 

Selects the synchronization signal generated by Digital ADC or 

by Digital DAC that is connected to d2a_adc_sync to 

communicate with Analogy ADC/DAC. Make sure that sync_sel is 
1 rw loxo set to 1'bO when in synchronous mode. If in asynchronous mode, 

sync_sel should be set according to the following illustration. 

1'b0O: Synchronization signal generated by Digital ADC is 

connected to d2a_adc_sync. 

1'b1: Synchronization signal generated by Digital DAC is 

connected to d2a_adc_sync. 


ACDCDIG ADCVUCTL 

Address: Operational Base + offset (0x0040) 

| Bit |Attr|ResetValue[ CC‘ escription 
[31:3 |RO_[0x00000000 [reserved 


adc_byps 

Digital ADC volume control bypass. 
2 RW 0x0 1'b0O: ADC volume control enable 

1'b1: ADC volume control b 


adcfade 
Digital ADC volume adjust mode. 

‘ RW. 0X0 1'b0O: update to new volume immediately 
1'b1: update volume as adczdt field describes 
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| Bit |Attr|ResetValue/ Ci eescription 


adczdt 
Digital ADC volume cross zero detect enable. It works when 
rw loxt adc_byps is 1'bO and adcfade is 1'b1. 
1'b0O: Volume adjusts every sample. 
1'b1: Volume adjusts only when audio waveform crosses zero or 
volume-control time-limit condition meets. 


ACDCDIG ADCVUCTIME 

Address: Operational Base + offset (0x0044) 

| Bit |Attr|ResetValue[ ————C‘Ci scription 
[31:8 [RO |0xo00000_—i[reserved 


adcvuct 
; Volume control time limit, valid only in fade cross zero mode. 
FeO), RE OXOS Time limit = adcvuct*(1/sample rate) 
Unit: sample rate 


ACDCDIG ADCDIGEN 

Address: Operational Base + offset (0x0048) 

| Bit |Attr|ResetValue[ Ci scription = 
[31:5 [RO _|0xo000000 [reserved 


adcglben 
Global enable of all Digital ADC channels. Only when adcglben 
4 Rw loxo and the enable signal corresponding to each Digital ADC channel 
is valid before starting work. 
1'b0O: Disable 
1'b1: Enable 


3:2 |RO |oxO_ reserved 


adcen_|2 
Digital ADC left channel 2 enable. 
om eal hee 1'b0: Disable 
1'b1: Enable 
adcen_lOr1 
Digital ADC left channel 0 and right channel 1 enable. 
WE x0 1'b0: Disable 
1'b1: Enable 


ACDCDIG ADCCLKCTRL 

Address: Operational Base + offset (0x004c) 

| Bit |Attr|ResetValue[  ———C‘i scription 
31:8 |RO [0xo00000_—ifreserved 


cic_ds_ratio 

CIC filter decimation ratio. 
7:6 |RW |Ox0 2'bOO: 16 times decimation 

2'b01: 8 times decimation 

other: 4 times decimation 


adc_cke 

Digital ADC operation clock enable. 
27 sIRVE Exe 1'bO: Disable 

1'bi: Enable 

i2stx_cke 

Clock enable of internal I2S TX channel. 
sa bee 1'bO: Disable 

1'bi: Enable 
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| Bit |Attr|ResetValue[ C(Deescription 
cke_bclktx 
Clock enable of sclk_out_tx. 
1'bO: Disable 
1'b1: Enable 
filter_gate_en 
Filter gate enable. 
There are some filters in Digital ADC, they work depends on the 
sample rate. If any filters not work, the filter and its 
corresponding memory clock will be gated if filter_gate_en is 
1'b1i, otherwise the clock will be still active. 
1'bO: Don't gate filters' clock 
1'b1i: Gate filters' clock 
adc_sync_ena 
Enable of the synchronization signal generated by Digital ADC. 
Note that only when both glbcke and adc_sync_ena are equal to 
1'b1, the synchronization signal of Digital ADC can be generated. 
1'bO: Disable 
1'b1: Enable 
adc_sync_status 
There is a counter to generate synchronization signal of Digital 
ADC. In order to ensure the integrity of synchronization signal, it 
is necessary to read back adc_sync_status to judge whether the 
counter stops working when adc_sync_ena is set from 1'b1 to 
1'bO. If the signal is read back to 1'bO, it means that the counter 
stops working and the synchronization signal of Digital ADC is 
complete. 


ACDCDIG_ ADCINT DIV 


Address: Operational Base + offset (0x0054 


0x000000 


int_div_con 
0x00 Interger clock divider to provide 6.144/5.644/4.096MHz sample 
clock for internal filters. Make sure that int_div_con is an odd 
number between 7(8 times division) and 15(16 times division). 
ACDCDIG ADCSCLKTXINT DIV 
Address: Operational Base + offset (0x006c) 


Integer clock divider to generate sclk_out_tx when I2S TX works 
in master mode. It is ignored when in slave mode. 


ACDCDIG ADCCFG1 
Address: Operational Base + offset (0x0084 

[Attr|/Reset Value|  ———s—“‘;‘“C;C™SC«Ci scription 
[31:5 [RO |0x0000000_ [reserved —is—“‘“‘“(‘“(S;SC*C*C*C*C*C*C*C*C*C*C*™C(*S 
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| Bit |Attr[ResetValue| CC‘; Ci ecription =— Cd 
adcsrt 
Sample rates of Digital ADC. 
3'bOO0O: 12kHz/11.024kHz/8kHz 
3'b001: 24kH2Z/22.05kHz/16kHz 
3'b010: 32kHz 
3'b011: 48kHz/44.1kHz 
3'b100: 96kKHZ/88.2kHz/64kHz 
3'b101~3'b111: 192kHZ/176.4kHz/128kHz 
sig_scale_mode 
Signal scale mode select. 
1'bO: CIC output the normal latitude. 
1'b1: Scale the CIC output to half of the normal latitude and 
scale 2 times after high-pass filter. 
fir_com_bps 
FIR compensate filter bypass control. 
1'bO: Not bypass 
1'b1: B 


ACDCDIG ADCVOLLO 

Address: Operational Base + offset (0x0088) 

| Bit |Attr|ResetValue[  ————C‘Ci scription 
[31:8 [RO |0xo00000__—i[reserved 


adclvO 

Volume of Digital ADC left channel 0. 

Odb~-95.625db, 0.375db/step. 

'hO: Odb 
7:0 |RW |0x00 : -0.375db 

: -0.75db 
: -1.125db 
: -95.625db 


ACDCDIG ADCVOLL1 
Address: Operational Base + offset (0x008c) 


adclv1 
Volume of Digital ADC left channel 2. 
Odb~- 95.625db, 0.375db/step. 


: Odb 

: -0.375db 
: -0.75db 
: -1.125db 


: -95.625db 


ACDCDIG ADCVOLRO 

Address: Operational Base + offset (0x0098) 

| Bit |Attr|ResetValue[ Ci escription 
[31:8 [RO |0xo00000_—i[reserved 
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| Bit |Attr|ResetValue/ Ci eescription 


adcrvO 
Volume of Digital ADC right channel 1. 
Odb~-95.625db, 0.375db/step. 
Odb 
7:0 |RW |0x00 : -0.375db 

: -0.75db 

: -1.125db 

: -95.625db 


ACDCDIG ADCVOGP 
Address: Operational Base + offset (0x00a8 


| Bit |Attr/ResetValue| CiDescription 
[31:3 |RO_[0x00000000 [reserved 

volgpl2 

Gain polarity for the volume of Digital ADC left channel 2. 

1'bO: Negative gain 

1'b1: Positive gain 

volgpri 

Gain polarity for the volume of Digital ADC right channel 1. 

1'bO: Negative gain 

1'b1: Positive gai 


Gain polarity for the volume of Digital ADC left channel 0. 
1'bO: Negative gain 
1'b1: Positive gai 


ACDCDIG ADCRVOLLO 

Address: Operational Base + offset (Ox00ac) 

| Bit |Attr|ResetValue[  —————C‘Ci scription 
[31:8 [RO |0xo00000__—i[reserved 


7:0 Oxff ele 
: Internal real-time volume of Digital ADC left channel 0. 


ACDCDIG ADCRVOLL1i 

Address: Operational Base + offset (Ox00b0) 

| Bit |Attr|ResetValue[  ————C‘Ci scription 
[31:8 [RO |0x000000__—i[reserved 


. rvolli 
Internal real-time volume of Digital ADC left channel 2. 


ACDCDIG ADCRVOLRO 
Address: Operational Base + offset (OxOObc 


rvolrO 
Internal real-time volume of Digital ADC right channel 1. 


ACDCDIG ADCALCO 
Address: Operational Base + offset (Ox00cc) 


[Attr|ResetValue| Ci@eescription 
31:3 |RO_|0x00000000 
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| Bit |Attr|ResetValue/ Ci eescription 


alcl2 

> rw loxo puLOM Acie level control enable for Digital ADC left channel 2. 
1'bO: Disable 
1'b1: Enable 


alcr1 
1 rw {oxo eo temalle level control enable for Digital ADC right channel 1. 

1'bO: Disable 

1'b1: Enable 

alclO 

Automatic level control enable for Digital ADC left channel 0. 

RW |0x0 Fisk 
1'bO: Disable 
1'b1: Enable 


ACDCDIG ADCALC1 

Address: Operational Base + offset (Ox00d0) 

| Bit |Attr|Reset Value| = ——i‘iScription 
[31:8 |RO [0xo00000_—i[reserved 


; alcarate 
ALC attack rate=sample rate/( 8*power(2,alcarate)). 

. alcrrate 
ALC release rate=sample rate/( 8*power(2,alcrrate)). 


ACDCDIG_ ADCALC2 

Address: Operational Base + offset (0x00d4) 

| Bit |Attr|ResetValue[  ———C‘i scription 
[31:7 |RO_[0x0000000_|reserved 


alcmax 
. The highest threshold of ALC. 
Ce. RW 10x 3'b000~3'b100: Odb~-12db, 3db/step 
3'b101~3'b111: -18db~-30db, 6db/step 


3 |RO_|Oxo_ reserved 


alcmin 
: The lowest threshold of ALC. 
BO RW 0x0 3'b000~3'b100: Odb~-12db, 3db/step 
3'b101~3'b111: -18db~-30db, 6db/step 


ACDCDIG ADCNG 

Address: Operational Base + offset (0x00d8 

| Bit |Attr/ResetValue|  ——— s———“(;‘“‘“C;C™C~éi Scription =——(“ (s— —its—CSCid 
[31:8 [RO |0x000000__—i[reserved ——“(ss—~—“‘“‘“‘“(CS*S*S*~*~*~*~™~C~C~CSC—C—S 


ngchl 
Noise gate channel. 

i SES DEO 1'bO: Individual channel(or) 
1'b1: Both channel(and) 


ngen 
Noise gate enable. 
eee 1'bO: Noise gate disable 

1'b1: Noise gate enable 

ngboost 

Noise gate boost. 
Esler 1'b0O: Normal noise gate 

1'b1: Boost noise gate 
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| Bit |Attr|ResetValue[ C(Deescription 
nggate 
Noise gate threshold. 
If ngboost is 1'bO: 
3'b000~3'b111: -63db~-84db, 3db/step 
If ngboost is 1'b1: 


3'b000~3'b111: -33db~-54db, 3db/step 

ngdly 

Noise gate delay. The delay time before the noise gate attacks. 
2'b00: 2048 samples 

2'b01: 4096 samples 

2'b10: 8192 samples 

2'b1i1: 16384 samples 


ACDCDIG ADCNGST 
Address: Operational Base + offset (Ox00dc) 


| Bit [Attr/ResetValue| —Cé@Deescription =— 
[31:2 [RO |oxo0000000 |reserved 
ngstl2 
Noise gates valid status of left channel 2. 
1'bO: Not in NG status 
1'b1: Now in NG status 
ngstlOri 
Noise gates valid status of left channel 0 and right channel 1. 
1'b0O: Not in NG status 
1'b1: Now in NG status 


ACDCDIG ADCHPFEN 
Address: Operational Base + offset (0x00e0) 


hpfen_|2 

High-pass filter enable for left channel 2. 
1'bO: High-pass filter is disabled. 

1'b1: High-pass filter is enabled. 
hpfen_r1 

High-pass filter enable for right channel 1. 
1'bO: High-pass filter is disabled. 

1'b1: High-pass filter is enabled. 
hpfen_lO 

High-pass filter enable for left channel 0. 
1'bO: High-pass filter is disabled. 

1'b1: High-pass filter is enabled. 


ACDCDIG ADCHPFCF 
Address: Operational Base + offset (Ox00e4 
Reset Value 
0x00000000 
hpfcf 
High-pass filter control. 


2'b00: 3.79Hz 
2'b01: 60Hz 

2'b10: 243Hz 
2'b11: 493Hz 


ACDCDIG_ADCPGLO 
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Address: Operational Base + offset (Ox00ec 


| Bit |Attr|ResetValue| Ci escription 
[31:4 [RO |0x0000000 


pga_lO 
PGA gain of left channel 0 for analogy ADC. 

3:0 |RW |Ox0 Minimal gain: -18dB, maximum gain: 27dB, step: 3dB. The 
minimal gain corresponds to 4'bOO00 and the maximum gain 
corresponds to 4'b1111. 


ACDCDIG ADCPGL1 

Address: Operational Base + offset (OxO0f0) 

| Bit |Attr|ResetValue[  ——C‘ieScription 
[31:4 |RO_ [0x0000000_|reserved 


pga_l1 
PGA gain of left channel 2 for analogy ADC. 

3:0 |RW |Ox0 Minimal gain: -18dB, maximum gain: 27dB, step: 3dB. The 
minimal gain corresponds to 4'bO000 and the maximum gain 
corresponds to 4'b1111. 


ACDCDIG ADCPGRO 

Address: Operational Base + offset (OxO0Ofc 

| Bit [Attr|Reset Value] ——“i‘“;CSCéiScription — 
[31:4 [RO |0x0000000_ [reserved ——s—“‘“(“(‘(C*S*S*™*™*™*™*™C™C™C™C~S 


pga_r0O 
PGA gain of right channel 1 for analogy ADC. 

3:0 |RW |Ox0 Minimal gain: -18dB, maximum gain: 27dB, step: 3dB. The 
minimal gain corresponds to 4'bO000 and the maximum gain 
corresponds to 4'b1111. 


ACDCDIG ADCLILMT1 

Address: Operational Base + offset (0x010c 

| Bit [Attr|Reset Value] ——“‘“;*«Cé@eScription — 
[31:8 [RO |0x000000__—i[reserved ee —is—“‘“‘(‘CS*S*S*S™*™*~*~*~™~C~C~CC—CS 


Imt_en 
PGA gain LIMITER enable. 

7? JR |Ox0 1'bO: Disable 
1'bi: Enable 
max_lilmt 

; The highest threshold of LIMITER. 

Ged RE | OX0 3'b000~3'b100: Odb~-12db, 3db/step 
3'b101~3'b111: -18db~-30db, 6db/step 
reserved 


3 |RO_|0x0___—reserved 


min_lilmt 
: The lowest threshold of LIMITER. 
2:0) RW: 1Ox0 3'b000~3'b100: Odb~-12db, 3db/step 
3'b101~3'b111: -18db~-30db, 6db/step 


ACDCDIG ADCLILMT2 

Address: Operational Base + offset (0x0110 

| Bit |Attr[ResetValue|  ———(s———“(;i“‘“C;C™C~Céi eScription =—_—§“ <— —Cti—CSCid 
[31:8 [RO |0x000000__i[reserved ——( s—“‘“(“‘“(CS*S*S*S*~*~*~™C~CSCSC—C—S 


atk_rate 
7:4 |RW |Ox0 LIMITER attack rate=(power(2, atk_rate)*(8*clk)), clk is such as 
4.096MHz, 5.6448MHz, 6.144MHz. 
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| Bit |Attr| Reset Value, 
3:0 |RW 


4.096MHz, 5.6448MHz, 6.144MHz. 


rls_rate 
0x0 LIMITER release rate=(power(2, rls_rate)*(8*clk)), clk is such as 


ACDCDIG ADCDMICNG1 
Address: Operational Base + offset (0x0114 


ngchi_li 

Noise gate channel. 

1'bO: Individual channel(or) 

1'b1: Both channel(and) 

ngen_li 

Noise gate enable. 

1'bO: Noise gate disable 

1'b1: Noise gate enable 

ngboost_li 

Noise gate boost. 

1'b0O: Normal noise gate 

1'b1: Boost noise gate 

nggate_li 

Noise gate threshold. 

If ngboost is 1'bO: 

3'b000~3'b111: -63db~-84db, 3db/step 
If ngboost is 1'b1: 

3'b000~3'b111: -33db~-54db, 3db/step 
ngdly_li 

Noise gate delay. The delay time before the noise gate attacks. 
2'b00: 2048 samples 

2'b01: 4096 samples 

2'b10: 8192 samples 

2'b11: 16384 samples 


ACDCDIG ADCDMICNG2 
Address: Operational Base + offset (0x0118) 
[Reset Value| ————ié‘CScription =— 

ngvalid_li_l2 
Noise gates valid status of Limiter for left channel 2. 
1'bO: Not in NG status 
1'b1: Now in NG status 
ngvalid_li_lOr1 
Noise gates valid status of Limiter for left channel 0 and right 
channel 1. 
1'bO: Not in NG status 
1'b1: Now in NG status 


ACDCDIG DACVUCTL 
Address: Operational Base + offset (0x0140) 


dac_byps 


Digital DAC volume control bypass. 
1'bO: Digital DAC volume control enable 
1'b1: Digital DAC volume control bypass 
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| Bit |Attr|ResetValue/ Ci eescription 


dacfade 
Digital DAC volume adjust mode. 

‘ BY 1'b0O: Update to new volume immediately. 
1'b1: Update volume as daczdt field describes. 


daczdt 
Digital DAC volume cross zero detect enable. It works when 
rw loxd adc_byps is 1'bO and adcfade is 1'b1. 
1'b0O: Volume adjusts every sample. 
1'b1: Volume adjusts only when audio waveform crosses zero or 
volume-control time-limit condition meets. 


ACDCDIG DACVUCTIME 

Address: Operational Base + offset (0x0144) 

| Bit |Attr|ResetValue| C(éDeescription 
[31:8 |RO_[0x000000__freserved 


dacvuct 
' Volume control time limit, valid only in fade cross zero mode. 
ZaQ, s/RWY> (0x00 Time limit = dacvuct*(1/sample rate) 
Unit: sample rate 


ACDCDIG DACDIGEN 

Address: Operational Base + offset (0x0148) 

| Bit |Attr|ResetValue[ —C‘Ci scription = 
[31:5 [RO |0x0000000_ [reserved 


adcglben 
Global enable of all Digital DAC channels. Only when adcglben 
4 Rw loxo and the enable signal corresponding to each Digital DAC channel 
is valid before starting work. 
1'b0O: Disable 
1'b1: Enable 


3:1 |RO |oxo_ reserved 


dacen_lOr1 

Digital DAC left channel 0 and right channel 1 enable. 
EW XO 1'b0: Disable 

1'b1: Enable 


ACDCDIG DACCLKCTRL 

Address: Operational Base + offset (0x014c) 

| Bit |Attr|ResetValue[  ——C‘i scription 
[31:6 |RO [0x0000000_|reserved 


dac_cke 

Digital DAC operation clock enable. 
RW Oxd 1'bO: Disable 

1'b1: Enable 


i2srx_cke 

Clock enable of internal I2S RX channel. 
BENE OXO 1'bO: Disable 

1'bi: Enable 

cke_bclkrx 

Clock enable of sclk_out_rx. 
a |W 0x0 1'bO: Disable 

1'bi: Enable 
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| Bit |Attr|ResetValue/ Ci eescription 


dac_sync_ena 
Enable of the synchronization signal generated by Digital DAC. 

D) Rw loxo Note that only when both glbcke and dac_sync_ena are equal to 
1'b1, the synchronization signal of Digital DAC can be generated. 
1'b0O: Disable 
1'b1: Enable 


dac_sync_status 
There is a counter to generate synchronization signal of Digital 
DAC. In order to ensure the integrity of synchronization signal, it 

1 Rw loxo is necessary to read back dac_sync_status to judge whether the 
counter stops working when dac_sync_ena is set from 1'b1 to 
1'bO. If the signal is read back to 1'bO, it means that the counter 
stops working and the synchronization signal of Digital DAC is 
complete. 
dac_mod_attenu_en 
When enabled, the input of the Digital DAC modulator is 

aw lo attenuated by 6dB, and the output of the Digital DAC modulator 
x0 a 

is increased by 6cB. 
1'b0O: Disable 
1'b1: Enable 


ACDCDIG DACINT DIV 

Address: Operational Base + offset (0x0154 

| Bit [Attr|Reset Value] ——“‘“‘;*C@eScription — 
[31:8 [RO |0x000000__—i[reserved ——(—“‘“‘“‘“(CS*S*~*~C™C™C~C~C~C—C—~—S 


int_div_con 
7:0 IRW |oxo7 Interger clock divider to provide 6.144/5.644/4.096MHz sample 
: clock for internal filters. Make sure that int_div_con is an odd 
number between 7(8 times division) and 15(16 times division). 


ACDCDIG DACSCLKRXINT DIV 
Address: Operational Base + offset (0x0160 


| Bit |Attr|ResetValue[ —‘é‘éiScription 

31:8 [RO _|0x000000__—i|reserved —C—‘“‘“‘(C*S*S™S™S™SCSCS 
sckrxdiv 

7:0 RW |Oxif Interger clock divider to generate sclk_out_rx when I2S RX 
works in master mode. It is ignored when in slave mode. 


ACDCDIG DACPWM_DIV 

Address: Operational Base + offset (0x0164 

| Bit [Attr|ResetValue| ss ——‘“‘;C‘~é Scriptom 
[31:8 [RO |0x000000__—i[reserved ——(s—“‘“‘“(CS*S*~*~*~C™C™C~C~C—C—C—~S 


0x03 audio_pwm_div 


PWM mode division of Digital DAC's operation clock. 


ACDCDIG DACPWM_ CTRL 

Address: Operational Base + offset (0x0168) 

| Bit |Attr|ResetValue[  ——C‘iescription 
[31:7 [RO |oxo000000_|reserved 


pwm_mode_cke 

Clock enable of 1-bit PWM modulator 
RE 0X0 1'bO: Disable 

1'bi: Enable 
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| Bit |Attr|ResetValue/ Ci eescription 


pwm_mode 
Audio PWM mode or Audio DAC mode selection 
2'b00: Audio DAC mode 

5:4 |RW {0x0 2'b01: Audio PWM mode O. The input of 1-bit PWM modulator is 
from the last filter of Audio DAC. 
2'b01: Audio PWM mode 1. The input of 1-bit PWM modulator is 
directly from output of I2S RX inside the ACDCDIG. 


pwm_en 
1-bit PWM modulator enable 
me ENP ORO 1'bO: Disable 
1'bi: Enable 
: dith_sel 
Dith mode selection of 1-bit PWM modulator 


ACDCDIG DACCFG1 
Address: Operational Base + offset (0x0184) 

| Bit |Attr|ResetValue[  ————C‘ieScription 
[31:5 [RO |oxo000000_|reserved 


dacsrt 
Sample rates of Digital DAC. 
3'b000: 12kHz/11.024kHz/8kHz 
rw {oxo 3'b001: 24kH2/22.05kHz/16kHz 
3'b010: 32kHZ/48kHz/44.1kHz 
3'b011: 96kHZ/88.2kHz/64kHz 
3'b100: 192kHz2/176.4kHz2/128kHz 
3'b101~3'b111: Reserved 


ACDCDIG DACMUTE 
Address: Operational Base + offset (0x0188) 

| Bit |Attr|ResetValue[ Ci escription 
[31:2 [RO _|0x00000000 [reserved 


dacunmt 
1'b0: DAC normal mode 

RW |Ox0 1'b1: DAC unmute mode. In this mode, DAC volume control 
block will adjust volume to match the value in DACVOLL* and 
DACVOLR*. 


dacmt 
RW |0x0 1'b0: DAC normal mode 
1'bi: DAC mute mode 


ACDCDIG DACMUTEST 

Address: Operational Base + offset (0x018c) 

| Bit |Attr|ResetValue[ Ci escription = 
[31:5 [RO |0xo000000_ [reserved 


unmutest_lOr1 

Unmute status for Digital DAC left channel 0 and right channel 1. 
4 0x0 When unmute is done, it indicates that internal volume is equal 

to the value programmed in DACVOLL* and DACVOLR*. 

1'b0: Unmute not done 

1'b1: Unmute done 


3:1 [RO |Oxo [reserved 
mutest_lOr1 
Mute status for Digital DAC left channel 0 and right channel 1. 


1'bO: Not mute 
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ACDCDIG DACVOLLO 

Address: Operational Base + offset (0x0190) 

| Bit |Attr|ResetValue[  ———C‘i scription 
[31:8 [RO |oxo00000_—ifreserved 


daclvO 
Volume of Digital DAC left channel 0. 
Odb~-95.625db, 0.375db/step. 
Odb 
7:0 |RW |0x00 : -0.375db 

: -0.75db 

: -1.125db 

: -95.625db 


ACDCDIG DACVOLRO 

Address: Operational Base + offset (0x01a0) 

| Bit |Attr|ResetValue[  ——C‘i scription 
[31:8 [RO |oxo00000_—ifreserved 


dacrvO 
Volume of Digital DAC right channel 1. 
Odb~-95.625db, 0.375db/step. 
8'hO: Odb 
7:0 |RW |0x00 : -0.375db 
: -0.75db 
: -1.125db 
: -95.625db 


ACDCDIG DACVOGP 
Address: Operational Base + offset (0x01b0) 
| Bit [Attr/ResetValue| —Cé@Deescription = 
[31:2 [RO _|0xo0000000 [reserved 
volgpri 
Gain polarity for the volume of Digital DAC right channel 1. 
1'b0O: Negative gain 
1'b1: Positive gai 
volgplO 
Gain polarity for the volume of Digital DAC left channel 0. 
1'b0O: Negative gain 
1'b1: Positive gain 


ACDCDIG DACRVOLLO 
Address: Operational Base + offset (0x01b4) 


Oxff rvollO 
Internal real-time volume of Digital DAC left channel 0. 


ACDCDIG DACRVOLRO 
Address: Operational Base + offset (Ox01c4 


rvolrO 
Internal real-time volume of Digital DAC right channel 1. 
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ACDCDIG DACLMTO 
Address: Operational Base + offset (0x01d4 


limen 
LIMITER enable. 
1'bO: Disable 


1'b1: Enable 

limdct 

Limiter detect mode. 

1'bO: (Left channel + right channel)/2 

1'bO: Left channel or right channel independentl 


ACDCDIG DACLMT1 
Address: Operational Base + offset (0x01d8) 


atk_rate 
7:4 |RW |Ox0O LIMITER attack rate=(power(2, atk_rate)*(8*clk)), clk is such as 
4.096MHz, 5.6448MHz, 6.144MHz. 


rls_rate 
3:0 |RW |Ox0O LIMITER release rate=(power(2, rls_rate)*(8*clk)), clk is such as 
4.096MHz, 5.6448MHz, 6.144MHz. 


ACDCDIG DACLMT2 

Address: Operational Base + offset (OxO1dc 

| Bit [Attr|Reset Value] ——C*i‘“SSCé@Scription — 
[31:7 [RO |0x0000000_ [reserved —s—“‘“‘“(CS*S*C*C™C™C™C™C~CS 


max_lilmt 
. The highest threshold of LIMITER. 
Ged. “IRW 0x0 3'b000~3'b100: Odb~-12db, 3db/step 
3'b101~3'b111: -18db~-30db, 6db/step 
reserved 


3 |RO_|0x0___— reserved 


min_lilmt 
: The lowest threshold of LIMITER. 
2:0) |RW  |Ox0 3'b000~3'b100: Odb~-12db, 3db/step 
3'b101~3'b111: -18db~-30db, 6db/step 


ACDCDIG DACMIXCTRLL 

Address: Operational Base + offset (0x01e0 

| Bit [Attr|Reset Value] ——“i‘“;CSCé@Scription — 
[31:2 [RO |0x00000000 [reserved —iss—“‘“‘“(“(CS*S*S*S*™*™*C*C™C™C™C™C™C—~S 


mixmode_l0 
Digital DAC left channel 0 mixing mode. 
1:0 |RW {0x0 2'b0O: Left channel 
2'b0O1: Right channel 
2'b10~2'b11: (Left channel + right channel)/2 


ACDCDIG DACMIXCTRLR 

Address: Operational Base + offset (0x01e4) 

| Bit |Attr|ResetValue[ ——C‘Ci scription 
[31:2 [RO _|0x00000000 [reserved 
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| Bit |Attr|ResetValue/ Ci eescription 


mixmode_rO 
Digital DAC right channel 1 mixing mode. 
1:0 |RW |Ox0 2'bOO: Left channel 
2'b0O1: Right channel 
2'b10~2'b11: (Left channel + right channel)/2 


ACDCDIG DACHPF 

Address: Operational Base + offset (0x01e8) 

| Bit |Attr|ResetValue[ Ci escription 
[31:6 [RO |0x0000000_ [reserved 


hpfcf 
High-pass filter control. 
. 2'b00: 80Hz 
Se RYE EXO 2'b01: 100Hz 
2'b10: 120Hz 
2'b11: 140Hz 


3:1 |RO |oxo reserved 


hpfen_lOr1 

Rw loxo High-pass filter enable for left channel 0 and right channel 1. 
1'bO: High-pass filter is disabled. 
1'b1: High-pass filter is enabled. 


ACDCDIG I2C FLT CONO 

Address: Operational Base + offset (0x0280) 

| Bit |Attr|ResetValue[ Ci‘ ecription 
[31:8 [RO |oxoo0000_—ifreserved 


RW |0x0 fit_r 
Filter scl rising edge glitches of width less than flt_r * Tclk_i2c. 
fit_f 
*; | a Filter scl falling edge glitches of width less than flt_f * Tclk_i2c. 


ACDCDIG I2C FLT CON1 
Address: Operational Base + offset (0x0284 

| Bit |Attr/Reset Value| —— ——“—*é‘“C;*CéiScription — 
[31:7 [RO_|Ox0000000_|reserved  —“‘“‘“‘CS*S*S*S*~*~*™*™C~S 


hO_check_scl 
1'bO: Check if scl been pull down by slave at the whole 
RW |0x0 SCL_HIGH. 
1'b1: Check if scl been pull down by slave only at the hO of 
SCL_HIGH.(SCL_HIGH including hO~h7) 


nak_release_scl 

5 RW |0Ox0 1'bO: Hold scl as low when received nack. 
1'b1: Release scl as high when received nack. 
flt_en 
SCL edge glitch filter enable. 

le 1EX0 1'bO: Disable 
1'b1: Enable 


. slv_hold_scl_th 
Slave hold scl threshold = slv_hold_scl_db * Tclk_i2c. 


ACDCDIG _I2C CONO 


Address: Operational Base + offset (0x0288 
| Bit |Attr[ResetValue| —“‘*‘“;C*éiScription 
[31:7 [RO [0x0000000 


Copyright 2022 © Rockchip Electronics Co., Ltd. 758 


RK3568 TRM-Part1 


| Bit |Attr|ResetValue/ Ci eescription 


act2nak 

Operation when NAK handshake is received. 
RN 0x0 1'bO: Ignored 

1'b1: Stop transaction 


5:3 |RO_|Oxo reserved 


i2c_mode 

: I2C mode select. 

en? RT ORO 2'b00: Transmit only 
2'b01~2'bil: Reserved 
i2c_en 
I2C enable. 
RW (0X0 1'bO: Not enable 

1'b1: Enable 


ACDCDIG I2C CON1 
Address: Operational Base + offset (Ox028c 
pit Attr| Reset Value|_______Description _ 
oy a 
po Stop set 
6 fw po Stop setup configure. 
TSU: sto = (stop setup + 1) * T(SCL_HIGH) + Telk_i2c 


start_setup 

Rw loxo Start setup configure. 
TSU: sta = (start_setup + 1) * T(SCL_HIGH) + Tclk_i2c 
THD: sta = (start_setup * T(SCL_ HIGH) - Tclk_i2c 


data_upd_st 
SDA update point configure. 
. Used to configure sda change state when scl is low, used to 
2) RW Ox adjust setup/hold time. 
4'bn: Thold = (n + 1) * Tclk_i2c 
Note: 0 <=n<=5 


ACDCDIG I2C CLKDIVLO 

Address: Operational Base + offset (0x0290) 

| Bit |Attr|ResetValue[  ——C‘i scription 
[31:8 [RO |oxo00000_—i|reserved 


clkdivlO 

Low 8 bits of scl low level clock divider. The value of 16 bits scl 
7:0 |RW |0x06 low level clock divider updates only when clkdivl1 is 

programmed. So ensure to program clkdivlO firstly, followed by 

clkdivl1. 


ACDCDIG I2C CLKDIVL1 
Address: Operational Base + offset (0x0294 

| Bit [Attr|Reset Value] ——C—ié‘“;SC*Cé@eScription — 
[31:8 [RO |0x000000__—i[reserved ——s—“‘“‘(“(CS*S*S*~*~*~C~C~C~C™C~C—C—~S 


clkdivl1 
High 8 bits of scl low level clock divider. The value of 16 bits scl 
low level clock divider updates only when clkdivl1 is 

RW |0x00 programmed. So ensure to program clkdivlO firstly, followed by 
clkdivl1. 
T(SCL_LOW) = Tclk_i2c * (CLKDIVL + 1) * 8, where the 
CLKDIVL is equal to clkdivl0+clkdivl1*256. 


ACDCDIG I2C CLKDIVHO 
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Address: Operational Base + offset (0x0298 


| Bit |Attr|ResetValue| ss —C‘iescription 
[31:8 [RO |0x000000 


clkdivhO 

Low 8 bits of scl high level clock divider. The value of 16 bits scl 
7:0 |RW |0x06 high level clock divider updates only when clkdivh1 is 

programmed. So ensure to program clkdivhO firstly, followed by 

clkdivhi. 


ACDCDIG I2C CLKDIVH1 

Address: Operational Base + offset (0x029c) 

| Bit |Attr|ResetValue|  —————Cié‘CeScription 
[31:8 [RO |0xo00000_—ifreserved 


clkdivh1i 
High 8 bits of scl high level clock divider. The value of 16 bits scl 
high level clock divider updates only when clkdivh1 is 

7:0 |RW |Ox00 programmed. So ensure to program clkdivh0O firstly, followed by 
clkdivh1. 
T(SCL_LOW) = Tclk_i2c * (CLKDIVH + 1) * 8, where the 
CLKDIVH is equal to clkdivhO+clkdivhi*256. 


ACDCDIG I2C MAXCNT 
Address: Operational Base + offset (0x02a0) 


| Bit |Attr|ResetValue[  ————C‘Ci scription 
[31:8 [RO |0xo00000__—i[reserved 
idle 
Ox1 1'bO: I2C module is busy. 
1'b1: I2C module is idle. 
6 [RO _|0xO_—_—[reserved 
mtxcnt 
5:0 |RW |0x00 Master transmit number. Specify the total bytes to be 
transmitted (0~32). 


ACDCDIG I2C SCLOE DBO 
Address: Operational Base + offset (0x02a4 
| Bit |Attr|ResetValue| Ci escription =— 
[31:8 [RO |0xo00000__—i[reserved 
scloedb0O 
7:0 |RW {0x20 Bit7~bitO of slave hold scl debounce register. 
Cycles for debounce (unit: Tclk_i2c). 


ACDCDIG I2C SCLOE DB1i 

Address: Operational Base + offset (0x02a8 

| Bit [Attr|ResetValue| ss ——Cié‘“C;#Cé@eScription — 
[31:8 [RO |0x000000__—i[reserved  ———“‘“(“‘“(CS*S*S™S™*~™~™C™C~C~S 


scloedb1 
7:0 |RW {0x00 Biti5~bit8 of slave hold scl debounce register. 
Cycles for debounce (unit: Tclk_i2c). 


ACDCDIG I2C SCLOE DB2 
Address: Operational Base + offset (Ox02ac) 


| Bit |Attr|Reset Value] Céiescription 
31:8 |RO_|0x000000 


scloedb2 
7:0 |RW {0x20 Bit23~bit16 of slave hold scl debounce register. 
Cycles for debounce (unit: Tclk_i2c). 
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ACDCDIG I2C SCLOE DB3 

Address: Operational Base + offset (0x02b0) 

| Bit |Attr|ResetValue[ ———C‘ieScription 
[31:8 [RO |oxoo0000_—i|reserved 


scloedb3 
7:0 |RW {0x20 Bit31~bit24 of slave hold scl debounce register. 
Cycles for debounce (unit: Tclk_i2c). 


ACDCDIG_I2C TMOUTL 


Address: Operational Base + offset (0x02b4) 
[Reset Value| ————“—é‘CScription =— 
0x000000 


tmoutl 

Low 8 bits of 16 bits I2C transmit request time out register. The 
Oxif value of 16 bits I2C transmit request time out register updates 

only when tmouth is programmed. So ensure to program tmoutl 


firstly, followed by tmouth. 


ACDCDIG_I2C TMOUTH 


Address: Operational Base + offset (Ox02b8 


31:8 0x000000 


| Bit |Attr 
[31:8 [RO | 
tmouth 
High 8 bits of 16 bits I2C transmit request time out register. The 
7:0 |RW {0x00 value of 16 bits I2C transmit request time out register updates 
only when tmouth is programmed. So ensure to program tmoutl 
firstly, followed by tmouth. 


ACDCDIG I2C DEV ADDR 
Address: Operational Base + offset (Ox02bc 
0x000000 


: dev_addr 
es aw foxas ieee slave device address. 


ACDCDIG I2C REG ADDR 

Address: Operational Base + offset (0x02c0) 

| Bit |Attr|ResetValue[  ———C‘i scription 
[31:8 [RO |oxo00000_—ifreserved 


I2C slave register address to be accessed. 


ACDCDIG I2C STATUS 


Address: Operational Base + offset (0x02c4) 


| Bit |Attr|Reset Value] ——Céiescription 
[31:8 [RO_|0x000000 


slavehdsclst 
7 0x0 Slave hold scl status bit. 
1'bO: Slave not hold scl. 
1'b1: Slave hold scl, write 1'b1 to clear. 


nakrcvst 
0x0 NAK handshake received status bit. 
1'bO: No NAK handshake received. 
1'b1i: NAK handshake received, write 1'b1 to clear. 
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| Bit |Attr|ResetValue[ C(Deescription 
stopst 
Stop operation finished status bit. 
1'bO: No finished. 
1'b1: Stop operation finished, write 1'b1 to clear. 


Start operation finished status bit. 
1'bO: Not finished. 
1'b1: Start operation finished, write 1'b1 to clear. 


3 |RO_|0xo_sireserved 


pfa fo 12C_MTXCNT data transfer finished status bit. 
1'bO: Not finished. 
1'b1: I2C_MTXCNT data transfer finished, write 1'bi to clear. 
1 [RO [Oxo ——Csreserved 


Byte tx finished status bit. 
1'bO: Byte tx not finish. 
1'b1: Byte tx finished, write 1'b1 to clear. 


ACDCDIG I2S TXCRO 
Address: Operational Base + offset (0x0300 


| Bit |Attr|Reset Value] (Description 
31:8 |RO_|0x000000 


: PCM no delay mode 
RW |Ox0 : PCM delay 1 mode 

: PCM delay 2 mode 

: PCM delay 3 mode 


tfs 
5 RW |0x0 1'b0O: 12S format 
1'b1: PCM format 


vdw 
5'b00000~5'b01110: Reserved 
5'b01111: 16bit 
5'b10000: 17bit 
5'b10001: 18bit 
4:0 |RW |OxOf 5'b10010: 19bit 
5'b11100: 29bit 
5'b11101: 30bit 
5'b11110: 31bit 
5'b11111: 32bit 


ACDCDIG I2S TXCR1 

Address: Operational Base + offset (0x0304 

| Bit |Attr[ResetValue|  ——— <s——“(;i—‘“C;C™C~éi Scription =——§“  —“(tst—CSCid 
[31:8 [RO |0x000000__—i[reserved ——s—“‘“‘“(CS*S*S*C*C*C*C*C*C*C*C*C*C*C™C™C™C™C—C~S 


tcsr 
2'b00: Two channel 
7:6 |RW |0x0 2'b01: Four channel 
Others: Reserved 


[5 RO _|Oxo_sreserved 
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| Bit |Attr|ResetValue/ Ci eescription 


cex 

Exchange left channel and right channel in the every transmit 
4 RW {0x0 line. 

1'bO: Not exchange 

1'b1: Exchange 


—< «  . 


fbm 
2 few 0x0 1'bO: MSB 
i bi: LSB 


: 12S normal 

RW {0x0 : I2S Left justified 
: I2S Right justified 
: Reserved 


ACDCDIG I2S TXCR2 

Address: Operational Base + offset (0x0308 

| Bit |Attr[ResetValue|  ——— s———“‘;‘“‘;CSC‘~éS eScriptiom =—— “ss —CCSCid 
[31:6 [RO |0x0000000_ [reserved —is—“‘“‘“‘“‘“(CS*S*™*™C*C™C™C™C™C™C~C~S 


rent 
: Only valid in 12S Right justified format and slave tx mode is 
5:0 |RW |0x00 caleckad: 
Start to transmit data rcnt sclk cycles after left channel valid. 


ACDCDIG I2S RXCRO 
Address: Operational Base + offset (0x030c 


| Bit |Attr|Reset Value] C(@Description 
31:8 |RO_|0x000000 


: PCM no delay mode 
RW {0x0 : PCM delay 1 mode 

: PCM delay 2 mode 

: PCM delay 3 mode 


tfs 
5 RW {0x0 1'b0O: 12S format 
1'b1: PCM format 


vdw 
5'b00000~5'b01110: Reserved 
5'b01111: 16bit 
5'b10000: 17bit 
5'b10001: 18bit 
4:0 |RW |Ox01 5'b10010: 19bit 
5'b11100: 29bit 
5'b11101: 30bit 
5'b11110: 31bit 
5'b11111: 32bit 


ACDCDIG I2S RXCR1 

Address: Operational Base + offset (0x0310 

| Bit |Attr[ResetValue|  ——— (s———“‘;‘“;C™C‘Céi Scription =——(<s —Cid 
[31:8 [RO |0x000000__—i[reserved ——“(is—s‘“‘“(C*S*S*™*™*™*™C™C™C~*S 


resr 
7:6 RW |0x0 2'b00: Two channel 
Others: Reserved 
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| Bit |Attr|Reset Value] Ci escription 
[5 |RO_|0xo_sreserved 


cex 

Exchange left channel and right channel in the every receive line. 
+ RYE Exe 1'bO: Not exchange 

1'b1: Exchange 


— — © 


fom 
2 fw 0x0 1'bO: MSB 
Ibi: LSB 


: 12S normal 

: 12S Left justified 

: I2S Right justified 
: Reserved 


ACDCDIG I2S CKRO 
Address: Operational Base + offset (0x0314) 


| Bit |Attr|Reset Value] Céiescription 
31:4 |RO_|0x0000000 


rsd 

12S rx sclk divider for rx_Irck generator. 
2'b00: 64 

2'bO1: 128 

2'b10~2'b1i1: 256 

tsd 

12S tx sclk divider for tx_Irck generator. 
2'b00: 64 

2'bO1: 128 

2'b10~2'b1i1: 256 


ACDCDIG I2S CKR1 
Address: Operational Base + offset (0x0318) 


0x0000000 


mss 
1'bO: Master mode(sclk output) 
1'b1: Slave mode(sclk input) 


: Sample data at posedge sclk and drive data at negedge 


: Sample data at negedge sclk and drive data at posedge 


: Normal polarity 
(12S normal: low for left channel, high for right channel 
12S left/right just: high for left channel, low for right channel 
PCM start signal: high valid) 
1'b1: Opposite polarity 
(12S normal: high for left channel, low for right channel 
12S left/right just: low for left channel, high for right channel 
PCM start signal: low valid) 
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| Bit |Attr|ResetValue/ Ci eescription 


tlp 

1'b0O: Normal polarity 

(12S normal: low for left channel, high for right channel 

12S left/right just: high for left channel, low for right channel 
RW {0x0 PCM start signal: high valid) 

1'b1: Opposite polarity 

(12S normal: high for left channel, low for right channel 

12S left/right just: low for left channel, high for right channel 

PCM start signal: low valid) 


ACDCDIG I2S XFER 

Address: Operational Base + offset (Ox031c 

| Bit |Attr[ResetValue|  ———(<s——“(;‘“C;C«éiecription =— eC tCSCSCid 
[31:2 [RO |0x00000000 [reserved —i—‘“‘“‘“‘“‘“(CS*SC™C*C*™*™*™*C*™C™C™C™C~*S 


rxs 
RW {0x0 1'bO: Stop RX transfer 
1'b1: Start RX transfer 


txs 
RW {0x0 1'bO: Stop TX transfer 
1'bi: Start TX transfer 


ACDCDIG I2S CLR 

Address: Operational Base + offset (0x0320) 

| Bit |Attr|ResetValue[ —C‘Ci scription 
a 


rxc 
Aw foxo | is a self-cleared bit. Write 1 to clear all receive logic. 
txc 
jo rw joxo |B is a self-cleared bit. Write 1 to clear all transmit logic. 


ACDCDIG VERSION 

Address: Operational Base + offset (0x0380) 

| Bit |Attr|ResetValue[ CC‘ eSscription 
[31:8 [RO _|0xo00000_—i[reserved 


ver 


23.4.4 Interface Description 


Digital Audio Codec supports audio DAC mode and audio PWM mode. The following table 
shows the Digital Audio Codec interface description for audio DAC mode. 
Table 23-2 Digital Audio Codec Interface Description for Audio DAC Mode 
Module Pin Dir. Pad Name IOMUX Setting 
12C3_SCL_M0/UART3_TX_MO/CAN1_TX_MO/AUDIO Be ay 
D2A_ADC_CLK O PWM_LOUT_N/ACODEC_ADC_CLK/GPIO1_A1_u GRF_GPIO1A_IOMUX_L[6:4]=3’b101 


12S1_SDO2_M0/I2S1_SDI2_M0/PDM_SDI2_M0/PCI 
D2A_ADC_SYNC oO GRF_GPIO1B_IOMUX_L[6:4]=3’b101 
E20_WAKEn_M2/ACODEC_ADC_SYNC/GPIO1_Bi_d 


12C3_SDA_M0/UART3_RX_M0/CAN1_RX_M0/AUDIO 
A2D_ADC_DATA I GRF_GPIO1A_IOMUX_L[2:0]=3’b101 
PWM_LOUT_P/ACODEC_ADC_DATA/GPIO1_A0_u 


12S1_SCLK_TX_MO/UART3_CTSn_MO/SCR_IO/PCIE | GRF GPIO1A IOMUX_L[14:12]=3'b10 


D2A_DAC_CLK O 1 
30X1_WAKEn_M2/ACODEC_DAC_CLK/GPIO1_A3_d 
12S1_LRCK_TX_MO/UART4_RTSn_M0O/SCR_RST/PCI 

D2A_DAC_SYNC O E30X1_CLKREQn_M2/ACODEC_DAC_SYNC/GPIO1_A | GRF_GPIO1A_IOMUX_H[6:4]=3’b101 


5_d 
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Module Pin Dir. Pad Name IOMUX Setting 
12S1_SDO0_MO0/UART4_CTSn_M0/SCR_DET/AUDIO 6197=3" 
D2A_DAC_DATA_L O GRF_GPIO1A_IOMUX_H[14:12]=3’b10 
PWM_ROUT_N/ACODEC_DAC_DATAL/GPIO1_A7_d 
12S1_SDO1_M0/I2S1_SDI3_M0/PDM_SDI3_M0/PCI 
D2A_DAC_DATA_R O E20_CLKREQn_M2/ACODEC_DAC_DATAR/GPIO1_BO | GRF_GPIO1B_IOMUX_L[2:0]=3’b101 


d 


When operating in audio PWM mode, Digital Audio Codec outputs two pairs of differential 
signals encoded in PWM format. The following table shows the Digital Audio Codec interface 
description for audio PWM mode. 

Table 23-3 Digital Audio Codec Interface Description for Audio PWM Mode 


Module Pin Dir. Pad Name IOMUX Setting 
12C3_SDA_M0/UART3_RX_M0/CAN1_RX_M0/AUDIO AST 
AUDIO_PWM_L_P O PWM_LOUT_P/ACODEG_ADC_DATA/GPIO1_AO_u GRF_GPIO1A_IOMUX_L[2:0]=3’b110 
12C3_SCL_MO/UART3_TX_M0/CAN1_TX_MO/AUDIO ERT 
AUDIO_PWM_L_N (@) PWM_LOUT_N/ACODEC_ADC_CLK/GPIO1_A1_u GRF_GPIO1A_IOMUX_L[6:4]=3’b110 
12S1_LRCK_RX_MO/UART4_TX_M0/PDM_CLKO_M0O/ seats 
AUDIO_PWM_R_P O AUDIOPWM_ROUT_P/GPIO1.A6_d GRF_GPIO1A_IOMUX_H[10:8]=3’b100 
AUDIO PWM RN O 12S1_SDO0_M0/UART4_CTSn_MO/SCR_DET/AUDIO | GRF_GPIO1A_IOMUX_H[14:12]=3’b10 
ms tas PWM_ROUT_N/ACODEC_DAC_DATAL/GPIO1_A7_d 0) 


23.5 Application Notes 


23.5.1 Frequency Configuration 


ACDC_ADC_CLK and ACDC_DAC_CLK are input clocks of Digital Audio Codec. Operation 
clock of digital ADC and I2S master TX mode are generated from ACDC_ADC_CLK, while 
operation clock of digital DAC and I2S master RX mode are generated from ACDC_DAC_CLK. 
ACDC_ADC_CLK and ACDC_DAC_CLK are asynchronous to each other. ACDC_ADC_CLK 
must be homologous to the MCLK_TX of 12S which is connected to Digital Audio Codec when 
the I2S TX module inside Digital Audio Codec acts as a slave. It is similar that 
ACDC_DAC_CLK must be homologous to the MCLK_RX of I2S which is connected to Digital 
Audio Codec when the I2S RX module inside Digital Audio Codec acts as a slave. 

Clocks named D2A ADC CLK and D2A DAC CLK acting as interface clock generated from 
ACDC_ADC_CLK and ACDC_DAC_CLK respectively are sent out to Analog Codec. In order to 
transfer audio data between digital Codec and Analog Codec, in addition to the audio data 
lines of digital ADC and DAC, two periodic synchronous signal named D2A_ ADC SYNC and 
D2A DAC SYNC are needed to indicate the start of every sample data. 

The Digital ADC supports three application scenarios that are normal mode, low power mode 
1 and low power mode 2. Different application mode requires different frequency of 
ACDC_ADC_CLK. If ACDCDIG ADCCLKCTRL.cic_ds_ratio is programmed to 16, 8 and 4, the 
Digital ADC operates in normal mode, low power mode 1 and low power mode 2 
respectively. 

The relationship of ACDC_ADC_CLK, D2A ADC CLK, D2A ADC SYNC and sample rates is as 
follows where the D2A ADC CLK is 8 times of D2A ADC SYNC. 

Table 23-4 Relationship of ACDC_ADC_CLK, D2A_ADC_CLK, D2A_ADC_SYNC and Sample Rates in Normal Mode 


ACDC_ADC_CLK D2A_ADC_CLK D2A_ADC_SYNC Sample rates supported 
49.152MHz 49.152MHz 6.144MHz 12/24/48/96/192kHz 

45.154MHz 45.154MHz 5.644MHz 11.024/22.05/44.1/88.2/176.4 kHz 
32.768MHz 32.768MHz 4.096MHz 8/16/32/64/128kHz 


Table 23-5 Relationship of ACDC_ADC_CLK, D2A_ADC_CLK, D2A_ADC_SYNC 
and Sample Rates in Low Power Mode 1 


ACDC_ADC_CLK D2A_ADC_CLK D2A_ADC_SYNC Sample rates supported 
24.576MHz 24.576MHz 3.072MHz 12/24/48/96kHz 
22.577MHz 22.577MHz 2.822MHz 11.024/22.05/44.1/88.2kHz 
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16.384MHz 16.384MHz 2.048MHz 8/16/32/64kHz 
Table 23-6 Relationship of ACDC_ADC_CLK, D2A_ADC_CLK, D2A_ADC_SYNC 
and Sample Rates in Low Power Mode 2 


ACDC_CLK D2A_ADC_CLK D2A_ADC_SYNC Sample rates supported 
12.288MHz 1.536MHz 1.536MHz 12/24/48kHz 
11.288MHz 1.411MHz 1.411MHz 11.024/22.05/44.1kHz 
8.192MHz 1.024MHz 1.024MHz 8/16kHz 


For Digital DAC, the relationship of ACDC_DAC_CLK, D2A DAC CLK, D2A DAC SYNC and 
sample rates is as follows where the D2A DAC CLK is 8 times of D2A DAC SYNC. 
Table 23-7 Relationship of ACDC_DAC_CLK, D2A_DAC_CLK, D2A_DAC_SYNC and Sample Rates 


ACDC_DAC_CLK D2A_DAC_CLK D2A_DAC_SYNC Sample rates supported 
49.152MHz 49.152MHz 6.144MHz 12/24/48/96/192kHz 

45.154MHz 45.154MHz 5.644MHz 11.024/22.05/44.1/88.2/176.4 kHz 
32.768MHz 32.768MHz 4.096MHz 8/16/32/64/128kHz 


23.5.2 Operation Mode 


The Digital Audio Codec supports two operation modes, asynchronous mode and 
synchronous mode by programming ACDCDIG_SYSCTRLO.sync_mode. 

The asynchronous mode refers to that ACDC_ ADC CLK and ACDC DAC CLK are 
asynchronous to each other. The interface of Digital ADC is consists of D2A ADC CLK, 

D2A ADC SYNC and A2D_ ADC _ DATA, independently to the interface of Digital DAC which is 
consists of D2ZA DAC CLK, D2A DAC SYNC, D2A DAC DATA Land D2A DAC DATA R. 
There are no relationship between interface of Digital ADC and Digital DAC. 

The synchronous mode refers to that ACDC ADC CLK and ACDC DAC CLK are fed into a 
mux to generate a common operation clock(named as ACDC_COM_CLKk) for both Digital ADC 
and DAC. The operation clock of Digital ADC and DAC are from the same source. In this 
situation, the Digital Audio Codec use 

D2A ADC CLK, D2ZA ADC SYNC , A2D ADC DATA, D2A DAC DATA L and 

D2A DAC DATA R to communicate with Analogy Audio Codec. D2A ADC CLK and 

D2A ADC SYNC are shared by Digital ADC and DAC. 

When operates in synchronous mode, some restrictions should be taken into account. There 
are 3 applications(application mode O, application mode 1 and application mode 2) that 
should be considered separately. 

For application mode O and application mode 1, there are no restrictions on 

ACDC_ COM CLK. Just configure the frequency of ACDC COM CLK according to sample rate 
and make sure that the frequency of D2A ADC CLK is at least 8 times of D2A ADC SYNC. 
In this situation, the divider ACDCDIG ADCINT DIV and ACDCDIG DACINT DIV must be 
equal to 0x07. 

For application mode 2, there are some differences. For example, sample rate of digital ADC 
is 12kHz while sample rate of DAC is 128kHz. Configure ACDC COM _ CLK to the higher 
frequency such as 49.152MHz. The divider ACDCDIG ADCINT DIV must be set to 0x07 
while ACDCDIG DACINT DIV must be set to 0xOb. On the contrary, if sample rate of digital 
ADC is 128kHz while sample rate of DAC is 12kHz. Configure ACDC_COM_CLK to the higher 
frequency such as 49.152MHz. The divider ACDCDIG ADCINT DIV must be set to 8’hOb 
while ACDCDIG DACINT DIV must be set to 0x07. 


23.5.3 Software Application Notes 


Steps to configure Digital ADC and DAC to start transfer at the same time are as follows. 
1. Program CRU in the SOC system to achieve the frequency of ACDC ADC CLK and 
ACDC DAC CLK. 

2. Program ACDCDIG_SYSCTRLO to set sync_mode and clk_com_sel. 

3. Program ACDCDIG_ADCINT_DIV to 0x07 or OxOb according to application modes. 

4. Program ACDCDIG_ADCCLKCTRL to 0x3e. It is preferred to set cic_ds_ratio=2’b00 to 
make Digital Audio Codec work in normal mode. 

5. Program ACDCDIG_ADCSCLKTXINT_DIV. 

6. Program ACDCDIG_I2S_CKRO and ACDCDIG_I2S_CKR1 to set I2S TX related registers. 
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7. Program ACDCDIG_DACINT_DIV to 0x07 or Ox0b according to application modes. 

8. Program ACDCDIG_DACCLKCTRL to 0x3c. 

9. Program ACDCDIG_DACSCLKRXINT_DIV. 

10. Program ACDCDIG_I2S_CKRO to set I2S RX related registers. 

11. Program ACDCDIG_SYSCTRLO. clk_com_sel to select ACDC COM CLK source if works in 
synchronous mode. Program ACDCDIG_SYSCTRLO.sync_sel to select D2A ADC SYNC 
source. Don’t enable glbcke at this time. 

12. Program I2C related registers to set properly device address, timeout value and so on. 
Then program ACDCDIG_I2C_CONO to enable I2C at last. 

13. Program ACDCDIG_I2S_CLR to clear 12S TX and RX logic. 

14. Program ACDCDIG_I2S_TXCRO, ACDCDIG_I2S_TXCR1, ACDCDIG_I2S_RXCRO and 
ACDCDIG_I2S_RXCR1. 

15. Program I2S controller that is connected to Digital Audio Codec. Don’t start I2S TX and 
RX at this time. 

16. Program digital ADC related registers such as ACDCDIG_ADCHPFEN, 
ACDCDIG_ADCVUCTL, ACDCDIG_ADCCFG1 to achieve basic configuration. 

17. Program DAC related registers such as ACDCDIG_DACHPF, ACDCDIG_DACVUCTL and 
ACDCDIG_DACCFG1 to achieve basic configuration. 

18. Program ACDCDIG_I2S_XFER to start I2S TX and RX. 

19. Program 12S controller outside Digital Audio Codec to start I2S TX and RX. 

20. Program ACDCDIG_SYSCTRLO.glbcke to 1’b1 to enable output of D2A ADC SYNC if 
works in synchronous mode. Skip this step if ACDCDIG_SYSCTRLO.sync_mode is 1’b0. 

21. Program ACDCDIG_ADCDIGEN and ACDCDIG_DACDIGEN to enable digital ADC channels 
and DAC channels. From now on, the Digital Audio Codec begins to work. 

Steps to configure Digital Audio Codec to end transfer are as follows. 

1. Program ACDCDIG_ADCDIGEN and ACDCDIG_DACDIGEN to disable digital ADC channels 
and DAC channels. 

2. Program ACDCDIG_ADCCLKCTRL.adc_sync_ena and 1’b0 and 
ACDCDIG_DACCLKCTRL.dac_sync_ena to 1’b0 to disable the D2A ADC SYNC and 

D2A ADC SYNC respectively. Wait ACDCDIG_ADCCLKCTRL.adc_sync_status and 
ACDCDIG_DACCLKCTRL.dac_sync_status until both of them read back to be 1’b0. 

3. Program ACDCDIG_SYSCTRLO.glbcke to 1’b0O if works in synchronous mode. 
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Chapter 24 Voice Activity Detect (VAD) 


24.1 Overview 


Voice Activity Detect (VAD) is used to detect the amplitude of voice which is received by 
Analog Mic, 12S Digital Mic or PDM digital Mic when SoC is in low power mode. If the 
amplitude of voice is over threshold, the VAD will assert interrupt to wake up SoC, then SoC 
will exit low power mode. 

ie supports the following features: 

Support AHB bus interface 

Support read voice data from I2S0, I12S1,PDM 


Support to configure the voice source address 

Support to configure increment or fixed for the direction of voice data address 
Support DMA request and acknowledge 

Support transfer 1~8 burst per DMA request 

Support read 1~8 Mic voice data, and only support single Mic voice detection, user 
can select any Mic voice data to detect the amplitude of voice 

Support 16/24 bits voice data 


Support voice amplitude detection 


Support an Amplifier for the voice data 

Support a IIR high pass filter for the voice frequency band, and the filter coefficient 
can be configured 

Support a voice detect threshold that take the ambient noise to account 


Support Multi-Mic array data storing 


Buffer memory is shared with Internal SRAM 

The start and end address of storing can be configured 

When current storing address is up to end address, it will loop to start address and 
overlap previous data, it will also assert a flag 

Support 3 data storing mode: mode 0 start storing data after the voice detect event, 
mode 1 start storing after VAD is enabled and mode 2 do not storing data 

Support storing data through bus or ram write interface 


Support a level combined interrupt 


Support voice detect interrupt 
Support time out interrupt 
Support transfer error interrupt 
Support data transfer interrupt 


24.2 Block Diagram 


VAD comprises with: 

ahb_master: AHB Master Interface 
ahb_sram_if: AHB Slave Interface 
vad_reg_bank : Register bank 
dmac_engine: DMA control engine 
vad_det : Voice detection 
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VAD 


Interrupt 
<—> ahb_sram_if “> vad_reg_bank > 
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’ 


SRAM vad_det 


| 


dma_req/ack » 


ee 


~+—-> ahb_master «——» dmac_engine 


Fig. 24-1 VAD Block Diagram 
24.3 Function Description 


24.3.1 DMAC_ENGINE 

dmac_engine is used to read voice data from one of I2S_8CH_O or PDM, and it can store all 

channels data to Internal SRAM. If the bus can be access, user can configure to store 

through bus. Otherwise user should configure to store through ram write interface. When 

VAD is working, user can change the data storing mode dynamically. The storing address 

can be continuous transition or be spitted. 

The voice data can be 16 or 24 bits: 

@ When it’s 16 bits, it must be half word transfer mode that low 16 bits in a word for left 
channel and high 16 bits in a word for right channel. 

@ When it’s 24bits, it must be word transfer mode that only 24 bits data is valid in a word, 
and it support left or right justified. 

dmac_engine also select and send one channel data to vad_det for voice detection. vad_det 

only support 16 bits data to detect the amplitude of voice, so when the voice data is 24 bits, 

user can use the high or low 16 bits in 24 bits. 

@ When use high bits, the data value will be divided by 256. 

@ When use low bits, the data value will be saturation to 16 bits. 

24.3.2 VAD_DET 

vad_det is used to detect the amplitude of voice. 


vad_det 


voice_data —» Amplifier > IIRHPF >] 5 int_trigger 
> INT_GEN a 
y 


Noise ‘xX \ ( a a \ 
<i y i = 4 


Calculate 


noise_level sound_thd 


Fig. 24-2 Vad_det Block Diagram 
Amplifier 
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voice_amplitude_amplified=gain*voice_amplitude_original/8. 

IIR HPF 

There is a high pass filter for the human voice frequency band, the filter is a two order direct 

I type IIR. The following formula describes: 

y(n)=-al1*y(n-1)-a2*y(n-2)+b0*x(n)+b1*x(n-1)+b2*x(n-2) 

The coefficient al, a2, bO, b1 and b2 are all quantified by multiplying 16384 and 

represented as 16 bits, the result is follow registers that can be configured: iir_anum_0O, 

iir_anum_1, iir_anum_2, iir_aden_1 and iir_aden_2. 

The output of HPF need some time to achieve convergence after VAD is enabled. 

Noise Calculate 

VAD support a voice detection threshold that take the ambient noise to account: 

@ VAD calculate the average amplitude of voice data within noise_sample_num samples, 
the result is regard as the noise value of one frame. The noise value of last 128 frames 
also can be configured directly. 

@ VAD find the minimum noise value within noise_frm_num frames, the result is regard as 
the noise_min(minimum noise value).User can configure min_noise_find_mode to 
change the mode to find the minimum noise. 

@ The noise_min will be smooth updated to noise_abs(current noise value), the formula is 
as follow: noise_abs= (noise_abs * noise_alpha + noise_min * (256-noise_alpha)/256. 
noise_abs will be updated once every frame. noise_abs also can be configured directly, 
and it is not clear until VAD is reset. 

Voice Detect Threshold 

The final threshold is sound_thd + noise_abs * noise_level. 

INT_GEN 

VAD support 3 modes to assert the voice detection interrupt. 

@ Normal mode: When equal or more than a number (vad_con_thd) of continuous samples 
over the threshold, the voice detection interrupt will be asserted. The vad_con_thd can 
be configured by register. 

@ Allow an exception mode: base on normal mode, it can be configured to allow 
exceptions during continuous sample judgment. The exception number can be 
configured by register. When the exceptions is more, the voice detect condition is less 
strict. 

@ Accumulating mode: A counter is used for accumulating, the counter will plus 1 when 
current sample is over threshold (it will not plus when it reach maximum value 256), the 
counter will minus 1 when current sample is not over threshold (it will not minus when it 
reach 0); When the counter is equal or more than a number (vad_con_thd), the voice 
detection interrupt will be asserted. Compare with normal mode, the voice detect 
condition is less strict when use the same value of vad_con_thd. 
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24.4 Register Description 
24.4.1 Registers Summary 


pares Description 
Value ‘i 


0x03000000 
0x00000000 |Voice source address register 
0x00000000 
0 


VAD_CONTROL 
VAD_TIMEOUT 
VAD_RAM START ADDR 
VAD RAM END ADDR 
VAD_RAM CUR ADDR 
VAD_DET_CONO 
VAD_DET_CON1 
VAD_DET_CON2 
VAD_DET_CON3 
VAD_DET_CON4 


VAD DET CONS5 x0070 


Ox3bf5e663 |Detect control register2 
Ox3bf58817 |Detect control register3 


0 0x00000000 
VAD_INT 0x0074 0x00000000 
VAD_AUX_CONO 0x0078 
VAD SAMPLE CNT ox007c |W 


tart ter f 
VAD _RAM_ START ADDR 0x0080 W 0x00000000 BAM start address register for bus 
BUS write mode 


ister f 
VAD _RAM_ END ADDR B 0x0084 W 0x00000000 RAM end address register for bus 


US write mode 


VAD _RAM_CUR_ ADDR_ BU RAM current address register for 
S 0x0088 


0x00000000 ; 
bus write mode 
VAD AUX CONI1 0x008c 


0x00000000 |Auxiliary control register1 
VAD NOISE FIRST DATA |0x0100 0x00000000 |Noise first data register 
Ox02fc W 0x00000000 |Noise last data register 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access 
24.4.2 Detail Register Description 

VAD_CONTROL 

Address: Operational Base + offset (Ox0000) 


lala ee ed ED 


Description 
vad_det_channel 
Index of the channal for voice detect, from channel 0 to channel 
7 
voice_24bit_sat 
The mode of voice 24bit data change to 16bit 


1'bO: Get the high 16bit data(divided by 256) 
1'b1: Saturation from 24bit to 16bit 
voice_24bit_align_mode 

Align mode of channel 24bit width 

1'bO: 8~31bits is valid 

1'b1: 0~23bits is valid 
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| Bit _|Attr| Reset Value 


voice_channel_bitwidth 
26 RW |0x0 1'bO: 16bits 
1'b1: 24bits 
voice_channel_num 
a eT channel number, the value N means N+1 channel 


soe reserved 


vad_mode 

2'hO: Begin to store the data after voice detect 
21:20)/RW |Ox0 2'h1: Begin to store the data after VAD is enable 

2'h2: Don't store the data 

2'h3: Reserved 


19:15|RO_|oxo reserved 


source_fixaddr_en 
14 rw loxo Direction of source address 
1'bO: Increment 
1'b1: Fixed 
incr_length 
13:10;/RW |0x0 INCR burst length, 0~15 is valid. 
It is valid when source_burst is set to 3'h1. 


source_burst_num 
9:7. |RW |0Ox0 
Source burst number per dma_req, the value N means N+1 burst 


source_burst 
3'hO: SINGLE 
3'h1i: INCR 

6:4 |RW |Ox0 3'h3: INCR4 
3'h5: INCR8 
3'h7: INCR16 
Others: Reserved 
source_select 
Voice source select 
3'hO: I2SO0 

3:1 |RW |0x0 3h1: 1251 
3'h2: PDM 
Others: Reserved 
vad_en 
VAD enable 

Ee 1'bO: Disable 

1'b1: Enable 


VAD _ VS ADDR 
Address: Operational Base + offset (0x0004) 


| Bit [attr] Reset Value 


31:0 |Rw loxoo000000 |¥S-29¢" 
Voice source address 
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VAD_ TIMEOUT 
Address: eaten Base + offset (0x004c) 


[Attr| Reset | Reset Value | Description 


work_timeout_en 
Work timeout enable 
RW |0x0 
* 1'b0: Disable 
1'bi: Enable 


idle_timeout_en 
rw loxo Idle timeout enable 

1'bO: Disable 
1'b1: Enable 
work_timeout_thd 

vole en work timeout threshold, the unit is one cycle of hclk 
idle_timeout_thd 

SxOOON Idle timeout threshold, the unit is one cycle of hclk 


VAD RAM START ADDR 
Address: Operational Base + offset (0x0050) 


"pit [Attr[Reset Value| ——SS~SCéi scription Cd 
ram_start_addr 

31:0 |RW |0Ox00000000 |RAM start address to store voice data, the address must be 
double word alignment 


VAD _ RAM END ADDR 
Address: Operational Base + offset (0x0054) 


| Bit |Attr Reset Value Description 


ram_end_addr 
31:0 |RW |OxO0000000 |RAM end address to store voice data, the address must be double 
word alignment 


VAD RAM CUR ADDR 
Address: Operational Base + offset (0x0058) 


[Bit [Aattr| Reset Value 


ram_cur_addr 
RAM current address to store voice data, The last valid double 
word data is at address ram_cur_addr-Ox8. 

31:0 RW |ox00000000 When the ram_loop_flag is valid, the valid voice aate will be 
ram_cur_addr ~ ram_end_addr ~ loop to ram_begin_addr ~ 
ram_cur_addr-Ox8. 

When the ramp_loop_flag is not valid, the valid voice data will be 
ram_begin_addr ~ ram_cur_addr-0x8 


VAD DET CONO 
Address: Operational Base + offset (0x005c) 
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| Bit _|Attr| Reset Value 


RO {0x0 reserved 


vad_thd_mode 

Threshold mode for vad_con_thd 
2'b00: Normal mode 

2'b01: Allow an exception mode 
2'b10: Accumulating mode 
2'b11: reserved 


dis_vad_con_thd 

In the determining of continuous sample number exceed 
27:24|RW |0x1 threshold, allow some number of sample as an exception. It's 

valid only when vad_thd_mode=1. 

When this value is lower, the voice detect condition is more strict 


29:28|/RW |Ox0 


vad_con_thd 

When continuous sample number(>=vad_con_thd) exceed 

threshold, then assert the vad_det interrupt, the value N means 
23:16|RW |ox02 pene en nenge is 

N+1. 

When this value is higher, the voice detect condition is more 

strict 


15 |RO_|oxo reserved 


noise_level 

14:12;|RW |0x4 Noise level, valid value is Ox1~0x6 
when this value is higher, the voice detect condition is more strict 
gain 
The gain control of voice data amplifier, the value of gain is 

Bre eee ieee unsigned and is valid from 0 to 4095. 
voice_amplitude_amplified=gain*voice_amplitude_original/8. 


VAD DET CON1 
Address: Operational Base + offset (0x0060 


Bit |attr/ResetValue/ ss ieescription 
31 |Ro_joxo reserved 


min_noise_find_mode 
Minimal noise value find mode 

30 rw loxo 1'bO: Always find the value at the range of noise_frm_num 
1'b1: When receive N frame: if N is less than noise_frm_num, 
find the value at the range of N; if N is more than 
noise_frm_num, find the value at the range of noise_frm_num 


clean_noise_at_begin 

1'bO: The noise will be clean only at the begin of the first time 
29 RW |0x0 VAD is enable after reset 

1'b1: The noise will be clean every time at the begin of VAD is 

enable 
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| Bit _|Attr| Reset Value 


force_noise_clk_en 
F noise calculate clk enable 
28 _|Rw |oxo Cee or . 
1'bO: The clock will be auto gating for low power 
1'b1: The clock will be always enable 


27 |RO_|oxo reserved 


clean_iir_en 
Clean IIR filter when VAD is disable 
26 RW |0x1 
‘ 1'bO: Not clean 
1'b1i: Clean 


noise_sample_num 

The number of sample in one frame to calculate the noise, the 
25:16|/RW |OxOff value N means N+1 sample. 

When this value is higher, the voice detect condition is more 

strict 

sound_thd 
15:0 |RW |0x0064 Initial sound threshold 

when this value is higher, the voice detect condition is more strict 


VAD DET CON2 
Address: Operational Base + offset (0x0064 


Bit [attr] Reset Value 


iir_anum_0O 
31:16 | RW pea IIR numerator coefficient bO 


noise_alpha 
15:8 |RW /Oxe6 The update smooth speed of noise 
When this value is lower, the voice detect condition is more strict 


7 [RO joxo reserved 
noise_frm_num 
rw lox63 The number of frame to calculate the noise, the value N means 
N+1 frame. 
When this value is lower, the voice detect condition is more strict 


VAD DET CONS3 
Address: Operational Base + offset (0x0068) 


[Attr| Reset Value 


31:16/RW |ox3bf5 lir_anum_2 
IIR numerator coefficient b2 


15:0 IRW |0x8817 ir_anum_1 
IIR numerator coefficient b1 


VAD DET CON4 
Address: Operational Base + offset (0x006c) 
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Reset Value 


iir_aden_2 
st:t6|aw | OxBRep IIR demoninator coefficient a2 


iir_aden_1 
OXER?® IIR demoninator coefficient al 


VAD DET CONS 
Address: Operational Base + offset (0x0070) 


VAD_INT 
Address: Operational Base + offset (0x0074) 


Reset Value 
0 


ramp_loop_flag_bus 

RAM adress loop flag for AHB bus interface write mode. Only valid 
when bus_write_addr_mode=1'b1. 
1'bO: not loop 

1'b1: loop 

vad_data_trans_int 

VAD data transfer interrupt 

1'bO: interrupt not generated 
1'b1: interrupt generated 
vad_data_trans_int_en 

VAD data transfer interrupt enable 
1'b0O: Disable 

1'b1: Enable 

vad_idle 

VAD idle flag 

1'bO: Not idle 

1'b1: Idle 

ramp_loop_flag 

RAM address loop flag 

1'bO: not loop 

1'b1: loop 

work_timeout_int 

Work timeout interrupt 

1'bO: interrupt not generated 
1'b1: interrupt generated 
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Reset Value 


VAD_ AUX CONO 


idle_timeout_int 

Idle timeout interrupt 

1'bO: interrupt not generated 
1'b1: interrupt generated 
error_int 

Error interrupt 

1'bO: interrupt not generated 
1'b1: interrupt generated 
vad_det_int 

VAD detect interrupt 

1'bO: interrupt not generated 
1'b1: interrupt generated 
work_timeout_int_en 

Wrok timeout interrupt enable 
1'bO: Disable 

1'b1: Enable 
idle_timeout_int_en 

Idle timeout interrupt enable 
1'bO: Disable 

1'b1: Enable 

error_int_en 

Error interrupt enable 

1'bO: Disable 

1'b1: Enable 

vad_det_int_en 

VAD detect interrupt enable 
1'bO: Disable 

1'b1: Enable 


Address: Operational Base + offset (0x0078 


Reset Value 


reserved 


sample_cnt_en 
Sample counter enable 
1'bO: Disable 


1'b1: Enable 

int_trig_ctrl_en 

The VAD detection interrupt trigger control enable. 

1'bO: Disable, the VAD detection interrupt is always trigger 
1'b1: Enable, the VAD detection interrupt trigger is controlled by 
int_trig_valid_thd 
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| Bit |Attr| Reset Value 


Reset Value | 
int_trig_valid_thd 
VAD detection interrupt trigger valid threshold. The VAD 
27:16}RW |0x000 detection interrupt will be triggered valid after sample_cnt exceed 
int_trig_valid_thd. 
The value N means N+1,The unit is one voice sample point. 
RO |oxo 


x0 reserved 


ram_write_rework_addr_mode 

The rework address for RAM interface write mode. 
1'bO: Store the data from the current address 
1'b1: Store the data from the start address 


bus_write_rework_addr_mode 

The rework address for bus write mode. 

1'bO: Store the data from the current address 
1'b1: Store the data from the start address 


0 
0 


0x0 


Xx 
Xx 


0 
bus_write_addr_mode 
The address selection when use AHB bus interface write mode. 
1'bO: Use RAM_START_ADDR, RAM_END_ADDR, 

0 RAM_CUR_ADDR(same with RAM interface write mode). The 
internal address will continuous when dynamic change between 
bus write mode and RAM interface write mode. 
1'b1: Use RAM_START_ADDR_BUS, RAM_END_ADDR_BUS and 
RAM_CUR_ADDR_BUS. 


data_trans_kbyte_thd 
Data transfer number threshold, the unit is KByte. The value N 
means N+1 KByte. The interrupt is generated per 
data_trans_kbyte_thd+1 KBytes. 

0x0 
data_trans_trig_int_en 
Trigger an interrupt for data transfer, It's valid only when 
bus_write_en=1'b1. 
1'bO: Disable 
1'b1: Enable 
dis_ram_itf 
Disable write voice data to Internal SRAM through RAM interface 
1'bO: Enable ram interface 
1'b1: Disable ram interface 
bus_write_en 
Enable write voice data to Internal SRAM through AHB bus 
interface 
1'bO: Disable 
1'b1: Enable 


VAD SAMPLE CNT 
Address: Operational Base + offset (0x007c) 


Copyright 2022 © Rockchip Electronics Co., Ltd. 779 


RK3568 TRM-Part1 


| Bit |Attr| Reset Value 


le_cnt 
31:0 |ro. Joxo0000000 eae 
sample counter 


VAD RAM START ADDR BUS 
Address: Operational Base + offset (0x0080) 


| Bit |Attr Reset Value Description 


ram_start_addr_bus 

RAM start address to store voice data, the address must be 
See ve | Oke double word alignment. Only used for bus write mode and when 

bus_write_addr_mode=1'bl1. 


VAD RAM END ADDR BUS 
Address: Operational Base + offset (0x0084) 


[Bit [Aattr| Reset Value 


ram_begin_addr_bus 

RAM start address to store voice data, the address must be 
SEC) RNG eee nceors double word alignment. Only used for bus write mode and when 

bus_write_addr_mode=1'b1. 


VAD RAM CUR ADDR BUS 
ican nee REECE] Base + offset (0x0088) 


[Attr| Reset | Reset Value | Description 
ram_cur_addr_bus 
RAM current address to store voice data. Only used for bus write 
mode and when bus_write_addr_mode=1'b1. The last valid 
double word data is at address ram_cur_addr_bus-Ox8. 

31:0 |RW |OxO0000000 |When the ram_loop_flag_bus is valid, the valid voice data will be 
ram_cur_addr_bus ~ ram_end_addr_bus ~ loop to 
ram_begin_addr_bus ~ ram_cur_addr_bus-Ox8. 

When the ramp_loop_flag is not valid, the valid voice data will be 
ram_begin_addr_bus ~ ram_cur_addr_bus-0x8 


VAD_AUX CON1 
Address: Operational Base + offset (0x008c) 


Bit_[atr [Reset Value 
Bii7|Ro [oxo —iresewed—SOC—“‘*‘“~*S*~“‘“‘“s*S*S*S*C“‘“‘*~SCS*=“<=<S*S 


data_trans_int_mode_sel 

rw loxo Data transfer number threshold selection for interrupt trigger 
1'bO: data_trans_kbyte_thd 
1'b1: data_trans_word_thd 


data_trans_word_thd 

Data transfer number threshold, the unit is word. The value N 
15:0 [RW |oxo000 ee eee 

means N+1 words. The interrupt is generated per 

trans_word_thd+1 words. 
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VAD NOISE FIRST DATA 
Address: Operational Base + offset (0x0100 


| Bit |attr|ResetValue| ss ieescription 
31:16|RO_|oxo reserved 


noise_first_data 
15: RW = 7 
15:0 Jaw eee Noise first data 


VAD NOISE LAST DATA 
Address: Operational Base + offset (OxO02fc 


Bit |Attr| Reset Value 
31:16|RO_|0xo_ reserved 


noise_last_data 
24.5 Application Notes 


24.5.1 VAD usage flow 
VAD usage flow is as following figure. 


Step12: Recover voice data sample 
rate(optional) 


Step1: SoC at normal mode <—-—_————qX« 


| No task or interactive 


Step11: Keyword Detection( 


Step2: Stop DMA controller backtracking data transfered by 
| VAD and data transferred by DMA ) 


Step3: Change voice data sample 
rate(optional) 


Step9: Disable VAD and poll until 
VAD idle(Optional) 


| I 


Step5: Configuration and enable Step8: Configure and enable DMA 
VAD to use ram write interface controller 


| vad_interrupt | 


Step6 :SoC enter | 
Su saree EY re CStep7: SoC exit lower power mode 


Step10:Enable CPU interrupt 


Step4: Disable CPU interrupt 


Fig. 24-3 VAD usage flow (only used ram write interface mode) 
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Step12: Recover voice data sample 


Step1: SoC at normal mode <u 4 
rate(optional) 


| No task or interactive i 


Step11: Disable VAD and poll until 


Step2: Stop DMA controller VAD idle(Optional) 
| faernord find 
Step3: Change voice data sample no keyword find plop tO Revword De tecion! 
3 seioptianal) backtracking data transfered by 
rate in VAD) 
Step4: Disable CPU interrupt Step9:Enable CPU interrupt 
Step5: Configure VAD to ram write Step8: Configure VAD to bus write 
interface mode mode 


{ I 


Step6 :SoC enter lower power vad_interrupt 
mode 


Step7: SoC exit lower power mode 


Fig. 24-4 VAD usage flow (use bus mode and ram write interface mode) 
@ Step3, step12 are optional, user should consider the power consumption and keyword 
detection accuracy for these steps. 
@ Disable VAD step is optional, user can keep VAD working, and use it as a DMA Controller. 
24.5.2 VAD configuration usage flow 
1. Set VAD_VS_ADDR.vs_addr=I2S_ 8CH_O base address + I2S 8CH_INCR_RXDR. 
2. Set VAD_RAM_BEGIN_ADDR.ram_begin_addr and VAD_RAM_END_ADDR.ram_end_addr, 
the address should match with the Internal SRAM sharing scheme. 
3. Set to bus write mode or ram interface mode when enable VAD 
Set VAD_AUX_CONO.bus_write_en=0, and VAD_AUX_CONO.dis_ram_itf =O to enable VAD 
as ram interface write mode. 
Set VAD_AUX_CONO.bus_write_en=1, and VAD_AUX_CONO.dis_ram_itf =1 to enable VAD 
as bus write mode. 
4. Adjust the sensitivity of voice activity detect by setting follow registers: 
VAD_DET_CONO.noise_level 
VAD_DET_CONO.vad_con_thd 
VAD_DET_CONO.dis_vad_con_thd 
VAD_DET_CONO.vad_thd_mode 
VAD_DET_CON1.noise_sample_num 
VAD_DET_CON1.sound_thd 
VAD_DET_CON2.noise_frm_num 
VAD_DET_CON2.noise_alpha 
5. Set the iir_anum_0~3 and iir_aden_1~2 to adjust the IIR HPF coefficient. 
For 48Khz sample rate: 
iir_anum_0O: 0x382d 
iir_anum_1: Ox8fa5 
iir_anum_2: 0x382d 
iir_aden_1: O0x909b 
iir_aden_2: 0x3150 
For 16Khz sample rate (default): 
iir_anum_0O: Ox3bf5 
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iir_anum_1: 0x8817 
iir_anum_2: Ox3bf5 
iir_aden_1: 0x8858 
iir_aden_2: 0x382b 
For 8Khz sample rate: 
iir_anum_0O: Ox3e9f 
iir_anum_1: 0x82c2 
iir_anum_2:0x3e9f 
iir_aden_1: 0x82c9 
iir_aden_2: 0x3d46 
6. Set DET_CON5.noise_abs to ambient noise which is calculated by software. 

Set VAD_NOISE_DATA+ offset to initial the noise data of all frames. The frame number is 
VAD_DET_CON2.noise_frm_num. The first frame noise data address is VAD_NOISE_DATA, 
the second frame noise data address is VAD_NOISE_DATA+0x4, and so on. 

7. Set VAD_INT.vad_det_int_en=0x1 to enable the interrupt. 

8. Set VAD_AUX_CONTROL to disable detection at the beginning after VAD is enabled. 

Set sample_cnt_en=0x1 

Set int_trig_ctrl_en=0x1 

Set int_trig_valid_thd to appropriate value, it recommended configuration to 4ms. 

For 48Khz sample rate: int_trig_valid_thd= OxcO 

For 16Khz sample rate: int_trig_valid_thd= 0x40 

For 8Khz sample rate: int_trig_valid_thd= 0x20 

9. Set VAD_CONTROL register: 

Set source_select=0x1, select I2S_8CH_O 

Set source_burst=0x3, select INCR4 burst type 

Set source_burst_num=0x0O, select 1 burst transfer per DMA request 

Set vad_mode=O0x0O, select Mode 0 

Set voice_channel_num=0x7, all voice channel number is 8 

Set voice_channel_bitwidth=0x0, voice data width is 16 bits 

Set vad_det_channel=0x0, use channel 0 to voice activity detect 

Set vad_en=0x1, enable VAD 

10. After above setting, VAD will start to work and system can enter low power mode. 
When VAD is working, user can configure the VAD_AUX_CONO.bus_write_en and 
VAD_AUX_CONO.ram_itf_dis to change the data storing mode dynamically. The storing 
address can be continuous transition or be spitted. It’s controlled by following bits: 
VAD_AUX_CONO.bus_write_addr_mode 

VAD_AUX_CONO. bus_write_rework_addr_mode 

VAD_AUX_CONO. ram_write_rework_addr_mode 

24.5.3 Data Transfer Interrupt usage flow 

When VAD is working at bus write mode. User can get data transfer interrupt by following 
additional configuration. 

1. Set VAD_AUX_CONTROL.data_trans_trig_int_en=0x1 

2. Set VAD_AUX_CONTROL.data_trans_kbyte_thd at appropriate value 

3. Set VAD_INT.vad_data_trans_int_en=0x1 

24.5.4 Timeout configuration usage flow 

1. Set VAD_TIMEOUT.idle_timeout_thd=Oxfffff, set VAD_TIMEOUT.idle_timeout_en=0x1, set 
VAD_INT.idle_timeout_int=0x1. After above setting, a counter is increase at AHB clock when 
dmac_engine is idle, the counter will be clear to 0 once dmac_engine start to read voice 
data. An interrupt will be asserted when the counter up to idle_timeout_thd. This idle 
timeout is used for I2S/PDM work fail(Don’t assert DMA request for a long time). 

2. Set VAD_TIMEOUT.work_timeout_thd=O0x3ff, set VAD_TIMEOUT.work_timeout_en=0x1, 
set VAD_INT.work_timeout_int=0x1. After above setting, a counter is increase at AHB clock 
when dmac_engine is busy, the counter will be clear to 0 once dmac_engine is idle. An 
interrupt will be asserted when the counter up to work_timeout_thd. This work timeout is 
used for bus transmission congestion (a burst transferring is not completed for a long time). 
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Chapter 25 UART 
25.1 Overview 


The Universal Asynchronous Receiver/Transmitter (UART) is used for serial communication 
with a peripheral, modem (data carrier equipment, DCE) or data set. Data is written from a 
master (CPU) over the APB bus to the UART and it is converted to serial form and 
transmitted to the destination device. Serial data is also received by the UART and stored for 
the master (CPU) to read back. 

UART Controller supports the following features: 

@ Support 6 independent UART controller: UARTO-UARTS5 

All contain two 64Bytes FIFOs for data receive and transmit 

All support auto flow-control except 

Support bit rates 115.2Kbps, 460.8Kbps, 921.6Kbps, 1.5Mbps, 3Mbps, 4Mbps 

Support programmable baud rates, even with non-integer clock divider 

Standard asynchronous communication bits (start, stop and parity) 

Support interrupt-based or DMA-based mode 

Support 5-8 bits width transfer 


25.2 Block Diagram 


This section provides a description about the functions and behavior under various 
conditions. The UART Controller comprises with: 

@ AMBA APB interface 

FIFO controllers 

Register block 

Modem synchronization block and baud clock generation block 

Serial receiver and serial transmitter 


apb 
interface 


apb 


register tx 
block dma_rx_ack 
baud 


clock 
generation 


baudout_n 


serial 
transmitter 


serial 
receiver 


sir_inin sir_out_n 


Fig. 25-1 UART Architecture 


APB INTERFACE 

The host processor accesses data, control, and status information on the UART through the 
APB interface. The UART supports APB data bus widths of 8, 16, and 32 bits. 

Register block 

Be responsible for the main UART functionality including control, status and interrupt 
generation. 

Modem Synchronization block 

Synchronizes the modem input signal. 

FIFO block 

Be responsible for FIFO control and storage (when using internal RAM) or signaling to 
control external RAM (when used). 

Baud Clock Generator 

Generates the transmitter and receiver baud clock along with the output reference clock 
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signal (baudout_n). 

Serial Transmitter 

Converts the parallel data, written to the UART, into serial form and adds all additional bits, 
as specified by the control register, for transmission. This makeup of serial data, referred to 
as a character can exit the block in two forms, either serial UART format or IrDA 1.0 SIR 
format. 

Serial Receiver 

Converts the serial data character (as specified by the control register) received in either the 
UART or IrDA 1.0 SIR format to parallel form. Parity error detection, framing error detection 
and line break detection is carried out in this block. 


25.3 Function Description 


UART (RS232) Serial Protocol 

Because the serial communication is asynchronous, additional bits (start and stop) are added 

to the serial data to indicate the beginning and end. An additional parity bit may be added to 

the serial character. This bit appears after the last data bit and before the stop bit(s) in the 

character structure to perform simple error checking on the received data, as shown in Figure. 
Bit Time 


Serial Data _ Start { Databits 7 5-8 x _ Parity / Stop **1, 1.5, 2} 


<< $$$ One Character 


Fig. 25-2 UART Serial protocol 
IrDA 1.0 SIR Protocol 
The Infrared Data Association (IrDA) 1.0 Serial Infrared (SIR) mode supports bi-directional 
datacommunications with remote devices using infrared radiation as the transmission medium. 
IrDA 1.0 SIR mode specifies a maximum baud rate of 115.2 Kbaud. 
Transmitting a single infrared pulse signals a logic zero, while a logic one is represented by 
not sending a pulse. The width of each pulse is 3/16ths of a normal serial bit time. Data 
transfers can only occur in half-duplex fashion when IrDA SIR mode is enabled. 


bit period 
+ — 
sout }, Start 
sir_out_n i 
sir_in \ 
sin }, Start 
Fig. 25-3 IrDA 1.0 
Baud Clock 


The baud rate is controlled by the serial clock (sclk or pclk in a single clock implementation) 
and the Divisor Latch Register (DLH and DLL). As the exact number of baud clocks that each 
bit was transmitted for is known, calculating the mid-point for sampling is not difficult, that is 
every 16 baud clocks after the mid-point sample of the start bit. 


Serial Data In \ Start Data Bit 0 (LSB) \ Data Bit 1 / 


KEE EEE EEE EE HH 


mM — Pe Ar ee OB 


8 16 16 
Fig. 25-4 UART baud rate 


FIFO Support 
1. NONE FIFO MODE 
If FIFO support is not selected, then no FIFOs are implemented and only a single receive 
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data byte and transmit data byte can be stored at a time in the RBR and THR. 

2. FIFO MODE 

The FIFO depth of UARTO/UART1/UART2is 64bytes. The FIFO mode of all the UART is enabled 

by register FCR[O]. 

Interrupts 

The following interrupt types can be enabled with the IER register. 

Receiver Error 

@ Receiver Data Available 

@ Character Timeout (in FIFO mode only) 

@ Transmitter Holding Register Empty at/below threshold (in Programmable THRE 
Interrupt mode) 

@ Modem Status 

DMA Support 

The UART supports DMA signaling with the use of two output signals (dma_tx_req_n and 

dma_rx_req_n) to indicate when data is ready to be read or when the transmit FIFO is 

empty. 

The dma_tx_req_n signal is asserted under the following conditions: 

@ When the Transmitter Holding Register is empty in non-FIFO mode. 

@ When the transmitter FIFO is empty in FIFO mode with Programmable THRE interrupt 
mode disabled. 

@ When the transmitter FIFO is at, or below the programmed threshold with 
Programmable THRE interrupt mode enabled. 

The dma_rx_req_n signal is asserted under the following conditions: 

@ When there is a single character available in the Receive Buffer Register in non-FIFO 
mode. 

@ When the Receiver FIFO is at or above the programmed trigger level in FIFO mode. 

Auto Flow Control 

The UART can be configured to have a 16750-compatible Auto RTS and Auto CTS serial data 

flow control mode available. If FIFOs are not implemented, then this mode cannot be 

selected. When Auto Flow Control mode has been selected, it can be enabled with the 

Modem Control Register (MCR[5]). Following figure shows a block diagram of the Auto Flow 

Control functionality. 
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Receiver 
FIFO 
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Transmit 
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Fig. 25-5 UART Auto flow control block diagram 
Auto RTS - Becomes active when the following occurs: 
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Auto Flow Control is selected during configuration 
FIFOs are implemented 

RTS (MCR[1] bit and MCR[5]bit are both set) 
FIFOs are enabled (FCR[0]) bit is set) 

SIR mode is disabled (MCR[6] bit is not set) 


This character. ————————— 
was received because rts_n was not detected before next 
character entered the sending-UART's transmitter 


— 
sin start/ Character T| stop \ start / Character T+1]| stop 
Sr i 
sn + 
RX FIFO Read 7 5 5 Neel q 
aes ay 


T = Receiver FIFO Threshold Value 


Fig. 25-6 UART AUTO RTS TIMING 
Auto CTS - becomes active when the following occurs: 
@ Auto Flow Control is selected during configuration 
FIFOs are implemented 
AFCE (MCR[5] bit is set) 
FIFOs are enabled through FIFO Control Register FCR[O] bit 
SIR mode is disabled (MCR[6] bit is not set) 


sout start /Data Bits|}stop ~~” \ start / Data Bits|stop “ \ start / Data Bits | stop SS 


Disabled 
cts_n / oN 


Fig. 25-7 UART AUTO CTS TIMING 


25.4 Register Description 


25.4.1 Internal Address Mapping 
Slave address can be divided into different length for different usage, which is shown as 
follows. 


25.4.2 Registers Summary 


Value P 


UART.RBR 
UART DLL 
JUART THR 
JUART.DLH 
UARTIER 
JUARTFCR 
ARTUR 
UARTLCR 
UART. MCR 
JUARTLSR 
UART MSR 
UART SCR Scratchpad Register 

JUART SRBR 
UART.STHR 
UART FAR 
JUART TFR 
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0x0084 
0x0088 


Value P 


a 
Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 

25.4.3 Detail Registers Description 

UART RBR 

Address: Operational Base + offset (0x0000 


data_input 

Data byte received on the serial input port (sin) in UART mode, or 
the serial infrared input (sir_in) in infrared mode. The data in this 
register is valid only if the Data Ready (DR) bit in the Line Status 
Register (LCR) is set. If in non-FIFO mode (FIFO_MODE == 
NONE) or FIFOs are disabled (FCR[O] set to zero), the data in the 
RBR must be read before the next data arrives, otherwise it is 
overwritten, resulting in an over-run error. 

If in FIFO mode (FIFO_MODE != NONE) and FIFOs are enabled 
(FCR[O] set to one), this register accesses the head of the receive 
FIFO. If the receive FIFO is full and this register is not read before 
the next data character arrives, then the data already in the FIFO 
is preserved, but any incoming data are lost and an over-run 
error occurs. 


UART_DLL 

Address: Operational Base + offset (Ox0000 

| Bit |Attr|ResetValue| ss —“‘“CS™:C#é@S eScription=— (“Cid 
[31:8 [RO [0xo00000__—ireserved ——“(‘“:;C*S™S™*™*™C™C™C™C~S 
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| Bit |Attr|ResetValue| Ci eescription 


baud_rate_divisor_| 
Lower 8 bits of a 16-bit, read/write, Divisor Latch register that 
contains the baud rate divisor for the UART. This register may 
only be accessed when the DLAB bit (LCR[7]) is set and the UART 
is not busy (USR[O] is zero). The output baud rate is equal to the 
serial clock (pclk if one clock design, sclk if two clock design 

7:0 Irw loxoo (CLOCK_MODE == Enabled)) frequency divided by sixteen times 

; the value of the baud rate divisor, as follows: baud rate = (serial 

clock freq) / (16 * divisor). 
Note that with the Divisor Latch Registers (DLL and DLH) set to 
zero, the baud clock is disabled and no serial communications 
occur. Also, once the DLL is set, at least 8 clock cycles of the 
slowest DW_apb_uart clock should be allowed to pass before 
transmitting or receiving data. 


UART THR 

Address: Operational Base + offset (0x0000) 

| Bit [Attr|ResetValue| ————C*é‘Ce@Scritiom 
31:8 [RO [0x000000_—i|reserved Cd 


data_output 
Data to be transmitted on the serial output port (sout) in UART 
mode or the serial infrared output (sir_out_n) in infrared mode. 
Data should only be written to the THR when the THR Empty 
(THRE) bit (LSR[5]) is set. If in non-FIFO mode or FIFOs are 
disabled (FCR[O] = 0) and THRE is set, writing a single character 
7:0 |WO |0x00 to the THR clears the THRE. Any additional writes to the THR 
before the THRE is set again causes the THR data to be 
overwritten. 
If in FIFO mode and FIFOs are enabled (FCR[O] = 1) and THRE is 
set, 64 characters of data may be written to the THR before the 
FIFO is full.. Any attempt to write data when the FIFO is full 
results in the write data being lost. 


UART DLH 

Address: Operational Base + offset (0x0004) 

| Bit [Attr|ResetValue| CC‘ Scriptom — 
[31:8 [RO _|0xo00000__—ifreserved 


baud_rate_divisor_h 
Upper 8-bits of a 16-bit, read/write, Divisor Latch register that 
contains the baud rate divisor for the UART. This register may 
only be accessed when the DLAB bit (LCR[7]) is set and the UART 
is not busy (USR[O] is zero). The output baud rate is equal to the 
serial clock (pclk if one clock design, sclk if two clock design 

7:0 Irw loxoo CLOCK_MODE == Enabled)) frequency divided by sixteen times 

? the value of the baud rate divisor, as follows: baud rate = (serial 

clock freq) / (16 * divisor). 
Note that with the Divisor Latch Registers (DLL and DLH) set to 
zero, the baud clock is disabled and no serial communications 
occur. Also, once the DLH is set, at least 8 clock cycles of the 
slowest DW_apb_uart clock should be allowed to pass before 
transmitting or receiving data. 


UART IER 
Address: Operational Base + offset (0x0004) 


Copyright 2022 © Rockchip Electronics Co., Ltd. 789 


RK3568 TRM-Part1 


| Bit |Attr|ResetValue| Ci@eescription 
31:8 |RO_|0x000000 


prog_thre_int_en 

Programmable THRE Interrupt Mode Enable that can be written to 
7 Rw loxo only when THRE_MODE_USER == Enabled, always readable. This 

is used to enable/disable the generation of THRE Interrupt. 

1'b0: Disabled 

1'b1: Enabled 


6:4 |RO [oxo si reserved 
modem_status_int_en 
Enable Modem Status Interrupt. This is used to enable/disable 
the generation of Modem Status Interrupt. This is the fourth 
highest priority interrupt. 
1'b0O: Disabled 
1'b1: Enabled 
receive_line_status_int_en 
Enable Receiver Line Status Interrupt. This is used to 
enable/disable the 
generation of Receiver Line Status Interrupt. This is the highest 
priority 
interrupt. 
1'b0: Disabled 
1'b1: Enabled 
trans_hold_empty_int_en 
Enable Transmit Holding Register Empty Interrupt. This is used to 
enable/disable the generation of Transmitter Holding Register 
Empty Interrupt. This is the third highest priority interrupt. 
1'b0: Disabled 
1'b1: Enabled 
receive_data_available_int_en 
Enable Received Data Available Interrupt. This is used to 
enable/disable the generation of Received Data Available 
Interrupt and the Character Timeout Interrupt (if in FIFO mode 
and FIFOs enabled). These are the second highest priority 
interrupts. 
1'b0O: Disabled 
1'b1: Enabled 


UART FCR 
Address: Operational Base + offset (0x0008) 


rcevr_trigger 

at which the Received Data Available Interrupt is generated. In 
auto flow control mode it is used to determine when the rts_n 
signal is de-asserted. It also determines when the dma_rx_req_n 


signal is asserted in certain modes of operation. For details on 
DMA support, refer to "DMA Suppor". The following trigger levels 
are supported: 

2'bOO: 1 character in the FIFO 

2'bO1: FIFO 1/4 full 

2'b10: FIFO 1/2 full 

2'bi1: FIFO 2 less than full 
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[Attr|ResetValue|—C(@Deescription 
tx_empty_trigger 
TX Empty Trigger. Writes have no effect when THRE_MODE_USER 
== Disabled. This is used to select the empty threshold level at 
which the THRE Interrupts are generated when the mode is 
active. It also determines when the dma_tx_req_n signal is 
asserted when in certain modes of operation. For details on DMA 
support, refer to " DMA Suppor" . The following trigger levels are 
supported: 
2'b00: FIFO empty 
2'bO1: 2 characters in the FIFO 
2'b10: FIFO 1/4 full 
2'b11: FIFO 1/2 full 
dma_mode 
DMA Mode. This determines the DMA signalling mode used for the 
dma_tx_req_n and dma_rx_reg_n output signals when additional 
DMA handshaking signals are not selected (DMA_EXTRA == No). 
For details on DMA support, refer to DMA Support. 
1'b0: Mode 0 
1'b1: Mode 1 
xmit_fifo_reset 
XMIT FIFO Reset. This resets the control portion of the transmit 
FIFO and treats the FIFO as empty. This also de-asserts the DMA 
TX request and single signals when additional DMA handshaking 
signals are selected (DMA_EXTRA == YES). Note that this bit is 
'self-clearing'. It is not necessary to clear this bit. 
rcvr_fifo_reset 
RCVR FIFO Reset. This resets the control portion of the receive 
FIFO and treats the FIFO as empty. This also de-asserts the DMA 
RX request and single signals when additional DMA handshaking 
signals are selected (DMA_EXTRA == YES). Note that this bit is 
'self-clearing'. It is not necessary to clear this bit. 
fifo_en 
FIFO Enable. This enables/disables the transmit (XMIT) and 
receive (RCVR) FIFOs. Whenever the value of this bit is changed 
both the XMIT and RCVR controller portion of FIFOs is reset. 


UART_IIR 
car ee Rasay Base + offset (0x0008) 
|Attr| Reset Value 


[ResetValue| Cieescription 
0x000000 


fifos_en 

FIFOs Enabled. This is used to indicate whether the FIFOs are 
enabled or disabled. 

2'bOO: Disabled 

2'b11: Enabled 


reserved 
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| Bit |Attr|ResetValue| SS Ci@eescription 


int_id 
Interrupt ID. This indicates the highest priority pending interrupt 
which can be one of the following types: 
4'b0000: Modem status 
4'b0001: No interrupt pending 
4'b0010: THR empty 
4'b0100: Received data available 
3:0 Oxi 4'b0110: Receiver line status 
4'b0111: Busy detect 
4'b1100: Character timeout 
The interrupt priorities are split into four levels that are detailed 
in Table X. 
Bit 3 indicates an interrupt can only occur when the FIFOs are 
enabled and used to distinguish a Character Timeout condition 
interrupt. 


UART LCR 
Address: Operational Base + offset (OxO000C 


| Bit |Attr|ResetValue| ss = —C—C‘iescription = 
31:8 |RO_|0x000000 


div_lat_access 
Divisor Latch Access Bit.Writeable only when UART is not busy 
5 Rw lox0 (USR[O] is zero), always readable. This bit is used to enable 

reading and writing of the Divisor Latch register (DLL and DLH) to 
set the baud rate of the UART. This bit must be cleared after 
initial baud rate setup in order to access other registers. 
break_ctrl 
Break Control Bit.This is used to cause a break condition to be 
transmitted to the receiving device. If set to one the serial output 
is forced to the spacing (logic 0) state. When not in Loopback 

RW |0x0 Mode, as determined by MCR[4], the sout line is forced low until 
the Break bit is cleared. If SIR_-MODE == Enabled and active 
(MCR[6] set to one) the sir_out_n line is continuously pulsed. 
When in Loopback Mode, the break condition is internally looped 
back to the receiver and the sir_out_n line is forced low. 


[5 |RO_|0xO_sreserved 


even_parity_sel 
Even Parity Select. Writeable only when UART is not busy 
(USR[O] is zero), always readable. This is used to select between 
4 RW {0x0 even and odd parity, when parity is enabled (PEN set to one). If 
set to one, an even number of logic 1s is transmitted or checked. 
If set to zero, an odd number of logic 1s is transmitted or 
checked. 
parity_en 
Parity Enable. Writeable only when UART is not busy (USR[O] is 
zero), always readable. This bit is used to enable and disable 
3 RW {0x0 parity generation and detection in transmitted and received serial 
character respectively. 
1'bO: Parity disabled 
1'b1: Parity enabled 
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| Bit |Attr|ResetValue| Ci@eescription 


stop_bits_num 
Number of stop bits. Writeable only when UART is not busy 
(USR[O] is zero), always readable. This is used to select the 
number of stop bits per character that the peripheral transmits 
and receives. If set to zero, one stop bit is transmitted in the 

2 RW /|0x0 serial data. If set to one and the data bits are set to 5 (LCR[1:0] 
set to zero) one and a half stop bits is transmitted. Otherwise, 
two stop bits are transmitted. Note that regardless of the number 
of stop bits selected, the receiver checks only the first stop bit. 
1'bO: 1 stop bit 
1'b1: 1.5 stop bits when DLS (LCR[1:0]) is zero, else 2 stop bit. 


data_length_sel 

Data Length Select. Writeable only when UART is not busy 

(USR[O] is zero), always readable. This is used to select the 

number of data bits per character that the peripheral transmits 
1:0 |Rw loxo and RECeINeS: The number of bit that may be selected areas 

follows: 

2'bO0: 5 bits 

2'bO1: 6 bits 

2'b10: 7 bits 

2'b11: 8 bits 


UART MCR 
Address: Operational Base + offset (0x0010 


| Bit |Attr|ResetValue| —s—s/———C‘iecription 
31:7 |RO_|0x0000000 


sir_mode_en 
SIR Mode Enable. Writeable only when SIR_MODE == Enabled, 
Rw lox0 always readable. This is used to enable/disable the IrDA SIR 

Mode features as described in "IrDA 1.0 SIR Protocol". 

1'bO: IrDA SIR Mode disabled 

1'b1: IrDA SIR Mode enabled 

auto_flow_ctrl_en 

Auto Flow Control Enable. Writeable only when AFCE_MODE == 

Enabled, always readable. When FIFOs are enabled and the Auto 
5 RW {0x0 Flow Control Enable (AFCE) bit is set, Auto Flow Control features 

are enabled as described in "Auto Flow Control". 

1'b0O: Auto Flow Control Mode disabled 

1'b1: Auto Flow Control Mode enabled 


loopback 
LoopBack Bit. This is used to put the UART into a diagnostic mode 
for test purposes. If operating in UART mode (SIR_MODE != 
Enabled or not active, MCR[6] set to zero), data on the sout line 
is held high, while serial data output is looped back to the sin 
line, internally. In this mode all the interrupts are fully functional. 
4 RW |0x0 Also, in loopback mode, the modem control inputs (dsr_n, cts_n, 
ri_n, dcd_n) are disconnected and the modem control outputs 
(dtr_n, rts_n, outi_n, out2_n) are looped back to the inputs, 
internally. If operating in infrared mode (SIR_MODE == Enabled 
AND active, MCR[6] set to one), data on the sir_out_n line is held 
low, while serial data output is inverted and looped back to the 
sir_in line. 
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| Bit [Attr|ResetValue| C(Deescription 
out2 
OUT2. This is used to directly control the user-designated 
Output2 (out2_n) output. The value written to this location is 
inverted and driven out on out2_n, that is: 
1'bO: Out2_n de-asserted (logic 1) 
1'b1: Out2_n asserted (logic 0) 
Note that in Loopback mode (MCR[4] set to one), the out2_n 
output is held inactive high while the value of this location is 
internally looped back to an input. 
out1 
OUT1. This is used to directly control the user-designated 
Output1i (out1_n) output. The value written to this location is 
inverted and driven out on outi_n, that is: 
1'bO: Out1_n de-asserted (logic 1) 
1'b1: Out1_n asserted (logic 0) 
Note that in Loopback mode (MCR[4] set to one), the out1i_n 
output is held inactive high while the value of this location is 
internally looped back to an input. 


req_to_send 
Request to Send. This is used to directly control the Request to 
Send (rts_n) output. The Request To Send (rts_n) output is used 


to inform the modem or data set that the UART is ready to 
exchange data. When Auto RTS Flow Control is not enabled 
(MCR[5] set to zero), the rts_n signal is set low by programming 
MCR[1] (RTS) to a high.In Auto Flow Control, AFCE_MODE == 
Enabled and active (MCR[5] set to one) and FIFOs enable 
(FCR[O] set to one), the rts_n output is controlled in the same 
way, but is also gated with the receiver FIFO threshold trigger 
(rts_n is inactive high when above the threshold). The rts_n 
signal is de-asserted when MCR[1] is set low. Note that in 
Loopback mode (MCR[4] set to one), the rts_n output is held 
inactive high while the value of this location is internally looped 
back to an input. 

data_terminal_ready 

Data Terminal Ready. This is used to directly control the Data 
Terminal Ready (dtr_n) output. The value written to this location 
is inverted and driven out on dtr_n, that is: 

1'bO: dtr_n de-asserted (logic 1) 

1'b1: dtr_n asserted (logic 0) 

The Data Terminal Ready output is used to inform the modem or 
data set that the UART is ready to establish communications. 
Note that in Loopback mode (MCR[4] set to one), the dtr_n 
output is held inactive 


UART_LSR 


Address: Operational Base + offset (0x0014 
[Attr[ResetValue|—“‘SSC#@ Scription— sd 
[31:8 [RO [0x000000 
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| Bit [Attr|ResetValue| —Ci@Deesscription 
receiver_fifo_error 
Receiver FIFO Error bit. This bit is only relevant when 
FIFO_MODE != NONE AND FIFOs are enabled (FCR[O] set to 
one). This is used to indicate if there is at least one parity error, 
framing error, or break indication in the FIFO. 
1'bO: No error in RX FIFO 
1'b1: Error in RX FIFO 
This bit is cleared when the LSR is read and the character with 
the error is at the top of the receiver FIFO and there are no 
subsequent errors in the FIFO. 
trans_empty 
Transmitter Empty bit. If in FIFO mode (FIFO_MODE != NONE) 
and FIFOs enabled (FCR[O] set to one), this bit is set whenever 
the Transmitter Shift Register and the FIFO are both empty. If in 
non-FIFO mode or FIFOs are disabled, this bit is set whenever the 
Transmitter Holding Register and the Transmitter Shift Register 
are both empty. 
trans_hold_reg_empty 
Transmit Holding Register Empty bit. If THRE_MODE_USER == 
Disabled or THRE mode is disabled (IER[7] set to zero) and 
regardless of FIFO's being implemented/enabled or not, this bit 
indicates that the THR or TX FIFO is empty. 
This bit is set whenever data is transferred from the THR or TX 
FIFO to the transmitter shift register and no new data has been 
written to the THR or TX FIFO. This also causes a THRE Interrupt 
to occur, if the THRE Interrupt is enabled. If THRE_.MODE_USER 
== Enabled AND FIFO_MODE != NONE and both modes are 
active (IER[7] set to one and FCR[O] set to one respectively), the 
functionality is switched to indicate the transmitter FIFO is full, 
and no longer controls THRE interrupts, which are then controlled 
by the FCR[5:4] threshold setting. 
break_int 
Break Interrupt bit. This is used to indicate the detection of a 
break sequence on the serial input data. If in UART mode 
(SIR_MODE == Disabled), it is set whenever the serial input, sin, 
is held in a logic '0' state for longer than the sum of start time + 
data bits + parity + stop bits. If in infrared mode (SIR_MODE == 
Enabled), it is set whenever the serial input, sir_in, is 
continuously pulsed to logic '0' for longer than the sum of start 
time + data bits + parity + stop bits. A break condition on serial 
input causes one and only one character, consisting of all zeros, 
to be received by the UART. In the FIFO mode, the character 
associated with the break condition is carried through the FIFO 
and is revealed when the character is at the top of the FIFO. 
Reading the LSR clears the BI bit. In the non-FIFO mode, the BI 
indication occurs immediately and persists until the LSR is read. 
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| Bit [Attr|ResetValue| —C(@Deescription 
framing_error 
Framing Error bit. This is used to indicate the occurrence of a 
framing error in the receiver. A framing error occurs when the 
receiver does not detect a valid STOP bit in the received data. In 
the FIFO mode, since the framing error is associated with a 
character received, it is revealed when the character with the 
framing error is at the top of the FIFO. When a framing error 
occurs, the UART tries to resynchronize. It does this by assuming 
that the error was due to the start bit of the next character and 
then continues receiving the other bit i.e. data, and/or parity and 
stop. It should be noted that the Framing Error (FE) bit (LSR[3]) 
is set if a break interrupt has occurred, as indicated by Break 
Interrupt (BI) bit (LSR[4]). 
1'bO: No framing error 
1'b1: Framing error 
Reading the LSR clears the FE bit. 
parity_eror 
Parity Error bit. This is used to indicate the occurrence of a parity 
error in the receiver if the Parity Enable (PEN) bit (LCR[3]) is set. 
In the FIFO mode, since the parity error is associated with a 
character received, it is revealed when the character with the 
parity error arrives at the top of the FIFO. It should be noted that 
the Parity Error (PE) bit (LSR[2]) is set if a break interrupt has 


occurred, as indicated by Break Interrupt (BI) bit (LSR[4]). 
1'bO: No parity error 

1'b1: Parity error 

Reading the LSR clears the PE bit. 


overrun_error 

Overrun error bit. This is used to indicate the occurrence of an 
overrun error. This occurs if a new data character was received 
before the previous data was read. In the non-FIFO mode, the OE 
bit is set when a new character arrives in the receiver before the 
previous character was read from the RBR. When this happens, 
the data in the RBR is overwritten. In the FIFO mode, an overrun 
error occurs when the FIFO is full and a new character arrives at 
the receiver. The data in the FIFO is retained and the data in the 
receive shift register is lost. 

1'bO: No overrun error 

1'b1: Overrun error 

Reading the LSR clears the OE bit. 

data_ready 

Data Ready bit. This is used to indicate that the receiver contains 
at least one character in the RBR or the receiver FIFO. 

1'bO: No data ready 

1'b1: Data ready 

This bit is cleared when the RBR is read in non-FIFO mode, or 
when the receiver FIFO is empty, in FIFO mode. 


UART_MSR 
Address: Operational Base + offset (0x0018) 


Bit _|attr| Reset Value|_____Deseription _ 
31:8 |RO_|0x000000 
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| Bit |Attr|ResetValue| Ci eescription 


data_carrior_detect 

Data Carrier Detect. This is used to indicate the current state of 

the modem control line dcd_n. This bit is the complement of 

dcd_n. When the Data Carrier Detect input (dcd_n) is asserted it 

is an indication that the carrier has been detected by the modem 
7 0x0 

or data set. 

1'bO: dcd_n input is de-asserted (logic 1) 


1'b1: dcd_n input is asserted (logic 0) 
In Loopback Mode (MCR[4] set to one), DCD is the same as 
MCR[3] (Out2). 


ring_indicator 

Ring Indicator. This is used to indicate the current state of the 

modem control line ri_n. This bit is the complement of ri_n. When 

the Ring Indicator input (ri_n) is asserted it is an indication that a 
0x0 ees ringing signal has been received by the modem or data 

set. 

1'bO: ri_n input is de-asserted (logic 1) 

1'b1: ri_n input is asserted (logic 0) 


In Loopback Mode (MCR[4] set to one), RI is the same as MCR[2] 
(Out1). 


data_set_ready 
Data Set Ready. This is used to indicate the current state of the 
modem control line dsr_n. This bit is the complement of dsr_n. 
When the Data Set Ready input (dsr_n) is asserted it is an 

5 0x0 indication that the modem or data set is ready to establish 
communications with the DW_apb_uart. 
1'bO: dsr_n input is de-asserted (logic 1) 


1'b1: dsr_n input is asserted (logic 0) 
In Loopback Mode (MCR[4] set to one), DSR is the same as 
MCR[O] (DTR). 


clear_to_send 
Clear to Send. This is used to indicate the current state of the 
modem control line cts_n. This bit is the complement of cts_n. 
When the Clear to Send input (cts_n) is asserted it is an 

0x0 


indication that the modem or data set is ready to exchange data 
with the DW_apb_uart. 

1'bO: cts_n input is de-asserted (logic 1) 

1'b1: cts_n input is asserted (logic 0) 

In Loopback Mode (MCR[4] = 1), CTS is the same as MCR[1] 


delta_data_carrier_detect 
Delta Data Carrier Detect. This is used to indicate that the 
modem control line dcd_n has changed since the last time the 
MSR was read. 
1'bO: No change on dcd_n since last read of MSR 

3 0x0 1'b1: Change on dcd_n since last read of MSR 


Reading the MSR clears the DDCD bit. In Loopback Mode (MCR[4] 
= 1), DDCD reflects changes on MCR[3] (Out2). 

Note, if the DDCD bit is not set and the dcd_n signal is asserted 
(low) and a reset occurs (software or otherwise), then the DDCD 
bit is set when the reset is removed if the dcd_n signal remains 
asserted. 
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| Bit |Attr|ResetValue| —SCi@eescription 


trailing_edge_ring_indicator 
Trailing Edge of Ring Indicator. This is used to indicate that a 
change on the input ri_n (from an active-low to an inactive-high 
state) has occurred since the last time the MSR was read. 

2 0x0 


1'bO: No change on ri_n since last read of MSR 
UART SCR 


1'b1: Change on ri_n since last read of MSR 
Address: Operational Base + offset (0x001C) 


Reading the MSR clears the TERI bit. In Loopback Mode (MCR[4] 
[Attr| Reset Value 
[RO_| 


reflects when MCR[2] (Out1) has changed state from a high to a 
low. 


delta_data_set_ready 
Delta Data Set Ready. This is used to indicate that the modem 
control line dsr_n has changed since the last time the MSR was 
read. 
1'bO: No change on dsr_n since last read of MSR 

0x0 


1'b1: Change on dsr_n since last read of MSR 

Reading the MSR clears the DDSR bit. In Loopback Mode (MCR[4] 
= 1), DDSR reflects changes on MCR[O] (DTR). 

Note, if the DDSR bit is not set and the dsr_n signal is asserted 
(low) and a reset occurs (software or otherwise), then the DDSR 
bit is set when the reset is removed if the dsr_n signal remains 
asserted. 

delta_clear_to_send 

Delta Clear to Send. This is used to indicate that the modem 
control line cts_n has changed since the last time the MSR was 
read. 

1'bO: No change on ctsdsr_n since last read of MSR 

1'b1i: Change on ctsdsr_n since last read of MSR Reading the 
MSR clears the DCTS bit. In Loopback Mode (MCR[4] = 1), DCTS 
reflects changes on MCR[1] (RTS). Note, if the DCTS bit is not set 
and the cts_n signal is asserted (low) and a reset occurs 
(software or otherwise), then the DCTS bit is set when the reset 
is removed if the cts_n signal remains asserted. 


= 1), TERI 
0x000000 


temp_store_space 
: Scratchpad register.This register is for programmers to use as a 
7:0 |RW |0x00 : 
temporary storage space. It has no defined purpose in the 
DW_apb_uart. 


UART SRBR 
Address: Operational Base + offset (0x0030) 
| Bit [Attr|ResetValue| CC‘ Scriptom 
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| Bit |Attr|ResetValue| Ci@eescription 


shadow_rbr 
This is a shadow register for the RBR and has been allocated 
sixteen 32-bit locations (0x30-0x6c) so as to accommodate burst 
accesses from the master. This register contains the data byte 
received on the serial input port (sin) in UART mode or the serial 
infrared input (sir_in) in infrared mode. The data in this register 
is valid only if the Data Ready (DR) bit in the Line status Register 

7:0 0x00 (LSR) is set. If in non-FIFO mode (FIFO_MODE == NONE) or 

, FIFOs are disabled (FCR[O] set to zero), the data in the RBR must 

be read before the next data arrives, otherwise it is overwritten, 
resulting in an overrun error. If in FIFO mode (FIFO_MODE != 
NONE) and FIFOs are enabled (FCR[O] set to one), this register 
accesses the head of the receive FIFO. If the receive FIFO is full 
and this register is not read before the next data character 
arrives, then the data already in the FIFO are preserved, but any 
incoming data is lost. An overrun error also occurs. 


UART STHR 

Address: Operational Base + offset (0x0030 

| Bit |Attr[ResetValue| ss —“‘“;C™ Ci escription 
[31:8 [RO |Ox000000__—i[reserved  — —“‘“(;‘;“C;C;*™*™*™C™C‘C*C 


shadow_thr 
This is a shadow register for the THR and has been allocated 
sixteen 32-bit locations(0x30-0x6c) so as to accommodate burst 
accesses from the master. This register contains data to be 
transmitted on the serial output port (sout) in UART mode or the 
serial infrared output (sir_out_n) in infrared mode. Data should 
only be written to the THR when the THR Empty (THRE) bit 
(LSR[5]) is set. If in non-FIFO mode or FIFOs are disabled 

7:0 |WO {0x00 (FCR[O] set to zero) and THRE is set, writing a single character to 
the THR clears the THRE. Any additional writes to the THR before 
the THRE is set again causes the THR data to be overwritten. If in 
FIFO mode and FIFOs are enabled (FCR[O] set to one) and THRE 
is set, x number of characters of data may be written to the THR 
before the FIFO is full. The number x (default=16) is determined 
by the value of FIFO Depth that you set during configuration. Any 
attempt to write data when the FIFO is full results in the write 
data being lost. 


UART FAR 
Address: Operational Base + offset (0x0070) 


| Bit |Attr/ResetValue| Ci eescription 
[RO _| 


31:1 


0x00000000 
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| Bit |Attr|ResetValue| Ci@eescription 


fifo_access_test_en 

Writes have no effect when FIFO_ACCESS == No, always 

readable. This register is use to enable a FIFO access mode for 

testing, so that the receive FIFO can be written by the master 

and the transmit FIFO can be read by the master when FIFOs are 

implemented and enabled. When FIFOs are not implemented or 
RW /|0x0O not enabled it allows the RBR to be written by the master and the 

THR to be read by the master. 

1'bO: FIFO access mode disabled 

1'b1: FIFO access mode enabled 

Note, that when the FIFO access mode is enabled/disabled, the 

control portion of the receive FIFO and transmit FIFO is reset and 

the FIFOs are treated as empty. 


UART_TFR 

Address: Operational Base + offset (0x0074) 

| Bit [Attr|ResetValue| CC‘ e@critiom 
[31:8 [RO _|Oxo00000__—ifreserved 


trans_fifo_read 

Transmit FIFO Read. These bits are only valid when FIFO access 

mode is enabled (FAR[O] is set to one). When FIFOs are 

implemented and enabled, reading this register gives the data at 
7:0 0x00 the top of the transmit FIFO. Each consecutive read pops the 

transmit FIFO and gives the next data value that is currently at 

the top of the FIFO. 

When FIFOs are not implemented or not enabled, reading this 

register gives the data in the THR. 


UART RFW 

Address: Operational Base + offset (0x0078) 

| Bit [Attr|ResetValue| Ci Scription =— 
[31:10[RO_|0xo00000__—ifreserved 


receive_fifo_framing_error 

Receive FIFO Framing Error. These bits are only valid when FIFO 

access mode is enabled (FAR[O] is set to one). When FIFOs are 
WO |0x0 implemented and enabled, this bit is used to write framing error 

detection information to the receive FIFO. When FIFOs are not 

implemented or not enabled, this bit is used to write framing 

error detection information to the RBR. 


receive_fifo_parity_error 

Receive FIFO Parity Error. These bits are only valid when FIFO 

access mode is enabled (FAR[Q] is set to one). When FIFOs are 

WO |0x0 implemented and enabled, this bit is used to write parity error 

detection information to the receive FIFO. When FIFOs are not 

implemented or not enabled, this bit is used to write parity error 

detection information to the RBR. 

receive_fifo_write 

Receive FIFO Write Data. These bits are only valid when FIFO 

access mode is enabled (FAR[O] is set to one). When FIFOs are 

5:0 lwo loxoo implemented and enabled, the data that is written to the RFWD is 

, pushed into the receive FIFO. Each consecutive write pushes the 

new data to the next write location in the receive FIFO. When 

FIFOs are not implemented or not enabled, the data that is 

written to the RFWD is pushed into the RBR. 
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UART USR 
Address: Operational Base + offset (Ox007C 


| Bit |Attr|/Reset Value| Ci eescription 
31:5 |RO_|0x0000000 


receive_fifo_full 

Receive FIFO Full. This bit is only valid when FIFO_STAT == YES. 
This is used to indicate that the receive FIFO is completely full. 
1'bO: Receive FIFO not full 

1'b1: Receive FIFO Full 

This bit is cleared when the RX FIFO is no longer full. 
receive_fifo_not_empty 

Receive FIFO Not Empty. This bit is only valid when FIFO_STAT 
== YES. This is used to indicate that the receive FIFO contains 
one or more entries. 

1'bO: Receive FIFO is empty 

1'b1: Receive FIFO is not empty 

This bit is cleared when the RX FIFO is empty. 

trasn_fifo_empty 

Transmit FIFO Empty. This bit is only valid when FIFO_STAT == 
YES. This is used to indicate that the transmit FIFO is completely 
empty. 

1'bO: Transmit FIFO is not empty 

1'b1: Transmit FIFO is empty 

This bit is cleared when the TX FIFO is no longer em 
trans_fifo_not_full 

Transmit FIFO Not Full. This bit is only valid when FIFO_STAT == 
YES. This is used to indicate that the transmit FIFO in not full. 
1'bO: Transmit FIFO is full 

1'b1: Transmit FIFO is not full 

This bit is cleared when the TX FIFO is full. 

uart_busy 

UART Busy. This is indicates that a serial transfer is in progress, 
when cleared indicates that the DW_apb_uart is idle or inactive. 
1'bO: DW_apb_uart is idle or inactive 

1'b1: DW_apb_uart is busy (actively transferring data) 

Note that it is possible for the UART Busy bit to be cleared even 
though a new character may have been sent from another device. 
That is, if the DW_apb_uart has no data in THR and RBR and 
there is no transmission in progress and a start bit of a new 
character has just reached the DW_apb_uart. This is due to the 
fact that a valid start is not seen until the middle of the bit period 
and this duration is dependent on the baud divisor that has been 
programmed. If a second system clock has been implemented 
(CLOCK_MODE == Enabled), the assertion of this bit is also 
delayed by several cycles of the slower clock. 


UART_ TFL 

Address: Operational Base + offset (0x0080) 

| Bit [Attr|ResetValue|  —— ——Cé‘Ci scription 
[31:6 [RO _|Oxo000000 [reserved Sd 


trans_fifo_level 
Transmit FIFO Level. This is indicates the number of data entries 
in the transmit FIFO. 


UART_ REL 
Address: Operational Base + offset (0x0084) 
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| Bit |Attr|ResetValue| Ci@eescription 
31:6 |RO_|0x0000000 


receive_fifo_level 
Receive FIFO Level. This is indicates the number of data entries in 
the receive FIFO. 


UART SRR 
Address: Operational Base + offset (0x0088 


| Bit |Attr|Reset Value] CD eescription 
31:3 |RO_|0x00000000 


xmit_fifo_reset 
XMIT FIFO Reset. This is a shadow register for the XMIT FIFO 
Reset bit (FCR[2]). This can be used to remove the burden on 
software having to store previously written FCR values (which are 
D) wo loxo pretty static) just to reset the transmit FIFO. This resets the 
control portion of the transmit FIFO and treats the FIFO as empty. 
This also de-asserts the DMA TX request and single signals when 
additional DMA handshaking signals are selected (DMA_EXTRA 
== YES). Note that this bit is 'self-clearing'. It is not necessary to 
clear this bit. 
rcvr_fifo_reset 
RCVR FIFO Reset. This is a shadow register for the RCVR FIFO 
Reset bit (FCR[1]). This can be used to remove the burden on 
software having to store previously written FCR values (which are 
pretty static) just to reset the receive FIFO This resets the control 
1 WO |0x0 portion of the receive FIFO and treats the FIFO as empty. This 
also de-asserts the DMA RX request and single signals when 
additional DMA handshaking signals are selected (DMA_EXTRA 
Note that this bit is 'self-clearing'. It is not necessary to clear this 
bit. 


uart_reset 

wo loxo UART Reset. This asynchronously resets the DW_apb_uart and 
synchronously removes the reset assertion. For a two clock 
implementation both pclk and sclk domains are reset. 


UART_ SRTS 

Address: Operational Base + offset (Ox008C 

| Bit |Attr[ResetValue| = <s——“i;i‘“;C™SCCéi scription 
[31:1 [RO |0x00000000 [reserved —(its—“‘(‘“(‘(‘“‘(‘(‘#‘;«}TCOCOCOCOCOC*#C(#(#*CN 


shadow_req_to_send 
Shadow Request to Send. This is a shadow register for the RTS 
bit (MCR[1]), this can be used to remove the burden of having to 
performing a read-modify-write on the MCR. This is used to 
directly control the Request to Send (rts_n) output. The Request 
To Send (rts_n) output is used to inform the modem or data set 
that the DW_apb_uart is ready to exchange data. When Auto RTS 
rw loxo Flow Control is not enabled (MCR[5] = 0), the rts_n signal is set 
low by programming MCR[1] (RTS) to a high. In Auto Flow 
Control, AFCE_MODE == Enabled and active (MCR[5] = 1) and 
FIFOs enable (FCR[O] = 1), the rts_n output is controlled in the 
same way, but is also gated with the receiver FIFO threshold 
trigger (rts_n is inactive high when above the threshold). 
Note that in Loopback mode (MCR[4] = 1), the rts_n output is 
held inactive-high while the value of this location is internally 
looped back to an input. 
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UART_SBCR 
Address: Operational Base + offset (0x0090) 


| Bit |Attr|/Reset Value| Ci eescription 
31:1 |RO_|0x00000000 


shadow_break_ctrl 
Shadow Break Control Bit. This is a shadow register for the Break 
bit (LCR[6]), this can be used to remove the burden of having to 
performing a read modify write on the LCR. This is used to cause 
a break condition to be transmitted to the receiving device. If set 
RW /|0x0 to one the serial output is forced to the spacing (logic 0) state. 
When not in Loopback Mode, as determined by MCR[4], the sout 
line is forced low until the Break bit is cleared. If SIR-MODE == 
Enabled and active (MCR[6] = 1) the sir_out_n line is 
continuously pulsed. When in Loopback Mode, the break condition 
is internally looped back to the receiver. 


UART_ SDMAM 
Address: Operational Base + offset (0x0094 

| Bit |Attr[ResetValue| =< ——“‘;i‘“;C™C~Ci scription — 
[31:1 [RO |0x00000000 [reserved —“‘“‘“CSMOOOOOC‘idCO 


shadow_dma_mode 
Shadow DMA Mode. This is a shadow register for the DMA mode 
bit (FCR[3]). This can be used to remove the burden of having to 
store the previously written value to the FCR in memory and 

Rw lox0 having to mask this value so that only the DMA Mode bit gets 
updated. This determines the DMA signalling mode used for the 
dma_tx_req_n and dma_rx_regq_n output signals when additional 
DMA handshaking signals are not selected (DMA_EXTRA == NO). 
1'b0: Mode 0 
1'b1: Mode 1 


UART_ SFE 

Address: Operational Base + offset (0x0098 

| Bit |Attr/ResetValue| ss —“‘SW Ci scription — 
[31:1 [RO |0x00000000 [reserved —“‘“‘(‘“‘“(“(‘(;C;S;*S*S*S™*™*™*™*™*™C™C™C™C‘~*CY 


being enabled then both the XMIT and RCVR controller portion of 
FIFOs are reset. 


shadow_fifo_en 
Shadow FIFO Enable. This is a shadow register for the FIFO 
enable bit (FCR[0]). This can be used to remove the burden of 
having to store the previously written value to the FCR in 

RW {0x0 memory and having to mask this value so that only the FIFO 
enable bit gets updated.This enables/disables the transmit (XMIT) 
and receive (RCVR) FIFOs. If this bit is set to zero (disabled) after 


UART SRT 
Address: Operational Base + offset (Ox009C 


| Bit |Attr|Reset Value] CiDeescription 
31:2 |RO_|0x00000000 
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| Bit |Attr|ResetValue| Ci eescription 


shadow_rcvr_trigger 
Shadow RCVR Trigger. This is a shadow register for the RCVR 
trigger bits (FCR[7:6]). This can be used to remove the burden of 
having to store thepreviously written value to the FCR in memory 
and having to mask thisvalue so that only the RCVR trigger bit 
gets updated.This is used to select the trigger level in the 

1:0 IRw lo receiver FIFO at which theReceived Data Available Interrupt is 

: x0 ; : : 

generated. It also determines when thedma_rx_req_n signal is 
asserted when DMA Mode (FCR[3]) = 1. The following trigger 
levels are supported: 
2'bOO: 1 character in the FIFO 
2'bO1: FIFO 1/4 full 
2'b10: FIFO 1/2 full 
2'b11: FIFO 2 less than full 


UART_STET 

Address: Operational Base + offset (Ox00A0) 

| Bit [Attr|ResetValue| Ci‘ e@Scritiom 
[31:2 [RO [0x00000000 |reserved 


shadow_tx_empty_trigger 
Shadow TX Empty Trigger. This is a shadow register for the TX 
empty trigger bits (FCR[5:4]). This can be used to remove the 
burden of having to store the previously written value to the FCR 
in memory and having to mask this value so that only the TX 

1:0 |Rw loxo empty trigger bit gets updated.This is used to select the empty 

: threshold level at which the THRE Interrupts are generated when 

the mode is active. The following trigger levels are supported: 
2'b00: FIFO empty 
2'bO1: 2 characters in the FIFO 
2'b10: FIFO 1/4 full 
2'b11: FIFO 1/2 full 


UART HTX 
Address: Operational Base + offset (OxO00A4 


| Bit |Attr|ResetValue|  —=s—s———C‘i scription = 
:1 |RO_|0x00000000 


halt_tx_en 
This register is use to halt transmissions for testing, so that the 
transmit FIFO can be filled by the master when FIFOs are 
implemented and enabled. 

Rm | xe 1'b0: Halt TX disabled 
1'b1: Halt TX enabled 
Note, if FIFOs are implemented and not enabled, the setting of 
the halt TX register has no effect on operation. 


UART DMASA 
Address: Operational Base + offset (OxO00A8 


Reset Value[ SC‘ esscription = 


[Attr| 
31:1 |RO_|0x00000000 
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| Bit |Attr|ResetValue| Ci@eescription 


dma_software_ack 

This register is use to perform a DMA software acknowledge if a 

transfer needs to be terminated due to an error condition. For 
Wo |0x0 example, if the DMA disables the channel, then the DW_apb_uart 

should clear its request. This causes the TX request, TX single, 

RX request and RX single signals to de-assert. Note that this bit is 

'self-clearing’. It is not necessary to clear this bit. 


UART_CPR 
Address: Operational Base + offset (OxO0F4) 


Bit |Attr| Reset Value|________Deseription _ 
31:24|RO_|Ox0O [reserved 


fifo_mode 
8'hO: 0 
8'hO: 16 
23:16 0x04 8'hO: 32 
to 
8'h80: 2048 
8'h81-8'hff: reserved 


(a 


pa fTbor a 
pa fo False 
1'b1: Ture 
uart_add_encoded_params 
1'bO: False 
1'b1: Ture 
shadow 
1'bO: False 
1'b1: Ture 
fifo_stat 
1'bO: False 
1'b1: Ture 
fifo_access 
1'bO: False 
1'b1: Ture 
new_feat 
1'bO: False 
1'b1: Ture 


sir_lp_mode 
1'bO: False 
1'bi: Ture 


sir_mode 

1'bO: False 
1'b1: Ture 
thre_mode 
1'bO: False 
1'b1: Ture 
afce_mode 
1'bO: False 
1'b1: Ture 


reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


apb_data_width 
2'bO0: 8 bits 
1:0 0x2 2'b01: 16 bits 
2'b10: 32 bits 
2'b11: reserved 


UART UCV 
Address: Operational Base + offset (OxOOF8) 


| Bit |Attr| Reset Value 


: ver 
31:0 |ro | Uxese088ea ASCII value for each number in the version. 


UART CTR 
Address: Operational Base + offset (OxOOFC) 


| Bit |Attr|/Reset Value| Ci eescription = 


‘ peripheral_id 
31:0 [Ro | Ox ST OTIS This register contains the peripherals identification code. 


25.5 Interface Description 
Table 25-1UART Interface Description 


Module Pin Dir. | Pad Name IOMUX Setting 


UARTOmux0O Interface 


uartO_sin I PWM1_M0/GPUAVS/UARTO_RX/GPIOO_CO_d PMUGRF_GPIOOC_IOMUX_SEL_L[3:0]=4'h3 

uartO_sout O PWM2_M0/NPUAVS/UARTO_TX/MCU_JTAG_TDI/GPIO | PMUGRF_GPIOOC_IOMUX_SEL_L[7:4]=4'h3 
O_Ci_d 

uartO_cts_n I HDMITX_CEC_M1/PWMO_M1i/UARTO_CTSn/GPIOO_C | PMUGRF_GPIOOC_IOMUX_SEL_H[15:12]=4' 
7_d h3 

uartO_rts_n oO PWM5/SPIO_CS1_M0/UARTO_RTSn/GPIOO_C4_d PMUGRF_GPIOOC_IOMUX_SEL_H[3:0]=4'h3 


UART1imux0O Interface 


uart1_sin I GMACO_TXDO/UART1_RX_M0/GPIO2_B3_u GRF_GPIO2B_IOMUX_SEL_L[15:12]=4'h2 

uart1_sout O GMACO_TXD1/UART1_TX_MO0/GPIO2_B4_u GRF_GPIO2B_IOMUX_SEL_H[3:0]=4'h2 

uart1_cts_n I GMACO_RXDO/UART1_CTSn_MO/SPI1_MISO_MO0O/GPI | GRF_GPIO2B_IOMUX_SEL_H[11:8]=4'h2 
O2_B6_u 

uarti_rts_n O GMACO_TXEN/UART1_RTSn_MO/SPI1_CLK_MO/GPIO | GRF_GPIO2B_IOMUX_SEL_H[7:4]=4'h2 
2_B5_u 


UART1imux1 Interface 


uart1_sin I CIF_D9/EBC_SDDO9/GMAC1_TXD3_M1/UART1_RX GRF_GPIO3D_IOMUX_SEL_H[15:12]=4'h4 


M1/PDM_SDIO_M1/GPIO3_D7_d 


uart1_sout O CIF_D8/EBC_SDDO8/GMAC1_TXD2_M1/UART1_TX GRF_GPIO3D_IOMUX_SEL_H[11:8]=4'h4 


M1/PDM_CLKO_M1/GPIO3_D6_d 


uart1_cts_n I CIF_CLKIN/EBC_SDCLK/GMAC1i_MCLKINOUT_M1/UA | GRF_GPIO4C_IOMUX_SEL_L[7:4]=4'h4 


RT1_CTSn_M1/1I2S2_SCLK_RX_M1/GPIO4_C1_d 


uarti_rts_n O CIF_HREF/EBC_SDLE/GMAC1_MDC_M1/UART1_RTS GRF_GPIO4B_IOMUX_SEL_H[11:8]=4'h4 


n_M1/12S2_MCLK_M1/GPIO4_B6_d 


UART2mux0O Interface 


uart2_sin I UART2_RX_MO0/GPIOO_DO_u PMUGRF_GPIOOD_IOMUX_SEL_L[3:0]=4'h1 
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uart2_sout UART2_TX_MO/GPIOO_D1_u GRF_GPIOOD_IOMUX_SEL_L[7:4]=4'h1 
UART2mux1 Interface 
uart2_sin SDMMCO_D1/UART2_RX_M1/UART6_RX_M1/PWM9 GRF_GPIO1D_IOMUX_SEL_H[11:8]=4'h2 
M1i/GPIO1_D6_u 
uart2_sout SDMMCO_DO/UART2_TX_M1/UART6_TX_M1/PWM8 GRF_GPIO1D_IOMUX_SEL_H[7:4]=4'h2 
Mi/GPIO1_D5_u 
UART3mux0O Interface 
uart3_sin I2C3_SDA_MO0/UART3_RX_M0/CAN1_RX_MO/AUDIO GRF_GPIO1A_IOMUX_SEL_L[3:0]=4'h2 
PWM_LOUT_P/ACODEC_ADC_DATA/GPIO1_A0_u 
uart3_sout I2C3_SCL_MO/UART3_TX_MO/CAN1_TX_MO/AUDIOP | GRF_GPIO1A_IOMUX_SEL_L[7:4]=4'h2 
WM_LOUT_N/ACODEC_ADC_CLK/GPIO1_A1_u 
uart3_cts_n 12S1_SCLK_TX_M0/UART3_CTSn_M0O/SCR_IO/PCIE3 | GRF_GPIO1A_IOMUX_SEL_L[15:12]=4'h2 
0X1_WAKEn_M2/ACODEC_DAC_CLK/GPIO1_A3_d 
uart3_rts_n I2S1_MCLK_M0/UART3_RTSn_M0O/SCR_CLK/PCIE30 GRF_GPIO1A_IOMUX_SEL_L[11:8]=4'h2 
X1_PERSTn_M2/GPIO1_A2_d 
UART3mux1 Interface 
uart3_sin LCDC_D23/PWM13_M0/GMAC1_MCLKINOUT_M0/UA GRF_GPIO3C_IOMUX_SEL_L[3:0]=4'h4 
RT3_RX_M1/PDM_SDI3_M2/GPIO3_CO_d 
uart3_sout LCDC_D22/PWM12_M0/GMAC1_TXEN_MO/UART3_T GRF_GPIO3B_IOMUX_SEL_H[15:12]=4'h4 
X_M1/PDM_SDI2_M2/GPIO3_B7_d 
UART4mux0O Interface 
uart4_sin I2S1_SCLK_RX_MO/UART4_RX_M0/PDM_CLK1_M0/S | GRF_GPIO1A_IOMUX_SEL_H[3:0]=4'h2 
PDIF_TX_MO/GPIO1_A4_d 
uart4_sout I2S1_LRCK_RX_MO/UART4_TX_M0/PDM_CLKO_MO/A | GRF_GPIO1A_IOMUX_SEL_H[11:8]=4'h2 
UDIOPWM_ROUT_P/GPIO1_A6_d 
uart4_cts_n I2S1_SDO0_M0/UART4_CTSn_M0O/SCR_DET/AUDIOP | GRF_GPIO1A_IOMUX_SEL_H[15:12]=4'h2 
WM_ROUT_N/ACODEC_DAC_DATAL/GPIO1_A7_d 
uart4_rts_n I2S1_LRCK_TX_M0O/UART4_RTSn_MO/SCR_RST/PCIE | GRF_GPIO1A_IOMUX_SEL_H[7:4]=4'h2 
30X1_CLKREQn_M2/ACODEC_DAC_SYNC/GPIO1_A5 
_d 
UART4mux1 Interface 
uart4_sin LCDC_D16/VOP_BT1120_D7/GMAC1i_RXDO_MO/UAR_ | GRF_GPIO3B_IOMUX_SEL_L[7:4]=4'h4 
T4_RX_M1/PWM8_MO0/GPIO3_Bi_d 
uart4_sout LCDC_D17/VOP_BT1120_D8/GMAC1_RXD1i_M0/UAR | GRF_GPIO3B_IOMUX_SEL_L[11:8]=4'h4 
T4_TX_M1/PWM9_M0/GPIO3_B2_d 
UARTS5mux0O Interface 
uart5_sin SDMMCO_CMD/PWM10_M1/UART5_RX_MO/CANO_TX | GRF_GPIO2ZA_IOMUX_SEL_L[7:4]=4'h3 
_M1/GPIO2_A1_u 
uart5_sout SDMMCO_CLK/TEST_CLKOUT/UART5_TX_MO0/CANO. GRF_GPIO2A_IOMUX_SEL_L[11:8]=4'h3 
RX_M1/GPIO2_A2_d 
uart5_cts_n SDMMCO_D2/JTAG_TCK/UART5_CTSn_MO0/GPIO1_D GRF_GPIO1D_IOMUX_SEL_H[15:12]=4'h3 
7_u 
uart5_rts_n SDMMCO0_D3/JTAG_TMS/UART5_RTSn_MO/GPIO2_A GRF_GPIO2A_IOMUX_SEL_L[3:0]=4'h3 
O_u 
UART5mux1 Interface 
uart5_sin LCDC_DEN/VOP_BT1120_D15/SPI1_CLK_M1i/UARTS5 GRF_GPIO3C_IOMUX_SEL_L[15:12]=4'h4 
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RX_M1/12S1_SCLK_RX_M2/GPIO3_C3_d 
uart5_sout LCDC_VSYNC/VOP_BT1120_D14/SPI1_MISO_M1/UA | GRF_GPIO3C_IOMUX_SEL_L[11:8]=4'h4 
RT5_TX_M1/12S1_SDO3_M2/GPIO3_C2_d 
UART6mux0O Interface 
uart6_sin SDMMC1_D0/GMACO_RXD2/UART6_RX_M0/GPIO2 GRF_GPIO2A_IOMUX_SEL_L[15:12]=4'h3 
A3_u 
uart6_sout SDMMC1_D1/GMACO_RXD3/UART6_TX_M0O/GPIO2_A | GRF_GPIO2ZA_IOMUX_SEL_H[3:0]=4'h3 
4 u 
uart6_cts_n I2S2_LRCK_RX_M0/GMACO_RXDV_CRS/UART6_CTS GRF_GPIO2C_IOMUX_SEL_L[3:0]=4'h3 
n_MO/SPI1_CSO_M0/GPIO2_CO_d 
uart6_rts_n I2S2_SCLK_RX_M0/GMACO_RXD1/UART6_RTSn_MO GRF_GPIO2B_IOMUX_SEL_H[15:12]=4'h3 
/SPI1_MOSI_MO0O/GPIO2_B7_d 
UART6mux1 Interface 
uart6_sin SDMMCO_D1/UART2_RX_M1/UART6_RX_M1/PWM9 GRF_GPIO1D_IOMUX_SEL_H[11:8]=4'h3 
M1i/GPIO1_D6_u 
uart6_sout SDMMCO_DO/UART2_TX_M1/UART6_TX_M1/PWM8 GRF_GPIO1D_IOMUX_SEL_H[7:4]=4'h3 
Mi/GPIO1_D5_u 
UART7mux0O Interface 
uart7_sin SDMMC1_D2/GMACO_RXCLK/UART7_RX_M0/GPIO2 GRF_GPIO2A_IOMUX_SEL_H[7:4]=4'h3 
A5_u 
uart7_sout SDMMC1_D3/GMACO_TXD2/UART7_TX_MO/GPIO2_A | GRF_GPIO2ZA_IOMUX_SEL_H[11:8]=4'h3 
6_u 
uart7_cts_n I2S2_SCLK_TX_M0/GMACO_MCLKINOUT/UART7_CT GRF_GPIO2C_IOMUX_SEL_L[11:8]=4'h3 
Sn_MO0/SPI2_MISO_M0/GPIO2_C2_d 
uart7_rts_n I2S2_MCLK_M0/ETHO_REFCLKO_25M/UART7_RTSn GRF_GPIO2C_IOMUX_SEL_L[7:4]=4'h3 
MO/SPI2_CLK_MO0/GPIO2_C1i_d 
UART7mux1 Interface 
uart7_sin PWM15_IR_MO/SPDIF_TX_M1/GMAC1_MDIO_MO/UA | GRF_GPIO3C_IOMUX_SEL_H[7:4]=4'h4 
RT7_RX_M1/1I2S1_LRCK_RX_M2/GPIO3_C5_d 
uart7_sout PWM14_M0/VOP_PWM_M1/GMAC1_MDC_M0/UART7 GRF_GPIO3C_IOMUX_SEL_H[3:0]=4'h4 
TX_M1/PDM_CLK1_M2/GPIO3_C4_d 
UART7mux2 Interface 
uart7_sin CIF_D13/EBC_SDDO013/GMAC1_RXCLK_M1/UART7 GRF_GPIO4A_IOMUX_SEL_L[15:12]=4'h4 
RX_M2/PDM_SDI3_M1/GPIO04_A3_d 
uart7_sout CIF_D12/EBC_SDDO12/GMAC1i_RXD3_M1/UART7_T GRF_GPIO4A_IOMUX_SEL_L[11:8]=4'h4 
X_M2/PDM_SDI2_M1/GPIO4_A2_d 
UART8mux0O Interface 
uart8_sin CLK32K_OUT1/UART8_RX_MO/SPI1_CS1_M0/GPIO2 GRF_GPIO2C_IOMUX_SEL_H[11:8]=4'h2 
_C6_d 
uart8_sout I2S2_SDI_M0/GMACO_RXER/UART8_TX_MO0O/SPI2_C GRF_GPIO2C_IOMUX_SEL_H[7:4]=4'h3 
S1_M0/GPIO2_C5_d 
uart8_cts_n SDMMC1_DET/I2C4_SCL_M1/UART8_CTSn_M0/CAN GRF_GPIO2B_IOMUX_SEL_L[11:8]=4'h3 
2_TX_M1/GPIO2_B2_u 
uart8_rts_n SDMMC1_PWREN/I2C4_SDA_M1/UART8_RTSn_MO/C | GRF_GPIO2B_IOMUX_SEL_L[7:4]=4'h3 
AN2_RX_M1/GPIO2_B1i_d 
UART8mux1 Interface 
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uart8_sin LCDC_CLK/VOP_BT656_CLK_M0/SPI2_CLK_M1/UAR GRF_GPIO3A_IOMUX_SEL_L[3:0]=4'h4 
T8_RX_M1/12S1_SDO1_M2/GPIO3_A0_d 
uart8_sout LCDC_D7/VOP_BT656_D7_M0/SPI2_MISO_M1/UART | GRF_GPIO2D_IOMUX_SEL_H[15:12]=4'h4 
8_TX_M1/12S1_SDO0_M2/GPIO2_D7_d 
UART9mux0O Interface 
uart9_sin SDMMC1_CMD/GMACO_TXD3/UART9_RX_M0/GPIO2 GRF_GPIO2A_IOMUX_SEL_H[15:12]=4'h3 
_A7_u 
uart9_sout SDMMC1_CLK/GMACO_TXCLK/UART9_TX_MO/GPIO2 | GRF_GPIO2B_IOMUX_SEL_L[3:0]=4'h3 
_BO_d 
uart9_cts_n I2S2_SDO_M0/GMACO_MDIO/UART9_CTSn_MO/SPI GRF_GPIO2C_IOMUX_SEL_H[3:0]=4'h3 
2_CSO_MO0/GPIO2_C4_d 
uart9_rts_n I2S2_LRCK_TX_M0/GMACO_MDC/UART9_RTSn_MO/ GRF_GPIO2C_IOMUX_SEL_L[15:12]=4'h3 
SPI2_MOSI_M0/GPIO2_C3_d 
UART9mux!1 Interface 
uart9_sin PWM13_M1/SPI3_CSO_M1/SATAO_ACT_LED/UART9 GRF_GPIO4C_IOMUX_SEL_H[11:8]=4'h4 
RX_M1/12S3_SDI_M1/GPIO4_C6_d 
uart9_sout PWM12_M1i/SPI3_MISO_M1/SATA1_ACT_LED/UART9 | GRF_GPIO4C_IOMUX_SEL_H[7:4]=4'h4 
TX_M1/12S3_SDO_M1/GPIO4_C5_d 
UART9mux2 Interface 
uart9_sin CIF_D15/EBC_SDDO15/GMAC1_TXD1_M1/UART9_R GRF_GPIO4A_IOMUX_SEL_H[7:4]=4'h4 
X_M2/12S2_LRCK_RX_M1/GPIO4_A5_d 
uart9_sout CIF_D14/EBC_SDDO14/GMAC1_TXDO_M1/UART9_T GRF_GPIO4A_IOMUX_SEL_H[3:0]=4'h4 
X_M2/12S2_LRCK_TX_M1/GPIO4_A4_d 
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25.6 Application Notes 
25.6.1 None FIFO Mode Transfer Flow 


IDLE 


Set LCRI[7] to 
select DLL,DLH 


Set LCRI[1:0] to 
select data width 


Set DLL,DLH to 
decide baud rate 


|! 


Write data to THR 
Set MCR to start 
the transfer 


Fig. 25-8 UART none fifo mode 


25.6.2 FIFO Mode Transfer Flow 
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IDLE 


Set LCRI[7] to 
select DLL,DLH 


Set LCR[1:0] to 
select data width 


| 


Set FCR to enable Set DLL,DLH to 
fifo mode decide baud rate 


| 


Write data to 
THR/STHR 
Set MCR to start 
the transfer 


Fig. 25-9 UART fifo mode 

The UART is an APB slave performing: 
Serial-to-parallel conversion on data received from a peripheral device. 
Parallel-to-serial conversion on data transmitted to the peripheral device. 
The CPU reads and writes data and control/status information through the APB interface. 
The transmitting and receiving paths are buffered with internal FIFO memories enabling up 
to 64-bytes to be stored independently in both transmit and receive modes. A baud rate 
generator can generate a common transmit and receive internal clock input. The baud rates 
will depend on the internal clock frequency. The UART will also provide transmit, receive and 
exception interrupts to system. A DMA interface is implemented for improving the system 
performance. 

25.6.3 Baud Rate Calculation 


The following table provides some reference configuration for different UART baud rates. 
Table 25-2 UART baud rate configuration 
Baud Rate Reference Configuration 
115.2 Kbps Configure PLL to get 1.2GHz clock output; Divide 1.2GHz clock by 16 to get 75MHz clock; 


Divide 75MHz clock by 72/46875 to get 115.2KHz clock; 


460.8 Kbps Configure PLL to get 1.2GHz clock output; Divide 1.2GHz clock by 16 to get 75MHz clock; 
Divide 75MHz clock by 288/46875 to get 460.8KHz clock; 


921.6 Kbps Configure PLL to get 1.2GHz clock output; Divide 1.2GHz clock by 16 to get 75MHz clock; 
Divide 75MHz clock by 576/46875 to get 921.6KHz clock; 


1.5 Mbps Choose PLL to get 1.2GHz clock output; Divide 1.2GMHz clock by 25 to get 48MHz clock; 
Divide 48MHz clock by 32 to get 1.5MHz clock; 


3 Mbps Choose PLL to get 1.2GHz clock output; Divide 1.2GMHz clock by 25 to get 48MHz clock; 
Divide 48MHz clock by 16 to get 3MHz clock; 


4 Mbps Choose PLL to get 1.2GHz clock output; Divide 1.2GMHz clock by 25 to get 48MHz clock; 


Divide 48MHz clock by 12 to get 4MHz clock; 
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Chapter 26 Serial Peripheral Interface (SPI) 


26.1 Overview 


The serial peripheral interface is an APB slave device. A four wire full duplex serial protocol 
from Motorola. There are four possible combinations for the serial clock phase and polarity. 
The clock phase (SCPH) determines whether the serial transfer begins with the falling edge 
of slave select signals or the first edge of the serial clock. The slave select line is held high 
when the SPI is idle or disabled. This SPI controller can work as either master or slave 
mode. 

SPI Controller supports the following features: 


Support Motorola SPI,TI Synchronous Serial Protocol and National Semiconductor 
Micro wire interface 

Support 32-bit APB bus 

Support two internal 16-bit wide and 64-location deep FIFOs, one for transmitting and 
the other for receiving serial data 

Support two chip select signals in master mode 

Support 4,8,16 bit serial data transfer 

Support configurable interrupt polarity 

Support asynchronous APB bus and SPI clock 

Support master and slave mode 

Support DMA handshake interface and configurable DMA water level 

Support transmit FIFO empty, underflow, receive FIFO full, overflow, interrupt and all 
interrupts can be masked 

Support configurable water level of transmit FIFO empty and receive FIFO full interrupt 
Support combine interrupt output 

Support up to half of SPI clock frequency transfer in master mode and one sixth of SPI 
clock frequency transfer in slave mode 

Support full and half duplex mode transfer 

Stop transmitting SCLK if transmit FIFO is empty or receive FIFO is full in master 
mode 

Support configurable delay from chip select active to SCLK active in master mode 
Support configurable period of chip select inactive between two parallel data in master 
mode 

Support big and little endian, MSB and LSB first transfer 

Support two 8-bit audio data store together in one 16-bit wide location 

Support sample RXD 0~3 SPI clock cycles later 

Support configurable SCLK polarity and phase 

Support fix and incremental address access to transmit and receive FIFO 

Support timeout mechanism in slave mode. 

Support BYPASS slave mode, in which RX and TX logic is drive by SCLK_IN directly 
instead of spi_clk. 


26.2 Block Diagram 


The SPI Controller comprises with: 


AMBA APB interface and DMA Controller Interface 

Transmit and receive FIFO controllers and an FSM controller 
Register block 

Shift control and interrupt 
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APB 
INTERFACE 


TRANSMIT 
FIFO 


REGISTER RECEIVE 


INTERRUPT 
BLOCK FIR) 


LOGIC 


spi_intr 


dma_tx_ack 


dma_tx_req DMA 
INTERFACE 


FSM 
CONTROL 


sclk_out 


CLOCK 
PRE-SCALE 


dma_rx_req sclk_in 
<< 


dma_rx_ack| 


Fig. 26-1 SPI Controller Block Diagram 
APB INTERFACE 
The host processor accesses data, control, and status information on the SPI through the 
APB interface. The SPI supports APB data bus widths of 32 bits and 8 or 16 bits when 
reading or writing internal FIFO if data frame size(SPI_CTRLO[1:0]) is set to 8 bits. 
DMA INTERFACE 
This block has a handshaking interface to a DMA Controller to request and control transfers. 
The APB bus is used to perform the data transfer to or from the DMA Controller. 
FIFO LOGIC 
For transmit and receive transfers, data transmitted from the SPI to the external serial 
device is written into the transmit FIFO. Data received from the external serial device into 
the SPI is pushed into the receive FIFO. Both FIFOs are 64x16bits. 
FSM CONTROL 
Control the state’s transformation of the design. 
REGISTER BLOCK 
All registers in the SPI are addressed at 32-bit boundaries to remain consistent with the APB 
bus. Where the physical size of any register is less than 32-bits wide, the upper unused bits 
of the 32-bit boundary are reserved. Writing to these bits has no effect; reading from these 
bits returns 0. 
SHIFT CONTROL 
Shift control logic shift the data from the transmit FIFO or to the receive FIFO. This logic 
automatically right-justifies receive data in the receive FIFO buffer. 
INTERRUPT CONTROL 
The SPI supports combined and individual interrupt requests, each of which can be masked. 
The combined interrupt request is the OR relationshipbetween all other SPI interrupts after 
masking. 


26.3 Function Description 


clk > clk 
cS & CS 
SPI Master SPI Slave 
txd > xd 
rxd txd 


Fig. 26-2 SPI Master and Slave Interconnection 


The SPI controller support dynamic switching between master and slave in a system. The 
diagram show how the SPI controller connects with other SPI devices. 
Operation Modes 
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The SPI can be configured in the following two fundamental modes of operation: Master 
Mode when SPI_CTRLRO [20] is 1’b0, Slave Mode when SPI_CTRLRO [20] is 1’b1. 
Transfer Modes 

The SPI operates in the following three modes when transferring data on the serial bus. 
1). Transmit and Receive 

When SPI_CTRLRO [19:18] == 2‘b00, both transmit and receive logic are valid. 

2). Transmit Only 

When SPI_CTRLRO [19:18] == 2‘b01, the receive data are invalid and should not be stored 
in the receive FIFO. 

3). Receive Only 

When SPI_CTRLRO [19:18] == 2‘b10, the transmit data are invalid. 

Clock Ratios 

A summary of the frequency ratio restrictions between the bit-rate clock (sclk_out/sclk_in) 
and the SPI peripheral clock (spi_clk) are described as, 

When SPI Controller works as master, the Fspi_ck>= 2 * (Maximum Fscik_out) 

When SPI Controller works as slave, the Fspi_cik>= 6 X (MaximuM Fscik_in) 


With the SPI, the clock polarity (SCPOL) configuration parameter determines whether the 
inactive state of the serial clock is high or low. To transmit data, both SPI peripherals must 
have identical serial clock phase (SCPH) and clock polarity (SCPOL) values. The data frame 
can be 4/8/16 bits in length. 

When the configuration parameter SCPH = O, data transmission begins on the falling edge of 
the slave select signal. The first data bit is captured by the master and slave peripherals on 
the first edge of the serial clock; therefore, valid data must be present on the txd and rxd 
lines prior to the first serial clock edge. The following two figures show a timing diagram for 
a single SPI data transfer with SCPH = 0. The serial clock is shown for configuration 
parameters SCPOL = 0 and SCPOL = 1. 


spi0_clk/spil_clk OOO My Weak hed cle It 3 


spi0_txd/spiO_rxd/ sp TSB MSB LSB 
spil_txd/spil_rxd —_ = — a 
4/8/1 6bits 
spi0_csn0/spi0_csn1/— Cen 
spil_csn0/spil_csn1 | | 
> 


0/0.5/1 spi0_clk/spil_clk cycle(s) 


Fig. 26-3 SPI Format (SCPH=0 SCPOL=0) 


spi0_clk/spil_clk 


spi0_txd/spi0_rxd/ ___ [Mss LSB MSB LSB 
spil_txd/spil_rxd 


(LSB) (MsB) (LSB) (MSB) 


4/8/16bits 


spi0_csn0/spi0_csn1/ 
spil_csn0/spil_csn1 


0/0.5/1 spi0_clk/spil_clk cycle(s) 


Fig. 26-4 SPI Format (SCPH=0 SCPOL=1) 
When the configuration parameter SCPH = 1, both master and slave peripherals begin 
transmitting data on the first serial clock edge after the slave select line is activated. The 
first data bit is captured on the second (trailing) serial clock edge. Data are propagated by 
the master and slave peripherals on the leading edge of the serial clock. During continuous 
data frame transfers, the slave select line may be held active-low until the last bit of the last 
frame has been captured. The following two figures show the timing diagram for the SPI 
format when the configuration parameter SCPH = 1. 
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spi0_clk/spil_clk 


spi0_txd/spi0_rxd/ MSB 


LSB MSB LSB 
(MSB) (LSB) (MSB) 


spil_txd/spil_rxd 


spi0_csn0/spi0_csn1/ 
spil_csn0/spil_csn1 | 


4/8/16bits 


0/0.5/1 spi0_clk/spil_clk cycle(s) 


Fig. 26-5 SPI Format (SCPH=1 SCPOL=0) 


spi0_clk/spil_clk 


spi0_txd/spi0_rxd/ MSB 


LSB MSB LSB 
(MSB) (LSB) (MSB) 


spil_txd/spil_rxd —~ 


spi0_csnO/spi0_csn1/— 
spil_csn0/spil_csn1 


4/8/16bits 


0/0.5/1 spi0_clk/spil_clk cycle(s) 


Fig. 26-6 SPI Format (SCPH=1 SCPOL=1) 


26.4 Register Description 
26.4.1 Registers Summary 


meset Description 
Value J 


SPI_CTRLRO | 
SPILCTRLRI 
SPLENR 
SPLSER 


SPLBAUDR ___—|0x0010__ |W 
SPLTXFTLR __|0x0014__ |W 
SPLRXFTLR 
SPLTXFLR 
SPLRXFLR | 
SPI_SR lox0024 |W 


SPI_IPR 0x0028 W 


SPI_IMR 


oxoo2c |W 
SPLISR |0x0030__ |W 
SPLRISR —|0x0034__ |W 
SPLICR 

SPIDMACR 

SPIDMATDLR | 

SPILDMARDLR __[0x0044_[W 
SPLTIMEOUT ____—|0x004c__ |W 
SPLBYPASS —_|0x0050_ |W 
SPLTXDR |0x0400__ |W 


SPI_RXDR oxos00 |w  |0x00000000 [Receive FIFO Data 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access 


26.4.2 Detail Register Description 


SPI_CTRLRO 
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Address: Operational Base + offset (Ox0000) 
Bit Ro Reset Value Description 


Ibk 

Loop back mode select. 

1'b0O: Normal mode. 

1'b1: Loop back mode,rxd is connected to txd. 
Soi 

SS_N output inverted. 

1'bO: Corresponding bit of ss_in is not inverted. 
1'b1: Corresponding bit of ss_in is inverted. 

sm 

SCLK_IN is masked by SS_N or not. 

1'b0: SCLK_IN is masked 

1'b1: SCLK_IN is not masked 

mtm 

Valid when frame format is set to National Semiconductors 
Microwire. 

1'bO: Non-sequential transfer 

1'b1: Sequential transfer 

opm 

Master and slave mode select. 

1'b0O: Master Mode 


1'b1: Slave Mode 

xfm 

Transmit and receive mode select. 
2'b00 : Transmit & Receive 

2'b01 : Transmit Only 

2'b10 : Receive Only 

2'b11 : Reserved 


: Motorola SPI 

: Texas Instruments SSP 

: National Semiconductors Microwire 

: Reserved 
rsd 
When SPI is configured as a master, if the rxd data cannot be 
sampled by the sclk_out edge at the right time, this register 
should be configured to define the number of the spi_clk cycles 
after the active sclk_out edge to sample rxd data later when SPI 
works at high frequency. 
2'b00: Do not delay 
2'bO1: 1 cycle delay 
2'b10: 2 cycles delay 
2'b11: 3 cycles delay 
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| Bit |Attr| Reset Valuel 


rw lox cae when data frame size is 8bit. 
1'bO: APB 16bit write/read, spi 8bit write/read. 
1'b1: APB 8bit write/read, spi 8bit write/read. 
fbm 
12 RW {0x0 1'bO: First bit is MSB. 
1'b1: First bit is LSB. 


em 
Serial endian mode can be configured by this bit. APB endian 
11 RW {0x0 mode is always little endian. 
1'b0O: Little endian 
1'b1: Big endian 
ssd 
Valid when the frame format is set to Motorola SPI and SPI used 
as a master. 
10 RW {0x0 1'bO: The period between ss_n active and sclk_out active is half 
sclk_out cycles. 
1'b1: The period between ss_n active and sclk_out active is one 
sclk_out cycle. 


csm 
Valid when the frame format is set to Motorola SPI and SPI used 
as a master. 
2'bO0: ss_n keep low after every frame data is transferred. 

RW |0x0 2'b0O1: ss_n be high for half sclk_out cycles after every frame 
data is transferred. 
2'b10: ss_n be high for one sclk_out cycle after every frame data 
is transferred. 
2'bi1: Reserved 


scpol 

5 rw loxo Valid WHEN EOS frame fore. is ies Motorola SPI. 
1'bO: Inactive state of serial clock is low. 
1'b1: Inactive state of serial clock is high. 


scph 

aw loxo Valid when the frame format is set to Motorola SPI. 
1'bO: Serial clock toggles in middle of first data bit. 
1'b1: Serial clock toggles at start of first data bit. 
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| Bit _|Attr| Reset Value 


a the length of the control word for the Microwire frame 
format. 
4'b0000~0010: Reserved 
4'b0011: 4-bit serial data transfer 
4'b0100: 5-bit serial data transfer 
4'b0101: 6-bit serial data transfer 
4'b0110: 7-bit serial data transfer 
RW |0x0 4'b0111: 8-bit serial data transfer 
4'b1000: 9-bit serial data transfer 
4'b1001: 10-bit serial data transfer 
4'b1010: 11-bit serial data transfer 
4'b1011: 12-bit serial data transfer 
4'b1100: 13-bit serial data transfer 
4'b1101: 14-bit serial data transfer 
4'b1110: 15-bit serial data transfer 
4'b1111: 16-bit serial data transfer 


dfs 
Selects the data frame length. 
2'b00: 4bit data 
Arp. | PME 2'bO1: 8bit data 
2'b10: 16bit data 
2'b11: Reserved 


SPI _CTRLR1 
Address: Operational Base + offset (0x0004) 


Bit [attr] Reset Value 


rae Transfer Mode is receive only, this register field sets the 
number of data frames to be continuously received by the SPI. 

31:0 |RW |Ox00000000 |The SPI continues to receive serial data until the number of data 
frames received is equal to this register value plus 1, which 
enables you to receive up to 4GB of data in a continuous 
transfer. 


SPI ENR 
Address: Operational Base + offset (0x0008) 


bit {attr|Reset Value] ___Deseription 
31:1 |RO_|ox00000000 


RW {0x0 eae and disables all SPI operations. Transmit and receive 
FIFO buffers are cleared when the device is disabled. 


SPI_SER 
Address: Operational Base + offset (0x000c) 
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| Bit _|Attr| Reset Value 


31:2 |RO |0x00000000 |reserved 


ser 


Slave enable register.The register enable the individual slave 
select output lines, 2 slave-select output pins are available.This 
register is valid only when SPI is configured as a master device. 


SPI_BAUDR 
Address: Operational Base + offset (0x0010) 


Attr|ResetValue/ ss iescription 
31:16|RO_|0x0000 


baudr 

SPI Clock Divider. This register is valid only when the SPI is 
configured as a master device.The LSB for this field is always set 
to 0 and is unaffected by a write operation, which ensures an 
even value is held in this register. If the value is 0, the serial 
output clock (sclk_out) is disabled. The frequency of the sclk_out 
is derived from the following equation: 

Fsclk_out = Fspi_clk/ SCKDV 

Where SCKDV is any even value between 2 and 65534. 

For example: 

for Fspi_clk = 3.6864MHz and SCKDV =2 

Fsclk_out = 3.6864/2= 1.8432MHz 


15:0 |RW |0x0000 


SPI_TXFTLR 
Address: Operational Base + offset (0x0014) 


it | 
1:6 [RO_[ox0000000 


xftlr 
5:0 |RW |0x00 When the number of transmit FIFO entries is less than or equal 
to this value, the transmit FIFO empty interrupt is triggered. 


SPI_RXFTLR 
Address: Operational Base + offset (0x0018) 


Attr| Reset Value 
RO_|o 
RW 


x0000000 


5:0 


rxftlr 

0x00 When the number of receive FIFO entries is greater than or 
equal to this value + 1, the receive FIFO full interrupt is 
triggered. 


SPI_TXFLR 
Address: Operational Base + offset (Ox001c) 


[Attr[Reset Value] _—=S=SS~*~«é scription ——OSSCSCSC~S~S~*S 
RO_[ox0000000 


W 
N 
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| Bit _|Attr| Reset Value 


txflr 
6:0 |ro foxvoo Contains the number of valid data entries in the transmit FIFO. 


SPI_RXFLR 
Address: Operational Base + offset (0x0020) 


Bit | attr] Reset Value| Description 
31:7 |RO_|0x0000000 


0x00 rxflr 
Contains the number of valid data entries in the receive FIFO. 


SPI SR 
Address: Operational Base + offset (0x0024) 


0x0000000 


: ss_in_n is low. 
: ss_in_n is high. 


: Slave tx not busy. 
: Slave tx busy. 


: Receive FIFO is not full. 
: Receive FIFO is full. 


: Transmit FIFO is not empty. 
: Transmit FIFO is empty. 


: Transmit FIFO is not full. 
: Transmit FIFO is full. 
bsf 
When set, indicates that a serial transfer is in progress; when 
cleared, indicates that the SPI is idle or disabled. 
1'bO: SPI is idle or disabled. 
1'b1: SPI is actively transferring data. 


: Receive FIFO is not empty. 
: Receive FIFO is empty. 


SPI_IPR 
Address: Operational Base + offset (0x0028) 


[Bit [attr[Reset Vatue|—__eseription 
RO_[ox00000000 
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ipr 


Interrupt Polarity Register. 
1'bO: Active Interrupt Polarity Level is HIGH. 
1'b1: Active Interrupt Polarity Level is LOW. 


SPI_IMR 
Address: Operational Base + offset (Ox002c) 


Reset Value 


txfim 

1'bO: TX finish interrupt is masked. 

1'b1: TX finish interrupt is not masked. 
sspim 

1'bO: ss_in_n posedege interrupt is masked. 
1'b1: ss_in_n posedege interrupt is not masked. 
toim 

1'bO: spi timeout interrupt is masked. 
1'b1: spi timeout interrupt is not masked. 
rffim 

1'bO: spi_rxf_intr interrupt is masked. 
1'b1: spi_rxf_intr interrupt is not masked. 
rfoim 

1'bO: spi_rxo_intr interrupt is masked. 
1'b1: spi_rxo_intr interrupt is not masked. 
rfuim 

1'bO: spi_rxu_intr interrupt is masked. 
1'b1: spi_rxu_intr interrupt is not masked. 
tfoim 

1'bO: spi_txo_intr interrupt is masked. 
1'b1: spi_txo_intr interrupt is not masked. 
tfeim 

1'bO: spi_txe_intr interrupt is masked. 
1'b1: spi_txe_intr interrupt is not masked. 


SPI _ ISR 
Address: Operational Base + offset (0x0030) 


txfis 
1'bO: TX finish interrupt is not active after masking. 


1'b1: TX finish interrupt is active after masking. 

sspis 

1'bO: ss_in_n posedege interrupt is not active after masking. 
1'b1: ss_in_n posedege interrupt is active after masking. 
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| Bit _|Attr| Reset Value 


spi timeout interrupt is not active after masking. 
spi timeout interrupt is active after masking. 


: spi_rxf_intr interrupt is not active after masking. 
: spi_rxf_intr interrupt is full after masking. 


: Spi_rxo_intr interrupt is not active after masking. 
: spi_rxo_intr interrupt is active after masking. 


: Spi_rxu_intr interrupt is not active after masking. 
: Spi_rxu_intr interrupt is active after masking. 


: spi_txo_intr interrupt is not active after masking. 
spi_txo_intr interrupt is active after masking. 


spi_txe_intr interrupt is not active after masking. 
spi_txe_intr interrupt is active after masking. 


SPI_RISR 
Address: Operational Base + offset (0x0034) 


rit [attr[Reset Value] —=SSS*~*~«éi ie scription 
31:8 [RO_[ox000000 


txfris 

1'bO: TX finish interrupt is not active prior to masking. 
1'b1: TX finish interrupt is active prior to masking. 

sspris 

1'bO: ss_in_n posedege interrupt is not active prior to masking. 
1'b1: ss_in_n posedege interrupt is active prior to masking. 
toris 

1'bO: spi_timeout interrupt is not active prior to masking. 
1'b1: spi_timeout interrupt is active prior to masking. 
rffris 

1'bO: spi_rxf_intr interrupt is not active prior to masking. 
1'b1: spi_rxf_intr interrupt is full prior to masking. 

rforis 

1'bO: spi_rxo_intr interrupt is not active prior to masking. 
1'b1: spi_rxo_intr interrupt is active prior to masking. 
rfuris 

1'bO: spi_rxu_intr interrupt is not active prior to masking. 
1'b1: spi_rxu_intr interrupt is active prior to masking. 
tforis 

1'bO: spi_txo_intr interrupt is not active prior to masking. 
1'b1: spi_txo_intr interrupt is active prior to masking. 
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| Bit _|Attr| Reset Value 


tferis 


1'bO: spi_txe_intr interrupt is not active prior to masking. 
1'b1: spi_txe_intr interrupt is active prior to masking. 


SPI_ICR 
Address: Operational Base + offset (0x0038) 


| Bit |attr|/Reset value] Description 
31:7 |RO_|0x0000000 


ctxfi 
WO |0x0 
6 wo favo Write 1 to Clear tx finish Interrupt. 
csspi 
5 WO |0x0 
5 wo favo Write 1 to Clear ss_in_n posdege Interrupt. 
ctoi 
4 W 
4 |wo foro Write 1 to Clear Timeout Interrupt. 
ctfoi 
W 
Write 1 to Clear Transmit FIFO Overflow Interrupt. 
crfoi 
Write 1 to Clear Receive FIFO Overflow Interrupt. 
crfui 
Write 1 to Clear Receive FIFO Underflow Interrupt. 


CCi 
Write 1 to Clear Combined Interrupt. 


SPI_DMACR 
Address: Operational Base + offset (0x003c) 


tde 

1'bO: Transmit DMA disabled. 
1'b1: Transmit DMA enabled. 
rde 

1'b0O: Receive DMA disabled. 

1'b1: Receive DMA enabled. 


SPI_DMATDLR 
Address: Operational Base + offset (0x0040) 


00000000 


tdl 

This bit field controls the level at which a DMA request is made 
0x00 by the transmit logic. It is equal to the watermark level; that is, 

the dma_tx_req signal is generated when the number of valid 

data entries in the transmit FIFO is equal to or below this field 

value, and transmit DMA is enabled (DMACR[1] = 1). 
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SPI_DMARDLR 
Address: rae Base + offset (0x0044) 


0x0000000 


ae bit field controls the level at which a DMA request is made 


by the receive logic. The watermark level = DMARDL+1; that is, 
dma_rx_req is generated when the number of valid data entries 
in the receive FIFO is equal to or above this field value + 1, and 
receive DMA is enabled(DMACR[0]=1). 


0x00 


SPI_ TIMEOUT 
Address: Operational Base + offset (0x004c) 


| Bit |attr|ResetValue| Description 
31:17|RO_|0x0000 


toe 
Timeout enable. 

1'bO: Timeout counter is inactive. 

1'b1: Timeout counter will be active after the first rising edge of 
sclk_in. 
tov 
Timeout threshold value. If sclk_in keep inactive for a threshold 
time , timeout interrupt will be triggered .The timeout threshold 
time is TOV*pclk_perid*16. 


15:0 |RW |0x0000 


SPI_BYPASS 
Address: Operational Base + offset (0x0050) 


_ Bit [attr] Reset Value 
31:5 |RO_| 


0x0000000 


txcp 

TX clock polarity. This bit is only valid in bypass mode. 
1'bO: TX logic use raw SCLK. 

1'b1: TX logic use inverted SCLK. 

rxcp 

RX clock polarity.This bit is only valid in bypass mode. 
1'bO: RX logic use raw SCLK. 

1'b1: RX logic use inverted SCLK. 

end 

Endian mode.This bit is only valid in bypass mode. 
1'bO: Work in littel endian mode. 

1'b1: Work in big endian mode. 

fbm 

First bit mode.This bit is only valid in bypass mode. 
1'bO: First bit is LSB. 

1'b1: First bit is MSB. 
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| Bit _|Attr| Reset Value 


byen 
Bypass enable. 
RW {0x0 1'b0O: Normal mode. 
1'b1: Bypass mode, SPI serial/parallel convert logic is drive by 
SCLK. 


SPI _TXDR 
Address: Operational Base + offset (0x0400) 


| Bit |attr|/Reset Value] Description 
31:16|RO_|0x0000 


txdr 
15: W 
cused When it is written to, data are moved into the transmit FIFO. 


SPI_RXDR 
Address: Operational Base + offset (Ox0800) 


Bit |attr/ResetValue| | iDescription 
31:16|RO_|ox0000 


rxdr 
15:0 0x0000 
15:0 [ro |ox0000 When the register is read, data in the receive FIFO is accessed. 


26.5 Interface Description 


Table 26-1 SPI interface description 


Module Pin Pik Pad Name IOMUX Setting 
SPIOmux0O Interface 
spiO_clk l/O aioe Be yee UR IDLE RTE ZO =A ES ROVE May PMU_GRF_GPIOOB_IOMUX_H[6:4] = 3'h2 
: : 12C2 SDA_MO0/SPIO MOSI_MO/PCIE20_PERSTn_MO0/PWM2_ aes 
spi0_mosi I M1/GPIOO_B6_u PMU_GRF_GPIOOB_IOMUX_H[10:8]=4'h2 
spi0_miso O PWM6/SPIO_MISO_MO/PCIE30X2_WAKEn_MO/GPIOO_C5_d PMU_GRF_GPIOOC_IOMUX_H[6:4]=4'b2 
spi0_csn0 yo a ee ich cea ace a ae PMU_GRF_GPIOOC_IOMUX_H[10:8]=3'h2 
spi0_csn1 O PWM5/SPIO_CS1_MO/UARTO_RTSn/GPIOO_C4_d PMU_GRF_GPIOOC_IOMUX_H[2:0]=3'b2 
SPIOmux1 Interface 
' LCDC_D3/VOP_BT656_D3_M0/SPIO_CLK_M1/PCIE30X1_WAK . =r 
spi0_clk 1/O En_M1/12S1_SDIO_M2/GPIO2_D3_d GRF_GPIO2D_IOMUX_L[14:12]=3'h3 
: LCDC_D2/VOP_BT656_D2_M0/SPIO_CSO_M1/PCIE30X1_CLK Jee ag 
spi0_csnO l/O REQn_M1/I2Si_LRCK TX_M2/GPIO2_D2_d GRF_GPIO2D_IOMUX_L[10:8]=3'h3 
: ; LCDC_D1/VOP_BT656_D1i_MO0/SPIO_MOSI_M1/PCIE20_WAK aot tae 
spi0_mosi I En _M1/I2S1._SCLK TX M2/GPIO2 D1 d GRF_GPIO2D_IOMUX_L[6:4]=3'h3 
f : LCDC_D0/VOP_BT656_D0_MO0/SPIO_MISO_M1/PCIE20_CLKR iraecae 
spi0_miso O EQn_M1/12S1.MCLK_M2/GPIO2_D0_d GRF_GPIO2D_IOMUX_L[2:0]=3'h3 
SPIimux0O Interface 
spi1_clk 1/O GMACO_TXEN/UART1_RTSn_MO/SPI1_CLK_MO/GPIO2_B5_u GRF_GPIO2B_IOMUX_H[6:4]=3'h3 
2 12S2_LRCK_RX_M0/GMACO_RXDV_CRS/UART6_CTSn_MO0/SP Baas a 
spil_csnO 1/O I1_CSO_MO/GPIO2 CO d GRF_GPIO2B_IOMUX_H[2:0]=3'h4 
spil_csn1 O CLK32K_OUT1/UART8_RX_MO/SPI1_CS1_M0O/GPIO2_C6_d GRF_GPIO2C_IOMUX_H[10:8]=3'h3 
: ; 12S2_SCLK_RX_MO/GMACO_RXD1/UART6_RTSn_MO/SPI1_M : Si 
spil_mosi I OSI_MO/GPIO2_B7_d GRF_GPIO2B_IOMUX_H[14:12]=3'h4 
spi1_miso O iia a nAabSS CTSn_MO/SPI1_MISO_MO/GPIO2_B6_ GRF_GPIO2B_IOMUX_H[10:8]=3'h3 
SPIimux1 Interface 
: LCDC_DEN/VOP_BT1120_D15/SPI1_CLK_M1/UART5_RX_M1/ . ma 
spil_clk 1/O 12S1. SCLK_RX_M2/GPIO3_C3.d GRF_GPIO3C_IOMUX_L[14:12]=2'h3 
; P LCDC_HSYNC/VOP_BT1120_D13/SPI1_MOSI_M1/PCIE20_PE eee 
spil_mosi I RSTn_M1/I2S1_SDO2_M2/GPIO3._C1 d GRF_GPIO3C_IOMUX_L[6:4]=2'h3 
: : LCDC_VSYNC/VOP_BT1120_D14/SPI1_MISO_M1/UART5_TX_ xeabe st 
spi1_miso O M1/I2S1_SDO3_M2/GPIO3_C2_d GRF_GPIO3C_IOMUX_L[10:8]=2'h3 
spil_csnO 1/O LCDC_D8/VOP_BT1120 DO/SPI1_CSO_M1i/PCIE30X1_PERST GRF_GPIO3A_IOMUX_L[6:4]=3'h3 
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Module Pin Dir Pad Name IOMUX Setting 
n_M1/SDMMC2_D0_M1/GPIO3_Al_d 
SPI2mux0O Interface 
spi2_clk V/o enc ellos ee M/UART7_RTSn_MO/SPI2 | Gre GpIo2c_IOMUX_L[6:4]=3'h4 
spi2_mosi I eiMOIetOe Gand GMACO_MDC/UART9_RTSn_MO/SPI2_MO | Gre Gplo2c_IOMUX_L[14:12]=3'h4 
spi2_miso O IMEC NGG a UART7_CTSN_MO/S | Gre GpIo2C_IOMUX_L[10:8]=3'h4 
spi2_csnO V/o HIEHIO? Cah GMACO_MDIO/UART9_CTSn_MO/SPI2_CSO_M | Gre Gpio2c_IOMUX_H[2:0]=3'h4 
Snide a 1282_SDI_MO0/GMACO_RXER/UARTE TX_MO/SPI2_CS1_MO/G | Gee Gplo2c_IOMUX_H[6:4]=3'h4 
— SPI2mux1 Interface 
spi2_clk Vo Oe? soon W/erIoa AG ee SPI2_CLK_M1/UART8_RX_M | Gre GpIo3a_IOMUX_L[2:0]=3'h3 
spi2_mosi I ae nue eae Toate Be ot M1/PCIE30X2_PE | Gre GpIO2D_IOMUX_H[10:8]=3'h3 
spi2_miso O etree. epior. ae MISO_M1/UART8_TX_M | Gre Gplo2zD_IOMUX_H[14:12]=3'h3 
spi2_csnO V/o en ee Sue Motos Ds rede M1/PCIE30X2_ WA | Gre GPIO2ZD_IOMUX_H[6:4]=3'h3 
i LCDC_D4/VOP_BT656_D4_MO0/SPI2_CS1_M1/PCIE30X2_CLK 
spi2_csn1 O ReORE Made Soi Obie aL A / - GRF_GPIO2D_IOMUX_H[2:0]=3'h3 
SPI3mux0O Interface 
spi3_clk V/o mora=> Sho Mice pede SPI3_CL | Grr GPIO4B_IOMUX_L[14:12]=3'h4 
spi3_csn0 yo mars Fe eoeie OC CHIE po mite 1/SPI3_CS | Gre GpIo4a_IOMUX_H[10:8]=3'h4 
spi3_csn1 O DERG CoG RXDO_M1/SPI3_CS1_M | Gre Gplo4a_IOMUX_H[14:12]=3'h4 
spi3_mosi I (es SOMO nee RXER_M1/SPI3_MOSI_MO | Gre Gp1o4B_IOMUX_L[10:8]=3'h4 
spi3_miso V/o Go cienoe NUGrCnInG RxD SLM SPS S® GRF_GPIO4B_IOMUX_L[2:0]=3'h4 
= . = SPI3mux1 Interface 
spi3_clk V/o siete cere ieee ce - M1/PCIE30X2_CLKREQ | Gre Gplo4c_IOMUX_L[10:8]=3'h2 
spi3_csnO V/o bos or Mion ee SATAO_ACT_LED/UART9_RX_M1/I | Gre Gpro4c_IOMUX_H[10:8]=3'h2 
spi3_csn1 O HDMITX_CEC_MO0/SPI3_CS1_M1/GPIO4_D1_u GRF_GPIO4D_IOMUX_L[6:4]=3'h2 
spi3_mosi I oe oes Pee MepIOe: oS Bree 1/PCIE30X2_WA | Gre GPIO4C_IOMUX_L[14:12]=3'h2 
spi3_miso V/o Foes ee Toe VARTS_TX_M1_ | Gre GPIO4C_IOMUX_H[6:4]=3'h2 


Notes: I=input, O=output, I/O=input/output, bidirectional. spi_csn1 can only be used in master mode 


26.6 Application Notes 


Clock Ratios 
A summary of the frequency ratio restrictions between the bit-rate clock (sclk_out/sclk_in) 
and the SPI peripheral clock (spi_clk) are described as, 
When SPI Controller works as master, the Fspi_clk>= 2 x (maximum Fsclk_out) 
When SPI Controller works as slave, the Fspi_clk>= 6 x (maximum Fsclk_in) 


Master Transfer Flow 


When configured as a serial-master device, the SPI initiates and controls all serial transfers. 
The serial bit-rate clock, generated and controlled by the SPI, is driven out on the sclk_out 
line. When the SPI is disabled (SPI_ENR = QO), no serial transfers can occur and sclk_out is 
held in “inactive” state, as defined by the serial protocol under which it operates. 


Slave Transfer Flow 

When the SPI is configured as a slave device, all serial transfers are initiated and controlled 
by the serial bus master. 

When the SPI serial slave is selected during configuration, it enables its txd data onto the 
serial bus. All data transfers to and from the serial slave are regulated on the serial clock 
line (sclk_in), driven from the serial-master device. Data are propagated from the serial 
slave on one edge of the serial clock line and sampled on the opposite edge. 
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e IDLE je 


Disable 
SPI 


J 


Configure Master by writing 
CTRLRO.CTRLR1, BAUDR, 
TXFTLR, RXFTLR,IMR, SER 


Enable 
SPI 
You may fill FIFO here: ij 
Transfer begins when first Write data to 
data word is present in the Tx FIFO 
transmit FIFO and a slave 
is enabled. 
Transfer in 
progress 


Transmit Only 


Read Rx 
FIFO 


Zz 


If the transmit FIFO is 
requesting and all data 
have not been sent, then 
write data into transmit 
FIFO. 

If the receive FIFO is 
requesting, then read data 
from receive FIFO. 


Interrupt Service YES 
Routine 


YES 


NO 


Fig. 26-7 SPI Master transfer flow diagram 
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IDLE \« - 


Disable 


ol ‘Transmit Only 


Configure Master by writing 
CTRLRO.CTRLA1, 
TXFTLR, RXFTLR,IMR 


Enable 
SPI 
If the transmit FIFO is 
requesting and all data 
Receive Only have not been sent, then 
write data into transmit 
FIFO. 
Wait for master Write data to If the recel’ maces 
mmadaeidiwe Tx FIEO requesting, then read data 
from receive FIFO. 
Interrupt Servi YES 
Routine 
Lo Transfer in 
> progress 


YES 


NO 


Fig. 26-8 SPI Slave transfer flow diagram 
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Chapter 27 Flexible Serial Peripheral Interface (FSPI) 


27.1 Overview 


The FSPI is a flexible serial peripheral interface host controller to interface with external 
device. 
The FSPI supports the following features: 
@ Support various vendor devices with flexible command sequencer engine 
m@ Serial NOR Flash 
m@ Serial NAND Flash 
m Serial pSRAM 
m Serial SRAM 
@ Support SDR mode 
@ Support Single/Dual/Quad IO mode 
@ Support a 32-bit AHB slave to read and write controller register bank and initiate 
command sequence, including transfer data from/to external device indirectly 
@ Support a 32-bit AHB master with embedded DMA engine to transfer data from/to 
external device indirectly 
Support independent clock for system bus HCLK and controller SCLK 
Support maskable interrupt generation 
Support sampling clock with optionally configurable delay line 
Support 2 CS# operation 


27.2 Block Diagram 


y ASYNC TX FIFO / >| |SCLK yg 
| si/siOO_ 
= an; 
ae] 5 ASYNC MM a 
a a TX FIFO | so/sio1 __y 
n oe oO 
o> fo " 
5 ga| 2 “ 
oa ea| S “eee NSPI CTRL rd 
a ca|}] Ss I< le = 
= gr] 4 RX FIFO ° 
=z ec} ¢ | we#/SIO2__y 
C7) fe} 
= E 
ov 
F ee ead ASYNC RX FIFO —— | HOLD#/SIO3_, 
| ncs# ag 
yy >} —_ 
> DMA CTRL a 


) | 


AHB Slave jd >| REG File AHB Master 


= —, 


AHB_BUS 
Fig. 27-1 FSPI Architecture 


27.3 Function Description 


27.3.1 AHB Slave 
The AHB slave block is used to configure the register of controller to generate flexible 
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command sequence, process the interrupt exception, target various device feature and AC 
timing specification. It is also used to write CMD/ADDR/DATA to TX FIFO and read DATA 
from RX FIFO which buffer the DATA from external device. 

27.3.2 AHB Master 

When the embedded DMA CTRL is used to transfer DATA, the AHB master is used to transfer 
data to other system region, such as internal SRAM, peripheral, external DRAM. 

27.3.3 Memory-Mapped AHB Slave 

After the software initialize the controller based on the specialized memory device, CPU and 
other system bus masters can read data from external memory directly. If the external 
memory is SRAM or pSRAM, it also supports write data to it. The Memory-Mapped AHB Slave 
module can generate the relative CS# based on the access address from system address, 
example CS#0 and CS#1. Non-Supported in this chip. 

27.3.4 REG File 

The REG File is configurable register bank to control the store the static configuration and 
dynamic status of controller. 

27.3.5 DMA CTRL 

A block takes responsible for splitting a long length transfer trans into AHB bus transaction 
and interfacing with ASYNC TX or RX FIFO. 

27.3.6 FIFO 

There are four FIFO in the FSPI controller. ASYNC TX FIFO and ASYNC RX FIFO is for normal 
transaction that initiated by command sequence driver. The ASYNC MM (Memory-Mapped) 
TX FIFO and ASYNC MM (Memory-Mapped) RX FIFO is only used to buffer DATA from or to 
external device initiated by system bus master directly. 

27.3.7 NSPI CTRL 

Sequence decode engine which generates specialized timing sequence for various device. 
The NSPI decode the transaction from TX FIFO and Memory-Mapped Controller and convert 
it to relative CMD/ADDR/DATA frame based on the configuration. 


27.4 Register Description 


27.4.1 Internal Address Mapping 
Slave address can be divided into different length for different usage, which is shown as 
follows. 


Table 27-1 FSPI Address Mapping Table 
Name Address Base Size 
FSPI CFG OxFE300000 64KB 


27.4.2 Registers Summary 


Value P 


[FSPI_CTRLO 
ESPLIMR 
FSPLICLR 
FSPLFTIR 
ESPIRCVR 


FSPI_AXO 0x0014 w_ |oxo0000000 Sa aaa Data Value for CSO 
FSPI_ABITO 0x0018 w_ |oxoo000000 Se oe 


FSPI_ISR 
FSPI_FSR 
ESPI_SR 
FSPI_RISR 
FSPI_VER 
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(theme; een ee] Nous... Beemer | 
FSPI_QOP 0x0030 w_ |oxoo000000 Quad Line Operation IO Level Pre- 


set Register 


FSPI_EXT CTRL 0x0034 |W  {[0x00004023 |Extend Control Register 


FSPI_DLL_CTRLO 0x003C w_ |oxoooo0001 Delay Tine Control Register 10r 


CSO Device 


Extend Auxiliary Data Control 


FSPI_SCLK INATM_CNT [0x0048 |W __|OxFFFFFFFF |SCLK Inactive Timeout Counter 
Memory Mapped Control Write 

FSPI_XMMC_WCMDO 0x0050 w_ |oxoo000000 Coramand: Redister for: CSO Device 
Memory Mapped Control Read 

FSPI_ XMMC_RCMDO 0x0054 w_ |oxoo000000 Command Register for C50: Device 


FSPI XMMC_ CTRL 0x0058 |W [0x000072E0 |Memory Mapped Control Register 


FSPI_ MODE 0x005C |W |0x00000000 [Controller Working Mode Register 
FSPI_DEVRGN 0x0060 |W {0x00000017 |Device Region Size Register 


FSPI_DEVSIZEO 0x0064 w_ Joxooo00012 Device Size Register for CSO 


Device 


Timeout Enable Control Register 
FSPI_TMEO 0x0068 w_ |oxo0000000 for CSO Device 

Memory Mapped Mode Receiver 
FSPI XMMC RX _WTMRK |0x0070 w_ |oxoo000002 FIFO Water Mark Reaister 


[ESPIDMATR 
[ESPILEN CTRL Length Control Register 

[ESPILEN EXT Length Extended Register 
FSPLCMD 
ESPLADDR 
ESPI DATA 
FSPI_CTRL1 


FSPI_AX1 0x0214 w_ Joxo0000000 Soe NO aed Data Value for CS1 
FSPI ABIT1 0x0218 w_ |oxo0000000 Ses Address Bits tor Cot 
Delay Line Control Register for 
FSPI_ DLL CTRL 0x023C w_ |oxoooo0001 eee 
Memory Mapped Control Write 
FSPI XMMC_WCMD1 0x0250 w_ |ox00000000 SOROnE Regier for Cal Dede 


Memory-Mapped Command 
SPE AMMC RCM Control Register for CS1 Device 


Notes: Size:B- Byte (8 bits) access, HW- Half WORD (16 bits) access, W-WORD (32 bits) access, DW- 
Double WORD (64 bits) access 


27.4.3 Detail Registers Description 

FSPI_ CTRLO 

Address: Operational Base + offset (0x0000) 

| Bit |Attr| Reset Value Description 
31:14/RO_ [0x00000__[reserved 
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| Bit |Attr|ResetValue| Ci@eescription 


DATB 
Data Line Width 
2'bOO: 1 bit, x1 mode 
2'b0O1: 2 bits, x2 mode 
pote RW 2'b10: 4 bits, x4 mode 
2'b11: Reserved 
Set this DATB to match the CMD sequence before doing indirect 
access mode and memory mapped access mode. 
ADRB 
Address Line Width 
2'bOO: 1 bit, x1 mode 
2'bO1: 2 bits, x2 mode 
STAGE 2'b10: 4 bits, x4 mode 
2'b11: Reserved 
Set this ADRB to match the CMD sequence before doing indirect 
access mode and memory mapped access mode. 


CMDB 

Command Line Width 

2'bOO: 1 bit, x1 mode 

2'bO1: 2 bits, x2 mode 

2'b10: 4 bits, x4 mode 

2'b1i1: Reserved 

Set this CMDB to match the CMD sequence before doing indirect 
access mode and memory mapped access mode. 

IDLE_CYCLE 

Idle Cycles When Switching IO from Output to Input 

4'hO: Idle hold is disable 

4'h1: Hold the SCLK in idle for 2 cycles when switch to shift in 


4'hf: Hold the SCLK in idle for 16 cycles when switch to shift in 
To improve the transform IO timing, the application can set this 
register to hold the SCLK in low state or high state. 


Shift Phase of Data Input in Controller 

1'bO: Shift input data at posedge SCLK 

1'b1: Shift input data at negedge SCLK 

The application can select the input data captured by posedge of 
SCLK when "0" or negedge of SCLK when "1". 

SPIM 

Serial Peripheral Interface Mode 

1'b0: Mode 0 

1'b1: Mode 3 

SPIM is used to control the serial mode (CPOL and CPHA). CPOL 
indicates clock polarity of Serial master, CPOL=1 for SCLK high 
while idle, CPOL=0 for SCLK low while not transmitting. CPHA 
indicates clock phase. The combination of CPOL bit and CPHA bit 
decides which Serial mode is supported. 


FSPI_ IMR 
Address: Operational Base + offset (0x0004) 


| Bit |Attr/ResetValue| Ci eescription 
[31:8 [RO |0x000000 
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| Bit |Attr|ResetValue| Ci eescription 


FSPI_ICLR 


DMAM 

DMA Finish Interrupt Mask 

1'bO: DMA finish interrupt is not masked 

1'b1i: DMA finish interrupt is masked 

Only valid in indirect access mode. 

NSPIM 

NSPI Interrupt Mask 

1'bO: NSPI interrupt is not masked 

1'b1: NSPI interrupt is masked 

Valid in indirect access mode and memory mapped mode. 
AHBM 

AMBA AHB Error Interrupt Mask 

1'bO: AMBA AHB Error interrupt is not masked 
1'b1: AMBA AHB Error interrupt is masked 

Only valid in indirect access mode. 

TRANSM 

Transfer Finish Interrupt Mask 

1'bO: Transfer finish interrupt is not masked 

1'b1: Transfer finish interrupt is masked 

Only valid in indirect access mode. 

TXEM 

Transmit FIFO Empty Interrupt Mask 

1'bO: Transmit FIFO empty interrupt is not masked 
1'b1: Transmit FIFO empty interrupt is masked 
Only valid in indirect access mode. 

TXOM 

Transmit FIFO Overflow Interrupt Mask 

1'bO: Transmit FIFO overflow interrupt is not masked 
1'b1: Transmit FIFO overflow interrupt is masked 
Only valid in indirect access mode. 

RXUM 

Receive FIFO Underflow Interrupt Mask 

1'bO: Receive FIFO underflow interrupt is not masked 
1'b1: Receive FIFO underflow interrupt is masked 
Only valid in indirect access mode. 

RXFM 

Receive FIFO Full Interrupt Mask 

1'bO: Receive FIFO full interrupt is not masked 
1'b1: Receive FIFO full interrupt is masked 

Only valid in indirect access mode. 


Address: Operational Base + offset (0x0008 


DMAC 

DMA Finish Interrupt Clear 
1'bO: No action 

1'b1: Clear interrupt 


Write "1" to clear the DMAS 


NSPIC 

NSPI Error Interrupt Clear 
1'bO: No action 

1'b1: Clear interrupt 

Write "1" to clear the NSPIS. 
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[Attr|ResetValue|—C(@Deescription 
AHBC 
AMBA AHB Error Interrupt Clear 
1'b0: No action 
1'b1: Clear interrupt 
Write "1" to clear the AHBS. 
TRANSC 
Transfer Finish Interrupt Clear 
1'b0O: No action 
1'b1: Clear interrupt 
Write "1" to clear the TRANSS. 


TXEC 

Transmit FIFO Empty Interrupt Clear 
1'b0O: No action 

1'b1: Clear interrupt 


Write "1" to clear the TXES. 

TXOC 

Transmit FIFO Overflow Interrupt Clear 
1'bO: No action 

1'b1: Clear interrupt 

Write "1" to clear the TXOS. 

RXUC 

Receive FIFO Underflow Interrupt Clear 
1'bO: No action 

1'b1: Clear interrupt 

Write "1" to clear the RXUS. 

RXFC 

Receive FIFO Full Interrupt Clear 

1'bO: No action 

1'b1: Clear interrupt 

Write "1" to clear the RXFS. 


FSPI_FTLR 


Address: Operational Base + offset (OxO000C 


| Bit |Attr|ResetValue| s/s —/———C—C‘iecription = 
31:16|RO_[0x0000 


RXFTLR 
Receive FIFO Threshold Level 
8'hO: O entry level 
8'hi: 1 entry level 
15:8 |RW /0x10 ree 
8'h10: 16 entry level(default) 
When the number of receive FIFO entries is bigger than or equal 
to this value, the receive FIFO full interrupt is triggered. 


TXFTLR 
Transmit FIFO Threshold Level 
8'hO: O entry level 
8'hi: 1 entry level 
7:0 |RW {0x10 ae 
8'h10: 16 entry level(default) 
When the number of transmit FIFO entries is less than or equal to 
this value, the transmit FIFO empty interrupt is triggered. 


FSPI_RCVR 
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Address: Operational Base + offset (0x0010 


| Bit [Attr|Reset Value| ——————s—S—CS Description — i 
[31:1 [RO [0x00000000 


RCVR 

R/W 0x0 FSPI Recover 

SC Write any values to trigger the recovery of SMC NSPI state 
machine, FIFO state and other logic state. 


FSPI_ AXO 

Address: Operational Base + offset (0x0014) 

Bit |Attr| Reset Value|__________Descelptlon __| 
[31:8 [RO _|0xo00000__—ifreserved 


alae Data 
RV ERO The AX value when doing the continuous read (enhance mode or 
XIP mode). That is M7-MO in "Continuous Read Mode". 


FSPI_ABITO 
Address: Operational Base + offset (0x0018) 


| Bit |Attr/Reset Value| Ci eescription 
31:5 [RO [0x0000000 


ABIT 
Address Bits Extend 
5'hO: 1 bit 
RW |0x00 5'h1: 2 bits 
S'hif: 32 bits 
Only valid when ADDRB is set to 2'b11. 


FSPI ISR 
Address: Operational Base + offset (0Ox001C 
| Bit |Attr[ResetValue| ——Ci@Deescription = 
[31:8 [RO _|0x000000_ [reserved 
DMAS 
DMA Finish Interrupt Status 
1'bO: No interrupt 
1'b1: Active interrupt generated 
NSPIS 
NSPI Transaction Decode Error Interrupt Status 
1'bO: No interrupt 
1'b1: Active interrupt generated 
AHBS 


AMBA AHEB Error Interrupt Status 
1'bO: No interrupt 
1'b1: Active interrupt generated 


TRANSS 

Transfer Finish Interrupt Status 

1'bO: No interrupt 

1'b1: Active interrupt generated 
TXES 

Transmit FIFO Empty Interrupt Status 
1'bO: No interrupt 

1'b1: Active interrupt generated 
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| Bit |Attr[ResetValue| —————Cts—“C;Cs*C‘~Ci scription 
TXOS 
Transmit FIFO Overflow Interrupt Status 
1'bO: No interrupt 
1'b1: Active interrupt generated 
RXUS 


Receive FIFO Underflow Interrupt Status 
1'bO: No interrupt 

1'b1: Active interrupt generated 

RXFS 

Receive FIFO Full Interrupt Status 

1'bO: No interrupt 

1'b1: Active interrupt generated 


FSPI_ FSR 

Address: Operational Base + offset (0x0020) 

| Bit [Attr|ResetValue|  —————C‘Ci Scriptom 
31:21/RO [0x000. reserved 


RXWLVL 
RX FIFO Water Level 
. 5'hO: FIFO is empty 
0 nEOIRW: /OK00 5'h1: 1 entry is taken 
5'h10: 16 entry is taken, FIFO is full 


115:13/RO_|0x0_ [reserved 


reserved 
TXWLVL 
TX FIFO Water Level 
: 5'hO: FIFO is full 
cae 0x00 5'h1: 1 entry is left 
5'h10: 16 entry is left, FIFO is empty 
reserved 


7:4 |RO |0x0 [reserved 


Receive FIFO Full Status 
1'bO: RX FIFO is not full 
1'b1: RX FIFO is full 


Receive FIFO Empty Status 
1'b0O: RX FIFO is not empty 
1'b1: RX FIFO is empty 


Transmit FIFO Empty Status 
1'bO: TX FIFO is not empty 
1'b1: TX FIFO is empty 


Transmit FIFO Full Status 
1'bO: TX FIFO is not full 
1'b1: TX FIFO is full 


FSPI_SR 

Address: Operational Base + offset (0x0024 

[Attr/Reset Value| —i“‘™SC#*#@ @Scription — 
IRO_|0x00000000 [reserved —“‘“‘“(“(C(;S*#O*™C*C*COCOCOCOC™C;C‘*dC 


31:1 
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_Bit_Attr| Reset Value|_____________Deseription _ 


Stas Register 
1'b0O: NSPI Controller is idle 


1'b1: NSPI Controller is busy 
When controller is busy, don't change the setting of control 
register. When NSPI is idle, the software can initiate new 


FSPI_RISR 


transaction to external device. 


Address: Operational Base + offset (0x0028) 


| Bit |Attr|/Reset Value| Ci eescription 
[31:8 [RO |0x000000 


DMAS 

DMA Finish Interrupt Status 

1'bO: No active raw interrupt 

1'b1: Active raw interrupt is generated 

Cleared by writing corresponding ICLR bit to clear raw interrupt 
status. 

NSPIS 

NSPI Error Interrupt Status 

1'bO: No active raw interrupt 

1'b1: Active raw interrupt is generated 

Cleared by writing corresponding ICLR bit to clear raw interrupt 
status. 

AHBS 

AMBA AHB Error Interrupt Status 

1'bO: No active raw interrupt 

1'b1: Active raw interrupt is generated 

Cleared by writing corresponding ICLR bit to clear raw interrupt 
status. 

TRANSS 

Transfer Finish Interrupt Status 


1'bO: No active raw interrupt 

1'b1: Active raw interrupt is generated 

Cleared by writing corresponding ICLR bit to clear raw interrupt 
status. 


TXES 

Transmit FIFO Empty Interrupt Status 

1'bO: No active raw interrupt 

1'b1: Active raw interrupt is generated 

Cleared by writing corresponding ICLR bit to clear raw interrupt 
status. 

TXOS 

Transmit FIFO Overflow Interrupt Status 

1'bO: No active raw interrupt 

1'b1: Active raw interrupt is generated 

Cleared by writing corresponding ICLR bit to clear raw interrupt 
status. 

RXUS 

Receive FIFO Underflow Interrupt Status 

1'bO: No active raw interrupt 

1'b1: Active raw interrupt is generated 

Cleared by writing corresponding ICLR bit to clear raw interrupt 
status. 
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| Bit |Attr|ResetValue| Ci@eescription 


RXFS 
Receive FIFO Full Interrupt Status 
0x0 1'bO: No active raw interrupt 
1'b1: Active raw interrupt is generated 
Cleared by writing corresponding ICLR bit to clear raw interrupt 
status. 


FSPI VER 

Address: Operational Base + offset (0x002C) 

| Bit [Attr|ResetValue| CC‘ Scriptom — 
31:16|RO_|0x0000__[reserved 


reserved e—s—‘“—si‘“‘“‘i‘sSsS 
VER 
15:0 [RO Oxf008 The Version ID of FSPI 


FSPI QOP 
Address: Operational Base + offset (0x0030 


| Bit |Attr|Reset Value] CiDeescription 
31:2 |RO_|0x00000000 


SO123BP 
SO123 Bypass Mode 

1 RW /|0x0 1'bO: Disable bypass 
1'b1: Enable bypass 
Default is enabled. 
S0123 
Di/D2/D3 Data Value During Inactive When CS is Active 
1'bO: Set to "0" 

BY EXO 1'b1: Set to "1" 

The value of SO1, SO2 and SO3 during command and address 
bits input. 


FSPI EXT CTRL 

Address: Operational Base + offset (0x0034) 

| Bit [Attr|ResetValue| CC‘ Scriptom 
[31:15[RO_|Oxo0000_—sifreserved 


SR_GEN_MODE 
Status Register Generation Mode 

14 Rw lox 1'b0: Compatible mode with old controller 
1'b1: Robust generation to indicates the status of controller 
If set to "1", the controller will only clear the SR bit after 
operation sequence done and CS is high. 


TRANS_INT_MODE 
Transmit Done Interrupt Generation Mode 
13 RW |0x0 1'bO: Trigger NSPI end in data done 
1'b1: Trigger NSPI end in CS inactive 
Default Generation is compatible with old controller. 
reserved 


12 |RO |oxo_____—reserved 
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| Bit |Attr| Reset Value, 


Po Ciescription 
SWITCH_IO_O2I_CNT 
Switch IO Attribute Cycles in O21 Idle Phase 
4'hO: 1st cycle 
4'h1: 2nd cycle 
: 4'h2: 3rd cycle 

ee | RYE 0X0 4'h3: 4th cycle 
4'hf: 16th cycle 
The target cycle when switching from output to input in O21 idle 
phase. 


SWITCH_IO_DUMM_CNT 
Switch IO Attribute Cycles in Dummy Phase 
4'hO: 1st cycle 
4'h1: 2nd cycle 
: 4'h2: 3rd cycle 
Take BAN Oe 4'h3: 4th cycle 
4'hf: 16th cycle 
The target cycle when switching from output to input in Dummy 
data phase. 
CS_DESEL_CTRL 
CS Inactive Control 
4'hO: 1 cycle 
4'h1: 2 cycles 
: 4'h2: 3 cycles 
Se Be 0x8 4'h3: 4 cycles 
4'hf: 16 cycles 
The target cycles to hold CS inactive after de-assert the CS. 
Default value are 4 SCLK cycles that is enough for normal device. 


FSPI_ DLL _CTRLO 
Address: Operational Base + offset (0x003C) 

| Bit [Attr|ResetValue| Ci‘ @criptiom 
[31:16|RO_[0x0000_— reserved 


SCLK_SMP_SEL 
SCLK Sampling Selection 
RW {0x0 1'b0O: Bypass DLL 
1'b1: From DLL 
The a | SCLK source selection. 


14:9 |RO_|Ox0O [reserved 


SMP_DLL_CFG 
Sample Delay Line Configuration 
9'hO: 1 DLL element cell 
9'h1: 1 DLL element cell 
RW /|0x001 9'h2: 2 DLL element cells 
9) hiff: 511 DLL element cells 
This register to control the sampling delay line cell used. The 
maximum DLL element cells is decided by process. 


FSPI EXT AX 
Address: Operational Base + offset (0x0044 


| Bit_|Attr| Reset Value 


31:16|RO_[0x0000 


Copyright 2022 © Rockchip Electronics Co., Ltd. 839 


RK3568 TRM-Part1 


| Bit |Attr|ResetValue| ss Ci@eescription 


AX_SETUP_PAT 
. Auxiliary Setup Data Pattern 
I nee The AX data pattern that setup the continuous/enhance/XIP read 
mode 


AX_CANCEL_PAT 
7:0 IRW I|Oxff Auxiliary Cancel Data Pattern 
The AX data pattern that cancel the continuous/enhance/XIP read 
mode. 


FSPI SCLK INATM CNT 
Address: Operational Base + offset (0x0048 


| Bit |Attr|/ResetValue| Ci escription 


SCLK_INATM_CNT 
SCLK Inactive Timeout Counter 
. When CS is active and SCLK is hold in high or low due to TX FIFO 
ete Qh RW: || OXTITATT is empty or RX FIFO is full, if SCLK_INATM_EN is enabled, and 
timeout occurs, the controller will go back to idle and RX FIFO is 
flushed. 


FSPI_XMMC WCMDO 
Address: Operational Base + offset (0x0050 


| Bit |Attr|ResetValue| s/s ———C‘i scription 
31:16|RO_[0x0000 


ADDRB 
Address Bits 
2'b00: O bit 
2'b01: 24 bits 
Pott On 0X0 2'b10: 32 bits 
2'b11: From the ABIT register 
Address bits number select in memory mapped mode, if there is 
not address command to send, set to zero. 
CONT 
Continuous 
1'bO: Disable continuous mode 
13 WO: | 0x0 1'b1: Enable continuous mode 
AX mode or Continuous mode or XIP mode for device which 
begins with address. 


12 |RO_|oxo_ si reserved 


DUMM 
Dummy Cycles 
4'hO: No dummy cycle 
11:8 |WO |0x0 ee 
4'h8: 8 cycles 
Dummy bit cycles in memory mapped mode. 
7:0 |WO {0x00 Command 
Command data in memory mapped access mode. 


FSPI_ XMMC RCMDO 
Address: Operational Base + offset (0x0054 


| Bit_|Attr| Reset Value 


31:16|RO_[0x0000 
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| Bit |Attr|ResetValue| Ci@eescription 


ADDRB 
Address Bits 
2'bO0: O bit 
2'b01: 24 bits 
ao a ae ese 2'b10: 32 bits 
2'b11: From the ABIT register 
Address bits number select in memory mapped mode, if there is 
not address command to send, set to zero. 
CONT 
Continuous 
1'bO: Disable continuous mode 
WO; | 0x0 1'b1: Enable continuous mode 
AX mode or Continuous mode or XIP mode for device which 
a with address. 


i2_ (RO [Oxo reserved 


DUMM 
Dummy Cycles 
4'hO: No dummy cycle 
11:8 }WO |0x0 ‘ 
4' h8: 8 cycles 
Dumm bit cycles in memory mapped mode. 
7:0 |WO {0x00 Command 
Command data in memory mapped access mode. 


FSPI_ XMMC CTRL 

Address: Operational Base + offset (0x0058 

| Bit [Attr|ResetValue| ———ié‘Ci Scriptom 
31:14[RO [0xo0000_—sifreserved 
13 [RO [0xO_——sireserved 
12 [RO [Oxo freserved 
11:8 [RO [Oxo ——sireserved 
7 |RO [0xO_—sifreserved 


PFT_EN 
Prefetch Enable 
1'bO: Disable 
RWS |Oxt 1'b1: Enable 

Should disable prefetch if controller communicate with pSRAM 
which need refresh. 
DEV_HWEN 
Device AMBA AHB HWRITE Enable 

PRS Oxt 1'bO: Disable 
1'b1: Enable 


4:0 |RO |oxoo_ reserved 


FSPI_MODE 
Address: Operational Base + offset (Ox005C) 


| Bit |Attr|/Reset Value| Ci eescription 
31:1 |RO_|0x00000000 
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| Bit |Attr|ResetValue| —Ci@eescription 


XMMC_MODE_EN 
Memory Mapped Mode Enable 
1'bO: Disable, indirect access mode 
1'b1: Enable, Memory-Mapped mode 

RW |0x0 Before switching from indirect access mode to Memory-Mapped 
mode, the application should make sure the controller is in idle 
state and no pending transaction. If switch from Memory-Mapped 
to indirect access mode, software should initiate a dummy read 
by CPU before that. 


FSPI_DEVRGN 

Address: Operational Base + offset (Ox0060 

| Bit |Attr[ResetValue|  ———<s——“‘;S Ci scription — 
[31:10[RO |Ox000000__—i[reserved  — ——“‘“‘(‘“(“(“(:;™:”*C*C*C*C*C*C*C*C*C*C*C‘idC 


DEC_CTRL 
Decode Control 
2'b00: 1 CS# 
RW |0x0 2'b01: 2 CS# 
2'b10: 4 CS# 
2'b1i1: Reserved 
Only valid in XMMC mode. 


7:5 |RO |OxO [reserved 


RSIZE 
Region Size 
5'd0: 1 byte 
5'd1: 2 bytes 
5'd2: 4 bytes 
4:0 |RW |0x17 
5'd31: 4G bytes 
In Memory-Mapped mode, the CS is controlled by AHB address 
bus, region size is used to generate CS. 


FSPI_DEVSIZEO 

Address: Operational Base + offset (0Ox0064 

| Bit |Attr[ResetValue| ss ——“‘;S™C*éi scription — 
[31:5 [RO |0x0000000_ [reserved —  —“(‘“‘“‘“‘“‘(‘(S;W™CCCC~™SCSCSCSCidC 


DSIZE 
Device Size 
5'd0: 1 byte 
5'd1: 2 bytes 
5'd2: 4 bytes 
4:0 RW {0x12 
5'd31: 4G byte 
Device size is used to generate slop over status. 


FSPI_ TMEO 
Address: Operational Base + offset (0x0068) 
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| Bit |Attr|Reset Value| Ciéeescription 
31:2 |RO_|0x00000000 


SCLK_INATM_EN 
SCLK Inactive Timeout Enable 
a accel eas 1'bO: Disable 
1'bi: Enable 
lO. =— JRO [oxo —Csfreserved ee —(i‘“‘“‘“‘“‘iéN Cd 


FSPI_XMMC_RX_WTMRK 

Address: Operational Base + offset (0x0070) 

| Bit [Attr|ResetValue| —— ——C*‘ieScritiom 
31:8 [RO [0x000000_—i|reserved Cd 


RX_FULL_WTMRK 
7:0 |RW |0Ox02 Memory Mapped Mode Receiver FIFO Water Mark. 
Default is enough. 


FSPI_ DMATR 
Address: Operational Base + offset (0x0080) 


| Bit [Attr|ResetValue| ss —“‘;S™C*éiS scription — Cd 
[31:1 [RO_|0x00000000 |reserved  —(‘“:;‘C:*S*SCSC™C™CCCC‘isdC 
W1 DMATR 
DMA Trigger 
Write "1" to start the DMA transfer. 


FSPI_DMAADDR 
Address: Operational Base + offset (0x0084) 


| Bit _|Attr| Reset Value 


DMAADDR 
31:0 |RW |0x00000000 |DMA Address 
The destination or source data address in current system. 


FSPI_LEN CTRL 

Address: Operational Base + offset (0x0088 

| Bit |Attr[ResetValue|  ———s——“‘;‘“;™C‘Ci Scriptom — 
[31:1 [RO |0x00000000 [reserved —“(‘“‘“CS™*SCS™COCOC*C™*™C™C™C™*™C™C™C™C™C™C™C‘C*dC 


TRB_SEL 

rw loxo Total Transfer Bytes Selection 
1'bO: TRB controlled by CMD[TRB] 
1'b1: TRB controlled by LEN_EXT 


FSPI LEN EXT 
Address: Operational Base + offset (Ox008C 


| Bit_|Attr| Reset Value 


TRB_EXT 
Total Transfer Bytes Extended 
32'd0: No data 
31:0 |RW |Ox00000000 |32'd1: 1 Byte 
32'd2: 2 Bytes 
Total data bytes number that will write to /read from the device. 


FSPI_ XMMCSR 

Address: Operational Base + offset (0x0094) 

| Bit [Attr|ResetValue| CC‘ Scription = 
[31:2 [RO _|0x00000000 [reserved Cid 
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| Bit |Attr|ResetValue| Ci@eescription 


SLOPOVER1 
Slop Over Register for CS1 
1 R/W 0x0 1'bO: Normal state 
SC 1'b1: Address slop over 
When the access address in memory map mode is bigger than 
DEVSIZE, this bit will be set. Write "1" to clear this bit. 


SLOPOVERO 
Slop Over Register for CSO 
R/W 0x0 1'bO: Normal state 
SC 1'b1: Address slop over 
When the access address in memory map mode is bigger than 
DEVSIZE, this bit will be set. Write "1" to clear this bit. 


FSPI_ CMD 
Address: Operational Base + offset (0x0100) 


| Bit |Attr] Reset Value | 


Souk Chip Select. 
2'b00: Chip select O 
Ste O ie, 0x8 2'b01: Chip select 1 
2'b10: Reserved 
2'bi1: Reserved 
TRB 
Total Transfer Bytes 
14'dO: No data 
: 14'd1: 1 Byte 
29:16}WO |0x0000 14'd2: 2 Bytes 
Total data bytes number that will write to or read from the 


ote 


2'b11: From the ABIT register 
Address bits number select in indirect access mode. If there is 
not address command to send, set to zero. 


Write or Read 
1'bO: Read 
1'bi: Write 


; 
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Dummy Cycles 
4'hO: No dummy cycle 


4'h8: 8 cycles 


Continuous 
0x0 1'bO: Disable continuous mode 
1'bi: Enable continuous mode 
AX mode or Continuous mode or XIP mode for device which 
ins with address. 


Dummy bit cycles in indirect access mode. 


RK3568 TRM-Part1 


| Bit |Attr| Reset Value, 


Pp t—i“‘CO™OCOUOScription 
CMD 

7:0 |WO {0x00 Command 
Command data in indirect access mode. 


FSPI_ ADDR 
Address: Operational Base + offset (0x0104 


| Bit |Attr|/ResetValue| Ci eescription 


ADDR 
; Address Register 
31:0 |WO |0x00000000 Indirect access start address data for current command 


FSPI_ DATA 
Address: Operational Base + offset (0x0108) 


| Bit |Attr|/ResetValue| Ci escription = 


DATA 
31:0 }|RW |OxO00000000 |Data Register 
Device data read or write from/to device. 


FSPI CTRL1 
Address: Operational Base + offset (0x0200) 


DATB 

Data Line Width 

2'bOO: 1 bit, x1 mode 

2'bO1: 2 bits, x2 mode 

2'b10: 4 bits, x4 mode 

2'b11: Reserved 

Set this DATB to match the CMD sequence before doing indirect 
access mode and memory mapped access mode. 

ADRB 

Address Line Width 

2'bOO: 1 bit, x1 mode 

2'b0O1: 2 bits, x2 mode 

2'b10: 4 bits, x4 mode 

2'b11: Reserved 

Set this ADRB to match the CMD sequence before doing indirect 
access mode and memory mapped access mode. 

CMDB 

Command Line Width 

2'bOO: 1 bit, x1 mode 

2'bO1: 2 bits, x2 mode 

2'b10: 4 bits, x4 mode 

2'b11: Reserved 

Set this CMDB to match the CMD sequence before doing indirect 
access mode and memory mapped access mode. 

IDLE_CYCLE 

Idle Cycles When Switching IO from Output to Input 

4'hO: Idle hold is disable 

4'h1: Hold the SCLK in idle for 2 cycles when switch to shift in 


4'hf: Hold the SCLK in idle for 16 cycles when switch to shift in 
To improve the transform IO timing, the application can set this 
register to hold the SCLK in low state or high state. 
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| Bit |Attr|/ResetValue| Ci escription = 
3:2 |RO |OxO reserved 


SHIFTPHASE 
Shift Phase of Data Input in Controller 
1'bO: Shift input data at posedge SCLK 
. Rt ae 1'b1: Shift input data at negedge SCLK 
The application can select the input data captured by posedge of 
SCLK when "0" or negedge of SCLK when "1". 


SPIM 
Serial Peripheral Interface Mode 
1'b0: Mode 0 
1'b1: Mode 3 

RW |0x0 SPIM is used to control the serial mode (CPOL and CPHA). CPOL 
indicates clock polarity of Serial master, CPOL=1 for SCLK high 
while idle, CPOL=0 for SCLK low while not transmitting. CPHA 
indicates clock phase. The combination of CPOL bit and CPHA bit 
decides which Serial mode is supported. 


FSPI AX1 
Address: Operational Base + offset (0x0214) 

| Bit [Attr|ResetValue| CSC‘ Scriptom = 
[31:8 [RO _|0xo00000__—ifreserved 


aise Data 
RW Oxo The AX value when doing the continuous read (enhance mode or 
XIP mode). That is M7-MO in "Continuous Read Mode". 


FSPI_ ABIT1i 

Address: Operational Base + offset (0x0218) 

| Bit [Attr|ResetValue| CC‘ cription = 
[31:5 [RO _|Oxo000000 [reserved isd 


ABIT 
Address Bits Extend 
5'hO: 1 bit 
4:0 |RW /0x00 5'h1: 2 bits 
5'h1f: 32 bits 
Only valid when ADDRB is set to 2'bi1. 


FSPI DLL CTRLi 

Address: Operational Base + offset (0x023C 

| Bit [Attr|ResetValue| ss ——“‘“CSS*éiS scription =— 
[31:16[RO |Ox0000_—sifreserved — —“‘“(“‘“(“‘(‘(‘(‘(;#;S;<;*™S™C‘*dC 


SCLK_SMP_SEL 
SCLK sampling selection 
15 RW {0x0 1'b0O: Bypass DLL 
1'b1: From DLL 
The sampling SCLK source selection. 
reserved 


14:9 |RO_|0x00__—i[reserved 
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| Bit |Attr|ResetValue| ss Ci@eescription 


SMP_DLL_CFG 
Sample Delay Line Configuration 
9'hO: 1 DLL element cell 
9'h1: 1 DLL element cell 
RW |0x001 9'h2: 2 DLL element cells 
O'h1iff: 511 DLL element cells 
This register to control the sampling delay line cell used. The 
maximum DLL element cells is decided by process. 


FSPI_XMMC WCMD1 
Address: Operational Base + offset (0x0250 


| Bit |Attr|ResetValue|  —s_—s/s—s———C—C—C‘i scription = 
31:16|RO_[0x0000 


ADDRB 
Address Bits 
2'b00: O bit 
2'b0O1: 24 bits 
foes 0X0 2'b10: 32 bits 
2'b11: From the ABIT register 
Address bits number select in memory mapped mode, if there is 
not address command to send, set to zero. 
CONT 
Continuous 
1'bO: Disable continuous mode 
13 WO" |0x0 1'b1: Enable continuous mode 
AX mode or Continuous mode or XIP mode for device which 
eg with address. 


12 |RO_|oxo_ si reserved 


DUMM 
Dummy Cycles 
4'hO: No dummy cycle 
11:8 }WO |0x0 : 
4' h8: 8 cycles 
Dummy bit cycles in memory mapped mode. 
7:0 |WO {0x00 Command 
Command data in memory mapped access mode. 


FSPI_XMMC RCMD1 

Address: Operational Base + offset (0x0254 

| Bit [Attr|/ResetValue| ss —“‘CW:éCéS eScription =— 
[31:16[RO |0x0000_—sifreserved eC —“‘“(“(‘(‘(“‘“(“(“(CS®”S#*C*C*C*C*C*C*C*C*C*C*C*C*C*C*C*C*C*C*C‘idC 


ADDRB 
Address Bits 
2'bO0: O bit 
2'b01: 24 bits 
saict hice be 2'b10: 32 bits 
2'b11: From the ABIT register 
Address bits number select in memory mapped mode, if there is 
not address command to send, set to zero. 
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| Bit |Attr|ResetValue| ——Ci@eescription 


CONT 
Continuous 
1'b0O: Disable continuous mode 
13 WO 10% 1'b1: Enable continuous mode 
AX mode or Continuous mode or XIP mode for device which 
eer with address. 


112 (RO [oxo reserved 


DUMM 
Dummy Cycles 
4'hO: No dummy cycle 
11:8 |WO |0x0 P 
4! h8: 8 cycles 
Dummy bit cycles in memory mapped mode. 
CMD 
7:0 |WO |0x00 Command 
Command data in memory mapped access mode. 


FSPI_ DEVSIZE1i 
Address: Operational Base + offset (0x0264) 

| Bit [Attr|ResetValue| Ci‘ ection 
[31:5 [RO |[0x0000000_|reserved 


DSIZE 
Device Size 
5'd0: 1 byte 
5'd1: 2 bytes 
5'd2: 4 bytes 
RW |0x1i2 ‘ 
5'd31: 4G bytes 
Device size is used to generate slop over status. 


FSPI TME1 

Address: Operational Base + offset (0x0268 

| Bit [Attr|/ResetValue|  —— —“i‘“CW#éCéS scription =— 
[31:2 [RO |0x00000000 [reserved —(i—~—“‘“‘(“‘(‘(‘#“(NCOC‘dzC 


SCLK_INATM_EN 

SCLK Inactive Timeout Enable 
f(y BD 0x0 1'bO: Disable 

1'bi: Enable 


jo |RO_|oxo_sreserved 


27.5 Interface Description 


Table 27-2 FSPI(SFC) interface Ce 
| Module Pin | Dir. [| = CPin Name [TOMUXSetting 


fsck = | 0 | FSPI_CLK/FLASH_ALE/GPIO1_D0_d GRF_GPIO1D_IOMUX_L[3:0]=4’h1 
| sfccsn0 = | 0 FSPI_CSOn/FLASH_CSOn/GPIO1_D3_u GRF_GPIO1D_IOMUX_L[15:12]=4’h1 


EMMC_DATA_STROBE/FSPI_CS1n/FLASH_CLE/GPIO1 
sfc_csn1 GRF_GPIO1C_IOMUX_H[11:8]=4’h2 
_C6_d 


FSPI_DO/FLASH_RDY/GPIO1_D1i_u GRF_GPIO1D_IOMUX_L[7:4]=4’h1 
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Module Pin | Dir. | PinName IOMUX Setting 


FSPI_D1/FLASH_RDn/GPIO1_D2_u GRF_GPIO1D_IOMUX_L[11:8]=4’h1 


EMMC_RSTn/FSPI_D2/FLASH_WPn/GPIO1_C7_d GRF_GPIO1C_IOMUX_H[15:12]=4’h2 
FSPI_D3/FLASH_CS1in/GPIO1_D4_u GRF_GPIO1D_IOMUX_H[3:0]=4’h1 


Notes: I=input, O=output, I/O=input/output, bidirectional. 


27.6 Application Notes 
27.6.1 Typical Program Flow Without DMA 


Start Config FSPI_CTRL 
and other relative 


register to select 
operation mode 


Config FSPI_CMD 
BUSY. 


IDLE 


Write Enable 
CMD SEQ 


ADDR is needed 


mrearaen Config FSPI|_ADDR 


CMD SEQ 


DATA is needed 


Read Statues 
CMD SEQ 


W/R FSPI_DATA 
Loop 


Fig. 27-2 Program Flow 
All the AHB bus write data to FSPI_CMD, FSPI_ADDR and FSPI_DATA will be marked with 
different header and then pushed into transmit FIFO by writing order. 
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27.6.2 Typical READ Flow Without DMA 


Config FSPI_CTRL 


and other relative 
register to select 
operation mode 


BUSY. Config FSPI_CMD 
IDLE 
READ 

CMD SEQ ADDR is needed 


(ome) Config FSPI_ADDR 


DATA is needed 


W/R FSPI_DATA 
Loop 


Fig. 27-3 Read Flow 
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27.6.3 Command Flow with DMA 


Config FSPI_CTRL 
and other relative 
register to select 
operation mode 


Config FSPI_CMD 


ADDR is needed 


Config FSPI_ADDR 


DATA is needed 


Config DMAADDR, 
then config 
FSPI_DMATR 


Wait DMAS 
igterrrupt Dong 


Fig. 27-4 Command with DMA Flow 


The total transfer bytes is decided by TRB register in FSPI_CMD and must be aligned to 2 
bytes. 
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27.6.4 SPI Mode and Shift Phase 

The register SPIM in FSPI_CTRL will decide the default value of SCLK when CS# is inactive. 
When SPIM=0, the default value is 0, means Mode 0. When SPIM=1, the default value is 1, 
means SPI Mode 3. 

The register SHIFTPAHSE in FSPI_CTRL will decide when to sample the SIO data. If 
SHIFTPAHSE=0, it will sample the data at the posedge of sclk_out. If SHIFTPHASE=1, it will 
sample the data at the negedge of sclk_out. 


SFC_CTRLSHIFTPHASE=0;  { SFC_CTRLSHIFTPHASE=1 
csn ii 


SFC_CTRLSPIM=1 


sclk_out SFC_CTRLSPIM=0 
sio[3:0] cind AS X MAX _X__X_X AO) C01 X D0) 
Fig. 27-5 SPI mode 


27.6.5 Idle Cycles 

The FSPI_CTRL register is a global control register, when the controller is in busy state 
(FSPI_SR), FSPI_CTRL cannot be set. The field IDLE_CYCLE (FSPI_CTRL[7:4]) of this 
register are used to configure the idle level cycles of FSPI core clock (sclk) before reading 
the first bit of the read command. 

Like the following picture shows: the red line of the sclk is the idle cycles, during these 
cycles, the chip pad is switched to output. When IDLE_CYCLE =0, it means there will be not 
idle level cycles. 


csn lee —“ 
sclk aH 


sio[3:0] cmd A5 Xx A4 AO ¢D1X DO» 
Fig. 27-6 Idle cycles 


27.6.6 Memory-Mapped Mode 

After the Controller is configured as Memory-Mapped mode, the normal operation mode is 
not allowed which means indirect command transaction is forbidden unless software 
configures the FSPI_MODE back to indirect access mode. 

Before switching into Memory-Mapped mode, the software should initiate some transactions 
to configure the external device, such as Quad IO enable and IO Drive Strength. 

In Memory-Mapped mode, it supports read transaction from serial NOR Flash and serial 
pSRAM, and the write transaction is only support by serial pSRAM. 


Copyright 2022 © Rockchip Electronics Co., Ltd. 852 


